Hoy en dia las herramientas de titanio son imprescindibles en algunos
sectores industriales.

Gracias a sus propiedades antimagnéticas, las herramientas de titanio
son indispensables.

¢ En el sector médico (mantenimiento de escaners y MR, laboratorios
farmacéuticos, ...)

¢ En la aerondutica y astronautica.
® En los sectores militares.
¢ Para el uso de campos magnéticos de gran potencia.

Aparte del hecho de que el titanio es antimagnético al 100% (diamagnético
absoluto), este metal tiene una gran solidez (comparable con el acero), es
muy ligero (un 42% mas ligero que el acero) y tiene una gran resistencia a
la corrosion (incluso ante sales agresivas y acidos de la industria quimica).
La capacidad de carga mecanica y térmica de herramientas de titanio
es muy alta, ofreciendo una gran vida util a este tipo de herramientas.

Se pueden producir acabados especiales bajo peticion.

Densidad 4,51 g/cm3
Limite elastico al 0,2% 170 - 500 MPa
Médulo de elasticidad 110 GPa
Coeficiente de expansion térmica 9
Conductividad térmica 22 W/(mK)
Temperatura de fusién 1.668°C
Temperatura de ebullicion 3.287°C

HERRAMIENTA ACERO INOXIDABLE
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STAINLESS STEEL TOOLS...
...unthinkable in following areas...

+ Pharmaindustry

+ Medicintechnology

+ Foodindustry

+ Facadetechnology

+ Vehicle construction

+ Chemical appliances construction
+and a lot more...

Stainless Steel tools Typ 304 (1.4301) with a minimum of 18 % chromium and 8 % nickal,
combined with a maximum of 0,08% carbin. It is defined as a Chromium-Nickel- austenitic alloy.
Stainless steel most important features at a glance:

- g ism rises with
- good in cryogenk

and

- extreme
chromium content
- extreme longevity
- good warpening in the cold

and

- very good p g ability,
- autoclavable (heating up to about 100°C)

Technical Data
Density [kg/dm?] 7.9
Expansion Limit [MPa min] 515
Elasticity module [GPa] 193
| Thermal expansion coefficient
0-100°C 17.2
0-315°C 17.8
0-538°C 18.4
Heat conductivity [W / (m K)
at 100 °C 16.2
| 215 |
1420-1470°C
1399-1455 °C
HB 201
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