BASE FIXING UNITS

Features: Heavy duty fixing. High profile. Drill hole fixing.
Optional extras: Dirt exit hole.
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Features: Heavy duty fixing. High profile. Drill hole fixing.
Optional extras: Dirt exit hole.
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Features: Heavy duty fixing. High load
capacity. High profile. Drill hole fixing.
Optional extras: Dirt exit hole.

Features: Heavy duty fixing. High load
capacity. High profile. Drill hole fixing.
Optional extras: Dirt exit hole.
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Features: Heavy duty fixing. High load
capacity. High profile. Dirt exit hole
standard. Drill hole fixing.

Optional extras: Grease points can be fitted.

Finish: Body Black for types 13 and 16.
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1006, 1041, 1050

Features: High load capacity. High profile. Dirt exit hole standard. Features: High load capacity. High profile. Dirt exit hole standard.
Drill hole fixing. The 1041 and 1050 ball units are similar in design to Drill hole fixing. Plastic knife edge seal on main ball.
the 1006 ball unit. 1041 & 1050 are assembled without a seal
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H 2 SLOTTED HOLES HDIA 2 SLOTTED HOLES
5.5mm DIA x 7.7mm G 5.5mm DIA x 7.7mm
G length of slot for 1006, 1050 length of slot

10 IMPORTANT - IF YOU ARE UNSURE, CONSULT OUR FREE TECHNICAL SERVICE. Tel: +44 (0) 121 380 4700 Fax: +44 (0) 121 380 4701
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REF | BALL |FIXING |WEIGHT DIMENSIONS (mm)
No. | SIZE | HOLES | (KGS)
(mm)

MAXIMUM DYNAMIC LOADING (kg)

>
w

G|H|I

TYPE 13 TYPE 14 TYPE 15 TYPE 16

Carbon Steel Nylon Load Stainless Steel | Stainless Steel
Bearings, Zinc Bearing, Zinc Bearings and Bearings, Zinc
Plated Pressings| Plated Pressings | Pressings Plated Pressings

LOAD | LOAD | LOAD | LOAD | LOAD | LOAD | LOAD | LOAD
UP DOWN UP DOWN upP DOWN upP DOWN

Hole Diameter of

Max Diameter
Working Height
Fixing Holes

of Ball
Base to Top of

Base Thickness
Hole Centres
(Length)

Hole Centres
(Width)

Base Plate
(Length)

Base Plate
Body

(Width)

BASE FIXING UNITS

20.0 0.9 fgg 5.2 - |50.0{35.0| - 20 10 10 5 20 10 20 10

60.3| 7.7
30.5 1.0 559|555 - 69.0|51.0| - 55 25 25 10 55 25 55 25

60.3| 7.7
31.0 1.0 559|555 - 69.0|51.0| - 30 10 20 10 30 10 30 10

35.8 1.75 ggg ;; - |69.0/51.0| - 100 50 25 10 100 50 100 50

Note 1006 & 1050 unit supplied with Slotted fixing holes 7.7 mm x 5.5 mm on 58.1 pcd General Tolerance unless stated +0.3mm
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