HI-TECH, DOUBLE SEAL, UNITS

pages 22 & 23). The Hi-tech
units have glass re-inforced
nylon bodies so their weight
is less than half that of the
©25.4mm Hevi-Load units.

Stainless steel bearings with
steel load components (Type
16) are available on request.

CHEMICAL RESISTANCE

High resistance to organic sol-
vents, petrol and oil.

Seek our advice if in doubt.

TEMPERATURE
-30°C upto +100°C.

Features: High load Capacity.
Dimensionally compatible with

Hevi-Load 7121.

SN 6025-3

Features: High load capacity.
Ball height compatible with

Hevi-load 7123.

Features: Bolt fixing high load
capacity. If used for height
adjustment the locknut must
remain secured to the body.
Maximum tightening torque is
15Nm.

B 6025-4

Features: High load capacity.
Coned flange for smoother on-
off transfer.
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Servicio de Att. a

Features: Top flange high load
capacity. Dimensionally compat-

ible with Hevi-load 7125.

B 6025-5

Features: Ideal for shock

load-

ing. Stainless steel springs avail-
able on request. Compatible
with Hevi-load 7136, 7139,

7137, 7135.
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20 IMPORTANT - IF YOU ARE UNSURE, CONSULT OUR FREE TECHNICAL SERVICE. Tel: +44 (0) 121 380 4700 Fax: +44 (0) 121 380 4701
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DYNAMIC

BALL BEARING WEIGHT DIMENSIONS (mm) LOAD
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Pressings

6025-0-15 Stainless

6025-0-13 Ferrous

6025-1-15 Stainless

6025-1-13 Ferrous

6025-2-15 Stainless

6025-2-13 Ferrous

6025-3-15 Stainless

6025-3-13 Ferrous

6025-4-15 Stainless

6025-4-13 Ferrous 320 g

General Tolerance unless stated +0.3mm

HI-TECH, DOUBLE SEAL, UNITS

DIMENSIONS (mm) DYNAMIC LOAD FOR
SUPPORT MAXIMUM
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TYPE 5
6025-5-15A Stainless
50.8 61.9 6.7 20.0 38 7 100 3.2
6025-5-13A
6025-5-15B
50.8 61.5 6.7 20.0 38 23 110 3.2
6025-5-13B
6025-5-15C
50.8 60.7 6.7 20.0 38 45 120 3.2
6025-5-13C
6025-5-15D
50.8 61.9 6.7 20.0 38 70 125 3.2
6025-5-13D
6025-5-15E
50.8 81.0 6.7 20.0 38 20 210 3.2
6025-5-13E
6025-5-15F
50.8 79.8 6.7 20.0 38 140 245 3.2
6025-5-13F
6025-5-15G
50.8 81.0 6.7 20.0 38 180 270 3.2
6025-5-13G
6025-5-15H
o 50.8 81.0 6.7 20.0 38 230 310 3.2
6025-5-13H Ferrous
To order, specify REF N°, i.e. 6025-0-15. General Spring Rating Tolerance unless stated +10%
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