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TUBE FIXING • CLAMP FIXING • MISCELLANEOUS UNITS

3004 • 1002 TUBE FIXING
Features: Tube fixing is achieved by pushing the spring washer into a
suitable size tube and turning to lock. 3 sizes available -  
see dimension ‘W’. Suitable for use as a castor.

2004    TUBE FIXING

3007  •  1001  •  1021    CLAMP FIXING
Features: The 3007 and 1001 can be fixed to 1mm-10mm thick mate-
rials. 1mm-27mm thick materials for the 1021.
The maximum tightening torque is 15Nm for the 3007 and 1001,
20Nm for the 1021.
Optional extras: Dirt exit hole.

1004
Features: Supplied with circlip for loosely
fixing to materials up to 6.4mm thick. Dirt
exit hole.

1007
Features: Small taper on body allows for
interference fixing. Do not strike the ball, use 
a tube on the flange diameter when fixing. 
Approx size of taper is 35.8mm top and
35.4mm bottom. Dirt exit hole.

1500

Features: Tube fixing is achieved by pushing the bush into the tube.
Rotating the unit expands the rubber bush for an interference fit.
Excellent as a castor.

Features: High load capacity.
Improved plastic knife edge seal wipes
debris off outside the ball. Dirt exit hole.
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Note: The sectioned tube is not
part of the ball unit.
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General Tolerance unless stated ±0.3mmTo order, specify REF Nº and TYPE, i.e. 3007-13.

To order, specify REF Nº, TYPE and SPRING WASHER DIAMETER, i.e. 3004-13-16.9.
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