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Fieldbus Profibus connection cable PVC
jacket, STATIC APPLICATION

BC450
BC4500001
BC4500002

For further information please
consult Brevetti Stendalto’s
Technical Office

Impedance: 150 Ohm

Very good oil resistant PVC jacket

Part No. No. of cores Diameter Type Copper Cable
x section Ø weight weight
n x mm2 mm kg/km kg/km

4500001 (1x2x0,64/2,55)C 7,95 standard 27 75
4500002 (1x2x0,64/2,55)C 7,95 quick connection 27 77

Technical data
Temperature range: -5°C to + 80°C
Impedance: 150 Ohm
D.C. resistance : 57,5 Ohm/km
Isolation resistance: > 2500 MOhm.km
Attenuation:

9,6 KHz<2,5 db/km; 9,6 KHz<2,5 db/km; 4,0 MHz<22,0 db/km;
16,0 MHz<42,0 db/km

Burning characteristics:
IEC 60332.1.1

Normative references:
UL/CSA; EN 50170; DIN 19245; DESINA

Construction
Conductor:

copper red 1x0,64 mm
Insulation:

Foam skin
Core ident. :

green, red
Shielding:

1° all/polyester;
2° Tinned copper braid > 65%

Jacket material:
PVC, colour purple RAL 4001
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BC4500003
BC4500017

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 180 m/min
Acceleration: 7 m/s2

Impedance: 150 Ohm

Oil resistant PUR jacket

Fieldbus Profibus connection cable PUR
jacket, DYNAMIC APPLICATION

BC450

Technical data
Temperature range: -40°C + 80°C
Speed: 180 m/min
Acceleration: 7 m/s2

Impedance: 150 Ohm
D.C. resistance : 76 Ohm/km for 4500017: 78,4 Ohm/km
Isolation resistance: > 2500 MOhm.km for 4500017: 5000 MOhm.km
Attenuation:

9,6 KHz<3,0 db/km; 38,4 KHz<4,5 db/km; 4,0 MHz<25,0 db/km;
16,0 MHz<49,0 db/km

Mud resistance: NEK 606
Burning characteristics:

IEC 60332.1.1
Normative references:

UL/CSA; EN 50170; DIN 19245; DESINA

Construction
Conductor:

flexible
Insulation:

Foam skin
Core ident. :

green, red
Shielding:

1° all/polyester;
2° Tinned copper braid > 65%

Jacket material:
PUR, colour purple RAL 4001

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4500003 (1x2x0,64/2,55)C 7,95 80 27 75
4500017 (1x2x0,64/2,55)C 9,80 98 27 90

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



56

®

BC4500004

For further information please
consult Brevetti Stendalto’s
Technical Office

Impedance: 100 Ohm

Very good oil resistant PVC jacket

Fieldbus Interbus connection cable PVC
jacket, STATIC APPLICATION

BC450
Part No. No. of cores Diameter Type Copper Cable

x section Ø weight weight
n x mm2 mm kg/km kg/km

4500004 (3x2x0,22)C 7,10 static application 30 55

Technical data
Temperature range: -5°C to + 80°C
Impedance: 100 Ohm +/- 15 Ohm
D.C. resistance : 96 Ohm/km
Isolation resistance: > 5000 MOhm.km
Attenuation:

0,256 MHz =1,5 db/100m; 0,722 MHz =2,4 db/100m; 1 MHz =2,7 db/100m;
4 MHz =5,2 db/100m; 10 MHz =8,4 db/100m; 16 MHz =11,2 db/100m;
20 MHz =11,9 db/100m

Near-end crosstalk:
0,722 MHz =61 db/100m; 1 MHz =59 db/100m; 2 MHz =55 db/100m;
4 MHz=50 db/100m; 8 MHz =46 db/100m; 10 MHz =44 db/100m;
16 MHz =41 db/100m; 20 MHz =40 db/100m

Capacity: < 60 nF/km
Propagation velocity: 66%
Burning characteristics:

IEC 60332.1.1
Normative references:

UL/CSA; DESINA

Construction
Conductor:

flexible
Insulation:

Polyolefine (PP)
Core ident. :

DIN 47100 ( see page 54 )
Shielding:

Tinned copper braid > 80%
Jacket material:

special compound type PVC, colour purple RAL 4001
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BC4500005

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 180 m/min
Acceleration: 7 m/s2

Impedance: 100 Ohm

Oil resistant PUR jacket

Fieldbus Interbus connection cable PUR
jacket, DYNAMIC APPLICATION

BC450
Part No. No. of cores Diameter Bending Copper Cable

x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4500005 3x2x0,22 8,00 80 30 65

Technical data
Temperature range: -40°C + 80°C
Speed: 180 m/min
Acceleration: 7 m/s2

Impedance: 100 Ohm +/- 15 Ohm
D.C. resistance : 96 Ohm/km
Isolation resistance: > 5000 MOhm.km
Attenuation:

0,256 MHz =1,5 db/100m; 0,722 MHz =2,4 db/100m; 1 MHz =2,7 db/100m;
4 MHz =5,2 db/100m; 10 MHz =8,4 db/100m; 16 MHz =11,2 db/100m;
20 MHz =11,9 db/100m

Near-end crosstalk:
0,722 MHz =61 db/100m; 1 MHz =59 db/100m; 2 MHz =55 db/100m;
4 MHz =50 db/100m; 8 MHz =46 db/100m; 10 MHz =44 db/100m;
16 MHz =41 db/100m; 20 MHz =40 db/100m;

Capacity: < 60 nF/km
Propagation velocity: 66%
Burning characteristics:

IEC 60332.1.1
Mud resistance: NEK 606
Normative references:

UL/CSA; DESINA

Construction
Conductor:

high-flexible
Insulation:

Polyolefine (PP)
Core ident. :

DIN 47100 ( see page 54 )
Shielding:

Tinned copper braid > 80%
Jacket material:

PUR, colour purple RAL 4001
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BC4500006
BC4500008

For further information please
consult Brevetti Stendalto’s
Technical Office

Impedance: 120 Ohm

Very good oil resistant PVC jacket

Fieldbus DeviceNet connection cable PVC
jacket, STATIC APPLICATION

BC450
Part No. No. of cores Diameter Type Copper Cable

x section Ø weight weight
n x mm2 mm kg/km kg/km

4500006 1x2x22 AWG+ 7,10 drop cable 28 58
+1x2x24 AWG

4500008 1x2x15 AWG+ 11,30 drop cable 88 170
+1x2x18 AWG

Technical data
Temperature range: -5°C to + 80°C
Impedance: 120 Ohm
D.C. resistance :

78,4 Ohm/km (AWG 24)/ 51,6  Ohm/km (AWG 22); 21,0  Ohm/km (AWG 18)/10,4 
Ohm/km (AWG 15)

Isolation resistance:
AWG 24/22 > 500O MOhm.km;  AWG 18/15 > 100 MOhm.km

Data pair attenuation:
AWG 24 < 2,00 DB/100 m 1MHz;  AWG 18 < 1,31 db/100 m  1MHz

Propagation velocity pair signal: 80%
Capacity pair signal: < 39 pF/m
Propagation velocity: 66%
Burning characteristics:

IEC 60332.1.1
Normative references:

UL/CSA; DESINA; NEK 606

Construction
Conductor:

flexible
Insulation:

signal: foam skin 
power: PVC

Core ident. :
signal: blue, white
power: red, black

Shielding:
1° all/polyester
2° Tinned copper braid > 70%

Jacket material:
special compound type PVC, colour purple RAL 4001
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BC4500007
BC4500014

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 180 m/min
Acceleration: 7 m/s2

Impedance: 120 Ohm

Oil resistant PUR jacket

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4500007 1x2x22 AWG+ 7,10 70 28 60
+1x2x24 AWG

4500014 1x2x15 AWG+ 11,70 120 88 174
+1x2x18 AWG

Fieldbus DeviceNet connection cable PUR
jacket, DYNAMIC APPLICATION

BC450

Technical data
Temperature range: -40°C + 80°C
Speed: 180 m/min
Acceleration: 7 m/s2

Impedance: 120 Ohm
D.C. resistance :

78,4 Ohm/km (AWG 24)/ 51,6  Ohm/km (AWG 22); 21,0  Ohm/km (AWG 18)/10,4 
Ohm/km (AWG 15)

Isolation resistance:
AWG 24/22 > 5000 MOhm.km;  AWG 18/15 > 100 MOhm.km

Data pair attenuation:
AWG 24 < 2,00 DB/100 m 1MHz;  AWG 18 < 1,31 db/100 m  1MHz

Capacity pair signal: < 39 nF/km
Propagation velocity pair signal: 80 %
Burning characteristics:

IEC 60332.1.1
Mud resistance: NEK 606
Normative references:

UL/CSA; DESINA

Construction
Conductor:

flexible
Insulation:

signal: foam skin
power: PE

Core ident. :
signal: blue, white
power: red, black

Shielding:
1° all/polyester
2° Tinned copper braid > 70%

Jacket material:
PUR, colour purple RAL 4001
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BC4500020

Speed: 180 m/min
Acceleration: 10 m/s2

Impedance: 100 Ohm

Oil resistant PUR jacket

Profinet 100 Ohm cable, PUR jacket

BC450
Codice N.conduttori Diametro Raggio Contenuto Peso
articolo x sezione Ø di curvatura rame cavo

n x mm2 mm mm kg/km kg/km
4500020 (1x4xAWG22/7)C 6,5 65 28 72

Per ulteriori informazioni
consultare l’ufficio tecnico
Brevetti Stendalto

Technical data
Nominal voltage: 30V
Testing voltage: 2500V
Temeperature range: -40°C + 80°C
Speed: 180 m/min
Acceleration: 10 m/s2

Near-end crosstalk:
1MHz = 62 db;   4 MHz = 53 db;  10 MHz = 47 db;  : 20  MHz = 42db

Burning characteristics:
IEC 60332-1-2 UL, WV1, UL FT1

Oil resistance: EN 50363-10-2
Mud resistance: NEK 606
Homologation UL/CSA: UL-AWM 80°C 300 V - CSA AWM 75°C 300 V FT1

Construction
Conductor:

extraflessibile classe 6 conforme a:
VDE 0295, IEC 60228, CEI 20-29, NFC 32012

Insulation:
Poliolefina (PP)

Core ident. :
white + red + blu + yellow

Core assembling:
special

Shielding :
Tinned copper braid min. 85%  

Jacket material:
PUR, green colour RAL 6018
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Ethernet cable 100 Ohm 24 AWG CAT 5E
S-FTP connection cable PUR jacket, DYN. APP.

BC450
Part No. Cat. of cores Diameter Bending Copper Cable

x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4500021 5E (2x2x24 AWG)C 6,00 90 20,0 41
4500022 5E (4x2x24 AWG)C 7,10 106 33,7 60

Technical data
Temperature range: -40°C + 80°C
Speed: 240 m/min
Acceleration: 20 m/s2

Impedance: 100 Ohm
Attenuation:

1MHz = 3,2 db/100 m;   4 MHz = 6,5 db/100 m;  10 MHz = 9,9 db/100 m
20  MHz = 13,8 db/100 m

Near-end crosstalk:
1MHz = 62 db;   4 MHz = 53 db;  10 MHz = 47 db;  : 20  MHz = 42db

Burning characteristics:
IEC 60332.1.1

Mud resistance: NEK 606
Normative references:

UL/CSA; DESINA

Construction
Conductor:

high-flexible
Insulation:

foam skin
Core ident. :

white/grey; blue/pink; orange/yellow; brown/purple
Core assembling:

special
Shielding :

all/polyester min. 100%  + Tinned copper braid min. 75%  
Jacket material:

PUR, purple colour RAL 4001

For further information please
consult Brevetti Stendalto’s
Technical Office

BC4500021
BC4500022

Speed: 240 m/min
Acceleration: 20 m/s2

Impedance: 100 Ohm

Oil resistant PUR jacket

Transmission speed 100 Mbps
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Ethernet Profibus connection cable 
PUR jacket CAT 6

BC450
BC4500023

Technical data
Temperature range: -40°C + 80°C
Speed: 240 m/min
Acceleration: 50 m/s2

Impedance: 100 Ohm
Attenuation:

1MHz = ≤ 2,8 db/100 m;   4 MHz = ≤ 5,6 db/100 m;  10 MHz = ≤ 9,0 db/100 m
20  MHz = 12,8 db/100 m

Burning characteristics:
IEC 60332.1.1

Mud resistance: NEK 606
Normative references:

UL/CSA; DESINA

Construction
Conductor:

high-flexible
Insulation:

PUR
Core ident. :

white/orange; white/green; white/blu; white/brown
Core assembling:

special
Shielding :

all/polyester min. 100% + Tinned copper braid min. 85%  
Jacket material:

PUR, purple colour RAL 4001

Speed: 240 m/min
Acceleration: 50 m/s2

Impedance: 100 Ohm

Oil resistant PUR jacket

Transmission speed 100 Mbps

Part No. Cat. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4500023 6 4x2x2x26 AWG 8,3 80 31 65

For further information please
consult Brevetti Stendalto’s
Technical Office
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For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 240 m/min
Acceleration: 50 m/s2

Impedance: 100 Ohm

Oil resistant PUR jacket

Transmission speed 100 Mbps

BC4500024Part No. Cat. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4500024 7 4x2x26AWG 10 100 75 115

Ethernet Profibus connection cable
PUR jacket CAT 7

BC450

Technical data
Temperature range: -40°C + 80°C
Speed: 240 m/min
Acceleration: 50 m/s2

Impedance: 100 Ohm
Attenuation:

1MHz = ≤ 3 db/100 m;   4 MHz = ≤ 5,6 db/100 m;  10 MHz = ≤ 8,8 db/100 m
20  MHz = 12,4 db/100 m

Burning characteristics:
IEC 60332.1.1

Mud resistance: NEK 606
Normative references:

UL/CSA; DESINA

Construction
Conductor:

flexible
Insulation:

PUR
Core ident. :

white/orange; white/green; white/blu; white/brown
Core assembling:

special
Shielding :

all/polyester min. 100% + Tinned copper braid min. 85%
Jacket material:

PUR, purple colour RAL 4001
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Per ulteriori informazioni
consultare l’ufficio tecnico
Brevetti Stendalto
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PUR
PVC

BC4500010
BC4500013

Speed:
for 4500010 = 240 m/min
for 4500013 = 60 m/min

Acceleration:
for 4500010 = 20 m/s2

for 4500013 = 2 m/s2

Impedance: 150 Ohm

Technical data
Temperature range: -40°C + 80°C
Speed: 4500010 = 240 m/min

4500013 = 60 m/min
Acceleration: 4500010 = 20 m/s2

4500013 = 2 m/s2

Impedance: 150 Ohm
Attenuation:

1MHz = 3,2 db/100 m;   4 MHz = 6,5 db/100 m;  10 MHz = 9,9 db/100 m
20  MHz = 13,8 db/100 m

Near-end crosstalk:
1MHz = 62 db;   4 MHz = 53 db;  10 MHz = 47 db;  20 MHz = 42db

Burning characteristics:
IEC 60332.1.1

Mud resistance: 4500010 = NEK 606
Normative references:

UL/CSA; DESINA

Construction
Conductor:

high-flexible
Insulation:

foam skin
Core ident. :

white/grey; blue/pink; orange/yellow; brown/purple
Core assembling:

special
Shielding :

all/polyester > 100%  + Tinned copper braid > 65%  
Jacket material:

PUR, purple colour RAL 4001
4500010 = purple colour RAL 4001
4500013 = PVC, purple colour RAL 4001

Fieldbus Profibus connection cable
PUR jacket, DYNAMIC APPLICATION

BC450
Part No. No. of cores Diameter Bending Copper Cable

x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4500010 (1x2x0,64/2,55 9,50 100 50 120
+3G0,75)C

4500013 (1x2x0,64/2,55 9,70 100 50 125
+3G0,75)C
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For further information please
consult Brevetti Stendalto’s
Technical Office

BC4500011
BC4500012
BC4500015
Speed: 240 m/min
Acceleration: 20 m/s2

Impedance: 120 Ohm

Oil resistant PUR jacket

Fieldbus CAN connection cable
DYNAMIC APPLICATION

BC450
Part No. No. of cores Diameter Bending Copper Cable

x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4500011 (1x2x0,34+2x0,5)C 9,1 90 53 110
4500012 (2x2x0,34)C 9,6 100 52 68
4500015 (1x2x0,5)C 7,8 78 42 65

Technical data
Temperature range: -40°C to + 80°C
Speed: 240 m/min
Acceleration: 20 m/s2

Impedance: 120 Ohm
Data pair attenuation:

1MHz = 1,3 db/km;   5 MHz = 3,1 db/km;  10 MHz = 4,3 db/km; 
20  MHz = 6,4 db/km

Capacity:
< 60 nF/km

Burning characteristics:
IEC 60332.1.1

Mud resistance: NEK 606
Normative references:

UL/CSA; DESINA

Construction
Conductor:

high-flexible
Insulation:

signal: polyolefine
power: PP

Core ident. :
signal DIN 47100
power: red, black

Shielding :
Tinned copper braid > 85%  

Jacket material:
PUR, colour purple RAL 4001
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Per ulteriori informazioni
consultare l’ufficio tecnico
Brevetti Stendalto

1

3

4

5

2

BC500

Fibre optic cable, LSZH jacket
DYNAMIC APPLICATION

BC500

Speed: 180 m/min

Acceleration: 10 m/s2

Type FC Type SMA

Type ST Type SC

Part No. N.di fibre Ø  Core Diameter Bending Cable
Ø  Cladding Ø radius weight

µm mm mm kg/km
5000662,5/125 6 62,5/125 8,5 80 75
5000862,5/125 8 62,5/125 8,5 80 75
5001262,5/125 12 62,5/125 8,5 80 75
5001862,5/125 18 62,5/125 8,5 80 75
5002462,5/125 24 62,5/125 10,5 100 100
5000650/125 6 50/125 8,5 80 75
5000850/125 8 50/125 8,5 80 75
5001250/125 12 50/125 8,5 80 75
5001850/125 18 50/125 8,5 80 75
5002450/125 24 50/125 10,5 100 100

Construction

1 - Fibre Optic
2 - Primary coating
3 - Central loose tube PBT jelly
4 - Antirodent dielectric armouring
5 - Outer sheath LSZH compound

Technical data
Temperature range:

from -20°C to +60°C
Static applications:

from -40°C to +80°C
Burning characteristics:

IEC 60332.1
VDE 0472-804 B

Attenuation:
50/125 µm: @850 nm: 2,8 dB/km

@1300 nm: 1,0 dB/km
62,5/125 µm: @850 nm: 3,5 dB/km

@1300 nm: 1,0 dB/km
Bandwidth:
50/125 µm: @850 nm: 400 MHz x km

@1300 nm: 800 MHz x km
62,5/125 µm: @850 nm: 160 MHz x km

@1300 nm: 500 MHz x km

Connectors

Ω Ω

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118




