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BC406-P
Signal cable
with PVC jacket page 10
BC407-P
Signal and Power cables
with PVC jacket page 11
BC408-P
Signal and Power cables
shielded with PVC jacket page 12
BC409-P
Signal, Control and Power cables
with PVC jacket page 13
BC418-P
Signal and Control cables, inner insulation TPE-E
with PUR jacket page 14
BC419-P
Signal and Control cables inner insulation TPE-E
Shielded with PUR jacket page 15
BC412
Multipair shielded signal cable
with PVC jacket page 16
BC413
Multipair shielded signal cable
with PUR jacket page 17
BC417
Multipair shielded signal cable
with PUR jacket page 18

Multiconductor Control Cables
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Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius* weight weight
n x mm2 mm mm kg/km kg/km

4060202-P 2x0,25 4,2 29 5 20
4060302-P 3x0,25 4,4 31 8 21
4060402-P 4x0,25 4,7 33 10 25
4060502-P 5x0,25 5,0 35 13 30
4060702-P 7x0,25 5,6 39 18 44,2
4061202-P 12x0,25 6,7 48 30 55
4061802-P 18x0,25 7,6 55 45 83
4062502-P 25x0,25 8,9 65 63 114
4060203-P 2x0,34 4,2 31 7 23
4060303-P 3x0,34 4,4 32 10 25
4060403-P 4x0,34 4,6 35 13 30
4060503-P 5x0,34 5,0 38 17 35
4060703-P 7x0,34 5,7 41 24 53,6
4061203-P 12x0,34 7,0 52 41 85,6
4061803-P 18x0,34 8,1 59 59 100
4062503-P 25x0,34 9,7 72 83 148

Technical data: BC406-P - BC407-P
Nominal voltage: 300 V
Testing voltage: 1500 V
Temperature range:

from-5°C to +80°C
Speed:

220 m/min
Acceleration:

10 m/s2

Burning characteristics:
IEC 60332.3.1
VDE 0472-804 test B

Flame resistance:
CEI 20/22II,
IEC 60332.3.24 cat.C

Oil resistance:
VDE 0472 part 803/B
UL 1581

Homologation UL/CSA:
UL-Style 2464 80°C 300V
CSA C22.2 N210.2-M90 80°C
300V FT1

Construction
Conductor:

High-flexible class 6 complying with:
VDE 0295, IEC 60228

Insulation:
Polyolefin (PP)

Core ident.:
colour complyng with DIN 47100

Core assembling:
special multi-ply with soft strip
on outer layer

Jacket material:
special compound type PVC,
colour grey RAL 7001

Schielding:
Tinned copper braid:  > 80%

Multicore control cable
with PVC jacket

BC406-P

* self-supporting chains; bending radius for sliding chains = 10 x outer cable diameter

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius* weight weight
n x mm2 mm mm kg/km kg/km

4070202-P (2x0,25)C 4,6 32 12 28
4070302-P (3x0,25)C 4,8 34 15 30
4070402-P (4x0,25)C 4,9 36 18 35
4070502-P (5x0,25)C 5,4 38 21 40
4071802-P (18x0,25)C 8,1 58 61 100
4072502-P (25x0,25)C 9,5 71 86 148
4070203-P (2x0,34)C 4,6 34 14 31
4070303-P (3x0,34)C 4,7 35 18 34
4070403-P (4x0,34)C 5,1 38 22 39
4070503-P (5x0,34)C 5,4 41 26 46
4070703-P (7x0,34)C 6,3 50 35 73
4071203-P (12x0,34)C 7,3 56 58 102
4071803-P (18x0,34)C 8,2 65 81 124
4072503-P (25x0,34)C 10,1 76 109 176
4073703-P (37x0,34)C 12,4 93 162 275

BC406-P
BC407-P

Speed: 220 m/min
Acceleration: 10 m/s2

Nominal voltage: 300 V

Complying with UL and CSA for the
European and USA market

Very good oil resistant PVC
jacket

Bending radius
10 x Ø cable

Bending radius
7,5 x Ø cable

Multicore control cable 
shielded with PVC jacket

BC407-P

For further information please
consult Brevetti Stendalto’s
Technical Office

* self-supporting chains; bending radius for sliding chains = 10 x outer cable diameter

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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Multicore control cables
with PVC jacket

BC408-P
Technical data: BC408-P - BC409-P
Nominal voltage:

sect.0,5 to 1,5 mm2 600 V
sect. ≥ 2,5 mm2 1000 V 

Testing voltage:
sect.0,5 to 1,5 mm2 2000 V
sect. ≥ 2,5 mm2 4000 V

Temperature range:
from -5°C to +90°C

Speed:
180 m/min

Acceleration:
10 m/s2

Burning characteristics:
IEC 60332.1.1
VDE 0472 part 803/B

Flame resistance:
CEI 20-22/II,
IEC 60332.3.24 cat.C

Oil resistance:
VDE 0472 parte 803/B,
UL 1581

Homologation UL/CSA:
sect.0,5 to 1,5 mm2

UL 2587 90°C - 600V 
CSA C22.2 AWM 90°C 600V FT1
sect. ≥ 2,5 mm2

UL 20886 90°C - 1000V 
CSA C22.2 AWM 90°C 1000V FT1

Construction
Conductor:

High-flexible class 6 complying with:
VDE 0295, IEC 60228

Insulation:
Polyolefin (PP) complying with
standard UL-CSA
Core ident.:
black num. +G/Y

Core assembling:
special multi-ply with soft strip
on outer layer

Jacket material:
special compound type PVC,
colour grey RAL 7001

Schielding:
Tinned copper braid:  > 80%

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius* weight weight
n x mm2 mm mm kg/km kg/km

4080305-P 3G0,5 5,3 46 15 34
4080305X-P 3x0,5 5,3 46 15 34
4080405-P 4G0,5 5,7 50 20 41
4080505-P 5G0,5 6,1 55 25 49
4080705-P 7G0,5 7,2 63 35 69
4081205-P 12G0,5 8,9 80 60 104
4081805-P 18G0,5 10,2 94 90 148
4082505-P 25G0,5 12,5 113 125 213
4080307-P 3G0,75 5,7 49 23 43
4080407-P 4G0,75 6,1 53 30 53
4080507-P 5G0,75 6,7 58 38 63
4080707-P 7G0,75 7,9 67 53 93
4081207-P 12G0,75 9,7 84 90 137
4081807-P 18G0,75 11,3 100 135 202
4082507-P 25G0,75 13,9 119 188 289
4080210-P 2G1,0 5,8 49 20 48
4080310-P 3G1,0 6,1 53 30 52
4080410-P 4G1,0 6,6 57 40 65
4080510-P 5G1,0 7,2 62 50 78
4080710-P 7G1,0 8,5 74 70 115
4081210-P 12G1,0 10,5 92 120 175
4081810-P 18G1,0 12,4 109 180 253
4082510-P 25G1,0 15,1 129 250 369
4080315-P 3G1,5 6,8 56 45 69
4080415-P 4G1,5 7,4 62 60 87
4080515-P 5G1,5 8,2 70 75 109
4080715-P 7G1,5 9,5 81 105 155
4081215-P 12G1,5 12,0 100 180 239
4081815-P 18G1,5 14,4 118 270 441
4082515-P 25G1,5 17,3 143 375 655
4080325-P 3G2,5 8,7 82 75 114
4080425-P 4G2,5 9,4 91 100 144
4080725-P 7G2,5 12,2 116 175 257
4081225-P 12G2,5 15,3 145 300 391
4080440-P 4G4 11,6 103 160 220
4080460-P 4G6 13,0 116 240 306

* self-supporting chains; bending radius for sliding chains = 10 x outer cable diameter

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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Multicore control cables
shielded with PVC jacket

BC409-P
BC408-P
BC409-P

Bending radius
10 x Ø cable

Bending radius
7,5 x Ø cable

Speed: 180 m/min
Acceleration: 10 m/s2

Nominal voltage: 600 V

Complying with UL and CSA for the
European and USA market

Very good oil resistant PVC
jacket

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius* weight weight
n x mm2 mm mm kg/km kg/km

4090305-P (3G0,5)C 5,9 53 26 46
4090405-P (4G0,5)C 6,3 56 32 55
4090505-P (5G0,5)C 6,7 61 38 64
4090705-P (7G0,5)C 7,7 72 51 86
4091205-P (12G0,5)C 9,6 86 86 131
4091805-P (18G0,5)C 10,9 101 121 180
4092505-P (25G0,5)C 13,3 119 169 257
4090307-P (3G0,75)C 6,3 57 35 56
4090407-P (4G0,75)C 6,8 61 43 68
4090507-P (5G0,75)C 7,3 65 52 79
4090707-P (7G0,75)C 8,6 77 75 117
4091207-P (12G0,75)C 10,4 94 119 166
4091807-P (18G0,75)C 12,1 110 169 237
4092507-P (25G0,75)C 14,7 129 236 339
4090310-P (3G1,0)C 6,7 61 43 67
4090410-P (4G1,0)C 7,3 65 55 81
4090510-P (5G1,0)C 7,9 74 67 95
4090710-P (7G1,0)C 9,2 83 94 141
4091210-P (12G1,0)C 11,5 101 152 208
4091810-P (18G1,0)C 13,2 118 223 297
4092510-P (25G1,0)C 16,1 147 304 424
4090315-P (3G1,5)C 7,4 65 60 85
4090415-P (4G1,5)C 8,0 73 77 105
4090515-P (5G1,5)C 8,9 78 98 133
4090715-P (7G1,5)C 10,3 92 133 184
4091215-P (12G1,5)C 12,9 110 213 281
4091815-P (18G1,5)C 15,3 128 297 495
4092515-P (25G1,5)C 19,4 160 384 736
4090325-P (3G2,5)C 9,2 89 100 136
4090425-P (4G2,5)C 10,0 98 128 168
4090725-P (7G2,5)C 12,9 125 212 295
4091225-P (12G2,5)C 16,1 155 355 447
4090440-P (4G4)C 11,8 110 194 249
4090460-P (4G6)C 14,0 127 285 352

For further information please
consult Brevetti Stendalto’s
Technical Office

* self-supporting chains; bending radius for sliding chains = 10 x outer cable diameter

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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Codice N.conduttori Diametro Raggio Contenuto Peso
articolo x sezione Ø di curvatura* rame cavo

n x mm2 mm mm kg/km kg/km
4180303-P 3x0,34 4,30 22 10 36
4180503-P 5x0,34 5,00 25 16 62
4180703-P 7x0,34 5,70 29 23 71
4181203-P 12x0,34 6,60 33 40 117
4181803-P 18x0,34 7,80 39 59 157
4182503-P 25x0,34 9,60 48 82 218
4180305-P 3G0,50 5,95 30 15 40
4180505-P 5G0,50 6,85 34 24 55
4180705-P 7G0,50 7,95 40 34 76
4181205-P 12G0,50 9,15 46 58 114
4181805-P 18G0,50 10,60 53 86 165
4182505-P 25G0,50 12,80 63 120 219
4180407-P 4G0,75 6,90 35 30 64
4180507-P 5G0,75 7,50 38 38 76
4180707-P 7G0,75 8,50 43 53 104
4181207-P 12G0,75 10,1 51 90 151
4181807-P 18G0,75 11,7 59 136 218
4182507-P 25G0,75 14,0 70 188 319
4180310-P 3G1,0 6,90 35 29 61
4180510-P 5G1,0 8,25 41 48 93
4180710-P 7G1,0 9,35 47 67 122
4181210-P 12G1,0 10,90 56 115 196
4181810-P 18G1,0 12,70 64 173 274
4182510-P 25G1,0 15,20 76 240 385
4183610-P 36G1,0 17,5 88 361 560
4180315-P 3G1,5 7,60 38 45 81
4180415-P 4G1,5 8,35 42 58 100
4180515-P 5G1,5 9,05 45 72 128
4180715-P 7G1,5 10,44 52 101 177
4181215-P 12G1,5 12,43 62 173 275
4181815-P 18G1,5 14,65 73 260 405
4182515-P 25G1,5 17,30 87 360 565
4180425-P 4G2,5 8,7 47 100 127
4180525-P 5G2,5 9,6 51 125 154
4180725-P 7G2,5 11,7 59 175 237
4181225-P 12G2,5 14,4 120 300 358
4181825-P 18G2,5 18,70 140 441 650
4182525-P 25G2,5 22,10 225 580 900
4180540-P 5G4 13,10 98 192 318

≤

≥

Technical data: BC418-P - 419-P
Nominal voltage:

sect.0,34 mm2 300 V
sect.0,5-4 mm2 600 V

Testing voltage:
sect.0,34 mm2 1500 V
sect.0,5-4 mm2 2000 V

Temperature range:
from -40°C + 80°C

Speed:
300 m/min

Acceleration:
25 m/s2

Burning characteristics:
IEC 60332.1
VDE 0472-804 test B,

Oil resistance:
VDE 0472 part 803/B,
UL 1581,

Mud resistance: NEK 606
Homologation UL/CSA:

UL-AWM 80°C - 600V
CSA-AWM 80°C - 600V FT1

Construction
Conductor:

High-flexible class 6 complying with:
VDE 0295, IEC 60228

Insulation:
Polyolefin (PP)

Core ident.:
sect.0,34 mm2

colour complying with DIN 47100
sect.0,5-4 mm2

black num. +G/Y complying with
VDE 0293,
CEI UNEL 00725-74

Core assembling:
special multi-ply with soft strip
on outer layer

Jacket material:
PUR complying with standard 
UL/CSA, colour black

Shielding, only for BC419
Tinned copper braid:  > 80%

Multicore control cables, inner insulation
TPE-E with PUR jacket

BC418-P

* self-supporting chains; bending radius for sliding chains = 7,5 x outer cable diameter
exept for 4181225, 4181825, 4182525, 4180540

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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Codice N.conduttori Diametro Raggio Contenuto Peso
articolo x sezione Ø di curvatura* rame cavo

n x mm2 mm mm kg/km kg/km
4191202-P (12x0,25)C 6,90 35 49 80
4190303-P (3x0,34)C 4,70 24 19 56
4190503-P (5x0,34)C 5,40 27 28 76
4190703-P (7x0,34)C 6,40 32 36 95
4191203-P (12x0,34)C 7,20 36 58 163
4191803-P (18x0,34)C 8,30 42 85 198
4192503-P (25x0,34)C 10,10 51 122 297
4190305-P (3G0,50)C 6 35 26 44
4190505-P (5G0,50)C 6,7 39 38 61
4190705-P (7G0,50)C 7,6 44 51 83
4190805-P (8G0,50)C 9,40 47 62 121
4191205-P (12G0,50)C 9,6 51 86 127
4191805-P (18G0,50)C 11,4 58 121 175
4192505-P (25G0,50)C 13,7 68 169 262
4190207-P (2x0,75)C 6,00 35 26 51
4190407X-P (4x0,75)C 6,70 39 43 65
4190507-P (5G0,75)C 7,3 42 52 77
4190707-P (7G0,75)C 8,6 47 75 113
4191207-P (12G0,75)C 10,4 55 119 162
4191807-P (18G0,75)C 12,5 63 169 242
4192507-P (25G0,75)C 14,9 74 236 338
4190310-P (3G1,0)C 6,7 39 43 64
4190510-P (5G1,0)C 7,8 45 67 93
4190710-P (7G1,0)C 9,2 50 94 137
4191210-P (12G1,0)C 11,80 59 152 213
4191810-P (18G1,0)C 13,60 69 223 302
4192510-P (25G1,0)C 15,5 81 304 415
4190415-P (4G1,5)C 9,10 46 91 136
4190515-P (5G1,5)C 9,70 49 112 198
4190715-P (7G1,5)C 11,00 55 145 254
4191215-P (12G1,5)C 13,10 66 247 416
4191815-P (18G1,5)C 15,20 76 348 564
4192515-P (25G1,5)C 18,50 93 498 811
4190425-P (4G2,5)C 9,5 51 125 153
4190525-P (5G2,5)C 10,3 63 153 183
4190725-P (7G2,5)C 12,4 65 209 272
4191225-P (12G2,5)C 15,2 125 350 410
4191825-P (18G2,5)C 20,60 155 600 760
4192525-P (25G2,5)C 23,90 240 835 1085

BC418-P
BC419-P

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 300 m/min
Acceleration: 25 m/s2

Small outer dimension

Min. bending radius

Complying with UL and CSA for the
European and USA market

Nominal voltage 300V UL/CSA
sect. ≤ 0,34 mm2
Nominal voltage 600V UL/CSA
sect. ≥ 0,34 mm2

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications at
-40°C

Multicore control cables inner insulation 
TPE-E Shielded with PUR jacket

BC419-P

* self-supporting chains; bending radius for sliding chains = 7,5 x outer cable diameter
exept for 4181225, 4181825, 4182525

Bending radius
7,5 x Ø cable

Bending radius
5 x Ø cable

Halogen free

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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Technical data
Nominal voltage: 300 V
Testing voltage: 1500 V
Temperature range: -10°C to +80°C
Speed: 180 m/min
Acceleration: 10 m/s2

Burning characteristics:
CEI EN 50265-2-1, DIN EN 50265-2-1, NFC 32070 C2, IEC 60332.1.1

Flame resistance:
CEI 20-22/II,DIN EN 50266-2-5, NFC 32070 cat. C1 test 2, IEC 60332.3.24 cat. C

Oil resistance:
HD 385 - EN 60811-2-1, VDE 0472 part 803/B, UL 1581, CNOMO E.03.40.150,
NFT 46-013

Homologation UL/CSA:
UL-AWM 80°C - 300V, CSA-AWM 80°C - 300 FT1

Construction
Conductor:

High-flexible class 5/6 complying with:
CEI 20-29, VDE 0295, NFC 32012, IEC 228

Insulation:
PVC complying with standard UL-CSA

Core ident. :
colour complying with DIN 47100

Core assembling:
special with soft strip

Jacket material:
special compound type PVC, complying with UL/CSA, colour grey RAL 7001

Shielding:
Tinned copper braid:  > 80 %

Multipair shielded signal cable
with PVC jacket

BC412

BC412

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 180 m/min
Acceleration: 10 m/s2

Complying with UL and CSA for the
European and USA market

Nominal voltage 300V

Very good oil resistant PVC
jacket

* self-supporting chains; bending radius for sliding chains = 10 x outer cable diameter

Bending radius
10 x Ø cable

Bending radius
7,5 x Ø cable

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius* weight weight
n x mm2 mm mm kg/km kg/km

4120202 (2x(2x0,25)C 5,85 44 22 44
4120302 (3x(2x0,25)C 6,00 45 27 48
4120402 (4x(2x0,25)C 6,65 50 33 57
4120502 (5x(2x0,25)C 7,15 54 39 68
4120602 (6x(2x0,25)C 8,15 61 45 78
4120203 (2x(2x0,34)C 6,35 54 28 64
4120303 (3x(2x0,34)C 6,68 57 36 72
4120403 (4x(2x0,34)C 7,15 61 44 67
4120503 (5x(2x0,34)C 8,14 69 53 83
4120603 (6x(2x0,34)C 8,70 74 61 100

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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Technical data
Nominal voltage: 300 V
Testing voltage: 1500 V
Temperature range: -40°C + 80°C
Speed: 300 m/min
Acceleration: 25 m/s2

Burning characteristics:
IEC 60332.1.1, VDE 0472-804 test B

Oil resistance:
VDE 0472 part 803/B, UL 1581

Mud resistance:
NEK 606

Homologation UL/CSA:
UL-AWM 80°C - 300V, CSA-AWM 80°C - 300 FT1

Construction
Conductor:

High-flexible class 6 complying with:
VDE 0295, IEC 60228

Insulation:
TPE

Core ident. :
colour complying with DIN 47100

Core assembling:
special with soft strip

Jacket material:
PUR complying with standard UL/CSA, colour black

Shielding:
Tinned copper braid:  > 80 %

Multipair shielded signal cable
with PUR jacket

BC413
BC413

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 300 m/min
Acceleration: 25 m/s2

Small outer dimension

Low min. bending radius

Complying with UL and CSA for the
European and USA market

Nominal voltage 300V

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications at
-40°C

Halogen free

Bending radius
7,5 x Ø cable

Bending radius
5 x Ø cable

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4130202 (2x(2x0,25)C 5,80 29 22 43
4130302 (3x(2x0,25)C 5,95 30 27 46
4130402 (4x(2x0,25)C 6,50 33 33 55
4130502 (5x(2x0,25)C 7,10 36 39 66
4130602 (6x(2x0,25)C 7,70 39 45 75
4130203 (2x(2x0,34)C 6,00 30 28 50
4130303 (3x(2x0,34)C 6,40 32 36 54
4130403 (4x(2x0,34)C 7,00 35 44 66
4130503 (5x(2x0,34)C 7,50 38 53 77
4130603 (6x(2x0,34)C 8,20 41 61 96
4131005 (10x(2x0,50)C 13,90 70 190 249

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



18

®

417...

417...W

Multicore control shielded signal cable
with PUR jacket

BC417
BC417

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 240 m/min
Acceleration: 20 m/s2

Nominal voltage:
Uo/U 450/750 V
UL-AWM 1000 V
CSA AWM 1000 V

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications
at -40°C

Technical data
Nominal voltage: VDE DIN 0245 part. 102 Uo/U 450/750 V

UL AWM 1000V - CSA AWM 1000V
Testing voltage: 2500 V
Temperature range: -40°C + 80°C
Speed: 240 m/min
Acceleration: 20 m/s2

Burning characteristics: UL 1581 - sect. 1090
Oil resistance:

VDE 0472 part 803/B, UL 1581, HD 22.10, EN 60811-2-1 ( 100°C x 16 h )
Mud resistance:

NEK 606
Homologation UL/CSA:

UL-AWM 80°C 1000 V - CSA AWM 75°C 1000 V FT1

Construction
Conductor: High-flexible class 6 complying with: VDE 0295, IEC 60228
Insulation: Polyolefin (PP)
Pairs shielded:

417... W Tinned copper braid:  > 80%
Core assembling:

special with soft strip
Shielding:

Tinned copper braid:  > 85 %
Jacket material:

PUR complying with standard UL/CSA, colour black

Core ident.

N° Conductor Conductor 
A B

1 White Blue
2 White Orange
3 White Green
4 White Brown
5 White Grey
6 Red Blue

N° Conductor Conductor
A B

7 Red Orange
8 Red Green
9 Red Brown
10 Red Grey
11 Black Blue
12 Black Orange

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4170410 (4x(2x1))C 12,6 126 129 226
4170605 (6x(2x0,5))C 11,7 117 95 174
4170615 (6x(2x1,5))C 16,7 167 250 388
4170625 (6x(2x2,5))C 22,0 220 411 620
4170410W (4x(2x1)C)C 16,5 165 119 365
4170405W (4x(2x0,5)C)C 14,5 145 125 278
4170605W (6x(2x0,5)C)C 16,5 165 150 297
4170615W (6x(2x1,5)C)C 21,0 210 339 670
4171207W (12x(2x0,75)C)C 25,0 250 343 780

Halogen free

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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