
39

BC4400001 - BC4400020
Encoder cable
with PUR jacket page 40
BC4400018
Encoder cable
with PVC jacket page 41
BC4400002
Encoder cable
with PUR jacket page 42
BC4400004 - BC4400017
Measuring systems cable
with PUR jacket page 43
BC4400005
Measuring systems cable page 44
BC4400007 - BC4400008
Resolver cable, PVC jacket page 45
BC4400009 - BC4400010
Multipair single and total shielded resolver cable, PVC jacket page 46
BC4400006 - BC4400016 - BC4400019
Resolver cable, PVC and PUR jacket page 47
BC4400011 - BC4400012 - BC4400013 - BC4400014
Resolver cable, PUR jacket page 48
BC4400015
Tachymeter cable, PUR jacket page 49
BC4400023
Signal cable, PUR jacket page 50
BC4400024 - BC4400025
Signal cable, PUR - PVC jacket page 51
BC4400022
Signals connection cable, PUR jacket page 52

Encoder, measuring
system resolver cables
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Encoder cable
with PUR jacket

BC440
BC4400001
BC4400020

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 240 m/min
Acceleration: 20 m/s2

Nominal voltage 250 V

Complying with UL and CSA for the
European and USA market

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications at
-40°C

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4400001 ((4x2x0,25)+(2x1))C 8,80 90 74 110
4400020 ((4x2x0,25)+(2x0,50))C 8,50 90 70 104

Technical data
Nominal voltage: 250 V
Testing voltage: 1500 V
Temperature range: -40°C + 80°C
Speed: 240 m/min
Acceleration: 20 m/s2

Oil resistance:
VDE 0472 part 803/B, UL 1581, VDE 0282 10, HD22.10 S1

Mud resistance: NEK 606
Homologation UL/CSA:

UL/AWM 80°C 300V - CSA AWM 75°C 300 V FT1

Construction
Conductor:

High-flexible class 5/6 complying with:
VDE 0295, IEC 60228, CEI 20-29, NFC 32012

Insulation:
Polyolefin (PP)

Core ident. :
brown/green, grey/pink, blue/purple, red/black,
sect. 0,5/1 mm2, white/brown

Core assembling:
special with soft strip

Jacket material:
PUR, colour orange RAL 2003

Shielding:
Tinned copper braid:  > 85%

Halogen free

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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Encoder cable
with PVC jacket

BC440
BC4400018

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 180 m/min
Acceleration: 6 m/s2

Nominal voltage 250 V

Complying with UL and CSA for the
European and USA market

Very good oil resistant PVC
jacket

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4400018 ((4x2x0,38)+(4x0,50))C 8,90 110 75 115

Technical data
Nominal voltage: 250 V
Testing voltage: 1500 V
Temperature range: -10°C to + 80°C
Speed: 180 m/min
Acceleration: 6 m/s2

Burning characteristics:
CEI EN 50265-2-1, DIN EN 50265-2-1, NFC 32070 C2,
IEC 60332.1.1

Flame resistance:
CEI 20-22/II, DIN EN 50266-2-5, NFC 32070 cat. C1 test 2,
IEC 60332.3.24 cat.C

Oil resistance:
VDE 0472 part 803/B, UL 1581, VDE 0282 10, HD22.10 S1

Homologation UL/CSA:
UL/AWM 80°C 300V - CSA AWM 75°C 300 V FT1

Construction
Conductor:

flexible class 5 complying with:
CEI 2029, VDE 0295, NFC 32012, IEC 60228

Insulation:
Polyolefin (PP)

Core ident. :
blue/purple, red/orange, brown/black, yellow/green
sect. 0,5 mm2 yellow-blue-red-black

Core assembling:
special with soft strip

Jacket material:
PVC, colour green RAL 6018

Shielding:
Tinned copper braid:  > 85%

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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BC4400002

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 240 m/min
Acceleration: 20 m/s2

Nominal voltage 250 V

Complying with UL and CSA for the
European and USA market

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications at
-40°C

Halogen free

Encoder cable
with PUR jacket

BC440
Part No. No. of cores Diameter Bending Copper Cable

x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4400002 ((4x2x0,38)+((4x0,50))C 8,90 100 76 120

Technical data
Nominal voltage: 250 V
Testing voltage: 1500 V
Temperature range: -40°C + 80°C
Speed: 240 m/min
Acceleration: 20 m/s2

Burning characteristics:
CEI EN 50265-2-1, DIN EN 50265-2-1, NFC 32070 C2,
IEC 60332.1.1

Oil resistance:
VDE 0472 part 803/B, UL 1581, VDE 0282 10, HD22.10 S1

Mud resistance: NEK 606
Homologation UL/CSA:

UL/AWM 80°C 300V - CSA AWM 75°C 300 V FT1

Construction
Conductor:

High-flexible class 6 complying with:
CEI 2029, VDE 0295, NFC 32012, IEC 60228

Insulation:
Polyolefin (PP)

Core ident.:
blue/purple, red/orange, brown/black, yellow/green
sect. 0,5 mm2 yellow-blue-red-black

Core assembling:
special with soft strip

Jacket material:
PUR, colour green RAL 6018

Shielding:
Tinned copper braid:  > 85 %

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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BC4400004
BC4400017

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 240 m/min
Acceleration: 20 m/s2

Nominal voltage 250 V

Complying with UL and CSA for the
European and USA market

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications at
-40°C

Measuring systems cable
with PUR jacket

BC440

Technical data
Nominal voltage: 250 V
Testing voltage: 1500 V
Temperature range: -40°C + 80°C
Speed: 240 m/min
Acceleration: 20 m/s2

Burning characteristics:
IEC 60332.1.1

Oil resistance:
VDE 0472 part 803 A/B, UL 1581, VDE 0282 10, HD22.10 S1

Mud resistance: NEK 606
Homologation UL/CSA:

UL-AWM 80°C 300 V - CSA AWM 75°C 300 V FT1

Construction
Conductor:

High-flexible class 5/6 complying with:
VDE 0295, IEC 60228, CEI 20-29, NFC 32012

Insulation:
TPE-E

Core ident. :
yellow/green, pink/grey, red/blue sect. 0,5/1 mm2 white/brown, 

Core assembling:
special

Jacket material:
PUR colour green

Shielding:
tinned copper spiral shield on each pairs, covering > 85%
overall: tinned copper braid covering > 85%

Capacity:
pair 0,14 mm2 Cond./Cond. 140 pF/m, Cond./Shielded 235 pF/m

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4400004 (3x(2x0,14)C+(2x1C))C 9,10 90 69 110
4400017 (3x(2x0,14)C+(2x0,50C))C 8,40 90 64 102

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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BC4400005

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 240 m/min
Acceleration: 20 m/s2

Nominal voltage 250 V

Complying with UL and CSA for the
European and USA market

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications 
at -40°C

Measuring systems cable
with PUR jacket

BC440
Part No. No. of cores Diameter Bending Copper Cable

x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4400005 4x2x0,14+4x0,50 8,50 90 50 93

Technical data
Nominal voltage: 250 V
Testing voltage: 1500 V
Temperature range: -40°C + 80°C
Speed: 240 m/min
Acceleration: 20 m/s2

Burning characteristics:
IEC 60332.1.1

Oil resistance:
VDE 0472 part 803 A/B, UL 1581, VDE 0282 10, HD22.10 S1

Mud resistance: NEK 606
Homologation UL/CSA:

UL-AWM 80°C 300 V - CSA AWM 75°C 300 V FT1

Construction
Conductor:

High-flexible class 6 complying with:
VDE 0295, IEC 60228, CEI 20-29, NFC 32012

Insulation:
TPE-E

Core ident. :
brown/green, yellow/purple, pink/grey, red/black sect. 0,5 mm2 white/blue
white/green, brown/green 

Jacket material:
PUR colour black

Shielding:
Tinned copper braid:  > 85 %

Halogen free

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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BC4400007
BC4400008

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 70 m/min
Acceleration: 3 m/s2

Nominal voltage 250 V

Complying with UL and CSA for the
European and USA market

Resolver cable, PVC jacket

BC440
Part No. No. of cores Diameter Bending Copper Cable

x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4400007 4x(2x0,25C) 8,80 130 45 140
4400008 4x(2x0,35C) 11,72 170 55 160

Technical data
Nominal voltage: 250 V
Testing voltage: 1500 V
Temperature range: -10°C to + 80°C
Speed: 70 m/min
Acceleration: 3 m/s2

Burning characteristics:
CEI EN 50265-2-1, DIN EN 50265-2-1, NFC 32070 C2, IEC 60332.1.1

Flame resistance:
CEI 20-22/II,DIN EN 50266-2-5, NFC 32070 cat. C1 test 2, IEC 60332.3.24 cat. C

Oil resistance:
VDE 0472 part 803/B, EN 60811.2.1, VDE 0282 10, HD22.10 S1, 
CNOMO E.03.40.150 NFT 46.013

Homologation UL/CSA:
UL-AWM 80°C 300 V - CSA AWM 75°C 300 V FT1

Capacity:
Cond./Cond. 150 pF/m, Cond./Shielded 270 pF/m

Construction
Conductor:

flexible
Insulation:

PVC
Core ident. :

black/red; black/white; black/green; black/blue
Intermediate jacket:

PVC on single shielded pairs
Shielding:

tinned copper braid on each pairs, covering > 85%
Jacket material:

special compound type PVC, colour green RAL 6018

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com
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BC4400009
BC4400010

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 160 m/min
Acceleration: 6 m/s2

Nominal voltage 250 V

Complying with UL and CSA for the
European and USA market

Multipair single and total shielded resolver
cable, PVC jacket

BC440

Technical data
Nominal voltage: 250 V
Testing voltage: 1500 V
Temperature range: -10°C to + 80°C
Speed: 160 m/min
Acceleration: 6 m/s2

Burning characteristics:
CEI EN 50265-2-1, DIN EN 50265-2-1, NFC 32070 C2, IEC 60332.1.1

Flame resistance:
CEI 20-22/II, DIN EN 50266-2-5, nfc 32070 C1 test 2, IEC 60332.3.24 cat C

Oil resistance:
VDE 0472 part 803/B, EN 60811.2.1, VDE 0282 10, HD22.10 S1, 
CNOMO E.03.40.150 NFT 46.013

Homologation UL/CSA:
UL-AWM 80°C 300 V - CSA AWM 75°C 300 V FT1

Capacity:
Cond./Cond. 150 pF/m, Cond./Shielded 270 pF/m

Construction
Conductor:

flexible
Insulation:

PVC
Core ident. :

black/red; black/white; black/green; black/blue
Pairs shielded:

Tinned copper braid:  > 85 %
Intermediate jacket:

PVC on single pairs
Shielding:

Tinned copper braid:  > 85 %
Jacket material:

special compound type PVC, colour green RAL 6018

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4400009 (4x(2x0,25)C))C 9,90 115 80 160
4400010 (4x(2x0,35)C))C 10,30 120 95 180

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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PUR

PVC

PVC

BC4400006
BC4400016
BC4400019

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 240 m/min - 180 m/min
Acceleration: 20 m/s2 - 6 m/s2

Nominal voltage 250 V

Complying with UL and CSA for the
European and USA market

Resolver cable, PVC
and PUR jacket

BC440

Technical data
Nominal voltage: 250 V
Testing voltage: 1500 V
Temperature range: 4400006 = -40°C + 80°C

4400016 and 4400019 = -10°C to + 80°C
Speed: 4400006 = 240 m/min

4400016 and 4400019 = 180 m/min
Acceleration: 4400006 = 20 m/s2

4400016 and 4400019 = 6 m/s2

Burning characteristics:
CEI EN 50265-2-1, DIN EN 50265-2-1, NFC 32070 C2, IEC 60332.1.1

Flame resistance:
CEI 20-22/II, DIN EN 50266-2-5, nfc 32070 C1 test 2, IEC 60332.3.24 cat C

Oil resistance:
4400006 = VDE 0472 part 803/B, UL 1581, VDE 0282 10, HD22.10 S1
4400016 and 4400019 = VDE 0472 part 803/B, EN 60811.2.1, VDE 0282 10, 
HD22.10 S1

Mud resistance: 4400006 = NEK 606
Homologation UL/CSA:

UL-AWM 80°C 300 V - CSA AWM 75°C 300 V FT1 - NEK 606
Capacity:

Cond./Cond. 100 pF/m, Cond./Shielded 168 pF/m

Construction
Conductor:

high-flexible
Insulation:

Polyolefin (PP)
Core ident. :

different colours
Core assembling:

special with soft strip
Jacket material:

4400006 = PUR, colour green RAL 6018
4400016 and 4400019 = PVC, colour green RAL 6018

Shielding:
Tinned copper spiral, on the pair from 0,14 mm2,
Tinned copper braid:  > 90 %

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4400006 (3x(2x0,14)C+ 9,50 100 75 139
+4x0,14+4x0,25+2x0,50)C

4400016 (3x(2x0,14)C+ 8,50 100 63 123
+4x0,14+2x0,50)C

4400019 (3x(2x0,14)C+4x0,14+ 9,50 100 75 136
+4x0,25+2x0,50)C

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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BC4400011
BC4400012
BC4400013
BC4400014

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 240 m/min
Acceleration: 20 m/s2

Nominal voltage 250 V

Complying with UL and CSA for the
European and USA market

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications 
at -40°C

Resolver cable, PUR jacket

BC440

Technical data
Nominal voltage: 250 V
Testing voltage: 1500 V
Temperature range: -40°C + 80°C
Speed: 240 m/min
Acceleration: 20 m/s2

Burning characteristics:
IEC 60332.1.1

Oil resistance:
VDE 0472 part 803/B, UL 1581, VDE 0282 10, HD22.10 S1

Mud resistance: NEK 606
Homologation UL/CSA:

UL-AWM 80°C 300 V - CSA AWM 75°C 300 V FT1
Capacity:

Cond./Cond. 100 pF/m, Cond./Shielded 168 pF/m

Construction
Conductor:

flexible
Insulation:

PP
Core ident. :

black/red; black/white; black/green; black/blue
Intermediate jacket:

PVC on single shielded pairs
Shielding:

tinned copper braid on each pairs, covering > 85%
Jacket material:

PUR, colour green RAL 6018
Shielding:

Tinned copper braid:  > 85%

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4400014 (3x(2x0,25)C))C 9,05 90 72 120
4400011 (4x(2x0,25)C))C 9,90 100 86 154
4400012 (3x(2x0,35)C))C  9,40 95 76 145
4400013 (4x(2x0,35)C))C  10,40 105 98 170

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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BC4400015

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 240 m/min
Acceleration: 20 m/s2

Nominal voltage 250 V

Complying with UL and CSA for the
European and USA market

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications at
-40°C

Tachymeter cable, PUR jacket

BC440

Halogen free

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4400015 (9x0,50)C 8,70 90 75 165

Technical data
Nominal voltage: 250 V
Testing voltage: 1500 V
Temperature range: -40°C + 80°C
Speed: 240 m/min
Acceleration: 20 m/s2

Burning characteristics:
IEC 60332.1.1

Oil resistance:
VDE 0472 part 803 A/B, UL 1581, VDE 0282 10, HD22.10 S1

Mud resistance: NEK 606
Homologation UL/CSA:

UL-AWM 80°C 300 V - CSA AWM 75°C 300 V FT1

Construction
Conductor:

High-flexible class 6 complying with:
VDE 0295, IEC 60228, CEI 20-29, NFC 32012

Insulation:
Polyolefin (PP)

Core ident. :
brown, green, yellow, pink, grey, red, black, blue, white

Core assembling:
special with soft strip

Jacket material:
PUR, orange RAL 2003

Shielding:
Tinned copper braid:  > 85%

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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BC4400023

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 240 m/min
Acceleration: 20 m/s2

Nominal voltage 300 V

Complying with UL and CSA for the
European and USA market

Signal cable
PUR jacket

BC440

Technical data
Nominal voltage: 30 V
Testing voltage: 500 V
Temperature range: -40°C + 80°C
Speed: 240 m/min
Acceleration: 20 m/s2

Burning characteristics:
CEI EN 50265-2-1, DIN EN 50265-2-1, NFC 32070 C2, IEC 60332.1.1

Flame resistance:
CEI 20-22/II, DIN EN 50266-2-5, nfc 32070 C1 prova 2, IEC 60332.3.24 cat C

Oil resistance:
VDE 0472 part 803/B, EN 60811.2.1, VDE 0282 10, HD22.10 S1, 
CNOMO E.03.40.150 NFT 46.013

Mud resistance: NEK 606
Homologation UL/CSA:

UL-AWM 80°C 300 V - CSA AWM 75°C 300 V FT1
Capacity:

Cond./Cond. 150 pF/m, Cond./Shielded 270 pF/m

Construction
Conductor:

High-flexible
Insulation:

Polyolefin (PP)
Core ident. :

grey/blue; white/yellow; white/black
Core assembling:

special with soft strip
Shielding:

Tinned copper braid:  > 85%
Jacket material:

PUR, colour green RAL 6018

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4400023 (3x(2x0,14)C+ 8,8 88 66 100
+4x0,14+2x0,50)C

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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PUR
PVC

BC4400024
BC4400025

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 240 m/min - 180 m/min
Acceleration: 20 m/s2 - 6 m/s2

Nominal voltage 30 V

Complying with UL and CSA for the
European and USA market

Signal cable
PVC and PUR jacket

BC440
Part No. No. of cores Diameter Bending Copper Cable

x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4400024 (2x2x0,15+2x0,38)C 7,5 75 47 72
4400025 (2x2x0,15+2x0,38)C 7,2 75 47 72

Technical data
Nominal voltage: 30 V
Testing voltage: 500 V
Temperature range: 4400024 = -40°C + 80°C

4400025 = -10°C a + 80°C
Speed: 4400024 = 240 m/min

4400025 = 180 m/min
Acceleration: 4400024 = 20 m/s2

4400025 = 6 m/s2

Burning characteristics:
CEI EN 50265-2-1, DIN EN 50265-2-1, NFC 32070 C2, IEC 60332.1.1

Flame resistance:
4400025 = CEI 20-22/II, DIN EN 50266-2-5, nfc 32070 C1 prova 2, IEC
60332.3.24 cat C

Oil resistance:
4400024 = VDE 0472 part 803/B, UL 1581, VDE 0282 10, HD22.10 S1
4400025 = VDE 0472 part 803/B, EN 60811.2.1, VDE 0282 10, HD22.10 S1
CNOMO E.03.40.150 NFT 46.013

Mud resistance: NEK 606
Homologation UL/CSA:

UL-AWM 80°C 300 V - CSA AWM 75°C 300 V FT1
Capacity:

Cond./Cond. 100 pF/m, Cond./Shielded 168 pF/m

Construction
Conductor:

High-flexible
Insulation:

Polyolefin (PP)
Core ident.:

green/yellow pink/blue, red, black
Core assembling:

special with soft strip
Jacket material:

4400024 = PUR, colour green RAL 6018
4400025 = PVC, colour green RAL 6018

Shielding:
Tinned copper braid:  > 85%

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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Signals connection cable PUR

BC440
BC4400022

For further information please
consult Brevetti Stendalto’s
Technical Office

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4400022 (8x2x0,18)C 7,70 90 55 135

Technical data
Nominal voltage: 250 V
Testing voltage: 1500 V
Temperature range: -40°C to + 80°C
Speed: 240 m/min
Acceleration: 20 m/s2

Burning characteristics:
CEI EN 50265-2-1, DIN EN 50265-2-1, NFC 32070 C2, IEC 60332.1.1

Oil resistance:
VDE 0472 part 803 A/B, UL 1581, VDE 0282 10, HD22.10 S1

Mud resistance: NEK 606
Homologation UL/CSA:

UL-AWM 80°C 300 V - CSA AWM 75°C 300 V FT1

Construction
Conductor:

High-flexible class 6 complying with:
VDE 0295, IEC 60228, CEI 20-29, NFC 32012

Insulation:
Polyolefin (PP)

Core ident. :
white/yellow + white/green, white/red + white/orange,
white/black + white/brown, grey + white, blue + purple, yellow + green,
red + orange, black + brown

Core assembling:
special with soft strip

Jacket material:
PUR, green RAL 6018

Shielding:
Tinned copper braid:  > 85 %

Speed: 240 m/min
Acceleration: 20 m/s2

Nominal voltage 250 V

Complying with UL and CSA for the
European and USA market

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications 
at -40°C

Halogen free

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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