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BC420N-P
Supply cable for brushless motors
with PUR jacket page 20
BC421N-P
Shielded supply cable for brushless motors
with PUR jacket page 21
BC423LC
Supply cable for brushless motors
with PVC jacket page 22
BC423ALC
Shielded supply cable for brushless motors
with PVC jacket page 23
BC421LC
Shielded supply cable for brushless motors
with PUR jacket page 24
BC430LC
Shielded supply cable for Indramat® brushless motors
with PUR jacket page 24
BC435LC
Shielded supply cable for brushless motors
with PUR jacket page 25
BC427
Single core cable with PVC jacket page 26
BC427C
Single core shielded cable with PVC jacket page 27
BC425-P
Single core cable with PUR jacket page 28
BC426-P
Single core shielded cable with PUR jacket page 29
BC428
Power cable with PUR jacket page 30
BC429
Shielded power cable with PUR jacket page 30

Servo Motor Cables
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Power cable
with PUR jacket

BC420N-P
BC420N-P

Speed: 240 m/min
Acceleration: 20 m/s2

Complying with UL and CSA for the
European and USA market

Nominal voltage Uo/U 600/1000

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications at
-40°C

Technical data
Nominal voltage: Uo/U 600/1000V
Testing voltage: 4000 V
Temperature range: -40°C + 80°C
Speed: 240 m/min
Acceleration: 20 m/s2

Burning characteristics:
UL1581 sect. 1090, IEC 60332.1

Oil resistance:
VDE 0472 part 803/B, EN 60811.2.1, UL 1581, HD 22.10

Mud resistance: NEK 606
Homologation UL/CSA:

UL-AWM 80°C 1000V - CSA AWM 75°C 1000V FT1 - NEK 606

Construction
Conductor:

High-flexible class 6 complying with:
IEC 60228

Insulation:
Polyolefine (PP)

Core ident. :
black num. + G/Y

Core assembling:
special with soft strip

Jacket material:
special compound PUR, colour black

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4200425N-P 4G2,5 10,0 100 96 156
4200440N-P 4G4,0 12,4 130 158 255
4200460N-P 4G6,0 14,4 150 230 300
4200560N-P 5G6,0 15,5 155 285 420
4204100N-P 4G10,0 17,6 170 390 550
4205100N-P 5G10,0 20,0 200 480 770
4204160N-P 4G16,0 21,0 210 690 850
4205160N-P 5G16,0 22,7 227 768 1052
4204250N-P 4G25,0 25,8 260 960 1280
4205250N-P 5G25,0 28,0 280 1200 1500
4204350N-P 4G35,0 29,0 290 1344 1800

For further information please
consult Brevetti Stendalto’s
Technical Office

Halogen free

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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BC421N-P

Speed: 240 m/min
Acceleration: 20 m/s2

Complying with UL and CSA for the
European and USA market

Nominal voltage Uo/U 600/1000

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications
at -40°C

Power cable
with PUR jacket

BC421N-P

Technical data
Nominal voltage: Uo/U 600/1000V
Testing voltage: 4000 V
Temperature range: -40°C + 80°C
Speed: 240 m/min
Acceleration: 20 m/s2

Burning characteristics:
UL1581 sect. 1090, IEC 60332.1

Oil resistance:
VDE 0472 part 803/B, EN 60811.2.1, UL 1581, HD 22.10

Mud resistance:
NEK 606

Homologation UL/CSA:
UL-AWM 80°C 1000V - CSA AWM 75°C 1000V FT1- NEK 606

Construction
Conductor:

High-flexible class 6 complying with:
IEC 60228

Insulation:
Polyolefine (PP)

Core ident. :
black num. + G/Y

Core assembling:
special with strip up and down the shielding

Jacket material:
special compound PUR, colour black

Shielding:
Tinned copper braid:  > 80%

For further information please
consult Brevetti Stendalto’s
Technical Office

Halogen free

Codice N.conduttori Diametro Raggio Contenuto Peso
articolo x sezione Ø di curvatura rame cavo

n x mm2 mm mm kg/km kg/km
4210425N-P (4G2,5)C 10,60 100 145 210
4210440N-P (4G4,0)C 13,20 135 224 290
4210460N-P (4G6,0)C 14,80 150 286 402
4214100N-P (4G10,0)C 18,10 180 485 640
4214160N-P (4G16,0)C 21,55 210 723 935
4214250N-P (4G25,0)C 26,50 260 1089 1400
4214350N-P (4G35,0)C 30,70 310 1573 1978

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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Shielded Motor-Servocables
with PVC jacket. Low capacitance

BC423LC
BC423LC

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 180 m/min
Acceleration: 15 m/s2

Complying with UL and CSA for the
European and USA market

Nominal voltage:
AWM 600/1000V

Very good oil resistant PVC
jacket

Technical data
Nominal voltage: AWM 600/1000 V
Testing voltage: 4000 V
Temperature range: -15°C to + 80°C
Speed: 180 m/min
Acceleration: 15 m/s2

Burning characteristics:
CEI EN 50265-2-1, DIN EN 50265-2-1, NFC 32070 C2, IEC 60332.1.1

Oil resistance:
VDE 0472 part 803/B, EN 60811.2.1, VDE 0282 p.10, HD  22.10 S1

Homologation UL/CSA:
UL-AWM 80°C 600/1000V - CSA AWM 80°C 600/1000V FT1

Construction
Conductor:

High-flexible class 6 complying with:
CEI 20-29, VDE 0295, NFC 32012, IEC 60228

Insulation:
Polyolefin (PP)

Core ident. :
power U-V-W+G/Y

Core assembling:
special with strip up and down the shielding

Jacket material:
special compound a base PVC complying with UL/CSA, colour orange RAL 2003

Shielding:
Tinned copper braid:  > 80%

Bending radius
15 x Ø cable

Bending radius
10 x Ø cable

* self-supporting chains; bending radius for sliding chains = 15 x outer cable diameter

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius* weight weight
n x mm2 mm mm kg/km kg/km

4230415LC (4G1,5)C 9,10 91 94 130
4230425LC (4G2,5)C 10,60 106 142 188
4230440LC (4G4,0)C 11,90 120 207 270
4230460LC (4G6,0)C 14,50 145 304 413
4234100LC (4G10,0)C 17,40 174 486 610
4234160LC (4G16,0)C 21,50 215 750 950
4234250LC (4G25,0)C 25,30 255 1143 1420
4234350LC (4G35,0)C 28,60 290 1540 1900
4234500LC (4G50,0)C 33,40 350 2247 2850

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



23

®

Shielded Motor-Servocables
with PVC jacket. Low capacitance

BC423ALC

Technical data
Nominal voltage: AWM 600/1000 V; signal: 250 V
Testing voltage: 4000 V; signal: 2000 V
Temperature range: -15°C to + 80°C
Speed: 180 m/min
Acceleration: 15 m/s2

Burning characteristics:
CEI EN 50265-2-1, DIN EN 50265-2-1, NFC 32070 C2, IEC 60332.1.1

Oil resistance:
VDE 0472 part 803/B, EN 60811.2.1, VDE 0282 p.10, HD  22.10 S1

Homologation UL/CSA:
UL-AWM 80°C 600/1000V - CSA AWM 80°C 600/1000V FT1

Construction
Conductor:

High-flexible class 6 complying with:
CEI 20-29, VDE 0295, NFC 32012, IEC 60228

Insulation:
Polyolefin (PP)

Core ident. :
power U-V-W+G/Y; signal for BC423A: black-white

Core assembling:
special with strip up and down the shielding

Jacket material:
special compound a base PVC complying with UL/CSA, colour orange RAL 2003

Shielding:
power: Tinned copper braid:  > 80%
signal: Tinned copper braid:  > 80%

BC423ALC

Speed: 180 m/min
Acceleration: 15 m/s2

Complying with UL and CSA for the
European and USA market

Nominal voltage:
AWM 600/1000V

Very good oil resistant PVC
jacket

For further information please
consult Brevetti Stendalto’s
Technical Office

Bending radius
15 x Ø cable

Bending radius
10 x Ø cable

* self-supporting chains; bending radius for sliding chains = 15 x outer cable diameter

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius* weight weight
n x mm2 mm mm kg/km kg/km

4230415ALC ((4G1,5) + (2x1,5)C)C 11,60 116 155 223
4230425ALC ((4G2,5) + (2x1,5)C)C 13,40 134 204 283
4230440ALC ((4G4,0) + (2x1,5)C)C 14,80 148 272 362
4230460ALC ((4G6,0) + (2x1,5)C)C 16,80 168 364 488
4234100ALC ((4G10,0) + (2x1,5)C)C 19,40 194 552 692
4234160ALC ((4G16,0) + (2x1,5)C)C 23,10 231 803 990
4234250ALC ((4G25,0) + (2x1,5)C)C 26,60 266 1166 1430
4234350ALC ((4G35,0) + (2x1,5)C)C 30,90 309 1570 2025
4234500ALC ((4G50,0) + (2x1,5)C)C 34,00 350 2299 3050
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Shielded Motor-Servocables
with PUR jacket. Low capacitance

BC421LC

Shielded Motor-Servocables for Indramat®

Low capacitance

BC430LC

Technical:
BC421LC-430LC-435LC
Nominal voltage:

power: 600/1000 V
signal: 250 V

Testing voltage:
power: 4000 V
signal: 2000 V

Temperature range: from -40°C + 80°C
Speed: 300 m/min
Acceleration: 50 m/s2

Burning characteristics:
CEI 20-35,VDE 0472-804 test A,
NFC 32070 cat. C1 test 1, IEC 60332.1

Oil resistance:
BC421 -BC435
VDE 0472 part 803/B, UL 1581,
VDE 0282 10, HD22.10 S1
BC430
VDE 0472 part 803 A/B,UL 1581, 
VDE 0282 part 10, HD 22.10 S1

Mud resistance: NEK 606
Homologation UL/CSA:

UL-AWM 80°C - 1000V
CSA-AWM 80°C - 1000V FT1

Construction
Conductor:

High-flexible class 6 complying with:
CEI 20-29, VDE 0295,
NFC 32012, IEC 60228

Insulation: Polyolefin (PP) 
Core ident.:

BC421-BC435
power: black U-V-W- +  G/V
signal: black-white
BC430
power: black num. 1-2-3 +G/Y
signal: black num. 5-6-7-8

Core assembling:
special multi-ply with soft strip
on outer layer

Jacket material:
BC421-BC435
PUR complying with standard 
UL/CSA, colour orange RAL 2003
BC430 PUR colour orange RAL 2003

Shielding:
BC421-BC435
Total: Tinned copper braid > 85%
BC435 Signal:Tinned copper
braid, > 80%
BC430 Total: Tinned copper
braid > 85%
Signal: Tinned copper braid > 85%,
+ all/polyester, 100%

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius* weight weight
n x mm2 mm mm kg/km kg/km

4300407LC ((4G0,75)+2x(2x0,75)C)C 9,60 72 90 130
4300410LC ((4G1)+2x(2x0,75)C)C 11,40 85 170 201
4300415LC ((4G1.5)+2x(2x0,75)C)C 12,10 91 189 220
4300425LC ((4G2.5)+2x(2x1)C)C 14,60 110 223 311
4300440LC ((4G4)+(2x1)C+(2x1.5)C)C 16,30 122 309 440
4300460LC ((4G6)+(2x1)C+2x1.5)C)C 18,10 136 395 510
4304100LC ((4G10)+(2x1)C+2x1.5)C)C 21,80 163 575 772
4304160LC ((4G16)+2x(2x1.5)C)C 25,12 188 838 1100
4304250LC ((4G25)+2x(2x1.5)C)C 28,80 216 1250 1600
4304350LC ((4G35)+2x(2x1.5)C)C 30,90 232 1588 2000
4304500LC ((4G50)+2x(2x2.5)C)C 36,30 272 2351 3050

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius* weight weight
n x mm2 mm mm kg/km kg/km

4210415LC (4G1,5)C 8,50 64 92 137
4210425LC (4G2,5)C 10,00 75 142 188
4210440LC (4G4,0)C 11,70 88 207 265
4210460LC (4G6,0)C 13,80 103 309 399
4214100LC (4G10,0)C 17,30 132 489 620
4214160LC (4G16,0)C 21,40 160 749 1009
4214250LC (4G25,0)C 24,80 186 1063 1480
4214350LC (4G35,0)C 28,60 215 1545 1950
4214500LC (4G50,0)C 35 262 2190 2900
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For further information please
consult Brevetti Stendalto’s
Technical Office

BC421LC
BC430LC
BC435LC

Shielded Motor-Servocables
with PUR jacket. Low capacitance

BC435LC

Speed: 300 m/min
Acceleration: 50 m/s2

High flexible, small outer dimension,
with low min. bending radius

Complying with UL and CSA for the
European and USA market

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications
at -40°C

Halogen free

Bending radius
10 x Ø cable

Bending radius
7,5 x Ø cable

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius* weight weight
n x mm2 mm mm kg/km        kg/km

4350415LC ((4G1,5)+(2x1,5)C)C 10,80 81 155 213
4350425LC ((4G2,5)+(2x1,5)C)C 12,60 95 204 283
4350440LC ((4G4)+(2x1,5)C)C 14,10 106 266 368
4350460LC ((4G6)+(2x1,5)C)C 16,00 120 370 495
4354100LC ((4G10)+(2x1,5)C)C 18,70 140 559 692
4354160LC ((4G16)+(2x1,5)C)C 22,50 169 805 1027
4354250LC ((4G25)+(2x1,5)C)C 26,00 202 1176 1431
4354350LC ((4G35)+(2x1,5)C)C 30,90 232 1570 1953
4354500LC ((4G50)+(2x1,5)C)C 34,00 255 2210 2740
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Single core cable
with PVC jacket

BC427
BC427

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 180 m/min
Acceleration: 10 m/s2

Complying with UL for the
European and USA market

Nominal voltage 1000 V

Resistant to the rays U.V.

Very good oil resistant PVC jacket

Technical data
Nominal voltage: 600/1000 V
Testing voltage: 4000 V
Temperature range: -10°C to + 80°C
Speed: 180 m/min
Acceleration: 10 m/s2

Burning characteristics:
IEC 60332.1

Flame resistance:
IEC 60332.3.24 cat C

Oil resistance:
VDE 0472 part 803/B, UL 1581, CEI EN 60811,
CNOMO E.03.40.150 NFT 46-013

Homologation UL/CSA:
UL-AWM 80°C 1000V

Construction
Conductor:

High-flexible class 6 complying with
IEC 60228

Insulation:
PVC

Jacket material:
special compound type PVC, colour black

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4270106 1x6 7,50 75 57 110
4270110 1x10 8,60 85 97 154
4270116 1x16 9,50 105 153 234
4270116GV 1x16 9,50 105 153 234
4270125 1x25 11,50 120 230 340
4270135 1x35 13,40 140 360 433
4270150 1x50 15,30 155 520 622
4270170 1x70 18,50 190 710 920
4270195 1x95 19,20 210 920 1200
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Single core shielded cable
with PVC jacket

BC427C
BC427C

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 180 m/min
Acceleration: 10 m/s2

Complying with UL for the
European and USA market

Nominal voltage 1000 V

Resistant to the rays U.V.

Very good oil resistant PVC jacket

Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4270106C (1x6)C 6,60 80 79 133
4270110C (1x10)C 8,00 95 125 189
4270116C (1x16)C 9,10 110 194 296
4270125C (1x25)C 10,70 130 287 396
4270135C (1x35)C 12,70 140 407 562
4270150C (1x50)C 14,80 165 561 799
4270170C (1x70)C 16,90 200 771 1065
4270195C (1x95)C 18,10 220 1013 1264

Technical data
Nominal voltage: 600/1000 V
Testing voltage: 4000 V
Temperature range: -10°C to + 80°C
Speed: 180 m/min
Acceleration: 10 m/s2

Burning characteristics:
IEC 60332.1

Flame resistance:
IEC 60332.3.24 cat C

Oil resistance:
VDE 0472 part 803/B, UL 1581, CEI EN 60811,
CNOMO E.03.40.150 NFT 46-013

Homologation UL:
UL-AWM 80°C 1000V

Construction
Conductor:

High-flexible class 6 complying with
IEC 60228

Insulation:
PVC

Jacket material:
special compound type PVC, colour black

Shielding:
Tinned copper braid:  > 85 %

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti
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Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4250110-P 1x10 7,80 61 96 127
4250116-P 1x16 9,20 71 153,6 190
4250125-P 1x25 10,50 85 240 277
4250135-P 1x35 12,30 95 336 385
4250150-P 1x50 14,40 110 480 536
4250170-P 1x70 16,50 130 672 735
4250195-P 1x95 17,90 135 912 950
4251120-P 1x120 19,00 160 1152 1164
4251150-P 1x150 21,70 170 1440 1479
4251185-P 1x185 23,90 195 1776 1799
4251240-P 1x240 26,80 218 2304 2457

Single core cable
with PUR jacket

BC425-P
BC425-P

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 300 m/min
Acceleration: 25 m/s2

Complying with UL for the
European and USA market

Nominal voltage 600/1000 V

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications
at -40°C

Technical data
Nominal voltage: 600/1000 V
Testing voltage: 3000 V
Temperature range: -40°C to + 80°C
Speed: 300 m/min
Acceleration: 25 m/s2

Burning characteristics:
IEC 60332.1, VDE 0472-804 test B; UL 1581

Oil resistance: VDE 0472 part 803/B
Mud resistance: NEK 606
Homologation UL:

UL-AWM 80°C 1000V

Construction
Conductor:

High-flexible class 6 complying with:
IEC 60228

Insulation:
Polyolefin (PP)

Jacket material:
PUR complying with standard UL/CSA, colour black

Halogen free
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Part No. No. of cores Diameter Bending Copper Cable
x section Ø radius weight weight
n x mm2 mm mm kg/km kg/km

4260110-P (1x10)C 8,40 67 182,3 164
4260116-P (1x16)C 9,80 76 273,5 236
4260125-P (1x25)C 11,10 89 273,5 330
4260135-P (1x35)C 13,00 100 374,4 449
4260150-P (1x50)C 15,70 120 548,1 654
4260170-P (1x70)C 18,20 130 748,8 884
4260195-P (1x95)C 19,80 145 997,2 1132
4261120-P (1x120)C 21,10 165 1237,2 1364
4261150-P (1x150)C 23,50 180 1542,2 1701
4261185-P (1x185)C 25,90 200 1889,6 2083
4261240-P (1x240)C 29,80 233 2428,9 2693

Single core shielded cable
with PUR jacket

BC426-P
BC426-P

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 300 m/min
Acceleration: 25 m/s2

Complying with UL for the
European and USA market

Nominal voltage 600/1000 V

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications
at -40°C

Technical data
Nominal voltage: 600/1000 V
Testing voltage: 3000 V
Temperature range: -40°C to + 80°C
Speed: 300 m/min
Acceleration: 25 m/s2

Burning characteristics:
IEC 60332.1, VDE 0472-804 test B; UL 1581

Oil resistance:
VDE 0472 part 803/B

Mud resistance: NEK 606
Homologation UL:

UL-AWM 80°C 1000V

Construction
Conductor:

High-flexible class 6 complying with:
IEC 60228

Insulation:
Polyolefin (PP)

Jacket material:
PUR complying with standard UL/CSA, colour black

Shielding:
Tinned copper braid:  > 85%

Halogen free
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BC428
BC429

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 240 m/min
Acceleration: 10 m/s2

Complying with UL and CSA for the
European and USA market

Nominal voltage
Uo/U 600/1000V

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications at
-40°C

Power cable
with PUR jacket

BC428

Shielded power cable
with PUR jacket

BC429

Technical data: BC428 - BC429
Nominal voltage: Uo/U 600/1000 V
Testing voltage: 4000 V
Temperature range: -40°C + 80°C
Speed: 240 m/min
Acceleration: 10 m/s2

Burning characteristics: UL 1581 sect. 1090
Oil resistance: VDE 0472 part 803/B, EN 60811.2.1, UL 1581, HD 22.10
Mud resistance: NEK 606
Homologation UL/CSA: UL-AWM 80°C 1000V - CSA AWM 75°C 1000V FT1

Construction
Conductor: High-flexible class 5/6 complying with:

IEC 60228
Insulation: polyolefine complying with UL/CSA
Core ident. : black num. + G/Y
Core assembling: special with strip up and down the shielding
Jacket material: special compound PUR, colour black, Kevlar reinforcement
Shielding: only for BC429: Tinned copper braid:  > 85%

Halogen free

Codice N.conduttori Diametro Raggio Contenuto Peso
articolo x sezione Ø di curvatura rame cavo

n x mm2 mm mm kg/km kg/km
428350PE 3x50+3x10 PE 33,6 370 1850 1726
428370PE 3x70+3x12 PE 37,2 372 2460 2835
428395PE 3x95+3x16 PE 41,7 417 3422 4008

Codice N.conduttori Diametro Raggio Contenuto Peso
articolo x sezione Ø di curvatura rame cavo

n x mm2 mm mm kg/km kg/km
429350PE (3x50+3x10 PE)C 38 380 1985 2900
429370PE (3x70+3x12 PE)C 40,2 402 2955 3146
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Bending radius
15 x Ø cable

Bending radius
10 x Ø cable

BTC423LC

Speed: 180 m/min
Acceleration: 15 m/s2

Complying with UL and CSA for the
European and USA market

Nominal voltage:
AWM 600/1000V

Very good oil resistant PVC
jacket

TECHNICAL DATA
see page. 26

Motor-Servocable + connectors in accordance
to Siemens® Standard 6FX5 without brake
PVC Jacket

BTC423LC
Manufacturer Brevetti Total Cable ** Brevetti No. of cores Diameter Bending
Part No. Part No. Part No. x section Ø radius*

n x mm2 mm mm
6FX5002-5CA01 4235CA01xxxy 4230415LC (4G1,5)C 9,10 91
6FX5002-5CA21 4235CA21xxxy 4230415LC (4G1,5)C 9,10 91
6FX5002-5CA11 4235CA11xxxy 4230425LC (4G2,5)C 10,60 106
6FX5002-5CA31 4235CA31xxxy 4230425LC (4G2,5)C 10,60 106
6FX5002-5CA41 4235CA41xxxy 4230440LC (4G4,0)C 11,90 120
6FX5002-5CA51 4235CA51xxxy 4230460LC (4G6,0)C 14,50 145
6FX5002-5CA61 4235CA61xxxy 4234100LC (4G10,0)C 17,40 174
6FX5002-5CA13 4235CA13xxxy 4234100LC (4G10,0)C 17,40 174
6FX5002-5CA23 4235CA23xxxy 4234160LC (4G16,0)C 21,50 215

Manufacturer Brevetti Total Cable ** Brevetti No. of cores Diameter Bending
Part No. Part No. Part No. x section Ø radius*

n x mm2 mm mm
6FX5002-5CS01 4235CS01xxxy 4230415LC (4G1,5)C 9,10 91
6FX5002-5CS21 4235CS21xxxy 4230415LC (4G1,5)C 9,10 91
6FX5002-5CS11 4235CS11xxxy 4230425LC (4G2,5)C 10,60 106
6FX5002-5CS31 4235CS31xxxy 4230425LC (4G2,5)C 10,60 106
6FX5002-5CS41 4235CS41xxxy 4230440LC (4G4,0)C 11,90 120
6FX5002-5CS51 4235CS51xxxy 4230460LC (4G6,0)C 14,50 145
6FX5002-5CS61 4235CS61xxxy 4234100LC (4G10,0)C 17,40 174
6FX5002-5CS13 4235CS13xxxy 4234100LC (4G10,0)C 17,40 174

Manufacturer Brevetti Total Cable ** Brevetti No. of cores Diameter Bending
Part No. Part No. Part No. x section Ø radius*

n x mm2 mm mm
6FX5002-5CA05 4235CA05xxxy 4230415LC (4G1,5)C 9,10 91
6FX5002-5CA28 4235CA28xxxy 4230415LC (4G1,5)C 9,10 91
6FX5002-5CA15 4235CA15xxxy 4230425LC (4G2,5)C 10,60 106
6FX5002-5CA38 4235CA38xxxy 4230425LC (4G2,5)C 10,60 106
6FX5002-5CA48 4235CA48xxxy 4230440LC (4G4,0)C 11,90 120
6FX5002-5CA58 4235CA58xxxy 4230460LC (4G6,0)C 14,50 145
6FX5002-5CA68 4235CA68xxxy 4234100LC (4G10,0)C 17,40 174

For further information please
consult Brevetti Stendalto’s
Technical Office

* self-supporting chains; bending radius for sliding chains = 10 x outer cable diameter
** Complete the code by inserting the value of the cable length ( xxxy ).  xxx=m; y=dm
Ex.: 0001 = 0,1 m; 0010 = 1 m; 0120 = 12 m; 1230 = 123 m; 1334 = 133,4 m
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Motor-Servocable + connectors in accordance
to Siemens® Standard 6FX5 with brake.
PVC Jacket

BTC423ALC
Manufacturer Brevetti Total Cable** Brevetti No. of cores Diameter Bending
Part No. Part No. Part No. x section Ø radius*

n x mm2 mm mm
6FX5002-5DA01 4235DA01xxxy 4230415ALC ((4G1,5)+(2x1,5)C)C 11,60 116
6FX5002-5DA21 4235DA21xxxy 4230415ALC ((4G1,5)+(2x1,5)C)C 11,60 116
6FX5002-5DA11 4235DA11xxxy 4230425ALC ((4G2,5)+(2x1,5)C)C 13,40 134
6FX5002-5DA31 4235DA31xxxy 4230425ALC ((4G2,5+2x1,5)C)C 13,40 134
6FX5002-5DA41 4235DA41xxxy 4230440ALC ((4G4,0+2x1,5)C)C 14,80 148
6FX5002-5DA51 4235DA51xxxy 4230460ALC ((4G6,0+2x1,5)C)C 16,80 168
6FX5002-5DA61 4235DA61xxxy 4234100ALC ((4G10,0+2x1,5)C)C 19,40 194
6FX5002-5DA13 4235DA13xxxy 4234100ALC ((4G10,0+2x1,5)C)C 19,40 194
6FX5002-5DA23 4235DA23xxxy 4234160ALC ((4G16,0+2x1,5)C)C 23,10 231
6FX5002-5DA33 4235DA33xxxy 4234250ALC ((4G25,0+2x1,5)C)C 26,60 266
6FX5002-5DA43 4235DA43xxxy 4234350ALC ((4G35,0+2x1,5)C)C 30,90 309
6FX5002-5DA53 4235DA53xxxy 4234500ALC ((4G50,0+2x1,5)C)C 34,00 350

Manufacturer Brevetti Total Cable** Brevetti No. of cores Diameter Bending
Part No. Part No. Part No. x section Ø radius*

n x mm2 mm mm
6FX5002-5DS01 4235D01xxxy 4230415ALC ((4G1,5)+(2x1,5)C)C 11,60 116
6FX5002-5DS21 4235D21xxxy 4230415ALC ((4G1,5)+(2x1,5)C)C 11,60 116
6FX5002-5DS11 4235D21xxxy 4230425ALC ((4G2,5)+(2x1,5)C)C 13,40 134
6FX5002-5DS31 4235D31xxxy 4230425ALC ((4G2,5)+(2x1,5)C)C 13,40 134
6FX5002-5DS41 4235D41xxxy 4230440ALC ((4G4,0)+(2x1,5)C)C 14,80 148
6FX5002-5DS51 4235D51xxxy 4230460ALC ((4G6,0)+(2x1,5)C)C 16,80 168
6FX5002-5DS61 4235D61xxxy 4234100ALC ((4G10,0)+(2x1,5)C)C 19,40 194

( 6FX5002-5DS13 4235D13xxxy 4234100ALC ((4G10,0)+(2x1,5)C)C 19,40 194

Manufacturer Brevetti Total Cable** Brevetti No. of cores Diameter Bending
Part No. Part No. Part No. x section Ø radius*

n x mm2 mm mm
6FX5002-5DA05 4235DA05xxxy 4230415ALC ((4G1,5)+(2x1,5)C)C 11,60 116
6FX5002-5DA28 4235DA28xxxy 4230415ALC ((4G1,5)+(2x1,5)C)C 11,60 116
6FX5002-5DA15 4235DA15xxxy 4230425ALC ((4G2,5)+(2x1,5)C)C 13,40 134
6FX5002-5DA38 4235DA38xxxy 4230425ALC ((4G2,5)+(2x1,5)C)C 13,40 134
6FX5002-5DA48 4235DA48xxxy 4230440ALC ((4G4,0)+(2x1,5)C)C 14,80 148
6FX5002-5DA58 4235DA58xxxy 4230460ALC ((4G6,0)+(2x1,5)C)C 16,80 168
6FX5002-5DA68 4235DA68xxxy 4234100ALC ((4G10,0)+(2x1,5)C)C 19,40 194

* self-supporting chains; bending radius for sliding chains = 10 x outer cable diameter
** Complete the code by inserting the value of the cable length ( xxxy ).  xxx=m; y=dm
Ex.: 0001 = 0,1 m; 0010 = 1 m; 0120 = 12 m; 1230 = 123 m; 1334 = 133,4 m

For further information please
consult Brevetti Stendalto’s
Technical Office

Bending radius
15 x Ø cable

Bending radius
10 x Ø cable

Speed: 180 m/min
Acceleration: 15 m/s2

Complying with UL and CSA for the
European and USA market

Nominal voltage:
AWM 600/1000V

Very good oil resistant PVC
jacket

TECHNICAL DATA
see page. 27

BTC423ALC
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Motor-Servocable + connectors in accordance
to Siemens® Standard 6FX5.
PVC Jacket

BTC440

* self-supporting chains; bending radius for sliding chains = 10 x outer cable diameter
** Complete the code by inserting the value of the cable length ( xxxy ).  xxx=m; y=dm
Ex.: 0001 = 0,1 m; 0010 = 1 m; 0120 = 12 m; 1230 = 123 m; 1334 = 133,4 m

Manufacturer Brevetti Total Cable** Brevetti No. of cores Diameter
Part No. Part No. Part No. x section Ø

n x mm2 mm
6FX5002-2AD00 4402AD00xxxyV 4400016 (3x(2x0,14)C+4x0,14+2x0,50)C 8,50
6FX5002-2AH00 4402AH00xxxyV 4400018 (4x2x0,38+4x0,50)C 8,90
6FX5002-2CA11 4402CA11xxxyV 4400018 (4x2x0,38+4x0,50)C 8,90
6FX5002-2CA15 4402CA15xxxyV 4400016 (3x(2x0,14)C+4x0,14+2x0,50)C  8,50
6FX5002-2CA31 4402CA31xxxyV 4400019 (3x(2x0,14)C+4x0,14+4x0,25+2x0,50)C 9,50
6FX5002-2CA51 4402CA51xxxyV 4400016 (3x(2x0,14)C+4x0,14+2x0,50)C  9,50
6FX5002-2CA61 4402CA61xxxyV 4400016 (3x(2x0,14)C+4x0,14+2x0,50)C  8,50
6FX5002-2CA71 4402CA71xxxyV 4400018 (4x2x0,38+4x0,50)C 8,90
6FX5002-2CB51 4402CB51xxxyV 4400018 (4x2x0,38+4x0,50)C  8,90
6FX5002-2CC11 4402CC11xxxyV 4400018 (4x2x0,38+4x0,50)C 8,90
6FX5002-2CD01 4402CD01xxxyV 4400018 (4x2x0,38+4x0,50)C 8,90
6FX5002-2CF02 4402CF02xxxyV 4400016 (3x(2x0,14)C+4x0,14+2x0,50)C 8,50
6FX5002-2CG00 4402CG00xxxyV 4400018 (4x2x0,38+4x0,50)C 8,90
6FX5002-2CH00 4402CH00xxxyV 4400016 (3x(2x0,14)C+4x0,14+2x0,50)C 8,50
6FX5002-2EQ10 4402EQ10xxxyV 4400019 (3x(2x0,14)C+4x0,14+4x0,25+2x0,50)C 9,50

Manufacturer Brevetti Total Cable** Brevetti No. of cores Diameter
Part No. Part No. Part No. x section Ø

n x mm2 mm
6FX5002-2AD04 4402AD04xxxyV 4400016 (3x(2x0,14)C+4x0,14+2x0,50)C 8,50
6FX5002-2AH04 4402AH04xxxyV 4400018 (4x2x0,38+4x0,50)C 8,90
6FX5002-2CB54 4402CB54xxxyV 4400018 (4x2x0,38+4x0,50)C 8,90
6FX5002-2CA54 4402CA54xxxyV 4400016 (3x(2x0,14)C+4x0,14+2x0,50)C 9,50
6FX5002-2CA34 4402CA34xxxyV 4400019 (3x(2x0,14)C+4x0,14+4x0,25+2x0,50)C 9,50
6FX5002-2CF04 4402CF04xxxyV 4400016 (4x2x0,38+4x0,50)C 8,50
6FX5002-2EQ14 4402EQ14xxxyV 4400019 (3x(2x0,14)C+4x0,14+4x0,25+2x0,50)C 9,50

Manufacturer Brevetti Total Cable** Brevetti No. of cores Diameter
Part No. Part No. Part No. x section Ø

n x mm2 mm
6FX5002-2DC00 4402DC00xxxyV 4400025 (2x2x0,15+2x0,38)C 7,20
6FX5002-2DC10 4402DC10xxxyV 4400025 (2x2x0,15+2x0,38)C 7,20
6FX5002-2DC20 4402DC20xxxyV 4400025 (2x2x0,15+2x0,38)C 7,20

Complying with UL and CSA for the
European and USA market

Polyurethan jacket resistant to
hydrolysis, microbics and oils

BTC440

For further information please
consult Brevetti Stendalto’s
Technical Office
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Motor-servocable + compatibleconnectors
with Siemens® Standard 6FX8 without brake
PUR outer sheath 

BTC421LC
Manufacturer Brevetti Total Cable** Brevetti No. of cores Diameter Bending
Part No. Part No. Part No. x section Ø radius*

n x mm2 mm mm
6FX8002-5CA01 4215CA01xxxy 4210415LC (4G1,5)C 8,50 64
6FX8002-5CA21 4215CA21xxxy 4210415LC (4G1,5)C 8,50 64
6FX8002-5CA11 4215CA11xxxy 4210425LC (4G2,5)C 10,00 75
6FX8002-5CA31 4215CA31xxxy 4210425LC (4G2,5)C 10,00 75
6FX8002-5CA41 4215CA41xxxy 4210440LC (4G4,0)C 11,70 88
6FX8002-5CA51 4215CA51xxxy 4210460LC (4G6,0)C 13,80 103
6FX8002-5CA61 4215CA61xxxy 4214100LC (4G10,0)C 17,30 132
6FX8002-5CA13 4215CA13xxxy 4214100LC (4G10,0)C 17,30 132
6FX8002-5CA23 4215CA23xxxy 4214160LC (4G16,0)C 21,40 160

Manufacturer Brevetti Total Cable ** Brevetti No. of cores Diameter Bending
Part No. Part No. Part No. x section Ø radius*

n x mm2 mm mm
6FX8002-5CS01 4215CS01xxxy 4210415LC (4G1,5)C 8,50 64
6FX8002-5CS21 4215CS21xxxy 4210415LC (4G1,5)C 8,50 64
6FX8002-5CS11 4215CS11xxxy 4210425LC (4G2,5)C 10,00 75
6FX8002-5CS31 4215CS31xxxy 4210425LC (4G2,5)C 10,00 75
6FX8002-5CS41 4215CS41xxxy 4210440LC (4G4,0)C 11,70 88
6FX8002-5CS51 4215CS51xxxy 4210460LC (4G6,0)C 13,80 103
6FX8002-5CS61 4215CS61xxxy 4214100LC (4G10,0)C 17,30 132
6FX8002-5CS13 4215CS13xxxy 4214100LC (4G10,0)C 17,30 132

Manufacturer Brevetti Total Cable ** Brevetti No. of cores Diameter Bending
Part No. Part No. Part No. x section Ø radius*

n x mm2 mm mm
6FX8002-5CA05 4215CA05xxxy 4210415LC (4G1,5)C 8,50 64
6FX8002-5CA28 4215CA28xxxy 4210415LC (4G1,5)C 8,50 64
6FX8002-5CA15 4215CA15xxxy 4210425LC (4G2,5)C 10,00 75
6FX8002-5CA38 4215CA38xxxy 4210425LC (4G2,5)C 10,00 75
6FX8002-5CA48 4215CA48xxxy 4210440LC (4G4,0)C 11,70 88
6FX8002-5CA58 4215CA58xxxy 4210460LC (4G6,0)C 13,80 103
6FX8002-5CA68 4215CA68xxxy 4214100LC (4G10,0)C 17,30 132

* self-supporting chains; bending radius for sliding chains = 10 x outer cable diameter
** Complete the code by inserting the value of the cable length ( xxxy ).  xxx=m; y=dm
Ex.: 0001 = 0,1 m; 0010 = 1 m; 0120 = 12 m; 1230 = 123 m; 1334 = 133,4 m

For further information please
consult Brevetti Stendalto’s
Technical Office

Speed: 300 m/min
Acceleration: 50 m/s2

High flexible, small outer dimension,
with low min. bending radius

Complying with UL and CSA for the
European and USA market

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications at
-40°C

TECHNICAL DATA
see page. 28

BTC421LC

Bending radius
10 x Ø cable

Bending radius
7,5 x Ø cable

Halogen free
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Motor-servocable + connectors compatible
with Siemens® Standard 6FX8 with brake
PUR outer sheath

BTC435LC
Manufacturer Brevetti Total Cable** Brevetti No. of cores Diameter Bending
Part No. Part No. Part No. x section Ø radius*

n x mm2 mm mm
6FX8002-5DA01 4355DA01xxxy 4350415LC ((4G1,5)+(2x1,5)C)C 10,80 81
6FX8002-5DA21 4355DA21xxxy 4350415LC ((4G1,5)+(2x1,5)C)C 10,80 81
6FX8002-5DA11 4355DA21xxxy 4350425LC ((4G2,5)+(2x1,5)C)C 12,60 95
6FX8002-5DA31 4355DA31xxxy 4350425LC ((4G2,5)+(2x1,5)C)C 12,60 95
6FX8002-5DA41 4355DA41xxxy 4350440LC ((4G4,0)+(2x1,5)C)C 14,10 106
6FX8002-5DA51 4355DA51xxxy 4350460LC ((4G6,0)+(2x1,5)C)C 16,00 120
6FX8002-5DA61 4355DA61xxxy 4354100LC ((4G10,0)+(2x1,5)C)C 18,70 140
6FX8002-5DA13 4355DA13xxxy 4354100LC ((4G10,0)+(2x1,5)C)C 18,70 140
6FX8002-5DA23 4355DA23xxxy 4354160LC ((4G16,0)+(2x1,5)C)C 22,50 169
6FX8002-5DA33 4355DA33xxxy 4354250LC ((4G25,0)+(2x1,5)C)C 26,00 202
6FX8002-5DA43 4355DA43xxxy 4354350LC ((4G35,0)+(2x1,5)C)C 30,90 232
6FX8002-5DA53 4355DA53xxxy 4354500LC ((4G50,0)+(2x1,5)C)C 34,00 255

Manufacturer Brevetti Total Cable** Brevetti No. of cores Diameter Bending
Part No. Part No. Part No. x section Ø radius*

n x mm2 mm mm
6FX8002-5DS01 4355DS01xxxy 4350415LC ((4G1,5)+(2x1,5)C)C 10,80 81
6FX8002-5DS21 4355DS21xxxy 4350415LC ((4G1,5)+(2x1,5)C)C 10,80 81
6FX8002-5DS11 4355DS21xxxy 4350425LC ((4G2,5)+(2x1,5)C)C 12,60 95
6FX8002-5DS31 4355DS31xxxy 4350425LC ((4G2,5)+(2x1,5)C)C 12,60 95
6FX8002-5DS41 4355DS41xxxy 4350440LC ((4G4,0)+(2x1,5)C)C 14,10 106
6FX8002-5DS51 4355DS51xxxy 4350460LC ((4G6,0)+(2x1,5)C)C 16,00 120
6FX8002-5DS61 4355DS61xxxy 4354100LC ((4G10,0)+(2x1,5)C)C 18,70 140
6FX8002-5DS13 4355DS13xxxy 4354100LC ((4G10,0)+(2x1,5)C)C 18,70 140

Manufacturer Brevetti Total Cable** Brevetti No. of cores Diameter Bending
Part No. Part No. Part No. x section Ø radius*

n x mm2 mm mm
6FX8002-5DA05 4355DA05xxxy 4350415LC ((4G1,5)+(2x1,5) 11,80 81
6FX8002-5DA28 4355DA28xxxy 4350415LC ((4G1,5)+(2x1,5) 11,80 81
6FX8002-5DA15 4355DA15xxxy 4350425LC ((4G2,5)+(2x1,5) 12,60 95
6FX8002-5DA38 4355DA38xxxy 4350425LC ((4G2,5)+(2x1,5) 12,60 95
6FX8002-5DA48 4355DA48xxxy 4350440LC ((4G4,0)+(2x1,5) 14,10 106
6FX8002-5DA58 4355DA58xxxy 4350460LC ((4G6,0)+(2x1,5) 16,00 120
6FX8002-5DA68 4355DA68xxxy 4354100LC ((4G10,0)+(2x1,5) 18,70 140

* self-supporting chains; bending radius for sliding chains = 10 x outer cable diameter
** Complete the code by inserting the value of the cable length ( xxxy ).  xxx=m; y=dm
Ex.: 0001 = 0,1 m; 0010 = 1 m; 0120 = 12 m; 1230 = 123 m; 1334 = 133,4 m

Speed: 300 m/min
Acceleration: 50 m/s2

High flexible, small outer dimension,
with low min. bending radius

Complying with UL and CSA for the
European and USA market

Polyurethan jacket resistant to
hydrolysis, microbics and oils

Suitable for outdoor applications at
-40°C

TECHNICAL DATA
see page. 29

BTC435LC

For further information please
consult Brevetti Stendalto’s
Technical Office

Bending radius
10 x Ø cable

Bending radius
7,5 x Ø cable

Halogen free

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



®

37

Motor-Servocable + connectors in accordance
to Siemens® Standard 6FX8.
PUR Jacket

BTC440

* self-supporting chains; bending radius for sliding chains = 10 x outer cable diameter
** Complete the code by inserting the value of the cable length ( xxxy ).  xxx=m; y=dm
Ex.: 0001 = 0,1 m; 0010 = 1 m; 0120 = 12 m; 1230 = 123 m; 1334 = 133,4 m

Manufacturer Brevetti Total Cable** Brevetti No. of cores Diameter
Part No. Part No. Part No. x section Ø

n x mm2 mm
6FX8002-2AD00 4402AD00xxxyP 4400023 (3x(2x0,14)C+4x0,14+2x0,50)C 8,80
6FX8002-2AH00 4402AH00xxxyP 4400002 (4x2x0,38+4x0,50)C 8,90
6FX8002-2CA11 4402CA11xxxyP 4400002 (4x2x0,38+4x0,50)C 8,90
6FX8002-2CA15 4402CA15xxxyP 4400023 (3x(2x0,14)C+4x0,14+2x0,50)C  8,80
6FX8002-2CA31 4402CA31xxxyP 4400006 (3x(2x0,14)C+4x0,14+4x0,25+2x0,50)C 9,50
6FX8002-2CA51 4402CA51xxxyP 4400023 (3x(2x0,14)C+4x0,14+2x0,50)C  8,80
6FX8002-2CA61 4402CA61xxxyP 4400023 (3x(2x0,14)C+4x0,14+2x0,50)C  8,80
6FX8002-2CB51 4402CB51xxxyP 4400002 (4x2x0,38+4x0,50)C  8,90
6FX8002-2CC11 4402CC11xxxyP 4400002 (4x2x0,38+4x0,50)C 8,90
6FX8002-2CD01 4402CD01xxxyP 4400002 (4x2x0,38+4x0,50)C 8,90
6FX8002-2CF02 4402CF02xxxyP 4400023 (3x(2x0,14)C+4x0,14+2x0,50)C 8,80
6FX8002-2CG00 4402CG00xxxyP 4400002 (4x2x0,38+4x0,50)C 8,90
6FX8002-2CH00 4402CH00xxxyP 4400023 (3x(2x0,14)C+4x0,14+2x0,50)C 8,80
6FX8002-2EQ10 4402EQ10xxxyP 4400006 (3x(2x0,14)C+4x0,14+4x0,25+2x0,50)C 9,50

Manufacturer Brevetti Total Cable** Brevetti No. of cores Diameter
Part No. Part No. Part No. x section Ø

n x mm2 mm
6FX8002-2AD04 4402AD04xxxyP 4400023 (3x(2x0,14)C+4x0,14+2x0,50)C  8,80
6FX8002-2AH04 4402AH04xxxyP 4400002 (4x2x0,38+4x0,50)C 8,90
6FX8002-2CB54 4402CB54xxxyP 4400002 (4x2x0,38+4x0,50)C 8,90
6FX8002-2CA54 4402CA54xxxyP 4400023 (3x(2x0,14)C+4x0,14+2x0,50)C  8,80
6FX8002-2CA34 4402CA34xxxyP 4400006 (3x(2x0,14)C+4x0,14+4x0,25+2x0,50)C 9,50
6FX8002-2CF04 4402CF04xxxyP 4400023 (3x(2x0,14)C+4x0,14+2x0,50)C  8,80
6FX8002-2EQ14 4402EQ14xxxyP 4400006 (3x(2x0,14)C+4x0,14+4x0,25+2x0,50)C 9,50

Manufacturer Brevetti Total Cable** Brevetti No. of cores Diameter
Part No. Part No. Part No. x section Ø

n x mm2 mm
6FX8002-2DC00 4402DC00xxxyP 4400024 (2x2x0,15+2x0,38)C 7,50
6FX8002-2DC10 4402DC10xxxyP 4400024 (2x2x0,15+2x0,38)C 7,50
6FX8002-2DC20 4402DC20xxxyP 4400024 (2x2x0,15+2x0,38)C 7,50

For further information please
consult Brevetti Stendalto’s
Technical Office

https://rodavigo.net/es/c/almacenaje-y-movimiento/cadenas-portacables-conectores-cables/f/brevetti

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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