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Nylon Cable Chains
Robot Series

495 Series page 186
500 Series page 188
i 510TN Series page 190
" 515TN Series page 190
545 Series page 192
599 Series page 194

Quickly removable
covers for easy
installation of the
cables/hoses

Internal separations
for the subdivisions of
the cables/hoses
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Double pin; high strength
in every condition

Support guide for a correct
functioning of the chain

Inner surface without edges

Special end brackets
will ensure a perfect
fitting of the chain
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Circular Nylon Cable Chain
with removable frames

Inner height (D) 35 mm
Double share Sideband & Frame
construction with large anti-friction

Servicio de Att. al Cliente

e

Part.no PG305

]

single-pin. 35 45
Frames removable from inner radius.
I
Q )
Q)’L
) . A B C D R Weight/pitch Chain
Technical characteristics T T - kg S W e
69 45 45 35 100 0,100 495
Speed 180°/s
Acceleration 180°/s?
For higher requirements please consult our R Di De
technical dept. mm mm mm
100 600 755
Length of Chain
Chain Degrees No
Part Numbers of Rotation of Pitches
495 90 13
495 180 18
495 270 22
495 360 26
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Steel End Brackets

The end brackets set, containing two steel
plates screwed to the links, allows the two
ends of the chain to be attached to the
equipment. The end brackets are installed
in one position offering the possibility of
attaching the chain externally. (Fig. A)
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Fig. A
Steel End Brackets Part Numbers
Complete Set Assembled
Chain End Brackets
Type Set
495... A495KM
Complete Set Unassembled
Chain End Brackets
Type Set
495... A495K

Support Guide

For correct functioning of the chain it is
necessary that the installation is done in a
specific position.

For this reason Brevetti Stendalto has
observed and created a support guide which
can do this. (Fig. B)

For particular applications it is possible to
create support guides with attachment plates
and special dimensions.
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Fig. B

For applications with rotations exceeding
200° it is necessary to use the appropriate
accessories for supporting the cable chain.
(see page 29).
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[Bebot
495

Circular Nylon Cable
Chain

with removable
frames

For further information please
consult Brevetti Stendalto’s
Technical Office

187




. www.rodavigo.net

Servicio de Att. al Cliente

[Bebet
900

Circular Nylon Cable Chain

Inner height (D) 30 mm

ﬁ A 47 Separator
Single link construction. e C—> - Unassembled  Part.no S500

Frames opening from inner radius. - Assembled Part.no S500MC
Internal separation available.
30 43
v
MIN. 11
) L. A B (] D R Weight/pitch Chain
Technical characteristics A N e mm kg Part Number
" 865 43 685 30 100 0,086 50010
Speed 180 g5 43 685 30 150 0,086 50020
Acceleration 180°/s?
For higher requirements please consult our
technical dept. R Di De
D
° mm mm mm

bi 100 630 830
150 630 830

Length of Chain

Chain Degrees No
Part Numbers of Rotation of Pitches
50010 90 13
50010 180 17
50010 270 21
50010 360 26
50020 90 15
50020 180 19
50020 270 24

50020 360 28




Steel End Brackets

The end brackets set, containing two steel
plates screwed to the links, allows the two
ends of the chain to be attached to the
equipment. The end brackets are installed
in one position offering the possibility of
attaching the chain externally. (Fig. A)
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Fig. A
Chain H
Type
50010 330
50020 410
Steel End Brackets Part Numbers

Complete Set Assembled

Chain End Brackets
Type Set
50010 A50010NKM
50020 A50020NKM
Complete Set Unassembled

Chain End Brackets
Type Set
50010 A50010NK
50020 A50020NK

www.roda

Support Guide

For correct functioning of the chain it is
necessary that the installation is done in a
specific position.

For this reason Brevetti Stendalto has
observed and created a support guide which
can do this. (Fig. B)

For particular applications it is possible to
create support guides with attachment plates
and special dimensions.

220°

SUP500
Fig. B

For applications with rotations exceeding
200° it is necessary to use the appropriate
accessories for supporting the cable chain.
(see page 29).
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Sarfe Febet
S00

Circular Nylon Cable
Chain

For further information please
consult Brevetti Stendalto’s
Technical Office
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S10TN-515TN

Circular Nylon Cable Chain

www.rodavigo.net

with opening frames

Servicio de Att. al Cliente

Inner height (D) 46 mm fiéj' Pin 510TN
Double share Sideband & Frame Part.no PG511
construction with large anti-friction Pin 515TN
twin-pin. Part.no PG515-B515
Frames opening from inner radius.
A B (] Weight/pitch Chain
Technical characteristics T mE kg Part Number
132 99 88 46 0,200 510TN
Speed 180°/s
Acceleration 180°/s? 132 55 88 46 0,200 515TN
For higher requirements please consult our
technical dept. De Chain R Di De
Di Part Number mm mm mm
510TN 125 940 1220
515TN 175 1060 1340
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Length of Chain

Chain Degrees No
Part Numbers of Rotation of Pitches
510TN 90 13
510TN 180 17
510TN 270 22
510TN 360 27
515TN 90 17
515TN 180 23
515TN 270 29
515TN 360 35
515TN
510TN




Steel End Brackets

The end brackets set, containing two steel
plates screwed to the links, allows the two
ends of the chain to be attached to the
equipment. The end brackets are installed
in one position offering the possibility of
attaching the chain externally. (Fig. A)

400
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Support Guide

For correct functioning of the chain it is
necessary that the installation is done in a
specific position.

For this reason Brevetti Stendalto has
observed and created a support guide which
can do this. (Fig. B)

For particular applications it is possible to
create support guides with attachment plates
and special dimensions.
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Fig. A

Steel End Brackets Part Numbers

Complete Set Assembled

Chain End Brackets
Type Set
510TN A510TNKM
515TN A515TNKM
Complete Set Unassembled

Chain End Brackets
Type Set
510TN A510TNK
515TN A515TNK

SUP515
Fig. B
For applications with rotations exceeding
200° it is necessary to use the appropriate
accessories for supporting the cable chain.
(see page 29).
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Serte [RHebet
S510TN
S515TN

Circular Nylon Cable
Chain with opening
frames

For further information please
consult Brevetti Stendalto’s
Technical Office
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[Rebof
2495

Circular Nylon Cable Chain
with opening frames

Inner height (D) 46 mm A Separator

Double share Sideband & Frame - Unassembled ~ Part.no S445UF
construction with large anti-friction - Assembled  Part.no S445UFMC

Servicio de Att. al Clien

single-pin. Pin
Frames opening from inner radius. Part.no PG545
) L. A B (] D R Weight/pitch Chain
Technical characteristics T - kg Part Number
123 62 100 46 100 0,200 545S1100100
Speed 180°/s
Acceleration 180°/s?
For higher requirements please consult our R Di De
technical dept. mm mm mm
5 De o 100 485 760

Di

Length of Chain

R Chain Degrees No
Part Numbers of Rotation of Pitches

545 90 14

545 180 18

545 270 22

545 360 27
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Steel End Brackets

The end brackets set, containing two steel
plates screwed to the links, allows the two
ends of the chain to be attached to the
equipment. The end brackets are installed
in one position offering the possibility of
attaching the chain externally. (Fig. A)
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Fig. A
Steel End Brackets Part Numbers
Complete Set Assembled
Chain End Brackets
Type Set
545 A545KM
Complete Set Unassembled
Chain End Brackets
Type Set
545 A545K
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Support Guide

For correct functioning of the chain it is
necessary that the installation is done in a
specific position.

For this reason Brevetti Stendalto has
observed and created a support guide which
can do this. (Fig. B)

For particular applications it is possible to
create support guides with attachment plates
and special dimensions.
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Fig. B

For applications with rotations exceeding
200° it is necessary to use the appropriate
accessories for supporting the cable chain.
(see page 29).
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[Bebot
545

Circular Nylon Cable
Chain with opening
frames

For further information please
consult Brevetti Stendalto’s
Technical Office
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Serfie Roboft
999

Circular Nylon Cable Chain
with un-screwable aluminium frames

Inner height (D) 59 mm
Strong double share Sideband & Frame
construction with three single-pins in
steel for high torsion resistance.
Alu-frames are un-screwable from inner
and outer radius.

Servicio de Att. al Clien

) . A B C D R Weight/pitch Chain
Technical characteristics T T o kg 2 N
272 85 210 59 220 0,900 599
Speed 180°/s
Acceleration 180°/s?
For higher requirements please consult our De R Di De
technical dept. e - »] mm mm mm
( Di o 220 1400 2000
R Length of Chain
Chain Degrees No
Part Numbers of Rotation of Pitches
599 90 14
599 180 19

599 270 23
599 360 28

Version with horizontal separators
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Steel End Brackets

The end brackets set, containing two steel
plates screwed to the links, allows the two
ends of the chain to be attached to the
equipment. The end brackets are installed
in one position offering the possibility of
attaching the chain externally. (Fig. A)

610

Fig. A
Steel End Brackets Part Numbers
Complete Set Assembled

Chain End Brackets
Type Set

599 A599KM
Complete Set Unassembled

Chain End Brackets
Type Set

599 A599K

Support Guide

For correct functioning of the chain it is
necessary that the installation is done in a
specific position.

For this reason Brevetti Stendalto has
observed and created a support guide which
can do this. (Fig. B)

For particular applications it is possible to
create support guides with attachment plates
and special dimensions.

180°

SUP599

Fig. B

For applications with rotations exceeding
200° it is necessary to use the appropriate
accessories for supporting the cable chain.
(see page 29).
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Serfie [Hebet
599

Circular Nylon Cable
Chain with un-screwable
aluminium frames

For further information please
consult Brevetti Stendalto’s
Technical Office
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Separation System

The Separation System, proposed by Brevetti Stendalto, guarantees the perfect disposal of cables inside the
chain and allows an easy opening of the frame also when the chain is already harnessed.
A wide range of horizontal separators is available in order to obtain many different arrangements.
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\ Horizontal Separator

\ Halfway Separator
Halfway mobile Separator
Side Separator

445MU/PU/AU

Side separator. Halfway separator. Halfway mobile separator. Horizontal separator.

Up to 4 horizontal separations.
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SI4452FPU S4452FPU

SP4452F
SP4452F.1 (445PU)

660A - 306SU/CU - 326SU

Side separator. Halfway separator. Halfway mobile separator.
Horizontal separator. Up to 2 horizontal separations.
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S3061F
SI3061F

307SU

Side separator. Halfway separator. Horizontal
separator. Up to 4 horizontal separations.
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Horizontal

Separator mxm %
Part Number
S001016 16
S001025 25
S001029 29
S001035 35
S001041 41 |S001016 + S... + SO01016
S001050 50 |S001016 + S... + SO01025
S001059 59 |S001025 + S... + SO01025
S001066 66 |S001029 + S... + SO01029
S001074 74 |S001025 + S... + SO01041
S001091 91 |S001041 + S... + SO01041
S001108 108 |SO01059 + S... + SO01041
S001120 120
S001140 140 |SO01091 +S... + SO01041
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Sl4453FPU S4453FPU
SP4453F

SP4453F.1 (445PU)

770A
Side separator. Halfway separator. Horizontal sepa-
rator. Up to 4 horizontal separations.
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308SU/CU - 328SU

Side separator. Halfway separator. Halfway mobile separator.
Horizontal separator. Up to 4 horizontal separations.
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309SU/CU - 475MU/PU - 478MU/PU

319ZE - 329SU - 329CD
Side separator. Halfway separator. Halfway mobile separator.

Horizontal separator. Up to 6 horizontal separations.

H45SC
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U\ sis09 \ s3005F \ SP3095F

80PU

Side separator. Halfway separator. Halfway mobile separator.
Horizontal separator. Up to 6 horizontal separations.
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Side separator. Halfway separator. Halfway mobile separator.
Horizontal separator. Up to 4 horizontal separations.
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H57SC - PN

Side separator. Halfway separator. Halfway mobile separator.
Horizontal separator. Up to 4 horizontal separations.
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H110SC/SA - PC/PA

Side Separator. Halfway Separator. Horizontal Separator. Up to 4 horizontal separations.
S1105F designed to having a side of 5 slots and other side of 3 slots for many separations.
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335LI/LE - 435MU/PU

Side separator. Halfway separator. Halfway mobile
separator. Horizontal separator. Up to 4 horizontal

separations.
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H80SC/SA - PC/PA

Side separator. Halfway separator. Halfway mobile separator.
Horizontal separator. Up to 4 horizontal separations.
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S1105F

325LI/LE/PI
Side separator. Halfway separator. Halfway mobile
separator. Horizontal separator. Up to 2 horizontal
separations.

SP1105F

Horizontal X - , SJ = y Horizontal X
Separator { J i Q Separator
Part Number | MM i (<l <[[» gj[ Ty | Part Number mm
s011031 | 31 Z—“jz‘i% HR : s011031 | 31
S011052 52 SP3251F / - SI325 S011052 52
S0O11068 77 SO11068 68
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