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Heavy Series

Servicio de Att. al Clien

Nylon Cable Chains

H45SC Series page 86
H57SC Series page 88
H80SC/SA Series page 90
H110SC/SA Series page 92
H110T Series page 94
306SU Series page 96
306B Series page 98
307SU Series page 100
307B Series page 102
307E Series page 104
308SU Series page 106
308B Series page 108
308E Series page 110
309SU Series page 112
309B Series page 114
Horizontal Separation page 196

Steel or nylon end brackets

Inner surface of
completely smoc
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Servicio de Att. al Cliente

Wide range of cross pieces
available in the following types:
Open and close, with a
“Snap-Fit” action

Aluminium Rods

With Pre-Drilled Holes

Nylon separator. Cables can be laid
apart from each other

Triple connecting Pivot Pin
which offers high integrity in
high performance applications
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Serie Reavy

H45SC

www.rodavigo.net

Servicio de Att. al Cliente

Nylon cable chain with opening frames

ISnner height (D) 45 mm FiAﬂ Separator

ideband construction with quickly :

removable pin. Frames openable from c xnassenlnbliad g::':g giggigMCI

either side on both inner and outer -Assemb ed** b rt. S45CE3MCE

radius. As standard the chain comes ‘f -Assembled artno

with frames every second link, on 45 70 Strong-hold Separator

request with frames every link. for C > 250 mm

Vertical and horizontal modular i 6 -Unassembled  Part.no S45HOFL

separator system is available. -Assembled Part.no S45HOFL
Pin

S45HOFL

Part.no PNH45RS

* for chain opening outer radius
** for chain opening inner radius

Technical Characteristics A B C D R Weight/m Chain
when self-supporting mm mm _ mm__ mm mm kg Part Number
113 70 75 45  075-100-125-150-175-200250-300 2,29 H45SC075I10*
Speed 8 m/s 138 70 100 45  075-100-125-150-175-200250-300 2,37 H45SC100 C1C1*
Acceleration 40 m/s? 163 70 125 45  075-100-125-150-175-200-250-300 2,44 H45SC125 0010 *
For higher requirements please consult 188 70 150 45  075-100-125-150-175-200-250-300 2,52 H45SC150 OO *
our technical dept. 213 70 175 45  075-100-125-150-175-200-250-300 2,60 H45SC175O1011*
238 70 200 45  075-100-125-150-175-200-250-300 2,67 H45SC200 OCI*
For sidinc spolications. characteris 263 70 225 45  075-100-125-150-175-200-250-300 2,75 H45SC225O1*
techniqugs :;';y"’fa:;";é;ejg?:geg’j ;,‘j: 288 70 250 45  075-100-125-150-175-200-250-300 2,83 H45SC250 (1C11*
frequency, added weight and work environment, _ 318 70 275 45  (075-100-125-150-175-200-250-800 2,91 H455C275 0OIC*
338 70 300 45  075-100-125-150-175-200-250-300 2,99 H45SC300 OC11*
388 70 350 45  075-100-125-150-175-200-250-300 3,14 H45SC350 CIC1(1*
438 70 400 45  075-100-125-150-175-200-250-300 3,30 H45SC400 IC1(1*

*Complete the code by inserting the value of the radius (R): Ex. H45SC100 4]
Chain equipped with nylon frame every picth: complete the code by inserting the letter D. Ex. H46SC100250

3 LS N

LS
2 R H N M NI Ml
oooooooo; \ SYOTS yy mm mm mm mm mm mm
75 ) o , 075 220 185 390 265 540
) + Length of chain (L) s 100 270 210 465 275 595
¥ Half travel distance (T 125 320 235 545 395 870
150 370 260 625 515 1150
plus length of curve (M) or (M1) 175 420 285 700 635 1430
L= L2S +M or M1 200 470 310 780 750 1705
MOVING POINT 250 570 360 940 990 2265
300 670 410 1095 1225 2820

2s0f =




Self-Supporting
Capacity Diagram

The maximum length of the
self-supporting capacity or

in admissible sagging

in relationship to the weight of
the cables and hoses contained
per linear metre.
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End Brackets
The end brackets set allows the two ends of the chain to be
attached to the equipment. Set complete with tiewrap clamps
available on request.
Nylon Type

The chain can be fixed frontally, inner and outer radius (Fig A)

Servicio de Att. al Clien

® A = — 1!_'_ F.
EloheVetEi

Heav,y
H45SC

Nylon cable chain
with opening frames

= 105
0123?5678 75 79 [ || [:_
Max unsupported s o LSa t N Fo4 [1] ﬁ
length 2 2 @iu@ [ ) i} T T T T
L 3T~ T24 Separation System
‘ page. 196
LS ‘ Q6,5 215 235
1s N £ _
Q#V ";.e. r
i + .85 F|F1
— = -
36,5 How to open
the frame
*If the chain is in the gha‘“ 7 ghai“ 7
ype mm ype mm
ADMIgStI BLE SéF?E?;hT G d H45SC075 91 H45SC075 55,5
area (between GREEN and | 1145565109 116 H45SC100 80,5
RED area) version with H455C125 141 H45SC125 105,5
frames on every link is H455C150 166 H455C150 130,5 P i R
necessary. H45SC175 191 H45SC175 155,5
H45SC200 216 H45SC200 180,5
H45SC225 241 H45SC225 205,5
H45SC250 266 H45SC250 230,5
H45SC275 291 H45SC275 255,5
The area in the diagram H45SC300 316 H45SC300 280,5
considers the difference H45SC350 366 H45SC350 330,5
widths.
Nylon Type

Red for self-supporting
chain, green for chain in
admissible sagging.

For applications with (-5-)
and weights not included in
the diagram of

self-supporting capacity, verify
the possible use of support
rollers (see page 30).

Part Numbers

Tiewrap Clamp

Complete Set Assembled Complete Set Assembled
Chain End Brackets Chain Tiewrap Clamp
Type set Type set
H45SC... ANH45SCOCICKMC*  Pos. A SFCTH4500C1M*KMA
Pos. B SFCTH45C0C1*KM

Complete Set Unassembled

Chain End Brackets  complete Set Unassembled

Type set Mounting Tiewrap Clamp

H45SC... ANH45SCLCC0K  Position set

* 1=Pos.1; 2=P0s.2; 3=P0s.3 Pos. A SFCTH450I01C1*KA
Pos. B SFCTH4500*K

* Inner Width C

Suitable to long travel distance
in frame every pitch version.

For further informations please
consult Brevetti Stendalto’s
Technical Office
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Eleayvy

H57SC

Nylon cable chain with opening frames

Inner height (D) 57 mm
Sideband construction with quickly
removable pin. Frames openable from
either side on both inner and outer
radius. As standard the chain comes
with frames every second link, on
request with frames every link.
Vertical and horizontal modular
separator system is available.

S57HOFL

Servicio de Att. al Cliente

Separator

-Unassembled  Part.no S57CF3

- Assembled* Part.no S57CF3MCI
- Assembled** Part.no S57CF3MCE
Strong-hold Separator

for C > 250 mm

-Unassembled  Part.no S57HOFL
-Assembled Part.no S57HOFL
Pin

Part.no PNH57RS

* for chain opening outer radius
** for chain opening inner radius

Technical Characteristics

when self-supporting

Speed

8 m/s

Acceleration

40 m/s?

For higher requirements please consult

our technical dept.

For sliding applications, characteristics
techniques may vary depending on the

frequency, added weight and work environment.

LS
2

0)0J0J0O}0JOJOJO)O

90 M

A B C D R Weight/m Chain

mm mm mm_ _ mm mm kg Part Number

113 85 75 57  150-180-200-250-300-350-400 3,03 H57SCO075C1CIC1*
138 85 100 57  150-180-200-250-300-350-400 3,09 H57SC100 CICICT*
163 85 125 57  150-180-200-250-300-350-400 3,16 H57SC125 CICICT*
188 85 150 57  150-180-200-250-300-350-400 3,22 H57SC150 CICICT*
213 85 175 57  150-180-200-250-300-350-400 3,29  H57SC175C100C0*
238 85 200 57  150-180-200-250-300-350-400 3,35 H57SC200 CIC1C1*
263 85 225 57  150-180-200-250-300-350-400 3,42 H57SC225C1CIC0*
288 85 250 57  150-180-200-250-300-350-400 3,48 H57SC250 CICIC1*
313 85 275 57  150-180-200-250-300-350-400 3,55 H57SC275 C1CICT*
338 85 300 57  150-180-200-250-300-350-400 3,61 H57SC3001CIC1*
388 85 350 57 150-180-200-250-300-350-400 3,74 H57SC350 C1CIC1*
438 85 400 57  150-180-200-250-300-350-400 3,88 H57SC400 C1C1C1*

0JoJo
O

+HH

O,
o (g {o[oJofofofo o

MOVING POINT

F A

88

*Complete the code by inserting the value of the radius (R): Ex. H57SC100 [21[&]
Chain equipped with nylon frame every picth: complete the code by inserting the letter D. Ex. H57SC100250

Length of chain (L)
Half travel distance (|‘2—S
plus length of curve (M) or (M1)

L='-—§+MorM1

A&/ B S SN S e N .

R H N M N1 M1
mm mm mm mm mm mm
150 385 283 655 565 1235
180 445 313 750 705 1570
200 485 333 810 805 1605
250 585 383 970 1040 2350
300 685 433 1125 1275 2905
350 785 483 1280 1510 3460
400 885 533 1440 1750 4020

LS B B S

i A

Version with frames mounted on every pitch
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Self-Supporting
Capacity Diagram

The maximum length of the
self-supporting capacity or
in admissible sagging (-5-)
in relationship to the

weight of the cables and hoses
contained per linear metre.
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Max unsupported s e LSa
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*If the chain is in the
ADMISSIBLE SAGGING
area (between GREEN and
RED area) version with
frames on every link is
necessary.

The area in the diagram
considers the difference
of weight between various
widths of chain with nylon
frame every second link.

Red for self-supporting
chain, green for chain in
admissible sagging.

For applications with (L—ZS)
and weights not

included in the diagram of
self-supporting capacity, verify
the possible use of support
rollers (see page 30).

www.rodavigo.net

End Brackets

The end brackets set allows the two ends of the chain to be
attached to the equipment. Set complete with tiewrap clamps

available on request.
Nylon Type

The chain can be fixed frontally, inner and outer radius (Fig A)

118
90 77‘ | . F1
T+ 125 25
O re| 35 35% i
L o5 25 §
+
©9x11,6 35 235
f? _
@ _
85 F|F1
16
RSt i 8]
18,5 \ \445 | 185
Chain F Chain Fi
Type mm Type mm
H57SC075 51 H57SC075 98
H57SC100 76 H57SC100 123
H57SC125 101 H57SC125 148
H57SC150 126 H57SC150 173
H57SC175 151 H57SC175 198
H57SC200 176 H57SC200 223
H57SC225 201 H57SC225 248
H57SC250 226 H57SC250 273
H57SC275 251 H57SC275 298
H57SC300 276 H57SC300 323
H57SC350 326 H57SC350 373
H57SC400 376 H57SC400 423
Nylon Type .
Part Numbers Tiewrap Clamp
Complete Set Assembled Complete Set Assembled
Chain End Brackets Chain Tiewrap Clamp
Type set Type set
H57SC... ANH57KMCI*  Pos. A SFCTH5700*KMA
Pos. B SFCTH570000*KM

Complete Set Unassembled

Chain End Brackets  Complete Set Unassembled

Type set Mounting Tiewrap Clamp

H57SC... ANH57K Position set

** 1=Pos.1; 2=P0s.2; 3=P0s.3 Pos. A SFCTH5700*KA
Pos. B SFCTH5700*K

* Inner Width C

Servicio de Att. al Clien

EleheVetEl

Heav,y
H57SC

Nylon cable chain
with opening frames

H57B

On request can be supplied
with rods made of stainless
steel or bright zinc plated steel.

H57T

On request can be supplied with
drawn made of stainless steel or
bright zinc plated steel.

g It Bl
Separation System

page. 196

How to open

the frame

How to release
the pin junction

Suitable to long travel distance
with covers on all the pitches.

For further informations please
consult Brevetti Stendalto’s
Technical Office
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EHeavyy
H80SC

Nylon Chain with opening
frame with a snap

Inner height (D) 80,5 mm Separator
e Parino SIS
either side on both inner and outer 'ﬁemg:g* Ea:'”o g:zggggmgg
radius. As standard the chain comes - ASsem art.no
with frames every link. 6 Strong-hold Separator
Vertical and horizontal modular for C > 250 mm

- Unassembled Part.no SHBOHOF6L

separator system is available.
SHBOHOF6L - Assembled Part.no SH8OHOF6LMC

* for chain opening outer radius
** for chain opening inner radius

Technical characteristics A B C D R Weight/m Chain
when self-supported mm mm mm _mm mm kg Part Number
205 114 150 80,5 200-250-300-350-400-500-600 6,70 H80SC150 CICICT*
Speed 8 m/s 230 114 175 80,5 200-250-300-350-400-500-600 6,87 H80SC175 CICICI*
Acceleration 40 m/s? 255 114 200 80,5 200-250-300-350-400-500-600 7,04 H80SC200 CICIC1*
For higher requirements please consult our 280 114 225 80,5 200-250-300-350-400-500-600 7,20 H80SC225 CICICI*
technical dept. 305 114 250 80,5 200-250-300-350-400-500-600 7,37 H80SC250 C1C1C1*
330 114 275 80,5 200-250-300-350-400-500-600 7,52 H80SC275 OICICI*
For sliding applications, characteristics 355 114 300 80,5 200-250-300-350-400-500-600 7,66 H80SC300 ICI[1*
techniques may vary depending on the 380 114 325 80,5 200-250-300-350-400-500-600 7,86 H80SC325 CICII*

frequency, added weight and work environment. 5414350 805  200-250-300-350-400-500-600 8,05 HB0SC350 CICIC*

430 114 375 80,5 200-250-300-350-400-500-600 8,23  H80SC375 [1C1[1*

R H N M N1 M1 *Complete the code by inserting the value of the radius (R): Ex. H80SC200 [2[Al [0
mm mm mm mm mm mm S
eparator
HA‘T
200 oS4 377 870 810 1775 —C—» - Unassembled Part.no S80

250 614 427 1030 1050 2330 ~Assembled®  Part.no S8OMCI

[® 1

300 714 477 1185 1285 2885 .

350 814 527 1340 1525 3445 m «| > MT _Assembled™__Part.no SSOMCE
Ls ]

400 914 577 1500 1760 4000 805 114 © Strong-hold Separator

500 1114 677 1815 2235 5115 [R5

- Unassembled Part.no S80HOFL
000 1814 777 2125 2705 6225 S80HOFL . Assembled Part.no S80HOFLMC

s N Pin
LS Part.no PNH80RS
2 * for chain opening outer radius
S % . HS8SO0SA ** for chain opening inner radius
120 M +XH Version with openable frame by both sides
SR EREEY v A B C D R Weight/m Chain
mm mm mm  mm mm kg Part Number

129 114 74 80,5 200-250-300-350-400-500-600 5,99 H80SA074 (11[1*

149 114 94 80,5 200-250-300-350-400-500-600 6,10 H80SA094 1C11*

o 174 114 119 80,5 200-250-300-350-400-500-600 6,22 H80SA119 [1C11*

ﬁ& £ S 5 181 114 126 80,5 200-250-300-350-400-500-600 6,23 H80SA126 [1[11*

300) o gmeepell | k) 484 114 429 80,5 200-250-300-350-400-500-600 8,22 H80SA429 [1[1[1*

FIXED POINT I 668 114 498 80,5 200-250-300-350-400-500-600 8,77 H80SA498 [1[1[1*
*Complete the code by inserting the value of the radius (R): Ex. HS0SA119 [21[al[0]

MOVING

Version with frames mounted on every pitch
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Poligono Industrial O Rebullén s/n. 36416 - Mos - Espafia - rodavigo@rodavigo.com



g

Self-Supporting
Capacity Diagram

The maximum length of the
self-supporting capacity or
in admissible sagging (-5-)
in relationship to the

weight of the cables and hoses
contained per linear metre.

=)
S

o
S

N
S

n
=}

Eo
X S
<4 =
e
S 4 =
=3 L VA
=4
22
o
2 e
< e e e e e e
o 1t 2 3 4 5 6 7
Max unsupported LS e LSa
length (m) 2 2
LS
|
LS
—2

*If the chain is in the
ADMISSIBLE SAGGING
area (between GREEN and
RED area) version with
frames on every link is
necessary.

The area in the diagram
considers the difference
of weight between various
widths of chain with nylon
frame every second link.

Red for self-supporting
chain, green for chain in
admissible sagging.

For applications with (%)
and weights not

included in the diagram of
self-supporting capacity, verify
the possible use of support
rollers (see page 30).

www.rodavigo.net

End Brackets

The end brackets set allows the two ends of the chain to be
attached to the equipment. Set complete with tiewrap clamps

available on request.
Nylon Type

Fig. A

163
120 | 109
- ¥ S F
= N To7 27t [l I
US| | 60 60} |
& I 27 27 —
@10,5 35 44,5
ﬁ O
8 _
11 F| F1
#
=ikt =i 44— Nylon Type
23| /50| | 295 Part Numbers
Chain F Fi Assembled
Type mm mm Chain End Brackets
HB80SC150 124 1775 Type set
H80SC175 149 2025 H80SC ANH80KM[I**
H80SC200 174 2275 Unassembled
H80SC225 199 252,55 <
| h End Brack
HB0SC250 224 2775 : a;" nd sreatc ets
HB80SC275 249 3025 P .
H80SC300 274 3275  H8OSC ANHBOK
H80SC325 299 3525 .
HeoSC3s0 324 3775 viewrap Clamp
H80SC375 349 402,5
Complete Set Assembled
Mounting Tiewrap Clamp
Position set
Pos. A SFCTH8OULI[I*KMA
Length of chain (L) Pos.B SFCTH8OLIII*KM
LS Complete Set Unassembled

Half travel distance (T)

plus length of curve (M) or (M1)
L= % + M or M1

Mounting Tiewrap Clamp
Position set

Pos. A SFCTH80LILILI*KA
Pos. B SFCTH80IOI*K

* Inner Width C

** 1=Pos.1; 2=Pos.2; 3=P0s.3

“**For 074 and 094 shares
assembly is only on position B

Servicio de Att. al Cliente

EleheVetEl

Heavy
H80SC

Nylon chain with
opening frame with
a snap

H80B

On request can be supplied
with rods made of stainless
steel or aluminium.

H80T

On request can be supplied
with drawn made of aluminium.

i
H IDI

Separation System
page. 196

[Irl:rn
1|

How to open
the frame

How to release
the pin junction

Suitable to long travel distance
with covers on all the pitches.

For further informations please
consult Brevetti Stendalto’s
Technical Office

1
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Seie [Fleawvy
H110SC

Nylon Chain with opening
frame with a snap

Inner height (D) 115 mm <7A47 Separator

Sideband construction with quickly +——C—> “Unassembled  Part.no S110F3
removable pin. Frames openable from . :

either side on both inner and outer - Assembled Part.no S110F3MCI

radius. As standard the chain comes = - Assembled™ Part.no S110FSMCE
with frames every link. «| [ f Strong - Hold Separator - > 250mm
Vertical and horizontal modular 6 115155 10 - Unassembled  Part.no S110HOFL
separator system is available. _Assembled Partno S110HOFLMC

s11oHorL PN
Part.no PNH110RS

* for chain opening outer radius
** for chain opening inner radius

Technical characteristics A B c D R Weight/m Chain

when self-supported mm mm mm mm mm kg Part Number
Speed 8 m/s 205 155 150 115 200-250-300400500-600-700-750 8,66  110SC150 CICICI*
Acceleration 10 /< 230 155 175 115 200-250-300400500600-700750 8,79  110SC175 OOICI*
255 155 200 115 200-250-300400500600-700-750 8,91  110SC200 CJCICI*
+ or higher = j)i?’remems please consult our 280 155 225 115 200:250-300400500600700750 9,03  110SC225 OCICI*
305 155 250 115 200-250-300400500600-700-750 9,16  110SC250 OCICI*
= LS N, 330 155 275 115 200:250-300400500600700750 9,27  110SC275 OO
- - 355 155 300 115 200-250-300400500-600-700-750 9,38  110SC300 CICICI*
OO0 T 380 155 325 115 200-250-300400500600-700-750 9,53  110SC325 CJCICI*
160 M + Y H 405 155 350 115 200-250-300400500-600-700-750 9,70  110SC350 CJCICI*
93000000c A1 430 155 375 115 200-250-300400500600-700-750 9,80  110SC375 OO

*Complete the code by inserting the value of the radius (R): Ex. 110SC350 [2][5]
LS
MOVING %

Separator
- Unassembled  Part.no S110F3/8687

- Assembled*  Part.no S110F3/8687MCI
115 155

POINT

- Assembled™  Part.no S110F3/8687MCE

Strong - Hold Separator o-c > 250mm
- Unassembled  Part.no S110HOFL/8688
- Assembled Part.no S110HOFL/8688MC

For sliding applications, characteristics
techniques may vary depending on the
frequency, added weight and work environment.

Pin Part.no PNH110RS
R H N M N1 M1 * for chain opening outer radius
mm mm mm mm mm mm SA ** for chain opening inner radius
200 557 418 950 855 1820  yersjon with openable frame by both sides
250 657 468 1110 1095 2375 A B c D R Weight/m Chain
300 757 518 1265 1335 2935
400 957 618 1580 1805 4045 T ) 1 O i kg PG NI
500 1157 718 1895 2280 5160 484 155 429 115 200250-300-400500600700750 9,85  110SA429 OOICI*
600 1357 818 2205 2750 6270 553 155 498 115 200-250-300-400-500-600-700-750 10,2  110SA498 I[1*

700 1557 918 2520 3225 7385 *Complete the code by inserting the value of the radius (R): Ex. 110SC429 [21[51[0]
750 1657 968 2680 3460 7940

92 Version with nylonframes mounted on every pitch

Poligono Industrial O Rebullén s/n. 36416 - Mos - Espafia - rodavigo@rodavigo.com
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Self-Supporting
Capacity Diagram
The maximum length of the
self-supporting capacity or
in admissible sagging (-5-)
in relationship to the
weight of the cables and
hoses contained per linear
metre.
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Bright Zinc Plated Steel End Brackets

The end brackets set allows the two ends of the chain to be
attached to the equipment. Set complete with tiewrap clamps
available on request.

Length of chain (L) (-5-)
Half travel distance (LZ—S)

plus length of curve (M) or (M1)
L= % +Mor M1

Tiewrap
Clamp

Fig. A

Chain fixed outside/inside

the radius. (Fig A)

See mounting options page 31

*If the chain is in the Chain F1 Chain F2
ADMISSIBLE SAGGING Type mm Type mm
area (between GREEN and 110SC150 120 110SC150 112
: , T10SC175 15 110SC175 737
RED area) version with 110SC200 170 110SC200 162
i T10SC225 195 1105C225 187
frames on every link is 1105C250 220 110SC250 212
T10SC275 245 1105C275 237
necessary. 71050300 270 1105G300 262
T10SCa25 295 1105C325 287
) ) 71050350 320 11056350 312
The area in the diagram T10SCa75 344 110SG375 336
. . T10SA429 399 1105A429 391
considers the difference 110SA498 468 1105A498 460
of Welght between VaFIOUS Special widths F=C-85 Special widths F=C-93
widths of chain with nylon
frame every second link. Bright Zinc Plated Steel Tiewrap Clamp kit mounted
Red £ y _ Type Part Number on female attachment
ed for self-supporting
chain, green for chain in Complete Set Assembled Part Number
’ Chain Assembled SFCT110 CICIC1*FKM

admissible sagging.

For applications with (L—ZS)
and weights not

included in the diagram of
self-supporting capacity, verify
the possible use of support
rollers (see page 30).

End Brackets
type kit

110SC_A110SC C1O0CI KM [+

110SA A110SA OJOJCT KM [+

Complete Set Unassembled

Chain End Brackets
type kit

110SC  A110SC 100 K [C*+

110SA  A110SA OO K O

Available on request in stainless steel.
** 1=Pos.1; 2=Pos.2; 3=Pos.3
See mounting variations page 31

Unassembled SFCT110 CICICI*FK

* Inner width (C)

Tiewrap Clamp kit mounted
on male attachment

Part Number

Assembled SFCT110C1CIC1*MKM

Unassembled SFCT110 CICIC1*MK

* Inner width (C)

Servicio de Att. al Clien

EleheVetEl

Seifie [Reavy
H110SC

Nylon chain with
opening frame with
a snap

H110B

On request can be supplied
with rods made of stainless
steel or bright zinc plated steel.

I K
I It s
Separation System
page. 196
How to open
the frame

%

How to release

Suitable to long travel distance
with covers on all the pitches.

For further informations please
consult Brevetti Stendalto’s
Technical Office

93
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Sere [Reavy
H110T

Nylon chain with aluminium draw plates

Inner height (D) 112,5 mm ’<7A4>‘ Separator
Sideband construction with quickly ¢———C— P ~Unassembled Part.no S310TCF9
removable pin. - Assembled Part.no S310TCFOMC

Alu-draw frames are un-screwable - .
from inner and outer radius. «|[» f Pin
As standard the chain comes with Part.no PNH110RS
10
[

frames every link. 112,5 155
Vertical separators system available.

Technical characteristics s by i REiEHEEI
when self-supported mm mm mm mm mm kg Part Number
255 155 200 1125 200-250-300400-500-600-700-750 9,93 1107200 11T *
Speed Am/S 355 155 300 1125 200:250-300400500600700750 10,96  110T300 DI *
Acceleration 20 m/s® 455 155 400 1125 200-250-300-400-500-600-700-750 12,00 110T400 (110 *
For higher requirements please consult our 555 155 500 1125 200-250-300-400-500-600-700-750 13,04 110T500 (110 *
technical dept. 655 155 600 1125 200-250-300-400-500-600-700-750 14,08 1107600 (11 *
C+55 155 1125 200-250-300-400-500-600-700-750 110T OOOOO0 *
For sliding applications, characteristics *Complete the code by inserting the value of the radius (R): Ex. 110T200 [2]
techniques may vary depending on the *Complete the code by inserting the value of the quote C and the radius (R): Ex. 110TI21[QI[QI[3I[QI[0]

frequency, added weight and work environment.

R H N M Nt M

LS L A mm mm mm mm mm mm

MOVING 2 - 200 557 418 950 855 1820
N 250 657 468 1110 1095 2375
350} 160 Mo R H 300 757 518 1265 1335 2935
FIXED POINT 5%000c0cc M) 400 957 618 1580 1805 4045

500 1157 718 1895 2280 5160
. 600 1357 818 2205 2750 6270
Length of chain (L) s 700 1557 918 2520 3225 7385

Half travel distance (T) 750 1657 968 2680 3460 7940

plus length of curve (M) or (M1)

L=%+MorM1

Version with Alu-draw mounted on every pitch
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Self-Supporting
Capacity Diagram

The maximum length of the
self-supporting capacity or
in admissible sagging (-5-)
in relationship to the

weight of the cables and hoses
contained per linear metre.
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N WA oo

Additional load (kg/m)

o1 2 3 4 5 6 7 8 9 10 M1

Max unsupported LS LSa
length (m) I
LS
1S
—2
+ +

*If the chain is in the
ADMISSIBLE SAGGING
area (between GREEN and
RED area) version with

www.rodavigo.net

Bright Zinc Plated Steel
End Bracket***

The end brackets set allows the two ends of the chain to be attached to
the equipment. Set complete with tiewrap clamps available on request.

Bright Zinc Plated Steel Type

Tiewrap

Chain fixed outside/inside the radius. (Fig A)
See mounting options page 31

o Chain F1 Catena F2
frames on every link is Type e Tipo B
necessary. 1107200 170 110T200 162
1107300 270 1107300 262
The area in the diagram 110T400 370 110T400 362
considers the difference 1107500 470 1107500 462
of weight between various 1107600 570 110T600 562
widths of chain with nylon Special widths F=C-30 Special widths F=C-38
frame every second link.
Bright Zinc Plated Steel Tiewrap Clamp kit mounted
Red for self-supporting Type Part Number on female attachment
chain, green for chain in Complete Set assembled Part Number
admissible sagging. Chain End Brackets  Assembled SFCT110 CIC1CI*FKM
Type Set Unassembled SFCT110 JOCI*FK
For applications with (L—ZS) 110T... A110TOOOKMOI**  *lnner width (C)

and weights not

included in the diagram of
self-supporting capacity, verify
the possible use of support
rollers (see page 30).

Complete Set Unassembled

Chain End Brackets
Type Set
110T... ANMOTOOOK O*

** 1= Pos.1; 2= Pos.2; 3= Pos.3
**On request stainless steel

Tiewrap Clamp kit mounted
on male attachment

Part Number

Assembled SFCT110C1CIC1*MKM

Unassembled SFCT110 CICIC1*MK

* Inner width (C)

Servicio de Att. al Clien

EleheVetEl

Seifie [Reavy
H110T

Nylon chain with
aluminium draw
plates

H110B

On request can be supplied
with rods made of stainless
steel or bright zinc plated
steel.

How to release
the pin junction

Suitable to long travel distance
with covers on all the pitches.

For further informations please
consult Brevetti Stendalto’s
Technical Office
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[Rleanvy
306SU

Nylon Cable Chain
with opening frames

Inner height (D) 37 mm riA Separator
Strong double share Sideband & Frame < C q - Unassembled Part.no S306SM

construction with large anti-friction - Assembled” Part.no S306SMMC
triple-pin. Frames opening from inner Strong-hold separator
pie-pin. Frar pening for C > 250 mm
and outer radius. ) ) 5 - Unassembled Part.no S660AH
As standard the chain comes with - Assembled"* Part.no S660AHMCI
frames every second link, on request - Assembled™ Part.no S660AHMCE
Pin Part.no PG307

with frames every link.
Vertical and horizontal modular
separator system is available.

S660AH - - -
* for chain opening outer radius
** for chain opening inner radius

Technical characteristics A B c D R Weight/m Chain
when self-supported mm mm mm mm mm kg Part Number
79 55 43 37 075-107-150-200-250-300 1,61  306SU043 11+
Speed 4mls  T90 55 54 37 075-107-150-200-250-300 1,61  306SU054 CCICT*
Acceleration 10m/s® 104 55 68 37 075-107-150-200-250-300 1,68  306SU068 (ICI(] *
110 55 74 37 075-107-150-200-250-300 1,70 _ 306SU074 OC1C1*

For higher requirements please consult our
technical dept. 114 99 78 37 075-107-150-200-250-300 1,72 306SU078 (111 *

124 55 88 37 075-107-150-200-250-300 1,74 306SU088 11T *
129 55 93 37 075-107-150-200-250-300 1,74 306SU093 11T *
136 55 100 37 075-107-150-200-250-300 1,76 306SU100 CIC1C1 *
146 55 110 37 075-107-150-200-250-300 1,77 306SU110 C1CICT *
154 55 118 37 075-107-150-200-250-300 1,82 306SU118 C1CICT *
165 55 129 37 075-107-150-200-250-300 1,85 306SU129 C1CICT *
179 59 143 37 075-107-150-200-250-300 1,89 306SU143 CICICT *
v 204 55 168 37 075-107-150-200-250-300 1,96 306SU168 11T *
229 55 193 37 075-107-150-200-250-300 2,04 306SU193 11T *
Length of chain (L) 240 55 204 37 075-107-150-200-250-300 2,07 306SU204 1011 *
LS 254 55 218 37 075-107-150-200-250-300 2,11 306SU218 C1CICT *

Half travel distance (=) 281 55 245 37 075-107-150-200-250-300 2,19  306SU245 101+

plus length of curve (M) 200 55 254 37 075-107-150-200-250-300 2,22 306SU254 ICIC1*

s 315 55 279 37 075-107-150-200-250-300 2,29 306SU279 111 *

L= —>+M 341 55 305 37 075-107-150-200-250-300 2,34  306SU305 111
363 55 327 37 075-107-150-200-250-300 2,41 306SU327 11 *

o . . 301 55 355 37 075-107-150-200-250-300 2,49 306SU355 IC11*
% inserti jus (R): Ex. 0

mm o mmmm o mm e e o e oo e cado by oty the oter D

075 208 170 370 Ex. 3065U110150

107 272 205 470

150 358 245 605

200 458 295 760

250 558 345 920

300 658 395 1075

96 Version with frames mounted on every pitch.
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Self-Supporting
Capacity Diagram

The maximum length of the
self-supporting capacity (%)
in relationship to the weight
of the cables and hoses
contained per linear metre.
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LS Max unsupported length

The red marking in the
diagram area considers the
difference of weight between
various widths of chains
assembled with nylon frames
every second pitch.

For applications with-5>-
and weights not included in
the area of the diagram
showing self-supporting
capacity, verify the possible
use of support rollers (see
page 30).

www.rodavigo.net

End Brackets
The end brackets set allows the two ends of the chain to be attached to
the equipment. Set complete with tiewrap clamps available on request.

Nylon Type

The chain can be fixed frontally,
inner or outer radius. (Fig A)

Nylon Type

9.
Chain fixed outside the radius. (Fig B)

See end brackets mounting

variations page 31.

L 85,5
amall
D D
m) o\ )
52,
104,32 110
ey T Y
F| A
= | 12
6.5
Chain F Chain F
Type mm Type mm
30650043 61 30650043 36
3065U054 72 3065U054 47
3065U068 86 3065U068 61
3065U074 92 30650074 67
3065U078 % 3065U078 71
3065U088 106 3065U088 81
3065U093 11 30650093 86
3065U100 118 3065U100 93
306SUT10 128 3065UT10 103
306SUT18 136 306SUT18 111
3065U129 147 3065U129 122
306SU143 161 306SU143 136
3065U168 186 3065U168 161
306SU193 211 306SU193 186
3065U204 222 3065U204 197
3065U218 236 306SU218 211
3065U245 263 3065U245 238
3065U254 272 306SU254 247
3065U279 297 3065U279 272
306SU305 323 306SU305 298
3065U327 345 3065U327 320
3065U355 373 3065U355 348
Nylon Type Nylon Type
Part Numbers Part Numbers

Complete Set Assembled

Complete Set Assembled

Chain End Brackets Chain End Brackets
Type Set Type Set
306SU... AN306KM  306SU... ANL306KM [**

Complete Set Unassembled

Complete Set Unassembled

Chain End Brackets  Chain End Brackets
Type Set Type Set
306SU... AN306K  306SU... ANL306K 1**
Tiewrap Clamp Tiewrap Clamp

Assembl. CFC306S CILICJ*KM  Assembl.  SFCTL3061CI1*KM

Unassembl. CFC306S IO *K

Unassembl. SFCTL306SCICII*K

Servicio de Att. al Clien

SEISVERE

[Rleawyy
306SU

Nylon Cable Chain
with opening frames

[
[Irl:rn
—lT!—

[

Separation System
To choose the separators see
page. 196

Bright Zinc Plated
Steel Type***

RE

F = A-43

Bright Zinc Plated Steel
Type Part Numbers

Complete Set Assembled

Chain End Brackets
Type Set
306SU... A306SKM [1**

Complete Set Unassembled

Chain End Brackets
Type Set
306SU... A306SK [1**

Tiewrap Clamp
Assembl. SFCT306S CICICT*KM
Unassembl. SFCT306S 111 *K

* Inner width (C)
** 1=Pos.1; 2=Pos.2; 3=Pos.3
** Available on request in stainless steel 97




www.rodavigo.net +34 986 286118

[Rleanvy
306B

Nylon Cable Chain
with un-screwable aluminium rods

Inner height (D) 30 mm Separator

Strong double share Sideband & - Unassembled  Part.no S2000F
Frame construction with large j - Assembled Part.no S2000FMC
anti-friction triple-pin. Alu-rod frames L z) 55 Pin

are un-screwable from inner and outer m@ 2 ﬂ Part.no PG307

radius. As standard the chain comes
with frames every second link, on
request with frames every link.
Vertical and horizontal separator sys-
tems are available.

Technical characteristics A B c D R Weight/m Chain
when self-supported mm _mm mm mm mm kg Part Number
115 55 75 30 075-107-150-200-250-300 1,60 306B075 [ *
Speed 4m/s 140 55 100 30 075-107-150-200-250-300 1,65 3068100 (1*
Acceleration 10 m/s? 190 55 150 30 075-107-150-200-250-300 1,80 306B150 [1*
For higher requirements please consult our 240 55 200 30 075-107-150-200-250-300 1,90 306B200 [ *
technical dept. 200 55 250 30 075-107-150-200-250-300 2,00 3068250 [ *
340 55 300 30 075-107-150-200-250-300 2,15 3068300 [ *
C+40 55 .. 30  075-107-150-200-250-300 306B 101010 *

“Complete the code by inserting the value of the radius (R): Ex. 306B075 [1]

Where: 1=075; 2=107; 3=150; 4=200; 5=250; 6=300.

*“*Complete the code by inserting the value of the quote C and the radius (R): Ex. 306B [11[2][31[1]
Chain equipped with aluminium rods every pitch: complete the code by inserting the letter D.

Ex. 306B0751

R H N M

mm (i mm mm

075 208 170 370

107 272 205 470

150 358 245 605

200 458 295 760

250 558 345 920

Length of chain (L) 300 658 395 1075
Half travel distance (L278)

plus length of curve (M)
L=Lt54m

98 Version with Alu-rods on every second pitch.
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Self-Supporting
Capacity Diagram

The maximum length of the
self-supporting capacity (%)
in relationship to the weight
of the cables and hoses
contained per linear metre.
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The red marking in the
diagram area considers the
difference of weight between
various widths of chains
assembled with rods every
second pitch.

For applications with->-
and weights not included in
the area of the diagram
showing self-supporting
capacity, verify the possible
use of support rollers (see
page 30).
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End Brackets

The end brackets set allows the two ends of the chain to be
attached to the equipment. Set complete with tiewrap clamps
available on request.

Nylon Type

Nylon Type

Fig. A

The chain can be fixed frontally,

inner or outer radius. (Fig A)

—$16.5

116.5

Fig. B

Chain fixed outside the radius. (Fig B)
See end brackets mounting
variations page 31.

Servicio de Att. al Clien

EjoheVctbi

Setie [Rleawvy

306B

Nylon Cable Chain
with un-screwable
aluminium rods

Supplementary movable
separators.

Bright Zinc Plated

FIA
LD
Slles
Chain F Chain F
Type mm Type mm
306B075 96 306B075 71
306B100 121 306B100 96
306B150 171 306B150 146
306B200 221 306B200 196
306B250 271 306B250 246 F=A-44
306B300 321 306B300 296
Special widths F=A-19 Special widths F=A-44 Bright Zinc Plated Steel
Type Part Numbers
Nylon Type Nylon Type Complete Set Assembled
Part Numbers Part Numbers Chain End Brackets
Complete Set Assembled Type Set
C lete Set A bled
Chain End Brackets Ccl::;r? ele e Essgrgraikets 306B... A306KM 1™
Type Set Complete Set Unassembled
L Bipe Set Chain End Brackets
3068B... AN306KM 3068, ANL30GKM T+ — o)
ype €
Complete Set Unassembled lete Set I
Chain End Brackets gﬁ::ﬁ ete Se UE:: $>Berr;13k2<t:ls 3[_)68'" A306K [1™
Type Set Type Set Tiewrap Clamp .
306B... AN306K 3053 ANL30GK ]+  Fssembl.  SFCT306BLILILI"KM
ST Unassembl. SFCT306BICI1*K
Tiewrap Glamp * Inner width (C)
Assembl.  SFCTL306[1J1*KM

Unassembl. SFCTL306BICIC1*K

** 1=Pos.1; 2=Pos.2; 3=Pos.3
** Available on request in stainless steel
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[Rleanvy

307SU

+34 986 288118

Servicio de Att. al Cliente

Nylon Cable Chain with opening frames

Inner height (D) 47 mm

Strong double share Sideband & Frame

construction with large anti-friction

triple-pin. Frames opening from inner

and outer radius.
As standard the chain comes with

frames every second link, on request

with frames every link.
Vertical and horizontal modular
separator system is available.

S307SH

Separator

- Unassembled Part.no S307S

- Assembled* Part.no S307SMCI

- Assembled** Part.no S307SMCE
Strong-hold separator

for C > 250 mm

- Unassembled Part.no S307SH

- Assembled* Part.no S307SHMCI

- Assembled** Part.no S307SHMCE

Pin Part.no PG307

* for chain opening outer radius

** for chain opening inner radius

Technical characteristics A B c D R Weight/m Chain
when self-supported mm mm mm mm mm kg Part Number
80 65 42 47 075-090-120-140-200-250 1,86 307SU042 (I *
Speed 8 m/s 91 65 53 47 075-090-120-140-200-250 1,86  307SU053 CICICI*
Acceleration 40 m/s® 105 65 67 47 075-090-120-140-200-250 1,92 307SU067 (I *
For higher requirements please consult our 111 65 73 47 075-090-120-140-200-250 1,94 307SU073 (111 *
technical dept. 115 65 77 47 075-090-120-140-200-250 1,96 307SU077 I *
125 65 87 47 075-090-120-140-200-250 1,97 307SU087 LI *
130 65 92 47 075-090-120-140-200-250 1,97 307SU092 1] *
137 65 99 47 075-090-120-140-200-250 1,99 307SU099 (111 *
147 65 109 47 075-090-120-140-200-250 2,00 307SU109 (111 *
155 65 117 47 075-090-120-140-200-250 2,05 307SU117 OO *
166 65 128 47 075-090-120-140-200-250 2,07 307SU128 C1J[1 *
180 65 142 47 075-090-120-140-200-250 2,10 307SU142 (111 *
205 65 167 47 075-090-120-140-200-250 2,16 307SU167 111 *
230 65 192 47 075-090-120-140-200-250 2,23 307SU192 I *
Length of chain (L) 241 65 203 47 075-090-120-140-200-250 2,26 307SU203 C1J[] *
Half travel distance (i) 255 65 217 47 075-090-120-140-200-250 2,30 307SU217 110 *
2 282 65 244 47 075-090-120-140-200-250 2,37 307SU244 (1[I *
plus length of curve (M) 291 65 253 47 075-090-120-140-200-250 2,39  307SU253 001C1*
LS 316 65 278 47 075-090-120-140-200-250 2,47 307SU278 (111 *
L= 2 +M 342 65 304 47 075-090-120-140-200-250 2,50 307SU304 111 *
364 65 326 47 075-090-120-140-200-250 2,56 307SU326 111 *
392 65 354 47 075-090-120-140-200-250 2,63 307SU354 (11 *
i i & L *Complete the code by inserting the value of the radius (R): Ex. 307SU117 [{1i41]
mm mm mm mm Chain equipped with nylon frame every pitch: complete the code by inserting the letter D.
075 219 180 375 Ex. 307SU117140
090 249 195 425
120 309 225 520
140 349 245 580
200 469 305 770
250 569 355 925

yF 5§ FN B B B B B .

100

Version with frames mounted on every pitch.
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Self-Supporting
Capacity Diagram

The maximum length of the
self-supporting capacity (%)
in relationship to the weight
of the cables and hoses
contained per linear metre.
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The red marking in the
diagram area considers the
difference of weight between
various widths of chains
assembled with nylon frames
every second pitch.

For applications with->-
and weights not included in
the area of the diagram
showing self-supporting
capacity, verify the possible
use of support rollers (see
page 30).
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End Brackets
The end brackets set allows the two ends of the chain to be attached to
the equipment. Set complete with tiewrap clamps available on request.

Nylon Type

The chain can be fixed frontally,
inner or outer radius. (Fig A)

Bright Zinc Plated Steel
wPe***

Fig. B

Chain fixed outside the radius. (Fig B)
See end brackets mounting
variations page 31.

L 70 L 72,5
COdl, +
N\ e\
114
1432 |14
==
6.5]] 12
60 FIA|
premmey U ¢ tés
Chain F Chain F
Type mm Type mm
30750042 61 3075U042 31
307SU053 72 307SU053 42
307SU067 86 307SU067 56
307SU073 92 307SU073 62
307SU077 9 307SU077 66
3075U087 106 307SU087 76
3075U092 111 3075U092 81
307SU099 118 307SU099 88
307SU109 128 307SU109 98
307SU117 136 307SU117 106
307SU128 147 307SU128 117
307SU142 161 307SU142 131
307SU167 186 307SU167 156
307SU192 211 307SU192 181
307SU203 222 307SU203 192
307SU217 236 307SU217 206
307SU244 263 307SU244 233
3075U253 272 307SU253 242
307SU278 297 307SU278 267
3075U304 323 307SU304 293
3075U326 345 307SU326 315
3075U354 373 307SU354 343
Nylon Type Bright Zinc Plated Steel
Part Numbers Type Part Numbers
Complete Set Assembled Complete Set Assembled
Chain End Brackets Chain End Brackets
Type Set Type Set
307SU... AN307KM  307SU... A307SKM 1**

Complete Set Unassembled

Complete Set Unassembled

Chain End Brackets Chain End Brackets
Type Set Type Set
307SU... AN307K  307SU... A307SK [1**
Tiewrap Clamp Tiewrap Clamp

Assembl. CFC307S CICICI*KM  Assembl. SFCT307S JI[1*KM

Unassembl. CFC307S L1 *K

Unassembl. SFCT307S C1C11*K

* Inner width (C)
** 1=Pos.1; 2=Pos.2; 3=Pos.3
** Available on request in stainless steel

Servicio de Att. al Clien

SEISVERE

Sefie [Hleavy
N:§|07SU

on Cable Chain
with opening frames

[
= 1]
—lT!—

[ITI

[

Separation System
To choose the separators see
page 196.

How to open the cover.

Special tool to remove the
connecting pivots:
Part Number PZ036.

For further information please
consult Brevetti Stendalto’s
Technical Office
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Servicio de Att. al Cliente

SerieyHeavy,
307B

Nylon Cable Chain
with un-screwable aluminium rods

Inner height (D) 40 mm

’47/3\47 Separator

Strong double share Sideband & [——C—> - Unassembled  Part.no S307
l
»

Frame construction with large I j - Assembled Part.no S307MC

anti-friction triple-pin. Alu-rod frames 4 “ ?O 65 Pin

are un-screwable from inner and outer ] v Part.no PG307

radius. As standard the chain comes

with frames every second link, on

request with frames every link.

Vertical and horizontal separator

systems are available.

Technical characteristics A B c D R Weight/m Chain

when self-supported mm _mm mm _mm mm kg Part Number
117 65 75 40  075-090-120-140-200-250 1,80 307B075 [1*

Speed 8 m/s 142 65 100 40  075-090-120-140-200-250 1,85 307B100 O *

Acceleration 40 m/s* 192 65 150 40  075-090-120-140-200-250 1,95 307B150 (1 *

For higher requirements please consult our 242 65 200 40  075-090-120-140-200-250 2,05 307B200 (1 *

technical dept. 292 65 250 40  075-090-120-140-200-250 2,15 307B250 [ *
342 65 300 40 075-090-120-140-200-250 2,25 307B300 [ *
C+42 65 ... 40 075-090-120-140-200-250 307B 1117 **

“Complete the code by inserting the value of the radius (R): Ex. 307B075 [1]

Where: 0=090; 1=120; 2=140; 3=200; 4=250; 7=075

“*Complete the code by inserting the value of the quote C and the radius (R): Ex. 307B [{1[2]1[31[1]
Chain equipped with aluminium rods every pitch: complete the code by inserting the letter D.

Ex. 307B0751

R H N M

mm mm mm mm

075 219 180 375

090 249 195 425

120 309 225 520

140 349 245 580

200 469 305 770

Length of chain (L) 250 569 355 925
Half travel distance (L278)

plus length of curve (M)

_ LS
L-—2 +M

Version with Alu-rods on every second pitch.

Poligono Industrial O Rebullén s/n. 36416 - Mos - Espafia - rodavigo@rodavigo.com



g

Self-Supporting
Capacity Diagram

The maximum length of the
self-supporting capacity (%)
in relationship to the weight
of the cables and hoses
contained per linear metre.
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The red marking in the
diagram area considers the
difference of weight between
various widths of chains
assembled with rods every
second pitch.

For applications with-5>-
and weights not included in
the area of the diagram
showing self-supporting
capacity, verify the possible
use of support rollers (see
page 30).

www.rodavigo.net

End Brackets

The end brackets set allows the two ends of the chain to be
attached to the equipment. Set complete with tiewrap clamps

available on request.
Nylon Type

Fig. A
The chain can be fixed frontally,
inner or outer radius. (Fig A)

Bright Zinc Plated Steel
wPe***

Fig. B

See end brackets mounting
variations page 31.

g.
Chain fixed outside the radius. (Fig B)

; L b 70, 3 L b 725,
c s =
A COJC Dl +
A\ ) ) N\ B\ o
- 114 >
1432 |14
MEE==EN === = === P Y
65| 12
60 F|Al
i s ¢ ¢35
Chain F Chain F
Type mm Type mm
307B075 98 307B075 68
307B100 123 307B100 93
307B150 173 307B150 143
307B200 223 307B200 193
307B250 273 307B250 243
307B300 323 307B300 293

Special widths F=A-19

Special widths F=A-49

Nylon Type
Part Numbers

Bright Zinc Plated Steel
Type Part Numbers

Complete Set Assembled

Complete Set Assembled

Chain End Brackets Chain End Brackets
Type Set Type Set
307B... AN307KM  307B... A307KM [0**

Complete Set Unassembled

Complete Set Unassembled

Chain End Brackets Chain End Brackets
Type Set Type Set
307B... AN307K 307B... A307K [J**

Tiewrap Clamp

Assembl. SFCT307B [C1CICI*KM

Unassembl. SFCT307B CIC1C1*K

* Inner width (C)
**1=Pos.1; 2=Pos.2; 3=P0s.3
** Available on request in stainless steel

Servicio de Att. al Clien

EjoheVtbi

Setie [Rleawvy
307B

Nylon Cable Chain
with un-screwable
aluminium rods

Supplementary movable
separators.

Steel laminar cover.

Special tool to remove the
connecting pivots:
Part Number PZ036.

For further information please
consult Brevetti Stendalto’s
Technical Office
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Serie eavy
S07E

Servicio de Att. al Cliente

Nylon Cable Chain
with alu-drawn frames

Inner height (D) 46,5 mm
Strong side-bands chain with
dovetailed links and triple low friction
pins. Alu-drawn frames mounted each
second pitch full-pitch frames version
available on demand.

Special C size available on demand.
Vertical and horizontal separator
systems are available.

riAﬂ Separator
—C—> - Unassembled Part.no S307EF

- Assembled Part.no S307EFMC

Pin

Part.no PG307

P
H;j

Technical characteristics
when self-supported

Speed 8 m/s

Acceleration 40 m/s?

A B (] D R Weight/m Chain
mm mm mm mm mm kg Part Number

113 65 75 46,5 075-090-120-140-170-200-250 1,95 307E075011C1*

138 65 100 46,5 075-090-120-140-170-200-250 2,00 307E10001001*

188 65 150 46,5 075-090-120-140-170-200-250 2,15 307E1500111*

For higher requirements please consult our
technical dept.

238 65 200 46,5 075-090-120-140-170-200-250 2,25 307E2000111*

288 65 250 46,5 075-090-120-140-170-200-250 2,35 307E2500111*

338 65 300 46,5 075-090-120-140-170-200-250 2,50 307E30001011*

C+38 65 ... 46,5 075-090-120-140-170-200-250 307EOOOOO*

*Complete the code by inserting the value of the radius (R): Ex. 307E075[71(21[0]

*Complete the code by inserting the value of the quote C and the radius (R): Ex. 307EM[2[3BI[{]
Chain equipped with alu-drawn frames full-pitch: complete the code by inserting the letter D.

Ex. 307E075120[D]

R H N M

mm mm mm mm

075 219 180 380

090 249 195 425

120 309 205 520

140 349 245 580

170 409 275 675

_ 200 469 305 770

Length of chain (L) 250 569 355 930
Half travel distance (L2_S)

plus length of curve (M)

_ LS
L_—2 +M

7]

- =2 I

Version alu-drawn frames mounted each second pitch.



g

Self-Supporting
Capacity Diagram

The maximum length of the
self-supporting capacity (%)
in relationship to the weight
of the cables and hoses
contained per linear metre.
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The red marking in the
diagram area considers the
difference of weight between
various widths of chains
assembled with alu-drawn
frames every second pitch.

For applications with-£>-
and weights not included in
the area of the diagram
showing self-supporting
capacity, verify the possible
use of support rollers (see
page 30).
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End Brackets

The end brackets set allows the two ends of the chain to be
attached to the equipment. Set complete with tiewrap clamps

available on request.
Nylon Type

Bright Zinc Plated Steel
wPe***

The chain can be fixed frontally,
inner or outer radius. (Fig A)

Chain fixed outside the radius. (Fig B)

See end brackets mounting
variations page 31.

< L > 70 > < L >t 725:
B =
1 HOJdC Dl +
N\ Jo\\ jo
- 114
1432 |14
Hl — H| c—]
& E
ey ¢ ¢35
Chain F Chain F
Type mm Type mm
307EQ75 94 307E075 64
307E100 119 307E100 89
307E150 169 307E150 139
307E200 219 307E200 189
307E250 269 307E250 239
307E300 319 307E300 289

Special widths F=A-19

Special widths F=A-49

Nylon Type Bright Zinc Plated Steel
Part Numbers Type Part Numbers
Complete Set Assembled Complete Set Assembled
Chain End Brackets  Chain End Brackets
Type Set Type Set
307E... AN307KM  307E... A307EKM[I**

Complete Set Unassembled

Complete Set Unassembled

Chain End Brackets Chain End Brackets
Type Set Type Set
307E... AN307K  307E... A307EK[]**

Tiewrap Clamp

Assembl. SFCT307ECICICI*KM

Unassembl.SFCT307ECIOO*K

* Inner widtth (C)
*1=Pos.1; 2=Pos.2; 3=P0s.3
** Available on request in stainless steel

Servicio de Att. al Clien

EjoheVtbi

Setie [Rleawvy

307E

Nylon Cable Chain
with alu-drawn
frames

How to open alu-drawn frames

Supplementary movable
separators.

Special tool to remove the
connecting pivots:
Part Number PZ036.

For further information please
consult Brevetti Stendalto’s
Technical Office

1056




e

www.rodavigo.net +34 986 286118

Eeavyy
308SU

Nylon Cable Chain with opening frames

Inner height (D) 57 mm sjpa’at::’d S S308G

. - Unassembple .
Strong dguble ghare S|dek?aqd & Frame ~ Assembled Part.no S308CMCI
construction with large anti-friction - Assembled** Part.no S308CMCE
triple-pin. Frames opening from inner and Strong-hold separator
outer radius. As standard the chain comes 5 for C > 250 mm
with frames every second link, on request ) 17 75 - :2::;%{;3?‘1 ggmg 22822:;% G
with frames every link. Vertpal aqd horizontal Sa08SHF - Assembled™ Part.no S308SHEMCE
modular separator system is available. Pin Part.no PG308

* for chain opening outer radius
** for chain opening inner radius

Technical characteristics A B c D R Weight/m Chain
when self-supported mm _mm mm mm mm kg Part Number
82 75 38 57 13150-80200230-280300400600 2,46  308SU038 ICI1*
Speed 8MS 93 75 49 57 1H1501802002028030040060 2,46  3085U049 0CICI*
Acceleration 40 m/s? 107 75 63 57 13150180200230:280-300400600 2,51  308SU063 CICICT*
113 75 69 57 13-150-180200230280300400600 2,53  308SU069 CICICI*

For higher requirements please consult our
technical dept. 117 75 IS 57 135-150-180-200-230-280-300-400-600 2,54 308sU073 CICIC *

127 75 83 57 135-150-180-200-230-280-300-400-600 2,56 308SU083 C1C1CT*
132 75 88 57 135-150-180-200-230-280-300-400-600 2,56  308SU088 [CIC1C1*
139 75 95 57 135-150-180-200-230-280-300-400-600 2,58  308SU095 CICICT*
149 5 105 57 135-150-180-200-230-280-300-400-600 2,59  308SU105 C1CICT*
157 75 113 57 135-150-180-200-230-280-300-400-600 2,62  308SU1131CICT*
168 75 124 57 135-150-180-200-230-280-300-400-600 2,65  308sU124 CICIC1*
182 75 138 57 135-150-180-200-230-280-300-400-600 2,67 308sU138 CICICT*
207 5 163 57 135-150-180-200-230-280-300-400-600 2,73 308SU163 C1C1CT*
232 75 188 57 135-150-180-200-230-280-300-400-600 2,79  308SU188 C1C1CT*
Length of chain (L) 243 75 199 57 135-150-180-200-230-280-300-400-600 2,81 308sU199 CICICT*

LS 257 75 213 57 135-150-180-200-230-280-300-400-600 2,84  308sU213 CICICT*

Half travel distance (=) 284 75 240 57 13%15018020023026030040060 2,00  3085U240 IICI*
plus length of curve (M) 293 75 249 57 135-150-180200230280300400600 2,92  308SU249 OII*
LS 318 75 274 57 135-150-180-200-230-280-300-400-600 2,99 308SU274 111 *
L= 2 +M 344 75 300 57 135-150-180-200-230-280-300-400-600 3,02 308SU300 111 *
366 75 322 57 135-150-180-200-230-280-300-400-600 3,07 308SU322 111 *
R H N M 394 75 350 57 135-150-180-200-230-280-300-400-600 SAlE 308SU350 (111 *
“Complete the code by inserting the value of the radius (R): Ex. 308SU105 [
i iy min I Chain equipped with nylon frame every pitch: complete the code by inserting the letter D.
135 345 255 585 Ex. 3085U105150
150 375 270 635
180 435 300 725
200 475 320 790
230 535 350 885

106 Version with frames mounted on every pitch.

Poligono Industrial O Rebullén s/n. 36416 - Mos - Espafia - rodavigo@rodavigo.com



Self-Supporting
Capacity Diagram

The maximum length of the
self-supporting capacity (%)
in relationship to the weight
of the cables and hoses
contained per linear metre.
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LS Max unsupported length
2

5

LS

The red marking in the
diagram area considers the
difference of weight between
various widths of chains
assembled with nylon frames
every second pitch.

For applications with-5>-
and weights not included in
the area of the diagram
showing self-supporting
capacity, verify the possible
use of support rollers (see
page 30).
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End Brackets
The end brackets set allows the two ends of the chain to be attached to
the equipment. Set complete with tiewrap clamps available on request.

Nylon Type

The chain can be fixed frontally,
inner or outer radius. (Fig A)

Bright Zinc Plated Steel
wPe***

Fig. A =

Chain fixed outside the radius. (Fig A)
See end brackets mounting
variations page 31.

L 73 < L 785
|
VN
{( ) |C -+
_S>_JQS>-_,
125
10 45 |10
1
=m—— r—— 1
i)
©f =
9 iR 8.5 15F A
o 65
e E - ? Ffas,
Chain F Chain F
Type mm Type mm
3085U038 62 3085U038 -
3085U049 73 3085U049 31
3085U063 87 3085U063 45
3085U069 93 308SU069 51
308SU073 97 308SU073 55
3085U083 107 3085U083 65
3085U088 112 3085SU088 70
3085U095 119 308SU095 77
308SU105 129 308SU105 87
308SU113 137 308SU113 95
308SU124 148 308SU124 106
308SU138 162 3085U138 120
308SU163 187 308SU163 145
3085U188 212 3085U188 170
308SU199 223 308SU199 181
308SU213 237 3085U213 195
3085U240 264 3085U240 222
3085U249 273 3085U249 231
308SU274 298 308SU274 256
308SU300 324 3085U300 282
3085U322 346 3085U322 304
308SU350 374 308SU350 332
Nylon Type Bright Zinc Plated Steel
Part Numbers Type Part Numbers

Complete Set Assembled

Complete Set Assembled

Chain End Brackets Chain End Brackets
Type Set Type Set
308SU... AN308SKM  308SU... A308SKM [1**

Complete Set Unassembled

Complete Set Unassembled

Chain End Brackets Chain End Brackets

Type Set Type Set

308SU... AN308SK 308SU... A308SK [1**

Tiewrap Clamp Tiewrap Clamp

Assembl. CFC308S CICOCJ*KM  Assembl SFCT308SCIC1CI*KM

Unassembl. CFC308S [JJ[J*K Unassembl. SFCT308SICICI*K
* Inner widlth (C)

** 1=Pos.1; 2=Pos.2; 3=P0s.3
** Available on request in stainless steel

Servicio de Att. al Clien

SEISVERE

[Rleawyy
308SU
Nyl

on Cable Chain
with opening frames

1]

[

Separation System
To choose the separators see
page. 196

[ITI

How to open the cover.

Protection version
see page 144

For further information please
consult Brevetti Stendalto’s
Technical Office

107
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[Rleanvy
308B

Nylon Cable Chain
with un-screwable aluminium rods

Inner height (D) 48 mm riAﬂ Separator

Strong double share Sideband & «—C—> - Unassembled  Part.no S3000F

Frame construction with large ﬂi = BIF - 1 - Assembled Part.no S3000FMC

anti-friction triple-pin. Alu-rod frames 45 48 75 Pin

are un-screwable from inner and outer 7S ~ 3 Part.no PG308

radius. As standard the chain comes

with frames every second link, on

request with frames every link.

Vertical and horizontal separator

systems are available.

Technical characteristics A B € D R Weight/m  Chain

when self-supported mm mm mm mm mm kg Part Number
156 75 100 48  150-180-200-230-280-300-400 2,85 308B100[1*

Speed 8 m/s 206 75 150 48  150-180-200-230-280-300-400 3,00 308B1501*

Acceleration 40 m/s* 256 75 200 48  150-180-200-230-280-300-400 3,15 308B200 [1*

For higher requirements please consult our 306 75 250 48  150-180-200-230-280-300-400 3,30 308B2501*

technical dept. 356 75 300 48  150-180-200-230-280-300-400 3,45 308B300[1*
C+56 75 ... 48  150-180-200-230-280-300-400 308BLICICT C1**

“Complete the code by inserting the value of the radius (R): Ex. 3088200 [1]

Where: 1=150; 2=180; 3=200; 4=230; 5=280; 6=400

**Complete the code by inserting the value of the quote C and the radius (R): Ex. 308B [11[2][31[1]
Chain equipped with aluminium rods every pitch: complete the code by inserting the letter D.

Ex. 308B2001

R H N M
mm mm mm mm
150 374 270 635
180 434 300 725
200 474 320 790
230 534 350 885
280 634 400 1040
Length of chain (L) 300 675 420 1109
) LS 400 874 520 1420
Half travel distance (T)

plus length of curve (M)

_ LS
L_—2 +M

108 Version with Alu-rods on every second pitch.

Poligono Industrial O Rebullén s/n. 36416 - Mos - Espafia - rodavigo@rodavigo.com
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Self-Supporting
Capacity Diagram

The maximum length of the
self-supporting capacity (%)
in relationship to the weight
of the cables and hoses
contained per linear metre.
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The red marking in the
diagram area considers the
difference of weight between
various widths of chains
assembled with rods every
second pitch.

For applications with-5>-
and weights not included in
the area of the diagram
showing self-supporting
capacity, verify the possible
use of support rollers (see
page 30).
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End Brackets

The end brackets set allows the two ends of the chain to be
attached to the equipment. Set complete with tiewrap clamps
available on request.

Nylon Type

Bright Zinc Plated Steel
wPe***

Fig. A
The chain can be fixed frontally,
inner or outer radius. (Fig A)

Fig. B

Chain fixed outside the radius. (Fig B)
See end brackets mounting
variations page 31.

; L 785,
Ve N
{C ) € D) T
S—_—

125

e L

Chain F Chain F

Type mm Type mm
308B100 135 308B100 93
308B150 185 308B150 143
308B200 235 308B200 193
308B250 285 308B250 243
308B300 335 308B300 293
Special widths F=A-21 Special widths F=A-63

Nylon Type Bright Zinc Plated Steel
Part Numbers Type Part Numbers

Complete Set Assembled Complete Set Assembled

Chain End Brackets Chain End Brackets
Type Set Type Set
308B... AN308KM 308B... A308KM [1**

Complete Set Unassembled Complete Set Unassembled

Chain End Brackets Chain End Brackets
Type Set Type Set
308B... AN308K 308B... A308K [1**

Tiewrap Clamp

Assembl. SFCT308BIII*KM

Unassembl.SFCT308BLICICI*K

* Inner width (C)
** 1=Pos.1; 2=Pos.2; 3=P0s.3
** Available on request in stainless steel

Servicio de Att. al Clien

EjoheVtbi

Setie [Rleawvy

308B

Nylon Cable Chain
with un-screwable
aluminium rods

Supplementary movable
separators.

Special tool to remove the
connecting pivots:
Part Number PZ038.

For further information please
consult Brevetti Stendalto’s
Technical Office

109
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[Rleavy
SO08E

Nylon Cable Chain
with alu-drawn frames

Servicio de Att. al Cliente

Inner height (D) 56,5 mm A Separator

Strong side-bands chain with “—C— - Unassembled  Part.no S308EF

dovetailed links and triple low friction 7 . —T - Assembled Part.no S308EFMC

pins. Alu-drawn frames mounted each “|> ﬂp t Pin

) ) . 4,0lq 56,5 75

second pitch full-pitch frames version Part.no PG308

available on demand. ink i .

Special C size available on demand.

Vertical and horizontal separator

systems are available.

Technical characteristics A B C D R Weight/m Chain

when self-supported mm mm mm mm mm kg Part Number
144 75 100 56,5 135-150-180-200-230-280-300-400 2,85 308E100L1C11*

Speed 8ms  Tq94 75 150 56,5 135-150-180-200230280:300400 2,95  308E1500010

Acceleration 40 m/s® 244 75 200 56,5 135-150-180-200-230-280-300400 3,05 308E200[1[1[1*

For higher requirements please consult our 294 75 250 56,5 135-150-180-200-230-280-800400 3,15  308E2500101C1*

technical dept. 344 75 300 56,5 135-150-180-200-230-280-300400 3,25 308E300L1C1C1*
C+44 75 ... 56,5 135-150-180-200-230-280-300-400 308EC1CICICICICI**

*Complete the code by inserting the value of the radius (R): Ex. 308E£200[71(31[3]

**Complete the code by inserting the value of the quote C and the radiius (R): Ex. 308E[[121[BIAEI A
Chain equipped with alu-drawn frames full-pitch: complete the code by inserting the letter D.

Ex. 308E200135

R H N M
mm mm mm mm
135 345 255 585
150 375 270 635
180 435 300 730
200 475 320 790
230 535 350 885
Length of chain (L) 280 635 400 1040
. LS 300 675 420 1105
Half travel distance (T) 400 875 500 1420
plus length of curve (M)
L=Lt54m

110 Version alu-drawn frames mounted each second pitch.
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Self-Supporting End Brackets
Capacity Diagram

The maximum length of the
self-supporting capacity (%)
in relationship to the weight
of the cables and hoses

contained per linear metre.

available on request.
Nylon Type
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5 The chain can be fixed frontally,
N inner or outer radius. (Fig A)
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LS Max unsupported length

Additional load (kg/m)
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LS

The red marking in the
diagram area considers the
difference of weight between
various widths of chains
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The end brackets set allows the two ends of the chain to be
attached to the equipment. Set complete with tiewrap clamps

Bright Zinc Plated Steel

Fig. B

Chain fixed outside the radius. (Fig B)
See end brackets mounting
variations page 31.

assembled with alu-drawn Chain F Chain
frames every second pitch. Type mm Type

o LS 308E100 123 308E100 81
For applications with-=* 305¢ 150 173 308E150 131
and weights not included in  39gEo00 203 308E200 181
the area of the diagram 308E250 273 308E250 231
showing self-supporting 308E300 323 308E300 281

capacity, verify the possible  special widths F=A-20

Special widths F=A-62

use of support rollers (see

page 30).
Nylon Type Bright Zinc Plated Steel
Part Numbers Type Part Numbers
Complete Set Assembled Complete Set Assembled
Chain End Brackets  Chain End Brackets
Type Set Type Set
308E... AN308KM  308E... A308EKM[I1**

Complete Set Unassembled

Complete Set Unassembled

Chain End Brackets Chain End Brackets
Type Set Type Set
308E... AN308K 308E... A308EK[1**

Tiewrap Clamp

Assembl. SFCT308ELIC1[1*KM

Unassembl.SFCT308ECICII*K

* Inner width (C)
* 1=Pos.1; 2=Pos.2; 3=Pos.3
“* Available on request in stainless steel

Servicio de Att. al Clien

SEISVERE

[Rleawyy
308E

Nylon Cable Chain
with alu-drawn
frames

Supplementary movable
separators.

Special tool to remove the
connecting pivots:
Part Number PZ038

For further information please
consult Brevetti Stendalto’s
Technical Office
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[Rleanvy
309SU

Nylon Cable Chain with opening frames

Inner height (D) 75,5 mm A Separator

Strong double share Sideband & Frame r “«—C—b - Unassembled  Part.no $3095/3178

construction with large anti-friction - ﬁsseml;:eg* Ea;tt-no gggggglgm&

triple-pin. Frames opening from inner - Assembled™ art.no

and outer radius. || grtgzgg;gzld separator

As standard the chain comes with > ) - Unassembled Partno S309HOFL

frames every second link, on request i ~Assembled Part.no S309HOFLMC

with frames every link. i S309HOFL Pin Part.no PG309H

Vertical and horizontal modular  for chain opening outer radius

separator system is available. ** for chain opening inner radius

Technical characteristics ARRRERRCEND R Welght/m = Chain

when self-supported mm mm _mm __ mm mm kg Part Number
117 100 64 75,5 150-200-250-300-350-400-500-600 4,03 309SU064 [1C1C1*

Speed 8 m/s 137 100 84 75,5 150-200-250-300-350-400-500-600 4,09 309sU084 [1C1C1*

Acceleration 40 m/s? 162 100 109 75,5 150-200-250-300-350-400-500-600 4,17 309suU10901011*

For hi ) 169 100 116 75,5 150-200-250-300-350-400-500-600 4,20 309suU1161011*

or higher requirements please consult our
technical dept. 192 100 139 75,5 150-200:250300-350400500600 4,27  309SU1390101C*

232 100 179 75,5 150-200-250-300-350-400-500-600 4,40 309SU179011C1*
267 100 214 75,5 150-200-250-300-350-400-500-600 4,51 309SU214 010100
293 100 240 75,5 150-200-250-300-350-400-500-600 4,60 309SU24001C1C1*
317 100 264 75,5 150-200-250-300-350-400-500-600 4,67 309SU2641C1C1*
343 100 290 75,5 150-200-250-300-350-400-500-600 4,75 309SU29011C1*
367 100 314 75,5 150-200-250-300-350-400-500-600 4,83 309SU314101*
393 100 340 75,5 150-200-250-300-350-400-500-600 4,90 309SU34001010*
417 100 364 75,5 150-200-250-300-350-400-500-600 4,99 309SU36411*
472 100 419 75,5 150-200-250-300-350-400-500-600 5,20 309SU4191011*
Length of chain (L) 541 100 488 75,5 150-200-250-300-350-400-500-600 5,40 309SU488[111*
LS *Complete the code by inserting the value of the radius (R): Ex. 309SU116 [2[E [

Half travel distance ( 2 ) Chain equipped with nylon frame every pitch: complete the code by inserting the letter D.
plus length of curve (M) Ex. 3095U116250
L= LS +M R H N M

2 mm mm mm

406 300 675
506 350 830
606 400 985
706 455 1145
806 500 1300
906 555 1460
1106 650 1770
1306 750 2085

112 Version with frames mounted on every pitch.

Poligono Industrial O Rebullén s/n. 36416 - Mos - Espafia - rodavigo@rodavigo.com



Self-Supporting
Capacity Diagram

The maximum length of the
self-supporting capacity (%)
in relationship to the weight
of the cables and hoses
contained per linear metre.
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The red marking in the
diagram area considers the
difference of weight between
various widths of chains
assembled with nylon frames
every second pitch.

For applications with -5
and weights not included in
the area of the diagram
showing self-supporting
capacity, verify the possible
use of support rollers (see
page 30).
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End Brackets
The end brackets set allows the two ends of the chain to be attached to
the equipment. Set complete with tiewrap clamps available on request.

Nylon Type

The chain can be fixed frontally,
inner or outer radius. (Fig A)

Bright Zinc Plated Steel

g. =
Chain fixed outside the radius. (Fig B)
See end brackets mounting
variations page 31.
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210.5/ F|A %Lf ﬁﬂA

— = @ i-

—= "==T % o I —— 54
Chain F Chain F
Type mm Type mm
309SU064 92 3095U064 50
309SU084 112 30950084 70
309SU109 137 309SU109 95
309SU116 144 309SU116 102
309SU139 167 309SU139 125
309SU179 207 309SU179 165
309SU214 242 309SU214 200
3095U240 268 3095U240 226
3005U264 292 3095U264 250
3095U290 318 3095U290 276
309SU314 342 309SU314 300
309SU340 368 309SU340 326
309SU364 392 309SU364 350
309SU419 447 309SU419 405
309SU488 516 309SU488 474
Nylon Type Bright Zinc Plated Steel
Part Numbers Type Part Numbers

Complete Set Assembled

Complete Set Assembled

Chain End Brackets Chain End Brackets
Type Set Type Set
309SU... AN309KM  309SU... A309SKM [1**

Complete Set Unassembled

Complete Set Unassembled

Chain End Brackets  Chain End Brackets
Type Set Type Set
309SU... AN309K  309SU... A309SK [1**
Tiewrap Clamp Tiewrap Clamp

Assembl. CFC309S CICIC1*KM  Assembl. SFCT309S [ICIC1*KM
Unassembl CFC309S CICIC1*K  Unassembl. SFCT309S [ICI1*K

* Inner widtth (%
** 1=Pos.1; 2=P0s.2; 3=P0s.3
** Available on request in stainless steel

Servicio de Att. al Clien

SEISVERE

[Rleawyy
309SU

Nylon Cable Chain
with opening frames

[Irl:rn
1|

i
H IDI

Separation System
To choose the separators see
page. 196

How to open the cover.

Protection version

Protection version
see page 148

For further information please
consult Brevetti Stendalto’s
Technical Office
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Eeavyy
309B

Nylon Cable Chain
with un-screwable aluminium rods

Inner height (D) 70 mm A Separator
Strong double share Sideband & H7C4H - Unassembled  Part.no S309C
Frame construction with large - Assembled Part.no S309CMC

anti-friction triple-pin. Alu-rod frames T Pin
are un-screwable from inner and outer 70 100 Part.no PG309H
radius. As standard the chain comes i i

with frames every second link, on
request with frames every link.
Vertical and horizontal separator sys-
tems are available.

Technical characteristics A B c D R Weight/m  Chain
when self-supported mm_mm_ mm _mm mm kg Part Number
153 100 100 70 150-200-250-300-350-400-500-600 4,20 3098100 [1*
Speed 8m/s  “o03 100 150 70 150-200-250-300-350-400-500-600 4,40 3008150 [1*
Acceleration 40m/s 253 100 200 70 150-200-250-300-350-400-500-600 4,55 3008200 (I*
For higher requirements please consult our 303 100 250 70 150-200-250-300-350-400-500-600 4,70 3008250 [I*
technical dept. 353 100 300 70 150-200-250-300-350-400-500-600 4,85 3098300 [1*
453 100 400 70 150-200-250-300-350-400-500-600 5,20 3008400 [1*
C+53 100 .. 70 150-200-250-300-350-400-500-600 30908010101 O*

“Complete the code by inserting the value of the radius (R): Ex. 309B150 [2]

Where: 1=150 2=200; 3=250; 4=300; 5=350; 6=400; 7=500; 8=600

**Complete the code by inserting the value of the quote C and the radius (R): Ex. 309B [11[2][31[2]
Chain equipped with aluminium rods every pitch: complete the code by inserting the letter D.

Ex. 309B1502 DI

R H N M

mm mm mm mm

150 406 300 675

200 506 350 830

250 606 400 985

300 706 455 1145

350 806 500 1300

Length of chain (L) 400 906 955 1460
. LS 500 1106 650 1770

Half travel distance | 5 ) 600 1306 750 2085

plus length of curve (M)

_ LS
L_2+M

114 Version with Alu-rods on every second pitch.
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Self-Supporting
Capacity Diagram

The maximum length of the
self-supporting capacity (%)
in relationship to the weight
of the cables and hoses
contained per linear metre.
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The red marking in the
diagram area considers the
difference of weight between
various widths of chains
assembled with rods every
second pitch.

For applications with -5
and weights not included in
the area of the diagram
showing self-supporting
capacity, verify the possible
use of support rollers (see
page 30).

www.rodavigo.net

End Brackets

The end brackets set allows the two ends of the chain to be
attached to the equipment. Set complete with tiewrap clamps

available on request.
Nylon Type

The chain can be fixed frontally,
inner or outer radius. (Fig A)

140 _

H H 1 oo
T )

n QUD

Bright Zinc Plated Steel
'I'ype***

9
Chain fixed outside the radius. (Fig B)
See end brackets mounting
variations page 31.
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Chain F Chain F
Type mm Type mm
309B100 129 309B100 87
309B150 179 309B150 137
309B200 229 309B200 187
309B250 279 309B250 237
309B300 329 309B300 287
309B400 429 309B400 387
Special widths F=A-24 Special widths F=A-66
Nylon Type Bright Zinc Plated Steel
Part Numbers Type Part Numbers

Complete Set Assembled

Complete Set Assembled

Chain End Brackets Chain End Brackets
Type Set Type Set
309B... AN309KM 309B... A309KM [**

Complete Set Unassembled

Complete Set Unassembled

Chain End Brackets Chain End Brackets
Type Set Type Set
309B... AN309K 309B... A309K [1**

Tiewrap Clamp

Assembl. SFCT309B [JIC1*KM

Unassembl. SFCT309B 111*K

* Inner width (C)
** 1=Pos.1; 2=P0s.2; 3=Pos.3
** Available on request in stainless steel

Servicio de Att. al Clien

SEISVERE

Setie [Rleawvy

309B

Nylon Cable Chain
with un-screwable
aluminium rods

Supplementary movable
separators.

Version with aluminium
draw plates

On request available with
aluminium draw plates

Example Part Number:
309T 1O

* Inner width (C)
** Bending radius (R)

For further information please
consult Brevetti Stendalto’s
Technical Office
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