V WWW.r

RUEDA MBN2 R32 =

A 160 - 200 KG
Poliamida 6 (nylon)
Cojinete de rodillos
Llanta de poliamida /
©)

Servicio de Att. a

Goma elastica

© REFERENCIA ~ COJINETE
§ -20°C/+80°C L)
100 20C1271 = 160 100 20C1273

ARRANQUE FACIL

NO MANCHA

DURABILIDAD

Efahica

mm mm mm

20C1269 100 36 40 12 160 REFERENCIA = COJINETE g% (Consultar plazo de entrega)
= 160

20C1270 125 36 50 15 200 100 20C1275

REFERENCIA COJNETE g8
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200

125 20C1272

!

200 125 20C1274

e

125  20C1276 = 200

CARACTERISTICAS

&
capACDADDECARGY @ @ @
RANGODE TEMPERATURAS @ @ @ @
RESISTENCIAARIDR @ @ @ @ @
FACILIDAD DE GIRO 000
SILENCIOSA 00

RUEDAS INDUSTRIALES
SERIE PREMIUM @




I WWW.ro

RUEDA TQL-P

Servicio de Att. a

£ 130 - 400 KG
Poliamida 6 (nylon)
Eje liso

§ -40°C/+80°C

REFERENCIA  CONETE g3 REFERENCIA  COINETE g3

180 80 20C0704

—_
[0
o

80 20C0699

RUEDAS INDUSTRIALES - SERIE PREMIUM

100 2000700 = 250 100 2000705 = 250
125 2000701 == 300 125 2000706 = 300
NO MANGHA 125+ 20E0004 = 300 125+ 20E0006 = 300

160 2000702 = 350 160 2000707 = 350
200 20C0703 = 400 200 20C0708 = 400
DURABILIDAD

Eflc i AGaA
mm mm  mm  mm

18A0418 80 30 40 15 200

18A0540 100 35 40 15 400
18A0542 125 40 50 15 500
18A0546 160 40 59 20 480

18A0549 200 50 59 20 550 REFERENCIA  COJINETE &

REFERENCIA  CONNETE g%

80 20C0709 = 130 80 20C0714 = 130
100 20C0710 = 150 100 20C0715 = 150
CARACTERISTICAS 125 20C0711 = 180 125 2000716 = 180
& _ —
@@5@‘\\@&9‘9 160 20C0712 = 250 160 20C0717 = 250
200 20C0713 = 250 200 20C0718 = 250
capAcDADDECARGY @ @ © @ @
RANGODE TEMPERATIRAS @ @ @ @ @
RESISTENCAARODAR. @ @ @
REFERENCIA CONETE g8y
FACILIDAD DE GIRO o000
80 20C0719 = 180
SILENCIOSA 00 100  20C0720 = 250
125 20C0721 = 300

125+ 20E0005 300
. Antihilos disponibles 160  20C0722 350
para todas las medidas 200 2000723 = 400

RUEDAS INDUSTRIALES ﬂ

SERIE PREMIUM




I WWW.ro

RUEDA NONO R1W

Servicio de Att. a

A 130 - 300KG
Poliamida 6 (nylon)
Cojinete de rodillos

i
K
§ -40°C/+80°C % -
8
0 = 160

REFERENCIA  COINETE gy REFERENCIA  COJINETE
80 20C0724 160 8 20C0729
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ﬁ\‘ ARRANOE EACIL 100 20C0725 == 180 100 20C0730 = 180
: 125 2000726 = 230 125 2000731 = 230
125+ 20C1300 = 230 125+ 20C1301 = 230
NO MANCHA 160 20C0727 = 330 160 2000732 = 330
200 20C0728 = 330 200 200733 = 330
-
DURABILIDAD

Eflc fAG A
mm mm  mm  mm

20C0026 80 34 40 12 160
20C0027 100 36 40 12 180

Py

20C0028 125 38 50 15 230
20C0029 160 40 59 20 330

20C0030 200 50 59 20 330
REFERENCIA COINETE g8 REFERENCIA  COJNETE g0
CARACTERISTICAS 80 2000734 = 130 80 20C0739 = 130
N7 100 20C0735 = 150 100 20C0740 = 150
S
oY 125 20C0736 = 180 125 20C0741 = 180
CAPACDADDECMREA @ @ @ @ 160 20C0737 = 250 160 20C0742 = 250
AMETPERTRS @ @ @ @ @ 200 2000738 = 250 200 2000743 = 250
RESISTENCIA A RODAR 0000
FACILIDAD DE GIRO o000
SILENCIOSA o000 REFERENCIA COJNETE g8
80 2000744 = 150
100 20C0745 = 180
125 2000746 = 230
125+ 20C1302 = 230
160 20C0747 = 330
200 2000748 = 330

RUEDAS INDUSTRIALES
SERIE PREMIUM °




. www.roda

RUEDAS INDUSTRIALES - SERIE PREMIUM

Servicio de Att. a

NEW

RUEDA NONO R1W AZUL™

B 200 KG
Poliamida 6 (nylon)
Cojinete de rodillos

§ -40°C/+80°C

REFERENCIA COJNETE g8

REFERENCIA COINETE gy

108 20C1019 = 200 108 20C1286 = 200
NE
ARRANQUE FACIL
x
NO MANCHA
DURABILIDAD
R
mm mm mm mm
20C1279 108 36 40 12 200
CARACTERISTICAS . REFERENCIA COINETE 484 (©)] REFERENCA  COUNETE 8
s O &
@® %‘1@ ‘L@’Q 108 20C1288 = 150 108 20C1289 = 150
CAPACIDADDECARSA @ @ @ @
RANGO DE TEMPERATIRAS @ @ @ @ @
RESISTENCAARIDAR @ @ © @ ©
FACILIDAD DE GIRO 000
SILENCIOSA 00

REFERENCIA  COJNETE g%

108  20C1287 = 200

RUEDAS INDUSTRIALES
SERIE PREMIUM @
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RUEDA NONO B30~

Servicio de Att. a

B 200 KG e
Poliamida 6 (nylon)

Cojinete de rodamiento a bolas
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§ -40°C/+80°C .
h 108 20C1280  [§ 108 20C1281
E ﬁ- =

' ARRANQUE FACIL

NO MANCHA

"\
-" DURABILIDAD
@f6ea
mm mm mm
20C1278 108 36 40 12 200 . .
CARACTERISTICAS ] REFERENGIA  COJNETE REFERENCIA  COJINETE
N N \ o
‘@@ ®® <§’9 08 20C1283 8 08 20C1284 8
CAPACIDADDECMRREA, @ @ @ @
RANGODETEMPERATIRAS @ @ @ © @
RESISTENCIAARIDR @ @ © @ @
FACILIDAD DE GIRO 000
SILENCIOSA 00

=
REFERENCIA COINETE g%
108 20C1282  f 200

RUEDAS INDUSTRIALES
SERIE PREMIUM @






