
REDUCTORES DE EJES PERPENDICULARES DE CUATRO ETAPAS CRL4 
RIGHT-ANGLE SHAFTS FOUR-STAGE GEAR REDUCERS CRL4 
TABLA DE POTENCIAS/ POWER TABLE (Kw) 

Velocidad de entrada n 1 = 1500 r.p.m. 

Rel. Trans. 
Veloc. Salida 

TAMAÑO REDUCTOR/ GEAR REDUCER SIZE 
Trans. ratio 

i n2 225 250 280 315 

100 15,0 23,6 34,5 39,6 53,1 

112 13,4 23,6 34,5 39,6 53,1 

125 12,0 20,0 34,5 39,6 53,1 

140 10,7 17, 1 29,9 37,5 53,1 

160 9,3 14,4 25,8 26,7 38,8 

180 8,3 20,20 25,6 34,6 41,7 

200 7,5 12,4 19,6 33,6 48,3 

224 6,7 10,6 17,2 25,9 38,3 

250 6,0 8,9 14,7 18,4 27,1 

280 5,3 13,0 16,4 20,1 26,6 

315 4,7 8,0 12,6 22,2 30,5 

355 4,2 6,8 10,9 17, 1 24,1 

400 3,7 5,7 9,3 12,2 17,2 

450 3,3 9,2 11,7 12,6 17,2 

500 3,0 5,6 9,0 13,2 19,8 

560 2,6 4,8 7,8 10,8 15,6 

630 2,3 4,0 6,7 7,6 11,0 

Tolerancia admisible para las relaciones de transmisión iN ± 3% / Permissible ratio variation iN ± 3%. 

LIMITACION TERMICA / HEAT LIMITATION 
Potencia térmica máxima x factor térmico ft;, Potencia a transmitir Pe 
Ptxft>Pe -

N, TAMAÑO REDUCTOR/ GEAR REDUCER SIZE 
DESCRIPCION 

225 1 250 1 280 1 315 1 DESCRIPTION 

355 

69,4 

69,4 

67,0 

69,4 

55,2 

50,3 

39,6 

45,7 

32,5 

38,4 

29,6 

34,3 

24,4 

24,3 

18,8 

21,7 

15,4 

355 
(rpm) 

POTENCIA TERMICA MAXIMA / MAX. THERMAL CAPACITY (KWJ 
CAPACIDAD TERMICA NATURAL 1500 41 

1 

54 

1 

67 

1 

85 

1 

107 
SIN VENTILADOR 1000 38 48 62 79 101 NATURAL HEAT CAPACITY 

WITHOUT VENTILATION 750 33 44 56 72 92 

FACTOR TERMICO ft / HEAT FACTOR ft 

1 

1 

FUNCIONAMIENTO SIN VENTILADOR/ WITHOUT FAN CON VENTILADOR/ WITH FAN 
POR HORA% 
OPERATION TEMPERATURA AMBIENTE •C./ AMBIEN TEMPERATURE •C 

PERHOUR% 10 20 30 40 50 10 20 30 

100 1.12 1.00 0.88 0.75 0.63 1.12 1.00 0.90 
80 1.35 1.20 1.06 0.90 0.76 1.35 1.20 1.08 
60 1.60 1.40 1.25 1.06 0.90 1.60 1.40 1.25 
40 1.80 1.60 1.40 1.20 1.00 1.80 1.60 1.44 
20 2.00 1.80 1.60 1.35 1.12 2.00 1.80 1.60 

NOTA: Deberá comprobarse siempre la limitación térmica del reductor seleccionado de modo que se cumpla la condición de limitación térmica 
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40 

0.80 
0.96 
1.12 
1.28 
1.44 
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500 

108,3 

108,3 

108,3 

108,3 

108,3 

109,2 

109,2 

109,2 

109,2 

106,7 

105, 1 

68,5 

78,5 

65,5 

65,5 

44,6 

51,2 

500 

215 
201 
185 

50 

0.70 
0.84 
0.98 
1.12 
1.26 
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REDUCTORES DE EJES PERPENDICULARES DE CUATRO ETAPAS CRL4 
RIGHT-ANGLE SHAFT FOUR-STAGE GEAR REDUCERS CRL4 ~I"® 

C.idePc3 TABLA DE DIMENSIONES/ DIMENSIONS TABLE (m.m.) 

l.1r-----------A----------+---E 

EJECUCION 1 

Sentido inverso Sentido horario 

Tipo 
A B Type b e E F H h h1 i L 

225 725 400 335 40 260 110 485 250 160 22 895 

250 815 450 380 50 310 110 525 280 180 26 1045 

280 905 510 430 50 335 125 610 315 203 26 1115 

315 1020 570 490 63 365 125 695 355 230 33 1250 

355 1140 605 520 63 400 140 805 400 260 33 1395 

500 1585 820 710 100 555 150 1120 560 360 45 1900 

- Extremos de ejes con chavetas según DIN 6885 hoja 1, forma A. 
- Extremos de ejes hasta 0 50 mm según ISO k6. Superiores a 0 50 mm según ISO m6. 
- Reservado el derecho a modificar las dimensiones. 
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M------+--1.2 

Sentido horario 

EJECUCION 2 

i i 
N p R 

100+250 280+360 
D 12 M 

d 1, d 1, 

172.5 240 87.5 22 36 22 36 100 180 190 

222.5 290 87.5 24 40 22 36 110 180 210 

272.5 330 62.5 28 50 24 40 120 180 240 

287.5 365 77.' 32 60 28 50 140 220 260 

310 405 90 38 60 32 60 160 260 290 

430 550 125 55 90 48 80 220 320 410 

- Shaft ends with feather keys to DIN 6885 sheet 1, form A. 
- Shaft ends up to 50 mm diam. to ISO k6, above 50 mm diam. to ISO m6. 
- Dimensions subject to modification. 

o .. 

Peso 
Weight 
Kgs. 

490 

670 

940 

1250 

1700 

4600 
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REDUCTORES DE EJES PERPENDICULARES DE CUATRO ETAPAS CRLH4 
RIGHT-ANGLE SHAFT FOUR-STAGE GEAR REDUCERS CRLH4 
TABLA DE DIMENSIONES/ DIMENSIONS TABLE (m.m.) 

A GEARS BOXES COMPANY 

1.1 r-----------A----------+-------E---o-j 

EJECUCION 1 

Sentido inverso ~Sentido horario 

Tipo 
A Type B b e E F H h h1 i 

225 725 400 335 40 260 110 485 250 160 22 

250 815 450 380 50 310 110 525 280 180 26 

280 905 510 430 so 335 125 610 315 203 26 

315 1020 570 490 63 365 125 695 355 230 33 

355 1140 605 520 63 400 140 805 400 260 33 

500 1585 820 710 100 555 150 1120 560 360 45 

- Extremos de ejes con chavetas según DIN 6885 hoja 1, forma A. 
- Extremos de ejes hasta 0 50 mm según 150 k6. Superiores a 0 50 mm según ISO m6. 
- Dimensiones de los ejes huecos: ver pág. 

a) eje hueco con chaveta hasta el tamaño 225 
b) eje hueco con ejecución para discos de contracción a partir del tamaño 225 

- Reservado el derecho a modificar las dimensiones. 

L 

895 

1045 

1115 

1250 

1395 

1900 

30 

e------b------, 
e-------B-------< 

1 
Sentido horario~Sentido inverso 

EJECUCION 2 

i i 
N p R 

100+250 280+630 
º"' M, M 

d 1, d 1, máx. 

172.5 240 87.5 22 36 22 36 115 280 190 

222.5 290 87.5 24 40 22 36 125 305 210 

272.5 330 62.5 28 50 24 40 145 355 240 

287.5 365 77.s 32 60 28 50 170 395 260 

310 405 90 38 60 32 60 185 430 290 

430 550 125 55 90 48 80 265 610 410 

-Shaft ends with feather keys to DIN 6885 sheet 1, form A. 
- Shaft ends up to 50 mm diam. to ISO k6, above 50 mm diam. to ISO m6. 
- Detailed connecting dimensions of hollow shafts: see page 

a) hol/ow shaft with feather dey up to size 225 
b) hollow shaft with execution for shrinkage plate from size 225 

- Dimensions subject to modification. 

o 
-s. 

Peso 
Weight 
Kgs. 

490 

670 

940 

1250 

1700 

4600 
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A GEARS BOXES COMPANY 
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