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Jolly Lube — LUBE EP 000

SPECIAL LITHIUM SEMIFLUID GREASE

Servicio de Att. al Cliente

1. Description and

Properties:

PRODUCT DATA SHEET

Jolly Lube — LUBE EP 000 is a light-brown, semifluid
multipurpose grease, based on a lithium soap, highly
refined base oils and special EP and antiwear additives,

suitable for a variety of

The Lubricant has excellent mechanical

uses.

stability,

resistance to ageing and oxidation, lubrication capacity
and strength to loads. It has anticorrosive properties,
usable over a wide range of temperatures and is

suitable for

most applications

requiring semifluid

grease, on motor vehicles or industrial machinery.

Jolly Lube — LUBE EP 000 assure:

- Excellent chemical and mechanical stability;
- High oxidation resistance;
- High ageing resistance;

- High resistance to w

ater,

- Wide range of temperatures of use;
- Good protection against corrosion;
- Excellent antiwear and E.P. properties.

Uses:

Jolly Lube — LUBE EP 000 is multipurpose grease,
suitable to be used in all cases requiring semifluid
grease with E.P. and antiwear properties.

2. SPECIFICATION:

ENGLISH

FEATURES METHODS LUBE EP 000
Colour Light Brown 3. Packaging and Application:
Aspect Medium Fibre
Grease . . . .
= Jolly Lube — LUBE EP 000 is available in 2Kg plastic
Soap of Base Lithium bott
hydroxystearate oules.
Base Qil ISO V.G. 100 . » )
Worked Penetration ASTM D 217 | 445-475 mm/10 | Also available are boxed quantities of 10 x 2Kg plastic
Dropping Point ASTM D 566 155°C bottles.
Anticorrosion Test SKF| DIN 51802 exceed -
Emcor Jolly Lube — LUBE EP 000 has excellent pumpability
Range of Temperatures from -25°C to and is suitable for application by Centralised Lubrication
of Use +110°C Systems.
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