TAPER BUSH LOCKING DEVICE @DUNLOJ’

DUNLOP“ TAPER BUSH LOCKING DEVICE

Description

TAPER BUSH LOCKING DEVICE

Taper Bush Locking devices are precision made to provide a wide,
versatile range of keyless shaft/hub fixing assemblies. Their design

G G is such they can be fitted to any mating component that has a parallel
» bare.
a _ ‘ They offer simple installation, resistance to alternating torques,
-, increased shaft strength, zero backlash, actual and angular adjustment
. @ . therefore creating high torque transmission capacity.
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DLK132 SECTION

DLK132X19 19 | 47 | 34 | 28 | 17 | 22 Méx20 13 5 Méx20 3 273 2% 262 106
DLK132X20 | 20 | &7 | 34 | 28 - | Méx20 13 5 Méx20 3 287 29 249 106
DLK132X22 | 22 | 47 | 34 | 28 | 17 | 22 Méx20 13 5 Méx20 3 314 29 227 106
DLK132X24 | 24 50 | 34 | 28 | 17 | 22 Méx20 13 6 Méx20 3 413 34 249 120
DLK132X25 | 25 | 50 | 34 | 28 | 17 | 22 Méx20 13 & Méx20 3 431 34 239 120
DLK132X28 | 28 | 55 | 34 | 28 | 17 | 22 Méx20 13 b Méx20 3 482 34 213 109
DLK132X30 | 30 55 | 34 | 28 | 17| 22 Méx20 13 é Méx20 3 517 34 199 109
DLK132X32 | 32 | 60 | 34 | 28 | 17 | 22 Méx20 13 8 Méx20 4 734 46 249 133
DLK132X35 | 35 | 40 | 34 | 28 | 17 | 22 MéxZ0 13 8 Méx20 4 803 46 227 133
DLK132X38 | 38 | 45 | 34 | 28 | 17 | 22 Méx20 13 8 Méx20 4 a72 46 210 122
DLK132X40 | 40 | 65 | 34 | 28 | 17 | 22 Méx20 13 8 Méx20 4 918 46 199 122
DLK132X45 | 45 | 76 | 41 | 33 | 20 | 25 M8x25 32 7 M8x25 3 1674 74 244 146
DLK132X50 | 50 | 80 | 41 | 33 | 20 | 25 M8x25 32 7 MEx25 3 1860 T4 219 137
DLK132X55 | 55 | 85 | 41 | 33 | 20 | 2§ MEx25 32 8 MEx25 & 2340 85 228 148
DLK132X60 | 60 | 90 | 41 [ 33 | 20 | 25 MEXZ5 <y B Max25 [3 2533 85 209 139
DLK132Xé5 | &5 | 95 | 41 | 33 | 20 | 25 MEx25 32 9 Mex25 3 3110 96 217 149
DLK132X70 | 70 | 110 | 50 | 40 | 24 | 30 | M1Dx30 &3 8 M10x30 i 4838 138 243 154
DLK132X76 | 75 | 115 | 50 | 40 | 24 | 30 [ M10x30 &3 8 M10x30 & 3184 138 226 148
DLK132X80 | 80 | 120 | 50 | 40 | 24 | 30 | M10x30 &5 8 M10x30 4 5530 138 212 142
DLK132X85 | 85 | 125 | 50 | 40 | 24 | 30 | M10x30 &4 g M10x30 3 6610 156 225 153
DLK132X90 | 90 | 130 | 50 | 40 | 24 | 30 [ M10x30 &5 7 M10x30 3 6998 156 212 147
DLK132X95 | 95 | 135 | 50 | 40 | 24 | 30 | M10x30 65 10 M10x30 | 4 8208 173 223 157
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TAPER BUSH LOCKING DEVICE DUNLDF
DLK132 SECTION continued

Dimensions Tightening Loosening Performances Surface Pressure

H H1 . I Tv [ No. of screws NV [ No. of screws . Mt | Ta

(Nm]) (mm) (KN) [N/

mm?
DLK132X100 | 100 | 145 | 56 | 44 | 26 | 32 | Mi2x35 | 110 a8 M12x35 i 9742 195 221 152
DLK132X110 | 110 | 155 | B& | 44 | 26 | 32 | M12x35 | 110 8 M12x35 4 10716 195 201 143
DLK132X120 | 120 | 165 | 56 | 44 | 26 | 32 | Mi2x35 | 110 9 M12x35 4 13154 219 207 151
DLK132X130 | 130 | 180 | 64 92 34 40 | M12x35 110 12 M12x33 b 18996 292 195 141
DLK132X140 | 140 [ 190 | 68 | 54 | 34 | 40 | M14x40 | 170 g M14x40 4 20336 291 180 133
DLK132X150 | 150 | 200 | 48 | 54 | 34 | 40 | M14x40 | 170 10 M14x4D 5 24211 323 187 140

Dimensions Tightening Loosening Performances Surface Pressure

Part Ne. (D1 [ 0 [ H] ' v | Neof | NV | Noof | Mt | Ta Pa Pm
[Nm] | screws SCIrews [mm) [KN]) (N/ [N/

_ | | | : mmd mm?)

DLK133X19 19 47 56 34 | 28 17 | 22 Mé&x20 17 5 Méx20 3 243 26 234 2%
DLK133X20 20 | 47 | 56 | 34 | 28 | 17 | 22 | Méx20 17 ] M6x20 3 256 26 222 F4
DLK133X22 22 | 47 | 56 | 34 | 28 | 17 | 22 | Méx20 17 5 Mbx20 3 282 26 202 94
DLK133X24 24 50 59 34 28 | 17 | 22 Méx20 17 ] Méx20 3 368 AN 222 106
DLK133X25 25 | 50 | 59 | 34 | 28 | 17 | 22 | MéxZi0 17 & M6x20 3 383 31 213 106
DLK133X28 28 | 55 | 64 | 34 | 28 | 17 | 22 | Méx20 17 b Méx20 3 429 31 190 97
DLK133X30 30 | 55 | 64 | 34 | 28 | 17 | 22 | Méx20 17 b Méx20 3 460 31 177 97
DLK133X32 32 | 60 | 69 | 34 | 28 | 17 | 22 | Méx20 17 8 M6x20 4 655 &1 222 118
DLK133X35 35 | &0 | 69 | 34 | 28 | 17 | 22 | Méx20 17 ) Mbx20 4 VAL 4 203 118
DLK133X38 38 | 65 | T4 | 34 | 28 | 17 | 22 | Méxz0 17 8 Méx20 4 778 41 187 109
DLK133X40 40 | &5 | T4 | 34 | 28 | 17 | 22 | Méxz0 17 8 MbEx20 4 819 4] 178 109
DLK133X45 45 | 75 | 84 | 41 | 33 | 20 | 25 | M8xZ5 41 7 MBx25 3 1458 &5 212 127
DLK133X50 50 | 80 | 89 | 41 | 33 | 20 | 25 | M8x25 41 7 MBx25 3 1620 65 191 119
DLK133X55 55 | 85 | 94 | 41 | 33 | 20 | 25 | M8x25 41 8 MBx25 4 2037 T4 199 12%
DLK133X60 60 | 90 | 99 | 41 | 33 | 20 | 25 | MB8x25 4] B MBx25 4 2223 Th 182 121
DLK133X65 65 | 95 | 104 | 41 | 33 | 20 | 25 | M8x25 41 9 MBx25 3 2710 83 189 129
DLK133X70 70| 110 | 119 | 50 | 40 | 24 | 30 | M10x30 83 8 M 10x30 4 4203 120 211 134
DLK133X75 75 | 115 | 124 | 50 | 40 | 24 | 30 | M10x30 83 8 M 10x30 4 4754 120 197 128
DLK133X80 80 | 120 | 129 | 50 | 40 | 24 | 30 | M10x30 a3 8 M10x30 A 4804 120 184 123
DLK133X85 85 | 125 | 134 | 50 | 40 | 24 | 30 | M10x30 a3 9 M 10x30 3 5742 135 195 133
DLK133X90 90 | 130 | 139 | B0 | 40 | 24 | 30 | M10x30 83 ? M 10x30 3 6080 135 184 128
DLK133X95 95 | 135 | 144 | 50 | 40 | 24 | 30 | M10x30 83 10 M10x30 4 3 150 194 137
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TAPER BUSH LOCKING DEVICE

DLK133 SECTION continued

> DUNLOP

DLK133X100 100 | 145 | 154 | 56 | 44 | 26 | 32 | M12x35 143 8 M12x35 & 8732 173 198 137
DLK133X110 110 | 155 [ 144 | 66 | 44 | 26 | 32 | M12x35 145 8 M12%35 4 9405 175 180 128
DLK133X120 120 | 145 | 174 | 5 2 24 32 | M12x35 145 9 M12%35 4 11787 194 184 135
DLK133X130 130 | 180 | 189 | &4 32 34 | 40 | M1Zx33 145 12 M12x35 & 17024 262 173 126
DLK133X140 140 | 190 [ 199 | 4B | 54 | 34 | 40 | M14x40 230 9 M 14x40 4 18703 267 164 122
DLK133X150 150 | 200 | 209 | 68 | 54 | 54 | 40 | M14x40 230 10 M 14x40 5 22259 297 172 129
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DLK134 SECTION
Dimensions Tightening Loasening Performances Surface Pressure
Eailg. H | H1 | v | No.of NV No.of | Mt Ta Pa Pm
(Nm) | screws SCrews (mm) (KN] IN/ N/
mm?Z) mm?)
DLK134X14 14 bH] 62 37 | 31 17 | 22 MB8x25 37 4 M&x23 2 234 33 413 106
DLK134X16 16 35 62 39 31 17 22 M8x25 37 & ME8x23 2 268 33 363 106
DLK134X18 18 55 62 i 17 | 22 M8x25 41 4 M8x25 2 333 37 357 117
DLK134X19 19 55 62 | 3% | AN 17 | 22 M8x25 41 4 MEx25 2 352 37 338 17
DLK134X20 20 55 62 3% | 31 17 | 22 M8x25 41 4 ME8x25 2 370 37 321 117
DLK134X22 22 55 62 N 17 | 22 M8x25 41 4 M8x25 2 407 37 292 117
DLK134X24 24 55 42 37 | 3 17 | 22 MB8x25 41 4 M8x25 2 445 37 263 17
DLK134X25 25 55 62 | 39 | 3 17 ] 22 M8x25 41 4 M&x25 2 463 37 257 117
DLK134X28 28 55 62 39 | 31 17 | 22 M8x25 41 4 M8x25 2 519 37 229 117
DLK134X30 30 55 62 | 39 <3| 17 | 22 M8x25 41 4 MEx25 2 556 37 214 17
DLK134X24 24 65 72 | 3% | 31 17 | 22 M8x25 41 ) Méx25 3 556 46 335 124
DLK134X25 25 45 72 a9 N 17 | 22 MB8x25 41 5 M8x25 3 579 44 321 124
DLK134X28 28 45 72 3% N 17 | 22 MBx25 41 5 MEx25 3 549 46 287 124
DLK134X30 30 65 72 | 3% | A 17 | 22 M8x25 41 5 MEx25 3 695 46 268 124
DLK134X32 32 A5 72 | 39 | 31 17 | 22 M8x25 41 5 M8x25 2 TE1 Lb 251 124
DLK134X33 33 | 65 | 72 | 3% | 31 | 17 | 22 | Mex25 41 5 MEx25 3 764 &b 242 124
DLK134X35 35 65 72 3% | 3 17 | 22 M8x25 41 5 MEx25 3 811 46 230 124
DLK134X38 38 &5 72 39 3 17 22 M8x25 41 -1 M8x25 3 17 44 21 124
DLK134X40 40 &5 72 37 3N 17 | 22 MBx25 &1 5 MBx25 3 Fbé &b 20 124
DLK134X30 30 80 87 &1 33 20 23 MBx25 41 7 MBx25 3 972 ] 318 11%
DLK134X32 32 a0 87 | 41 33 | 20 | 25 MB8x25 Al 7 M8x25 2 1037 65 299 119
DLK134X33 33 | 80 | 87 | 41 | 33 | 20 | 25 | MBx25 41 7 MEx25 3 1069 65 289 119
DLK134X35 39 80 87 41 33 | 20 23 M8X25 41 7 MBXZ3 3 1134 65 273 119
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TAPER BUSH LOCKING DEVICE DUNLDF
DLK134 SECTION continued

Dimensions Tightening Loosening Performances Surface Pressure
FartNa. (o1 [ H [ 1] H| NV | Tv | Noof | NV | Neof | M | Ta | Pa | Pm
[Nm] | screws SCrews {mm] [KN] (NS [N/
mm?) mm?)
DLK134X38 38 | 80 | B7 | 47 | 33 | 20 | 25 | M8X25 41 T MBX25 3 1231 63 251 1%
DLK134X40 40 | 80 | B7 | 41 | 33 | 20 | 25 | MBX25 41 7 MBX25 3 1296 &5 239 119
DLK134X42 42 80 B7 41 33 | 20 | 25 MEX25 41 79 MBXZ25 3 13481 65 227 11%
DLK134X45 43 80 B7 41 33 | 20 | 2% Maxz3 41 7 MBX25 3 1458 63 212 119
DLK134X48 48 | 80 | 87 | 41 | 33 | 20 | 25 | MB8X25 41 7 MBX25 3 1555 £5 199 119
DLK134X50 50 | 80 | B7 | 41 | 33 | 20 | 25 | M8X25 41 T MBX25 3 1620 &5 191 116
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DLK110 SECTION
Dimensians Tightening Loasening Performances Surface Pressure
heckha, DI | H | HI [ H2 [ H3 | Tv | Noof | NV | Noof | Mt | Ta
[Nm] | screws SCTews (mm) [KN) [N/
mm?)
DLK110X08 B 15 | 28 | 28 | 24 | 12 | 21 M4X10 | 4.81 i M4X10 3 39 10 299 159
DLK110X09 9 16 | 32 | 31 | 27 | 14 | 23 | M&X12 figd 4 M4X12 3 i 10 227 128
DLK11010 10 | 16 | 32 [ 31 | 27 | 14 | 23 | M4z 5.2 4 M4&X12 3 49 10 205 128
DLK110X11 1 18 | 34 | 31 | 27 | 14 | 23 | MaXi2 5.2 4 M&x12 3 53 10 186 114
DLK110X12 12 | 18 | 34 | 31 | 27 | 14 | 23 | M4XT2 hid) 4 M4X12 3 58 10 171 114
DLK110X14 14 | 23 | 39 | 31 | 27 | 14 | 23 | M4XI2 bid 4 M&X12 3 48 10 146 89
DLK110X15 15 | 24 | 45 | 42 | 34 | 16 | 29 | M&X18 17 3 MEX18 2 120 16 196 123
DLK110X16 16 | 26 | 45 | 42 | 36 | 16 | 29 | M6&X18 17 3 MBEX18 2 128 16 184 123
DLK110X18 18 | 26 | 47 | 44 | 38 | 18 | 31 | M&XI8 17 4 MEX18 3 191 21 194 134
DLK110X1% 19 | 27 | 48 | 44 | 38 | 18 | 31 | Mé&X18 17 4 MEX18 3 202 21 183 129
DLK110X20 20 | 28 | 49 | 44 | 38 | 18 | 31 | Méx18 17 4 MEX18 3 213 21 174 124
DLK110X22 22 32 54 51 45 | 25 | 38 M&X18 17 4 M&X18 3 234 21 114 78
DLK110X24 24 34 56 51 45 | 25 | 38 M&X18 17 4 MEX18 3 255 21 105 T4
DLK110X25 25 | 34 | 56 | 51 | 45 | 25 | 38 | MéX18 17 4 Mb6X18 3 266 21 100 74
DLK110X28 28 | 39 | & 51 | 45 | 25 | 3B | MéX18 17 5 MaX18 i 373 27 112 81
DLK110X30 ao 41 63 51 45 25 3B Mé&xX18 17 & MEX18 3 480 32 126 g2
DLK110X32 32 | 43 | 65 | 56 | 50 | 30 | 43 | MéX18 17 b M6X18 3 511 32 98 73
DLK110X35 35 47 69 56 50 | 30 | 43 MEX18 17 8 MEXT8 4 T47 43 120 29
DLK110X38 38 50 i 56 50 | 30 | 43 M&EXT8 17 8 MEXTE &4 811 43 110 84
DLK110X40 40 a3 73 3B | 52 | 32 | 45 MéX18 17 7 M&X18 & 257 48 110 83
DLK110X42 42 | 55 | 77 | 58 | 52 | 32 | 45 | Mé&X18 17 7 MbX18 4 1007 48 105 ]
DLK110X45 45 59 85 i b 40 56 MéX22 42 8 M&XZ2Z & 1781 79 130 29
DLK110X48 48 | 62 | BB | 72 | 64 | 40 | 36 | MBXz2 42 8 Maxzz 4 1900 79 122 74
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TAPER BUSH LOCKING DEVICE @DUNLOP
DLK110 SECTION continued

d D D 0. 0 0.0 P P
DLK110X50 50 45 92 | 82 | 74 | BD | 46 | MBX22 42 10 MEX22 § 2473 a9 117 90
DLK110X55 55 | "1 98 | 82 | 74 | BO | 46 | MBK22 42 10 MEx22 5 2721 99 106 82
DLK110X60 60 | 77 | 104 | 82 | T4 | 50 | 46 | MBK22 42 10 MEX22 g 2968 29 97 76
DLK110X45 &5 | B& [ 111 | B2 | T4 | B0 | &6 | MBX22 42 10 MEX22 5 3215 99 90 69
DLK110X70 70 | 90 | 122 [ 101 | 91 | &0 | 80 | MI10X25 84 8 M10X%25 4 4430 127 B89 &9
DLK110X75 75 95 | 126 | 101 | 91 | 60 | 80 | M10X25 84 9 M10X25 4 5338 142 %3 T4
DLK110X80 80 | 100 | 131 | 106 | 946 | 65 | 85 | M10X25 84 12 M10X25 1 7595 190 108 85
DLK110X85 85 | 106 | 137 | 106 | 96 | &5 | 85 | M10X25 84 12 M10X%25 5 80469 190 101 81
DLK110X%0 0 | 112 | 143 | 106 | 96 | 65 | 85 | M10X25 84 14 M10X25 6 9968 222 112 90
DLK110X%5 93 | 120 | 153 | 106 | 946 | 65 | 85 | M10X25 84 14 M10X25 & 10522 222 106 84
DLK110X100 100 | 125 | 162 [ 114 | 102 | &5 | 89 | M12X30 | 145 12 M12X30 5 13451 273 124 99
DLK110X110 110 | 140 | 177 [ 119 | 107 | 70 | 94 | M12%30 | 145 12 M12X30 3 12014 273 105 82
DLK110X120 120 | 155 | 195 [ 139 | 127 | 20 | 114 | M12X30 | 145 16 M12X30 7 21844 364 79 77
DLK110X130 130 | 165 | 205 [ 139 | 127 | 20 | 114 | MI2X30 | 145 1 M12X30 7 23444 64 %2 72
DLK110X140 140 | 175 | 219 [ 139 | 127 | 20 | 114 | MI2X30 | 143 16 M12X30 7 25485 364 83 68
DLK110X150 150 | 185 | 225 [ 139 | 127 | 20 | 114 | MI2X30 | 145 16 M12X30 Fi 27305 364 80 b
- H - %
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DLK130 SECTION

Dimensions Tightening Loosening Performances Surface Pressure
d .' D ‘ H H1 - . NV 1 Tv No, of :. NV - Nao. of . Mt Ta . Pa Pm

. | | [ (Nm) | screws | | screws | [mm] (KN) | [N/mm?) | [N/mm?]
DLK130X19 19 47 45 39 26 31 MEXZ5 17 4 MEX25 2 307 32 193 78
DLK130X20 20 47 45 39 26 31 MBX25 17 4 M6X25 2 323 32 183 78
DLK130X22 22 47 | 45 39 26 31 MBEX25 17 4 M&X25 2 355 32 166 78
DLK130X24 24 50 45 3% | 26 31 MBEX25 17 & Mé&X25 3 382 48 229 110
DLK130X25 23 30 43 3% | 26 31 MbX25 17 6 MbX25 3 606 48 220 110
DLK130X28 28 55 45 3% | 28 31 MBEX25 17 & M&X25 3 879 48 194 100
DLK130X30 30 55 45 32 | iz2s 31 MBEX25 17 3 M&X25 3 727 48 183 100
DLK130X32 32 60 45 3% | 2 31 MEX25 17 8 MéX25 4 1033 65 229 122
DLK130X35 35 0 45 3% | 2 31 MEX25 17 8 M&X25 4 1130 65 209 122
DLK130X38 38 65 45 3% | 26 31 MEX25 17 8 M&X25 4 1227 65 193 13
DLK130X40 40 65 45 3% | 28 31 MEX25 17 8 MbX25 4 1292 65 183 113
DLK130X42 42 75 55 47 | 30 36 MBX30 41 & MBX30 3 1835 87 204 115
DLK130X45 45 75 55 47 | 30 34 MBX30 41 [ MBX30 3 1964 87 191 115
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TAPER BUSH LOCKING DEVICE QDIHVLD.F
DLK130 SECTION continued

Dimensions Tightening Loosening Performances Surface Pressure

Part No. 1 - - - T v | Noof . NV | No.of Mt ‘ Ta - Pa Pm
. | INm] | screws . | screws [mm] [KN) IN/mm®) | IN/mm?]
DLK130X48 48 80 55 47 30 36 MEX30 41 6 Maxsn 3 2077 87 177 107
DLK130X50 50 80 33 &7 30 36 Max3n &1 2] MEX30 3 2184 87 172 107
DLK130X55 55 85 55 47 30 36 MB8X30 4 8 MEX30 4 3202 114 208 135
DLK130X60 40 90 55 47 30 36 MEx3o 41 2 MEBX30 4 3493 116 191 127
DLK130X65 63 25 33 47 30 36 MEX30 41 8 MEX30 4 3784 116 176 120
DLK130X70 70 110 67 57 40 4é MI10X35 83 8 M10X35 4 6607 189 199 127
DLK130X75 75 115 72 62 40 46 M10X35 83 a M10X35 4 7079 189 186 121
DLK130X80 80 120 72 62 40 4t M10X33 83 8 M10X35 & 7531 189 174 116
DLK130X85 85 125 72 62 40 4b M10X35 83 10 M10X35 4 10029 236 208 139
DLK130X20 90 130 72 62 40 46 M10X35 83 10 M10X35 4 10619 236 193 134
DLK130X9%5 95 135 72 62 40 46 M10X35 83 10 M10X35 4 11209 236 183 129
DLK130X100 100 | 145 89 77 4b 52 M12X45 145 8 M12X45 4 13738 275 174 121
DLK130X110 110 | 155 89 iy 46 52 M12X45 145 8 M12%45 4 15111 278 160 114
DLK130X120 120 | 165 89 77 46 52 M12X45 | 145 10 M12X45 4 20606 343 183 133
DLK130X130 130 | 180 89 77 4b B2 MI12X45 | 145 12 M12X45 4 26788 412 203 147
DLK130X140 140 190 98 84 51 5% M12X45 230 8 M12X45 4 26142 373 154 114
DLK130X150 150 | 200 98 84 51 59 M12X45 | 230 10 M12X45 5 35016 467 180 135
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DLK131 SECTION
) 0 g 0 00 q
Rart e d D | D 0. 0 0. 0 Mt Ta Pa Pm
3 (mm) (KNI (Nf [N/
| mm? | mm?
DLK131X19 19 | 47 | 53 | 45 | 39 | 26 | 31 | Mexzo 4 M6X20 2 202 21 127 51
DLK131X20 20 | 47 | 53 | 45 | 39 | 26 | 31 | Méxa0 | 17 4 M6X20 2 213 21 121 51
DLK131X22 22 | 47 | 53 | 45 | 39 | 26 | 31 | Mex20 | 17 4 MéX20 2 234 21 110 51
DLK131X24 2 | 50 | 56 | 45 | 39 | 26 | 31 | Méxeo | 17 6 M6X20 3 384 3z 151 73
DLK131X25 25 | 50 | 56 | 45 | 39 | 26 | 31 | Mexz0 | 17 b M6X20 3 400 32 145 73
DLK131X28 28 | 55 | &1 | 45 | 39 | 26 | 31 | Mex20 | 17 b M&X20 3 448 32 129 84
DLK131X30 30 | 55 | 61 | 45 | 39 | 26 | 31 | Mexeo | 17 6 MéX20 3 480 32 121 66
DLK131X32 32 | 60 | 66 | 45 | 39 | 26 | 31 | Méx20 | 17 8 M6X20 4 683 43 151 81
DLK131X35 35 | 60 | 86 | 45 | 39 | 26 | 31 | Mex20 | 17 8 M&X20 4 747 43 138 81
DLK131X38 38 | 65 | 71 | 45 | 39 | 26 | 31 | Mexao | 17 8 Méx20 4 811 43 127 74
DLK131X40 4 | 65 | 71| 45 | 39 | 26 | 31 | Mexao | 17 8 MbX20 4 853 43 121 74
DLK131X42 42 | 75 | 81 | 55 | 47 | 30 | 36 | MBX30 | 41 6 M8X30 3 1216 58 135 76
DLK131X45 45 | 75 | 81 | 55 | 47 | 30 | 36 | MBX30 | 4 6 M8X30 3 1302 58 126 76
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TAPER BUSH LOCKING DEVICE DUNLOP'
DLK131 SECTION continued

(] U L) 0. 0 0.0 H 3 o
DLK131X48 48 80 84 55 47 | 30 | 36 ME8X30 41 6 MEX30 3 1389 58 119 Al
DLK131X50 50 80 84 55 | 47 | 30 | 36 ME8X30 41 ] MEX30 3 1447 58 114 Al
DLK131X55 55 835 31 56 | 47 | 30 | 38 M8X30 41 8 MEx30 4 2124 77 138 89
DLK131X60 &0 90 96 55 47 | 30 | 36 M8X30 41 8 Max3o 4 2317 77 127 84
DLK131Xs5 45 95 | 101 | 55 | 47 | 30 | 38 ME8X30 41 2 MEX30 4 2510 il 17 80
DLK131X70 70 | 110 | 116 | 67 57 | 40 | 46 | M10X35 83 8 M10X35 4 £381 125 132 84
DLK131X75 75 | 115 | 121 | 72 62 | 40 | 486 | M10X35 83 8 M10X35 4 LEL 125 123 80
DLK131X80 80 120 | 128 | 72 42 | 40 | 44 | M10X35 83 8 M10X35 4 5007 125 115 77
DLK131X85 85 | 125 | 131 [WiZ2 62 | 40 | 46 | M10X35 83 10 M10X35 4 6651 156 136 92
DLK131X90 90 | 130 | 136 | 72 62 | 40 | 486 | M10X35 83 10 M10X35 4 7042 156 128 89
DLK131X95 95 (135 | 141 | 72 82 | 40 | 46 | MI1OX35 a3 10 M10X35 4 7433 156 121 85
DLK131X100 100 | 145 | 151 | 89 77 | 46 52 | M12X%45 145 8 M12X45 4 7104 182 117 81
DLK131X110 110 | 155 | 161 | 8% 77 | 46 52 | M12X45 145 8 M12X45 4 10015 182 106 75
DLK131X120 120 | 145 | 171 | 8% 77 | 4é 52 | M12X45 145 10 M12X45 4 13453 228 122 a8
DLK131X130 130 | 180 | 186 | 89 77 | &b 32 | M12X45 145 12 MT12X45 4 17757 273 135 97
DLK131X140 140 | 190 | 196 | 98 B4 | 91 59 | M14X43 230 8 MI4XAS 4 17328 248 102 73
DLK131X150 150 | 200 | 204 | 98 84 | 51 59 | M14X45 230 10 M14X45 5 23207 309 119 89
- H -
- H1 -
H2
-
== mameme—_ SR
gl .
R e
DLK450 SECTION
Dimensions Tightening Loosening Performances Surface Pressure
ParE B No. of No.of | Mt Ta Pa Pm
screws | Screws {mm) (KN) (Nfmm?) | [N/mm?)
DLK&50X25 25 55 46 40 32 M&X35 17 6 MeX35 3 799 64 34 107
DLK450X28 28 55 4é 40 32 M&X35 17 ) Mé&X35 3 895 14 281 107
DLK450X30 30 55 46 40 32 Mé&X35 17 6 MéX35 3 959 b4 262 107
DLK450X35 35 60 60 54 44 MEX45 17 7 MbX45 3 1306 75 185 83
DLK4A50X38 38 75 62 54 4L MBX50 41 7 MEX50 3 2567 135 308 121
DLK450X40 40 75 62 54 4L MEx50 41 i MEX50 3 2702 135 293 121
DLK450X42 42 75 62 54 4b MEx50 41 7 MEXS0 3 2837 135 279 121
DLK450X45 45 75 62 54 144 MEx50 41 7 MBX50 3 3040 135 260 121
DLK450X48 48 80 72 b4 56 MEX55 41 8 M&X55 4 3707 154 216 102
DLK450X50 50 80 72 b4 56 MEx55 41 8 MEX55 4 3861 154 207 102
DLK450X55 55 85 72 .74 56 MaxX55 41 g MEXB5 4 LTT9 174 212 108
DLK450X40 40 @0 72 B4 56 M8X55 41 10 M8X55 4 5793 193 214 113
DLK&50X65 65 3 72 b4 36 M8X55 41 10 M&x53 & 6276 193 199 107
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TAPER BUSH LOCKING DEVICE DUNLDF
DLK450 SECTION continued

Dimensions Tightening Loosening Performances Surface Pressure

Part No. NV ‘ Tv No. of . NV No. of . Mt ‘ Ta Pa [ Pm
_ _ _ [Nm) | screws SCTewWs {rmm) (KN) [Nfmm?) | (N/mmi)
DLK&50X70 70 110 88 78 70 M10X60 83 10 M10X%60 4 10951 313 235 120
DLK&50X75 73 113 B8 78 70 M10X60 B3 10 M10X60 & 11733 313 220 113
DLK450X80 80 120 88 78 70 M10X50 83 11 M10X60 4 137468 344 227 121
DLK&50X85 85 123 B8 78 70 M10X60 83 12 M10X60 3 15959 376 233 127
DLK&50X90 90 130 88 78 70 MI10X60 83 12 M10X60 5 16898 376 220 122
DLKA450X95 95 135 88 78 70 M10X40 83 12 M10X40 5 17837 376 208 17
DLK4&50X100 100 145 112 100 90 M1ZX80 145 11 M12X80 4 25029 501 211 113
DLK&50X110 110 155 112 | 100 70 M12X80 145 12 M12X80 5 30039 546 209 135
DLK450X120 120 165 112 | 100 90 M12X80 145 14 M12)80 b 38226 637 224 127
DLK450X130 130 180 130 | 116 | 104 | M14X%0 230 12 M14X4%90 5 48270 743 201 117
DLK450X140 140 190 130 | 116 | 104 | M14X%0 | 230 14 M14X70 7 606 54 866 217 129
DLK450X150 150 | 200 130 116 | 104 | M14X90 230 15 M14X590 7 69628 928 217 132
DLK450X1460 160 | 210 130 | 116 | 104 | MI4XS0 | 230 16 M14)50 7 79220 990 217 134
DLK450X170 170 225 164 148 134 | M16X120 360 14 M16X120 7 100851 1186 206 116
DLK450X180 180 | 235 164 | 148 | 134 | M1&X120 | 360 15 M16X120 7 114414 | 1271 208 119
DLK450X190 190 250 | 164 | 148 | 134 | M16X120 | 360 16 M16X120 7 128814 1356 210 119
DLK450X200 200 | 260 | 164 | 148 | 134 | M16X120 | 360 16 M16X120 7 135594 | 1356 200 115
DLK450X220 220 285 164 | 148 | 134 | M1&X120 | 340 18 M16X120 8 147805 1524 204 118
H

Q
1
DLK200 SECTION
Dimensions Tightening Loosening Performances Surface Pressure
PorLhg, ' ' I n [ v Noof | N | Noof | M | Ta | Pa | Pm
_ | | | (Nm) | screws | | screws | (mm) (KN} | IN/mm?] | [N/mm?)
DLK200X19 19 47 26 20 17 M&X18 14.9 8 M8 2 298 3 286 116
DLK200X20 20 47 26 20 17 M&X18 14.9 2] M8 2 313 31 272 114
DLK200X22 22 &7 26 20 17 M&XT8 14.9 8 M8 2 345 31 247 114
DLK200X24 24 30 26 20 17 M&X18 14.9 7 M8 3 424 35 23 123
DLK200X25 25 50 26 20 17 M&X18 14.9 9 M8 3 (Al 35 245 123
DLK200X28 28 55 26 20 17 M&X18 14.9 10 M8 3 549 39 243 124
DLK200X30 30 53 26 20 17 M&X18 14.9 10 Ma 3 388 39 227 124
DLK200X32 32 40 26 20 17 M&X18 14.9 12 M8 4 758 47 255 134
DLK200X35 35 40 26 20 17 M&X18 14.9 12 M8 4 822 47 233 136
DLK200X38 38 65 26 20 17 M&X18 14.9 14 M8 4 1042 55 250 146
DLK200X40 40 65 26 20 17 M&X18 14.9 14 M8 4 1097 55 238 144
DLK200X42 42 75 32 24 20 MBX22 35.0 12 Mi0 4 1740 83 291 143
DLK200X45 45 75 32 24 20 M8x22 33:0 12 Mi10 4 1864 83 271 163
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TAPER BUSH LOCKING DEVICE @DUNLD.F
DLK200 SECTION continued

Dimensions Tightening Loosening Performances Surface Pressure
NV ‘ ™ | Noof | NV | Noof | Mt | Ta ‘ Pa ‘ Pm
[ (Nm) | screws | | screws | (mm) | (KN] | (N/mm?) | (N/mm?)
DLK200X48 48 an 32 24 20 MBX22 | 350 12 M10 4 1988 a3 254 153
DLK200X50 50 80 32 24 20 MBX22 350 12 M10 & 2071 83 244 153
DLKZ00X55 55 85 3z 24 20 M8X22 | 350 14 M10 4 2658 97 259 168
DLKZ00X40 40 90 3z 24 20 MEX22 | 350 14 M10 4 2900 A4 238 158
DLK200X45 65 25 32 24 20 MEBX22 35.0 16 M10 & 3587 110 250 171
DLKZ00X70 70 110 38 28 26 | M10X25 | 6%.0 14 M12 4 5345 1533 268 171
DLKZ00X75 75 115 a8 28 24 | M10X25 | 69.0 14 M12 4 5727 153 250 163
DLK200X80 80 120 38 28 24 | M10X25 | 69.0 14 M12 4 6108 163 235 156
DLKZ00X85 85 125 38 28 26 | M10X25 | 69.0 16 M12 4 7417 1753 252 172
DLKZ00X90 90 130 38 28 24 M10X25 | 49.0 16 M12 4 7854 175 238 165
DLK200X95 95 135 38 28 24 | M10X25 | 69.0 18 M12 4 9324 196 254 179
DLKz00X100 100 145 45 33 26 | M12X30 | 1233 14 M14 4 11362 227 258 178
DLKZ00X110 110 155 45 33 26 | M12X30 | 123.3 14 M14 4 12498 227 234 166
DLK200X120 120 1465 45 33 26 | M12X30 | 1253 16 M14 4 15578 260 245 178
DLKZ00X130 130 180 50 38 34 | M12X35 | 123.3 20 M 14 4 21095 325 217 156
DLKZ00X140 140 190 50 38 34 | M12X35 | 123.3 22 M14& 4 24993 357 221 163
DLK200X150 150 200 50 38 34| MI2X35 | 123, 24 M 14 4 29217 390 225 16%
DLKZ00X140 160 210 50 38 34 | MI12X35 | 123.3 26 M14 4 33754 477 229 174
DLKZ00X170 170 225 58 L 38 | MI14X40 | 187.0 22 M16 k 39483 465 212 160
DLK200X180 180 | 235 58 b 38 | M14X40 | 187.0 24 M1 4 45604 507 218 167
DLK200X190 190 | 250 bé 52 46 | M1&X45 | 187.0 28 M16 & 56163 591 199 152
DLK200X200 200 | 260 b6 52 46 | MT&X45 | 187.0 30 M1é 4 63342 633 203 156
- H =
- H1 -
= 1N g
'

(=] =]
' i '
DLK300 SECTION
Dimensions Performances Surface Pressure
Part No. Pm
{N/mm?)

DLK300X08 8 11 45 3.7 4.2 1.06 5.0 100 70
DLK300X09 9 12 45 3.7 5.8 1.29 13.3 100 79
DLK300X10 10 13 45 3.7 7.6 1.53 14.4 100 86
DLK300X12 12 15 45 3.7 93 1.65 14.5 100 80
DLK300X14 14 18 &3 5.3 18.9 2.70 238 100 77
DLK300X15 15 19 63 5.3 221 2.94 243 100 79
DLK300X16 16 20 6.3 5.3 25.4 3.18 24.5 100 81
DLK300X18 18 22 83 5.3 318 ahd 25.3 100 B2
DLK300X19 12 24 6.3 5.3 35.8 3.74 29.7 100 80
DLK300X20 20 25 63 53 3B8.8 3.88 3001 100 79
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TAPER BUSH LOCKING DEVICE .DUNLDP'
DLK300 SECTION continued

DLK300X22 22 26 4.3 5.3 479 4.35 289 100 86
DLK300X24 24 28 6.3 53 56.4 4.70 30.0 100 86
DLK300X25 2 30 6.3 3.3 61.7 4.94 324 100 84
DLK300X28 28 32 63 53 7.4 5.53 326 100 a8
DLK300X30 30 2 6.3 5.3 88.2 5.88 35.5 100 86
DLK300X32 3z 36 6.3 5.3 100.0 6.23 367 100 88
DLK300X35 35 40 7.0 6.0 136.0 7.76 457 100 88
DLK200X38 38 44 7.0 6.0 161.0 8.47 497 100 87
DLK300X40 40 45 a.0 6.6 195.0 9.80 58.8 100 89
DLK300X42 42 48 8.0 b.6 215.0 10.20 62.6 100 a7
DLK300X45 45 52 10.0 8.6 323.0 14.30 §2.2 100 a7
DLK300X48 48 55 10.0 8.6 367.0 15.30 §4.6 100 88
DLK300X50 50 57 10.0 8.4 397.0 15.90 §6.5 100 88
DLK300X55 55 &2 10.0 B.5 479.0 17.40 101.8 100 88
DLK300X60 60 48 12.0 10.4 671.0 23.00 133.4 100 88
DLK300X65 45 73 12.0 10.4 814.0 25.00 140.4 100 89
DLK300X70 70 79 14.0 122 1107.0 31.40 176.0 100 89
DLK300X75 73 84 14.0 12.2 1266.0 33.80 189.6 100 a9
DLK300X80 80 91 17.0 15.0 1769.0 44,20 251.0 100 89
DLK300X90 %0 101 17.0 15.0 22440 45.90 272.4 100 89
DLK300X100 100 114 21.0 18.7 3452.0 69.00 37T 100 a9
DLK300X110 110 124 21.0 187 £178.0 76.00 415.0 100 a9
DLK300X120 120 134 21.0 18.7 49467.0 82.80 440.2 100 a9
DLK300X130 130 148 28.0 25.3 78%6.0 121.00 654,2 100 a9
DLK300X140 140 158 28.0 233 F146.0 131.00 689.0 100 a9
DLK300X150 150 168 28.0 253 10505.0 140.00 727.5 100 89

DLKé03 SECTION

Dimensions Tightening Performances Surface Pressure

FREt NG, - NV - Tv ‘ No. of Mt ‘ Ta Pa
| | (Nm) screwa (Nm) (Kn) (N/mm?)

19 214 230
DLK&03X24 24 30 20 230 19.5 14 M5X18 4 6 265 270 272

21 314 300

24 vz 310
DLK&03X30 30 60 25 250 21.5 16 M5X18 4 7 421 340 221

26 461 360
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DLK603 SECTION

Dimensions Tightening Performances Surface Pressure

BB Tv No.of | M | Ta | Pa

| _ (Nm] SCrews (Nm) | (Kn) | [N/mm?)

26 471 356.3

DLK603X36 36 30 28 27.5 23.5 18 Mé&XZ0 12 3 550 292 292
30 3 47.5
32 925 57.8

DLK603X44 44 80 a5 29.5 25.5 20 MEX20 12 7 1175 671 301
36 1275 70.8
38 1313 69.1

DLK603X50 50 90 40 £ 21.5 22 MEX25 12 8 1630 als 275
42 1925 1.7
42 1450 4£9.0

DLK603X55 55 100 45 34.5 30.5 23 MEX25 12 8 1900 B4 239
48 2350 97.9
48 2775 114.0

DLK603X62 62 110 50 34.5 30.5 23 MEX25 12 10 9975 1910 265
52 3613 13%.0
50 2500 100.0

DLK&603X68 48 1% 55 34.5 30,5 23 M&X25 12 0 2125 114.0 242
&0 3938 131.0
55 3125 114.0

DLK&03XT75 72 138 40 37.8 32.5 29 MEx30 30 7 4000 193.0 259
65 4938 152.0
60 4000 133.0

DLK&03X80 80 145 5 37.8 32,5 25 Max30 30 7 4875 150.0 243
70 5750 164.0
65 5938 183.0

DLK603X90 70 155 70 443 359.0 30 MEX35 30 10 7500 2140 257
75 2063 2420
70 B4625 2460

DLK&603X100 100 170 75 493 44.0 34 MBX33 30 12 9375 250.0 245
80 11230 2810
75 000 2400

DLK&03X110 110 185 a0 56.4 30.0 39 M10X40 59 i 11250 281 0 232
85 13500 3180
85 13750 3240

DLK&603X125 125 213 %0 60.4 54.0 42 M10X40 59 12 16250 381 0 253
93 18730 3930
45 18875 397.0

DLK&03X140 140 230 100 68.0 60.9 46 M12X45 100 10 29000 440.0 251
103 29125 &77.0
105 27500 5240

DLK&03X155 155 265 10 720 64.5 50 M12X50 100 12 31250 548.0 250
113 35000 609.0
115 38750 674.0

DLK&03X1465 165 290 120 81.0 71.0 56 M16X55 250 8 43750 7290 263
123 48750 7800
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