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Servicio de

AERIAL ECO LINE
2016.207.

FIBRO ECO LINE cam units series 2016.207. are an economical alternative for cam unit dies with high lifetime
requirements. When properly maintained, these cam units allow a high number of cycles with sufficient precision
over the entire nominal lifetime.

The gas springs for the cam return stroke can be exchanged without disassembling the cam unit with sufficient
free space in the tool.

From a cam unit width of 165 mm, the cam units of the ECO LINE 2016.207. series are equipped with a roll pre-
acceleration up to an angle of 25°.

The optional machining of the working surface per your specifications fulfil the requirements for typical
toolmaking tolerances.

Design features:

¢ Prismatic guide against cam driver, flat guide against cam base
e Sliding surfaces hardened steel / bronze with solid lubricant

e (as springs

FIBRO ECO LINE cam units series 2016.207. are available in the widths from 70 to 400 mm and in the angular
variants 0° to 60 ° (gradation 5°).

Order number Width [mm] Performance class [kKN]* Page
2016.207.01.007.C100C1.21 70 100 223
2016.207.[1J1.008.C1C01.21 80 150 229
2016.207.01.016.0100C1.21 165 300 235
2016.207.11.020.0J0001.21 200 350 241
2016.207.11.030.01C0C1.21 300 450 247
2016.207.[11.040.01C0C1.21 400 450 253

* For exact power values, please refer to the specifications of the respective cam unit type

Ordering example:

FIBRO ECO LINE cam unit, aerial, width 165 mm = 2016.207.01.016.C01.21
Cam unit angle « = 60° = 60.

Cam unit stroke according to flow diagram (no option) = 100.
Order number = 2016.207. 60. 016. 100. 21
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AERIAL ECO LINE
2016.207.11.007.
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Order number [mm]  [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm]  [] [] [mm] [mm] [mm]

2016.207.00.007.019.21 252 70 225 85 75 1674 240 654 150 O 2374 0 50 193 30 23.0
2016.207.05.007.021.21 242 70 225 80.2 75 1651 240 731 150 0 2415 5 45 213 30 23.1
2016.207.10.007.023.21 240 70 225 76.6 75 1639 240 829 150 O 2447 10 40 233 30 233
2016.207.15.007.025.21 240 70 225 785 75 1499 240 929 150 O 2351 15 35 254 30 2338
2016.207.20.007.027.21 240 70 225 757 75 158.8 240 1068 150 O 2451 20 30 27.6 30 245
2016.207.25.007.030.21 240 70 225 759 75 160 240 118 150 0 2471 25 25 300 30 254
2016.207.30.007.032.21 240 70 225 78 75 1509 240 1209 150 O 239.7 30 20 326 30 26.5
2016.207.35.007.035.21 240 70 225 771 75 1533 240 1363 150 0O 2398 35 15 354 30 28.1
2016.207.40.007.038.21 240 70 225 801 75 151.2 240 1472 150 O 2373 40 10 386 30 30.0
2016.207.45.007.042.21 242 70 225 818 75 1487 240 150.7 150 O 2329 45 5 423 30 325
2016.207.50.007.046.21 261 70 225 815 75 146 240 167 150 O 2263 50 O 46.7 30 358
2016.207.55.007.052.21 263 70 225 887 75 1504 240 1734 150 0 2289 55 0 523 30 4238
2016.207.60.007.060.21 275 70 225 952 75 150.8 240 1858 150 O 2279 60 O 60.0 30 52.0

*  Values rounded

Mounting cam base:
Hexagon socket head cap screws DIN EN ISO 4762 4x M10 / Strength class min. 8.8
Dowel pins DIN EN ISO 8735 2x 10

Mounting cam driver:
Hexagon socket head cap screws DIN EN ISO 4762 4x M10 / Strength class min. 8.8
Dowel pins DIN EN ISO 8735 2x 210
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Servicio de Att. al C

AERIAL ECO LINE
2016.207.11.007.
PARTS LIST

Position Piece Designation Material spare part
1 1 Body

2 1 Driver

3 1 Base

4.1

4.2

5.1 X
5.2 1 Positive return, right X
6

7 1 Sliding plate Bronze with solid lubricant X
8 2 Sliding plate Bronze with solid lubricant X
9

10 1 Sliding plate Steel X
11

12

13 1 Gas spring X
14 1 Stop plate X
15

16 1 Lockout system X
17 1 Slide pad Bronze with solid lubricant X
18 1 Prismatic guide Steel X
19 1 Centre guide X
20 2 Damper X
21

22

23 1 Feather key X
24 1 Feather key X
25

26

27

28 2 Spacer X

For inquiries or when ordering spare parts (x), we require the following data:
e Cam unit order no.

e Cam unit serial no.

e |tem number / Designation / Spare part
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AERIAL ECO LINE
2016.207.11.007.

SYSTEM AND SURROUNDING FORCES

Servicio de Att

@ Fw Fe’ Fr Fio Frs Fus H, Hy
Order number ] [kN] [kN] [kN] [kN] [kN] [kN] [mm] [mm]
2016.207.00.007.019.21 0 98 2.3 0 82 98 82 20 19
2016.207.05.007.021.21 5 98 2.3 7 82 90 90 20 19
2016.207.10.007.023.21 10 98 2.4 14 81 82 98 20 19
2016.207.15.007.025.21 15 98 2.4 21 79 73 105 20 19
2016.207.20.007.027.21 20 98 2.4 28 7 64 111 20 19
2016.207.25.007.030.21 25 98 2.4 35 75 54 116 20 19
2016.207.30.007.032.21 30 98 2.4 41 71 44 120 20 19
2016.207.35.007.035.21 35 98 2.4 47 67 33 124 20 19
2016.207.40.007.038.21 40 98 2.5 53 63 22 126 20 19
2016.207.45.007.042.21 45 98 2.5 58 58 11 127 20 19
2016.207.50.007.046.21 50 98 2.5 63 53 0 128 20 19
2016.207.55.007.052.21 55 98 2.7 56 39 0 120 20 19
2016.207.60.007.060.21 60 98 3.1 49 28 0 113 20 19

* Retraction force values correspond to the spring-generated retraction force at the working point

The forces F,, Fy,as well as F;, Fy;act on the tool environment at maximum working force F,,.
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AERIAL ECO LINE
2016.207. 1 1.008.
SIZE TABLE
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Order number [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [ [ [mm] [mm] [mm]
2016.207.00.008.032.21 305 80 275 119 75 190 270 55 170 280 0 50 321 50 383
2016.207.05.008.035.21 295 80 275 1171 75 1909 270 659 170 2904 5 45 355 50 384
2016.207.10.008.038.21 280 80 275 1111 75 187.3 270 773 170 293.7 10 40 389 50 389
2016.207.15.008.042.21 281 80 275 1061 75 1912 270 86.2 170 3022 15 35 424 50 39.7
2016.207.20.008.046.21 276 80 275 1022 75 188.5 270 935 170 3021 20 30 46.1 50 40.8
2016.207.25.008.050.21 272 80 275 994 75 186.1 270 106.1 170 300.7 25 25 50.0 50 423
2016.207.30.008.054.21 270 80 275 977 75 1819 270 116.9 170 296.4 30 20 543 50 44.2
2016.207.35.008.059.21 270 80 275 971 75 181.8 270 126.8 170 2946 35 15 59.0 50 46.8
2016.207.40.008.064.21 270 80 275 968 75 177.6 270 142.6 170 288.3 40 10 643 50 50.0

© O © O OV © WV O vV v v v v

2016.207.45.008.070.21 270 80 275 993 75 1775 270 1475 170 2857 45 5 704 50 542
2016.207.50.008.077.21 270 80 275 1021 75 1731 270 158.1 170 2795 50 0 778 50 59.6
2016.207.55.008.087.21 270 80 275 106 75 1724 270 1724 170 275.7 55 0 872 50 714
2016.207.60.008.100.21 270 80 275 1125 75 181.2 270 181.2 170 278 60 0 100.0 50 86.6

*

Values rounded

Mounting cam base:
Hexagon socket head cap screws DIN EN ISO 4762 4x M12 / Strength class min. 8.8
Dowel pins DIN EN ISO 8735 2x @12

Mounting cam driver:
Hexagon socket head cap screws DIN EN ISO 4762 4x M12 / Strength class min. 8.8
Dowel pins DIN EN ISO 8735 2x @12
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AERIAL ECO LINE

Servicio de Att. al C

2016.207.[11.008.

PARTS LIST

Position Piece Designation Material spare part
1 1 Body

2 1 Driver

3 1 Base

4.1

4.2

5.1 1 Positive return, left X
5.2 1 Positive return, right X
6

7 1 Sliding plate Bronze with solid lubricant X
8 2 Sliding plate Bronze with solid lubricant X
9

10 1 Sliding plate Steel X
11

12

13 1 Gas spring X
14 1 Stop plate X
15

16 1 Lockout system X
17 1 Slide pad Bronze with solid lubricant X
18 1 Prismatic guide Steel X
19 1 Centre guide X
20 2 Damper X
21

22

23 3 Feather key X
24 1 Feather key X
25

26

27

28 2 Spacer X

For inquiries or when ordering spare parts (x), we require the following data:
e Cam unit order no.
e Cam unit serial no.

e |tem number / Designation / Spare part

Subject to alterations
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AERIAL ECO LINE
2016.207.11.008.

SYSTEM AND SURROUNDING FORCES

Servicio de Att. al (

@ Fw Fg” Fr Fio Frs Fus H, Hy
Order number ] [kN] [kN] [kN] [kN] [kN] [kN] [mm] [mm]
2016.207.00.008.032.21 0 166 2.4 0 139 166 139 22 27
2016.207.05.008.035.21 5 166 2.4 12 139 153 153 22 27
2016.207.10.008.038.21 10 166 2.4 24 137 139 166 22 27
2016.207.15.008.042.21 15 166 2.4 36 135 124 178 22 27
2016.207.20.008.046.21 20 166 2.5 48 131 108 188 22 27
2016.207.25.008.050.21 25 166 2.5 59 126 92 196 22 27
2016.207.30.008.054.21 30 166 2.5 70 121 74 204 22 27
2016.207.35.008.059.21 35 166 2.5 80 114 56 209 22 27
2016.207.40.008.064.21 40 166 2.5 90 107 38 213 22 27
2016.207.45.008.070.21 45 166 2.5 98 98 19 216 22 27
2016.207.50.008.077.21 50 166 2.5 107 90 0 217 22 27
2016.207.55.008.087.21 55 166 2.7 95 67 0 203 22 27
2016.207.60.008.100.21 60 166 3.0 83 48 0 192 22 27

* Retraction force values correspond to the spring-generated retraction force at the working point

The forces F,, Fy,as well as F;, Fy;act on the tool environment at maximum working force F,,.
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AERIAL ECO LINE
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Order number (mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [°] [mm] [mm] [mm] [mm]
2016.207.00.016.032.21 340 165 300 107 120 2558 340 1828 190 10 3358 0 50 - 245 50 482
2016.207.05.016.035.21 340 165 300 1039 120 2547 340 1967 190 10 3428 5 45 - 223 50 535
2016.207.10.016.038.21 340 165 300 107 120 256.8 340 2058 190 10 3514 10 40 - 248 50 527
2016.207.15.016.042.21 340 165 300 111.4 120 2499 340 2179 190 10 3502 15 35 - 293 50 52.0
2016.207.20.016.046.21 340 165 300 112 120 2541 340 2261 190 10 3571 20 30 - 340 50 522
2016.207.25.016.050.21 340 165 300 1139 120 256.2 340 1982 190 10 3603 25 25 - 388 50 527
2016.207.30.016.054.21 340 165 300 1169 120 260 340 212 190 10 3636 30 20 543 - 50 44.2
2016.207.35.016.059.21 340 165 300 121.2 120 2585 340 2255 190 10 3613 35 15 59.0 - 50 46.8
2016.207.40.016.064.21 350 165 300 126.6 120 253.6 340 2386 190 10 3557 40 10 643 - 50 50.0
2016.207.45.016.070.21 365 165 300 133.2 120 2512 340 2512 190 10 3518 45 5 704 - 50 54.2
2016.207.50.016.077.21 355 165 300 140.8 120 2482 340 2632 190 10 3474 50 0 778 - 50 59.6
2016.207.55.016.087.21 372 165 300 139 120 2589 340 2909 190 10 3424 55 0 872 - 50 714
2016.207.60.016.100.21 385 165 300 1455 120 261.6 340 3066 190 15 3368 60 0O 1000 - 50 86.6

* Values rounded

Mounting cam base:

Hexagon socket head cap screws DIN EN ISO 4762

Dowel pins DIN EN ISO 8735

Mounting cam driver:

Hexagon socket head cap screws DIN EN ISO 4762

Dowel pins DIN EN ISO 8735

4x M16 / Strength class min. 8.8
2x 016

4x M16 / Strength class min. 8.8
2x 016

Subject to alterations
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Servicio de Att. al C

AERIAL ECO LINE
2016.207.L [ 1.016.
PARTS LIST

Position Piece Designation Material spare part
1 1 Body

2 1 Driver

3 1 Base

4.1 1 Clamp, left X
4.2 1 Clamp, right X
5.1 1 Positive return, left X
5.2 1 Positive return, right X
6

7 2 Sliding plate Bronze with solid lubricant X
8

9 2 Sliding plate Steel X
10 2 Sliding plate Steel X
11

12

13 1 Gas spring X
14 1 Stop plate X
15 1 Stop piece X
16 1 Lockout system X
17 1 Slide pad Bronze with solid lubricant X
18

19 1 Centre guide Bronze with solid lubricant X
20 1 Damper X
21

22 2 Feather key X
23 4 Feather key X
24 1 Feather key X
25

26

27

28 2 Spacer X

For inquiries or when ordering spare parts (x), we require the following data:
e Cam unit order no.

e Cam unit serial no.

e |tem number / Designation / Spare part

Subject to alterations ! Fl BHD 239




AERIAL ECO LINE
2016.207.L1L1.016.

SYSTEM AND SURROUNDING FORCES

Servicio de Att. al (

@ Fw Fg” Fr Fio Frs Fus H, Hy
Order number ] [kN] [kN] [kN] [kN] [kN] [kN] [mm] [mm]
2016.207.00.016.032.21 0 294 3.9 0 247 294 247 23 30
2016.207.05.016.035.21 5 294 4.0 22 246 271 271 23 30
2016.207.10.016.038.21 10 294 4.0 43 243 247 294 28 30
2016.207.15.016.042.21 15 294 4.0 64 238 220 314 30 30
2016.207.20.016.046.21 20 294 4.0 84 232 192 332 30 30
2016.207.25.016.050.21 25 294 4.0 104 224 162 348 21 30
2016.207.30.016.054.21 30 294 4.0 123 214 131 361 21 30
2016.207.35.016.059.21 35 294 4.0 141 202 99 371 21 30
2016.207.40.016.064.21 40 294 3.9 159 189 67 378 21 30
2016.207.45.016.070.21 45 294 3.9 174 174 33 382 21 30
2016.207.50.016.077.21 50 294 3.9 189 159 0 384 116 30
2016.207.55.016.087.21 55 294 4.3 169 118 0 359 110 30
2016.207.60.016.100.21 60 294 4.8 147 85 0 339 115 30

* Retraction force values correspond to the spring-generated retraction force at the working point

The forces F,, Fy,as well as F;, Fy;act on the tool environment at maximum working force F,,.
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Order number [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [©] [mm] [mm] [mm] [mm]
2016.207.00.020.032.21 340 200 300 101 120 290.8 340 217.8 190 4 3358 0 50 - 245 50 482
2016.207.05.020.035.21 340 200 300 101 120 290.1 340 232.1 190 4 3428 5 45 - 223 50 535
2016.207.10.020.038.21 340 200 300 107.2 120 292.3 340 2413 190 4 3514 10 40 - 248 50 527
2016.207.15.020.042.21 340 200 300 114.7 120 285.3 340 250.3 190 4 3502 15 35 - 293 50 52.0
2016.207.20.020.046.21 340 200 300 118.4 120 289 340 261 190 4 3571 20 30 - 340 50 522
2016.207.25.020.050.21 340 200 300 123.2 120 2904 340 2324 190 4 3603 25 25 - 388 50 527
2016.207.30.020.054.21 340 200 300 129.4 120 293.3 340 2453 190 4 3636 30 20 543 - 50 442
2016.207.35.020.059.21 340 200 300 136.4 120 290.6 340 2576 190 4 3613 35 15 59.0 - 50 46.8
2016.207.40.020.064.21 350 200 300 144.5 120 284.3 340 269.3 190 4 3557 40 10 643 - 50 50.0
2016.207.45.020.070.21 365 200 300 153.7 120 280.2 340 280.2 190 4 3518 45 5 704 - 50 542
2016.207.50.020.077.21 355 200 300 163.7 120 275.3 340 290.3 190 4 3474 50 0 778 - 50 59.6
2016.207.55.020.087.21 372 200 300 170 120 275.7 340 307.7 190 6 3424 55 0 872 - 50 714
2016.207.60.020.100.21 385 200 300 180.3 120 271.3 340 316.3 190 6 3368 60 0O 1000 - 50 86.6

* Values rounded

Mounting cam base:

Hexagon socket head cap screws DIN EN ISO 4762

Dowel pins DIN EN ISO 8735

Mounting cam driver:

Hexagon socket head cap screws DIN EN ISO 4762

Dowel pins DIN EN ISO 8735

4x M16 / Strength class min. 8.8
2x 916

4x M16 / Strength class min. 8.8
2x 916

Subject to alterations
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Servicio de Att. al C

AERIAL ECO LINE
2016.207.L11.020.
PARTS LIST

Position Piece Designation Material spare part
1 1 Body

2 1 Driver

3 1 Base

4.1 1 Clamp, left X
4.2 1 Clamp, right X
5.1 1 Positive return, left X
5.2 1 Positive return, right X
6

7 2 Sliding plate Bronze with solid lubricant X
8

9 2 Sliding plate Steel X
10 2 Sliding plate Steel X
11

12

13 1 Gas spring X
14 1 Stop plate X
15 1 Stop piece X
16 1 Lockout system X
17 1 Slide pad Bronze with solid lubricant X
18

19 1 Centre guide Bronze with solid lubricant X
20 1 Damper X
21

22 2 Feather key X
23 4 Feather key X
24 1 Feather key X
25

26

27

28 2 Spacer X

For inquiries or when ordering spare parts (x), we require the following data:
e Cam unit order no.

e Cam unit serial no.

e |tem number / Designation / Spare part
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AERIAL ECO LINE
2016.207.11.020.

SYSTEM AND SURROUNDING FORCES

Servicio de Att. al (

@ Fw Fg” Fr Fio Frs Fus H, Hy
Order number ] [kN] [kN] [kN] [kN] [kN] [kN] [mm] [mm]
2016.207.00.020.032.21 0 353 8.5 0 296 353 296 15 30
2016.207.05.020.035.21 5 353 8.5 26 295 326 326 23 30
2016.207.10.020.038.21 10 353 8.6 51 292 296 353 28 30
2016.207.15.020.042.21 15 353 8.6 77 286 264 377 30 30
2016.207.20.020.046.21 20 353 8.6 101 278 230 399 60 30
2016.207.25.020.050.21 25 353 8.6 125 268 195 418 21 30
2016.207.30.020.054.21 30 353 8.6 148 257 158 433 21 30
2016.207.35.020.059.21 35 353 8.6 170 243 119 445 21 30
2016.207.40.020.064.21 40 353 8.6 190 227 80 454 21 30
2016.207.45.020.070.21 45 353 8.6 209 209 40 459 21 30
2016.207.50.020.077.21 50 353 8.6 227 190 0 461 116 30
2016.207.55.020.087.21 55 353 9.5 202 142 0 431 110 30
2016.207.60.020.100.21 60 353 10.7 177 102 0 408 115 30

* Retraction force values correspond to the spring-generated retraction force at the working point

The forces F,, Fy,as well as F;, Fy;act on the tool environment at maximum working force F,,.
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Order number [(mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [[] [mm] [mm] [mm] [mm]
2016.207.00.030.038.21 328 300 375 118 160 278 320 195 190 20 313.0 0 50 - 295 60 59.3
2016.207.05.030.042.21 320 300 375 121.1 160 280.5 320 2105 190 20 3250 5 45 - 189 60 639
2016.207.10.030.046.21 324.1 300 375 1255 160 286.2 320 226.2 190 20 338.6 10 40 - 241 60 634
2016.207.15.030.050.21 325.8 300 375 131.3 160 286.9 320 2419 190 20 346.1 15 35 - 291 60 63.8
2016.207.20.030.055.21 327 300 375 138.4 160 287.4 320 2024 190 20 3524 20 30 - 347 60 637
2016.207.25.030.060.21 334.7 300 375 142 160 2945 320 2195 190 20 362.0 25 25 - 403 60 64.8
2016.207.30.030.065.21 327.8 300 375 146.7 160 287.5 320 2325 190 20 357.4 30 20 65.1 - 60 53.1
2016.207.35.030.070.21 345.5 300 375 1555 160 294.4 320 2494 190 20 365.3 35 15 708 - 60 56.1
2016.207.40.030.077.21 303.5 300 375 160.1 160 285.8 320 260.8 190 20 356.9 40 10 77.1 - 60 60.0
2016.207.45.030.084.21 349.7 300 375 168.6 160 2859 320 2789 190 20 3564 45 5 845 - 60 650
2016.207.50.030.079.21 355 300 375 186.1 160 265 320 300 190 25 3479 50 0 793 - 51 608
2016.207.55.030.088.21 405 300 375 210.5 160 2525 320 337.5 190 10 3472 55 0 889 - 51 728
2016.207.60.030.102.21 405 300 375 224.7 160 262.8 320 347.8 190 10 356.0 60 0 1020 - 51 88.3

* Values rounded

Mounting cam base:

Hexagon socket head cap screws DIN EN ISO 4762

Dowel pins DIN EN ISO 8735

Mounting cam driver:

Hexagon socket head cap screws DIN EN ISO 4762

Dowel pins DIN EN ISO 8735

4x M20 / Strength class min. 8.8
2x 016

4x M20 / Strength class min. 8.8
2x 920

Subject to alterations
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Servicio de Att. al (

AERIAL ECO LINE
2016.207.1.030.
PARTS LIST

Position Piece Designation Material spare part
1 1 Body

2 1 Driver

3 1 Base

4.1 1 Clamp, left X
4.2 1 Clamp, right X
5.1 1 Positive return, left X
5.2 1 Positive return, right X
6

7 4 Sliding plate Bronze with solid lubricant X
8 1 Sliding plate Bronze with solid lubricant X
9 2 Sliding plate Steel X
10 2 Sliding plate Steel X
11 1 Sliding plate Steel X
12

13 2 Gas spring X
14 1 Stop plate X
15 1 Stop piece X
16 1 Lockout system X
17 1 Slide pad Bronze with solid lubricant X
18

19 1 Centre guide Bronze with solid lubricant X
20 3 Damper X
21 X
22 2 Feather key X
23 4 Feather key X
24

25

26

27

28 2 Spacer X

For inquiries or when ordering spare parts (x), we require the following data:
e Cam unit order no.

e Cam unit serial no.

e |tem number / Designation / Spare part
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AERIAL ECO LINE
2016.207.11.030.

SYSTEM AND SURROUNDING FORCES

Servicio de Att. al (

@ Fw Fg” Fr Fio Frs Fus H, Hy
Order number ] [kN] [kN] [kN] [kN] [kN] [kN] [mm] [mm]
2016.207.00.030.038.21 0 451 16.9 0 378 451 378 30 45
2016.207.05.030.042.21 5 451 17.0 33 377 416 416 35 45
2016.207.10.030.046.21 10 451 17.0 66 373 378 451 40 45
2016.207.15.030.050.21 15 451 17.1 98 366 338 482 55 45
2016.207.20.030.055.21 20 451 17.1 129 356 294 510 25 45
2016.207.25.030.060.21 25 451 17.1 160 343 249 534 25 45
2016.207.30.030.065.21 30 451 17.1 189 328 201 553 30 45
2016.207.35.030.070.21 35 451 171 217 310 152 569 30 45
2016.207.40.030.077.21 40 451 17.1 243 290 102 580 30 45
2016.207.45.030.084.21 45 451 171 268 268 51 586 30 45
2016.207.50.030.079.21 50 451 16.3 290 243 0 589 170 45
2016.207.55.030.088.21 55 451 17.9 259 181 0 551 170 45
2016.207.60.030.102.21 60 451 20.1 226 130 0 521 150 45

* Retraction force values correspond to the spring-generated retraction force at the working point

The forces F,, Fy,as well as F;, Fy;act on the tool environment at maximum working force F,,.
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AERIAL ECO LINE
2016.207.L11.040.

SIZE TABLE

Servicio de Att. a

A

= 4% o 9,
| RN
Z 0
0
A
AT \F,f?‘*
-,I!‘__H___%mh
L B H H Hy L L L L L D a B Sy S S S
Order number [(mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [°] [©] [mm] [mm] [mm] [mm]
2016.207.00.040.038.21 328 400 375 118 160 278 320 195 190 20 3130 O 50 - 295 60 59.3
2016.207.05.040.042.21 320 400 375 121.1 160 280.5 320 2105 190 20 3250 5 45 - 189 60 639
2016.207.10.040.046.21 324.1 400 375 1255 160 286.2 320 226.2 190 20 3386 10 40 - 241 60 634
2016.207.15.040.050.21 325.8 400 375 131.3 160 286.9 320 2419 190 20 3461 15 35 - 291 60 63.8
2016.207.20.040.055.21 327 400 375 138.4 160 287.4 320 2024 190 20 3524 20 30 - 347 60 63.7
2016.207.25.040.060.21 334.7 400 375 142 160 2945 320 2195 190 20 3620 25 25 - 403 60 64.8
2016.207.30.040.065.21 327.8 400 375 146.7 160 287.5 320 2325 190 20 357.4 30 20 651 - 60 53.1
2016.207.35.040.070.21 345.5 400 375 1555 160 294.4 320 2494 190 20 3653 35 15 708 - 60 56.1
2016.207.40.040.077.21 303.5 400 375 160.1 160 285.8 320 260.8 190 20 3569 40 10 771 - 60 60.0
2016.207.45.040.084.21 349.7 400 375 168.6 160 2859 320 2789 190 20 356.4 45 5 845 - 60 650
2016.207.50.040.079.21 355 400 375 186.1 160 265 320 300 190 25 3479 50 0 793 - 51 608
2016.207.55.040.088.21 405 400 375 210.5 160 2525 320 337.5 190 10 3472 55 0 889 - 51 728
2016.207.60.040.102.21 405 400 375 224.7 160 262.8 320 347.8 190 10 356.0 60 0 1020 - 51 883

* Values rounded

Mounting cam base:

Hexagon socket head cap screws DIN EN ISO 4762

Dowel pins DIN EN ISO 8735

Mounting cam driver:

Hexagon socket head cap screws DIN EN ISO 4762

Dowel pins DIN EN ISO 8735

4x M20 / Strength class min. 8.8
2x 016

4x M20 / Strength class min. 8.8
2x 920

Subject to alterations
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AERIAL ECO LINE
2016.207.L11.040.
PARTS LIST

Position Piece Designation Material spare part
1 1 Body

2 1 Driver

3 1 Base

4.1 1 Clamp, left X
4.2 1 Clamp, right X
5.1 1 Positive return, left X
5.2 1 Positive return, right X
6

7 4 Sliding plate Bronze with solid lubricant X
8 1 Sliding plate Bronze with solid lubricant X
9 2 Sliding plate Steel X
10 2 Sliding plate Steel X
11 1 Sliding plate Steel X
12

13 2 Gas spring X
14 1 Stop plate X
15 1 Stop piece X
16 1 Lockout system X
17 1 Slide pad Bronze with solid lubricant X
18

19 1 Centre guide Bronze with solid lubricant X
20 3 Damper X
21 X
22 2 Feather key X
23 4 Feather key X
24

25

26

27

28 2 Spacer X

For inquiries or when ordering spare parts (x), we require the following data:
e Cam unit order no.

e Cam unit serial no.

e |tem number / Designation / Spare part

Subject to alterations ! Fl BFI'D 257




AERIAL ECO LINE
2016.207.11.040.

SYSTEM AND SURROUNDING FORCES

Servicio de Att

@ Fw Fe’ Fr Fio Frs Fus H, Hy
Order number ] [kN] [kN] [kN] [kN] [kN] [kN] [mm] [mm]
2016.207.00.040.038.21 0 451 16.9 0 378 451 378 30 45
2016.207.05.040.042.21 5 451 17.0 33 377 416 416 35 45
2016.207.10.040.046.21 10 451 17.0 66 373 378 451 40 45
2016.207.15.040.050.21 15 451 17.1 98 366 338 482 55 45
2016.207.20.040.055.21 20 451 17.1 129 356 294 510 25 45
2016.207.25.040.060.21 25 451 17.1 160 343 249 534 25 45
2016.207.30.040.065.21 30 451 17.1 189 328 201 553 30 45
2016.207.35.040.070.21 35 451 171 217 310 152 569 30 45
2016.207.40.040.077.21 40 451 17.1 243 290 102 580 30 45
2016.207.45.040.084.21 45 451 171 268 268 51 586 30 45
2016.207.50.040.079.21 50 451 16.3 290 243 0 589 170 45
2016.207.55.040.088.21 55 451 17.9 259 181 0 551 170 45
2016.207.60.040.102.21 60 451 20.1 226 130 0 521 150 45

* Retraction force values correspond to the spring-generated retraction force at the working point

The forces F,, Fy,as well as F;, Fy;act on the tool environment at maximum working force F,,.
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