5.3 - Cable y accesorios de acero

Servicio de

Cancamo macho DIN 580 ANI-M

Cédigo  Referencia A B c b E F

79-480  ANI-M-MO06 Me 20 36 20 6 8
79-482  ANI-M-M08 M8 20 36 20 6 8
79-484  ANI-M-M10 M0 25 45 25 8 10
79-486  ANI-M-M12 M12 30 5% 30 10 12
79-487  ANI-M-M14 M14 30 5% 30 10 12
79-488  ANI-M-M16 M16 35 63 3 12 14
79-489  ANI-M-M18 M18 35 63 3 12 14
79-490  ANI-M-M20 M20 40 7240 14 16
79-491  ANI-M-M22 M22 40 72 40 14 16
79-492  ANI-M-M24 M24 50 90 50 18 20

L@

(kg)

10 36 13 0,060 25
10 36 13 0,060 25
12 45 17 0,110 25
14 53 205 0,170 25
14 53 205 0,170 25
16 62 27 0310 10
16 62 27 0,480 10
19 71 30 0,480 20
19 71 30 0,480 20
24 90 36 0,900 1

(mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm)

Cancamo hembra DIN 582 ANI-H

Cédigo  Referencia ( B ¢ p E

79-500 ANI-H-M06 M6 20 36 20 85
79-502  ANI-H-M08 M8 20 36 20 8,5
79-504  ANI-H-M10 M10 25 45 25 10
79-506  ANI-H-M12 M12 30 54 30 1
79-507  ANI-H-M14 M14 30 9% 30 "
79-508  ANI-H-M16 M16 35 63 35 13
79-509  ANI-H-M18 M18 35 63 ES 13
79-510  ANI-H-M20 M20 40 72 40 16
79-511  ANI-H-M22  M22 40 72 40 16
79-512  ANI-H-M24  M24 50 90 50 20

F G H @ @

(kg)
8 10 36 0060 25
8 10 36 0,060 25
10 12 45 0,100 25
12 14 53 0,170 20
12 14 53 0,150 20
14 16 62 0260 20
14 16 62 0240 20
16 19 71 0,410 20
16 19 71 0360 20
20 24 90 0,750 20

A
mm)  (mm) (mm) (mm] (mm) (mm) (mm) (mm)

Gancho fijo elevacion con pestillos.

Acero al carbono GAN-C

B C E G H

L . A
Cédigo Referencia (mm) (mm) (mm) (mm) (mm) (mm)

79-516 GAN-C-08 19 10 30 3215 80
79-518 GAN-C-10 23 12 32 82 230 93
79-520 GAN-C-1,6 27 13 35 93 230 103
79-522 GAN-C-20 30 16 38 105 240 117
79-524 GAN-C-32 38 19 46 125 265 145
79-526 GAN-C-50 50 24 60 168 400 182

| L ‘
(mm)  (mm) [C?g? (kg) @
150 110 0,260 800 10
175 125 0,350 1.000 10
205 142 0,620 1.600
220 165 0,930 2.000
285 240 1,730 3.200
350 255 3420 5.000

Gancho giratorio elevacion con pestillos. Acero al carbono GAN-C

©GAYNER

Cédigo Referencia B ¢ D E F ©

79-528 GAN-G-08 32 10 34 64 25 73 25
79-529 GAN-G-10 38 13 34 8 34 81 27
79-530 GAN-G-1,6 46 16 42 99 38 92 29
79-531 GAN-G-20 50 18 47 110 48 104 32
79-532 GAN-G-32 57 20 55 127 54 125 38
79-533 GAN-G-50 68 26 59 146 60 166 48

A
(mm] (mm) (mm) (mm) (mm] (mm] (mm) (mm) (mm) (mm)

HIL@‘@

(kg) (kg

140 77 142,0 0,450 800 1
160 86 1700 0,770 1.000 1
190 94 1975 1,220 1.600 1
215 106 2195 1,510 2.000 1
285 133 2620 2480 3200 1
350 167 3150 6,060 5000 1
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