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Servicio de Att. al Clie|

FITTINGS
INOXIDABLES
STAINLESS
STEEL FITTINGS

Toda nuestra gama en:

1 - Fitting inoxidable Clase 150 que cumple la Norma
ISO 4144, en lo que respecta a la gama basica,
dimensiones, espesores y pesos.

2 - Fitting Camlock

3 - Y racores con bicono acero inoxidable.

All our range in:

1 - Stainless steel fitting, 150 class in compliance with
ISO 4144, regarding the basic range, measurements,
thicknesses and weights.

2 - Camlock fittings.

3 - Stainless steel compression fitting.







FITTING INOXIDABLE CLASE 150 /
STAINLESS STEEL FITTING, 150 CLASS

G=NEBRE

CcODIGO MEDIDA
CODE SIZE

Servicio de

. BOLSA
UNIT BAG

Ref.0090 - 0090N

Codo 902 H-H

o Iu- 0090 02 1/4" 15
También disponible con rosca NPT (Ref. 0090N).
0090 03 3/8" 15
90° elbow F-F 0090 04 12" 15
Also available with NPT thread (Ref. 0090N).
0090 05 3/4" 20
Medida/Size (R) | A A 0090 06 " 15
1/4" 19 0090 07 11/4" 5
3/8" 23 .
2 57 Vs 0090 08 11/2 5
3/4" 32 = 0090 09 24 4
1" 38
11/4" 45 . 0090 10 21/2" 1
12 48 0090 11 7 1
2" 57 3
21/2" 69 0090 12 4" 1
3 78 R”
4" 96
Codq90_9 M-H 0092 02 /4" 10
También disponible con rosca NPT (Ref. 0092N).
0092 03 3/8" 10
90° elbow M-F 0092 04 12" 15
Also available with NPT thread (Ref. 0092N).
0092 05 3/4" 10
Medida/Size (R)| A | B B 0092 06 1" 10
/4" 19 27 0092 07 11/4" 5
3/8" 23 29
v 57 35 /’ 0092 08 11/2 5
3/4" 32 | 40 =11 0092 09 v 2
1 38 | 46
11/4" 45 54 ' 0092 10 21/2" 1
11/2" 48 57 0092 11 3" 1
2" 57 70
21/2" 69 83 R 009212 4" 1
3" 78 94
4" 96 | 115
Codo 45° H-H 0120 02 /4"
También disponible con rosca NPT (Ref. 0120N).
0120 03 3/8"
o
45°elbow F-F 0120 04 1/2" 15
Also available with NPT thread (Ref. 0120N).
0120 05 3/4" 10
Medida/Size (R)| A 0120 06 1" 10
/4" 17 0120 07 11/4" 5]
3/8" 19 .
V2 2 0120 08 17/ 5
3/4" 25 0120 09 2 2
1 29
11747 33 0120 10 21/2" 1
11/2" 37
2" 42
21/2" 49
TeigualH 0130 02 /4 10
También disponible con rosca NPT (Ref. 0130N).
0130 03 3/8" 10
Equaltee F 0130 04 172" 25
Also available with NPT thread (Ref. 0130N).
0130 05 3/4" 20
Medida/Size (R) | A 0130 06 1" 15
/4" 19 0130 07 11/4" 5
3/8" 23 Y
Vo 57 0130 08 11/2 5
3/4" 32 0130 09 2 4
1" 38
11/4" 45 0130 10 21/2" 1
11/2" 48 0130 11 3" 1
2" 57
21/2" 69 0130 12 4" 1
3" 78
4" 96
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Servicio de

LINEA INDUSTRIAL / /NDUSTRIAL LINE

FITTING INOXIDABLE CLASE 150 /

STAINLESS STEEL FITTING, 150 CLASS EEEE
Entronque soldar-M 0149 02 1/4n 10

Welding-M nipple 0149 03 3/8" 10
0149 04 /2" 25
Medida/Size (R)| B E L B 0149 05 3/4" 20
| /4" 137 | 224 | 30 -
| e T as 30 0149 06 1 10
\ /2" 213 | 2,77 | 35 0149 07 11/4" 5
3/4" 26,7 | 2,87 | 40 4 E "
= 34338 [ 40 0149 08 11/2 5
11/4" 422 | 356 | 50 r 0149 09 2" 2
11/2" 483 | 368 | 50
> 503 | 301 | 50 0149 10 21/2" 1
21/2" 76,1 | 516 60 0149 N 3" 1
3 889 | 549 | 70
4" 143 | 602 | 80 R 0149 12 4" 1

REMIOIS0 Entronque macho-macho 50 62 @40 Py

Longipple male-male 0150 03 040 3/8"
0150 04 060 /2" 10
Medida/Size (R) | B E L e = 0150 05 060 3/4" 10
1/4" 137 | 224 | 40 »
3/8" 71 2,31 20 0150 06 060 1 10
/2" 213 | 277 | 60 0150 07 080 11/4" 5}
3/4" 26,7 | 287 | 60
1,, 33.4 | 338 | 60 3 0150 08 080 11/2" 5
11/4" 42,2 | 356 | 80 n > 0150 09 100 2! 2
11/2" 483 | 368 | 80
o 60,3 | 3,91 | 100 0150 10 100 21/2" 1
21/2" 761 | 516 | 100 0150 11120 30 1
3" 88,9 | 549 | 120
4" 14,3 | 6,02 | 150 0150 12 150 4" 1
R
Cuz 0180 02 1/4"
También disponible con rosca NPT (Ref. 0180N).
0180 03 3/8"
Cross ) 0180 04 1/2" 10
Also available with NPT thread (Ref. O18ON).
0180 05 3/4" 10
Medida/Size (R) | A 018006 T s
/4" 19 0180 07 11/4" 5
3/8" 23
2 27 0180 08 11/2" 5
3/4" 32 0180 09 24 2
1 38 4
11/4" 45
11/2" 48
8 2" 57
L
02
m K=
L=
[al's
X o
ou
Z 5
n Y M . duccié
0Q anguito reduccién 02400201  1/4" x 1/8" 10
Z 4 También disponible con rosca NPT (Ref. 0240N).
= < 0240 03 02 3/8" x 1/4" 10
=X Reducing socket 02400402  1/2"x1/4" 15
L oun Also available with NPT thread (Ref. 0240N).
v 0240 04 03 1/2" x 3/8" 15
(@) Medida/Size (R1XR2) | A T 02400504 3/4"x1/2" 10
1/4" x1/8" 10 0240 06 05 1" x 3/4" 5]
3/8" x 1/4" 10 "
V2 X /A" 5 o b 02400706  11/4"x1 5
1/2" x 3/8" 15 0240 08 06 11/2" x 1" 5}
3/4" x1/2" 10
1" x 3/4" 5 024008 07  11/2"x11/4" 5}
11/4" x 1 5 02400908  2"x11/2" 2
11/2" x 1" 5 L
11/2" x 11/4" 5 024010 09 21/2" x 2" 1
2" x11/2" 2
21/2" x 2" 1
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FITTING INOXIDABLE CLASE 150 /
STAINLESS STEEL FITTING, 150 CLASS

CcODIGO MEDI
CODE sl

Servicio de Att.

NID. BOLSA
UNIT BAG

Ref.0241 - 0241N Reduccion

o 024102 01 1/4" x 1/8" 10
También disponible con rosca NPT (Ref. 0241N).
024103 02 3/8" x 1/4" 10
Reducing socket 02410402  1/2"x1/4" 15
Also available with NPT thread (Ref. 024IN).
024104 03 1/2" x 3/8" 15
Medida/Size (RIXR2)| L | S R2 02410503 3/4"x 3/8" 15
1/4" x1/8" 145] 15 S 024105 04 3/4" x1/2" 15
3/8" x 1/4" 16 | 18
/27 x1/a" 95 23 X 024106 04 1" x1/2" 10
1/2" x 3/8" 19,5 23 024106 05 1" x 3/4" 10
3/4" x 3/8" 21 | 28
3/4" x1/2" 21 | 28 | 024107 05 11/4" x 3/4" 5
1" x1/2" 24 | 35 | 024107 06 11/4" x 1" 5
1" x 3/4" 24 | 35 !
11/4" x 3/4" 27 | 44 R 0241 08 06 11/2" x 1" 5]
Tva x 1 27 | 44 02410807  11/2" x11/4" 5
11/2"x1" 27 | 50
11/2" x11/4" 27 | 50 024109 06 2" x 1" 2
2" x1" 32 | 62 " "
> X110 SRR 024109 07 2" x 11/ 2
2" x11/2" 32 | 62 024109 08 2" x11/2" 2
21/2"x 2" 34 | 77
3,,1 5 f/z,, 375190 024110 09 21/2" x 2" 1
02411110 3" x21/2" 1
Machén reducido 02450201  1/4"x1/8" 10
Reducing nipple 0245 03 02 3/8" x 1/4" 10
0245 04 02 1/2" x 1/4" 15
Medida/Size (RIXR2)| L | S Rz 02450403  1/2" x 3/8" 15
/4" x 1/8" 225 15
3//8"1 1// 0 265 18 { 02450504  3/4"x1/2" 10
1/2" x 1/4" 30 | 23 | 0245 06 04 1" x1/2" 10
1/2" x 3/8" 30,5] 23
3/ xx V2 355 28 8 — 0245 06 05 1" x 3/4" 10
1" x1/2" 385| 35 024507 05 11/4" x 3/4" 5
1" X 3/4" 395] 35
11/4" x 3/4" 425| 44 0245 07 06 11/4" x 1" 5
11/4" x1" 45 | 44 0245 08 06 11/2" x 1" 5
11/2" x1" 45 | 50
11/2" x11/4" 475] 50 02450807 11/2"x11/4" 5
2" x11/4" 525| 62 o "
TR 2262 0245 09 07 2" x 11/ 2
0245 09 08 2" x11/2" 2
Manguito liso H-H 0270 02 1/4m 15
También disponible con rosca NPT (Ref. 0270N).
0270 03 3/8" 15
Socket F-F 0270 04 1/2" 25
Also available with NPT thread (Ref. 0270N).
0270 05 3/4" 20
Medida/Size (R) | E L E 0270 06 1" 15
1/4" 165 | 24 0270 07 11/4" 5
3/8" 20 | 25 !
Vo 245 32 | 0270 08 11/2" 5
3/4" 30 | 35 i 0270 09 2 4
T 375 | 41
11/4" 46,5 | 45 0270 10 21/2" 1
11/2" 53 45 | 02701 g 1
2" 655 | 54 |
21/2" 82 | 63
3 955 | 69 !
R
Machén 0280 02 174" 25
También disponible con rosca NPT (Ref. 0280N).
0280 03 3/8" 25
Nlpple' ) 0280 04 /2" 25
Also available with NPT thread (Ref. 0280N).
0280 05 3/4" 20
R "
Medida/Size (R) | L s 0280 06 ! 15
/4" 25 | 15 | 0280 07 11/4" 5
3/8" 27 | 18 | .
V2 34 23 5 0280 08 11/2" 5
3/4" 365 | 28 \m 0280 09 2 4
1 42 | 35
11/4" 475 | 44 _ 0280 10 21/2" 1
11/2" 475 | 50 [
2" 57 | 62 |
21/2" 61 77 i
3" 675 | 90
R
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Servicio de

LINEA INDUSTRIAL / /NDUSTRIAL LINE

FITTING INOXIDABLE CLASE 150 /

STAINLESS STEEL FITTING, 150 CLASS EEEE
Racor pasamuros —— Eye p

Rosca ISO 228/1.

0285 04 /2" 10
Wall connector 0285 05 3/4" 10
1SO 228/1 thread.
0285 06 " 10
Medida/Size(R) | L | S S \ 28007 14 2
/8" 26 | 27 0285 08 11/2" S
1/2" 57 32 T—
Y T 0285 09 a 2
G 69 | 46 S !
11/4" 69 55
11/2" 70 | 60 =
2" 82 75 |
R

Ref.0290 - 0290N 5
ef.0290 - 0290 Tapén 0290 02 1/4" 10

También disponible con rosca NPT (Ref. 0290N).

0290 03 3/8" 10
Plug ) 0290 04 1/2" 15
Also available with NPT thread (Ref. 0290N).
0290 05 3/4" 10
Medida/size (R)[ L s S 0290 06 ” 10
/4" 14,5 | 15 VI 0290 07 11/4" 5
3/8" 6 | 18 ) -
/2 95 | 23 0290 08 11/2 5
34 21 | 28 = 0290 09 2 2
1 24 | 35
11/4" 27 44 I 0290 10 21/2" 1
|
1V 27 | 50 ] 0290 11 3 1
2" 32 | &2
21/2" 34 | 77 R
3" 375 | 90
Tapa 0300 02 1/a 10
También disponible con rosca NPT (Ref. 0300N).
0300 03 3/8" 10
Cap . 0300 04 172" 15
Also available with NPT thread (Ref. 0300N).
0300 05 3/4" 10
Medida/sizeR)] L | s | S | 0300 06 1 5
1/4" 14 | 18 L 0300 07 11/4" 5
%] 3/8" 14,5 | 20
we /2" 185 | 25 - 0300 08 11/2" 5
5 )
Q= 3/4" 195 | 30 | 0300 09 & 2
<= 1 225] 38 £
oy 11/4" 255 47 030010 21/2" 1
< 11/2" 255 [ 53 R 0300 1M 3" 1
©) W 2" 30 | 66
Z 5 21/2" 35 | 82 0300 12 4 1
w9 3 385 96
O Q 4" 45 | 122
Z ~
£2
=N
TR

04

Ref. 0312
Tuerca 0312 02 /4"

Nut 0312 03 3/8" 5
0312 04 1/2" 15
Medida/Size (R) 0312 05 3/4" 10

L Ey |
/4" 7 ] o
e oy \E ]: }:@ JI 0312 06 1 10
/2" 8 30 0312 07 11/4" 5]
9
9

3/4" 34 l

T 23 & 0312 08 11/ 5
1174 n| 52 0312 09 2 2
11/2" 12 58

2" 13 72
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G=NEBRE

FITTING INOXIDABLE CLASE 150 / ,
STAINLESS STEEL FITTING, 150 CLASS EEEE
Enlace 3 piezas H-H T

También disponible con rosca NPT (Ref. 0340N).

0340 03 3/8"
Union 3 pieces F-F 0340 04 1/2" 15
Also available with NPT thread (Ref. 0340N).
0340 05 3/4" 10
Medida/Size (R)| L | 51 52 R QB2 €3 L Lo
1/4" 335117129 | o, 0340 07 11/4" 5
3/8" 36,5| 20 | 34
o 39525 39 0340 08 11/2" 5
3/4" 425[30] 47 | S2 i 0340 09 2" 2
1" 50 [ 38 58
11/4" 54 | 47| 67 034010 21/2" 1
11/2" 58 | 53| 76 1 0340 11 3" 1
2" 65 [ 66 | 90
21/2" 75 | 82 [109 R
3" 83 [ 96 [ 123
Ref.0341 - 0341N :
_ Enlace 3 piezas M-H 034102 /4"
También disponible con rosca NPT (Ref. 0341N).
034103 3/8"
Union 3 pieces M-F 034104 12" 10
Also available with NPT thread (Ref. 034IN).
034105 3/4" 10
Medida/size (R)| L | s1 | s2 R O] C1F L 1O
1/4" 44 [ 17 | 29 034107 11/4" 5
3/8" 475] 20 | 34
V2 54 | 25 | 39 034108 11/2" 5}
3/4" 58 | 30 | 47 1 034109 2" 2
1" 68 | 38 | 58
Ti/4" 745 47 | 67 . ! - 034110 21/2" 1
11/2" 785 53 | 76 f 03411 3" 1
2" 90 | 66 | 90
21/2" 102 | 82 [ 109 i
3" 13 | 96 | 123 f
R

Ref.0399 - 0399N Entronque manguera 0399 02 1/ 10

(%)
ooare T O
También disponible con rosca NPT (Ref. 0399N). L_l]l 2z
0399 03 3/8" 10 mR
. =
Hose nipple 0399 04 1/2" 15 g Ty
Also available with NPT thread (Ref. 0399N). =2
0399 05 3/4" 10 é W
" ~
Medida/Size (R)| L D s B o OFER) OFF [ 10 Z5
ar 25| 9 | 15 0399 07 11/4" 5 Va3
3/8" 49 | 15 | 18 't 9y
e S5 15 | 22 | 0399 08 11/2" 5 Zy
3/4" 66 | 20 | 28 ! 0399 09 o 2 }}: <
1 76 | 27 | 35 Lo
T 7o |35 [ 42 3 039910 21/2" 2 %
/2" 83 [ 395 50 : =] 039911 3 1 <
2" 92 | 52 | 62

21/2" 99 | 67 | 78 O

3" 1075 | 80 | 9 I
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FITTINGS INOXIDABLE
STAINLESS STEEL FITTINGS
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www.rodavigo.net

LINEA INDUSTRIAL / /NDUSTRIAL LINE

RACORD CAMLOCK / CAMLOCK FITTING

CcODIGO ]
CODE

Servicio de Att. al Clien

. BOLSA
UNIT BAG

Ref.0400

e

Racor Tipo A: Camlock Macho - Rosca Hembra ISO 7-1 (EN

132

0400 04 /2" 1
10226-1).
Material AISI 316. Presién Max. de trabajo: 10 bar (150 PSI). 0400 05 3/4" 1
s 0400 06 1 1
Fitting Type A: Male Camlock - Female Thread ISO 7-1 (EN
10226-1). 0400 07 11/4" 1
Material AISI 316. Max. working pressure: 10 bar (150 psi). 0400 08 11/2" ]
Medida/Size(R) | D | L _‘g} 0400 09 2" 1
1/2" 238 | 36 0400 10 21/2" 1
3/4" 32 | 35
T 367 | 44 0400 M 3" 1
11/4" 455 | Sl e N o 0400 12 4" 1
11/2" 533 | 53
2" 63 | 60
21/2" 758 | 76
3" 915 | 67
4" 195 | 71 L
m :28;% 'I1'i)po B: Camlock Hembra - Rosca Macho 1SO 7-1 (EN 0410 04 1/2" 1
Material AISI 316. Presion Max. de trabajo: 10 bar (150 PSI). Junta NBR 0410 05 3/4" 1
incluida. 0410 06 i ]
Fitting Type B: Female Camlock - Male Thread ISO 7-1 (EN 0410 07 11/4" 1
10226-1). ) . 0410 08 11/2" 1
Material AISI 316. Max. working pressure: 10 bar (150 psi). Included NBR
gasket. 0410 09 2" 1
0410 10 21/2" 1
Medida/Size (R) | D L
2 243 | 44 0410 11 3" 1
3/4" 32,7 | 45 0410 12 4" 1
1" 377 | 54
11/4" 46 | 63
11/2" 54 | 67
2" 64 | 72
21/2" 76,8 | 84
3" 922 | 87
4" 1205] 89
Racor Tipo C: Camlock Hembra - Espiga manguera 0420 04 12 1
Material AISI 316. Presién Max. de trabajo: 10 bar (150 PSI). Junta NBR
incluida 0420 05 3/4" 1
s 0420 06 1 1
Fitting Type C: Female Camlock - Hose connector
Material AISI 316. Max. working pressure: 10 bar (150 psi). Included NBR 0420 07 11/4" 1
GrsifEt 5 0420 08 11/2" 1
Medida/size | D L d \ 0420 09 2" 1
1/2" 243 | 70 12 042010 21/2" 1
3/4" 327 ] 80 | 19 o
" 37, 94 25 04201 o7 1
11/4" 46 | 105 | 32 L = 0420 12 4 7
11/2" 54 | Mo | 385 .
2" 64 | 125 | 505
21/2" 76,8 | 133 | 65
3" 922 | 144 | 76
4" 1205 | 153 [100,5
T
d
:285:% 1;|)po D: Camlock Hembra - Rosca Hembra ISO 7-1 (EN 0430 04 12" 1
Material AISI 316. Presion Max. de trabajo: 10 bar (150 PSI). Junta NBR 0430 05 3/4" 1
incluida. 0430 06 " 1
Fitting Type D: Female Camlock - Female Thread ISO 7-1 (EN 0430 07 11/4" 1
10226-1). ) ) 0430 08 11/2" 1
Material AISI 316. Max. working pressure: 10 bar (150 psi). Included NBR
gasket. 0430 09 2" 1
D 043010 21/2" 1
Medida/Size (R) | D L 4"
12" 243 | 43 | 043011 3" 1
3/4" 327 | 44 — 0430 12 4 1
1" 377 | 54 (o]
11/4" 46 | 64
11/2" 54 | 66 I ; —
2" 64 | 73 Y}
21/2" 768 | 79 } \
K 922 | 82 b
4" 1205 | 85
R
AN
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G=NEBRE

RACORD CAMLOCK / CAMLOCK FITTING

CcODIGO ]
CODE

Servicio de Att. al Clien

. BOLSA
UNIT BAG

e

Ref.0460

Ref.0470

Racor Tipo E: Camlock Macho - Espiga manguera 0440 04 12 1
Material AISI 316. Presién Max. de trabajo: 10 bar (150 PSI)
0440 05 3/4" 1
Fitting Type E: Male Camlock - Hose connector 0440 06 1,, 1
Material AlSI 316. Max. working pressure: 10 bar (150 psi)
0440 07 11/4" 1
Medida/size| D [ L | d W 0440 08 1172 1
1//2" 238 | 73 1; . = 0440 09 o 1
3/4" 32 |88 1 | | | |
= % |97 | 25 ”/\UJ'L 044010 21/2 1
11/4" 455 13 | 32 L 0440 T 30 1
11/2" 53,5 | 118 | 385
& 63 [ 136 | 50,5 044012 4" 1
21/2" 758 | 140 | 65
3" 915 [ 153 | 76
4" 119,5 | 162 [100,5
Racor Tipo F: Camlock Macho - Rosca Macho ISO 7-1 (EN 0450 04 12" 1
10226-1).
Material AIS| 316. Presién Max. de trabajo: 10 bar (150 PSI). 0450 05 3/4" 1
. 0450 06 1 1
Fitting Type F: Male Camlock - Male Thread ISO 7-1 (EN
10226-1). 0450 07 11/4" 1
Material AlSI 316. Max. working pressure: 10 bar (150 psi). 0450 08 11/2" 7
0450 09 2" 1
Medida/Size (R) | D L .
/2" 238 | 49 - 0450 10 21/2 1
3/4" 32 | 50 0450 11 g 1
1 36,7 | 62
11/4" 455 | 7 a (24 0450 12 4" 1
11/2" 533 | 74 -
2" 63 | 84
21/2" 758 | 89
3" 915 | 92 L
4" 119,5 | 102
m Racor Tipo DC: Tapén Camlock Hembra 0460 04 1/2" 1
Material AISI 316. Presion Max. de trabajo: 10 bar (150 PSI). Junta NBR
incluida 0460 05 3/4" 1
— 0460 06 1" 1
Fitting Type DC: Female Camlock Plug.
Material AISI 316. Max. Working pressure:10 bar (150 psi). Included NBR 0460 07 11/4" 1
gasket. 0460 08 11/2" 1
D 0460 09 2" 1
Medida/Size D L .
2 243 | 37 046010 21/2 1
3/4" 327 | 44 0460 11 g 1
1" 377 | 50 o .
T1/4" 26 | 59 | » 0460 12 4 1
11/2" 54 | 59
2" 64 | 66
21/2" 76,8 | 66 L
E 922 | 71
4" 1205 | 75
w Racor Tipo DP: Tapén Camlock Macho 0470 04 12 1
Material AISI 316. Presion Max. de trabajo: 10 bar (150 PSI).
0470 05 3/4" 1
Fitting Type DP: Male Camlock Plug 0470 06 1 1
Material AlSI 316. Max. Working pressure:10 bar (150 psi).
0470 07 11/4" 1
\ "
Medida/Size D L 0470 08 1/ .
1/2" 238 35 0470 09 2" 1
3/4" 32 | 38 .,
0 367 | 43 = ] 047010 21/2 1
11/4" 455 55 0470 11 3 1
11/2" 533 | 55
2o 63 57 047012 4" 1
21/2" 758 | 62
3" 915 | 62
4" 19,5 | 65
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Servicio de

RACORD CAMLOCK / CAMLOCK FITTING

CcODIGO ME
CODE S

Ref.0480 w Junta para Racord Camlock 0480 04 1/2" 1
Material NBR
0480 05 3/4" 1
Camlock gasket. 0480 06 iy 1
Material NBR
y 0480 07 11/4" 1
Medida/Size | D d L @D e 2" !
1/2" 263 16 | 4 0480 09 2" 1
3/4" 349222 | 54 I m
11/4" 492 (345 63 0480 1M 3" 1
11/2" 556 | 413 | 6,3 D
Pl 66,7 50,8 | 6,3 QD12 il !
21/2" 79,4 | 603 | 6,3
3" 94,4762 ] 63
4" 123,8]1016 | 6,3

RACORES CON BICONO ACERO INOXIDABLE / STAINLESS STEEL COMPRESSION FITTING

Ref. 8401 Unién Tubo - Tubo (pulgada) Py p—— Ep—y—

: 5
Material AISI 316.
Presion méx. de trabajo: 315 bar. 840103 02 3/8" x 1/4" 5
. " 840103 03 3/8" x 3/8" 5
Union Tube - Tube (inch) 4 4
Material AlSI 316. 840104 02 /2" x1/4" -
Max. working pressure: 315 bar. 840104 03 1/2" x 3/8" 3
840104 04 1/2" x 1/2" &
Ref. 8401D "
h’;‘t::i';lwg% 5 Tubo (mm) 8401D 006 006 6x6 5
Presion max. de trabajo: 315 bar. 8401D 008 006 8x6 5
Union Tube - Tube (mm) 8401D 008 008 8x8 5
Material AlSI 316. 8401D 010 008 10x8 -
Max. working pressure: 315 bar.
8401D 010 006 10x6 =
8401D 010 010 10 x 10 -
8401D 012 006 12x6 &
(%) 8401D 012 008 12x8 3
O
b 8401D 012 010 12 %10 -
m K=
< = 8401D 012 012 12x12 3
[al's
X m
o
Z 5
88
Z3 R ol Codo Tubo - Tubo (pulgada) P 4
t 3 Material AISI 316.
i 'J) Presién max. de trabajo: 315 bar. 8402 03 03 3/8" x 3/8" 2
" 8402 04 04 12" x1/2" 1
< Elbow Tube - Tube (inch) iy
Material AlSI 316.
o Max. working pressure: 315 bar.
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RACORES CON BICONO ACERO INOXIDABLE /

STAINLESS STEEL COMPRESSION FITTING
Codo Tubo - Tubo (mm) 8402D 006 006 6x6 4

Material AlSI 316.
Presion max. de trabajo: 315 bar.

8402D 008 008 8x8 2
Elbow Tube - Tube (mm)
Material AISI 316, 8402D 010 010 10 x 10
Max. working pressure: 315 bar. 8402D 012 012 12 x12 1
Te Tubo - Tubo (pulgada) 8403 02 02 1/4" x 1/4" .
Material AlSI 316.
Presién max. de trabajo: 315 bar. 8403 03 03 3/8"x 3/8" 1
. 8403 04 04 1/2" x1/2" 1
Tee Tube - Tube (inch)
Material AlSI 316.
Max. working pressure: 315 bar.
Te Tubo - Tubo (mm)
Material AISI 316. 8403D 006 006 6x6 1
Presion max. rabajo: 31 r.
esion max. de trabajo: 315 bal 155D 685 668 - g
Tee Tube -Tube (mm) _
Material AISI 316. 8403D 010 010 10 x 10
Max. working pressure: 315 bar. 8403D 012 012 12 x12 1

Ref. 8404 Conector Rosca H (BSPP) - Tubo (pulgada) 8404 02 02 1/4" x 1/4"

Material AISI 316. Rosca: ISO 7-1 Rp
Presién max. de trabajo: 315 bar. 8404 03 02 3/8" x 1/4"

’ 8404 03 03 3/8" x 3/8"
Connector Thread F (BSPP) - Tube (inch) / /
Material AISI 316. Thread: ISO 7-1 Rp 8404 04 02 1/2" x 1/4" 1
Max. working pressure: 315 bar. 8404 04 03 1/2" x 3/8" 1
8404 04 04 1/2" x 1/2" 1

Ref. 8404N Conector Rosca H (NPT) - Tubo (pulgada) 8404N 02 02 1/47 x 1/4"

Material AlISI 316. Rosca: NPT ASME B 1.20.1.
Presién max. de trabajo: 315 bar. 8404N 03 02 3/8" x 1/4"

. 8404N 03 03 3/8" x 3/8"
Connector Thread F (NPT) - Tube (inch)
Material AlSI 316. Thread: NPT ASME B 1.20.1. 8404N 04 02 1/2" x 1/4" 1
Max. working pressure: 315 bar. 8404N 04 03 1/2" x 3/8" 1
8404N 04 04 1/2" x 1/2" 1
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STAINLESS STEEL FITTINGS
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RACORES CON BICONO ACERO INOXIDABLE /
STAINLESS STEEL COMPRESSION FITTING

Ref. 8404D

Ref. 8404ND

Ref. 8405

Ref. 8405
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Ref. 8405

Servicio de

CcODIGO ME
CODE S

ce

Conector Rosca H (BSPP) - Tubo (mm)

ce

o Fmi l

4 rm

g F“M

- 8404D 02 006 1/4" x 6 4
Material AISI 316. Rosca: ISO 7-1 Rp
Presion max. de trabajo: 315 bar. 8404D 03 006 3/8"x 6 3
8404D 03 008 3/8"x 8 3
Connector Thread F (BSPP) - Tube (mm) i
Material AlSI 316. Thread: ISO 7-1 Rp 8404D 03 010 3/8" x 10 -
Max. working pressure: 315 bar. 8404D 04 006 1/2" X 6 1
8404D 04 008 1/2" x 8 1
8404D 04 012 1/2" x 12 1
Conector Rosca H (NPT) - Tubo (mm) .
Material AIS| 316, Rosca: NPT ASME B 1.20.1. 8404ND 02006 1/4"x6 o
Presion max. de trabajo: 315 bar.
8404ND 03 006 3/8"x 6 3
Connector Thread F (NPT) - Tube (mm) .,
Material AlSI 316. Thread: NPT ASME B 1.20.1. 8404ND 03008 3/8"x8 3
Max. working pressure: 315 bar.
8404ND 03 010 3/8" x 10 -
8404ND 04 006 1/2" x 6 1
8404ND 04 008 1/2" x 8 1
8404ND 04 012 1/2" x 12 1
Conector Rosca M (BSPT) - Tubo (pulgada) 8405 02 02 1/4" x 1/4" 5
Material AlISI 316. Rosca: ISO 7-1R
Presion max. de trabajo: 315 bar. 8405 03 02 3/8" x1/4" 5
. 8405 03 03 3/8" x 3/8" 5
Connector Thread M (BSPT) - Tube (inch) /i /
Material AlSI 316. Thread: ISO 7-1R 8405 04 02 /2" x 1/4" 3
Max. working pressure: 315 bar. 8405 04 03 1/2" x 3/8" 3
8405 04 04 1/2" x 1/2" 3
Conector Rosca M (BSPT) - Tubo (mm) 8405D 02 006 14" x 6 5
Material AlISI 316. Rosca: ISO 7-1R
Presion max. de trabajo: 315 bar. 8405D 03 006 3/8"x 6 5
8405D 03 008 3/8"x 8 5
Connector Thread M (BSPT) - Tube (mm) /
Material AISI 316. Thread: ISO 7-1R 8405D 03 010 3/8" x 10 =
Max. working pressure: 315 bar. 8405D 04 010 1/2" x 10 ~
8405D 04 006 1/2" x 6 3
8405D 04 008 1/2" x 8 3
8405D 04 012 1/2" x 12 3
Conector Rosca M (NPT) - Tubo (pulgada) 8405N 02 02 1/4" x 1/4" 5
Material AISI 316. Rosca: NPT ASME B 1.20.1.
Presion méx. de trabajo: 315 bar. 8405N 03 02 3/8" x 1/4" 5
. 8405N 03 03 3/8" x 3/8" 5
Connector Thread M (NPT) - Tube (inch) ik
Material AlSI 316. Thread: NPT ASME B 1.20.1. 8405N 04 02 1/2" x1/4" 3
Max. working pressure: 315 bar. 8405N 04 03 1/2" x 3/8" 3
8405N 04 04 1/2" x 1/2" 3




Servicio de

G=NEBRE

RACORES CON BICONO ACERO INOXIDABLE /

STAINLESS STEEL COMPRESSION FITTING "
Conector Rosca M (NPT) - Tubo (mm)

Material AISI 316. Rosca: NPT ASME B 1.20.1. 8405ND 02 006 1/4" x 6 5
Presion max. de trabajo: 315 bar.

. R 8405ND 03 006 3/8"x 6 5
e ™ ‘ Connector Thread M (NPT) - Tube (mm) )
{ Material AISI 316. Thread: NPT ASME B 1.20.1. 8405ND 03008 3/8"x8 5
Max. working pressure: 315 bar.
8405ND 03 010  3/8" x 10 -
8405ND 04 006 1/2" x 6 3
8405ND 04 008 /2" x 8 3

8405ND 04 010 1/2" x 10 =

8405ND 04 012 1/2" x 12 3
Ref. 8406 Codo Rosca M (BSPT) - Tubo (pulgada) 8406 02 02 1/4" x 1/4" 4
Material AISI 316. Rosca: ISO 7-1R
= Presion max. de trabajo: 315 bar. 8406 03 02 3/8" x1/4" 2
3
: . 8406 03 03 3/8" x 3/8" 2
3 Elbow Thread M (BSPT) - Tube (inch) /813
z Material AISI 316. Thread: ISO 7-1R 8406 04 02 1/2" x 1/4" 1
§ Max. working pressure: 315 bar. 8406 04 03 1/2" x 3/8" 1
2
- 8406 04 04 1/2" x 1/2" 1
Codo Rosca M (NPT) - Tubo (pulgada) 8406N 02 02 1/4" x 1/4" 4
Material AISI 316. Rosca: NPT ASME B 1.20.1.
Presién max. de trabajo: 315 bar. 8406N 03 02 3/8" x1/4" 2
. 8406N 0303  3/8"x 3/8" 2
Elbow Thread M (NPT) - Tube (inch) 4 i
Material AISI 316. Thread: NPT ASME B 1.20.1. 8406N 04 02 1/2" x 1/4" 1
Max. working pressure: 315 bar. 8406N 04 03 1/2" x 3/8" 1
8406N 04 04 1/2" x 1/2" 1
Codo Rosca M (BSPT) - Tubo (mm) 8406D 02 006 14" x 6 4
Material AISI 316. Rosca: ISO 7-1R
&ko Presion méx. de trabajo: 315 bar. 8406D 03 006 3/8"x 6 2
= & 8406D 03 008 3/8"x8 2
=5 Elbow Thread M (BSPT) - Tube (mm) Ao
- = Material AlSI 316. Thread: ISO 7-1R 8406D 03 010 3/8" x 10 -
- 3 Max. working pressure: 315 bar. 8406D 04 006 1/2" x 6 1
=8
> 8406D 04 008 1/2"x 8 1
8406D 04 010 1/2" x 10 -
8406D 04 012 1/2" x 12 1
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Codo Rosca M (NPT) - Tubo (mm) .
Material AISI 316. Rosca: NPT ASME B 1.20.1. 8406ND 02006 1/4"x 6 4
Presion max. de trabajo: 315 bar.

04

i 8406ND 03 006 3/8"x 6 2
E Elbow Thread M (NPT) - Tube (mm) .,
= Material AlSI 316. Thread: NPT ASME B1.20.1. 8406ND 03 008 3/8"x8 2
= Max. working pressure: 315 bar.
5 8406ND 03010 3/8"x10 -
. 8406ND 04006 1/2"x 6 1
8406ND 04008 1/2"x8 1
8406ND 04 010 172" -
8406ND 04 012 1/2" x 12 1

137






