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Shaft Options

Correct Shaft selection is vital if maximum performance is 
to be achieved from your linear system. Hepco Precision 
Shaft has been developed to provide excellent
performance when used with Pacific liner technology, 
allowing optimal transfer of the Frelon material 
to the Shaft. Successful transfer in turn will 
provide a zero maintenance benefit as 
well as an extended life for users of Pacific 
linear/rotary bearings.

This precision hardened and ground 
Shaft is also the obvious choice for 
use with conventional recirculating 
linear bearing technology, offering 
excellent wear resistance.

Other types of shaft available include:    • Specials up to 150mm Ø    • Tubing Please enquire.

 Shaft Type   Hardness       Diameter Options
 Metric REF RC TOL   
     5 6 8 10 12 16 20 25 30 40 50 60 80
 Metric Carbon Steel  
 CK53 Hardened  NIM--   60 h6              
 and Ground

 Metric Stainless Steel
 (400 Series) Hardened NIM--SS 50 h6             
 and Ground 

 Metric Soft Stainless
 Steel (300 Series)  NIM--  X h6             
 Ground SS316
 Metric Hardcoat
 Anodised Aluminium NIMA- -  X h6  – –       – – – – –

 Shaft Type   Hardness      Diameter Options      
 Imperial REF RC TOL   
     3⁄16 1⁄4 3⁄8 1⁄2 5⁄8 3⁄4 1 1 1⁄4 1 1⁄2 2 
 Imperial Carbon Steel  
 CK53 Hardened  NIL 60 Class L           
 and Ground

 Imperial Stainless Steel
 (400 Series) Hardened NIL- -SS 50 Class L           
 and Ground 

 Imperial Soft Stainless
 Steel (300 Series)  NIL- -  X Class L           
 Ground SS316
 Imperial Hardcoat
 Anodised Aluminium NILA- -  X Class L           
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NIM - -               x L              Metric hardened and ground carbon steel shaft
   Dia (mm)    (mm)

NIM - -SS              x L              Metric hardened and ground stainless steel shaft
   Dia (mm)    (mm)

NIM - -SS316              x L              Metric ground soft stainless steel shaft
   Dia (mm)    (mm)

NIMA - -               x L              Metric hardcoat anodised aluminium shaft
   Dia (mm)    (mm)

NIL - -               x L              Imperial hardened and ground carbon steel shaft
   Dia (ins)    (mm)

NIL - -SS              x L              Imperial hardened and ground stainless steel shaft
   Dia (ins)    (mm)

NIL - -SS316              x L              Imperial ground soft stainless steel shaft
   Dia (ins)    (mm)

NILA - -               x L              Imperial hardcoat anodised aluminium shaft
   Dia (ins)    (mm) 

Aluminium Shaft Supports

Ordering Details

 Nominal      Major Dimensions      Mounting Bolt Weight
 Shaft Part No.          Designation g
 Diameter  h E W L F G P B S 
 10 ASS 10 17 18.5 37 10 30 5 18 28 4.5 M4 24
 12 ASS 12 20 21 42 15 35 5.5 20 32 5.5 M5 30
 16 ASS 16 25 25 50 15 42 6 26 40 5.5 M5 40
 20 ASS 20 30 30 60 20 50 8 32 45 5.5 M5 70
 25 ASS 25 35 37 74 25 58 9 38 60 6.6 M6 130
 30 ASS 30 40 42 84 30 68 10 45 68 9 M8 180
 40 ASS 40 50 54 108 30 86 12 56 86 11 M10 420
 50 ASS 50 60 65 130 40 100 14 80 108 11 M10 750

Finish: Anodised
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Metric Shaft Support Rails

Shaft support rails will prevent shaft deflection under 
load and provide a high level of rigidity in order 
to achieve optimum performance from your open 
type Pacific Bearing, or any other open recirculating 
linear bearing.

Support Rails are of low overall height making them 
particularly suitable for use with Hepco Pacific Pillow 
Blocks. The standard support rail is manufactured 
from aluminium alloy and comes in 600mm lengths 
only, these are then cut/butted together to fit to the 
overall length of the one piece shaft.

Shaft – All types of shaft can be supplied drilled for 
customer assembly or fitted to the support rails for 
ease of supply.

For standard 600mm aluminium support rails, X 
= half of T1 or T2. For support rails which require 
cutting/butting, customer to confirm Dim X

Shaft & Support Rail Fully Assembled Simply prefix the shaft reference with AU 
 Example – AU NIM 20 X L2000 T2

Drilled Shaft Only Simply state the shaft reference and add T1 or T2 depending 
 upon shaft hole centres required 
 Example – NIM 20 X L2000 T2

Support Rails Only Aluminium Support Rails supplied in 600mm lengths only.
 Simply state whether T1 or T2 drilling is required 
 Example – Support Rail for 20mm Shaft T2
 Hole Centre – SR20 – T2

 For Shaft d H1 A V M O1 U1 N E t O2 SQ. U2 T1 T2 
 Diameter  ±0.01          DIN7980

 12 12 22 40 5 5.8 M 4X20 4 8 29 4.5 M 4X12 4 75 120 
 16 16 26 45 5 7 M 5X20 5 9 33 7.6 M 5X16 5 100 150 
 20 20 32 52 6 8.3 M 6X25 6 11 37 8.6 M 6X16 6 100 150 
 25 25 36 57 6 10.8 M 8X30 8 15 42 9 M 6X16 6 120 200 
 30 30 42 69 7 11 M10X35 10 17 51 10 M 8X25 8 150 200 
 40 40 50 73 8 15 M10X40 10 19 55 9.5 M 8X25 8 200 300 
 50 50 60 84 9 19 M12X45 12 21 63 11.2 M10X30 10 200 300 
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X = 1/2 hole pitch T1 or T2
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