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Pole

•  Horquilla patentada y certificada de máxima seguridad, de  
   acuerdo a la norma SRA.
•  Arco de acero al molibdeno endurecido y carbonitrurado.  
   Diámetro: 22,4 mm.
•  Cuerpo blindado con tubo de acero macizo anticorte, anti-cizalla.
•  Doble anclaje anti-extracción homologado.
•  Cerradura de llave de discos con tapa protectora del polvo y  
    la suciedad.
•  Incluye 3 llaves de discos.
•  Incluye soporte para facilitar su transporte.

Ref. Cod. A B C IPL Pack Uni.
Pole 100 000592 157 85 22,4 10 6

Pole 315 000594 157 300 22,4 10 6

Otros antirrobos de moto  - Other motorcycle locks

• Patented and certified U-shackle lock in accordance to  
   the SRA standard.
•  Hardened and carbontrided molybdenum steel.
•  Reinforced body with a solid, anti-cut or anti-saw steel.
•  Double anchored official anti-extraction.
•  Hardened steel pin: 5.5mm in diameter (Pole 100) and 10mm  
   in diameter (Pole 315).
•  Disc key locks with dust and dirt protective cover.
•  Includes 3 keys.
•  Includes support to facilitate transport.

Rec110

• Cable espiral de seguridad cuya función es recordar al usuario  
  que debe retirar el antirrobo antes de arrancar su moto.
• Longitud: 1,10 m.
• Se coloca un extremo del cable en el antirrobo y otro en el manillar.  
   Así, el usuario evita caídas o roturas en la moto si arrancara con el  
   antirrobo puesto.

Ref. Cod. Pack Uni.
Rec110 000505 15

SDF12

• Su sencillo mecanismo de fijación a la moto y de  
  acoplamiento al antirrobo evita la aparición de ruidos molestos.
• Fácil instalación y adaptación a cualquier tipo de moto.
• Fabricado en acero cincado antioxidación.

Ref. Cod. Pack Uni.
Soporte SDF12 053070 1

• Spiral cable to remind the user that the brake 
   disc lock has to be removed before starting the motorcycle.
• Length: 1.10 m.
• One end of the cable is placed on the anti-theft device and the  
   other one on the handle bar. This way the user prevents falls or  
   damaging the motorcycle if it were to be started with the lock  
   installed. 

• Place this bracket on the motorcycle and prevent the appearance of  
   disturbing noise while carrying the lock..
• It can be easily installed and adapted to any type of motorcycle.
• Manufactured in rust-resistant zinc plated steel.

https://rodavigo.net/es/c/f/ifam
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