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bloq. interrup. magnetot.
Thermal-magnetic circuit  
breaker lockouts

A1 A2

• Dispositivos diseñados para bloquear interruptores magnetotérmicos
   en un cuadro de mandos.
• Fabricados en nylon con carga de fibra de vidrio al 30%
  para dotarlos de mayor resistencia.
• Pasadores y tornillos de acero inoxidable.
• Resistentes a las sustancias químicas y temperaturas extremas.
• Disponibles para interruptores individuales y multipolares.
• Ajuste mediante sistema de pulsador / tirador.  
  No se precisan herramientas adicionales.
• Bloqueo mediante un candado con diámetro de arco máximo  
  de 6 mm.

• Devices designed to lockout thermal-magnetic  
  switches on a control panel.
• Made from nylon and 30% fibreglass 
  for added resistance.
• Stainless steel bolts and screws.
• Resistant to chemical substances and extreme temperatures.
• Available for individual and multipolar switches.
• Adjustable with button or handle. 
  No additional tools required. 
• Lockable with padlocks with shackle diameter up to 6mm.

A1 A2

Ref. Cod. Pack Uni.

Bloqueo para interruptor magnetotérmico A1 
Thermal-magnetic circuit breaker lockout A1 090200 10

Bloqueo para interruptor magnetotérmico A2 
Thermal-magnetic circuit breaker lockout A2 090220 10

bloq. magnetotérmico de eje

• Dispositivos diseñados para bloquear interruptores de diferentes
  tamaños en un cuadro de mandos.
• Fabricados en nylon con carga de fibra de vidrio al 30%
  para dotarlos de mayor resistencia.
• Pasadores y tornillos de acero inoxidable.
• Resistentes a las sustancias químicas y temperaturas extremas.
• Disponibles para interruptores individuales y multipolares.
• Ajuste mediante sistema de tornillo.
• Bloqueo mediante un candado con diámetro de arco máximo de 6 mm.

C1

C2

C3

C1 C2 C3

Ref. Cod. Pack Uni.
Bloqueo para interr. magnetotérmico eje C1 
Thermal-magnetic circuit breaker  
axis lockouts C1 

090230 10

Bloqueo para interr. magnetotérmico eje C2 
Thermal-magnetic circuit breaker  
axis lockouts C2 

090232 10

Bloqueo para interr. magnetotérmico eje C3 
Thermal-magnetic circuit breaker  
axis lockouts C3

090231 10

Thermal-magnetic circuit breaker  
axis lockouts

• Devices designed to block switches of different sizes on a
  distribution panel.
• Made of nylon with 30% fiberglass load for greater strength.
• Stainless steel pins and bolts.
• Resistant to chemicals and extreme temperatures.
• Available for single and multi-pole switches.
• Adjustment by screw system.
• Lockable with padlocks with shackle diameter up to 6mm.
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