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The form of the sprockets is determined by the following factors: type of chain, the number of teeth, the torque 
to be transmitted and the application. A distinction is drawn between sprockets and chain plate wheels for 
roller chains according to Norm (e.g. ISO 606) and special versions. Sprockets with hub allow the transmission 
of a higher torque, whereas plate wheels may be used only for the transmission of small torques. For a detailed 
instruction regarding design and construction of sprockets and plate wheels, please refer to our iwis chain  
engineering hand book.

 Sprockets
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04 • – –

05 B • • –

06 B • • •

08 B • • •

10 B • • •

12 B • • •

16 B • • •

20 B • • •

24 B • • •

28 B • • •

32 B • • •

 Sprockets and Plate Wheels
according to ISO 606

The iwis sprocket and plate wheel program 
will be supplied from our sister company 
iwis antriebssysteme GmbH in Wilnsdorf.

For more detailed information about our 
complete sprocket program, please take 
note of the catalogue “Sprockets and drive 
components”.

	 ON REQUEST WE MANUFACTURE AND DELIVER
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	 AVAILABLE SPROCKETS AND PLATE WHEELS

	 FURTHER AVAILABLE PRODUCTS

•	 Taper bush for sprockets
•	� Chain tensioning wheel complete with  

ball bearing - ready for installing

•	 Sprockets for taper bush
•	 Sliding hub range, series DA
•	 Sliding hub range, series FT

•	 ELITE sliding clutches, series FT
•	 Shaft coupling by chain coupling

•  �Production of keyways in accordance 
with DIN 6885/1 in widths  3 P9/JS9 
– 25 P9/JS9, various special sizes avail-
able on request

•	� Conventional inner processing of sprock-
ets and turned parts with a max. outer 
diameter up to 620 mm and a turned 
length up to 500 mm

•	� �Press-fitting of ball bearings in techni-
cal drawing-relevant components and 
production of chain tensioning wheels 
on hydraulic presses fitted with special 
fixtures

•	� �If requested by the customer, we also 
offer inductive heat treatment of the gear 
tooth geometry to prolong material ser-
vice life

•	� Surface treatment such as zinc plating, 
black oxidation or nickel plating

•	� Sprockets with high tolerance require-
ments

•	� Drilling of pitch circle holes and threads
•	� Production of mechanically processed 

parts of any geometry up to 350 mm 
diameter or max. dimensions of 1,050 
mm x 560 mm x 460 mm
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