
ELITE Stauförderketten haben beidseitig außenliegende Laufrollen, 
die einerseits zur Kraftübertragung in die Verzahnung des Kettenrades 
eingreifen, andererseits die Abstützung der Kette im Profil überneh­
men. Ihre Besonderheit besteht darin, dass die Buchsen im Innenglied 
leicht überstehen und somit Kontaktkorrosion zwischen Innenglied und 
Außenlasche vermieden wird. Alle Ketten sind mit einem gut haftenden 
Spezialschmierstoff behandelt für Temperaturen von -5°C bis 120°C. 

ELITE accumulation chains have have external rollers on both sides, 
which match with the teeth on the chain-wheel on one side, and on the 
other side to support the chain in the profile. One particular characteris­
tic of ELITE accumulation roller chains is that the bushes in the inner link 
stand slightly proud, preventing contact corrosion between the inner link 
and outer plate. All chains are treated with a special chain lubricant that 
adheres well within the tempreature range of -5°C to 150°C. 
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(Û!0) Langglieder-Staurollenkette 
Double pitch accumulation chains 

Kettentyp 

Chain no. 

Teilung 

Pitch 

Rollen 
0 

Roller diameter 

Bolzen 
0 

Pin diameter 

Bolzenlänge 

Pin length 

Laschen¬
abmessungen 

Plate dimension 

Gewicht 
pro Meter 
Weight 

per meter 

P di max d8 max bi min ba max d2 max L max Lc max h2 max T max t max q 

mm mm mm mm mm mm mm mm mm mm mm kg/m 

C2030W 19,05 11,91 18,3 4,00 8,0 3,28 24,0 25,6 8,20 1,30 1,50 0,52 

C2040W 25,40 15,88 24,6 5,70 10,3 3,96 31,0 32,8 11,70 1,50 1,50 0,79 

C2050W 31,75 19,05 30,6 7,10 13,0 5,08 39,5 41,2 15,00 2,03 2,03 1,36 

C206OHW 38,10 22,23 36,6 8,50 15,5 5,94 48,8 51,5 18,00 3,25 3,25 2,19 

C2080W 50,80 28,58 49,0 11,00 21,5 7,92 66,2 70,0 24,00 4,00 5,00 4,06 

Auch lieferbar mit Finger- und Teileschutz 
Also available with Finger- and Part protection 

110 

m 

u 

= 
a> 
= 
o 
bo 
= 

u o 
X 

_0J 

"3 

.e 
bp 

X 

CD 
I/) 

= s 
a, a. 

«— bg 

2 •>> 
<u cu 

^ i 
E 8 

2 ° 

i 
= 
o 

oc 

d 
ra 

u 

_0J 

I/) 

1 1 

™ M 
4-» U 

CO 

£ •= 

1 I 
= ï 
S Co 

= - Ï 
* E 

OS to 

= ra 

I ! 
S > 
: 0 o il. u 

Polígono Indutrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com 

mailto:sales-wilnsdorf@iwis.com
http://www.iwis.com
mailto:rodavigo@rodavigo.com


Tel: +49 2739 86-0 Fax: +49 2739 86-22 
m m IWIS 

antriebssysteme 
wir bewegen die welt 

Langglieder-Staurollenketten 
Double pitch accumulation chains 

Kettentyp 

Chain no. 

Teilung 

Pitch 

Rollen 
0 

Roller diameter 

Lichte 
Weite 

Width between 
inner plates 

Bolzen 
0 

Pin 
diameter 

Bolzenlänge 

Pin length 

Laschen¬
abmessungen 

Plate dimension 

min, 
Bruchkraft 

min. 
tensile strength 

Durchschn, 
Bruchlast 
Average 

tensile strength 

Gewicht 
pro Meter 
Weight 

per meter 

P di max d8 max bi min d2 max L max Lc max h2 max T max Q min Qo q 

mm mm mm mm mm mm mm mm mm kN/LB kN kg/m 

C2040S2-PSR 25,40 7,95 15,88 7,85 3,96 25,80 27,0 12,0 1,50 13,8/3137 15,18 0,99 

C2050S 31,75 10,16 19,05 9,40 5,08 31,80 34,0 15,0 2,03 21,8/4955 23,90 1,52 

C2052SF1 31,75 19,05 27,00 9,40 5,08 35,00 37,3 15,0 2,03 21,8/4955 23,90 3,06 

C206OHS 38,10 11,91 22,23 12,57 5,94 44,00 46,6 18,0 3,25 31,1/7069 42,70 1,78 
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(H!0) Stauförder-Rollenketten 
Accumulation chains 

00 
= 

u o 
X 

CL 

x 

Kettentyp Teilung Förder­ Laufrollen Bolzen Mitten­ Maß über Förder- Laufrollen- Breite über Laschen- max max. zul. Gewicht 
rollen 0 0 abstand Bolzen rollen- breite Außen­ höhe Last pro Ketten-

0 breite lasche Förderrolle Zugkraft 
Chain no. Pitch Conveyor Support Pin Transverse Dimension Conveyor Support Width over Plate max. perm. max. chain Weight 

roller roller 0 pitch over pin roller roller width outer- depth load pull 
width plates 

P di d2 d3 e L max bi b2 b3 max h2 Fg F2 q 

mm mm mm mm mm mm mm mm mm mm N N kg/m 

ES1-1-27-K16 12,7 16,0 8,51 4,45 19,1 27,0 7,2 4,3 14,5 11,8 20 1250 0,9 
ES1-1-27-S16 12,7 16,0 8,51 4,45 19,1 27,0 7,2 4,3 14,5 11,8 50 1250 1,1 
WA1-1-27-K16 12,7 16,0 8,51 4,45 19,1 27,0 7,2 4,3 14,5 11,8 20 1250 0,9 
WA1-1-27-S16 12,7 16,0 8,51 4,45 19,1 27,0 7,2 4,3 14,5 11,8 50 1250 1,1 

ES2-1-40-K28 19,05 28,0 12,07 5,72 27,0 40,0 11,0 7,5 19,6 16,0 90 2250 1,9 
ES2-1-40-S28 19,05 28,0 12,07 5,72 27,0 40,0 11,0 7,5 19,6 16,0 140 2250 3,0 

ES2-1-43-K26 19,05 28,0 12,07 5,72 29,2 43,0 11,0 8,8 19,6 16,0 90 2250 2,0 
ES2-1-43-S26 19,05 26,0 12,07 5,72 29,2 43,0 11,0 8,8 19,6 16,0 140 2250 3,2 
WA2-1-43-K26 19,05 26,0 12,07 5,72 29,2 43,0 11,0 8,8 19,6 16,0 90 2250 2,0 
WA2-1-43-S26 19,05 26,0 12,07 5,72 29,2 43,0 11,0 8,8 19,6 16,0 140 2250 3,2 

ES2-1-48-K24 19,05 24,0 12,07 5,72 31,5 48,0 11,0 11,1 19,6 16,0 90 2250 2,3 
ES2-1-48-S24 19,05 24,0 12,07 5,72 31,5 48,0 11,0 11,1 19,6 16,0 140 2250 3,3 

ES3-1-65-K38 25,4 38,0 15,88 8,28 45,0 65,0 16,8 12,5 32,0 21,0 220 5250 4,8 
ES3-1-65-S38 25,4 38,0 15,88 8,28 45,0 65,0 16,8 12,5 32,0 21,0 280 5250 6,4 

= Kunststoff-Förderrolle 
= plastic conveyor roller 
= Stahl-Förderrolle 

steel-conveyor roller 
= Wartungsarm (Hülse in Sintermetall) 
= low maintenance (bushing from sinter metal) 
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Stauförder-Rollenketten mit Teileschutz 
Accumulation chains with part protection 

Kettentyp Teilung Förder- Laufrollen Bolzen Mitten- Maß über Förder- Laufrollen- Breite über Laschen- max max. zul. Gewicht 
rollen 0 0 abstand Bolzen rollen- breite Außen- hohe Last pro Ketten-

0 breite lasche Förderrolle Zugkraft 
Chain no. Pitch Conveyor Support Pin Transverse Dimension Conveyor Support Width over Plate max. perm. max. chain Weight 

roller roller 0 pitch over pin roller roller width outerpla- depth load pull 
width tes 

p di d2 d3 e L max bi b2 b3 max h2 Fg F2 q 

mm mm mm mm mm mm mm mm mm mm N N kg/m 

ESP1-1-27-K16 12,7 16,0 8,51 4,45 19,1 27,0 7,2 4,3 14,5 11,8 20 1250 0,9 
ESP1-1-27-S16 12,7 16,0 8,51 4,45 19,1 27,0 7,2 4,3 14,5 11,8 50 1250 1,2 

WAP1-1-27-K16 12,7 16,0 8,51 4,45 19,1 27,0 7,2 4,3 14,5 11,8 20 1250 0,9 
WAP1-1-27-S16 12,7 16,0 8,51 4,45 19,1 27,0 7,2 4,3 14,5 11,8 50 1250 1,2 

ESP2-1-40-K28 19,1 28,0 12,07 5,72 27,0 40,0 11,0 7,5 19,6 16,0 90 2250 2,0 
ESP2-1-40-S28 19,1 28,0 12,07 5,72 27,0 40,0 11,0 7,5 19,6 16,0 140 2250 3,2 

ESP2-1-43-K26 19,1 28,0 12,07 5,72 29,2 43,0 11,0 8,8 19,6 16,0 90 2250 2,2 
ESP2-1-43-S26 19,1 26,0 12,07 5,72 29,2 43,0 11,0 8,8 19,6 16,0 140 2250 3,4 

WAP2-1-43-K26 19,1 26,0 12,07 5,72 29,2 43,0 11,0 8,8 19,6 16,0 90 2250 2,2 
WAP2-1-43-S26 19,1 26,0 12,07 5,72 29,2 43,0 11,0 8,8 19,6 16,0 140 2250 3,4 

ES P2-1-48-K24 19,1 24,0 12,07 5,72 31,5 48,0 11,0 11,1 19,6 16,0 90 2250 2,5 
ESP2-1-48-S24 19,1 24,0 12,07 5,72 31,5 48,0 11,0 11,1 19,6 16,0 140 2250 3,5 

ES P3-1-65-K38 25,4 38,0 15,88 8,28 45,0 65,0 16,8 12,5 32,0 21,0 220 5250 5,1 
ESP3-1-65-S38 25,4 38,0 15,88 8,28 45,0 65,0 16,8 12,5 32,0 21,0 280 5250 6,7 

K = Kunststoff-Förderrolle 
= plastic conveyor roller 

S = Stahl-Förderrolle 
= steel-conveyor roller 

WA = Wartungsarm (Hülse in Sintermetall) 
= low maintenance (bushing from sinter metal) 

R = 35 mm Teilung 12,7 mm 
Pitch 12,7 mm 

R = 60 mm Teilung 19,05 mm 
Pitch 19,05 mm 

R = 100 mm Teilung 25,4 mm 
Pitch 25,4 mm 
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due) Stauförder-Rollenketten 

Accumulation chains 

Kettentyp Teilung Förderrollen Laufrollen Bolzen Mitten- Maß über Förderrollen- Rollenkette Laschen- max max.zul. Gewicht 
0 0 0 abstand Bolzen breite Innbreite höhe Last pro Ketten-

Förderrolle Zugkraft 
Chain no. Pitch Conveyor Support Pin Transverse Dimension Conveyor Roller Chain Plate max. perm. max. chain Weight 

roller roller 0 pitch over pin inner width outerplates depth load pull 

P di d2 d3 e L max b2 bi h2 Fg F2 q 

mm mm mm mm mm mm mm mm mm N N kg/m 

ESR 1-3-45-K17 12,7 17,0 8,51 4,45 27,8 48,5 12,4 7,75 11,8 20 3800 2,55 

ESR 1-3-45-S17 12,7 17,0 8,51 4,45 27,8 48,5 1Z4 7,75 11,8 50 3800 3,6 

ESR2-3-52-K23 15,875 23,0 10,15 5,08 332,0 56,9 14,9 9,65 14,9 30 5050 3,4 

ESR2-3-52-S23 15,875 23,0 10,15 5,08 332,0 56,9 14,9 9,65 14,9 80 5050 5,0 

ESR3-3-62-K28 19,05 28,0 12,07 5,72 38,9 66,5 17,5 11,68 16,0 90 6700 4,7 

ESR3-3-62528 19,05 28,0 1Z07 5,72 38,9 66,5 17,5 11,68 16,0 140 6700 6,0 

ESR43-100-K35 25,4 35,0 15,88 8,28 63,8 105,3 29,8 17,02 21,0 220 15775 10,3 

ESR43-100535 25,4 35,0 15,88 8,28 63,8 105,3 29,8 17,02 21,0 280 15775 12,0 

K = Kunststoff-Förderrolle 
= plastic conveyor roller 

S = Stahl-Förderrolle 
= steel-conveyor roller 
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