
Drawn cup needle roller bearings --------------
caged, 
open ends, closed one end 
metric series 
HK, BK series 

Shaft dia. 3 - (10) mm 

Boundary dimensions 
(mm) 

Shaft c C3 r 

dia. Fw D +O min. min. -0.3 

3 3 6.5 6 5.20 0.30 
3 6.5 6 - 0.30 

4 4 8 8 6.40 0.40 
4 8 8 - 0.40 

5 5 9 9 7.40 0.40 
5 9 9 - 0.40 

6 6 10 8 6.40 0.40 
6 10 8 - 0.40 
6 10 9 7.40 0.40 

6 10 9 - 0.40 

7 7 11 9 7.40 0.40 
7 11 9 - 0.40 

8 8 12 8 6.40 0.40 
8 12 8 - 0.40 
8 12 10 8.40 0.40 

8 12 10 - 0.40 

9 9 13 10 8.40 0.40 
9 13 10 - 0.40 
9 13 12 10.40 0.40 

9 13 12 - 0.40 

10 10 14 10 8.40 0.40 
10 14 10 - 0.40 
10 14 12 10.40 0.40 

10 14 12 - 0.40 

c 

f Fw ~--

HK 

Bearing No. 

BK0306 
HK0306 

BK0408 
HK0408 

BK0509 
HK0509 

BK0608 
HK0608 
BK0609 

HK0609 

BK0709 
HK0709 

BK0808 
HK0808 
BK0810 

HK0810 

BK0910 
HK0910 
BK0912 

HK0912 

BK1010 
HK1010 
BK1012 

HK1012 

c 
r r 

C3 

- f D Fw ~-- - f D 

BK 

Basic load ratings Fatigue Limiting speeds 
(kN) load limit (min-1) 

(kN) Grease 
Cr Cor Cu lub. 

Oil lub. 

1.20 0.78 0.130 30 000 46 000 
1.60 1.14 0.130 30 000 46 000 

1.83 1.32 0.200 25 000 39 000 
1.88 1.38 0.200 25 000 39 000 

2.52 2.07 0.320 23 000 36 000 
2.52 2.07 0.320 23 000 36 000 

2.34 1.95 0.290 22 000 33 000 
2.34 1.95 0.290 22 000 33 000 
3.14 2.85 0.290 22 000 33 000 

3.14 2.85 0.290 22 000 33 000 

3.24 3.10 0.470 21 000 32 000 
3.23 3.05 0.470 21 000 32 000 

2.90 2.73 0.400 20 000 31 000 
2.90 2.73 0.400 20 000 31 000 
3.93 4.14 0.600 20 000 31 000 

3.95 4.07 0.600 20 000 31 000 

4.57 5.07 0.770 19 000 30 000 
4.57 5.07 0.770 19 000 30 000 
5.65 6.65 1.00 19 000 30 000 

5.65 6.65 1.00 19 000 30 000 

4.78 5.51 0.840 19 000 29 000 
4.78 5.51 0.840 19 000 29 000 
5.90 7.23 1.10 19 000 29 000 

5.90 7.23 1.10 19 000 29 000 

[Notes] 1) Drawn cup needle roller bearings with two needle roller and cage assemblies and one lubricating hale. 
2) For the recommended mounting dimensions see Table 20. 
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-----------------Koyo 

(Refer.) 
lnspection Mass 

(kg) gage 

0.001 Table 4 
0.001 Table 4 

0.002 Table 4 
0.002 Table 4 

0.002 Table 4 
0.002 Table 4 

0.002 Table 4 
0.002 Table 4 
0.003 Table 4 

0.002 Table 4 

0.003 Table 4 
0.003 Table 4 

0.003 Table 4 
0.003 Table 4 
0.004 Table 4 

0.004 Table 4 

0.004 Table 4 
0.004 Table 4 
0.005 Table 4 

0.005 Table 4 

0.004 Table 4 
0.004 Table 4 
0.006 Table 4 

0.005 Table 4 

Full 
Complement 

Bearing 

Caged 
Bearing 

~-~-_...___._._ 

'P s2) 'P H2l 

Shaft surface to be 
58 HRC or equivalent 

Mounting inner ring 
(pages B466 to B475) 

JR5x8x12 

JR5x8x12 

JR6x9x12 
JR6x9x12 
JR6x9x12 

JR6x9x12 

JR7x10x10,5 
JR7x10x10,5 
JR7x10x12 

JR7x10x12 
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Drawn cup needle roller bearings --------------
caged, 
open ends, closed one end 
metric series 
HK, BK series 

Shaft dia. (10) - (18) mm 

Boundary dimensions 
(mm) 

Shaft c C3 r 

dia. Fw D +O min. min. -0.3 

10 10 14 15 13.40 0.40 
10 14 15 - 0.40 

12 12 16 10 8.40 0.4 
12 16 10 - 0.4 
12 18 12 9.30 1 

12 18 12 - 1 

13 13 19 12 9.30 1 
13 19 12 - 1 

14 14 20 12 9.30 1 
14 20 12 - 1 

15 15 21 12 9.30 1 
15 21 12 - 1 
15 21 16 13.30 1 

15 21 16 - 1 
15 21 22 19.30 1 
15 21 22 - 1 

16 16 22 12 9.30 1 
16 22 12 - 1 
16 22 16 13.30 1 

16 22 16 - 1 
16 22 22 19.30 1 
16 22 22 - 1 

17 17 23 12 9.30 1 
17 23 12 - 1 

18 18 24 12 9.30 1 

c 

f Fw ~--

HK 

Bearing No. 

BK1015 
HK1015 

BK1210 
HK1210 
BK1212 

HK1212 

BK1312 
HK1312 

BK1412 
HK1412 

BK1512 
HK1512 
BK1516 

HK1516 
BK1522 1l 
HK1522 1l 

BK1612 
HK1612 
BK1616 

HK1616 
BK1622 1l 
HK1622 1l 

BK1712 
HK1712 

BK1812 

c 
r r 

C3 

- f D Fw ~-- - f D 

BK 

Basic load ratings Fatigue Limiting speeds 
(kN) load limit (min-1) 

(kN) Grease 
Cr Cor Cu lub. 

Oil lub. 

7.49 9.81 1.50 19 000 29 000 
7.49 9.81 1.50 19 000 29 000 

4.96 6.08 0.890 18 000 28 000 
4.96 6.08 0.890 18 000 28 000 
6.61 7.29 1.10 14 000 22 000 

6.61 7.29 1.10 14 000 22 000 

6.92 7.89 1.20 14 000 22 000 
6.92 7.89 1.20 14 000 22 000 

7.21 8.50 1.30 14 000 21 000 
7.21 8.50 1.30 14 000 21 000 

7.16 8.57 1.40 14 000 21 000 
7.49 9.11 1.40 14 000 21 000 

10.70 14.4 2.20 14 000 21 000 

10.70 14.4 2.20 14 000 21 000 
13.50 19.4 2.95 14 000 21 000 
13.50 19.4 2.95 14 000 21 000 

7.76 9.72 1.50 14 000 21 000 
7.76 9.72 1.50 14 000 21 000 

11.1 15.3 2.35 14 000 21 000 

11.1 15.3 2.35 14 000 21 000 
13.4 19.5 2.95 14 000 21 000 
13.40 19.5 2.95 14 000 21 000 

8.12 10.4 1.60 13 000 20 000 
8.12 10.4 1.60 13 000 20 000 

8.41 11.11 1.70 12 000 18 000 

[Notes] 1) Drawn cup needle roller bearings with two needle roller and cage assemblies and one lubricating hole. 
2) For the recommended mounting dimensions see Table 20. 
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-----------------Koyo 

(Refer.) 
lnspection Mass 

(kg) gage 

0.006 Table 4 
0.006 Table 4 

0.006 Table 4 
0.006 Table 4 
0.012 Table 4 

0.01 Table 4 

0.012 Table 4 
0.01 Table 4 

0.014 Table 4 
0.011 Table 4 

0.015 Table 4 
0.012 Table 4 
0.019 Table 4 

0.018 Table 4 
0.022 Table 4 
0.024 Table 4 

0.016 Table 4 
0.012 Table 4 
0.02 Table 4 

0.016 Table 4 
0.028 Table 4 
0.022 Table 4 

0.018 Table 4 
0.013 Table 4 

0.017 Table 4 

Full 
Complement 

Bearing 

Caged 
Bearing 

~-~-_...___._._ 

'P s2) 'P H2l 

Shaft surface to be 
58 HRC or equivalent 

Mounting inner ring 
(pages B466 to B475) 

JR7x10x16 
JR7x10x16 

JR8x12x10,5 
JR8x12x10,5 
JR8x12x12,5 

JR8x12x12,5 

JR10x13x12,5 
JR10x13x12,5 

JR10x14x12 
JR10x14x12 

JR12x15x12,5 
JR12x15x12,5 
JR12x15x16,5 

JR12x15x16,5 
JR12x15x22,5 
JR12x15x22,5 

JR12x16x12 
JR12x16x12 
JR12x16x16 

JR12x16x16 
JR12x16x22 
JR12x16x22 
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Drawn cup needle roller bearings --------------
caged, 
open ends, closed one end 
metric series 
HK, BK series 

Shaft dia. (18) - (25) mm 

Boundary dimensions 
(mm) 

Shaft c C3 r 

dia. Fw D +O min. min. -0.3 

18 18 24 12 - 1 
18 24 16 13.30 1 
18 24 16 - 1 

20 20 26 12 9.3 1 
20 26 12 - 1 
20 26 16 13.3 1 

20 26 16 - 1 
20 26 20 17.3 1 
20 26 20 - 1 

20 26 30 27.3 1 
20 26 30 - 1 

22 22 28 10 8.4 1 
22 28 10 - 1 
22 28 12 9.3 1 

22 28 12 - 1 
22 28 16 13.3 1 
22 28 16 - 1 

22 28 20 17.3 1 
22 28 20 - 1 

25 25 32 12 9.30 1 
25 32 12 - 1 
25 32 16 13.3 1 

25 32 16 - 1 
25 32 20 17.3 1 
25 32 20 - 1 

25 32 26 23.3 1 
25 32 26 - 1 

c 

f Fw ---

HK 

Bearing No. 

HK1812 
BK1816 
HK1816 

BK2012 
HK2012 
BK2016 

HK2016 
BK2020 
HK2020 

BK2030 1l 
HK2030 11 

BK2210 
HK2210 
BK2212 

HK2212 
BK2216 
HK2216 

BK2220 
HK2220 

BK2512 
HK2512 
BK2516 

HK2516 
BK2520 
HK2520 

BK2526 
HK2526 

c 
r r 

C3 

- f D Fw --- - f D 

BK 

Basic load ratings Fatigue Limiting speeds 
(kN) load limit (min-1) 

(kN) Grease 
Cr Cor Cu lub. 

Oil lub. 

8.41 11.11 1.70 12 000 18 000 
11.6 16.8 2.55 12 000 18 000 
11.6 16.8 2.55 12 000 18 000 

8.97 12.5 1.90 11 000 16 000 
8.97 12.5 1.90 11 000 16 000 

12.40 18.90 2.85 11 000 16 000 

12.40 18.90 2.85 11 000 16 000 
15.50 25.30 3.95 11 000 16 000 
15.90 26.20 3.95 11 000 16 000 

21.20 37.80 5.75 11 000 16 000 
21.20 37.80 5.75 11 000 16 000 

7.06 9.49 1.45 9 600 15 000 
7.06 9.49 1.45 9 600 15 000 
9.81 14.50 2.20 9 600 15 000 

9.81 14.50 2.20 9 600 15 000 
13.10 20.90 3.20 9 600 15 000 
13.10 20.90 3.20 9 600 15 000 

15.30 25.50 4.00 9 600 15 000 
15.30 25.50 4.00 9 600 15 000 

10.90 14.70 2.25 8 500 13 000 
10.90 14.70 2.25 8 500 13 000 
15.60 23.50 3.55 8 500 13 000 

15.60 23.50 3.55 8 500 13 000 
20.60 33.40 5.30 8 500 13 000 
20.60 33.40 5.30 8 500 13 000 

25.70 44.40 6.95 8 500 13 000 
25.70 44.40 6.95 8 500 13 000 

[Notes] 1) Drawn cup needle roller bearings with two needle roller and cage assemblies and one lubricating hale. 
2) For the recommended mounting dimensions see Table 20. 
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-----------------Koyo 

(Refer.) 
lnspection Mass 

(kg) gage 

0.015 Table 4 
0.022 Table 4 
0.018 Table 4 

0.017 Table 4 
0.015 Table 4 
0.024 Table 4 

0.022 Table 4 
0.027 Table 4 
0.025 Table 4 

0.043 Table 4 
0.041 Table 4 

0.013 Table 4 
0.013 Table 4 
0.02 Table 4 

0.015 Table 4 
0.027 Table 4 
0.022 Table 4 

0.028 Table 4 
0.026 Table 4 

0.025 Table 4 
0.021 Table 4 
0.031 Table 4 

0.028 Table 4 
0.043 Table 4 
0.040 Table 4 

0.051 Table 4 
0.046 Table 4 

Full 
Complement 

Bearing 

Caged 
Bearing 

~-~-_...___._._ 

'P s2) 'P H2l 

Shaft surface to be 
58 HRC or equivalent 

Mounting inner ring 
(pages B466 to B475) 

JR15x18x16,5 
JR15x18x16,5 

JR15x20x12 
JR15x20x12 

JR17x20x16,5 

JR17x20x16,5 
JR17x20x20,5 
JR17x20x20,5 

JR17x20x30,5 
JR17x20x30,5 

JR17x22x13 

JR17x22x13 
JR17x22x16 
JR17x22x16 

JR17x22x23 
JR17x22x23 

JR20x25x17 

JR20x25x17 
JR20x25x20,5 
JR20x25x20,5 

JR20x25x26,5 
JR20x25x26,5 
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Drawn cup needle roller bearings --------------
caged, 
open ends, closed one end 
metric series 
HK, BK series 

Shaft dia. (25) - (45) mm 

Boundary dimensions 
(mm) 

Shaft c C3 r 

dia. Fw D +O min. min. -0.3 

25 25 32 38 35.3 1 
25 32 38 - 1 

28 28 35 16 13.30 1 
28 35 16 - 1 
28 35 20 17.3 1 

28 35 20 - 1 

30 30 37 12 9.3 1 
30 37 12 - 1 
30 37 16 13.30 1 

30 37 16 - 1 
30 37 20 17.3 1 
30 37 20 - 1 

30 37 26 23.3 1 
30 37 26 - 1 
30 37 38 35.3 1 

30 37 38 - 1 

35 35 42 12 - 1 
35 42 16 - 1 
35 42 20 17.3 1 

35 42 20 - 1 

40 40 47 12 - 1 
40 47 16 - 1 
40 47 20 17.3 1 

40 47 20 - 1 

45 45 52 12 - 1 

c 

f Fw ~--

HK 

Bearing No. 

BK2538 1l 
HK2538 1l 

BK2816 
HK2816 
BK2820 

HK2820 

BK3012 
HK3012 
BK3016 

HK3016 
BK3020 
HK3020 

BK3026 
HK3026 
BK3038 1l 

HK3038 1l 

HK3512 
HK3516 
BK3520 

HK3520 

HK4012 
HK4016 
BK4020 

HK4020 

HK4512 

c 
r r 

C3 

- f D Fw ~-- - f D 

BK 

Basic load ratings Fatigue Limiting speeds 
(kN) load limit (min-1) 

(kN) Grease 
Cr Cor Cu lub. 

Oil lub. 

35.30 66.90 10.6 8 500 13 000 
35.30 66.90 10.6 8 500 13 000 

15.9 24.9 3.85 7 500 12 000 
15.9 24.9 3.85 7 500 12 000 
20.9 35.3 5.60 7 500 12 000 

20.9 35.3 5.60 7 500 12 000 

11.6 16.8 2.90 7 000 11 000 
12.0 17.7 2.70 7 000 11 000 
16.8 27.3 4.20 7 000 11 000 

16.8 27.3 4.20 7 000 11 000 
22.4 39.6 6.25 7 000 11 000 
22.4 39.6 6.25 7 000 11 000 

27.4 51.2 7.95 7 000 11 000 
27.4 51.2 7.95 7 000 11 000 
38.4 79.2 12.5 7 000 11 000 

38.4 79.2 12.5 7 000 11 000 

13.0 20.6 2.90 5 900 9100 
17.4 29.9 4.60 5 900 9100 
24.5 46.8 7.40 5 900 9100 

24.5 46.8 7.40 5 900 9100 

14.7 25.3 3.40 5 200 7 900 
18.9 34.8 5.35 5 200 7 900 
25.1 50.4 8.00 5 200 7 900 

25.1 50.4 8.00 5 200 7 900 

14.1 24.8 3.75 4 600 7 000 

[Notes] 1) Drawn cup needle roller bearings with two needle roller and cage assemblies and one lubricating hale. 
2) For the recommended mounting dimensions see Table 20. 
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-----------------Koyo 

(Refer.) 
lnspection Mass 

(kg) gage 

0.077 Table 4 
0.068 Table 4 

0.038 Table 4 
0.032 Table 4 
0.047 Table 4 

0.040 Table 4 

0.031 Table 4 
0.024 Table 4 
0.041 Table 4 

0.032 Table 4 
0.053 Table 4 
0.042 Table 4 

0.067 Table 4 
0.054 Table 4 
0.093 Table 4 

0.075 Table 4 

0.028 Table 4 
0.037 Table 4 
0.065 Table 4 

0.049 Table 4 

0.033 Table 4 
0.042 Table 4 
0.070 Table 4 

0.060 Table 4 

0.036 Table 4 

Full 
Complement 

Bearing 

Caged 
Bearing 

~-~-_...___._._ 

'P s2) 'P H2l 

Shaft surface to be 
58 HRC or equivalent 

Mounting inner ring 
(pages B466 to B475) 

JR20x25x38,5 
JR20x25x38,5 

JR22x28x17 
JR22x28x17 

JR22x28x20,5 

JR22x28x20,5 

JR25x30x17 

JR25x30x17 
JR25x30x20,5 
JR25x30x20,5 

JR25x30x26,5 
JR25x30x26,5 
JR25x30x38,5 

JR25x30x38,5 

JR30x35x17 
JR30x35x20,5 

JR30x35x20,5 

JR35x40x17 
JR35x40x20,5 

JR35x40x20,5 
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Drawn cup needle roller bearings --------------
caged, 
open ends, closed one end 
metric series 
HK, BK series 

Shaft dia. (45) - 60 mm 

Boundary dimensions 
(mm) 

Shaft c C3 r 

dia. Fw D +O min. min. -0.3 

45 45 52 16 - 1 
45 52 20 17.3 1 
45 52 20 - 1 

50 50 58 12 - 1 
50 58 20 - 1 
50 58 25 - 1 

55 55 63 20 - 1 

60 60 68 12 - 1 
60 68 20 - 1 

c 

f Fw ---

HK 

Bearing No. 

HK4516 
BK4520 
HK4520 

HK5012 
HK5020 
HK5025 

HK5520 

HK6012 
HK6020 

c 
r r 

C3 

- f D Fw --- - f D 

BK 

Basic load ratings Fatigue Limiting speeds 
(kN) load limit (min-1) 

(kN) Grease 
Cr Cor Cu lub. 

Oil lub. 

19.8 38.5 5.95 4 600 7 000 
26.3 55.4 8.80 4 600 7 000 
27.2 58.2 8.80 4 600 7 000 

17.0 28.7 4.40 4100 6 300 
30.9 62.2 8.80 4100 6 300 
35.5 74.1 11.7 4100 6 300 

31.0 64.4 10.0 3 700 5 700 

18.6 34.4 5.25 3 400 5 200 
32.5 70.2 10.9 3 400 5 200 

[Notes] 1) Drawn cup needle roller bearings with two needle roller and cage assemblies and one lubricating hale. 
2) For the recommended mounting dimensions see Table 20. 
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-----------------Koyo 

(Refer.) 
lnspection Mass 

(kg) gage 

0.048 Table 4 
0.079 Table 4 
0.059 Table 4 

0.045 Table 4 
0.072 Table 4 
0.092 Table 4 

0.079 Table 4 

0.060 Table 4 
0.090 Table 4 

Full 
Complement 

Bearing 

Caged 
Bearing 

~-~-_...___._._ 

'P s2) 'P H2l 

Shaft surface to be 
58 HRC or equivalent 

Mounting inner ring 
(pages B466 to B475) 

JR40x45x17 
JR40x45x20,5 
JR40x45x20,5 

JR45x50x20 
JR45x50x25,5 
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Drawn cup needle roller bearings --------------
caged, 
open ends, closed one end 
inch series 
J, JH, MJ-1, 
MJH-1 series 

Shaft dia. 1/s - ½ in 
(3.175 - 12.700 mm) 

Boundary dimensions 
(mm) 

Shaft dia. c 
(in) Fw D +O 

-0.3 

11a 3.175 6.350 4.78 
3.175 6.350 6.35 

%2 3.970 7.142 4.78 

3/16 4.763 8.733 4.77 
4.763 8.733 6.35 
4.763 8.733 9.53 

1/4 6.350 11.113 7.92 
6.350 11.113 11.13 

5/16 7.938 12.700 7.92 
7.938 12.700 11.13 
7.938 14.288 11.13 

3/s 9.525 14.288 7.92 
9.525 14.288 9.53 
9.525 14.288 12.70 

9.525 15.875 12.70 

7/16 11.113 15.875 12.70 
11.113 17.463 12.70 

½ 12.700 17.463 7.92 
12.700 17.463 9.53 
12.700 17.463 12.70 

12.700 17.463 19.05 
12.700 19.050 11.13 
12.700 19.050 12.70 

12.700 19.050 19.05 

y 
max. 

-

-

-

-

-

1.02 

1.02 
1.02 

-

1.02 
1.02 

1.02 
1.02 
1.02 

-

1.02 
-

1.02 
1.02 
1.02 

-

1.02 
1.02 

-

c 

ILU ILI 

D- ----- -- 'P 

IOI [] 

J, JH 

Bearing No. 

With open ends With closed end 

JP-23-F -

JP-24-F -

JP-2 1/2 3F -

JP-33-F -

JP-34-F -

J-36 MJ-361 

J-45 MJ-451 
J-47 MJ-471 

J-55 -

J-57 MJ-571 
JH-57 MJH-571 

J-65 MJ-651 
J-66 MJ-661 
J-68 MJ-681 

JH-68 -

J-78 MJ-781 
JH-78 -

J-85 MJ-851 
J-86 MJ-861 
J-88 MJ-881 

J-812 -

JH-87 MJH-871 
JH-88 MJH-881 

JH-812 -

[Note] 1) For the recommended mounting dimensions see Table 21. 

B424 

c 

LU ILI 

--- ---Y 

D - ----- -- 'P 

DI ID 

MJ-1, MJH-1 

Basic load ratings Fatigue 
(kN) load limit 

(kN) 
Cr Cor 

Cu 

0.90 0.61 0.100 
1.33 1.01 0.150 

0.91 0.62 0.110 

1.07 0.73 0.120 
1.72 1.34 0.200 
2.28 1.92 0.290 

2.21 1.74 0.300 
3.40 3.01 0.450 

2.40 2.01 0.340 
4.03 3.92 0.590 
4.65 3.76 0.570 

2.73 2.49 0.430 
3.53 3.46 0.530 
5.22 5.72 0.860 

6.59 6.08 0.920 

6.34 7.67 1.15 
7.10 6.89 1.05 

3.46 3.66 0.630 
4.67 5.39 0.830 
6.32 7.92 1.20 

10.23 14.72 2.25 
6.39 6.20 0.950 
7.56 7.69 1.15 

12.32 14.41 2.25 
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-----------------Koyo 

Limiting speeds 
(min-1) 

Grease 
Oil lub. 

lub. 

33 000 51 000 
33 000 51 000 

31 000 47 000 

25 000 38 000 
25 000 38 000 
25 000 38 000 

20 000 30 000 
20 000 30 000 

18 000 28 000 
18 000 28 000 
14 000 22 000 

18 000 27 000 
18 000 27 000 
18 000 27 000 

13 000 20 000 

17 000 26 000 
13 000 19 000 

16 000 25 000 
16 000 25 000 
16 000 25 000 

16 000 25 000 
12 000 19 000 
12 000 19 000 

12 000 19 000 

Full 
Complement 

Bearing 

Caged 
Bearing 

~~~--

Shaft surface to be 
58 HRC or equivalent 

{Refer.) Mass 
(kg) lnspection 

With open With closed gage 
ends end 

0.001 - Table 5 
0.001 - Table 5 

0.001 - Table 5 

0.001 - Table 5 
0.001 - Table 5 
0.002 0.002 Table 5 

0.003 0.003 Table 5 
0.004 0.004 Table 5 

0.003 - Table 5 
0.004 0.005 Table 5 
0.006 0.007 Table 5 

0.004 0.004 Table 5 
0.004 0.005 Table 5 
0.005 0.006 Table 5 

0.008 - Table 5 

0.006 0.007 Table 5 
0.009 - Table 5 

0.005 0.005 Table 5 
0.005 0.006 Table 5 
0.007 0.008 Table 5 

0.010 - Table 5 
0.009 0.010 Table 5 
0.010 0.012 Table 5 

0.015 - Table 5 
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Drawn cup needle roller bearings --------------
caged, 
open ends, closed one end 
inch series 
J, JH, MJ-1, 
MJH-1 series 

Shaft dia. 9/is ~ 7/s in 
(14.288 ~ 22.225 mm) 

Boundary dimensions 
(mm) 

Shaft dia. c 
(in) Fw D +O 

-0.3 

9/16 14.288 19.050 11.13 
14.288 19.050 12.70 
14.288 19.050 15.88 

14.288 20.638 12.70 

51a 15.875 20.638 12.70 
15.875 20.638 15.88 
15.875 20.638 19.05 

15.875 22.212 15.88 
15.875 22.212 25.40 

11/16 17.463 22.212 19.05 
17.463 23.813 15.88 
17.463 23.813 19.05 

¾ 19.050 25.400 9.53 
19.050 25.400 12.70 
19.050 25.400 15.88 

19.050 25.400 19.05 
19.050 26.988 19.05 

13/16 20.638 26.988 22.23 
20.638 28.575 19.05 

7/s 22.225 28.575 9.53 
22.225 28.575 12.70 
22.225 28.575 19.05 

22.225 28.575 25.40 
22.225 30.163 19.05 
22.225 30.163 25.40 

y 
max. 

1.02 
1.02 
-

1.02 

1.02 
1.02 
1.02 

1.02 
1.02 

1.02 
1.02 
-

-
-

1.02 

1.02 
1.02 

-

1.27 

-
-

1.02 

1.02 
1.27 
1.27 

c 

ILU ILI 

D- ~---- -- 'P 

IOI [] 

J, JH 

Bearing No. 

With open ends With closed end 

J-97 MJ-971 
J-98 MJ-981 
J-910 -

JH-98 MJH-981 

J-108 MJ-1081 
J-1010 MJ-10101 
J-1012 MJ-10121 

JH-1010 MJH-10101 
JH-1016 MJH-10161 

J-1112 MJ-11121 
JH-1110 MJH-11101 
JH-1112 -

J-126 -
J-128 -

J-1210 MJ-12101 

J-1212 MJ-12121 
JH-1212 MJH-12121 

J-1314 -

JH-1312 MJH-13121 

J-146 -
J-148 -

J-1412 MJ-14121 

J-1416 MJ-14161 
JH-1412 MJH-14121 
JH-1416 MJH-14161 

[Note] 1) For the recommended mounting dimensions see Table 21. 

B426 

c 

LU ILI 

--- ---Y 

D - ----- -- 'P 

DI ID 

MJ-1, MJH-1 

Basic load ratings Fatigue 
(kN) load limit 

(kN) 
Cr Cor 

Cu 

5.47 6.80 1.05 
6.23 8.03 1.20 
8.27 11.60 1.75 

7.98 8.49 1.30 

6.71 9.13 1.40 
8.80 12.94 1.95 

11.80 18.86 2.90 

11.57 14.10 2.15 
19.79 28.11 4.35 

12.46 20.91 3.20 
12.05 15.21 2.30 
16.10 22.20 3.10 

6.49 7.05 1.10 
9.94 12.19 1.85 

12.50 16.32 2.50 

15.52 21.62 3.35 
19.08 23.58 3.70 

19.31 29.31 4.55 
18.77 24.50 3.85 

7.20 8.43 1.30 
10.94 14.50 2.20 
17.88 27.18 4.20 

23.66 38.97 6.05 
18.33 24.50 3.75 
25.40 37.37 5.80 
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-----------------Koyo 

Limiting speeds 
(min-1) 

Grease 
Oil lub. 

lub. 

16 000 25 000 
16 000 25 000 
16 000 25 000 

12 000 18 000 

13 000 21 000 
13 000 21 000 
13 000 21 000 

14 000 21 000 
14 000 21 000 

12 000 19 000 
13 000 19 000 
13 000 19 000 

11 000 18 000 
11 000 18 000 
11 000 18 000 

11 000 18 000 
12 000 18 000 

10 000 16 000 
11 000 16 000 

9 700 15 000 
9 700 15 000 
9 700 15 000 

9 700 15 000 
9 800 15 000 
9 800 15 000 

Full 
Complement 

Bearing 

Caged 
Bearing 

~~~--

Shaft surface to be 
58 HRC or equivalent 

{Refer.) Mass 
(kg) lnspection 

With open With closed gage 
ends end 

0.007 0.009 Table 5 
0.008 0.009 Table 5 
0.010 - Table 5 

0.011 0.014 Table 5 

0.009 0.010 Table 5 
0.010 0.013 Table 5 
0.013 0.015 Table 5 

0.015 0.017 Table 5 
0.024 0.028 Table 5 

0.014 0.016 Table 5 
0.016 0.019 Table 5 
0.019 - Table 5 

0.010 - Table 5 
0.014 - Table 5 
0.017 0.020 Table 5 

0.020 0.025 Table 5 
0.026 0.031 Table 5 

0.025 - Table 5 
0.028 0.034 Table 5 

0.012 - Table 5 
0.015 - Table 5 
0.024 0.028 Table 5 

0.031 0.059 Table 5 
0.030 0.036 Table 5 
0.040 0.048 Table 5 

8427 

https://rodavigo.net/es/c/rodamientos/f/koyo

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



Drawn cup needle roller bearings --------------
caged, 
open ends, closed one end 
inch series 
J, JH, MJ-1, 
MJH-1 series 

Shaft dia. 1 - ( 1 ¾) in 
(25.400 - (44.450) mm) t 

Boundary dimensions 
(mm) 

Shaft dia. c y 
(in) Fw D +O 

-0.3 max. 

1 25.400 31.750 19.05 -

25.400 31.750 25.40 1.02 
25.400 33.338 19.05 1.27 

25.400 33.338 25.40 1.27 

11/s 28.575 34.925 12.70 1.02 
28.575 34.925 19.05 1.02 
28.575 34.925 25.40 1.02 

28.575 38.100 19.05 1.27 
28.575 38.100 25.40 1.27 
28.575 38.100 28.58 1.27 

1¼ 31.750 38.100 19.05 1.02 
31.750 38.100 25.40 1.02 
31.750 41.275 19.05 -

31.750 41.275 25.40 -

31.750 41.275 31.75 -

13/s 34.925 41.275 12.70 1.02 
34.925 41.275 19.05 -

34.925 44.450 19.05 1.27 

34.925 44.450 25.40 1.27 

1½ 38.100 47.625 19.05 1.27 
38.100 47.625 25.40 1.27 
38.100 47.625 31.75 -

15/s 41.275 50.800 15.88 -

41.275 50.800 25.40 1.27 

1¾ 44.450 53.975 19.05 1.27 

c 

ILU ILI 

D- ~---- -- f 

IOI [] 

J, JH 

Bearing No. 

With open ends With closed end 

J-1612 -

J-1616 MJ-16161 
JH-1612 MJH-16121 

JH-1616 MJH-16161 

J-188 MJ-1881 
J-1812 MJ-18121 
J-1816 MJ-18161 

JH-1812 MJH-18121 
JH-1816 MJH-18161 
JH-1818 MJH-18181 

J-2012 MJ-20121 
J-2016 MJ-20161 
JH-2012 -

JH-2016 -

JH-2020 -

J-228 MJ-2281 
J-2212 -

JH-2212 MJH-22121 

JH-2216 MJH-22161 

J-2412 MJ-24121 
J-2416 MJ-24161 
J-2420 -

J-2610 -

J-2616 M-26161 

J-2812 MJ-28121 

[Note] 1) For the recommended mounting dimensions see Table 21. 

B428 

c 

LU ILI 

--- ---Y 

D - ----- -- f 

DI ID 

MJ-1, MJH-1 

Basic load ratings Fatigue 
(kN) load limit 

(kN) 
Cr Cor 

Cu 

18.15 28.82 4.45 
24.95 43.41 6.75 
20.68 29.58 4.60 

27.58 42.88 6.65 

11.65 16.95 2.55 
19.04 31.76 4.90 
26.16 48.04 7.40 

23.35 31.32 4.75 
33.14 49.38 7.70 
36.30 55.16 8.60 

19.84 34.70 5.35 
28.82 56.49 8.70 
24.11 33.94 5.80 

33.94 52.93 8.20 
43.37 72.51 10.8 

13.97 22.91 3.50 
22.82 42.97 6.65 
26.24 38.43 5.90 

36.52 58.72 9.20 

29.89 47.15 7.40 
39.32 66.72 10.4 
49.38 89.85 14.0 

26.11 40.97 6.25 
39.28 68.95 10.8 

29.58 49.38 7.45 
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-----------------Koyo 

Limiting speeds 
(min-1) 

Grease 
Oil lub. 

lub. 

8 400 13 000 
8 400 13 000 
8 500 13 000 

8 500 13 000 

7 400 11 000 
7 400 11 000 
7 400 11 000 

7 600 12 000 
7 600 12 000 
7 600 12 000 

6 600 10 000 
6 600 10 000 
6 800 10 000 

6 800 10 000 
6 800 10 000 

6 000 9 200 
6 000 9 200 
6100 9 400 

6100 9 400 

5 600 8 600 
5 600 8 600 
5 600 8 600 

5100 7 900 
5100 7 900 

4 700 7 300 

Full 
Complement 

Bearing 

Caged 
Bearing 

~~~--

Shaft surface to be 
58 HRC or equivalent 

{Refer.) Mass 
(kg) lnspection 

With open With closed gage 
ends end 

0.026 - Table 5 
0.035 0.042 Table 5 
0.034 0.040 Table 5 

0.045 0.054 Table 5 

0.020 0.023 Table 5 
0.029 0.035 Table 5 
0.039 0.047 Table 5 

0.046 0.055 Table 5 
0.061 0.074 Table 5 
0.069 0.082 Table 5 

0.036 0.043 Table 5 
0.043 0.051 Table 5 
0.050 - Table 5 

0.067 - Table 5 
0.084 - Table 5 

0.024 0.028 Table 5 
0.035 - Table 5 
0.055 0.065 Table 5 

0.073 0.087 Table 5 

0.059 0.094 Table 5 
0.079 0.094 Table 5 
0.099 - Table 5 

0.053 - Table 5 
0.085 0.101 Table 5 

0.068 0.081 Table 5 
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Drawn cup needle roller bearings --------------
caged, 
open ends, closed one end 
inch series 
J, JH, MJ-1, 
MJH-1 series 

Shaft dia. (1 ¾) ~ 2 ¾ in 
((44.450) ~ 69.850 mm) t 

Boundary dimensions 
(mm) 

Shaft dia. c y 
(in) Fw D +O 

-0.3 max. 

1¾ 44.450 53.975 25.40 1.27 
44.450 53.975 38.10 1.27 

1 7/s 47.625 57.150 25.40 1.27 

2 50.800 60.325 25.40 1.27 

2¼ 57.150 66.675 19.05 -

57.150 66.675 25.40 -

2¾ 69.850 79.375 19.05 -

c 

ILU ILI 

D- ~---- -- f 

IOI [] 

J, JH 

Bearing No. 

With open ends With closed end 

J-2816 MJ-28161 
J-2824 MJ-28241 

J-3016 MJ-30161 

J-3216 MJ-32161 

J-3612 -

J-3616 -

J-4412 -

[Note] 1) For the recommended mounting dimensions see Table 21. 

B430 

c 

LU ILI 

--- ---Y 

D - ----- -- f 

DI ID 

MJ-1, MJH-1 

Basic load ratings Fatigue 
(kN) load limit 

(kN) 
Cr Cor 

Cu 

40.08 72.95 11.4 
59.61 121.88 18.9 

41.10 76.06 11.9 

42.39 81.40 12.7 

35.41 65.83 10.0 
46.26 92.52 14.4 

36.25 72.95 11.3 
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-----------------Koyo 

Limiting speeds 
(min-1) 

Grease 
Oil lub. 

lub. 

4 700 7 300 
4 700 7 300 

4 400 6 800 

4100 6 300 

3 600 5 600 
3 600 5 600 

2 900 4 500 

Full 
Complement 

Bearing 

Caged 
Bearing 

~~~--

Shaft surface to be 
58 HRC or equivalent 

{Refer.) Mass 
(kg) lnspection 

With open With closed gage 
ends end 

0.091 0.108 Table 5 
0.136 0.162 Table 5 

0.097 0.115 Table 5 

0.103 0.137 Table 5 

0.086 - Table 5 
0.114 - Table 5 

0.103 - Table 5 
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Heavy-duty needle roller bearings -------------
without inner rings 
metric series 
NK,NKS,RNA48,RNA49 
RNA69, NKTN series 

Shaft dia. 5 - (17) mm 

Fw -

Boundary dimensions 
(mm) Bearing No. 

Shaft 
Fw D e r 

dia. min. 

5 5 10 10 0.2 NK5/10TN 
5 10 12 0.2 NK5/12TN 

6 6 12 10 0.2 NK6/10 
6 12 12 0.2 NK6/12TN 

7 7 14 10 0.3 NK7/10TN 
7 14 12 0.3 NK7/12TN 

8 8 15 12 0.3 NKS/12 
8 15 12 0.3 NK8/12ASR1 
8 15 16 0.3 NKS/16 

9 9 16 12 0.3 NK9/12 
9 16 16 0.3 NK9/16 

10 10 17 12 0.3 NKl0/12 
10 17 16 0.3 NK10/16TN 

12 12 19 12 0.3 NK12/12 
12 19 16 0.3 NK12/16 

14 14 22 13 0.3 RNA4900 
14 22 16 0.3 NK14/16 
14 22 20 0.3 NK14/20 

15 15 23 16 0.3 NK15/16 
15 23 20 0.3 NK15/20 

16 16 24 13 0.3 RNA4901 
16 24 16 0.3 NK16/16 
16 24 20 0.3 NK16/20 

16 24 22 0.3 RNA6901 

17 17 25 16 0.3 NK17/16 

e 

--- - <p D 

Basic load ratings 
(kN) 

Gr Cor 

2.18 1.71 
3.04 2.63 

3.19 2.90 
3.07 2.74 

2.74 2.44 
3.40 3.22 

4.57 4.89 
4.57 4.89 
5.22 5.78 

4.27 4.60 
5.57 6.47 

5.40 6.43 
5.30 6.27 

6.86 7.60 
6.78 9.03 

9.39 10.3 
12.4 14.8 
14.7 18.4 

12.4 15.0 
14.7 18.6 

10.5 12.3 
15.4 20.2 
16.1 21.3 

16.1 21.3 

13.6 17.5 

B432 

e 
r 

Fw - ~-- <p D 

NK (<pFw ~ 12), NKS, RNA48, 
RNA49, RNA69 (<pFw ~ 35) 

Fatigue Limiting speeds (Refer.) 
load limit (min-1) Mass 

(kN) Grease 
Oil lub. (kg) 

Cu lub. 

0.260 31 000 47 000 0.004 
0.400 31 000 47 000 0.004 

0.420 29 000 44 000 0.005 
0.420 29 000 44 000 0.006 

0.370 28 000 42 000 0.007 
0.490 28 000 42 000 0.009 

0.740 26 000 41 000 0.011 
0.740 26 000 41 000 0.011 
0.880 26 000 41 000 0.013 

0.700 26 000 40 000 0.012 
0.980 26 000 40 000 0.015 

0.980 25 000 39 000 0.013 
0.940 25 000 39 000 0.015 

1.15 19 000 30 000 0.013 
1.40 24 000 37 000 0.018 

1.55 16 000 24 000 0.018 
2.25 16 000 24 000 0.023 
2.90 16 000 24 000 0.028 

2.30 15 000 24 000 0.024 
2.95 15 000 24 000 0.031 

1.85 18 000 28 000 0.020 
2.50 18 000 28 000 0.025 
3.20 18 000 28 000 0.036 

3.30 18 000 28 000 0.036 

2.70 17 000 27 000 0.027 
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-----------------Koyo 
Shaft dia. (17) ~ 25 mm 

Fw 

Boundary dimensions 
(mm) 

Shaft 
Fw D c 

dia. 

17 17 25 20 

18 18 26 16 
18 26 20 

19 19 27 16 
19 27 20 
19 30 16 

20 20 28 13 
20 28 16 
20 28 20 

20 28 23 
20 32 20 

21 21 29 16 
21 29 20 

22 22 30 13 
22 30 16 
22 30 20 

22 30 23 
22 35 20 

24 24 32 16 
24 32 20 
24 37 20 

25 25 33 16 
25 33 20 
25 37 17 

25 37 30 
25 38 20 

r 

~-- ~--

RNA69 
(<pFw ~ 40) 

<p D 

Bearing No. 
r 

min. 

0.3 NK17/20 

0.3 NK18/16 
0.3 NK18/20 

0.3 NK19/16 
0.3 NK19/20 
0.3 NKS18 

0.3 RNA4902 
0.3 NK20/16 
0.3 NK20/20 

0.3 RNA6902 
0.6 NKS20 

0.3 NK21/16 
0.3 NK21/20 

0.3 RNA4903 
0.3 NK22/16 
0.3 NK22/20 

0.3 RNA6903 
0.6 NKS22 

0.3 NK24/16 
0.3 NK24/20 
0.6 NKS24 

0.3 NK25/16 
0.3 NK25/20 
0.3 RNA4904 

0.3 RNA6904 
0.6 NKS25 

n r 

Fw - ~-- <p D 

lJ L 

NKTN 

Basic load ratings Fatigue Limiting speeds {Refer.) 
(kN) load limit (min-1) Mass 

Cr Cor 
(kN) Grease 

Oil lub. (kg) 
Cu lub. 

15.4 20.4 3.25 17 000 27 000 0.034 

13.6 17.7 2.70 16 000 25 000 0.028 
16.1 22.0 3.50 16 000 25 000 0.035 

14.1 19.0 2.90 15 000 24 000 0.029 
18.8 23.6 3.75 15 000 24 000 0.037 
15.9 16.2 2.45 17 000 26 000 0.045 

11.8 15.3 2.35 14 000 22 000 0.023 
14.1 19.1 2.90 14 000 22 000 0.030 
17.5 25.3 4.00 14 000 22 000 0.038 

18.4 26.9 4.20 14 000 22 000 0.042 
24.4 26.7 4.30 15 000 24 000 0.058 

15.3 21.6 3.30 14 000 21 000 0.032 
18.1 26.9 4.25 14 000 21 000 0.040 

12.2 16.4 2.50 13 000 20 000 0.025 
15.2 21.7 3.30 13 000 20 000 0.033 
18.0 27.0 4.30 13 000 20 000 0.041 

19.8 30.6 4.75 13 000 20 000 0.056 
22.9 27.1 4.30 14 000 21 000 0.069 

16.2 24.3 3.70 12 000 18 000 0.035 
19.3 30.3 4.80 12 000 18 000 0.045 
29.1 32.8 5.30 13 000 20 000 0.073 

16.1 24.4 3.75 11 000 17 000 0.037 
19.1 30.4 4.80 11 000 17 000 0.047 
21.3 25.5 3.95 12 000 18 000 0.061 

36.6 51.0 7.95 12 000 18 000 0.091 
29.1 33.0 5.30 12 000 19 000 0.076 
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Heavy-duty needle roller bearings -------------
without inner rings 
metric series 
NK,NKS,RNA48,RNA49 
RNA69, NKTN series 

Shaft dia. 26 - 37 mm 

Fw -

Boundary dimensions 
(mm) Bearing No. 

Shaft 
Fw D e r 

dia. min. 

26 26 34 16 0.3 NK26/16 
26 34 20 0.3 NK26/20 

28 28 37 20 0.3 NK28/20 
28 37 30 0.3 NK28/30 
28 39 17 0.3 RNA49/22 

28 39 30 0.3 RNA69/22 
28 42 20 0.6 NKS28 

29 29 38 20 0.3 NK29/20 
29 38 30 0.3 NK29/30 

30 30 40 20 0.3 NK30/20 
30 40 30 0.3 NK30/30 
30 42 17 0.3 RNA4905 

30 42 30 0.3 RNA6905 
30 45 20 0.6 NKS30 

32 32 42 20 0.3 NK32/20 
32 42 30 0.3 NK32/30 
32 45 17 0.3 RNA49/28 

32 45 30 0.3 RNA69/28 
32 47 22 0.6 NKS32 

35 35 45 20 0.3 NK35/20 
35 45 30 0.3 NK35/30 
35 47 18 0.3 RNA4906 

35 47 30 0.3 RNA6906 
35 50 22 0.6 NKS35 

37 37 47 20 0.3 NK37/20 
37 47 30 0.3 NK37/30 
37 52 22 0.6 NKS37 

e 

--- - <p D 

Basic load ratings 
(kN) 

Gr Cor 

16.6 25.7 
19.7 32.0 

22.6 34.4 
29.0 53.8 
23.3 29.6 

30.6 50.7 
30.3 38.4 

23.4 36.4 
29.8 56.4 

24.2 38.3 
34.7 61.0 
24.3 31.7 

39.7 59.6 
34.3 42.8 

24.8 40.4 
35.6 64.3 
25.1 33.8 

43.2 62.5 
36.0 46.2 

26.1 44.4 
37.4 70.6 
25.9 36.0 

42.6 68.2 
37.5 49.9 

26.6 46.4 
38.2 73.9 
39.0 53.4 

B434 

e 
r 

Fw - ~-- <p D 

NK (<pFw ~ 12), NKS, RNA48, 
RNA49, RNA69 (<pFw ~ 35) 

Fatigue Limiting speeds (Refer.) 
load limit (min-1) Mass 

(kN) Grease 
Oil lub. (kg) 

Cu lub. 

3.95 11 000 17 000 0.039 
5.05 11 000 17 000 0.048 

5.50 10 000 16 000 0.057 
8.30 10 000 16 000 0.088 
4.55 10 000 16 000 0.059 

3.95 10 000 16 000 0.107 
6.15 11 000 16 000 0.094 

5.80 9 800 15 000 0.059 
8.70 9 700 15 000 0.090 

6.10 9 500 15 000 0.071 
9.45 9 500 15 000 0.107 
4.90 9 700 15 000 0.071 

9.30 9 700 15 000 0.127 
6.85 9 900 15 000 0.114 

6.45 8 800 14 000 0.074 
9.95 8 800 14 000 0.112 
5.20 9 000 14 000 0.080 

9.75 9100 14 000 0.140 
7.40 9 200 14 000 0.120 

7.05 8 000 12 000 0.081 
11.0 8 000 12 000 0.122 
5.55 8 200 13 000 0.081 

10.6 8 200 13 000 0.148 
8.00 8 400 13 000 0.130 

7.40 7 600 12 000 0.084 
11.5 7 600 12 000 0.128 
8.55 7 900 12 000 0.134 

https://rodavigo.net/es/c/rodamientos/f/koyo

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



-----------------Koyo 
Shaft dia. 38 ~ 52 mm 

Fw 

Boundary dimensions 
(mm) 

Shaft 
Fw D c 

dia. 

38 38 48 20 
38 48 30 

40 40 50 20 
40 50 30 
40 52 20 

40 52 36 
40 55 22 

42 42 52 20 
42 52 30 
42 55 20 

42 55 36 

43 43 53 20 
43 53 30 
43 58 22 

45 45 55 20 
45 55 30 
45 60 22 

47 47 57 20 
47 57 30 

48 48 62 22 
48 62 40 

50 50 62 25 
50 62 35 
50 65 22 

52 52 68 22 
52 68 40 

r 

~-- ~--

RNA69 
(<pFw ~ 40) 

<p D 

Bearing No. 
r 

min. 

0.3 NK38/20 
0.3 NK38/30 

0.3 NK40/20 
0.3 NK40/30 
0.6 RNA49/32 

0.6 RNA69/32 
0.6 NKS40 

0.3 NK42/20 
0.3 NK42/30 
0.6 RNA4907 

0.6 RNA6907 

0.3 NK43/20 
0.3 NK43/30 
0.6 NKS43 

0.3 NK45/20 
0.3 NK45/30 
0.6 NKS45 

0.3 NK47/20 
0.3 NK47/30 

0.6 RNA4908 
0.6 RNA6908 

0.3 NK50/25 
0.6 NK50/35 
1 NKS50 

0.6 RNA4909 
0.6 RNA6909 

n r 

Fw - ~-- <p D 

lJ L 

NKTN 

Basic load ratings Fatigue Limiting speeds {Refer.) 
(kN) load limit (min-1) Mass 

Cr Cor 
(kN) Grease 

Oil lub. (kg) 
Cu lub. 

21.7 40.9 6.40 7 300 11 000 0.087 
31.9 67.0 10.4 7 300 11 000 0.131 

27.8 50.4 8.05 7 000 11 000 0.089 
40.0 80.2 12.4 7 000 11 000 0.137 
32.0 49.3 7.85 7100 11 000 0.100 

48.6 84.5 26.1 7100 11 000 0.185 
40.3 57.0 9.15 7 200 11 000 0.140 

28.3 52.4 8.35 6 600 10 000 0.085 
40.7 83.5 13.0 6 600 10 000 0.141 
32.8 51.7 8.25 6 700 10 000 0.114 

49.9 88.7 13.7 6 700 10 000 0.218 

29.0 54.4 8.65 6 400 9 900 0.096 
41.6 86.6 13.4 6 400 9 900 0.134 
41.6 60.7 9.75 6 700 10 000 0.150 

29.5 56.4 9.00 6100 9 400 0.100 
42.3 89.8 13.9 6100 9 400 0.151 
43.0 64.2 10.3 6 400 9 800 0.156 

30.0 58.5 9.30 5 900 9 000 0.104 
43.0 93.1 14.4 5 900 9 000 0.158 

44.2 67.8 10.9 5 900 9100 0.154 
70.8 124 19.8 5 900 9100 0.300 

40.7 79.3 12.5 5 500 8 500 0.171 
55.0 117 18.2 5 500 8 500 0.242 
45.5 71.3 11.4 5 700 8 700 0.170 

46.8 74.8 12.0 5 400 8 400 0.201 
74.7 137 21.7 5 400 8 400 0.392 
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Heavy-duty needle roller bearings -------------
without inner rings 
metric series 
NK,NKS,RNA48,RNA49 
RNA69, NKTN series 

Shaft dia. 55 - (75) mm 

Fw -

Boundary dimensions 
(mm) Bearing No. 

Shaft 
Fw D e r 

dia. min. 

55 55 68 25 0.6 NK55/25 
55 68 35 0.6 NK55/35 
55 72 22 1 NKS55 

58 58 72 22 0.6 RNA4910 
58 72 40 0.6 RNA6910 

60 60 72 25 0.6 NK60/25 
60 72 35 0.6 NK60/35 
60 80 28 1.1 NKS60 

63 63 80 25 1 RNA4911 
63 80 45 1 RNA6911 

65 65 78 25 0.6 NK65/25 
65 78 35 0.6 NK65/35 
65 85 28 1.1 NKS65 

68 68 82 25 0.6 NK68/25 
68 82 35 0.6 NK68/35 
68 85 25 1 RNA4912 

68 85 45 1 RNA6912 

70 70 85 25 0.6 NK70/25 
70 85 35 0.6 NK70/35 
70 90 28 1.1 NKS70 

72 72 90 25 1 RNA4913 
72 90 45 1 RNA6913 

73 73 90 25 0.6 NK73/25 
73 90 35 0.6 NK73/35 

75 75 92 25 0.6 NK75/25 
75 92 35 0.6 NK75/35 

e 

--- - <p D 

Basic load ratings 
(kN) 

Gr Cor 

46.1 87.3 
62.3 129 
47.9 78.4 

48.9 82.0 
75.7 144 

44.3 94.0 
59.9 139 
66.9 103 

62.0 107 
94.2 172 

48.2 97.7 
65.2 144 
71.0 114 

49.0 101 
66.2 149 
64.8 116 

99.3 189 

43.6 87.9 
62.2 139 
72.6 120 

66.0 121 
107 213 

61.5 119 
82.5 173 

43.7 90.2 
60.9 138 

B436 

e 
r 

Fw - ~-- <p D 

NK (<pFw ~ 12), NKS, RNA48, 
RNA49, RNA69 (<pFw ~ 35) 

Fatigue Limiting speeds (Refer.) 
load limit (min-1) Mass 

(kN) Grease 
Oil lub. (kg) 

Cu lub. 

13.9 5 000 7 800 0.207 
20.0 5 000 7 800 0.293 
12.6 5100 7 900 0.225 

13.2 4 800 7 400 0.179 
22.8 4 800 7 400 0.364 

14.9 4 400 7 000 0.202 
21.5 4 400 7 000 0.286 
16.5 4 800 7 300 0.337 

17.1 4 500 6 900 0.285 
27.8 4 500 6 900 0.540 

15.5 4 200 6 500 0.257 
22.4 4 200 6 500 0.298 
18.3 4 200 6 700 0.362 

16.1 4 000 6 200 0.287 
23.2 4 000 6 200 0.350 
18.6 4100 6 300 0.304 

30.5 4100 6 300 0.546 

16.6 3 900 6 000 0.298 
24.0 3 900 6 000 0.411 
19.3 4 000 6 200 0.383 

19.4 3 900 5 900 0.346 
34.5 3 900 5 900 0.679 

19.0 3 800 5 800 0.320 
27.1 3 800 5 800 0.450 

19.0 3 600 5 600 0.364 
27.1 3 600 5 600 0.518 
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-----------------Koyo 
Shaft dia. (75) ~ 110 mm 

Fw 

Boundary dimensions 
(mm) 

Shaft 
Fw D c 

dia. 

75 75 95 28 

80 80 95 25 
80 95 35 
80 100 30 

80 100 54 

85 85 105 25 
85 105 30 
85 105 35 

85 105 54 

90 90 11 O 25 
90 11 O 30 
90 11 O 35 

90 11 O 54 

95 95 115 26 
95 115 36 

100 100 120 26 
100 120 35 
100 120 36 

100 120 63 

105 105 125 26 
105 125 35 
105 125 63 

110 110 130 30 
110 130 35 
110 130 40 

110 130 63 

r 

~-- ~--

RNA69 
(<pFw ~ 40) 

<p D 

Bearing No. 
r 

min. 

1.1 NKS75 

1 NK80/25 
1 NK80/35 
1 RNA4914 

1 RNA6914 

1 NK85/25 
1 RNA4915 
1 NK85/35 

1 RNA6915 

1 NK90/25 
1 RNA4916 
1 NK90/35 

1 RNA6916 

1 NK95/26 
1 NK95/36 

1 NKl00/26 
1.1 RNA4917 
1 NKl00/36 

1.1 RNA6917 

1 NK105/26 
1.1 RNA4918 
1.1 RNA6918 

1.1 NKll0/30 
1.1 RNA4919 
1.1 NKll0/40 

1.1 RNA6919 

n r 

Fw - ~-- <p D 

lJ L 

NKTN 

Basic load ratings Fatigue Limiting speeds {Refer.) 
(kN) load limit (min-1) Mass 

Cr Cor 
(kN) Grease 

Oil lub. (kg) 
Cu lub. 

76.5 132 21.1 3 700 5 800 0.413 

65.0 131 21.0 3 400 5 300 0.331 
79.7 184 28.7 3 400 5 300 0.380 
86.3 157 25.1 3 500 5 400 0.502 

137 286 45.7 3 500 5 400 0.946 

76.4 137 22.2 3 300 5 000 0.506 
92.4 175 28.0 3 300 5 000 0.528 

108 214 34.7 3 300 5 000 0.610 

143 308 49.3 3 300 5 000 1.020 

79.5 147 23.8 3100 4 700 0.450 
91.5 176 28.1 3100 4 700 0.556 

113 230 36.1 3100 4 700 0.745 

126 320 50.8 3100 4 700 1.050 

49.3 114 24.6 2 800 4 400 0.572 
114 238 37.3 2 900 4 500 0.803 

83.6 163 25.8 2 800 4 200 0.530 
110 230 36.0 2 800 4 200 0.715 
118 254 39.1 2 800 4 200 0.658 

150 416 63.0 2 800 4 200 1.350 

52.2 127 19.9 2 600 3 900 0.595 
114 245 37.8 2 600 4 000 0.746 
154 437 66.0 2 600 4 000 1.500 

103 220 33.6 2 500 3 800 0.660 
115 253 38.4 2 500 3 800 0.777 
132 301 45.7 2 500 3 800 0.900 

158 458 68.8 2 500 3 800 1.470 
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Heavy-duty needle roller bearings -------------
without inner rings 
metric series 
NK,NKS,RNA48,RNA49 
RNA69, NKTN series 
Shaft dia. 115 - 175 mm 

Fw -

Boundary dimensions 
(mm) Bearing No. 

Shaft 
Fw D e r 

dia. min. 

115 115 140 40 1.1 RNA4920 

120 120 140 30 1 RNA4822 

125 125 150 40 1.1 RNA4922 

130 130 150 30 1 RNA4824 

135 135 165 45 1.1 RNA4924 

145 145 165 35 1 RNA4826 

150 150 180 50 1.5 RNA4926 

155 155 175 35 1.1 RNA4828 

160 160 190 50 1.5 RNA4928 

165 165 190 40 1.1 RNA4830 

175 175 200 40 1.1 RNA4832 

e 

--- - <p D 

Basic load ratings 
(kN) 

Gr Cor 

139 296 

90.3 230 

147 325 

94.1 249 

177 407 

112 323 

201 495 

116 346 

214 549 

142 402 

146 425 

B438 

e 
r 

Fw - ~-- <p D 

NK (<pFw ~ 12), NKS, RNA48, 
RNA49, RNA69 (<pFw ~ 35) 

Fatigue Limiting speeds (Refer.) 
load limit (min-1) Mass 

(kN) Grease 
Oil lub. (kg) 

Cu lub. 

43.9 2 400 3 700 1.220 

33.7 2 300 3 500 0.785 

47.0 2 200 3 400 1.320 

35.7 2100 3 200 0.850 

58.5 2 000 3100 1.980 

44.8 1 900 2 900 1.100 

68.7 1 800 2 800 2.420 

47.1 1 700 2 700 1.170 

74.8 1 700 2 600 2.560 

53.5 1 600 2 500 1.540 

55.6 1 500 2 400 1.910 
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-----------------Koyo 

r 

Fw ~-- ~--

RNA69 
(<pFw ~ 40) 

<p D 

n r 

Fw - ~-- <p D 

lJ L 

NKTN 
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Heavy-duty needle roller bearings -------------
inch series 
HJ type 

Shaft dia. 5/ 8 - (1 ¾) in 
(15.875 - (44.450) mm) 

Boundary dimensions 
(mm) 

Shaft dia. 
Fw D 

c r 
(in) (B) min. 

51a 15.875 28.575 19.050 0.64 

¾ 19.050 31.750 19.050 1.02 
19.050 31.750 25.400 1.02 

7/s 22.225 34.925 19.050 1.02 
22.225 34.925 25.400 1.02 

1 25.400 38.100 19.050 1.02 
25.400 38.100 25.400 1.02 
25.400 38.100 25.400 1.02 

11/s 28.575 41.275 25.400 1.02 
28.575 41.275 25.400 1.02 
28.575 41.275 31.750 1.02 

28.575 41.275 31.750 1.02 

1 1/4 31.750 44.450 25.400 1.02 
31.750 44.450 31.750 1.02 

13/s 34.925 47.625 25.400 1.02 
34.925 47.625 31.750 1.02 

1 1/2 38.100 52.388 25.400 1.52 
38.100 52.388 31.750 1.52 
38.100 52.388 31.750 1.52 

15/s 41.275 55.563 25.400 1.52 
41.275 55.563 31.750 1.52 
41.275 55.563 31.750 1.52 

1¾ 44.450 58.738 25.400 1.52 
44.450 58.738 25.400 1.52 
44.450 58.738 31.750 1.52 

c B 

HJ 
r 

HJ with IR 

Basic load ratings 

Bearing No. 
Used with inner (kN) 

ring No. 1l 
Cr Cor 

HJ-101812 IR-061012 19.3 20.7 

HJ-122012 IR-081212 20.7 23.3 
HJ-122016 IR-081216 27.5 33.7 

HJ-142212 IR-101412 23 27.9 
HJ-142216 IR-101416 30.7 40.3 

HJ-162412 IR-121612 25.3 32.5 
HJ-162416 IR-121616 33.6 47.2 
HJ-162416 IR-131616 33.6 47.2 

HJ-182616 IR-141816 36.3 53.8 
HJ-182616 IR-151816 36.3 53.8 
HJ-182620 IR-141820 44.9 70.3 

HJ-182620 IR-151820 44.9 70.3 

HJ-202816 IR-162016 37.4 57.4 
HJ-202820 IR-162020 46.3 75.2 

HJ-223016 IR-182216 39.8 64.1 
HJ-223020 IR-182220 49.4 84.1 

HJ-243316 IR-202416 47.6 72.5 
HJ-243320 IR-192420 58.7 95.2 
HJ-243320 IR-202420 58.7 95.2 

HJ-263516 IR-212616 48.5 76.5 
HJ-263520 IR-212620 60.1 100.5 
HJ-263520 IR-222620 60.1 100.5 

HJ-283716 IR-232816 49.8 81.0 
HJ-283716 IR-242816 49.8 81.0 
HJ-283720 IR-222820 61.8 106 

[Notes] 1) See pages B478 to B480 for inch series inner rings. Order inner rings separately. 
2) ra max is equal to the mínimum bearing chamfer (r minl at unmarked end. 

B440 

Fatigue 
load limit 

(kN) 

Cu 

3.25 

3.65 
5.30 

4.35 
6.35 

5.10 
7.40 
7.40 

8.45 
8.45 

10.9 

10.9 

9.00 
11.7 

10.1 
13.0 

11.4 
14.9 
14.9 

12.1 
15.7 
15.7 

12.8 
12.8 
16.6 
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-----------------Koyo 

Shaft surface to be 58 HRC or equivalent 

Limiting speeds {Refer.) Recommended dimensions Shoulder 
(min-1) Mass Clearance fit Tight transition fit dia. 

Grease 
Oil lub. (kg) 

S {h6) H {H7) s {f6) H {N7) Da 
lub. max. min. max. min. max. min. max. min. ±0.38 

20 000 30 000 0.050 15.875 15.865 28.595 28.575 15.860 15.850 28.567 28.547 23.83 

16 000 25 000 0.059 19.050 19.037 31.775 31.750 19.030 19.017 31.742 31.717 26.97 
16 000 25 000 0.077 19.050 19.037 31.775 31.750 19.030 19.017 31.742 31.717 26.97 

13 000 21 000 0.064 22.225 22.212 34.950 34.925 22.205 22.192 34.917 34.892 30.18 
13 000 21 000 0.086 22.225 22.212 34.950 34.925 22.205 22.192 34.917 34.892 30.18 

12 000 18 000 0.073 25.400 25.387 38.125 38.100 25.380 25.367 38.092 38.067 33.32 
12 000 18 000 0.095 25.400 25.387 38.125 38.100 25.380 25.367 38.092 38.067 33.32 
12 000 18 000 0.095 25.400 25.387 38.125 38.100 25.380 25.367 38.092 38.067 33.32 

10 000 16 000 0.104 28.575 28.562 41.300 41.275 28.555 28.542 41.267 41.242 36.53 
10 000 16 000 0.104 28.575 28.562 41.300 41.275 28.555 28.542 41.267 41.242 36.53 
10 000 16 000 0.132 28.575 28.562 41.300 41.275 28.555 28.542 41.267 41.242 36.53 

10 000 16 000 0.132 28.575 28.562 41.300 41.275 28.555 28.542 41.267 41.242 36.53 

9100 14 000 0.113 31.750 31.735 44.475 44.450 31.725 31.709 44.442 44.417 39.67 
9100 14 000 0.145 31.750 31.735 44.475 44.450 31.725 31.709 44.442 44.417 39.67 

8 200 13 000 0.127 34.925 34.910 47.650 47.625 34.900 34.884 47.617 47.592 42.88 
8 200 13 000 0.159 34.925 34.91 O 47.650 47.625 34.900 34.884 47.617 47.592 42.88 

7 600 12 000 0.154 38.100 38.085 52.418 52.388 38.075 38.059 52.380 52.349 47.63 
7 600 12 000 0.195 38.100 38.085 52.418 52.388 38.075 38.059 52.380 52.349 47.63 
7 600 12 000 0.195 38.100 38.085 52.418 52.388 38.075 38.059 52.380 52.349 47.63 

7 000 11 000 0.163 41.275 41.260 55.593 55.563 41.250 41.234 55.555 55.524 50.80 
7 000 11 000 0.209 41.275 41.260 55.593 55.563 41.250 41.234 55.555 55.524 50.80 
7 000 11 000 0.209 41.275 41.260 55.593 55.563 41.250 41.234 55.555 55.524 50.80 

6 400 9 900 0.177 44.450 44.435 58.768 58.738 44.425 44.409 58.730 58.699 53.98 
6 400 9 900 0.177 44.450 44.435 58.768 58.738 44.425 44.409 58.730 58.699 53.98 
6 400 9 900 0.222 44.450 44.435 58.768 58.738 44.425 44.409 58.730 58.699 53.98 

8441 

https://rodavigo.net/es/c/rodamientos/f/koyo

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



Heavy-duty needle roller bearings -------------
inch series 
HJ type 

Shaft dia. (1 ¼) - 3 ½ in 
((44.450) - 88.900 mm) 

Boundary dimensions 
(mm) 

Shaft dia. 
Fw D 

c r 
(in) (B) min. 

1 3/4 44.450 58.738 31.750 1.52 
44.450 58.738 31.750 1.52 

1 7/a 47.625 61.913 31.750 1.52 

2 50.800 65.088 25.400 1.52 
50.800 65.088 31.750 1.52 
50.800 65.088 31.750 1.52 

50.800 65.088 31.750 1.52 
50.800 65.088 31.750 1.52 

2¼ 57.150 76.200 38.100 1.52 
57.150 76.200 44.450 1.52 

2½ 63.500 82.550 38.100 2.03 
63.500 82.550 38.100 2.03 
63.500 82.550 44.450 2.03 

63.500 82.550 44.450 2.03 

2 3/4 69.850 88.900 25.400 2.03 
69.850 88.900 38.100 2.03 
69.850 88.900 44.450 2.03 

69.850 88.900 44.450 2.03 

3 76.200 95.250 38.100 2.03 
76.200 95.250 44.450 2.03 
76.200 95.250 44.450 2.03 

3 1/4 82.550 107.950 44.450 2.03 
82.550 107.950 50.800 2.03 

3½ 88.900 114.300 50.800 2.03 
88.900 114.300 50.800 2.03 

c B 

HJ 
r 

HJ with IR 

Basic load ratings 

Bearing No. 
Used with inner (kN) 

ring No. 1l 
Cr Cor 

HJ-283720 IR-232820 61.8 106 
HJ-283720 IR-242820 61.8 106 

HJ-303920 IR-253020 65.4 117 

HJ-324116 IR-273216 53.8 93.0 
HJ-324120 IR-243220 66.7 122 
HJ-324120 IR-253220 66.7 122 

HJ-324120 IR-263220 66.7 122 
HJ-324120 IR-273220 66.7 122 

HJ-364824 IR-283624 89.9 164 
HJ-364828 IR-283628 104 198 

HJ-405224 IR-314024 97.0 187 
HJ-405224 IR-324024 97.0 187 
HJ-405228 IR-314028 97.0 187 

HJ-405228 IR-324028 97.0 187 

HJ-445616 - 67.2 120 
HJ-445624 IR-364424 101 203 
HJ-445628 IR-354428 117 245 

HJ-445628 IR-364428 117 245 

HJ-486024 IR-404824 107 226 
HJ-486028 IR-384828 124 273 
HJ-486028 IR-404828 124 273 

HJ-526828 IR-445228 162 305 
HJ-526832 IR-445232 184 358 

HJ-567232 IR-475632 187 375 
HJ-567232 IR-485632 187 375 

[Notes] 1) See pages B478 to B480 for inch series inner rings. Order inner rings separately. 
2) ra max is equal to the mínimum bearing chamfer (r minl at unmarked end. 

B442 

Fatigue 
load limit 

(kN) 

Cu 

16.6 
16.6 

18.1 

14.7 
19.1 
19.1 

19.1 
19.1 

25.7 
30.8 

29.4 
29.4 
35.2 

35.2 

19.1 
31.9 
38.2 

38.2 

35.5 
42.5 
42.5 

48.3 
56.2 

58.9 
58.9 
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-----------------Koyo 

Shaft surface to be 58 HRC or equivalent 

Limiting speeds {Refer.) Recommended dimensions Shoulder 
(min-1) Mass Clearance fit Tight transition fit dia. 

Grease 
Oil lub. (kg) 

S {h6) H {H7) s {f6) H {N7) Da 
lub. max. min. max. min. max. min. max. min. ±0.38 

6 400 9 900 0.222 44.450 44.435 58.768 58.738 44.425 44.409 58.730 58.699 53.98 
6 400 9 900 0.222 44.450 44.435 58.768 58.738 44.425 44.409 58.730 58.699 53.98 

6 000 9 200 0.236 47.625 47.610 61.943 61.913 47.600 47.584 61.905 61.874 57.15 

5 600 8 600 0.200 50.800 50.782 65.118 65.088 50.770 50.752 65.080 65.049 60.33 
5 600 8 600 0.249 50.800 50.782 65.118 65.088 50.770 50.752 65.080 65.049 60.33 
5 600 8 600 0.249 50.800 50.782 65.118 65.088 50.770 50.752 65.080 65.049 60.33 

5 600 8 600 0.249 50.800 50.782 65.118 65.088 50.770 50.752 65.080 65.049 60.33 
5 600 8 600 0.249 50.800 50.782 65.118 65.088 50.770 50.752 65.080 65.049 60.33 

5 000 7 600 0.458 57.150 57.132 76.230 76.200 57.120 57.102 76.192 76.162 68.28 
5 000 7 600 0.531 57.150 57.132 76.230 76.200 57.120 57.102 76.192 76.162 68.28 

4 400 6 800 0.499 63.500 63.482 82.586 82.550 63.470 63.452 82.537 82.502 74.63 
4 400 6 800 0.499 63.500 63.482 82.586 82.550 63.470 63.452 82.537 82.502 74.63 
4 400 6 800 0.499 63.500 63.482 82.586 82.550 63.470 63.452 82.537 82.502 74.63 

4 400 6 800 0.499 63.500 63.482 82.586 82.550 63.470 63.452 82.537 82.502 74.63 

4 000 6 200 0.363 69.850 69.832 88.936 88.900 69.820 69.802 88.887 88.852 80.98 
4 000 6 200 0.544 69.850 69.832 88.936 88.900 69.820 69.802 88.887 88.852 80.98 
4 000 6 200 0.635 69.850 69.832 88.936 88.900 69.820 69.802 88.887 88.852 80.98 

4 000 6 200 0.635 69.850 69.832 88.936 88.900 69.820 69.802 88.887 88.852 80.98 

3 700 5 600 0.585 76.200 76.182 95.286 95.250 76.170 76.152 95.237 95.202 87.33 
3 700 5 600 0.685 76.200 76.182 95.286 95.250 76.170 76.152 95.237 95.202 87.33 
3 700 5 600 0.685 76.200 76.182 95.286 95.250 76.170 76.152 95.237 95.202 87.33 

3 400 5 300 1.016 82.550 82.527 107.986 107.950 82.514 82.492 107.937 107.902 98.43 
3 400 5 300 1.161 82.550 82.527 107.986 107.950 82.514 82.492 107.937 107.902 98.43 

3 200 4 900 1.238 88.900 88.877 114.336 114.300 88.864 88.842 114.287 114.252 104.78 
3 200 4 900 1.238 88.900 88.877 114.336 114.300 88.864 88.842 114.287 114.252 104.78 
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Needle roller thrust bearings, assemblies, washers -------
thrust needle roller and cage assemblies, thrust washers 
metric series 
AXK, FNT series 

Shaft dia. 6 --- 45 mm 

AXK FNT 

Boundary dimensions Basic load ratings Fatigue Limiting speed (Refer.) 
(mm) Bearing No. (kN) load limit (min-1) Mass 

Shaft 
Del De Dw Ea Eb ra Ca Coa 

(kN) Oil lub. (kg) 
dia. max. Cu 

6 6 19 2 16.9 7.8 0.3 AXK0619TN 6.37 14.3 1.40 23 000 0.001 
18.0 8.0 0.3 FNT-619 6.82 15.6 1.50 21 000 0.002 

8 8 21 2 18.6 9.6 0.3 AXK0821TN 8.34 21.1 2.00 20 000 0.001 
20.0 10.0 0.3 FNT-821 7.67 19.1 1.85 20 000 0.002 

10 10 24 2 22.5 11.0 0.3 AXK1024 9.32 25.9 2.90 17 000 0.003 
23.0 12.0 0.3 FNT-1024 9.14 25.2 2.40 17 000 0.002 

12 12 26 2 24.5 13.0 0.3 AXK1226 10.8 32.3 3.40 15 000 0.004 
25.0 14.0 0.3 FNT-1226 9.92 29.0 2.75 15 000 0.004 

15 15 28 2 27.0 17.0 0.3 AXK1528 11.1 35.2 3.35 15 000 0.004 
27.0 17.0 0.3 FNT-1528 10.2 31.3 3.00 15 000 0.004 

17 17 30 2 28.7 18.3 0.3 AXK1730TN 11.7 38.7 3.70 14 000 0.004 
29.0 19.0 0.3 FNT-1730 10.8 34.8 3.35 14 000 0.004 

20 20 35 2 34.0 22.0 0.3 AXK2035 12.8 45.4 4.40 12 000 0.006 
34.0 22.0 0.3 FNTA-2035 13.8 50.7 4.80 12 000 0.005 

25 25 42 2 41.0 29.0 0.6 AXK2542 14.3 56.8 5.50 10 000 0.007 
41.0 27.0 0.6 FNT-2542 18.0 75.3 8.05 9 700 0.008 

30 30 47 2 46.0 35.0 0.6 AXK3047 16.0 68.1 6.60 9 000 0.009 
46.0 32.0 0.6 FNTA-3047 18.6 82.4 8.65 8 900 0.009 

35 35 52 2 51.0 40.0 0.6 AXK3552 17.4 79.5 7.70 8100 0.010 
51.0 37.0 0.6 FNT-3552 21.7 104.0 11.1 7 900 0.010 

40 40 60 3 58.0 45.0 0.6 AXK4060 27.1 110.0 11.9 7 000 0.016 
57.0 43.0 0.6 FNT-4060 31.5 132.0 14.6 7100 0.020 

45 45 65 3 63.0 50.0 0.6 AXK4565 29.0 124.0 13.4 6 500 0.020 
63.0 47.0 0.6 FNT-4565 37.6 172.0 18.5 6 400 0.024 
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-----------------Koyo 

AS 
(h1 = 1.0) 

Washer dimensions Thin 
(mm) Washer 

h1 No. d D, d1 D1 
(mm) 

6 19 1.00 AS0619 

8 21 1.00 AS0821 

10 24 1.00 AS1024 

12 26 1.00 AS1226 

15 28 16 1.00 AS1528 

17 30 18 1.00 AS1730 

20 35 21 1.00 AS2035 

25 42 26 1.00 AS2542 

30 47 32 1.00 AS3047 

35 52 37 1.00 AS3552 

40 60 42 1.00 AS4060 

45 65 47 1.00 AS4565 

LS 

Heavy (LS) 
(Refer.} h Washer Mass (hl 1) a No. (kg) (mm) (mm) 

0.001 

0.002 2.75 0.30 LS0821 

0.003 2.75 0.50 LS1024 

0.003 2.75 0.50 LS1226 

0.003 2.75 0.50 LS1528 

0.003 2.75 0.50 LS1730 

0.005 2.75 0.50 LS2035 

0.007 3.00 1.00 LS2542 

0.008 3.00 1.00 LS3047 

0.009 3.50 1.00 LS3552 

0.012 3.50 1.00 LS4060 

0.013 4.00 1.00 LS4565 

8445 

h h 

r 
~ d - . ~ 

¡ 

WS.811 GS.811 

Heavy 
(Refer.} r Washer No. (Refer.} 
Mass h min. Shaft Housing Mass 
(kg) (mm) (mm) piloted piloted (kg) 

0.004 

0.008 

0.009 

0.010 2.75 0.30 WS.81102 GS.81102 0.0100 

0.011 2.75 0.30 WS.81103 GS.81103 0.011 

0.014 2.75 0.30 WS.81104 GS.81104 0.014 

0.021 3.00 0.60 WS.81105 GS.81105 0.021 

0.023 3.00 0.60 WS.81106 GS.81106 0.023 

0.030 3.50 0.60 WS.81107 GS.81107 0.032 

0.041 3.50 0.60 WS.81108 GS.81108 0.043 

0.052 4.00 0.60 WS.81109 GS.81109 0.054 
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Needle roller thrust bearings, assemblies, washers -------
thrust needle roller and cage assemblies, thrust washers 
metric series 
AXK, FNT series 

Shaft dia. 50 - 160 mm 

AXK FNT 

Boundary dimensions Basic load ratings Fatigue Limiting speed (Refer.) 
(mm) Bearing No. (kN) load limit (min-1) Mass 

Shaft 
Del De Dw Ea Eb ra Ca Coa 

(kN) Oil lub. (kg) 
dia. max. Cu 

50 50 70 3 68.0 55.0 0.6 AXK5070 30.8 137.0 14.9 6 000 0.020 
68.0 52.0 0.6 FNT-5070 37.9 179.0 19.1 5 900 0.026 

55 55 78 3 76.0 60.0 0.6 AXK5578 39.4 195.0 20.5 5 300 0.026 
76.0 57.0 0.6 FNT-5578 48.5 254.0 26.3 5 300 0.033 

60 60 85 3 83.0 65.0 0.6 AXK6085 44.5 234.0 24.7 4 900 0.035 

65 65 90 3 88.0 70.0 0.6 AXK6590 46.7 254 26.8 4 600 0.036 

70 70 95 4 93.0 74.0 0.6 AXK7095 53.8 253 28.0 4 400 0.055 
93.0 73.0 0.6 FNTA-7095 66.6 333 35.3 4 400 0.057 

75 75 100 4 98.0 79.0 0.6 AXK75100 55.1 266 29.4 4 200 0.058 
98.0 78.0 0.6 FNT-75100 71.6 374 39.7 4100 0.064 

80 80 105 4 103.0 84.0 0.6 AXK80105 56.4 279 30.8 4 000 0.092 
103.0 83.0 0.6 FNTA-80105 71.3 379 40.1 3 900 0.062 

85 85 11 O 4 108.0 89.0 0.6 AXK85110 57.6 291 32.2 3 800 0.063 

90 90 120 4 118.0 94.0 0.6 AXK90120 72.9 405 43.0 3 500 0.081 

100 100 135 4 133.0 105.0 0.6 AXK100135 90.2 552 56.4 3100 0.106 

110 110 145 4 143.0 115.0 0.6 AXK110145 93.2 591 59.0 2 800 0.117 

120 120 155 4 153.0 125.0 0.6 AXK120155 98.5 650 63.5 2 700 0.126 

130 130 170 5 167.0 136.0 0.6 AXK130170 132 829 78.7 2 400 0.198 

140 140 180 5 177.0 146.0 0.6 AXK140180 136 887 82.5 2 300 0.221 

150 150 190 5 187.0 156.0 0.6 AXK150190 141 944 86.2 2 200 0.225 

160 160 200 5 197.0 166.0 0.6 AXK160200 146 1 000 89.9 2100 0.249 
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-----------------Koyo 

AS 
(h1 = 1.0) 

Washer dimensions Thin 
(mm) Washer 

(Refer.} 

h1 No. 
Mass 

d D, d1 D1 
(mm) (kg) 

50 70 52 1.00 AS5070 0.014 

55 78 57 1.00 AS5578 0.018 

60 85 62 1.00 AS6085 0.022 

65 90 67 1.00 AS6590 0.023 

70 95 72 1.00 AS7095 0.025 

75 100 77 1.00 AS75100 0.027 

80 105 82 1.00 AS80105 0.028 

85 11 O 87 1.00 AS85110 0.028 

90 120 92 1.00 AS90120 0.038 

100 135 1.00 AS100135 0.050 

11 O 145 1.00 AS110145 0.055 

120 155 1.00 AS120155 0.059 

130 170 1.00 AS130170 0.07 4 

140 180 1.00 AS140180 0.078 

150 190 1.00 AS150190 0.083 

160 200 1.00 AS160200 0.089 

LS 

h 
(hl 1) 

(mm) 

4.00 

5.00 

4.75 

5.25 

5.25 

5.75 

5.75 

5.75 

6.50 

7.00 

9.00 

h h 

r 
~ d - . ~ 

¡ 

WS.811 GS.811 

Heavy (LS) Heavy 

Washer 
(Refer.} r Washer No. (Refer.} 

a No. 
Mass h min. Shaft Housing Mass 

(mm) (kg) (mm) (mm) piloted piloted (kg) 

1.00 LS5070 0.0560 4.00 0.60 WS.81110 GS.81110 0.059 

1.00 LS5578 0.0910 5.00 0.60 WS.81111 GS.81111 0.094 

1.50 LS6085 0.102 4.75 1.00 WS.81112 GS.81112 0.106 

1.50 LS6590 0.121 5.25 1.00 WS.81113 GS.81113 0.125 

1.50 LS7095 0.1280 5.25 1.00 WS.81114 GS.81114 0.133 

1.50 LS75100 0.1500 5.75 1.00 WS.81115 GS.81115 0.155 

1.50 LS80105 0.1580 5.75 1.00 WS.81116 GS.81116 0.165 

1.50 LS85110 0.166 5.75 1.00 WS.81117 GS.81117 0.173 

1.50 LS90120 0.245 6.50 1.00 WS.81118 GS.81118 0.253 

1.50 LS110145 0.373 7.00 

1.50 LS130170 0.065 
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Needle roller thrust bearings, assemblies, washers -------
thrust cylindrical roller and cage assemblies, thrust washers 
metric series 

Shaft dia. 15 - 55 mm pEa 

p d1 

pd 
r 

1 t 
1 1 1 11 ! T 

1 ' pD1 
r _____ I . ~P _D _________,. I 

811,812 K.811, K.812 

Boundary dimensions Basic load ratings Fatigue Limiting 
(mm) Bearing No. (kN) load limit speed 

Shaft Del De 
Dw T 

Eb Ea ra 
Ca Coa 

(kN) (min-1) 

dia. {Ell) {a13) max. min. max. Cu Oil lub. 

15 15 28 3.5 9 18 25 0.3 K.81102LPB 12.1 26.3 3.70 12 000 
15 28 3.5 9 18 25 0.3 K.81102TVP 12.8 28.6 4.05 12 000 

17 17 30 3.5 - 20 27 0.3 K.81103LPB 12.6 28.6 4.05 11 000 
17 30 3.5 9 20 27 0.3 K.81103TVP 14.2 33.4 4.70 11 000 

20 20 35 4.5 10 23 32 0.3 K.81104TVP 23.6 56.8 6.85 9 500 

25 25 42 5.0 11 28 39 0.6 K.81105TVP 31.2 81.0 11.4 8 000 

30 30 47 5.0 - 33 44 0.6 K.81106LPB 28.5 69.5 10.7 6 700 
30 47 5.0 11 33 44 0.6 K.81106TVP 33.0 91.1 12.8 6 700 
30 52 7.5 - 33 49 0.6 K.81206LPB 53.4 129 13.9 6 300 

30 52 7.5 16 33 49 0.6 K.81206TVP 56.9 141 15.2 6 300 

35 35 52 5.0 - 38 49 0.6 K.81107LPB 30.8 86.0 12.1 6 000 
35 52 5.0 12 38 49 0.6 K.81107TVP 34.8 101 14.2 6 000 
35 62 7.5 - 41 56 1.0 K.81207LPB 58.3 152 16.5 5 300 

35 62 7.5 18 41 56 1.0 K.81207TVP 61.6 164 17.7 5 300 

40 40 60 6.0 - 44 56 0.6 K.81108LPB 44.2 126 12.0 5 300 
40 60 6.0 13 44 56 0.6 K.81108TVP 49.8 148 14.1 5 300 
40 68 9.0 19 45 63 1.0 K.81208TVP 86.8 233 26.9 4 800 

45 45 65 6.0 - 49 61 0.6 K.81109LPB 47.0 140 13.4 4 800 
45 65 6.0 14 49 61 0.6 K.81109TVP 52.3 163 15.5 4 800 
45 73 9.0 - 50 68 1.0 K.81209TVP 94.2 266 30.8 4 500 

50 50 70 6.0 14 54 66 0.6 K.81110LPB 49.7 155 14.8 4 300 
50 70 6.0 14 54 66 0.6 K.81110TVP 54.8 177 17.0 4 300 
50 78 9.0 22 55 73 1.0 K.81210TVP 101 299 34.6 4 000 

55 55 78 6.0 16 60 73 0.6 K.81111TVP 60.3 207 19.8 4 000 
55 90 11.0 - 61 84 1.0 K.81211LPB 127 359 39.6 3 600 
55 90 11.0 25 61 84 1.0 K.81211TVP 138 403 45.2 3 600 
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-----------------Koyo 

<p d 

<pD 

WS.811, WS.812 GS.811, GS.812 

{Refer.) Washer dimensions Washer No. {Refer.) 
Mass (mm) Mass 
(kg) d D1 D,d1 

h r Shaft Housing (kg) 
max. min. min. piloted piloted 

0.006 15 16 28 2.75 2.64 0.3 WS.81102 GS.81102 0.010 
0.006 15 16 28 2.75 2.64 0.3 WS.81102 GS.81102 0.010 

0.008 17 18 30 2.75 2.64 0.3 WS.81103 GS.81103 0.011 
0.008 17 18 30 2.75 2.64 0.3 WS.81103 GS.81103 0.011 

0.009 20 21 35 2.75 2.62 0.3 WS.81104 GS.81104 0.014 

0.014 25 26 42 3.00 2.87 0.6 WS.81105 GS.81105 0.021 

0.026 30 32 47 3.00 2.87 0.6 WS.81106 GS.81106 0.023 
0.016 30 32 47 3.00 2.87 0.6 WS.81106 GS.81106 0.023 
0.052 30 32 52 4.25 4.12 0.6 WS.81206 GS.81206 0.047 

0.034 30 32 52 4.25 4.12 0.6 WS.81206 GS.81206 0.047 

0.025 35 37 52 3.50 3.34 0.6 WS.81107 GS.81107 0.032 
0.020 35 37 52 3.50 3.34 0.6 WS.81107 GS.81107 0.032 
0.073 35 37 62 5.25 5.09 1.0 WS.81207 GS.81207 0.085 

0.055 35 37 62 5.25 5.09 1.0 WS.81207 GS.81207 0.085 

0.044 40 42 60 3.50 3.34 0.6 WS.81108 GS.81108 0.043 
0.031 40 42 60 3.50 3.34 0.6 WS.81108 GS.81108 0.043 
0.076 40 42 68 5.00 4.84 1.0 WS.81208 GS.81208 0.093 

0.035 45 47 65 4.00 3.84 0.6 WS.81109 GS.81109 0.054 
0.035 45 47 65 4.00 3.84 0.6 WS.81109 GS.81109 0.054 
0.083 45 47 73 5.50 5.34 1.0 WS.81209 GS.81209 0.112 

0.052 50 52 70 4.00 3.84 0.6 WS.81110 GS.81110 0.059 
0.042 50 52 70 4.00 3.84 0.6 WS.81110 GS.81110 0.059 
0.089 50 52 78 6.5 6.34 1.0 WS.81210 GS.81210 0.144 

0.066 55 57 78 5.00 4.81 0.6 WS.81111 GS.81111 0.094 
0.156 55 57 90 7.00 6.81 1.0 WS.81211 GS.81211 0.219 
0.140 55 57 90 7.00 6.81 1.0 WS.81211 GS.81211 0.219 
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Needle roller thrust bearings, assemblies, washers -------
thrust cylindrical roller and cage assemblies, thrust washers 
metric series 

Shaft dia. 60 - 90 mm t Ea 

p d1 

pd 
r 

1 t 
1 1 1 11 ! T 

1 ' pD1 
r _____ I . ~P _D _________,. I 

811,812 K.811, K.812 

Boundary dimensions Basic load ratings Fatigue Limiting 
(mm) Bearing No. (kN) load limit speed 

Shaft Del De 
Dw T 

Eb Ea ra 
Ca Coa 

(kN) (min-1) 

dia. {Ell) {a13) max. min. max. Cu Oil lub. 

60 60 85 7.5 17 65 80 1.0 K.81112TVP 84.4 281 30.4 3 600 
60 95 11.0 26 66 89 1.0 K.81212LPB 129 378 42.4 3 400 

65 65 90 7.5 18 70 85 1.0 K.81113TVP 88.3 305 33.0 3 400 
65 100 11.0 27 71 94 1.0 K.81213LPB 134 403 45.2 3 200 

70 70 95 7.5 18 75 90 1.0 K.81114TVP 92.1 328 35.5 3 200 
70 105 11.0 27 76 99 1.0 K.81214LPB 138 428 48.0 3 000 

75 75 100 7.5 19 80 95 1.0 K.81115LPB 86.1 305 33.0 3 000 
75 110 11.0 27 81 104 1.0 K.81215LPB 143 453 50.9 2 800 

80 80 105 7.5 19 85 100 1.0 K.81116LPB 87.5 316 34.2 2 800 
80 115 11.0 28 86 109 1.0 K.81216LPB 147 478 53.7 2 600 

85 85 110 7.5 19 90 105 1.0 K.81117LPB 88.9 328 35.5 2 600 
85 125 12.0 31 93 117 1.0 K.81217LPB 174 572 65.5 2 400 

90 90 120 9.0 22 96 114 1.0 K.81118LPB 119 432 49.3 2 400 
90 135 14.0 35 98 127 1.0 K.81218LPB 215 691 81.5 2 400 
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-----------------Koyo 

<p d 

<pD 

WS.811, WS.812 GS.811, GS.812 

{Refer.) Washer dimensions Washer No. {Refer.) 
Mass (mm) Mass 
(kg) d D1 D,d1 

h r Shaft Housing (kg) 
max. min. min. piloted piloted 

0.103 60 62 85 4.75 4.56 1.0 WS.81112 GS.81112 0.106 
0.166 60 62 95 7.50 7.31 1.0 WS.81212 GS.81212 0.251 

0.109 65 67 90 5.25 5.06 1.0 WS.81113 GS.81113 0.125 
0.176 65 67 100 8.00 7.81 1.0 WS.81213 GS.81213 0.285 

0.056 70 72 95 5.25 5.06 1.0 WS.81114 GS.81114 0.133 
0.186 70 72 105 8.00 7.81 1.0 WS.81214 GS.81214 0.302 

0.091 75 77 100 5.75 5.56 1.0 WS.81115 GS.81115 0.155 
0.197 75 77 110 8.00 7.81 1.0 WS.81215 GS.81215 0.319 

0.103 80 82 105 5.75 5.56 1.0 WS.81116 GS.81116 0.165 
0.208 80 82 115 8.50 8.31 1.0 WS.81216 GS.81216 0.357 

0.108 85 87 110 5.75 5.53 1.0 WS.81117 GS.81117 0.173 
0.376 85 88 125 9.50 9.28 1.0 WS.81217 GS.81217 0.492 

0.156 90 92 120 6.50 6.28 1.0 WS.81118 GS.81118 0.253 
0.540 90 93 135 10.50 10.28 1.1 WS.81218 GS.81218 0.655 
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Needle roller thrust bearings, assemblies, washers -------
thrust needle roller and cage assemblies, thrust washers 
inch series 

Shaft dia. ¼ - (7 / 8) in (6.35 - (22.23) mm) 

NTA Raceway hardness to be 58 HRC or equivalent 

Boundary dimensions Basic load ratings Fatigue Limiting 
(mm) Bearing No. (kN) load limit speed 1i 

Shaft dia. (kN) (min-1) 

(in) Del De Dw Eb Ea Ca Coa 
Cu 

1/4 6.35 17.45 1.984 8.636 14.732 NTA-411 5.12 10.76 1.05 26 000 

5/16 7.92 19.05 1.984 10.16 16.256 NTA-512 5.83 13.17 1.30 24 000 

31a 9.53 20.625 1.984 11.68 18.034 NTA-613 6.05 14.32 1.40 22 000 

1/2 12.70 23.80 1.984 14.99 21.08 NTA-815 7.16 19.13 1.85 19 000 

9/16 14.275 25.40 1.9837 16.51 22.606 NTA-916 7.70 21.53 2.10 18 000 

51a 15.88 28.575 1.9837 18.03 25.908 NTA-1018 9.79 30.38 2.85 15 000 

¾ 19.05 31.75 1.9837 21.34 28.956 NTA-1220 10.90 36.48 3.40 14 000 

7/a 22.23 36.50 1.984 24.38 33.782 NTA-1423 13.43 49.82 4.65 12 000 

[Notes] 1) Limiting speeds listed are based on adequate oil lubrication. 
Suggestions for an application requiring O.D. piloting should be determined in consultation with JTEKT. 
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-----------------Koyo 

h h 

7r TT 

1 T 7 
<p d -- <p d1 - <p d 

L l _J 

{Refer.) Washer dimensions Piloting dimensions Dia. to clear O.D. {Refer.) 

Mass Washer (mm) (mm) (mm) Washer 

(kg) No. h s mass 
d d1 min. min. 

H2l 
(kg) max. max. 

0.001 TRA-411 6.35 17.45 0.81 0.76 6.35 6.27 18.26 0.001 
TRB-411 6.35 17.45 1.60 1.52 6.35 6.27 18.26 0.002 
TRC-411 6.35 17.45 2.41 2.34 6.35 6.27 18.26 0.004 

0.002 TRA-512 7.92 19.05 0.81 0.76 7.92 7.85 19.84 0.001 
TRB-512 7.92 19.05 1.60 1.52 7.92 7.85 19.84 0.003 

0.002 TRA-613 9.53 20.62 0.81 0.76 9.53 9.45 21.44 0.001 
TRB-613 9.53 20.62 1.60 1.52 9.53 9.45 21.44 0.003 
TRC-613 9.53 20.62 2.41 2.34 9.53 9.45 21.44 0.004 

0.002 TRA-815 12.70 23.80 0.81 0.76 12.70 12.62 24.61 0.002 
TRB-815 12.70 23.80 1.60 1.52 12.70 12.62 24.61 0.004 
TRC-815 12.70 23.80 2.41 2.34 12.70 12.62 24.61 0.005 

0.003 TRA-916 14.27 25.40 0.81 0.76 14.27 14.20 26.19 0.002 
TRB-916 14.27 25.40 1.60 1.52 14.27 14.20 26.19 0.004 
TRC-916 14.27 25.40 2.41 2.34 14.27 14.20 26.19 0.006 

0.003 TRA-1018 15.88 28.58 0.81 0.76 15.88 15.80 29.36 0.003 
TRB-1018 15.88 28.58 1.60 1.52 15.88 15.80 29.36 0.005 
TRC-1018 15.88 28.58 2.41 2.34 15.88 15.80 29.36 0.008 

TRD-1018 15.88 28.58 3.20 3.12 15.88 15.80 29.36 0.011 
TRE-1018 15.88 28.58 3.99 3.91 15.88 15.80 29.36 0.013 

0.004 TRA-1220 19.05 31.75 0.81 0.76 19.05 18.97 32.54 0.003 
TRB-1220 19.05 31.75 1.60 1.52 19.05 18.97 32.54 0.006 
TRC-1220 19.05 31.75 2.41 2.34 19.05 18.97 32.54 0.010 

TRD-1220 19.05 31.75 3.20 3.12 19.05 18.97 32.54 0.012 
TRE-1220 19.05 31.75 3.99 3.91 19.05 18.97 32.54 0.015 

0.005 TRA-1423 22.23 36.50 0.81 0.76 22.23 22.15 37.31 0.004 
TRB-1423 22.23 36.50 1.60 1.52 22.23 22.15 37.31 0.008 

2) lf the shaft and the housing adjacent to the bearing O.D. are not concentric, the T.I.R. between the shaft 
and housing should be added to this dimension. 
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Needle roller thrust bearings, assemblies, washers -------
thrust needle roller and cage assemblies, thrust washers 
inch series 

Shaft dia. (7 / 8) -- (1 ½) in ((22.23) -- (38.10) mm) 

NTA Raceway hardness to be 58 HRC or equivalent 

Boundary dimensions Basic load ratings Fatigue Limiting 
(mm) Bearing No. (kN) load limit speed 1i 

Shaft dia. (kN) (min-1) 

(in) Del De Dw Eb Ea Ca Coa 
Cu 

7/a 

22.23 42.85 1.984 25.91 39.878 NTC-1427 18.46 78.29 8.05 9 800 

1 25.40 39.675 1.984 27.69 36.83 NTA-1625 13.83 53.82 5.00 11 000 

11/a 28.58 44.45 1.9837 30.73 41.656 NTA-1828 16.68 71.17 7.30 9 600 

1¼ 31.75 49.20 1.9837 34.04 46.228 NTA-2031 20.15 93.41 9.55 8 600 

13/a 34.93 52.375 1.9837 37.08 49.53 NTA-2233 21.35 103.20 10.5 8 000 

1½ 38.10 55.55 1.9837 40.39 52.578 NTA-2435 23.22 117.88 12.0 7 600 

[Notes] 1) Limiting speeds listed are based on adequate oil lubrication. 
Suggestions for an application requiring O.D. piloting should be determined in consultation with JTEKT. 
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-----------------Koyo 

h h 

7r TT 

1 T 7 
<p d -- <p d1 - <p d 

L l _J 

{Refer.) Washer dimensions Piloting dimensions Dia. to clear O.D. {Refer.) 

Mass Washer (mm) (mm) (mm) Washer 

(kg) No. h s mass 
d d1 min. min. 

H2l 
(kg) max. max. 

TRC-1423 22.23 36.50 2.41 2.34 22.23 22.15 37.31 0.012 
TRD-1423 22.23 36.50 3.20 3.12 22.23 22.15 37.31 0.015 

0.008 TRB-1427 22.23 42.86 1.60 1.52 22.23 22.15 43.66 0.013 

TRC-1427 22.23 42.86 2.41 2.34 22.23 22.15 43.66 0.020 
TRD-1427 22.23 42.86 3.20 3.12 22.23 22.15 43.66 0.026 

0.006 TRA-1625 25.40 39.67 0.81 0.76 25.40 25.32 40.49 0.005 
TRB-1625 25.40 39.67 1.60 1.52 25.40 25.32 40.49 0.009 
TRD-1625 25.40 39.67 3.20 3.12 25.40 25.32 40.49 0.017 

TRE-1625 25.40 39.67 3.99 3.91 25.40 25.32 40.49 0.021 

0.009 TRA-1828 28.58 44.45 0.81 0.76 28.58 28.50 45.24 0.006 
TRB-1828 28.58 44.45 1.60 1.52 28.58 28.50 45.24 0.011 
TRC-1828 28.58 44.45 2.41 2.34 28.58 28.50 45.24 0.017 

TRD-1828 28.58 44.45 3.20 3.12 28.58 28.50 45.24 0.022 

0.010 TRA-2031 31.75 49.20 0.81 0.76 31.75 31.67 50.01 0.007 
TRB-2031 31.75 49.20 1.60 1.52 31.75 31.67 50.01 0.014 
TRC-2031 31.75 49.20 2.41 2.34 31.75 31.67 50.01 0.020 

TRD-2031 31.75 49.20 3.20 3.12 31.75 31.67 50.01 0.026 
TRF-2031 31.75 49.20 4.78 4.70 31.75 31.67 50.01 0.041 

0.010 TRA-2233 34.93 52.37 0.81 0.76 34.93 34.85 53.19 0.007 
TRB-2233 34.93 52.37 1.60 1.52 34.93 34.85 53.19 0.015 
TRC-2233 34.93 52.37 2.41 2.34 34.93 34.85 53.19 0.018 

TRD-2233 34.93 52.37 3.20 3.12 34.93 34.85 53.19 0.029 
TRE-2233 34.93 52.37 3.99 3.91 34.93 34.85 53.19 0.037 
TRF-2233 34.93 52.37 4.78 4.70 34.93 34.85 53.19 0.044 

0.011 TRA-2435 38.10 55.55 0.81 0.76 38.10 38.02 56.36 0.008 
TRB-2435 38.10 55.55 1.60 1.52 38.10 38.02 56.36 0.015 

2) lf the shaft and the housing adjacent to the bearing O.D. are not concentric, the T.I.R. between the shaft 
and housing should be added to this dimension. 
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Needle roller thrust bearings, assemblies, washers -------
thrust needle roller and cage assemblies, thrust washers 
inch series 

Shaft dia. (1 ½) - (2 ½) in ((38.10) - (63.50) mm) 

NTA Raceway hardness to be 58 HRC or equivalent 

Boundary dimensions Basic load ratings Fatigue Limiting 
(mm) Bearing No. (kN) load limit speed 1i 

Shaft dia. (kN) (min-1) 

(in) Del De Dw Eb Ea Ca Coa 
Cu 

1 1/2 38.10 55.55 1.9837 40.39 52.578 NTA-2435 23.22 117.88 12.0 7 600 

1% 44.45 63.50 1.984 46.74 58.928 NTA-2840 25.31 137.45 14.0 6 800 

2 50.80 69.85 1.9837 53.09 65.278 NTA-3244 24.02 132.56 13.5 6100 

21/a 53.98 73.025 1.984 56.39 68.58 NTA-3446 24.42 137.45 14.0 5 800 

2 1/4 57.15 76.20 1.984 59.44 71.628 NTA-3648 24.78 142.34 14.6 5 600 

57.15 79.375 3.175 59.94 75.184 NTA-3650 37.68 177.04 18.6 5 300 

2 1/2 63.50 82.55 1.9837 65.79 77.978 NTA-4052 25.53 152.13 15.6 5100 

[Notes] 1) Limiting speeds listed are based on adequate oil lubrication. 
Suggestions for an application requiring O.O. piloting should be determined in consultation with JTEKT. 
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-----------------Koyo 

h h 
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{Refer.) Washer dimensions Piloting dimensions Dia. to clear O.D. {Refer.) 

Mass Washer (mm) (mm) (mm) Washer 

(kg) No. h s mass 
d d1 min. min. 

H2l 
(kg) max. max. 

0.011 TRC-2435 38.10 55.55 2.41 2.34 38.10 38.02 56.36 0.023 
TRD-2435 38.10 55.55 3.20 3.12 38.10 38.02 56.36 0.030 
TRF-2435 38.10 55.55 4.78 4.70 38.10 38.02 56.36 0.045 

0.014 TRA-2840 44.45 63.50 0.81 0.76 44.45 44.37 64.29 0.010 
TRB-2840 44.45 63.50 1.60 1.52 44.45 44.37 64.29 0.020 
TRC-2840 44.45 63.50 2.41 2.34 44.45 44.37 64.29 0.029 

TRD-2840 44.45 63.50 3.20 3.12 44.45 44.37 64.29 0.038 
TRF-2840 44.45 63.50 4.78 4.70 44.45 44.37 64.29 0.057 

0.015 TRA-3244 50.80 69.85 0.81 0.76 50.80 50.72 70.64 0.011 
TRB-3244 50.80 69.85 1.60 1.52 50.80 50.72 70.64 0.022 
TRC-3244 50.80 69.85 2.41 2.34 50.80 50.72 70.64 0.033 

TRD-3244 50.80 69.85 3.20 3.12 50.80 50.72 70.64 0.044 
TRF-3244 50.80 69.85 4.78 4.70 50.80 50.72 70.64 0.066 

0.016 TRA-3446 53.98 73.03 0.81 0.76 53.98 53.90 73.81 0.012 
TRB-3446 53.98 73.03 1.60 1.52 53.98 53.90 73.81 0.024 
TRC-3446 53.98 73.03 2.41 2.34 53.98 53.90 73.81 0.035 

TRD-3446 53.98 73.03 3.20 3.12 53.98 53.90 73.81 0.047 

0.017 TRA-3648 57.15 76.20 0.81 0.76 57.15 57.07 76.99 0.012 
TRB-3648 57.15 76.20 1.60 1.52 57.15 57.07 76.99 0.022 
TRC-3648 57.15 76.20 2.41 2.34 57.15 57.07 76.99 0.037 

TRD-3648 57.15 76.20 3.20 3.12 57.15 57.07 76.99 0.048 
TRF-3648 57.15 76.20 4.78 4.70 57.15 57.07 76.99 0.071 

0.029 57.15 57.07 76.99 

0.019 TRA-4052 63.50 82.55 0.81 0.76 63.50 63.42 83.34 0.013 
TRB-4052 63.50 82.55 1.60 1.52 63.50 63.42 83.34 0.027 
TRC-4052 63.50 82.55 2.41 2.34 63.50 63.42 83.34 0.041 

2) lf the shaft and the housing adjacent to the bearing O.D. are not concentric, the T.I.R. between the shaft 
and housing should be added to this dimension. 
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Needle roller thrust bearings, assemblies, washers -------
thrust needle roller and cage assemblies, thrust washers 
inch series 

Shaft dia. (2 ½) - 4 1/ 8 in ((63.50) - 104.78 mm) 

NTA Raceway hardness to be 58 HRC or equivalent 

Boundary dimensions Basic load ratings Fatigue Limiting 
(mm) Bearing No. (kN) load limit speed 1i 

Shaft dia. (kN) (min-1) 

(in) Del De Dw Eb Ea Ca Coa 
Cu 

2 1/2 63.50 82.55 1.9837 65.79 77.978 NTA-4052 25.53 152.13 15.6 5100 

2¾ 69.85 92.075 3.175 72.64 87.884 NTA-4458 47.60 255.8 26.8 4 600 

3 76.20 95.25 1.9837 78.49 90.678 NTA-4860 26.96 172.1 17.6 4 400 

3¼ 82.55 104.78 3.175 85.34 100.58 NTA-5266 51.60 294.9 30.9 4 000 

3¾ 95.25 117.48 3.175 98.04 113.28 NTA-6074 56.05 344.3 35.5 3 500 

41/a 104.78 128.57 3.175 107.44 124.46 NTA-6681 63.61 414.6 41.3 3 200 

[Notes] 1) Limiting speeds listed are based on adequate oil lubrication. 
Suggestions for an application requiring O.D. piloting should be determined in consultation with JTEKT. 

B458 

https://rodavigo.net/es/c/rodamientos/f/koyo

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



-----------------Koyo 

h h 

7r TT 

1 T 7 
<p d -- <p d1 - <p d 

L l _J 

{Refer.) Washer dimensions Piloting dimensions Dia. to clear O.D. {Refer.) 

Mass Washer (mm) (mm) (mm) Washer 

(kg) No. h s mass 
d d1 min. min. 

H2l 
(kg) max. max. 

0.019 TRC-4052 63.50 82.55 3.20 3.12 63.50 63.42 83.34 0.054 

0.037 TRA-4458 69.85 92.08 0.81 0.76 69.85 69.77 92.86 0.018 
TRB-4458 69.85 92.08 1.60 1.52 69.85 69.77 92.86 0.035 
TRC-4458 69.85 92.08 2.41 2.34 69.85 69.77 92.86 0.051 

TRD-4458 69.85 92.08 3.20 3.12 69.85 69.77 92.86 0.069 
TRF-4458 69.85 92.08 4.78 4.70 69.85 69.77 92.86 0.104 

0.022 TRA-4860 76.20 95.25 0.81 0.76 76.20 76.12 96.04 0.015 
TRB-4860 76.20 95.25 1.60 1.52 76.20 76.12 96.04 0.032 
TRD-4860 76.20 95.25 3.20 3.12 76.20 76.12 96.04 0.061 

0.042 TRA-5266 82.55 104.78 0.81 0.76 82.55 82.47 105.56 0.020 
TRD-5266 82.55 104.78 3.20 3.12 82.55 82.47 105.56 0.080 

0.050 TRA-6074 95.25 117.48 0.81 0.76 95.25 95.17 118.26 0.023 
TRB-6074 95.25 117.48 1.60 1.52 95.25 95.17 118.26 0.046 
TRC-6074 95.25 117.48 2.41 2.34 95.25 95.17 118.26 0.069 

TRD-6074 95.25 117.48 3.20 3.12 95.25 95.17 118.26 0.092 

0.062 TRA-6681 104.78 128.57 0.81 0.76 104.78 104.70 129.39 0.027 
TRC-6681 104.78 128.57 2.41 2.34 104.78 104.70 129.39 0.081 
TRD-6681 104.78 128.57 3.20 3.12 104.78 104.70 129.39 0.109 

TRF-6681 104.78 128.57 4.78 4.70 104.78 104.70 129.39 0.161 

2) lf the shaft and the housing adjacent to the bearing O.D. are not concentric, the T.I.R. between the shaft 
and housing should be added to this dimension. 
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Combined needle roller bearings -------------
hall thrust series 
metric series 

e e 
Shaft dia. 1 O ---- 70 mm c1 c2 C1 C2 

r 
~ J:,=sl r 

r r = 

r r 
Da <p dw-~ - --- -cpF <p 

¡ ! w 

D 

"" l'.I 

"' l=:I 
-- -

NAXK NAXK.Z 

Boundary dimensions 
(mm) Bearing No. 

Shaft 
Fw D e dw 

Da C1 C2 
r 

dia. {E7) min. 

10 10 19 23 10 24 9 6.5 0.3 NAXKl0 
10 19 23 10 25 9 6.5 0.3 NAXKl0Z 

12 12 21 23 12 26 9 6.5 0.3 NAXK12 
12 21 23 12 27 9 6.5 0.3 NAXK12Z 

15 15 24 23 15 28 9 6.5 0.3 NAXK15 
15 24 23 15 29 9 6.5 0.3 NAXK15Z 

17 17 26 25 17 30 9 8 0.3 NAXK17 
17 26 25 17 31 9 8 0.3 NAXK17Z 

20 20 30 30 20 35 10 10.5 0.3 NAXK20 
20 30 30 20 36 10 10.5 0.3 NAXK20Z 

25 25 37 30 25 42 11 9.5 0.6 NAXK25 
25 37 30 25 43 11 9.5 0.6 NAXK25Z 

30 30 42 30 30 47 11 9.5 0.6 NAXK30 
30 42 30 30 48 11 9.5 0.6 NAXK30Z 

35 35 47 30 35 52 12 9 0.6 NAXK35 
35 47 30 35 53 12 9 0.6 NAXK35Z 

40 40 52 32 40 60 13 10 0.6 NAXK40 
40 52 32 40 61 13 10 0.6 NAXK40Z 

45 45 58 32 45 65 14 9 0.6 NAXK45 
45 58 32 45 66.5 14 9 0.6 NAXK45Z 

50 50 62 35 50 70 14 10 0.6 NAXK50 
50 62 35 50 71.5 14 10 0.6 NAXK50Z 

60 60 72 40 60 85 17 12 1 NAXK60 

70 70 85 40 70 95 18 11 1 NAXK70 
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-----------------Koyo 

Limiting speed Basic load ratings Fatigue load limits {Refer.) 
(min-1) (kN) (kN) Mass Matching inner 

Oil lub. 
Radial Thrust Cu (kg) ring No. 

Cr Cor Ca Coa Radial Thrust 

9 500 7.9 8.7 10.4 14 1.35 0.630 0.04 JR7x10x16 
9 500 7.9 8.7 10.4 14 1.35 0.630 0.04 JR7x10x16 

9 000 7.5 8.5 10.7 15.4 1.30 0.690 0.046 JR9x12x16 
9 000 7.5 8.5 10.7 15.4 1.30 0.690 0.047 JR9x12x16 

8 500 9.7 12.6 10.9 16.8 1.90 0.760 0.047 JR12x15x16 
8 500 9.7 12.6 10.9 16.8 1.90 0.760 0.05 JR12x15x16 

8 500 11.4 16.1 11.8 19.6 2.50 0.880 0.06 JR14x17x17 
8 500 11.4 16.1 11.8 19.6 2.50 0.880 0.064 JR14x17x17 

7 000 14.8 23.7 15.5 26.6 3.65 1.20 0.089 JR17x20x20 
7 000 14.8 23.7 15.5 26.6 3.65 1.20 0.094 JR17x20x20 

6 300 18.8 29.8 18.8 35.5 4.60 1.60 0.134 JR20x25x20 
6 300 18.8 29.8 18.8 35.5 4.60 1.60 0.141 JR20x25x20 

5 600 20.2 34.6 19.5 39.9 5.35 2.15 0.146 JR25x30x20 
5 600 20.2 34.6 19.5 39.9 5.35 2.15 0.154 JR25x30x20 

5 300 22.1 40.8 20.8 46.6 6.35 2.10 0.176 JR30x35x20 
5 300 22.1 40.8 20.8 46.6 6.35 2.10 0.184 JR30x35x20 

4 500 23.8 47 28 62.9 7.30 2.85 0.224 JR35x40x20 
4 500 23.8 47 28 62.9 7.30 2.85 0.233 JR35x40x20 

4 500 24.9 51.8 29 69.2 8.05 3.10 0.262 JR40x45x20 
4 500 24.9 51.8 29 69.2 8.05 3.10 0.275 JR40x45x20 

4 300 30.2 68.5 29.9 75.5 10.7 3.40 0.316 JR45x50x25 
4 300 30.2 68.5 29.9 75.5 10.7 3.40 0.332 JR45x50x25 

3 600 31.9 78.1 43 113 12.2 5.10 0.48 JR50x60x25 

3 400 43.6 87.9 41.6 11 O 13.9 4.95 0.659 JR60x70x25 
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Combined needle roller bearings -------------
cylindrical roller thrust series 
metric series 

Shaft dia. 1 O ---- 45 mm C1 C2 

e e 

ID" ......, - 1 r 

" r ·-1 r 

r I[ 

r 
Da f dw -- fFw f 

L ! 
I[ 

D 

"' u. ....... -

RAXZ 500 NAXR 

Boundary dimensions Bearing No. 
(mm) 

Shaft 
Fw D e dw 

Da C1 C2 
r 

RAXZ NAXR NAXR.Z 
dia. (E7) min. 

10 10 19 21.5 10 22.4 7.5 6 0.35 RAXZ 510 - -

12 12 21 22 12 26.4 8 6 0.35 RAXZ 512 - -

15 15 24 23 15 28 9 6.5 0.3 - NAXR15 -
15 24 23 15 29 9 6.5 0.3 - - NAXR15.Z 
15 24 22 15 28.4 8 6 0.35 RAXZ 515 - -

17 17 26 25 17 30 9 8.0 0.3 - NAXR17 -

17 26 25 17 31 9 8.0 0.3 - - NAXR17.Z 
17 26 24 17 30.4 8 8 0.65 RAXZ 517 - -

20 20 30 30 20 35 10 10.5 0.3 - NAXR20TN -

20 30 30 20 36 10 10.5 0.3 - - NAXR20Z.TN 
20 30 29 20 35.4 11 9 0.85 RAXZ 520 - -

25 25 37 30 25 42 11 9.5 0.6 - NAXR25TN -
25 37 30 25 43 11 9.5 0.6 - - NAXR25Z.TN 
25 37 29 25 43 11 9 0.85 RAXZ 525 - -

30 30 42 30 30 47 11 9.5 0.6 - NAXR30TN -
30 42 30 30 48 11 9.5 0.6 - - NAXR30Z.TN 
30 42 29 30 48 11 9 0.85 RAXZ 530 - -

35 35 47 30 35 52 12 9.0 0.6 - NAXR35 -
35 47 30 35 53 12 9.0 0.6 - - NAXR35.Z 
35 47 30 35 54 12 9 0.85 RAXZ 535 - -

40 40 52 32 40 60 13 10.0 0.6 - NAXR40 -
40 52 32 40 61 13 10.0 0.6 - - NAXR40.Z 
40 52 31 40 61 13 9 0.85 RAXZ 540 - -

45 45 58 32 45 65 14 9.0 0.6 - NAXR45TN -

45 58 32 45 66 14 9.0 0.6 - - NAXR45Z.TN 
45 58 31 45 66 13 9 0.85 RAXZ 545 - -
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-----------------Koyo 

c 
C1 C2 

¡u->= - 1 r 
r 1;1 

= 

r r 
Da 1dw -- -1F 1 

! ¡ w 
D 

== 
1:1 

1n-i==a ,J 

NAXR.Z 

Limiting speed Basic load ratings Fatigue load limits {Refer.) 
(min-1) (kN) (kN) Mass Matching inner 

Radial Thrust Cu (kg) ring No. 
Cr Cor Ca Coa Radial Thrust 

15 500 5.9 7.2 8.2 17.9 1.15 1.85 0.026 IM71016P 

13 000 6.8 9.0 12.7 29.5 1.30 3.10 0.033 IM91216P 

12 000 9.7 12.6 12.1 26.3 2.30 3.70 0.032 JR12x15x16 
12 000 9.7 12.6 12.1 26.3 2.30 3.70 0.035 JR12x15x16 
11 500 9.7 12.6 14.0 34.0 1.80 3.65 0.036 IM121516P 

11 000 11.4 16.1 12.6 28.6 2.70 4.05 0.050 JR14x17x17 
11 000 11.4 16.1 12.6 28.6 2.70 4.05 0.053 JR14x17x17 
10 500 11.8 16.3 15.0 39.0 2.50 4.15 0.044 IM141717P 

9 500 14.8 23.7 23.6 56.8 4.00 8.00 0.090 JR17x20x20 
9 500 14.8 23.7 23.6 56.8 4.00 8.00 0.095 JR17x20x20 
9 000 14.8 23.7 22.0 54.0 3.55 5.55 0.070 IM 15 20 20 P 

8 000 18.8 29.8 31.2 81.0 4.80 11.4 0.146 JR20x25x20 
8 000 18.8 29.8 31.2 81.0 4.80 11.4 0.152 JR20x25x20 
7 500 15.1 26.2 25.5 70.0 4.25 7.15 0.105 IM 20 25 20 P 

6 700 20.2 34.6 33.0 91.1 6.10 12.8 0.162 JR25x30x20 
6 700 20.2 34.6 33.0 91.1 6.10 12.8 0.169 JR25x30x20 
6 500 20.2 34.6 26.5 77.0 5.25 7.90 0.118 IM 25 30 20 P 

6 000 22.1 40.8 30.9 86.0 7.05 12.1 0.186 JR30x35x20 
6 000 22.1 40.8 30.9 86.0 7.05 12.1 0.195 JR30x35x20 
5 500 22.1 40.8 33.8 94.0 6.15 8.80 0.146 IM 30 35 20 P 

5 300 23.8 47.0 44.5 126.0 8.05 12.0 0.288 JR35x40x20 
5 300 23.8 47.0 44.5 126.0 8.05 12.0 0.299 JR35x40x20 
5 000 23.8 47.0 46.0 129.0 7.00 5.95 0.174 IM 35 40 20 P 

4 800 24.9 51.8 47.0 140.0 9.00 15.5 0.360 JR40x45x20 
4 800 24.9 51.8 47.0 140.0 9.00 15.5 0.370 JR40x45x20 
4 500 24.9 51.8 49.0 143.0 7.90 6.60 0.206 IM 40 45 20 P 
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Combined needle roller bearings -------------
cylindrical roller thrust series 
metric series 

Shaft dia. 50 ---- 70 mm C1 C2 

e e 

ID" ......, - 1 r 

" r ·-1 r 

r I[ 

r 
Da f dw -- fFw f 

L ! 
I[ 

D 

"' u. ....... -

RAXZ 500 NAXR 

Boundary dimensions Bearing No. 
(mm) 

Shaft 
Fw D e dw 

Da C1 C2 
r 

RAXZ NAXR NAXR.Z 
dia. (E7) min. 

50 50 62 35 50 70 14 10.0 0.6 - NAXR50 -
50 62 35 50 71 14 10.0 0.6 - - NAXR50.Z 
50 62 34 50 71 13 11 1.3 RAXZ 550 - -

60 60 72 36 60 86 15 11 1.3 RAXZ 560 - -

70 70 85 36 70 96 15 11 1.3 RAXZ 570 - -
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-----------------Koyo 

c 
C1 C2 

¡u->= - 1 r 
r 1;1 

= 

r r 
Da 1dw -- -1F 1 

! ¡ w 
D 

== 
1:1 

1n-i==a ,J 

NAXR.Z 

Limiting speed Basic load ratings Fatigue load limits {Refer.) 
(min-1) (kN) (kN) Mass Matching inner 

Radial Thrust Cu (kg) ring No. 
Cr Cor Ca Coa Radial Thrust 

4 300 30.2 68.5 49.7 155.0 12.5 14.8 0.432 JR45x50x25 
4 300 30.2 68.5 49.7 155.0 12.5 14.8 0.452 JR45x50x25 
4 000 30.2 68.5 51.0 157.0 9.60 7.25 0.232 IM 45 50 25 P 

3 500 31.9 78.1 71.0 255.0 11.5 18.4 0.327 IM 55 60 25 P 

3 000 36.1 84.7 77.0 295.0 13.3 21.2 0.435 IM 60 70 25 P 
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Needle roller bearings, accessories -------------
inner rings 
metric series 

Shaft dia. 5 -- (10) mm B B 

r 1 .-¡ r ~ 

t d -~----- t F d ------- t F 

JR, IM .. P JR.JS1 

Boundary dimensions {Refer.) 
(mm) Bearing No. Mass 

Shaft dia. 
d F B 

r (kg) 
min. 

5 5 8 8 0.3 JR5x8x8JS1 0.002 
5 8 12 0.3 JR5x8x12 0.003 
5 8 16 0.3 JR5x8x16 0.004 

6 6 9 8 0.3 JR6x9x8JS1 0.002 
6 9 12 0.3 JR6x9x12 0.003 
6 9 16 0.3 JR6x9x16 0.004 

6 10 10 0.3 JR6x10x10 0.004 
6 10 10 0.3 JR6x10x10JS1 0.004 
6 10 12 0.3 JRZ6x10x12JS1 0.005 

7 7 10 10.5 0.3 JR7x10xl0,5 0.003 
7 10 12 0.3 JR7x10x12 0.004 
7 10 16 0.3 JR7x10x16 0.005 

8 8 12 10 0.3 JR8x12x10 0.005 
8 12 10 0.3 JR8x12x10JS1 0.005 
8 12 10.5 0.3 JR8x12xl0,5 0.005 

8 12 12 0.3 JRZ8xl2x12JS1 0.006 
8 12 12.5 0.3 JR8x12xl2,5 0.006 
8 12 16 0.3 IM 8 12 16 P 0.007 

9 9 12 12 0.3 JR9x12x12 0.005 
9 12 16 0.3 JR9x12x16 0.006 

10 10 13 12.5 0.3 JR10x13xl2,5 0.005 
10 14 11 0.3 JR10x14xl 1JS1 0.007 
10 14 12 0.3 JR10x14x12 0.007 

10 14 12 0.3 JR10x14x12JS1 0.007 
10 14 13 0.3 JR10x14x13 0.007 
10 14 14 0.3 JRZ10x14x14JS1 0.008 

10 14 16 0.3 JR10x14x16 0.009 

[Note] 1) Please contact JTEKT about outside diameter tolerance. 
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-----------------Koyo 
Shaft dia. (10) ~ (15) mm 

JRZ.JS1 

Boundary dimensions {Refer.) 
(mm) Bearing No. Mass 

Shaft dia. 
d F B 

r (kg) 
min. 

10 10 14 20 0.3 JR10x14x20 0.012 

12 12 15 12.5 0.3 JR12x15xl2,5 0.006 
12 15 16 0.3 JR12x15x16 0.008 
12 15 16.5 0.3 JR12x15x16,5 0.008 

12 15 18.5 0.3 JR12x15xl8,5 0.009 
12 15 22.4 0.2 IM 12 15 22,4 P 0.011 
12 15 22.5 0.3 JR12x15x22,5 0.011 

12 16 12 0.3 JR12x16x12 0.008 
12 16 12 0.3 JR12x16x12JS1 0.008 
12 16 13 0.3 JR12x16x13 0.008 

12 16 14 0.3 JRZ12x16x14JS1 0.010 
12 16 16 0.3 JR12x16x16 0.011 
12 16 20 0.3 JR12x16x20 0.014 

12 16 22 0.3 JR12x16x22 0.015 

13 13 18 16 0.35 IM 13 1816 P 0.015 

14 14 17 17 0.3 JR14x17x17 0.009 

15 15 18 16.5 0.3 JR15x18x16,5 0.010 
15 19 16 0.3 JR15x19x16 0.013 
15 19 20 0.3 JR15x19x20 0.017 

15 20 12 0.3 JR15x20x12 0.012 
15 20 12 0.3 JR15x20x12JS1 0.012 
15 20 13 0.3 JR15x20x13 0.014 

15 20 14 0.3 JRZ15x20x14JS1 0.015 
15 20 16 0.3 JR15x20x16 0.017 
15 20 20 0.35 IM 15 20 20 P 0.021 

15 20 23 0.3 JR15x20x23 0.025 

[Note] 1) Please contact JTEKT about outside diameter tolerance. 
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Needle roller bearings, accessories -------------
inner rings 
metric series 

Shaft dia. (15) -- (20) mm B B 

r 1 .-¡ r ~ 

t d -~----- t F d ------- t F 

JR, IM .. P JR.JS1 

Boundary dimensions {Refer.) 
(mm) Bearing No. Mass 

Shaft dia. 
d F B 

r (kg) 
min. 

15 15 20 26 0.3 JR15x20x26 0.028 

17 17 20 16.5 0.3 JR17x20xl6,5 0.011 
17 20 20 0.3 JR17x20x20 0.014 
17 20 20.5 0.3 JRl 7x20x20,5 0.014 

17 20 30.5 0.3 JR17x20x30,5 0.021 
17 21 16 0.3 JR17x21x16 0.015 
17 21 20 0.3 JR17x21x20 0.019 

17 22 13 0.3 JR17x22x13 0.015 
17 221) 13 0.35 IM 4903 0.015 
17 22 16 0.3 JR17x22x16 0.019 

17 22 16 0.3 JR17x22x16JS1 0.019 
17 22 16 0.3 JRZ17x22x16JS1 0.019 
17 22 20 0.35 IM 17 22 20 P 0.023 

17 22 23 0.3 JR17x22x23 0.028 
17 22 26 0.3 JR17x22x26 0.031 
17 22 32 0.3 JR17x22x32 0.038 

20 20 24 16 0.3 JR20x24x16 0.018 
20 24 20 0.3 JR20x24x20 0.022 
20 25 16 0.3 JR20x25x16 0.022 

20 25 16 0.3 JR20x25x16JS1 0.022 
20 25 17 0.3 JR20x25x17 0.023 
20 25 18 0.3 JRZ20x25x18JS1 0.025 

20 25 20 0.3 JR20x25x20 0.028 
20 25 20.5 0.3 JR20x25x20,5 0.029 
20 25 26 0.3 JR20x25x26 0.036 

20 25 26.5 0.3 JR20x25x26,5 0.037 
20 25 30 0.3 JR20x25x30 0.042 
20 25 32 0.3 JR20x25x32 0.044 

[Note] 1) Please contact JTEKT about outside diameter tolerance. 
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-----------------Koyo 
Shaft dia. (20) ~ (30) mm 

JRZ.JS1 

Boundary dimensions {Refer.) 
(mm) Bearing No. Mass 

Shaft dia. 
d F B 

r (kg) 
min. 

20 20 25 38.5 0.3 JR20x25x38,5 0.054 

22 22 26 16 0.3 JR22x26x16 0.019 
22 26 20 0.3 JR22x26x20 0.023 
22 28 17 0.3 JR22x28x17 0.030 

22 28 20.5 0.3 JR22x28x20,5 0.038 
22 28 30 0.3 JR22x28x30 0.056 

23 23 28 20 0.35 IM 23 28 20 P 0.030 

25 25 29 20 0.3 JR25x29x20 0.027 
25 29 30 0.3 JR25x29x30 0.040 
25 30 16 0.3 JR25x30x16 0.027 

25 30 16 0.3 JR25x30x16JS1 0.027 
25 30 17 0.3 JR25x30x17 0.028 
25 30 18 0.3 JRZ25x30x18JS1 0.031 

25 30 20 0.3 JR25x30x20 0.034 
25 30 20.5 0.3 JR25x30x20,5 0.035 
25 30 26 0.3 JR25x30x26 0.044 

25 30 26.5 0.3 JR25x30x26,5 0.045 
25 30 30 0.3 JR25x30x30 0.051 
25 30 32 0.3 JR25x30x32 0.054 

25 30 38.5 0.3 JR25x30x38,5 0.066 

28 28 32 17 0.3 JR28x32x17 0.028 
28 32 20 0.3 JR28x32x20 0.030 
28 32 30 0.3 JR28x32x30 0.044 

30 30 35 16 0.3 JR30x35x16 0.031 
30 35 17 0.3 JR30x35x17 0.033 
30 351) 17 0.35 IM 4906 0.033 

[Note] 1) Please contact JTEKT about outside diameter tolerance. 
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Needle roller bearings, accessories -------------
inner rings 
metric series 

Shaft dia. (30) ,...., 38 mm B B 

r 1 .-¡ r ~ 

t d -~----- t F d ------- t F 

JR, IM .. P JR.JS1 

Boundary dimensions {Refer.) 
(mm) Bearing No. Mass 

Shaft dia. 
d F B 

r (kg) 
min. 

30 30 35 18 0.3 JRZ30x35x18JS1 0.036 
30 35 20 0.3 JR30x35x20 0.039 
30 35 20 0.3 JRZ30x35x20JS1 0.039 

30 35 20.5 0.3 JR30x35x20,5 0.040 
30 35 26 0.3 JR30x35x26 0.054 
30 35 30 0.3 JR30x35x30 0.057 

30 35 32 0.3 JR30x35x32 0.062 
30 38 20 0.6 JR30x38x20JS1 0.067 

32 32 37 20 0.3 JR32x37x20 0.043 
32 37 30 0.3 JR32x37x30 0.064 
32 40 20 0.6 JR32x40x20 0.069 

32 40 36 0.6 JR32x40x36 0.128 

35 35 40 17 0.3 JR35x40x17 0.040 
35 40 20 0.3 JR35x40x20 0.046 
35 40 20.5 0.3 JR35x40x20,5 0.049 

35 40 22 0.3 JR35x40x22 0.052 
35 40 30 0.3 JR35x40x30 0.071 
35 40 34 0.3 JR35x40x34 0.080 

35 40 40 0.3 JR35x40x40 0.094 
35 42 20 0.6 JR35x42x20 0.065 
35 42 20 0.6 JR35x42x20JS1 0.065 

35 42 23 0.6 JRZ35x42x23JS1 0.074 
35 42 36 0.6 JR35x42x36 0.122 
35 44 22 0.6 JR35x44x22 0.097 

37 37 42 20 0.35 IM 37 42 20 P 0.046 

38 38 43 20 0.3 JR38x43x20 0.050 
38 43 30 0.3 JR38x43x30 0.075 

[Note] 1) Please contact JTEKT about outside diameter tolerance. 
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-----------------Koyo 
Shaft dia. 40 ~ 45 mm 

JRZ.JS1 

Boundary dimensions {Refer.) 
(mm) Bearing No. Mass 

Shaft dia. 
d F B 

r (kg) 
min. 

40 40 45 17 0.3 JR40x45x17 0.044 
40 45 20 0.3 JR40x45x20 0.052 
40 45 20.5 0.3 JR40x45x20,5 0.054 

40 45 25 0.35 IM 40 45 25 P 0.062 
40 45 30 0.3 JR40x45x30 0.078 
40 45 34 0.3 JR40x45x34 0.089 

40 45 40 0.3 JR40x45x40 0.115 
40 48 22 0.6 JR40x48x22 0.094 
40 48 23 0.6 JRZ40x48x23JS1 0.100 

40 48 40 0.6 JR40x48x40 0.173 
40 50 20 1 JR40x50x20 0.110 

42 42 47 20 0.3 JR42x47x20 0.055 
42 47 30 0.3 JR42x47x30 0.083 

45 45 50 20 0.3 JR45x50x20 0.058 
45 50 25 0.6 JR45x50x25 0.073 
45 50 25.5 0.3 JR45x50x25,5 0.075 

45 50 35 0.6 JR45x50x35 0.103 
45 50 40 0.3 JR45x50x40 0.117 
45 52 22 0.6 JR45x52x22 0.090 

45 521) 22 0.85 IM 4909 0.087 
45 52 23 0.6 JR45x52x23 0.096 
45 52 23 0.6 JRZ45x52x23JS1 0.096 

45 52 40 0.6 JR45x52x40 0.167 
45 55 20 1 JR45x55x20 0.133 
45 55 20 1 JR45x55x20JS1 0.133 

45 55 22 1 JR45x55x22 0.135 
45 55 40 1 JR45x55x40 0.247 

[Note] 1) Please contact JTEKT about outside diameter tolerance. 

B 471 

https://rodavigo.net/es/c/rodamientos/f/koyo

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



Needle roller bearings, accessories -------------
inner rings 
metric series 

Shaft dia. 50 ....., 60 mm B B 

r 1 .-¡ r ~ 

t d -~----- t F d ------- t F 

JR, IM .. P JR.JS1 

Boundary dimensions {Refer.) 
(mm) Bearing No. Mass 

Shaft dia. 
d F B 

r (kg) 
min. 

50 50 55 20 0.3 JR50x55x20 0.065 
50 55 25 0.6 JR50x55x25 0.081 
50 55 35 0.65 IM 50 55 35 P 0.107 

50 55 35 0.6 JR50x55x35 0.113 
50 55 40 0.3 JR50x55x40 0.130 
50 58 22 0.6 JR50x58x22 0.117 

50 58 23 0.6 JRZ50x58x23JS1 0.122 
50 58 40 0.6 JR50x58x40 0.213 
50 60 20 1 JR50x60x20 0.155 

50 60 20 1 JR50x60x20JS1 0.155 
50 60 25 1 JR50x60x25 0.170 
50 60 40 1 JR50x60x40 0.310 

55 55 60 25 0.6 JR55x60x25 0.088 
55 60 35 0.65 IM 55 60 35 P 0.118 
55 60 35 0.6 JR55x60x35 0.124 

55 63 25 1 JR55x63x25 0.141 
55 63 45 1 JR55x63x45 0.286 
55 65 30 1 JR55x65x30 0.222 

55 65 60 1 JR55x65x60 0.444 

58 58 65 25 0.85 IM 58 65 25 P 0.125 

60 60 68 25 0.6 JR60x68x25 0.153 
60 68 35 0.6 JR60x68x35 0.220 
60 68 45 1 JR60x68x45 0.284 

60 70 25 1 JR60x70x25 0.200 
60 70 30 1 JR60x70x30 0.240 
60 70 35 0.85 IM 60 70 35 P 0.280 

60 70 60 1 JR60x70x60 0.480 

[Note] 1) Please contact JTEKT about outside diameter tolerance. 
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-----------------Koyo 
Shaft dia. 65 ~ (90) mm 

JRZ.JS1 

Boundary dimensions {Refer.) 
(mm) Bearing No. Mass 

Shaft dia. 
d F B 

r (kg) 
min. 

65 65 72 25 1 JR65x72x25 0.143 
65 72 45 1 JR65x72x45 0.266 
65 73 25 0.6 JR65x73x25 0.170 

65 73 35 0.6 JR65x73x35 0.240 
65 75 28 1 JR65x75x28 0.240 
65 75 30 1 JR65x75x30 0.260 

65 75 60 1 JR65x75x60 0.520 

70 70 80 25 1 JR70x80x25 0.230 
70 80 30 1 JR70x80x30 0.270 
70 80 35 1 JR70x80x35 0.320 

70 80 54 1 JR70x80x54 0.500 
70 80 60 1 JR70x80x60 0.556 

75 75 85 25 1 JR75x85x25 0.240 
75 85 30 1 JR75x85x30 0.289 
75 85 35 1 JR75x85x35 0.338 

75 85 54 1 JR75x85x54 0.530 

80 80 90 25 1 JR80x90x25 0.260 
80 90 30 1 JR80x90x30 0.306 
80 90 35 1 JR80x90x35 0.355 

80 90 54 1 JR80x90x54 0.565 

85 85 95 26 1 JR85x95x26 0.290 
85 95 30 1 JR85x95x30 0.334 
85 95 36 1 JR85x95x36 0.397 

85 100 35 1.1 JR85x100x35 0.595 
85 100 63 1.1 JR85x100x63 1.080 

90 90 100 26 1 JR90x100x26 0.300 

[Note] 1) Please contact JTEKT about outside diameter tolerance. 
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Needle roller bearings, accessories -------------
inner rings 
metric series 

Shaft dia. (90) ,...., 170 mm B B 

r 1 .-¡ r ~ 

t d -~----- t F d ------- t F 

JR, IM .. P JR.JS1 

Boundary dimensions {Refer.) 
(mm) Bearing No. Mass 

Shaft dia. 
d F B 

r (kg) 
min. 

90 90 100 30 1 JR90x100x30 0.350 
90 100 36 1 JR90x100x36 0.422 
90 105 32 1.1 JR90x105x32 0.580 

90 105 35 1.1 JR90x105x35 0.624 
90 105 63 1.1 JR90x105x63 1.140 

95 95 105 26 1 JR95x105x26 0.310 
95 105 36 1 JR95x105x36 0.430 
95 110 35 1.1 JR95x110x35 0.653 

95 110 63 1.1 JR95x110x63 1.200 

100 100 110 30 1.1 JR100x110x30 0.384 
100 110 40 1.1 JR100x110x40 0.510 
100 115 40 1.1 JR100x115x40 0.790 

110 11 O 120 30 1 JR110x120x30 0.425 
11 O 125 40 1.1 JR110x125x40 0.870 

120 120 130 30 1 JR120x130x30 0.460 
120 135 45 1.1 JR120x135x45 1.060 

130 130 145 35 1.1 JR130x145x35 0.890 
130 150 50 1.5 JR130x150x50 1.730 

140 140 155 35 1.1 JR140x155x35 0.955 
140 160 50 1.5 JR140x160x50 1.860 

150 150 165 40 1.1 JR150x165x40 1.170 

160 160 175 40 1.1 JR160x175x40 1.240 

170 170 185 45 1.1 JR170x185x45 1.480 

[Note] 1) Please contact JTEKT about outside diameter tolerance. 
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-----------------Koyo 
Shaft dia. 180 mm 

JRZ.JS1 

Boundary dimensions {Refer.) 
(mm) Bearing No. Mass 

Shaft dia. 
d F B 

r (kg) 
min. 

180 180 195 45 1.1 JR180x195x45 1.560 

[Note] 1) Please contact JTEKT about outside diameter tolerance. 
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Needle roller bearings, accessories -------------
inner rings for machine-tool quality precision-combined bearings 
metric series 

Shaft dia. 17 ....., 45 mm B B 

l 
1 1 

l 
d - ~------ ~ <p F d - ~------ ~ <p F 

IM IMC 

Boundary dimensions {Refer.) 
(mm) Bearing No. Mass 

Shaft dia. 
d F 1) B 

r (kg) 
min. 

17 17 20 27.5 0.2 IM 19017 0.019 
17 20 32 0.2 IM 20617 0.021 

20 20 25 27.5 0.35 IM 19020 0.038 
20 25 32 0.35 IM 20620 0.044 

25 25 30 27.5 0.35 IM 19025 0.042 
25 30 32 0.35 IM 20625 0.052 

30 30 35 27.5 0.35 IM 19030 0.053 
30 35 32 0.35 IM 20630 0.061 

35 35 40 27.5 0.35 IM 19035 0.063 
35 40 32 0.35 IM 20635 0.072 

40 40 45 27.5 0.35 IM 19040 0.069 
40 45 32 0.35 IM 20640 0.080 

45 45 50 30.5 0.65 IM 19045 0.085 
45 50 35 0.65 IM 20645 0.096 

[Note] 1) Please contact JTEKT about outside diameter tolerance. 
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-------------------Koyo 

B 

7 
d - ------- ~ <p F 

IM ... R6 
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Heavy-duty needle roller bearings -------------
inner rings 
inch series 

Shaft dia. 3/ s -- 1 5/ 1s in 
(9.525 -- 33.338 mm) 

B 

L 'J 
1 

F dr------u 

Boundary dimensions (Refer.) 
(mm) lnner ring Mass 

Shaft dia. 
d F B 

r No. (kg) 
(in) min. 

3/s 9.525 15.875 19.05 0.64 IR-061012 0.018 

½ 12.700 19.050 19.05 1.02 IR-081212 0.023 
12.700 19.050 25.40 1.02 IR-081216 0.032 

51a 15.875 22.225 19.05 1.02 IR-101412 0.027 
15.875 22.225 25.40 1.02 IR-101416 0.036 

11/16 17.463 22.225 19.05 1.02 IR-111412 0.023 

% 19.050 25.400 19.05 1.02 IR-121612 0.032 
19.050 25.400 25.40 1.02 IR-121616 0.041 

13/16 20.638 25.400 25.40 1.02 IR-131616 0.032 

7/s 22.225 28.575 25.40 1.02 IR-141816 0.050 
22.225 28.575 31.75 1.02 IR-141820 0.059 

15/16 23.813 28.575 25.40 1.02 IR-151816 0.036 
23.813 28.575 31.75 1.02 IR-151820 0.045 

1 25.400 31.750 25.40 1.02 IR-162016 0.054 
25.400 31.750 31.75 1.02 IR-162020 0.068 

11/s 28.575 34.925 25.40 1.02 IR-182216 0.059 
28.575 34.925 31.75 1.02 IR-182220 0.077 

1 1/16 30.163 38.100 31.75 1.52 IR-192420 0.100 

1¼ 31.750 38.100 25.40 1.52 IR-202416 0.068 
31.750 38.100 31.75 1.52 IR-202420 0.082 

1 5/16 33.338 41.275 25.40 1.52 IR-212616 0.086 
33.338 41.275 31.75 1.52 IR-212620 0.109 

[Note] 1) ra max is equal to the mínimum bearing chamfer (rs minl-
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Shaft dia. 
(mm) Used with 

Loose transition fit lnterference fit bearing No. 
max. min. max. min. 

9.520 9.510 9.538 9.530 HJ-101812 

12.692 12.682 12.715 12.708 HJ-122012 
12.692 12.682 12.715 12.708 HJ-122016 

15.867 15.857 15.890 15.883 HJ-142212 
15.867 15.857 15.890 15.883 HJ-142216 

17.455 17.445 17.478 17.470 HJ-142212 

19.042 19.030 19.068 19.058 HJ-162412 
19.042 19.030 19.068 19.058 HJ-162416 

20.630 20.617 20.655 20.645 HJ-162416 

22.217 22.205 22.243 22.233 HJ-182616 
22.217 22.205 22.243 22.233 HJ-182620 

23.805 23.792 23.830 23.820 HJ-182616 
23.805 23.792 23.830 23.820 HJ-182620 

25.392 25.380 25.418 25.408 HJ-202816 
25.392 25.380 25.418 25.408 HJ-202820 

28.567 28.555 28.593 28.583 HJ-223016 
28.567 28.555 28.593 28.583 HJ-223020 

30.155 30.142 30.180 30.170 HJ-243320 

31.740 31.725 31.770 31.760 HJ-243316 
31.740 31.725 31.770 31.760 HJ-243320 

33.327 33.312 33.358 33.348 HJ-263516 
33.327 33.312 33.358 33.348 HJ-263520 
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-----------------Koyo 
Shaft dia. 1 3/ 8 - (2 ½) in 
(34.925 - (63.500) mm) 

Boundary dimensions 
(mm) lnner ring 

Shaft dia. 
d F B 

r No. 
(in) min. 

13/s 34.925 41.275 31.75 1.52 IR-222620 
34.925 44.450 31.75 1.52 IR-222820 

1 7/16 36.513 44.450 25.40 1.52 IR-232816 
36.513 44.450 31.75 1.52 IR-232820 

1 1/2 38.100 44.450 25.40 1.52 IR-242816 
38.100 44.450 31.75 1.52 IR-242820 
38.100 50.800 31.75 1.52 IR-243220 

1 9/16 39.688 47.625 31.75 1.52 IR-253020 
39.688 50.800 31.75 1.52 IR-253220 

151a 41.275 50.800 31.75 1.52 IR-263220 

111¡16 42.863 50.800 25.40 1.52 IR-273216 
42.863 50.800 31.75 1.52 IR-273220 

1¾ 44.450 57.150 38.10 1.52 IR-283624 
44.450 57.150 44.45 1.52 IR-283628 

1 15/16 49.213 63.500 38.10 2.03 IR-314024 
49.213 63.500 44.45 2.03 IR-314028 

2 50.800 63.500 38.10 2.03 IR-324024 
50.800 63.500 44.45 2.03 IR-324028 

2 3/16 55.563 69.850 44.45 2.03 IR-354428 

2 1/4 57.150 69.850 38.10 2.03 IR-364424 
57.150 69.850 44.45 2.03 IR-364428 

23/s 60.325 76.200 44.45 2.03 IR-384828 

2½ 63.500 76.200 38.10 2.03 IR-404824 

(Refer.) Shaft dia. 

Mass (mm) Used with 

(kg) Loose transition fit lnterference fit bearing No. 
max. min. max. min. 

0.091 34.915 34.900 34.945 34.935 HJ-263520 
0.141 34.915 34.900 34.945 34.935 HJ-283720 

0.095 36.502 36.487 36.533 36.523 HJ-283716 
0.118 36.502 36.487 36.533 36.523 HJ-283720 

0.077 38.090 38.075 38.120 38.110 HJ-283716 
0.095 38.090 38.075 38.120 38.110 HJ-283720 
0.209 38.090 38.075 38.120 38.110 HJ-324120 

0.127 39.677 39.662 39.708 39.698 HJ-303920 
0.186 39.677 39.662 39.708 39.698 HJ-324120 

0.163 41.265 41.250 41.295 41.285 HJ-324120 

0.109 42.852 42.837 42.883 42.873 HJ-324116 
0.136 42.852 42.837 42.883 42.873 HJ-324120 

0.286 44.440 44.425 44.470 44.460 HJ-364824 
0.336 44.440 44.425 44.470 44.460 HJ-364828 

0.358 49.202 49.187 49.233 49.223 HJ-405224 
0.417 49.202 49.187 49.233 49.223 HJ-405228 

0.322 50.790 50.772 50.823 50.810 HJ-405224 
0.376 50.790 50.772 50.823 50.810 HJ-405228 

0.467 55.552 55.535 55.585 55.573 HJ-445628 

0.358 57.140 57.122 57.173 57.160 HJ-445624 
0.417 57.140 57.122 57.173 57.160 HJ-445628 

0.562 60.315 60.297 60.348 60.335 HJ-486028 

0.395 63.490 63.472 63.523 63.51 O HJ-486024 
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Heavy-duty needle roller bearings -------------
inner rings 
inch series 

Shaft dia. (2 1 / 2) ,...., 3 in 
((63.500) ~ 76.200 mm) 

B 

L 'J 
1 

F dr------u 

Boundary dimensions (Refer.) 
(mm) lnner ring Mass 

Shaft dia. 
d F B 

r No. (kg) 
(in) min. 

2 1/2 63.500 76.200 44.45 2.03 IR-404828 0.463 

2¾ 69.850 82.550 44.45 2.03 IR-445228 0.503 
69.850 82.550 50.80 2.03 IR-445232 0.576 

2 15/16 74.613 88.900 50.80 2.03 IR-475632 0.694 

3 76.200 88.900 50.80 2.03 IR-485632 0.621 

[Note] 1) ra max is equal to the mínimum bearing chamfer (rs minl-
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Shaft dia. 
(mm) Used with 

Loose transition fit lnterference fit bearing No. 
max. min. max. min. 

63.490 63.472 63.523 63.510 HJ-486028 

69.840 69.822 69.873 69.860 HJ-526828 
69.840 69.822 69.873 69.860 HJ-526832 

74.602 74.585 74.635 74.623 HJ-567232 

76.190 76.172 76.223 76.210 HJ-567232 
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Miniature one-way clutches 
Miniature one-way clutches consist of a case 

carburizing steel drawn cup, metal or synthetic resin 
spring, synthetic resin cage and needle rollers. 

They are used in clutch mechanisms of various 
machines. Use in office automation equipment such 
as copying and facsimile machines is especially common. 

Useful for making equipment smaller and lighter, due to a 
drawn cup made of thin sheet steel. 

Locking protrusions are provided around the drawn cup, so 
that creeping can be prevented without having to hold the 
surface dimensional accuracy precisely. 

Pre-lubricated with optimum grease, so that no lubrication is 
necessary under normal operating conditions. 

Unit products with a synthetic resin housing are also avail
able. 
They are compatible with components of various types, 
such as gears, timing pulleys, cams and rubber rollers. 
Consult with JTEKT for further information. 

■ Structure and principies 

A 

1WC series 

EWC series 

Various housings and unit products 

_

1 

/D~awncu 

Cage--HrtJ= . ! r ~~r~i~;ow 

Shaft~ ' ,=:Ro~ rc::"cup 
[When the clutch system works] 

' -J- ' rotation) 

Locking direction A' Drawn cup 
with drawn cup 
rotating 

Cross section Shaft 
A-A' 

Cam surface 

8482 

When the shaft rotates clockwise as in 
cross section A-A', rollers are locked while 
engaged with the drawn cup cam surfaces 
by the effect of springs (wedging of the 
shaft by the cam surfaces). The drawn cup 
is driven as a consequence. 

[Clutch idle running] 
When the shaft rotates counter-clockwise 

as in cross section A-A', rollers move away 
from the drawn cup cam surfaces and 
rotate freely. 
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-----------------Koyo 

■ Miniature one-way clutch types and characteristics 

~ 
1WC series EWC series 

(with metal springs) (with synthetic resin springs) 

Heavy load type Heavy load type Light load type 

1WC ... EWC ... C EWC ... A 

Torque capacity Heavy load Heavy load Light load 

Operating temperature 
-10to+90ºC -10 to+ 70ºC 

range 

Locking system can function more than one million. 
Locking life [ Note : this estimation is valid as long as torque magnitude does not ] 

exceed the torque capacity shown in the specification table. 

lnsert molding Possible lmpossible 

Delivery of clutch only Possible 

Unit delivery Possible 

■ Shaft tolerance 

------------ Heavy load type Light load type 
(1 WC ... , EWC ... C) (EWC ... A) 

Shaft tolerance class h8 

Surface hardness 50 HRC or harder 30 H RC or harder 

Roughness (Ra) 0.3 a or less 0.8 a or less 

Roundness and cylindricity 0.005 mm or less 

[Remarks] In sorne operating conditions, shafts need not 
be as accurate as shown here. 
Far example: 
1 . When clutch engaging accuracy is consid

ered unimportant, or when a radial load or 
moment is not generated, the shaft diameter 
tolerance can be: 

{ 
shaft diameter 6 mm or less, 
and EWC0809 (C, A) : O to - 0.040 mm 
shaft diameter 8 mm or more : h 1 O 

2. When the loaded torque is smaller than the 
torque capacity, shaft surface hardness can 
be determined as follows: 
* The diagram on the right shows approxi

mate shaft surface hardness relative to 
torque ratio A. 

Torque(A) _ Loaded torque 
ratio - Heavy load type torque capacity 
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1.0 

g 0.8 
o 

·,¡:¡ 
co ,._ 0.6 
<l) 

5- 0.4 ,._ 
o 
f- 0.2 

Heavy load 
type 

Light load 
type 

O~~-~~-~~~~~ 

10 20 30 40 50 60 

Shaft surface hardness (HRC) 
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Miniature one-way clutches ----------------
d 4-12 mm 

B 

B 

1WC series EWC series 

Shaft dia. Boundary dimensions Torque capacity Designations 
(mm) (mm) 

d Fw D1 D2 B A 
lWC series EWC series 

(N·m) (With metal springs) (With resin springs) 

4 4 8 8.4 6 2.6 0.08 - EWC0406A 
4 8 8.4 6 2.6 0.15 - EWC0406C 

6 6 10 10.4 8 2.8 0.25 - EWC0608A 
6 10 10.4 8 2.8 0.44 - EWC0608C 
6 10 10.4 8 2.8 0.44 1WC0608 -

6 10 10.4 12 2.8 0.88 1WC0612 -

8 8 12 12.4 9 2.6 0.49 - EWC0809A 
8 12 12.4 9 2.6 0.88 - EWC0809C 
8 14.2 15 12 3.6 1.18 - EWC0812A 

8 14.2 15 12 3.6 1.96 - EWC0812C 
8 14.2 15 12 3.6 1.96 1WC0812 -

8 14.2 15 14.5 3.6 2.65 1WC0815 -

10 10 16 17 10 5 1.18 - EWC1010A 
10 16 17 10 5 1.96 - EWC1010C 
10 16 17 12 5 1.37 - EWC1012A 

10 16 17 12 5 2.35 - EWC1012C 
10 16 17 12 5 2.35 1WC1012 -

12 12 18 19 16 5.1 6.28 1WC1216 -

[Notes] 1) Provided at equal intervals. 
2) Recommended interference when polyacetal resin housing is used. 
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[Ífil1 
/4H , . . r D - -

b 

a 
r 

Details of section F 

No. of ll Recommended housing dimensions (Refer.) Mass (g) 

outer ring (mm) 

protrusion Hn a b r Da D2) lWC EWC 

4 12 2.65 0.50 2 8 0.06 - 1.0 
4 12 2.65 0.50 2 8 0.06 - 1.0 

6 14 2.8 0.57 2 10 0.08 - 1.7 
6 14 2.8 0.57 2 10 0.08 - 1.7 
6 14 2.8 0.57 2 10 0.08 2.0 -

6 14 2.8 0.57 2 10 0.08 3.0 -

6 16 2.6 0.48 2 12 0.10 - 2.4 
6 16 2.6 0.48 2 12 0.10 - 2.4 
6 18.5 3.6 0.87 2.3 14.2 0.11 - 5.8 

6 18.5 3.6 0.87 2.3 14.2 0.11 - 5.8 
6 18.5 3.6 0.87 2.3 14.2 0.11 7.0 -

6 18.5 3.6 0.87 2.3 14.2 0.11 8.0 -

6 21 5.0 1.20 3.2 16 0.13 - 6.0 
6 21 5.0 1.20 3.2 16 0.13 - 6.0 
6 21 5.0 1.20 3.2 16 0.13 - 6.8 

6 21 5.0 1.20 3.2 16 0.13 - 6.8 
6 21 5.0 1.20 3.2 16 0.13 8.0 -

8 23 5.1 1.20 3.3 18 0.14 12 -
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