
UC, SB, SU 
Cylindrical bore (with set screws) 
d 8 ~ (30) mm 

2-120º G 

r 

uc 

Shaft Dia. Dimensions 
mm inch 

d D B c 
mm inch mm inch mm 

8 - 22 0.866 12 0.472 7 
10 - 26 1.024 15 0.591 8 

28 1.102 15 0.591 8 
12 - 40 1.575 22 0.866 12 

47 1.850 31 1.220 16 

½ 
40 1.575 22 0.866 12 

-
47 1.850 31 1.220 16 
32 1.260 16.5 0.650 9 

15 - 40 1.575 22 0.866 12 
47 1.850 31 1.220 16 

5/a 
40 1.575 22 0.866 12 

-
47 1.850 31 1.220 16 
35 1.378 17.5 0.689 10 

17 - 40 1.575 22 0.866 12 
47 1.850 31 1.220 16 

¼ 
47 1.850 25 0.984 14 

-
47 1.850 31 1.220 16 
42 1.654 21 0.827 12 

20 - 47 1.850 25 0.984 14 
47 1.850 31 1.220 16 

7/a 
52 2.047 27 1.063 15 

-
52 2.047 34.1 1.343 17 

15/15 52 2.047 27 1.063 15 
-

52 2.047 34.1 1.343 17 
47 1.850 22 0.866 12 
52 2.047 27 1.063 15 

25 - 52 2.047 34.1 1.343 17 
62 2.441 38 1.496 22 
62 2.441 38.1 1.500 19 
52 2.047 27 1.063 15 

1 
52 2.047 34.1 1.343 17 

-
62 2.441 38 1.496 22 
62 2.441 38.1 1.500 19 

1 1/a 
62 2.441 30 1.181 16 

-
62 2.441 38.1 1.500 19 
55 2.165 24.5 0.965 13 
62 2.441 30 1.181 16 

30 - 62 2.441 38.1 1.500 19 
72 2.835 42.9 1.689 20 
72 2.835 43 1.693 24 
62 2.441 30 1.181 16 

- 1 3/16 62 2.441 38.1 1.500 19 
72 2.835 42.9 1.689 20 
62 2.441 30 1.181 16 

- 1¼ 62 2.441 38.1 1.500 19 
72 2.835 42.9 1.689 20 

1¼ 
72 2.835 32 1.260 17 

-
72 2.835 42.9 1.689 20 

- 1 5/16 72 2.835 42.9 1.689 20 
Remarks 1. SU type product is the "compact" series insert bearing far unit. 

2. From UC201 to 205 are the double-lip seal type products (L2). 
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inch 
0.276 
0.315 
0.315 
0.472 
0.630 
0.472 
0.630 
0.354 
0.472 
0.630 
0.472 
0.630 
0.394 
0.472 
0.630 
0.551 
0.630 
0.472 
0.551 
0.630 
0.591 
0.669 
0.591 
0.669 
0.472 
0.591 
0.669 
0.866 
0.748 
0.591 
0.669 
0.866 
0.748 
0.630 
0.748 
0.512 
0.630 
0.748 
0.787 
0.945 
0.630 
0.748 
0.787 
0.630 
0.748 
0.787 
0.669 
0.787 
0.787 

UC-L3 

Basic Fatigue Factor 
Load Ratings Load Limit 

kN kN 
r (min.) 

Cr Cor Cu fo 
mm inch 
0.3 0.012 3.27 1.37 0.062 12.4 
0.3 0.012 4.55 1.95 0.089 12.3 
0.3 0.012 5.10 2.40 0.109 13.2 
0.6 0.024 9.55 4.80 0.218 13.2 
0.6 0.024 12.8 6.65 0.302 13.2 
0.6 0.024 9.55 4.80 0.218 13.2 
0.6 0.024 12.8 6.65 0.302 13.2 
0.3 0.012 5.60 2.85 0.130 13.9 
0.6 0.024 9.55 4.80 0.218 13.2 
0.6 0.024 12.8 6.65 0.302 13.2 
0.6 0.024 9.55 4.80 0.218 13.2 
0.6 0.024 12.8 6.65 0.302 13.2 
0.3 0.012 6.00 3.25 0.148 14.4 
0.6 0.024 9.55 4.80 0.218 13.2 
0.6 0.024 12.8 6.65 0.302 13.2 
1 0.039 12.8 6.65 0.302 13.2 
1 0.039 12.8 6.65 0.302 13.2 
0.6 0.024 9.40 5.05 0.230 13.9 
1 0.039 12.8 6.65 0.302 13.2 
1 0.039 12.8 6.65 0.302 13.2 
1 0.039 14.0 7.85 0.357 13.9 
1 0.039 14.0 7.85 0.357 13.9 
1 0.039 14.0 7.85 0.357 13.9 
1 0.039 14.0 7.85 0.357 13.9 
0.6 0.024 10.1 5.85 0.266 14.5 
1 0.039 14.0 7.85 0.357 13.9 
1 0.039 14.0 7.85 0.357 13.9 
1.1 0.043 21.2 10.9 0.495 12.6 
1 0.039 19.5 11.3 0.514 13.9 
1 0.039 14.0 7.85 0.357 13.9 
1 0.039 14.0 7.85 0.357 13.9 
1.1 0.043 21.2 10.9 0.495 12.6 
1 0.039 19.5 11.3 0.514 13.9 
1 0.039 19.5 11.3 0.514 13.9 
1 0.039 19.5 11.3 0.514 13.9 
1 0.039 13.2 8.25 0.375 14.7 
1 0.039 19.5 11.3 0.514 13.9 
1 0.039 19.5 11.3 0.514 13.9 
1 0.039 25.7 15.4 0.700 13.9 
1.1 0.043 26.7 15.0 0.682 13.3 
1 0.039 19.5 11.3 0.514 13.9 
1 0.039 19.5 11.3 0.514 13.9 
1 0.039 25.7 15.4 0.700 13.9 
1 0.039 19.5 11.3 0.514 13.9 
1 0.039 19.5 11.3 0.514 13.9 
1 0.039 25.7 15.4 0.700 13.9 
1.1 0.043 25.7 15.4 0.700 13.9 
1.1 0.043 25.7 15.4 0.700 13.9 
1.1 0.043 25.7 15.4 0.700 13.9 

Insert bearings for units 

UC, S B , SU 
Cylindrical bore (with set screws) a a 
d 8 ~ (30) mm _s' ' st _c_1_' __Fº_ 

.-2-120ºG ~2-120‘G 
JK . fl , ,  

r ' r 
S £;— S 51— 

31 D - ¡id 84 D ¡¿ 
© © 

UG UC-L3 

Shaft Dls. Dlmenslons Basic Fntlgue Factor 
mm inch Load Ratings Load Limit 

kN kN 
el D B C r (min.) 

mm inch mm inch mm inch mm inch Cr Cºr C" fº 
B — 22 0.866 12 0.472 7 0.276 0.3 0.012 3.27 1.37 0.062 12.4 

10 — 26 1.024 15 0.591 8 0.315 0.3 0.012 4.55 1.95 0.089 12.3 
28 1.102 15 0.591 8 0.315 0.3 0.012 5.10 2.40 0.109 13.2 

12 — 40 1.575 22 0.866 12 0.472 0.6 0.024 9.55 4.80 0.218 13.2 
47 1.850 31 1.220 16 0.630 0.6 0.024 12.8 6.65 0.302 13.2 

_ 1/2 40 1.575 22 0.866 12 0.472 0.6 0.024 9.55 4.80 0.218 13.2 
47 1.850 31 1.220 16 0.630 0.6 0.024 12.8 6.65 0.302 13.2 
32 1.260 16.5 0.650 9 0.354 0.3 0.012 5.60 2.85 0.130 13.9 

15 — 40 1.575 22 0.866 12 0.472 0.6 0.024 9.55 4.80 0.218 13.2 
47 1.850 31 1.220 16 0.630 0.6 0.024 12.8 6.65 0.302 13.2 

_ % 40 1.575 22 0.866 12 0.472 0.5 0.024 9.55 4.80 0.218 13.2 
47 1.850 31 1.220 16 0.630 0.6 0.024 12.8 6.65 0.302 13.2 
35 1.378 17.5 0.689 10 0.394 0.3 0.012 6.00 3.25 0.148 14.4 

17 - 40 1.575 22 0.866 12 0.472 0.6 0.024 9.55 4.80 0.218 13.2 
47 1.850 31 1.220 16 0.630 0.6 0.024 12.8 6.65 0.302 13.2 

_ a" 47 1.850 25 0.984 14 0.551 1 0.039 12.8 6.65 0.302 13.2 
47 1.850 31 1.220 16 0.630 1 0.039 12.8 6.65 0.302 13.2 
42 1 .854 21 0.827 12 0.472 0.6 0.024 9.40 5.05 0.230 13.9 

20 — 47 1.850 25 0.984 14 0.551 1 0.039 12.8 6.65 0.302 13.2 
47 1.850 31 1.220 16 0.630 1 0.039 12.8 6.65 0.302 13.2 

_ 7/s 52 2.047 27 1.063 15 0.591 1 0.039 14.0 7.85 0.357 13.9 
52 2.047 34.1 1.343 17 0.669 1 0.039 14.0 7.85 0.357 13.9 

_ 15/15 52 2.047 27 1.063 15 0.591 1 0.039 14.0 7.85 0.357 13.9 
52 2.047 34.1 1.343 17 0.669 1 0.039 14.0 7.85 0.357 13.9 
47 1.850 22 0.866 12 0.472 0.6 0.024 10.1 5.85 0.266 14.5 
52 2.047 27 1.063 15 0.591 1 0.039 14.0 7.85 0.357 13.9 

25 — 52 2.047 34.1 1.343 17 0.669 1 0.039 14.0 7.85 0.357 13.9 
62 2.441 38 1.496 22 0.866 1.1 0.043 21.2 10.9 0.495 12.6 
62 2.441 38.1 1.500 19 0.748 1 0.039 19.5 11.3 0.514 13.9 
52 2.047 27 1.063 15 0.591 1 0.039 14.0 7.85 0.357 13.9 

_ 1 52 2.047 34.1 1.343 17 0.669 1 0.039 14.0 7.85 0.357 13.9 
62 2.441 38 1.496 22 0.866 1.1 0.043 21.2 10.9 0.495 12.6 
62 2.441 38.1 1.500 19 0.748 1 0.039 19.5 11.3 0.514 13.9 

_ 1 1/5 62 2.441 30 1.181 16 0.630 1 0.039 19.5 11.3 0.514 13.9 
62 2.441 38.1 1.500 19 0.748 1 0.039 19.5 11.3 0.514 13.9 
55 2.165 24.5 0.965 13 0.512 1 0.039 13.2 8.25 0.375 14.7 
62 2.441 30 1.181 16 0.630 1 0.039 19.5 11.3 0.514 13.9 

30 — 62 2.441 38.1 1.500 19 0.748 1 0.039 19.5 11.3 0.514 13.9 
72 2.835 42.9 1.689 20 0.787 1 0.039 25.7 15.4 0.700 13.9 
72 2.835 43 1.693 24 0.945 1.1 0.043 26.7 15.0 0.682 13.3 
62 2.441 30 1.181 16 0.630 1 0.039 19.5 11.3 0.514 13.9 

— 13/16 62 2.441 38.1 1.500 19 0.748 1 0.039 19.5 11.3 0.514 13.9 
72 2.835 42.9 1.689 20 0.787 1 0.039 25.7 15.4 0.700 13.9 
62 2.441 30 1.181 16 0.630 1 0.039 19.5 11.3 0.514 13.9 

— 1 1la 62 2.441 38.1 1.500 19 0.748 1 0.039 19.5 11.3 0.514 13.9 
72 2.835 42.9 1.689 20 0.787 1 0.039 25.7 15.4 0.700 13.9 

_ 11/4 72 2.835 32 1.260 17 0.669 1.1 0.043 25.7 15.4 0.700 13.9 
72 2.835 42.9 1.689 20 0.787 1.1 0.043 25.7 15.4 0.700 13.9 

— 1 5/15 72 2.835 42.9 1.689 20 0.787 1.1 0.043 25.7 15.4 0.700 13.9 
Remarks 1. SU type product is the “compact" series insert bearing for unit. 

2. From UC201 to 205 are the double-lip seal type products (L2). 
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Koyo 

2-120º G 2-120º G 

r r s s, s s, 

S1D S1D 

@ Lil @ 

SB su 

Bearing Dimensions Set Screw Mass 
No_ Size 

G 
Standard L3Type C1 s S1 S2 

inch kg 
inch inch inch inch 

mm 
mm mm mm mm 

SU0B - - - 3.5 0.138 8.5 0.335 2.8 0.110 M3x0.35 - 0.012 
suooo - - - 5 0.197 10 0.394 3 0.118 M3x0.35 - 0.024 
SU001 - - - 5 0.197 10 0.394 3 0.118 M3x0.35 - 0.026 
SB201 - - - 6 0.236 16 0.630 4 0.157 M5x0.5 - 0.10 
UC201 UC201L2 4 0.157 12.7 0.500 18.3 0.720 5 0.197 M6x0.75 - 0.21 
SB201-8 - - - 6 0.236 16 0.630 4 0.157 - No.10-32UNF 0.10 
UC201-8 UC201-8L2 4 0.157 12.7 0.500 18.3 0.720 5 0.197 - ¼-28UNF 0.21 
SU002 - - - 5.5 0.217 11 0.433 3.3 0.130 M4x0.5 - 0.038 
SB202 - - - 6 0.236 16 0.630 4 0.157 M5x0.5 - 0.10 
UC202 UC202L2 4 0.157 12.7 0.500 18.3 0.720 5 0.197 M6x0.75 - 0.19 
SB202-10 - - - 6 0.236 16 0.630 4 0.157 - No.10-32UNF 0.10 
UC202-10 UC202-10L2 4 0.157 12.7 0.500 18.3 0.720 5 0.197 - ¼-28UNF 0.19 
SU003 - - - 6 0.236 11.5 0.453 3.3 0.130 M4x0.5 - 0.050 
SB203 - - - 6 0.236 16 0.630 4 0.157 M5x0.5 - 0.10 
UC203 UC203L2 4 0.157 12.7 0.500 18.3 0.720 5 0.197 M6x0.75 - 0.18 
SB204-12 - - - 7 0.276 18 0.709 5 0.197 - ¼-28UNF 0.15 
UC204-12 UC204-12L2 4 0.157 12.7 0.500 18.3 0.720 5 0.197 - ¼-28UNF 0.16 
SU004 - - - 7 0.276 14 0.551 4 0.157 M5x0.5 - 0.080 
SB204 - - - 7 0.276 18 0.709 5 0.197 M6x0.75 - 0.15 
UC204 UC204L2 4 0.157 12.7 0.500 18.3 0.720 5 0.197 M6x0.75 - 0.16 
SB205-14 - - - 7.5 0.295 19.5 0.768 5.5 0.217 - ¼-28UNF 0.18 
UC205-14 UC205-14L2 5 0.197 14.3 0.563 19.8 0.780 5.5 0.217 - ¼-28UNF 0.23 
SB205-15 - - - 7.5 0.295 19.5 0.768 5.5 0.217 - ¼-28UNF 0.18 
UC205-15 UC205-15L2 5 0.197 14.3 0.563 19.8 0.780 5.5 0.217 - ¼-28UNF 0.21 
SU005 - - - 7 0.276 15 0.591 4.5 0.177 M5x0.5 - 0.10 
SB205 - - - 7.5 0.295 19.5 0.768 5.5 0.217 M6x0.75 - 0.18 
UC205 UC205L2 5 0.197 14.3 0.563 19.8 0.780 5.5 0.217 M6x0.75 - 0.20 
UC305 - 6 0.236 15 0.591 23 0.906 6 0.236 M6x0.75 - 0.45 
UCX05 UCX05L3 5 0.197 15.9 0.626 22.2 0.874 6 0.236 M6x0.75 - 0.39 
SB205-16 - - - 7.5 0.295 19.5 0.768 5.5 0.217 - ¼-28UNF 0.18 
UC205-16 UC205-16L2 5 0.197 14.3 0.563 19.8 0.780 5.5 0.217 - ¼-28UNF 0.20 
UC305-16 - 6 0.236 15 0.591 23 0.906 6 0.236 M6x0.75 - 0.44 
UCX05-16 UCX05-16L3 5 0.197 15.9 0.626 22.2 0.874 6 0.236 - ¼-28UNF 0.38 
SB206-18 - - - 8 0.315 22 0.866 6 0.236 - ¼-28UNF 0.27 
UC206-18 UC206-18L2 5 0.197 15.9 0.626 22.2 0.874 6 0.236 - ¼-28UNF 0.34 
SU006 - - - 7.5 0.295 17 0.669 5.5 0.217 M5x0.5 - 0.15 
SB206 - - - 8 0.315 22 0.866 6 0.236 M6x0.75 - 0.27 
UC206 UC206L3 5 0.197 15.9 0.626 22.2 0.874 6 0.236 M6x0.75 - 0.32 
UCX06 UCX06L3 5.5 0.217 17.5 0.689 25.4 1.000 6.5 0.256 M8x1 - 0.58 
UC306 - 6.5 0.256 17 0.669 26 1.024 6 0.236 M6x0.75 - 0.56 
SB206-19 - - - 8 0.315 22 0.866 6 0.236 - ¼-28UNF 0.27 
UC206-19 UC206-19L2 5 0.197 15.9 0.626 22.2 0.874 6 0.236 - ¼-28UNF 0.32 
UCX06-19 UCX06-19L3 5.5 0.217 17.5 0.689 25.4 1.000 6.5 0.256 - 5/15-24UNF 0.58 
SB206-20 - - - 8 0.315 22 0.866 6 0.236 - ¼-28UNF 0.27 
UC206-20 UC206-20L2 5 0.197 15.9 0.626 22.2 0.874 6 0.236 - ¼-28UNF 0.30 
UCX06-20 UCX06-20L3 5.5 0.217 17.5 0.689 25.4 1.000 6.5 0.256 - 5/15-24UNF 0.55 
SB207-20 - - - 8.5 0.335 23.5 0.925 6 0.236 - ¼-28UNF 0.42 
UC207-20 UC207-20L3 5.5 0.217 17.5 0.689 25.4 1.000 6.5 0.256 - 5/16-24UNF 0.54 
UC207-21 UC207-21L3 5.5 0.217 17.5 0.689 25.4 1.000 6.5 0.256 - 5/15-24UNF 0.51 

3. With all bearings, the type with lock pin are H fittings. 
However, bearings with a bearing number of UC313 or more, with lock pin type are J fittings. 
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Koyo 

2-120'6 2-120‘G 

pa 8 

SB SU 

Bearing Dlmanslons Sat Screw Mass 
No. Size 

G 
Standard L3 Type 01 .9 S1 5'2 . 

mm inch mm inch mm inch mm inch mm mch kg 
8000 — — — 3.5 0.138 8.5 0.335 2.8 0.110 M3x0.35 — 0.012 
80000 - - - 5 0.197 10 0.394 3 0.118 M3x0.35 — 0.024 
8U001 — — — 5 0.197 10 0.394 3 0.118 M3x0.35 — 0.026 
85201 — — — 6 0.236 16 0.630 4 0.157 M5x0.5 — 0.10 
UC201 U0201 L2 4 0.157 12.7 0.500 18.3 0.720 5 0.197 M6x0.75 — 0.21 
53201-8 — — — 6 0.236 16 0.630 4 0.157 — No.10-32UNF 0.10 
U6201 -a uczo1-sL2 4 0.157 12.7 0.500 18.3 0.720 5 0.197 — 1l4-28U NF 0.21 
SU002 - — — 5.5 0.217 11 0.433 3.3 0.130 M4x0.5 — 0.038 
85202 — — — 6 0.236 16 0.630 4 0.157 M5x0.5 — 0.10 
UC202 uczoaLz 4 0.157 12.7 0.500 18.3 0.720 5 0.197 M6x0.75 - 0.19 
85202-10 — — — 6 0.236 16 0.630 4 0.157 — No.10-32UNF 0.10 
UC202-10 uc202-10L2 4 0.157 12.7 0.500 18.3 0.720 5 0.197 — 1¡4-28UNF 0.19 
suooa — - — 6 0.236 11.5 0.453 3.3 0.130 M4x0.5 — 0.050 
85203 — — — 6 0.236 16 0.630 4 0.157 M5x0.5 — 0.10 
uczos U0203L2 4 0.157 12.7 0.500 18.3 0.720 5 0.197 M6x0.75 — 0.18 
83204-12 — - _ 7 0.276 18 0.709 5 0.197 — 1/4-26U NF 0.15 
U0204-12 U0204-12L2 4 0.157 12.7 0.500 18.3 0.720 5 0.197 - 1/4-28UNF 0.16 
80004 — — — 7 0.276 14 0.551 4 0.157 M5x0.5 — 0.080 
85204 - — — 7 0.276 18 0.709 5 0.197 M6x0.75 — 0.15 
UC204 U0204L2 4 0.157 12.7 0.500 18.3 0.720 5 0.197 M6x0.75 — 0.16 
85205-14 - - — 7.5 0.295 19.5 0.768 5.5 0.217 — 1/4-28UNF 0.18 
uc205-14 UC205-14L2 5 0.197 14.3 0.563 19.8 0.780 5.5 0.217 — 1l4-28UNF 0.23 
85205-15 — — — 7.5 0.295 19.5 0.768 5.5 0.217 — 1/4-28UNF 0.18 
U0205-15 U0205-15L2 5 0.197 14.3 0.563 19.8 0.780 5.5 0.217 — 1/4-28UNF 0.21 
30005 — — — 7 0.276 15 0.591 4.5 0.177 M5x0.5 — 0.10 
85205 — — — 7.5 0.295 19.5 0.768 5.5 0.217 M6x0.75 — 0.18 
UC205 UC205L2 5 0.197 14.3 0.563 19.8 0.780 5.5 0.217 M6x0.75 — 0.20 
DC:—105 — 6 0.236 15 0.591 23 0.906 6 0.236 M6x0.75 — 0.45 
UCX05 UCX05L3 5 0.197 15.9 0.626 22.2 0.874 6 0.236 M6x0.75 - 0.39 
85205-16 — — — 7.5 0.295 19.5 0.768 5.5 0.217 — 1¡A;-ZBUNF 0.18 
UC205-1G U0205-16L2 5 0.197 14.3 0.563 19.8 0.780 5.5 0.217 — 1l4-28UNF 0.20 
UC305-16 — 6 0.236 15 0.591 23 0.906 6 0.236 M6x0.75 — 0.44 
UCX05-16 UCX05-16L3 5 0.197 15.9 0.626 22.2 0.874 6 0.236 — 1/4-28UNF 0.38 
85206-18 — — — 8 0.315 22 0.866 6 0.236 — 1l4-28UNF 0.27 
U3206-1 8 U0206-18L2 5 0.197 15.9 0.626 22.2 0.874 6 0.236 — 1l4-28UNF 0.34 
SU006 - - — 7.5 0.295 17 0.669 5.5 0.217 M5x0.5 — 0.15 
85206 — — — 8 0.315 22 0.886 6 0.236 M6x0.75 — 0.27 
UC206 UC206L3 5 0.197 15.9 0.626 22.2 0.874 6 0.236 M6x0.75 — 0.32 
ucxos UCX06L3 5.5 0.217 17.5 0.689 25.4 1.000 6.5 0.256 M8x1 - 0.58 
U0306 — 6.5 0.256 17 0.669 26 1.024 6 0.236 M6x0.75 — 0.56 
85206-19 — - - 8 0.315 22 0.866 6 0.236 — 1/4-28UNF 0.27 
UC206-19 U0206-19L2 5 0.197 15.9 0.626 22.2 0.874 6 0.236 — 1/4—28UNF 0.32 
UCX06-19 ucxoe-19L3 5.5 0.217 17.5 0.689 25.4 1.000 6.5 0.256 _ 5/1e-24UNF 0.58 
53206-20 — - - 8 0.315 22 0.866 6 0.236 — 1/4-28UNF 0.27 
U0206-20 uczos-zoLz 5 0.197 15.9 0.626 22 .2 0.874 6 0.236 — 1l4-28UNF 0.30 
UCX06-20 UCX06-20L3 5.5 0.217 17.5 0.689 25.4 1.000 6.5 0.256 — 5ha—24UNF 0.55 
53207-20 — — - 8.5 0.335 23.5 0.925 6 0.236 — 1/4—28UNF 0.42 
UC207-20 uczo7-20L3 5.5 0.217 17.5 0.689 25.4 1.000 6.5 0.256 — 5/¡e-Z4UNF 0.54 
U0207-21 U6207-21 L3 5.5 0.217 17.5 0.689 25.4 1 .000 6.5 0.256 — 5/1_e-24UNF 0.51 

3. With all bearings. the type with lock pin are H fittings. 
However, bearings with a bearing number of UCS13 or more, with lack pin type are J fittings. 
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UC, SB, SU 
Cylindrical bore (with set screws) 
d (30) ~ (60) mm 

2-120º G 

r 

uc 

Shaft Dia. Dimensions 
mm inch 

d D B c 
mm inch mm inch mm 
72 2.835 32 1.260 17 

- 1 3/a 72 2.835 42.9 1.689 20 
80 3.150 49.2 1.937 21 
72 2.835 32 1.260 17 

35 
72 2.835 42.9 1.689 20 

-
80 3.150 49.2 1.937 21 
80 3.150 48 1.890 26 
72 2.835 32 1.260 17 

- 1 7/16 72 2.835 42.9 1.689 20 
80 3.150 49.2 1.937 21 
80 3.150 34 1.339 18 

1½ 
80 3.150 49.2 1.937 21 

-
85 3.346 49.2 1.937 22 
90 3.543 52 2.047 28 

- 1 9/16 80 3.150 49.2 1.937 21 
80 3.150 34 1.339 18 

40 
80 3.150 49.2 1.937 21 

-
85 3.346 49.2 1.937 22 
90 3.543 52 2.047 28 

- 1 5/a 85 3.346 49.2 1.937 22 
- 1 11/16 85 3.346 49.2 1.937 22 

85 3.346 49.2 1.937 22 
- 1¼ 90 3.543 51.6 2.031 24 

100 3.937 57 2.244 30 
85 3.346 49.2 1.937 22 

45 - 90 3.543 51.6 2.031 24 
100 3.937 57 2.244 30 

- 1 7/a 90 3.543 51.6 2.031 24 

1 15/16 
90 3.543 51.6 2.031 24 

-
100 3.937 55.6 2.189 25 
90 3.543 51.6 2.031 24 

50 - 100 3.937 55.6 2.189 25 
110 4.331 61 2.402 32 

2 
90 3.543 51.6 2.031 24 

-
100 3.937 55.6 2.189 25 

2 
100 3.937 55.6 2.189 25 

-
120 4.724 66 2.598 34 

- 2 1/a 100 3.937 55.6 2.189 25 
100 3.937 55.6 2.189 25 

55 - 110 4.331 65.1 2.563 27 
120 4.724 66 2.598 34 

2 3/16 
100 3.937 55.6 2.189 25 

-
110 4.331 65.1 2.563 27 

- 2¼ 110 4.331 65.1 2.563 27 
- 2¼ 110 4.331 65.1 2.563 27 

110 4.331 65.1 2.563 27 
60 - 120 4.724 65.1 2.563 28 

130 5.118 71 2.795 36 
- 2 3/a 110 4.331 65.1 2.563 27 

Remarks 1. SU type product is the "compact" series insert bearing far unit. 
2. From UC201 to 205 are the double-lip seal type products (L2). 
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inch 
0.669 
0.787 
0.827 
0.669 
0.787 
0.827 
1.024 
0.669 
0.787 
0.827 
0.709 
0.827 
0.866 
1.102 
0.827 
0.709 
0.827 
0.866 
1.102 
0.866 
0.866 
0.866 
0.945 
1.181 
0.866 
0.945 
1.181 
0.945 
0.945 
0.984 
0.945 
0.984 
1.260 
0.945 
0.984 
0.984 
1.339 
0.984 
0.984 
1.063 
1.339 
0.984 
1.063 
1.063 
1.063 
1.063 
1.102 
1.417 
1.063 

UC-L3 

Basic Fatigue Factor 
Load Ratings Load Limit 

kN kN 
r (min.) 

Cr Cor Cu fo 
mm inch 
1.1 0.043 25.7 15.4 0.700 13.9 
1.1 0.043 25.7 15.4 0.700 13.9 
1.1 0.043 29.1 17.8 0.809 14.0 
1.1 0.043 25.7 15.4 0.700 13.9 
1.1 0.043 25.7 15.4 0.700 13.9 
1.1 0.043 29.1 17.8 0.809 14.0 
1.5 0.059 33.4 19.3 0.877 13.2 
1.1 0.043 25.7 15.4 0.700 13.9 
1.1 0.043 25.7 15.4 0.700 13.9 
1.1 0.043 29.1 17.8 0.809 14.0 
1.1 0.043 29.1 17.8 0.809 14.0 
1.1 0.043 29.1 17.8 0.809 14.0 
1.1 0.043 34.1 21.3 0.968 14.0 
1.5 0.059 40.7 24.0 1.09 13.2 
1.1 0.043 29.1 17.8 0.809 14.0 
1.1 0.043 29.1 17.8 0.809 14.0 
1.1 0.043 29.1 17.8 0.809 14.0 
1.1 0.043 34.1 21.3 0.968 14.0 
1.5 0.059 40.7 24.0 1.09 13.2 
1.1 0.043 34.1 21.3 0.968 14.0 
1.1 0.043 34.1 21.3 0.968 14.0 
1.1 0.043 34.1 21.3 0.968 14.0 
1.1 0.043 35.1 23.3 1.06 14.4 
1.5 0.059 48.9 29.5 1.34 13.3 
1.1 0.043 34.1 21.3 0.968 14.0 
1.1 0.043 35.1 23.3 1.06 14.4 
1.5 0.059 48.9 29.5 1.34 13.3 
1.1 0.043 35.1 23.3 1.06 14.4 
1.1 0.043 35.1 23.3 1.06 14.4 
1.1 0.043 43.4 29.4 1.34 14.4 
1.1 0.043 35.1 23.3 1.06 14.4 
1.1 0.043 43.4 29.4 1.34 14.4 
2 0.079 62.0 38.3 1.74 13.2 
1.1 0.043 35.1 23.3 1.06 14.4 
1.1 0.043 43.4 29.4 1.34 14.4 
1.5 0.059 43.4 29.4 1.34 14.4 
2 0.079 71.6 45.0 2.05 13.2 
1.5 0.059 43.4 29.4 1.34 14.4 
1.5 0.059 43.4 29.4 1.34 14.4 
1.5 0.059 52.4 36.2 1.65 14.4 
2 0.079 71.6 45.0 2.05 13.2 
1.5 0.059 43.4 29.4 1.34 14.4 
1.5 0.059 52.4 36.2 1.65 14.4 
1.5 0.059 52.4 36.2 1.65 14.4 
1.5 0.059 52.4 36.2 1.65 14.4 
1.5 0.059 52.4 36.2 1.65 14.4 
1.5 0.059 57.2 40.1 1.82 14.4 
2.1 0.083 81.9 52.2 2.37 13.2 
1.5 0.059 52.4 36.2 1.65 14.4 

Insert bearings for units 

UC, SB, SU 
Cylindrical bore (with set screws) 5 a 
d (30) ~ (60) mm _9 ' ¿_ 9+ ¿_ 

f-2-120ºG ~2-120‘G 
Jºí— .. ºf .. 

T' T s £;— l S §i__ l 
31D ¢d sin ¡¿ 

© | © | 

uc uc-La 

Shaft Dia. Dimensions Basic Fatigue Factor 
mm inch Load Ratings Load Limit 

kN kN 
B C r (min.) 

mm inch mm inch mm inch mm inch º' ºº' º“ fº 
72 2.835 32 1.260 17 0.669 1.1 0.043 25.7 15.4 0.700 13.9 

— 1 ºla 72 2.835 42.9 1.689 20 0.787 1.1 0.043 25.7 15.4 0.700 13.9 
80 3.150 49.2 1.937 21 0.827 1.1 0.043 29.1 17.8 0.809 14.0 
72 2.835 32 1.260 17 0.669 1.1 0.043 25.7 15.4 0.700 13.9 

35 72 2.835 42.9 1.689 20 0.787 1.1 0.043 25.7 15.4 0.700 13.9 
_ 80 3.150 49.2 1.937 21 0.827 1.1 0.043 29.1 17.8 0.809 14.0 

80 3.150 48 1.890 26 1.024 1.5 0.059 33.4 19.3 0.877 13.2 
72 2.835 32 1.260 17 0.669 1.1 0.043 25.7 15.4 0.700 13.9 

- 1 The 72 2.835 42.9 1.689 20 0.787 1.1 0.043 25.7 15.4 0.700 13.9 
80 3.150 49.2 1.937 21 0.827 1.1 0.043 29.1 17.8 0.809 14.0 
80 3.150 34 1.339 18 0.709 1.1 0.043 29.1 17.8 0.809 14.0 

_ 1 1/2 80 3.150 49.2 1.937 21 0.827 1.1 0.043 29.1 17.8 0.809 14.0 
85 3.346 49.2 1.937 22 0.866 1.1 0.043 34.1 21.3 0.968 14.0 
90 3.543 52 2.047 28 1.102 1.5 0.059 40.7 24.0 1.09 13.2 

- 1º/1e 80 3.150 49.2 1.937 21 0.827 1.1 0.043 29.1 17.8 0.809 14.0 
80 3.150 34 1.339 18 0.709 1.1 0.043 29.1 17.8 0.809 14.0 

¿º _ 80 3.150 49.2 1.937 21 0.827 1.1 0.043 29.1 17.8 0.809 14.0 
85 3.346 49.2 1.937 22 0.866 1.1 0.043 34.1 21.3 0.968 14.0 
90 3.543 52 2.047 28 1.102 1.5 0.059 40.7 24.0 1.09 13.2 

— 1 5/5 85 3.346 49.2 1.937 22 0.866 1.1 0.043 34.1 21.3 0.968 14.0 
— 1 11Im 85 3.346 49.2 1.937 22 0.866 1.1 0.043 34.1 21.3 0.968 14.0 

85 3.346 49.2 1.937 22 0.866 1.1 0.043 34.1 21.3 0.968 14.0 
— 1 3/4 90 3.543 51.6 2.031 24 0.945 1.1 0.043 35.1 23.3 1.06 14.4 

100 3.937 57 2.244 30 1.181 1.5 0.059 48.9 29.5 1.34 13.3 
85 3.346 49.2 1.937 22 0.866 1.1 0.043 34.1 21.3 0.968 14.0 

45 - 90 3.543 51.6 2.031 24 0.945 1.1 0.043 35.1 23.3 1.06 14.4 
100 3.937 57 2.244 30 1.181 1.5 0.059 48.9 29.5 1.34 13.3 

— 1 7/a 90 3.543 51.6 2.031 24 0.945 1.1 0.043 35.1 23.3 1.06 14.4 
_ 1 *5/13 90 3.543 51.6 2.031 24 0.945 1.1 0.043 35.1 23.3 1.06 14.4 

100 3.937 55.6 2.189 25 0.984 1.1 0.043 43.4 29.4 1.34 14.4 
90 3.543 51.6 2.031 24 0.945 1.1 0.043 35.1 23.3 1.08 14.4 

50 — 100 3.937 55.6 2.189 25 0.984 1.1 0.043 43.4 29.4 1.34 14.4 
110 4.331 61 2.402 32 1.260 2 0.079 62.0 38.3 1.74 13.2 

_ 2 90 3.543 51.6 2.031 24 0.945 1.1 0.043 35.1 23.3 1.06 14.4 
100 3.937 55.6 2.189 25 0.984 1.1 0.043 43.4 29.4 1.34 14.4 

_ 2 100 3.937 55.6 2.189 25 0.964 1.5 0.059 43.4 29.4 1.34 14.4 
120 4.724 66 2.598 34 1.339 2 0.079 71.6 45.0 2.05 13.2 

— 2 Va 100 3.937 55.6 2.189 25 0.984 1.5 0.059 43.4 29.4 1.34 14.4 
100 3.937 55.6 2.189 25 0.984 1.5 0.059 43.4 29.4 1.34 14.4 

55 — 110 4.331 65.1 2.563 27 1.063 1.5 0.059 52.4 36.2 1.65 14.4 
120 4.724 66 2.598 34 1.339 2 0.079 71.6 45.0 2.05 13.2 

_ 2 5/16 100 3.937 55.6 2.189 25 0.984 1.5 0.059 43.4 29.4 1.34 14.4 
110 4.331 65.1 2.563 27 1.063 1.5 0.059 52.4 36.2 1.65 14.4 

— 21/4 110 4.331 65.1 2.563 27 1.063 1.5 0.059 52.4 36.2 1.65 14.4 
- 21/4 110 4.331 65.1 2.563 27 1.083 1.5 0.059 52.4 36.2 1.65 14.4 

110 4.331 65.1 2.563 27 1.063 1.5 0.059 52.4 36.2 1.65 14.4 
60 — 120 4.724 65.1 2.563 28 1.102 1.5 0.059 57.2 40.1 1.82 14.4 

130 5.118 71 2.795 36 1.417 2.1 0.083 81.9 52.2 2.37 13.2 
— 2 3la 110 4.331 65.1 2.563 27 1.063 1.5 0.059 52.4 36._2 1.65 14.4 

Remarks 1. SU type product is the “compact" series insert bearing for unil. 
2. From U0201 to 205 are the double-lip seal type products (L2). 
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Bearing Dimensions Set Screw Mass 
No_ Size 

G 
Standard L3Type C1 s S1 S2 

inch kg 
inch inch inch inch 

mm 
mm mm mm mm 

SB207-22 - - - 8.5 0.335 23.5 0.925 6 0.236 - ¼-28UNF 0.42 
UC207-22 UC207-22L3 5.5 0.217 17.5 0.689 25.4 1.000 6.5 0.256 - 5/16·24UNF 0.48 
UCX07-22 UCX07-22L3 6 0.236 19 0.748 30.2 1.189 8 0.315 - 5/16-24UNF 0.75 
SB207 - - - 8.5 0.335 23.5 0.925 6 0.236 M6x0.75 - 0.42 
UC207 UC207L3 5.5 0.217 17.5 0.689 25.4 1.000 6.5 0.256 M8x1 - 0.48 
UCX07 UCX07L3 6 0.236 19 0.748 30.2 1.189 8 0.315 M8x1 - 0.75 
UC307 UC307L3 7.5 0.295 19 0.748 29 1.142 8 0.315 M8x1 - 0.71 
SB207-23 - - - 8.5 0.335 23.5 0.925 6 0.236 - ¼-28UNF 0.42 
UC207-23 UC207-23L3 5.5 0.217 17.5 0.689 25.4 1.000 6.5 0.256 - 5/16-24UNF 0.45 
UCX07-23 UCX07-23L3 6 0.236 19 0.748 30.2 1.189 8 0.315 - 5/15-24UNF 0.72 
SB208-24 - - - 9 0.354 25 0.984 8 0.315 - 5/16·24UNF 0.60 
UC208-24 UC208-24L3 6 0.236 19 0.748 30.2 1.189 8 0.315 - 5/16-24UNF 0.68 
UCX0S-24 UCX08-24L3 6 0.236 19 0.748 30.2 1.189 8 0.315 - 5/15-24UNF 0.87 
UC308-24 UC308-24L3 8 0.315 19 0.748 33 1.299 10 0.394 M10x1.25 - 1.05 
UC208-25 UC208-25L3 6 0.236 19 0.748 30.2 1.189 8 0.315 - 5/16·24UNF 0.60 
SB208 - - - 9 0.354 25 0.984 8 0.315 M8x1 - 0.60 
UC208 UC208L3 6 0.236 19 0.748 30.2 1.189 8 0.315 M8x1 - 0.64 
ucxoa UCX08L3 6 0.236 19 0.748 30.2 1.189 8 0.315 M8x1 - 0.83 
UC308 UC308L3 8 0.315 19 0.748 33 1.299 10 0.394 M10x1.25 - 1.00 
UC209-26 UC209-26L3 6 0.236 19 0.748 30.2 1.189 8 0.315 - 5/16-24UNF 0.78 
UC209-27 UC209-27L3 6 0.236 19 0.748 30.2 1.189 8 0.315 - 5/16·24UNF 0.74 
UC209-28 UC209-28L3 6 0.236 19 0.748 30.2 1.189 8 0.315 - 5/16-24UNF 0.70 
UCX09-28 UCX09-28L3 6 0.236 19 0.748 32.6 1.283 9 0.354 - 3/s-24UNF 0.97 
UC309-28 UC309-28L3 8.5 0.335 22 0.866 35 1.378 10 0.394 M10x1.25 - 1.35 
UC209 UC209L3 6 0.236 19 0.748 30.2 1.189 8 0.315 M8x1 - 0.68 
UCX09 UCX09L3 6 0.236 19 0.748 32.6 1.283 9 0.354 M10x1.25 - 0.95 
UC309 UC309L3 8.5 0.335 22 0.866 35 1.378 10 0.394 M10x1.25 - 1.33 
UC210-30 UC210-30L3 6 0.236 19 0.748 32.6 1.283 9 0.354 - 3/s-24UNF 0.87 
UC210-31 UC210-31L3 6 0.236 19 0.748 32.6 1.283 9 0.354 - 3/s-24UNF 0.82 
UCX10-31 UCX10-31L3 7 0.276 22.2 0.874 33.4 1.315 9 0.354 - 3/s-24UNF 1.32 
UC210 UC210L3 6 0.236 19 0.748 32.6 1.283 9 0.354 M10x1.25 - 0.80 
UCX10 UCX10L3 7 0.276 22.2 0.874 33.4 1.315 9 0.354 M10x1.25 - 1.29 
UC310 UC310L3 9 0.354 22 0.866 39 1.535 12 0.472 M12x1 .5 - 1.69 
UC210-32 UC210-32L3 6 0.236 19 0.748 32.6 1.283 9 0.354 - 3/s-24UNF 0.78 
UCX10-32 UCX10-32L3 7 0.276 22.2 0.874 33.4 1.315 9 0.354 - 3/s-24UNF 1.26 
UC211-32 UC211-32L3 7 0.276 22.2 0.874 33.4 1.315 9 0.354 - 3/s-24UNF 1.26 
UC311-32 UC311-32L3 10 0.394 25 0.984 41 1.614 12 0.472 M12x1 .5 - 2.08 
UC211-34 UC211-34L3 7 0.276 22.2 0.874 33.4 1.315 9 0.354 - 3/s-24UNF 1.15 
UC211 UC211L3 7 0.276 22.2 0.874 33.4 1.315 9 0.354 M10x1.25 - 1.11 
UCX11 UCX11L3 7.5 0.295 25.4 1.000 39.7 1.563 10.5 0.413 M10x1.25 - 1.80 
UC311 UC311L3 10 0.394 25 0.984 41 1.614 12 0.472 M12x1 .5 - 1.90 
UC211-35 UC211-35L3 7 0.276 22.2 0.874 33.4 1.315 9 0.354 - 3/s-24UNF 1.09 
UCX11-35 UCX11-35L3 7.5 0.295 25.4 1.000 39.7 1.563 10.5 0.413 - 3/s-24UNF 1.78 
UCX11-36 UCX11-36L3 7.5 0.295 25.4 1.000 39.7 1.563 10.5 0.413 - 3/s-24UNF 1.7 
UC212-36 UC212-36L3 7.5 0.295 25.4 1.000 39.7 1.563 10.5 0.413 - 3/s-24UNF 1.67 
UC212 UC212L3 7.5 0.295 25.4 1.000 39.7 1.563 10.5 0.413 M10x1.25 - 1.54 
UCX12 UCX12L3 7.5 0.295 25.4 1.000 39.7 1.563 12 0.472 M12x1 .5 - 2.05 
UC312 UC312L3 11.5 0.453 26 1.024 45 1.772 12 0.472 M12x1 .5 - 2.60 
UC212-38 UC212-38L3 7.5 0.295 25.4 1.000 39.7 1.563 10.5 0.413 - 3/s-24UNF 1.52 

3. With all bearings, the type with lock pin are H fittings. 
However, bearings with a bearing number of UC313 or more, with lock pin type are J fittings. 
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Bearing Dlmenslons Set Seran Mass 
No. Size 

G 
Standard L3 Type 01 S 81 S: . 

mm inch mm inch mm inch mm inch mm mch kg 
SB207-22 — — — 8.5 0.335 23.5 0.925 6 0.236 — 1I4-28UNF 0.42 
U6207-22 U6207-22L3 5.5 0.217 17.5 0.689 25.4 1.000 6.5 0.256 — 5/1e-Z4UNF 0.48 
ucxo7-22 U6X07-22L3 6 0.236 19 0.748 30.2 1 .1 89 8 0.31 5 — 5l1s-24UNF 0.75 
SB207 — — — 8.5 0.335 23.5 0.925 6 0.236 M6x0.75 — 0.42 
U620? U6207L3 5.5 0.217 17.5 0.689 25.4 1.000 6.5 0.256 M8x1 - 0.48 
U6X07 U6x07L3 6 0.236 19 0.748 30.2 1.189 8 0.315 M8x1 - 0.75 
U6307 U6307L3 7.5 0.295 19 0.748 29 1.142 8 0.315 M8x1 — 0.71 
53207-23 — - - 8.5 0.335 23.5 0.925 6 0.236 — 114-28UNF 0.42 
U6207-23 U6207-23L3 5.5 0.217 17.5 0.689 25.4 1.000 6.5 0.256 — 5lus-24UNF 0.45 
UCX07-23 U6X07-23L3 6 0.236 19 0.748 30.2 1 .1 89 8 0.31 5 - 5lw-24UNF 0.72 
83208-24 — — - 9 0.354 25 0.984 8 0.315 — 5/1e-24UNF 0.60 
U6208-24 U6208-24L3 6 0.236 19 0.748 30.2 1 .1 89 8 0.31 5 — 5/16‘24UNF 0.68 
UCX08-24 ucxoa-24L3 6 0.236 19 0.748 30.2 1.189 8 0.315 - 5/15-24UNF 0.87 
U6308-24 U6308-24L3 8 0.315 19 0.748 33 1 .299 10 0.394 M10x1 .25 — 1 .05 
U6208-25 U6208-25L3 6 0.236 19 0.748 30.2 1.189 B 0.315 — 5I1e-24UNF 0.60 
$8208 — — — 9 0.354 25 0.984 8 0.31 5 M8x1 — 0.60 
U6208 U6208L3 6 0.236 19 0.748 30.2 1.189 8 0.315 M8x1 — 0.64 
U6X08 U6X08L3 6 0.236 19 0.748 30 .2 1.189 8 0.315 MBx‘I — 0.83 
U6308 U6308L3 8 0.315 19 0.748 33 1.299 10 0.394 M10x1.25 - 1.00 
U6209-26 U6209-26L3 6 0.236 19 0.748 30.2 1.189 8 0.315 — 5/1r24UNF 0.78 
U6209-27 U6209—27L3 6 0.236 19 0.748 30.2 1 .1 89 8 0.31 5 - 5/1r24UNF 0.74 
U6209-28 U6209-28L3 6 0.236 19 0.748 30.2 1.189 8 0.315 — 5l1e-24UNF 0.70 
ucxos-za ucxos-zsLa 6 0.236 19 0.748 32.6 1.283 9 0.354 — 3/e-24UNF 0.97 
U6309-28 U6309-28L3 8.5 0.335 22 0.866 35 1 .378 10 0.394 M10x1 .25 - 1 .35 
U6209 U6209L3 6 0.236 19 0.748 30.2 1.189 8 0.315 M8x1 — 0.68 
U6X09 U6X09L3 6 0.236 19 0.748 32.6 1.283 9 0.354 M10x1.25 — 0.95 
U6309 U6309L3 8.5 0.335 22 0.866 35 1.378 10 0.394 M10x1.25 - 1.33 
U6210-30 U6210-30L3 6 0.236 19 0.748 32.6 1.283 9 0.354 — 3la;-24UNF 0.87 
U6210-31 U6210-31 L3 6 0.236 19 0.748 32.6 1.283 9 0.354 — 3/r24UNF 0.82 
U6X10-31 U6X10-31 L3 7 0.276 22.2 0.874 33.4 1.315 9 0.354 — a¡zz-24UNF 1.32 
UC210 U6210L3 6 0.236 19 0.748 32.6 1.283 9 0.354 M10x1.25 — 0.80 
U6X10 UCX10L3 7 0.276 22 .2 0.874 33.4 1.315 9 0.354 M10x1.25 - 1.29 
U6310 U6310L3 9 0.354 22 0.866 39 1.535 12 0.472 M12x1.5 — 1.69 
U6210-32 U6210-32L3 6 0.236 19 0.748 32.6 1.283 9 0.354 — 3/e-24UNF 0.78 
U6X10-32 U6X10-32L3 7 0.276 22.2 0.874 33.4 1.315 9 0.354 — 3/3-24UNF 1.26 
U6211-32 U6211-32L3 7 0.276 22.2 0.874 33.4 1.315 9 0.354 — 3/r24UNF 1.26 
U6311-32 U6311-32L3 10 0.394 25 0.984 41 1.614 12 0.472 M12x1.5 — 2.08 
U6211-34 U6211-34L3 7 0.276 22.2 0.874 33.4 1.315 9 0.354 — 3la-24UNF 1.15 
U6211 U6211L3 7 0.276 22.2 0.874 33.4 1.315 9 0.354 M10x1.25 — 1.11 
U6X11 ucx1 1 L3 7.5 0.295 25.4 1.000 39.7 1.563 10.5 0.413 M10x1.25 - 1.80 
UC311 U6311L3 10 0.394 25 0.984 41 1.614 12 0.472 M12x1.5 — 1.90 
U6211-35 U6211-35L3 7 0.276 22.2 0.874 33.4 1.315 9 0.354 — 3/5—24UNF 1.09 
U6X11-35 U6X11-35L3 7.5 0.295 25.4 1.000 39.7 1.563 10.5 0.413 — 3/3-24UNF 1.78 
U6X11-36 U6X11-36L3 7.5 0.295 25.4 1.000 39.7 1.563 10.5 0.413 — ale:-24UNF 1.7 
U6212-36 U6212-36L3 7.5 0.295 25.4 1 .000 39.7 1.563 10.5 0.413 — 3/3-24UNF 1.67 
U6212 U6212L3 7.5 0.295 25.4 1.000 39.7 1.563 10.5 0.413 M10x1.25 — 1.54 
U6X12 U6X12L3 7.5 0.295 25.4 1.000 39.7 1.563 12 0.472 M12x1.5 — 2.05 
U6312 UC312L3 11.5 0.453 26 1.024 45 1.772 12 0.472 M12x1.5 - 2.60 
ucg12-aa U6212-38L3 7.5 0.295 25.4 1.000 39.7 1.563 10.5 0.413 — 3Is-24UNF 1 L  

3. With all bearings, the type with lock pin are H fittings. 
However, bearings with a bearing number of U6313 or more, with lack pin type are J fittings. 
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UC, SB, SU 
Cylindrical bore (with set screws) 
d (60) ~ 140 mm 

2-120º G 

r 

uc 

Shaft Dia. Dimensions 
mm inch 

d D B c 
mm inch mm inch mm 

2 7/rn 
110 4.331 65.1 2.563 27 

-
120 4.724 65.1 2.563 28 
120 4.724 65.1 2.563 28 

- 2½ 125 4.921 74.6 2.937 30 
140 5.512 75 2.953 38 
120 4.724 65.1 2.563 28 

65 - 125 4.921 74.6 2.937 30 
140 5.512 75 2.953 38 
125 4.921 74.6 2.937 30 

- 2¼ 130 5.118 77.8 3.063 32 
150 5.906 78 3.071 40 
125 4.921 74.6 2.937 30 

70 - 130 5.118 77.8 3.063 32 
150 5.906 78 3.071 40 
130 5.118 77.8 3.063 32 

- 2 15/16 140 5.512 82.6 3.252 33 
160 6.299 82 3.228 42 
130 5.118 77.8 3.063 32 

75 - 140 5.512 82.6 3.252 33 
160 6.299 82 3.228 42 
130 5.118 77.8 3.063 32 

- 3 140 5.512 82.6 3.252 33 
160 6.299 82 3.228 42 

- 3 1/a 140 5.512 82.6 3.252 33 
140 5.512 82.6 3.252 33 

80 - 150 5.906 85.7 3.374 35 
170 6.693 86 3.386 44 

- 3¼ 150 5.906 85.7 3.374 35 
150 5.906 85.7 3.374 35 

85 - 160 6.299 96 3.780 38 
180 7.087 96 3.780 46 

- 3 7/16 160 6.299 96 3.780 38 

3½ 
160 6.299 96 3.780 38 

-
190 7.480 96 3.780 48 
160 6.299 96 3.780 38 

90 - 170 6.693 104 4.094 40 
190 7.480 96 3.780 48 

95 - 200 7.874 103 4.055 50 

100 
190 7.480 117.5 4.626 43 

-
215 8.465 108 4.252 54 

3 15/16 
190 7.480 117.5 4.626 43 

-
215 8.465 108 4.252 54 

4 
190 7.480 117.5 4.626 43 

-
215 8.465 108 4.252 54 

105 225 8.858 112 4.409 56 
110 240 9.449 117 4.606 60 
120 - 260 10.236 126 4.961 64 
130 280 11.024 135 5.315 68 
140 300 11.811 145 5.709 72 

Remarks 1. SU type product is the "compact" series insert bearing far unit. 
2. From UC201 to 205 are the double-lip seal type products (L2). 
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inch 
1.063 
1.102 
1.102 
1.181 
1.496 
1.102 
1.181 
1.496 
1.181 
1.260 
1.575 
1.181 
1.260 
1.575 
1.260 
1.299 
1.654 
1.260 
1.299 
1.654 
1.260 
1.299 
1.654 
1.299 
1.299 
1.378 
1.732 
1.378 
1.378 
1.496 
1.811 
1.496 
1.496 
1.890 
1.496 
1.575 
1.890 
1.969 
1.693 
2.126 
1.693 
2.126 
1.693 
2.126 
2.205 
2.362 
2.520 
2.677 
2.835 

UC-L3 

Basic Fatigue Factor 
Load Ratings Load Limit 

kN kN 
r (min.) 

Cr Cor Cu fo 
mm inch 
1.5 0.059 52.4 36.2 1.65 14.4 
1.5 0.059 57.2 40.1 1.82 14.4 
1.5 0.059 57.2 40.1 1.82 14.4 
1.5 0.059 62.2 44.1 2.01 14.5 
2.1 0.083 92.7 59.9 2.68 13.2 
1.5 0.059 57.2 40.1 1.82 14.4 
1.5 0.059 62.2 44.1 2.01 14.5 
2.1 0.083 92.7 59.9 2.68 13.2 
1.5 0.059 62.2 44.1 2.01 14.5 
1.5 0.059 67.4 48.3 2.17 14.5 
2.1 0.083 104 68.2 2.96 13.2 
1.5 0.059 62.2 44.1 2.01 14.5 
1.5 0.059 67.4 48.3 2.17 14.5 
2.1 0.083 104 68.2 2.96 13.2 
1.5 0.059 67.4 48.3 2.17 14.5 
1.5 0.059 72.7 53.0 2.30 14.6 
2.1 0.083 113 77.2 3.24 13.2 
1.5 0.059 67.4 48.3 2.17 14.5 
1.5 0.059 72.7 53.0 2.30 14.6 
2.1 0.083 113 77.2 3.24 13.2 
1.5 0.059 67.4 48.3 2.17 14.5 
1.5 0.059 72.7 53.0 2.30 14.6 
2.1 0.083 113 77.2 3.24 13.2 
2 0.079 72.7 53.0 2.30 14.6 
2 0.079 72.7 53.0 2.30 14.6 
2 0.079 84.0 61.9 2.60 14.5 
2.1 0.083 123 86.7 3.53 13.3 
2 0.079 84.0 61.9 2.60 14.5 
2 0.079 84.0 61.9 2.60 14.5 
2 0.079 96.1 71.5 2.91 14.5 
3 0.118 133 96.8 3.82 13.3 
2 0.079 96.1 71.5 2.91 14.5 
2 0.079 96.1 71.5 2.91 14.5 
3 0.118 143 107 4.11 13.3 
2 0.079 96.1 71.5 2.91 14.5 
2 0.079 109 81.9 3.23 14.4 
3 0.118 143 107 4.11 13.3 
3 0.118 153 119 4.45 13.3 
2.1 0.083 133 105 3.91 14.4 
3 0.118 173 141 5.08 13.2 
2.1 0.083 133 105 3.91 14.4 
3 0.118 173 141 5.08 13.2 
2.1 0.083 133 105 3.91 14.4 
3 0.118 173 141 5.08 13.2 
3 0.118 184 153 5.41 13.2 
3 0.118 205 180 6.15 13.2 
3 0.118 207 185 6.10 13.5 
4 0.157 229 214 6.79 13.6 
4 0.157 253 246 7.54 13.6 

Insert bearings for units 

UC, S B , SU 
Cylindrical bore (with set screws) 5 a 
d (60) ~ 140 mm _s' ' ¿_ 3+ ¿_ 

f-2-120ºG -2-120ºG 

Jºí— .. ºf .. 
T' r s 3:.— l S 5.1— l 

sq D ¢d 84 D ¡¿ 
© | © | 

uc uc-La 

Shaft Die. Dimensions Basic Fatigue Factor 
mm inch Load Ratings Load Limit 

kN kN 
D B C r (min.) 

mm inch mm inch mm inch mm inch º' Cº' º“ fº 
_ 2 7/1e 110 4.331 65.1 2.563 27 1.063 1.5 0.059 52.4 36.2 1.65 14.4 

120 4.724 65.1 2.563 23 1.102 1.5 0.059 57.2 40.1 1.32 14.4 
120 4.724 65.1 2.563 28 1.102 1.5 0.059 57.2 40.1 1.82 14.4 

- 21/2 125 4.921 74.6 2.937 30 1.181 1.5 0.059 62.2 44.1 2.01 14.5 
140 5.512 75 2.953 38 1.496 2.1 0.083 92.7 59.9 2.68 13.2 
120 4.724 65.1 2.563 28 1.102 1.5 0.059 57.2 40.1 1.82 14.4 

65 — 125 4.921 74.6 2.937 30 1.181 1.5 0.059 62.2 44.1 2.01 14.5 
140 5.512 75 2.953 38 1.496 2.1 0.033 92.7 59.9 2.68 13.2 
125 4.921 74.6 2.937 30 1.181 1.5 0.059 62.2 44.1 2.01 14.5 

— 2 3/4 130 5.118 77.8 3.063' 32 1.260 1.5 0.059 67.4 48.3 2.17 14.5 
150 5.906 73 3.071 40 1.575 2.1 0.083 104 63.2 2.96 13.2 
125 4.921 74.6 2.937 30 1.181 1.5 0.059 62.2 44.1 2.01 14.5 

70 — 130 5.113 77.8 3.063 32 1.260 1.5 0.059 67.4 48.3 2.17 14.5 
150 5.906 73 3.071 40 1.575 2.1 0.033 104 68.2 2.96 13.2 
130 5.113 77.8 3.063 32 1.260 1.5 0.059 67.4 43.3 2.17 14.5 

— 2 15Im 140 5.512 82.6 3.252 33 1.299 1.5 0.059 72.7 53.0 2.30 14.6 
160 6.299 82 3.228 42 1.654 2.1 0.033 113 77.2 3.24 13.2 
130 5.113 77.8 3.063 32 1.260 1.5 0.059 67.4 43.3 2.17 14.5 

75 — 140 5.512 82.6 3.252 33 1.299 1.5 0.059 72.7 53.0 2.30 14.6 
160 6.299 82 3.228 42 1.654 2.1 0.033 113 77.2 3.24 13.2 
130 5.118 77.8 3.063 32 1.260 1.5 0.059 67.4 43.3 2.17 14.5 

— 3 140 5.512 82.6 3.252 33 1.299 1.5 0.059 72.7 53.0 2.30 14.6 
160 6.299 82 3.228 42 1.654 2.1 0.083 113 77.2 3.24 13.2 

— 3 Va 140 5.512 82.6 3.252 33 1.299 2 0.079 72.7 53.0 2.30 14.6 
140 5.512 82.6 3.252 33 1.299 2 0.079 72.7 53.0 2.30 14.6 

80 - 150 5.906 85.7 3.374 35 1.373 2 0.079 34.0 61.9 2.60 14.5 
170 6.693 86 3.386 44 1.732 2.1 0.033 123 36.7 3.53 13.3 

- 3 1/4 150 5.906 85.7 3.374 35 1.373 2 0.079 34.0 61.9 2.60 14.5 
150 5.906 85.7 3.374 35 1.373 2 0.079 34.0 61.9 2.60 14.5 

85 — 160 6.299 96 3.780 38 1.496 2 0.079 96.1 71.5 2.91 14.5 
180 7.087 96 3.780 46 1.811 3 0.118 133 96.3 3.82 13.3 

— 3 7/15 160 6.299 96 3.780 38 1.496 2 0.079 96.1 71.5 2.91 14.5 
_ 3 1,2 160 6.299 96 3.780 38 1.496 2 0.079 96.1 71.5 2.91 14.5 

190 7.480 95 3.780 48 1.890 3 0.118 143 107 4.11 13.3 
160 6.299 96 3.780 38 1.496 2 0.079 96.1 71.5 2.91 14.5 

90 — 170 6.693 104 4.094 40 1.575 2 0.079 109 81.9 3.23 14.4 
190 7.430 96 3.780 48 1.890 3 0.118 143 107 4.11 13.3 

95 - 200 7.374 103 4.055 50 1.969 3 0.118 153 119 4.45 13.3 
100 __ 190 7.460 117.5 4.626 43 1.693 2.1 0.083 133 105 3.91 14.4 

215 3.465 103 4.252 54 2.126 3 0.118 173 141 5.08 13.2 
_ 315/16 190 7.480 117.5 4.626 43 1.693 2.1 0.033 133 105 3.91 14.4 

215 8.465 103 4.252 54 2.126 3 0.118 173 141 5.08 13.2 
_ 4 190 7.480 117.5 4.626 43 1.693 2.1 0.083 133 105 3.91 14.4 

215 8.465 108 4.252 54 2.126 3 0.118 173 141 5.03 13.2 
105 225 8.858 112 4.409 56 2.205 3 0.118 184 153 5.41 13.2 
110 240 9.449 117 4.606 60 2.362 3 0.118 205 180 6.15 13.2 
120 — 260 10.236 126 4.961 64 2.520 3 0.118 207 185 6.10 13.5 
130 280 11.024 135 5.315 63 2.677 4 0.157 229 214 6.79 13.6 
140 300 11.811 145 5.709 72 2.835 4 0.157 253 246 7.54 13.6 

Remarks 1. SU type product is the “compact" series insert bearing for unit. 
2. From UC201 to 205 are the double-Iip seal type products (L2). 
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Koyo 

2-120º G 2-120º G 

r r s s, s s, 

S1D S1D 

@ Lil @ 

SB su 

Bearing Dimensions Set Screw Mass 
No_ Size 

G 
Standard L3Type C1 s S1 S2 

inch kg 
inch inch inch inch 

mm 
mm mm mm mm 

UC212-39 UC212-39L3 7.5 0.295 25.4 1.000 39.7 1.563 10.5 0.413 - 3/s-24UNF 1.45 
UCX12-39 UCX12-39L3 7.5 0.295 25.4 1.000 39.7 1.563 12 0.472 - ½-20UNF 1.95 
UC213-40 UC213-40L3 7.5 0.295 25.4 1.000 39.7 1.563 12 0.472 - ½-20UNF 1.94 
UCX13-40 UCX13-40L3 9 0.354 30.2 1.189 44.4 1.748 12 0.472 - ½-20UNF 2.61 
UC313-40 UC313-40L3 12 0.472 30 1.181 45 1.772 12 0.472 M12x1 .5 - 3.24 
UC213 UC213L3 7.5 0.295 25.4 1.000 39.7 1.563 12 0.472 M12x1 .5 - 1.86 
UCX13 UCX13L3 9 0.354 30.2 1.189 44.4 1.748 12 0.472 M12x1 .5 - 2.52 
UC313 UC313L3 12 0.472 30 1.181 45 1.772 12 0.472 M12x1 .5 - 3.16 
UC214-44 UC214-44L3 9 0.354 30.2 1.189 44.4 1.748 12 0.472 - ½-20UNF 2.06 
UCX14-44 UCX14-44L3 9 0.354 33.3 1.311 44.5 1.752 12 0.472 - ½-20UNF 2.75 
UC314-44 UC314-44L3 12.5 0.492 33 1.299 45 1.772 12 0.472 M12x1 .5 - 3.91 
UC214 UC214L3 9 0.354 30.2 1.189 44.4 1.748 12 0.472 M12x1 .5 - 2.05 
UCX14 UCX14L3 9 0.354 33.3 1.311 44.5 1.752 12 0.472 M12x1 .5 - 2.74 
UC314 UC314L3 12.5 0.492 33 1.299 45 1.772 12 0.472 M12x1 .5 - 3.90 
UC215-47 UC215-47L3 9 0.354 33.3 1.311 44.5 1.752 12 0.472 - ½-20UNF 2.23 
UCX15-47 UCX15-47L3 9 0.354 33.3 1.311 49.3 1.941 14 0.551 - ½-20UNF 3.43 
UC315-47 UC315-47L3 14.5 0.571 32 1.260 50 1.969 14 0.551 M14x1 .5 - 4.72 
UC215 UC215L3 9 0.354 33.3 1.311 44.5 1.752 12 0.472 M12x1 .5 - 2.21 
UCX15 UCX15L3 9 0.354 33.3 1.311 49.3 1.941 14 0.551 M12x1 .5 - 3.41 
UC315 UC315L3 14.5 0.571 32 1.260 50 1.969 14 0.551 M14x1 .5 - 4.70 
UC215-48 UC215-48L3 9 0.354 33.3 1.311 44.5 1.752 12 0.472 - ½-20UNF 2.12 
UCX15-48 UCX15-48L3 9 0.354 33.3 1.311 49.3 1.941 14 0.551 - ½-20UNF 3.32 
UC315-48 UC315-48L3 14.5 0.571 32 1.260 50 1.969 14 0.551 M14x1 .5 - 4.61 
UC216-50 UC216-50L3 9 0.354 33.3 1.311 49.3 1.941 14 0.551 - ½-20UNF 2.84 
UC216 UC216L3 9 0.354 33.3 1.311 49.3 1.941 14 0.551 M12x1 .5 - 2.79 
UCX16 UCX16L3 10 0.394 34.1 1.343 51.6 2.031 14 0.551 M12x1 .5 - 3.87 
UC316 UC316L3 15 0.591 34 1.339 52 2.047 14 0.551 M14x1 .5 - 5.60 
UC217-52 UC217-52L3 10 0.394 34.1 1.343 51.6 2.031 14 0.551 - ½-20UNF 3.66 
UC217 UC217L3 10 0.394 34.1 1.343 51.6 2.031 14 0.551 M12x1 .5 - 3.45 
UCX17 UCX17L3 11 0.433 39.7 1.563 56.3 2.217 15 0.591 M12x1 .5 - 5.05 
UC317 UC317L3 15 0.591 40 1.575 56 2.205 16 0.630 M16x1 .5 - 6.90 
UCX17-55 UCX17-55L3 11 0.433 39.7 1.563 56.3 2.217 15 0.591 - ½-20UNF 4.80 
UC218-56 UC218-56L3 11 0.433 39.7 1.563 56.3 2.217 15 0.591 - ½-20UNF 4.46 
UC318-56 UC318-56L3 15.5 0.610 40 1.575 56 2.205 16 0.630 M16x1.5 - 8.03 
UC218 UC218L3 11 0.433 39.7 1.563 56.3 2.217 15 0.591 M12x1 .5 - 4.35 
UCX18 - 11.5 0.453 42.9 1.689 61.1 2.406 16 0.630 M14x1 .5 - 6.00 
UC318 UC318L3 15.5 0.610 40 1.575 56 2.205 16 0.630 M16x1 .5 - 7.87 
UC319 UC319L3 16.5 0.650 41 1.614 62 2.441 18 0.709 M16x1.5 - 8.91 
UCX20 - 13 0.512 49.2 1.937 68.3 2.689 18 0.709 M16x1 .5 - 8.56 
UC320 UC320L3 18 0.709 42 1.654 66 2.598 20 0.787 M18x1.5 - 11.2 
UCX20-63 - 13 0.512 49.2 1.937 68.3 2.689 18 0.709 - 5/s-18UNF 8.56 
UC320-63 UC320-63L3 18 0.709 42 1.654 66 2.598 20 0.787 M18x1.5 - 11.2 
UCX20-64 - 13 0.512 49.2 1.937 68.3 2.689 18 0.709 - 5/s-18UNF 8.33 
UC320-64 UC320-64L3 18 0.709 42 1.654 66 2.598 20 0.787 M18x1.5 - 11.0 
UC321 - 19 0.748 44 1.732 68 2.677 20 0.787 M18x1.5 - 12.7 
UC322 UC322L3 20 0.787 46 1.811 71 2.795 20 0.787 M18x1.5 - 15.1 
UC324 UC324L3 21 0.827 51 2.008 75 2.953 20 0.787 M18x1.5 - 19.0 
UC326 UC326L3 22 0.866 54 2.126 81 3.189 20 0.787 M20x1.5 - 23.6 
UC328 UC328L3 23 0.906 59 2.323 86 3.386 20 0.787 M20x1.5 - 29.4 

3. With all bearings, the type with lock pin are H fittings. 
However, bearings with a bearing number of UC313 or more, with lock pin type are J fittings. 
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Koyo 

2-120'G 

id 
© | 

SB SU 

Bearing Dlmenslons Sat Screw Mass 
No. Size 

G 
Standard L3 Type 01 S Si 52 . 

mm inch mm inch mm inch mm inch … mºb kg 
U0212-39 U0212-39L3 7.5 0.295 25.4 1.000 39.7 1.563 10.5 0.413 — 3la-24UNF 1.45 
UOX12-39 UOX12-39L3 7.5 0.295 25.4 1.000 39.7 1.563 12 0.472 — 1l2-20UNF 1.95 
U0213-40 U0213-40L3 7.5 0.295 25.4 1.000 39.7 1.563 12 0.472 - 1/2-20UNF 1.94 
UOX13-40 UOX13-40L3 9 0.354 30.2 1.189 44.4 1.748 12 0.472 — 1/2-20UNF 2.61 
U0313-40 U0313-40L3 12 0.472 30 1.181 45 1.772 12 0.472 M12x1.5 — 3.24 
U0213 U0213L3 7.5 0.295 25.4 1.000 39.7 1.563 12 0.472 M12x1.5 — 1.86 
UOX13 UOX13L3 9 0.354 30.2 1.189 44.4 1.748 12 0.472 M12x1.5 — 2.52 
U0313 U0313L3 12 0.472 30 1.181 45 1.772 12 0.472 M12x1.5 — 3.16 
U021+44 U0214-44L3 9 0.354 30.2 1.189 44.4 1.748 12 0.472 — 1l2-20UNF 2.06 
UOX14-44 UOX14-44L3 9 0.354 33.3 1.311 44.5 1.752 12 0.472 — 1Iz-20UNF 2.75 
U0314—44 U0314-44L3 12.5 0.492 33 1.299 45 1.772 12 0.472 M12x1.5 — 3.91 
U0214 U0214L3 9 0.354 30.2 1.189 44.4 1.748 12 0.472 M12x1.5 — 2.05 
ucx14 UOX14L3 9 0.354 33.3 1.311 44.5 1.752 12 0.472 M12x1.5 — 2.74 
U0314 U0314L3 12.5 0.492 33 1.299 45 1.772 12 0.472 M12x1.5 — 3.90 
U0215-47 U0215-47L3 9 0.354 33.3 1.311 44.5 1.752 12 0.472 — 1l2-20UNF 2.23 
ucx15-47 ucx15-47L3 9 0.354 33.3 1.311 49.3 1.941 14 0.551 — 1li-20UNF 3.43 
U0315-47 U0315-47L3 14.5 0.571 32 1.260 50 1.969 14 0.551 M14x1.5 — 4.72 
U0215 U0215L3 9 0.354 33.3 1.311 44.5 1.752 12 0.472 M12x1.5 — 2.21 
UOX15 UOX15L3 9 0.354 33.3 1.311 49.3 1.941 14 0.551 M12x1.5 — 3.41 
U0315 U0315L3 14.5 0.571 32 1.260 50 1.969 14 0.551 M14x1.5 — 4.70 
U0215-48 U0215-48L3 9 0.354 33.3 1.311 44.5 1.752 12 0.472 - 1/2-20UNF 2.12 
UOX15-48 UOX15-48L3 9 0.354 33.3 1.311 49.3 1.941 14 0.551 — 1/2-20UNF 3.32 
U031548 UC315-48L3 14.5 0.571 32 1.260 50 1.969 14 0.551 M14x1.5 — 4.61 
U0216-50 U0216-50L3 9 0.354 33.3 1.311 49.3 1.941 14 0.551 - 1/z-20UNF 2.84 
U0216 U0216L3 9 0.354 33.3 1.311 49.3 1.941 14 0.551 M12x1.5 — 2.79 
UOX16 UOX16L3 10 0.394 34.1 1.343 51.6 2.031 14 0.551 M12x1.5 — 3.87 
U0316 U0316L3 15 0.591 34 1.339 52 2.047 14 0.551 M14x1 .5 — 5.60 
U0217-52 U0217-52L3 10 0.394 34.1 1.343 51.6 2.031 14 0.551 — 1/2-20UNF 3.66 
U021? U0217L3 10 0.394 34.1 1.343 51.6 2.031 14 0.551 M12x1.5 - 3.45 
UOX17 UOX17L3 11 0.433 39.7 1.563 56.3 2.217 15 0.591 M12x1.5 — 5.05 
U031? U0317L3 15 0.591 40 1.575 58 2.205 16 0.630 M16x1.5 — 6.90 
ucx17-55 UOX17-55L3 11 0.433 39.7 1.563 56.3 2.217 15 0.591 — 1/2'20UNF 4.80 
U0218-56 U0218-56L3 11 0.433 39.7 1.563 56.3 2.217 15 0.591 — 1/2-20UNF 4.46 
U0318-56 U0318-56L3 15.5 0.610 40 1.575 56 2.205 16 0.630 M15x1.5 — 8.03 
U0218 U0218L3 11 0.433 39.7 1.568 56.3 2.217 15 0.591 M12x1.5 - 4.35 
ucx1s — 11.5 0.453 42.9 1.689 61.1 2.406 16 0.630 M14x1.5 — 6.00 
U0318 U0318L3 15.5 0.610 40 1.575 56 2.205 16 0.630 M16x1.5 — 7.87 
U0319 U0319L3 16.5 0.650 41 1.614 62 2.441 18 0.709 M16x1.5 — 8.91 
UOX20 - 13 0.512 49.2 1.937 68.3 2.689 18 0.709 M16x1.5 - 8.56 
U0320 U0320L3 18 0.709 42 1.654 66 2.598 20 0.787 M18x1.5 - 11.2 
UOX20-63 — 13 0.512 49.2 1.937 68.3 2.689 18 0.709 — 5la-18UNF 8.56 
U0320-63 U0320-63L3 18 0.709 42 1 .654 66 2.598 20 0.787 M18x1 .5 — 11.2 
UOX20-64 — 13 0.512 49.2 1.937 68.3 2.689 18 0.709 — 5ls-18UNF 8.33 
U0320-64 U0320-64L3 18 0.709 42 1 .654 66 2.598 20 0.787 M18x1 .5 — 11 .0 
U0321 — 19 0.748 44 1 .732 68 2.677 20 0.787 M18x1 .5 - 12.7 
U0322 U0322L3 20 0.787 46 1.811 71 2.795 20 0.787 M18x1.5 — 15.1 
U0324 U0324L3 21 0.827 51 2.008 75 2.953 20 0.787 M18x1 .5 — 19.0 
U0326 U0326L3 22 0.866 54 2.1 26 81 3.189 20 0.787 M20x1 .5 — 23.6 
U0328 U0328L3 23 0.906 59 2.323 86 3.386 20 0.787 M_20x1.5 - 29.4 

3. With all bearings, the type with lock pin are H fittings. 
However. bearings with a bearing number of UC313 or more. with lack pin type are J fittings. 
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UC-S6, SU-S6 {Stainless-series) 
Cylindrical bore (with set screws) 
d 10 ~ 65 mm 

Shaft Dia. Dimensions 
mm 

d 
D B 

mm inch mm inch mm 
10 26 1.024 15 0.591 8 

12 
28 1.102 15 0.591 8 
40 1.575 27.4 1.079 13 

15 
32 1.260 16.5 0.650 9 
40 1.575 27.4 1.079 13 

17 
35 1.378 17.5 0.689 10 
40 1.575 27.4 1.079 13 

20 
42 1.654 21 0.827 12 
47 1.850 31 1.220 16 

25 
47 1.850 22 0.866 12 
52 2.047 34.1 1.343 17 

30 
55 2.165 24.5 0.965 13 
62 2.441 38.1 1.500 19 

35 72 2.835 42.9 1.689 20 
40 80 3.150 49.2 1.937 21 
45 85 3.346 49.2 1.937 22 
50 90 3.543 51.6 2.031 24 
55 100 3.937 55.6 2.189 25 
60 110 4.331 65.1 2.563 27 
65 120 4.724 65.1 2.563 28 

UC-S6 

c 
inch 
0.315 
0.315 
0.512 
0.354 
0.512 
0.394 
0.512 
0.472 
0.630 
0.472 
0.669 
0.512 
0.748 
0.787 
0.827 
0.866 
0.945 
0.984 
1.063 
1.102 

Remarks 1. S6 series product is the stainless-series insert bearing for unit. 
2. S6 series products with lock pin type are J fittings. 
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r 

SU-S6 

Basic Fatigue Factor Bearing 
Load Ratings Load Limit No. 

kN kN 
r (min.) 

C, Cor Cu fo 
mm inch 
0.3 0.012 3.9 1.55 0.070 12.3 SU000S6 
0.3 0.012 4.3 1.9 0.086 13.2 SU001S6 
0.6 0.024 8.15 3.85 0.175 13.2 UC201XS6 
0.3 0.012 4.7 2.25 0.102 13.9 SU002S6 
0.6 0.024 8.15 3.85 0.175 13.2 UC202XS6 
0.3 0.012 5.1 2.6 0.118 14.4 SU003S6 
0.6 0.024 8.15 3.85 0.175 13.2 UC203XS6 
0.6 0.024 7.9 4 0.182 13.9 SU004S6 
1 0.039 10.9 5.35 0.243 13.2 UC204S6 
0.6 0.024 8.5 4.65 0.211 14.5 SU005S6 
1 0.039 11.9 6.3 0.286 13.9 UC205S6 
1 0.039 11.2 6.6 0.300 14.7 SU006S6 
1 0.039 16.5 9.05 0.411 13.9 UC206S6 
1.1 0.043 21.8 12.3 0.559 13.9 UC207S6 
1.1 0.043 24.8 14.3 0.650 14.0 UC208S6 
1.1 0.043 27.8 16.2 0.736 14.0 UC209S6 
1.1 0.043 29.8 18.6 0.845 14.4 UC210S6 
1.5 0.059 36.8 23.5 1.07 14.4 UC211S6 
1.5 0.059 44.5 29.0 1.32 14.4 UC212S6 
1.5 0.059 48.6 32.1 1.46 14.4 UC213S6 

Insert bearings for units 

UC-SG, SU-SG (Stainless-series) 
Cylindrical bore (with set screws) 3 
d 10 ~ 65 mm _ºc 5.- 

.—2-120"G 

, e 
s E;— | 

.91 D 950! 
© I 

uc-se su-se 

Shall: Die. Dimensions Basic Fatigue Factor Bearing 
mm Load Ratings Load Limit No. 

kN kN 
C r (min.) 

¿ mm inch mm inch mm inch mm inch º' ºº' º“ fº 
1o 26 1.024 15 0.591 3 0.315 0.3 0.012 3.9 1.55 0.070 12.3 success 
12 23 1.102 15 0.591 3 0.315 0.3 0.012 4.3 1.9 0.036 13.2 suoo1sa 

40 1.575 27.4 1.079 13 0.512 0.6 0.024 3.15 3.35 0.175 13.2 uc201xss 
15 32 1.260 16.5 0.650 9 0.354 0.3 0.012 4.7 2.25 0.102 13.9 suoozss 

40 1.575 27.4 1.079 13 0.512 0.6 0.024 3.15 3.35 0.175 13.2 uc202xs3 
1., 35 1.373 17.5 0.639 10 0.394 0.3 0.012 5.1 2.6 0.113 14.4 suooass 

40 1.575 27.4 1.079 13 0.512 0.6 0.024 3.15 3.35 0.175 13.2 uc203xs3 
¡º 42 1.654 21 0.327 12 0.472 0.3 0.024 7.9 4 0.132 13.9 su004ss 

47 1.350 31 1.220 16 0.630 1 0.039 10.9 5.35 0.243 13.2 uczo466 
25 47 1.350 22 0.366 12 0.472 0.3 0.024 3.5 4.65 0.211 14.5 suoosss 

52 2.047 34.1 1.343 17 0.369 1 0.039 11.9 6.3 0.236 13.9 uczossa 
¿º 55 2.165 24.5 0.965 13 0.512 1 0.039 11.2 6.6 0.300 14.7 success 

62 2.441 33.1 1.500 19 0.743 1 0.039 16.5 9.05 0.411 13.9 uczosss 
35 72 2.335 42.9 1.689 20 0.737 1.1 0.043 21.3 12.3 0.559 13.9 uc207ss 
4o 30 3.150 49.2 1.937 21 0.327 1.1 0.043 24.3 14.3 0.650 14.0 uczoass 
45 35 3.346 49.2 1.937 22 0.366 1.1 0.043 27.3 16.2 0.736 14.0 uczosss 
so 90 3.543 51.6 2.031 24 0.945 1.1 0.043 29.3 13.6 0.345 14.4 uca1oss 
55 100 3.937 55.6 2.139 25 0.934 1.5 0.059 36.3 23.5 1.07 14.4 uc211se 
60 110 4.331 65.1 2.563 27 1.063 1.5 0.059 44.5 29.0 1.32 14.4 uc21zss 
65 120 4.724 65.1 2.563 23 1.102 1.5 0.059 43.6 32.1 1.46 14.4 uc21333 

Remarks 1.56 series product is the stainless-series insert bearing tor unit. 
2. SB series products with lock pin type are J fittings. 
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Koyo 

Dimensions Set Screw Mass 
Size 

G 
C1 s S1 S2 

kg 
inch inch inch inch 

mm 
mm mm mm mm 

- - 5 0.197 10 0.394 3 0.118 M3x0.35 0.024 
- - 5 0.197 10 0.394 3 0.118 M3x0.35 0.026 

3.5 0.138 11.5 0.453 15.9 0.626 4 0.157 M5x0.5 0.10 
- - 5.5 0.217 11 0.433 3.3 0.130 M4x0.5 0.038 

3.5 0.138 11.5 0.453 15.9 0.626 4 0.157 M5x0.5 0.10 
- - 6 0.236 11.5 0.453 3.3 0.130 M4x0.5 0.050 

3.5 0.138 11.5 0.453 15.9 0.626 4 0.157 M5x0.5 0.10 
- - 7 0.276 14 0.551 4 0.157 M5x0.5 0.080 

4 0.157 12.7 0.500 18.3 0.720 5 0.197 M6x0.75 0.16 
- - 7 0.276 15 0.591 4.5 0.177 M5x0.5 0.10 

5 0.197 14.3 0.563 19.8 0.780 5.5 0.217 M6x0.75 0.20 
- - 7.5 0.295 17 0.669 5.5 0.217 M5x0.5 0.15 

5 0.197 15.9 0.626 22.2 0.874 6 0.236 M6x0.75 0.32 
5.5 0.217 17.5 0.689 25.4 1.000 6.5 0.256 M8x1 0.48 
6 0.236 19 0.748 30.2 1.189 8 0.315 M8x1 0.64 
6 0.236 19 0.748 30.2 1.189 8 0.315 M8x1 0.68 
6 0.236 19 0.748 32.6 1.283 9 0.354 M8x1 0.80 
7 0.276 22.2 0.874 33.4 1.315 9 0.354 M10x1 .25 1.11 
7.5 0.295 25.4 1.000 39.7 1.563 10.5 0.413 M10x1 .25 1.54 
7.5 0.295 25.4 1.000 39.7 1.563 12 0.472 M12x1 .5 1.86 
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Koyo 

lepplqng Set Screw Mau 
Size 

G 
S S1 Sa 

i n c h m m i n c h m m i n c h m m i n c h m m k g  
5 0.197 10 0.394 3 0.118 M3x0.35 0.024 

- 5 0.197 10 0.394 3 0.118 M3x0.35 0.026 
0.138 11.5 0.453 15.9 0.626 4 0.157 M5x0.5 0.10 
- 5.5 0.217 11 0.433 3.3 0.130 M4x0.5 0.038 

0.138 11.5 0.453 15.9 0.626 4 0.157 M5x0.5 0.10 
— 6 0.236 11.5 0.453 3.3 0.130 M4x0.5 0.050 

0.138 11.5 0.453 15.9 0.626 4 0.157 M5x0.5 0.10 
— 7 0.276 14 0.551 4 0.157 M5x0.5 0.080 

0.157 12.7 0.500 18.3 0.720 5 0.197 M6x0.75 0.16 
— 7 0.276 15 0.591 4.5 0.177 M5x0.5 0.10 

0.197 14.3 0.563 19.8 0.780 5.5 0.217 M6x0.75 0.20 
— 7.5 0.295 17 0.669 5.5 0.217 M5x0.5 0.15 

0.197 15.9 0.626 22.2 0.874 6 0.236 M6x0.75 0.32 

0.276 22.2 0.874 33.4 1.315 9 0.354 M10x1.25 1.11 
0.295 25.4 1.000 39.7 1.563 10.5 0.413 M10x1.25 1.54 

m
m

 

5 
5.5 0.217 17.5 0.689 25.4 1.000 6.5 0.256 M6x1 0.48 
6 0.236 19 0.748 30.2 1.189 8 0.315 M8x1 0.64 
6 0.236 19 0.748 30.2 1.189 8 0.315 M8x1 0.68 
6 0.236 19 0.748 32.6 1.283 9 0.354 M8x1 0.80 
7 
7. 
7. 0.295 25.4 1.000 39.7 1.563 12 0.472 M12x1.5 1.86 
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SA, SA-F, NA 
Cylindrical bore 
(with eccentric locking collar) 
d 12 ~ (30) mm 

Shaft Dia 
mm inch 

d D B 
mm inch mm inch 

40 1.575 19 0.784 
12 - 40 1.575 19.1 0.752 

47 1.850 34.2 1.346 
40 1.575 19 0.784 

- ½ 40 1.575 19.1 0.752 
47 1.850 34.2 1.346 
40 1.575 19 0.784 

15 - 40 1.575 19.1 0.752 
47 1.850 34.2 1.346 

5/s 
40 1.575 19 0.784 

-
47 1.850 34.2 1.346 
40 1.575 19 0.784 

17 - 40 1.575 19.1 0.752 
47 1.850 34.2 1.346 
47 1.850 20 0.787 

- ¼ 47 1.850 21.5 0.846 
47 1.850 34.2 1.346 
47 1.850 20 0.787 

20 - 47 1.850 21.5 0.846 
47 1.850 34.2 1.346 

7/s 
52 2.047 21 0.827 

-
52 2.047 34.9 1.374 
52 2.047 21 0.827 

- 15/15 52 2.047 21.5 0.846 
52 2.047 34.9 1.374 
52 2.047 21 0.827 

25 - 52 2.047 21.5 0.846 
52 2.047 34.9 1.374 
52 2.047 21 0.827 

- 1 52 2.047 21.5 0.846 
52 2.047 34.9 1.374 
62 2.441 22 0.866 

- 1 1/s 62 2.441 23.8 0.937 
62 2.441 36.5 1.437 
62 2.441 22 0.866 

30 - 62 2.441 23.8 0.937 
62 2.441 36.5 1.437 
62 2.441 22 0.866 

- 1 3/16 62 2.441 23.8 0.937 
62 2.441 36.5 1.437 
62 2.441 22 0.866 

- 1¼ 62 2.441 23.8 0.937 
62 2.441 36.5 1.437 
72 2.835 23 0.906 

- 1¼ 72 2.835 25.4 1.000 
72 2.835 37.6 1.480 
72 2.835 23 0.906 

- 1 5/16 72 2.835 25.4 1.000 
72 2.835 37.6 1.480 

Dimensions 

Bi 
mm inch 
28.5 1.122 
28.6 1.126 
43.7 1.720 
28.5 1.122 
28.6 1.126 
43.7 1.720 
28.5 1.122 
28.6 1.126 
43.7 1.720 
28.5 1.122 
43.7 1.720 
28.5 1.122 
28.6 1.126 
43.7 1.720 
29.5 1.161 
31 1.220 
43.7 1.720 
29.5 1.161 
31 1.220 
43.7 1.720 
30.5 1.201 
44.4 1.748 
30.5 1.201 
31 1.220 
44.4 1.748 
30.5 1.201 
31 1.220 
44.4 1.748 
30.5 1.201 
31 1.220 
44.4 1.748 
33.9 1.335 
35.7 1.406 
48.4 1.906 
33.9 1.335 
35.7 1.406 
48.4 1.906 
33.9 1.335 
35.7 1.406 
48.4 1.906 
33.9 1.335 
35.7 1.406 
48.4 1.906 
36.5 1.437 
38.9 1.531 
51.1 2.012 
36.5 1.437 
38.9 1.531 
51.1 2.012 

Remark Of all the products, the lock pin types are H fittings. 
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G 

r 

S_D_d_+~~---+--~ 
1 

SA 

c r (min.) 
mm inch mm inch 
12 0.472 0.6 0.024 
13 0.512 0.6 0.024 
16 0.630 1 0.039 
12 0.472 0.6 0.024 
13 0.512 0.6 0.024 
16 0.630 1 0.039 
12 0.472 0.6 0.024 
13 0.512 0.6 0.024 
16 0.630 1 0.039 
12 0.472 0.6 0.024 
16 0.630 1 0.039 
12 0.472 0.6 0.024 
13 0.512 0.6 0.024 
16 0.630 1 0.039 
14 0.551 1 0.039 
15 0.591 1 0.039 
16 0.630 1 0.039 
14 0.551 1 0.039 
15 0.591 1 0.039 
16 0.630 1 0.039 
15 0.591 1 0.039 
17 0.669 1 0.039 
15 0.591 1 0.039 
15 0.591 1 0.039 
17 0.669 1 0.039 
15 0.591 1 0.039 
15 0.591 1 0.039 
17 0.669 1 0.039 
15 0.591 1 0.039 
15 0.591 1 0.039 
17 0.669 1 0.039 
16 0.630 1 0.039 
18 0.709 1 0.039 
19 0.748 1 0.039 
16 0.630 1 0.039 
18 0.709 1 0.039 
19 0.748 1 0.039 
16 0.630 1 0.039 
18 0.709 1 0.039 
19 0.748 1 0.039 
16 0.630 1 0.039 
18 0.709 1 0.039 
19 0.748 1 0.039 
17 0.669 1.1 0.043 
19 0.748 1.1 0.043 
20 0.787 1.1 0.043 
17 0.669 1.1 0.043 
19 0.748 1.1 0.043 
20 0.787 1.1 0.043 

G 

r 

S-D-d ---h-r+~-,--L--·--+--d1 
1 

SA-F 

Basic Fatigue Factor 
Load Ratings Load Limit 

kN kN 

Cr Cor Cu fo 

9.55 4.80 0.218 13.2 
9.55 4.80 0.218 13.2 

12.8 6.65 0.302 13.2 
9.55 4.80 0.218 13.2 
9.55 4.80 0.218 13.2 

12.8 6.65 0.302 13.2 
9.55 4.80 0.218 13.2 
9.55 4.80 0.218 13.2 

12.8 6.65 0.302 13.2 
9.55 4.80 0.218 13.2 

12.8 6.65 0.302 13.2 
9.55 4.80 0.218 13.2 
9.55 4.80 0.218 13.2 

12.8 6.65 0.302 13.2 
12.8 6.65 0.302 13.2 
12.8 6.65 0.302 13.2 
12.8 6.65 0.302 13.2 
12.8 6.65 0.302 13.2 
12.8 6.65 0.302 13.2 
12.8 6.65 0.302 13.2 
14.0 7.85 0.357 13.9 
14.0 7.85 0.357 13.9 
14.0 7.85 0.357 13.9 
14.0 7.85 0.357 13.9 
14.0 7.85 0.357 13.9 
14.0 7.85 0.357 13.9 
14.0 7.85 0.357 13.9 
14.0 7.85 0.357 13.9 
14.0 7.85 0.357 13.9 
14.0 7.85 0.357 13.9 
14.0 7.85 0.357 13.9 
19.5 11.3 0.514 13.9 
19.5 11.3 0.514 13.9 
19.5 11.3 0.514 13.9 
19.5 11.3 0.514 13.9 
19.5 11.3 0.514 13.9 
19.5 11.3 0.514 13.9 
19.5 11.3 0.514 13.9 
19.5 11.3 0.514 13.9 
19.5 11.3 0.514 13.9 
19.5 11.3 0.514 13.9 
19.5 11.3 0.514 13.9 
19.5 11.3 0.514 13.9 
25.7 15.4 0.700 13.9 
25.7 15.4 0.700 13.9 
25.7 15.4 0.700 13.9 
25.7 15.4 0.700 13.9 
25.7 15.4 0.700 13.9 
25.7 15.4 0.700 13.9 

Insert bearings for units 

SA, SA-F, NA 
Cylindrical bore 
(wlth eccentric Iocklng collar) ._m_.. 

C Sa d 12 ~ (30) mm K _G 

I r  B J J 

S¢D¢Id '" ] ¡Gdl 

SA SA-F 

Shan Din Dlmenslons Basic Fatlguo Factor 
mm inch Load Ratings Load Limit 

kN 
¿ Bx C r(min.) 

mm inch mm inch mm inch mm inch mm inch º' ºº' º“ fº 
40 1.575 19 0.754 25.5 1.122 12 0.472 0.6 0.024 9.55 4.50 0.215 13.2 

12 — 40 1.575 19.1 0.752 25.5 1.126 15 0.512 0.6 0.024 9.55 4.50 0.215 15.2 
47 1.850 34.2 1.346 43.7 1.720 16 0.630 1 0.039 12.5 6.65 0.302 13.2 
40 1.575 19 0.754 25.5 1.122 12 0.472 0.6 0.024 9.55 4.50 0.215 13.2 

— v: 40 1.575 19.1 0.752 25.5 1.125 13 0.512 0.6 0.024 9.55 4.50 0.215 13.2 
47 1.550 34.2 1.346 43.7 1.720 16 0.550 1 0.039 12.5 5.65 0.502 15.2 
40 1.575 19 0.754 25.5 1.122 12 0.472 0.6 0.024 9.55 4.50 0.215 13.2 

15 — 40 1.575 19.1 0.752 25.5 1.125 13 0.512 0.6 0.024 9.55 4.50 0.215 13.2 
47 1.550 34.2 1.346 45.7 1.720 16 0.630 1 0.039 12.5 5.65 0.302 15.2 

_ % 40 1.575 19 0.754 25.5 1.122 12 0.472 0.6 0.024 9.55 4.50 0.215 13.2 
47 1.550 34.2 1.345 43.7 1.720 16 0.630 1 0.039 12.5 5.65 0.502 15.2 
40 1.575 19 0.754 25.5 1.122 12 0.472 0.6 0.024 9.55 4.50 0.215 13.2 

17 — 40 1.575 19.1 0.752 25.5 1.126 13 0.512 0.6 0.024 9.55 4.50 0.215 13.2 
47 1.550 34.2 1.345 43.7 1.720 16 0.530 1 0.059 12.5 6.65 0.502 15.2 
47 1.550 20 0.757 29.5 1.151 14 0.551 1 0.039 12.5 5.65 0.502 13.2 

— a¡4 47 1.550 21.5 0.546 31 1.220 15 0.591 1 0.059 12.5 6.65 0.502 13.2 
47 1.550 34.2 1.346 43.7 1.720 16 0.650 1 0.059 12.5 5.65 0.502 13.2 
47 1.550 20 0.757 29.5 1.161 14 0.551 1 0.039 12.5 5.65 0.502 13.2 

zo _ 47 1.550 21.5 0.546 31 1.220 15 0.591 1 0.039 12.5 6.65 0.502 13.2 
47 1.550 34.2 1.345 43.7 1.720 16 0.630 1 0.039 12.5 6.65 0.502 15.2 

_ ”I 52 2.047 21 0.527 30.5 1.201 15 0.591 1 0.059 14.0 7.55 0.357 13.9 
52 2.047 34.9 1.374 44.4 1.745 17 0.659 1 0.039 14.0 7.55 0.557 13.9 
52 2.047 21 0.527 50.5 1.201 15 0.591 1 0.039 14.0 7.55 0.557 13.9 

— 15/1. 52 2.047 21.5 0.545 31 1.220 15 0.591 1 0.039 14.0 7.55 0.557 13.9 
52 2.047 34.9 1.374 44.4 1.745 17 0.669 1 0.039 14.0 7.55 0.557 13.9 
52 2.047 21 0.527 30.5 1.201 15 0.591 1 0.039 14.0 7.55 0.557 13.9 

25 — 52 2.047 21.5 0.545 31 1.220 15 0.591 1 0.039 14.0 7.55 0.557 13.9 
52 2.047 34.9 1.374 44.4 1.745 17 0.669 1 0.039 14.0 7.55 0.557 13.9 
52 2.047 21 0.527 50.5 1.201 15 0.591 1 0.039 14.0 7.55 0.557 15.9 

— 1 52 2.047 21.5 0.545 31 1.220 15 0.591 1 0.039 14.0 7.55 0.557 13.9 
52 2.047 34.9 1.574 44.4 1.745 17 0.559 1 0.039 14.0 7.55 0.557 13.9 
62 2.441 22 0.566 55.9 1.335 16 0.550 1 0.059 19.5 11.3 0.514 13.9 

— w. 62 2.441 23.5 0.937 55.7 1.405 15 0.709 1 0.039 19.5 11.3 0.514 13.9 
62 2.441 36.5 1.437 45.4 1.905 19 0.745 1 0.059 19.5 11.3 0.514 15.9 
62 2.441 22 0.556 53.9 1.535 15 0.630 1 0.059 19.5 11.3 0.514 13.9 

ao _ 52 2.441 25.5 0.937 55.7 1.405 15 0.709 1 0.039 19.5 11.5 0.514 13.9 
62 2.441 36.5 1.437 45.4 1.905 19 0.745 1 0.039 19.5 11.3 0.514 13.9 
62 2.441 22 0.566 53.9 1.335 16 0.650 1 0.039 19.5 11.3 0.514 15.9 

.- 1471. 62 2.441 25.5 0.937 55.7 1.406 15 0.709 1 0.039 19.5 11.3 0.514 13.9 
52 2.441 36.5 1.437 46.4 1.905 19 0.745 1 0.039 19.5 11.5 0.514 13.9 
52 2.441 22 0.565 53.9 1.335 16 0.650 1 0.039 19.5 11.3 0.514 13.9 

- 1m 62 2.441 25.5 0.937 55.7 1.406 15 0.709 1 0.039 19.5 11.3 0.514 13.9 
52 2.441 55.5 1.437 45.4 1.905 19 0.745 1 0.039 19.5 11.3 0.514 15.9 
72 2.535 23 0.906 56.5 1.437 17 0.669 1.1 0.043 25.7 15.4 0.700 15.9 

-— 111. 72 2.535 25.4 1.000 55.9 1.531 19 0.745 1.1 0.043 25.7 15.4 0.700 13.9 
72 2.555 37.5 1.450 51.1 2.012 20 0.757 1.1 0.045 25.7 15.4 0.700 13.9 
72 2.535 23 0.906 56.5 1.437 17 0.659 1.1 0.045 25.7 15.4 0.700 13.9 

— 15m 72 2.535 25.4 1.000 35.9 1.531 19 0.746 1.1 0.045 25.7 15.4 0.700 13.9 
72 2.535 37.6 1.450 51.1 2.012 20 0.757 1.1 0.045 25.7 15.4 0.700 13.9 

Remark ºf all the products. the lock pin types are H fittings. 
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Bearing Dimensions SetScrew Mass 
No. Size 

G 
C1 s S2 di 

inch kg 
inch inch inch inch 

mm 
mm mm mm mm 

SA201 - - 6 0.236 4.8 0.189 28.6 1.126 M6x0.75 - 0.13 
SA201F 3.4 0.134 6.5 0.256 4.8 0.189 28.6 1.126 M6x0.75 - 0.13 
NA201 4 0.157 17.1 0.673 4.8 0.189 33.3 1.311 M6x0.75 - 0.29 
SA201-8 - - 6 0.236 4.8 0.189 28.6 1.126 - ¼-28UNF 0.13 
SA201-8F 3.4 0.134 6.5 0.256 4.8 0.189 28.6 1.126 - ¼-28UNF 0.13 
NA201-8 4 0.157 17.1 0.673 4.8 0.189 33.3 1.311 - ¼-28UNF 0.29 
SA202 - - 6 0.236 4.8 0.189 28.6 1.126 M6x0.75 - 0.13 
SA202F 3.4 0.134 6.5 0.256 4.8 0.189 28.6 1.126 M6x0.75 - 0.13 
NA202 4 0.157 17.1 0.673 4.8 0.189 33.3 1.311 M6x0.75 - 0.27 
SA202-10 - - 6 0.236 4.8 0.189 28.6 1.126 - ¼-28UNF 0.13 
NA202-10 4 0.157 17.1 0.673 4.8 0.189 33.3 1.311 - ¼-28UNF 0.26 
SA203 - - 6 0.236 4.8 0.189 28.6 1.126 M6x0.75 - 0.13 
SA203F 3.4 0.134 6.5 0.256 4.8 0.189 28.6 1.126 M6x0.75 - 0.13 
NA203 4 0.157 17.1 0.673 4.8 0.189 33.3 1.311 M6x0.75 - 0.25 
SA204-12 - - 7 0.276 4.8 0.189 33.3 1.311 - ¼-28UNF 0.15 
SA204-12F 3.7 0.146 7.5 0.295 4.8 0.189 33.3 1.311 - ¼-28UNF 0.19 
NA204-12 4 0.157 17.1 0.673 4.8 0.189 33.3 1.311 - ¼-28UNF 0.23 
SA204 - - 7 0.276 4.8 0.189 33.3 1.311 M6x0.75 - 0.15 
SA204F 3.7 0.146 7.5 0.295 4.8 0.189 33.3 1.311 M6x0.75 - 0.19 
NA204 4 0.157 17.1 0.673 4.8 0.189 33.3 1.311 M6x0.75 - 0.22 
SA205-14 - - 7.5 0.295 4.8 0.189 38.1 1.500 - ¼-28UNF 0.22 
NA205-14 5 0.197 17.5 0.689 4.8 0.189 38.1 1.500 - ¼-28UNF 0.27 
SA205-15 - - 7.5 0.295 4.8 0.189 38.1 1.500 - ¼-28UNF 0.22 
SA205-15F 3.7 0.146 7.5 0.295 4.8 0.189 38.1 1.500 - ¼-28UNF 0.23 
NA205-15 5 0.197 17.5 0.689 4.8 0.189 38.1 1.500 - ¼-28UNF 0.29 
SA205 - - 7.5 0.295 4.8 0.189 38.1 1.500 M6x0.75 - 0.22 
SA205F 3.7 0.146 7.5 0.295 4.8 0.189 38.1 1.500 M6x0.75 - 0.23 
NA205 5 0.197 17.5 0.689 4.8 0.189 38.1 1.500 M6x0.75 - 0.25 
SA205-16 - - 7.5 0.295 4.8 0.189 38.1 1.500 - ¼-28UNF 0.22 
SA205-16F 3.7 0.146 7.5 0.295 4.8 0.189 38.1 1.500 - ¼-28UNF 0.23 
NA205-16 5 0.197 17.5 0.689 4.8 0.189 38.1 1.500 - ¼-28UNF 0.25 
SA206-18 - - 8 0.315 6 0.236 44.5 1.752 - 5/16·24UNF 0.3 
SA206-18F 4.7 0.185 9 0.354 6 0.236 44.5 1.752 - 5/16·24UNF 0.34 
NA206-18 5 0.197 18.3 0.720 6 0.236 44.5 1.752 - 5/16·24UNF 0.43 
SA206 - - 8 0.315 6 0.236 44.5 1.752 M8x1 - 0.3 
SA206F 4.7 0.185 9 0.354 6 0.236 44.5 1.752 M8x1 - 0.34 
NA206 5 0.197 18.3 0.720 6 0.236 44.5 1.752 M8x1 - 0.41 
SA206-19 - - 8 0.315 6 0.236 44.5 1.752 - 5/16·24UNF 0.3 
SA206-19F 4.7 0.185 9 0.354 6 0.236 44.5 1.752 - 5/16·24UNF 0.34 
NA206-19 5 0.197 18.3 0.720 6 0.236 44.5 1.752 - 5/16·24UNF 0.41 
SA206-20 - - 8 0.315 6 0.236 44.5 1.752 - 5/16·24UNF 0.3 
SA206-20F 4.7 0.185 9 0.354 6 0.236 44.5 1.752 - 5/16·24UNF 0.34 
NA206-20 5 0.197 18.3 0.720 6 0.236 44.5 1.752 - 5/16·24UNF 0.38 
SA207-20 - - 8.5 0.335 6.8 0.268 55.6 2.189 - 5/16·24UNF 0.5 
SA207-20F 5.7 0.224 9.5 0.335 6.8 0.268 55.6 2.189 - 5/16·24UNF 0.57 
NA207-20 5.5 0.217 18.8 0.740 6.8 0.268 55.6 2.189 - 5/16·24UNF 0.68 
SA207-21 - - 8.5 0.335 6.8 0.268 55.6 2.189 - 5/16·24UNF 0.5 
SA207-21F 5.7 0.224 9.5 0.335 6.8 0.268 55.6 2.189 - 5/16·24UNF 0.57 
NA207-21 5.5 0.217 18.8 0.740 6.8 0.268 55.6 2.189 - 5/16·24UNF 0.65 
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Bearing Dimenslons Set Screw Mm 
No. Size 

G 
C1 Sa d1 . 

mm inch mm inch mm inch mm inch mm “¡ºh kg 
SA201 — — 6 0.236 4.8 0.189 28.6 1.126 M6x0.75 — 0.13 
SA201 F 3.4 0.134 6.5 0.256 4.8 0.189 28.6 1.126 M6x0.75 - 0.13 
NA201 4 0.157 17.1 0.673 4.8 0.189 33.3 1.311 M6x0.75 — 0.29 
SA201-8 — — 6 0.236 4.8 0.189 28.6 1.126 — 1/4-28UNF 0.13 
SA201-8F 3.4 0.134 6.5 0.256 4.8 0.189 28.6 1.126 — 'la-28UNF 0.13 
NA201-8 4 0.157 17.1 0.673 4.8 0.189 33.3 1.311 — ‘/4-28UNF 0.29 
SA202 — — 6 0.236 4.8 0.189 28.6 1.126 M6x0.75 — 0.13 
SA202F 3.4 0.134 6.5 0.256 4.8 0.189 28.6 1.126 M6x0.75 — 0.13 
NA202 4 0.157 17.1 0.673 4.8 0.189 33.3 1.311 M6x0.75 — 0.27 
SA202-10 — — 6 0.236 4.8 0.189 28.6 1.126 — 1/4-28UNF 0.13 
NA202-10 4 0.157 17.1 0.673 4.8 0.189 33.3 1.311 — 'la-ZBUNF 0.26 
saoa — — 6 0.236 4.8 0.189 28.6 1.126 M6x0.75 - 0.13 
SA203F 3.4 0.134 6.5 0.256 4.8 0.189 28.6 1.126 M6x0.75 - 0.13 
NA203 4 0.157 17.1 0.673 4.8 0.189 33.3 1.311 M6x0.75 — 0.25 
SA204-12 - - 7 0.276 4.8 0.189 33.3 1.311 - ‘Iu-28UNF 0.15 
SA204-12F 3.7 0.146 7.5 0.295 4.8 0.189 33.3 1.311 — ‘l4-28UNF 0.19 
NA204—12 4 0.157 17.1 0.673 4.8 0.189 33.3 1.311 — 1/4-28UNF 0.23 
SA204 — - 7 0.276 4.8 0.189 33.3 1.311 M6x0.75 — 0.15 
SA204F 3.7 0.146 7.5 0.295 4.8 0.189 33.3 1.311 M6x0.75 — 0.19 
NA204 4 0.157 17.1 0.673 4.8 0.189 33.3 1.311 M6x0.75 — 0.22 
SA205-14 — - 7.5 0.295 4.8 0.189 38.1 1.500 — 1h-ZHUNF 0.22 
NA205-14 5 0.197 17.5 0.689 4.8 0.189 38.1 1.500 - 1¡4-25UNF 0.27 
SA205-15 - — 7.5 0.295 4.8 0.189 38.1 1.500 — ‘la-28UNF 0.22 
suns-15F 3.7 0.146 7.5 0.295 4.8 0.189 38.1 1.500 - 'lc—28UNF 0.23 
NA205-15 5 0.197 17.5 0.689 4.8 0.189 38.1 1.500 — 1/:-28UNF 0.29 
SA205 - — 7.5 0.295 4.8 0.189 38.1 1.500 M6x0.75 — 0.22 
SA205F 3.7 0.146 7.5 0.295 4.8 0.189 38.1 1.500 M6x0.75 - 0.23 
NA205 5 0.197 17.5 0.689 4.8 0.189 38.1 1.500 M6x0.75 _ 0.25 
SA205-16 — — 7.5 0.295 4.8 0.189 38.1 1.500 - 'la—28UNF 0.22 
SA205-16F 3.7 0.146 7.5 0.295 4.8 0.189 38.1 1.500 — 1/4-28UNF 0.23 
NA205-18 5 0.197 17.5 0.689 4.8 0.189 38.1 1.500 — 1¡4-28UNF 0.25 
SA206-18 - - 8 0.315 6 0.236 44.5 1.752 - 5/1s-24UNF 0.3 
SA206-18F 4.7 0.1 85 9 0.354 6 0.236 44.5 1.752 — 5/15-24U NF 0.34 
NA206-18 5 0.197 18.3 0.720 6 0.236 44.5 1.752 — s/w-24UNF 0.43 
SA206 — — 8 0.315 8 0.236 44.5 1.752 M8x1 — 0.3 
SA206F 4.7 0.185 9 0.354 6 0.236 44.5 1 .752 M8x1 - 0.34 
NA206 5 0.197 18.3 0.720 6 0.236 44.5 1.752 M8x1 — 0.41 
SA206-19 — — 8 0.315 6 0.236 44.5 1.752 — 5I1os-24UNF 0.3 
SA206-19F 4.7 0.185 9 0.354 6 0.236 44.5 1.752 — 5/1s-24UNF 0.34 
NA206-19 5 0.197 18.3 0.720 6 0.236 44.5 1.752 — 5lus—24UNF 0.41 
SA206-20 — — 8 0.315 6 0.236 44.5 1.752 — 5Im-24UNF 0.3 
SA206~20F 4.7 0.185 9 0.354 6 0.236 44.5 1 .752 — 5/15—24UNF 0.34 
NA206-20 5 0.197 18.3 0.720 6 0.236 44.5 1.752 — 5/15-24UNF 0.38 
SA207-20 — — 8.5 0.335 6.8 0.268 55.6 2.189 — 5/m-24UNF 0.5 
SA207-20F 5.7 0.224 9.5 0.335 6.8 0.268 55.6 2.189 — 5/15-24UNF 0.57 
NA207-20 5.5 0.217 18.8 0.740 6.8 0.268 55.6 2.189 — slm-24UNF 0.68 
SA207-21 — — 8.5 0.335 6.8 0.268 55.6 2.189 — 5Iw-24UNF 0.5 
SA207-21F 5.7 0.224 9.5 0.335 6.8 0.268 55.6 2.189 — 5/15-24UNF 0.57 
NWT-21 5.5 0.217 18.8 0.740 6.8 0.268 55.6 2.189 — 5/1r24UNF 0.65 

Koyo 

231 

https://rodavigo.net/es/c/rodamientos/f/koyo

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



SA, SA-F, NA 
Cylindrical bore 
(with eccentric locking collar) 
d (30) ~ 75 mm 

Shaft Dia 
mm inch 

d D B 
mm inch mm inch 

72 2.835 23 0.906 
- 1 3/s 72 2.835 25.4 1.000 

72 2.835 37.6 1.480 
72 2.835 23 0.906 

35 - 72 2.835 25.4 1.000 
72 2.835 37.6 1.480 
72 2.835 23 0.906 

- 1 7/16 72 2.835 25.4 1.000 
72 2.835 37.6 1.480 
80 3.150 27 1.063 

- 1½ 80 3.150 30.2 1.189 
80 3.150 42.8 1.685 
80 3.150 27 1.063 

- 1 9/16 80 3.150 30.2 1.189 
80 3.150 42.8 1.685 
80 3.150 27 1.063 

40 - 80 3.150 30.2 1.189 
80 3.150 42.8 1.685 

1 5/s 
85 3.346 30.2 1.189 

-
85 3.346 42.8 1.685 

1 11frn 
85 3.346 30.2 1.189 

-
85 3.346 42.8 1.685 

1¾ 
85 3.346 30.2 1.189 

-
85 3.346 42.8 1.685 

45 
85 3.346 30.2 1.189 

-
85 3.346 42.8 1.685 

1 7/s 
90 3.543 30.2 1.189 

-
90 3.543 49.2 1.937 

1 15/16 
90 3.543 30.2 1.189 

-
90 3.543 49.2 1.937 

50 
90 3.543 30.2 1.189 

-
90 3.543 49.2 1.937 
90 3.543 49.2 1.937 

- 2 100 3.937 32.4 1.276 
100 3.937 55.5 2.185 

2 1/s 
100 3.937 32.4 1.276 

-
100 3.937 55.5 2.185 

55 
100 3.937 32.4 1.276 

-
100 3.937 55.5 2.185 

2 3/16 
100 3.937 32.4 1.276 

-
100 3.937 55.5 2.185 

60 
2¼ 110 4.331 61.9 2.437 

110 4.331 61.9 2.437 

65 
2½ 120 4.724 68.2 2.685 

120 4.724 68.2 2.685 

70 
2¾ 125 4.921 68.2 2.685 

125 4.921 68.2 2.685 

75 
130 5.118 74.6 2.937 

3 130 5.118 74.6 2.937 

Dimensions 

Bi 
mm inch 
36.5 1.437 
38.9 1.531 
51.1 2.012 
36.5 1.437 
38.9 1.531 
51.1 2.012 
36.5 1.437 
38.9 1.531 
51.1 2.012 
40.5 1.595 
43.7 1.720 
56.3 2.217 
40.5 1.595 
43.7 1.720 
56.3 2.217 
40.5 1.595 
43.7 1.720 
56.3 2.217 
43.7 1.720 
56.3 2.217 
43.7 1.720 
56.3 2.217 
43.7 1.720 
56.3 2.217 
43.7 1.720 
56.3 2.217 
43.7 1.720 
62.7 2.469 
43.7 1.720 
62.7 2.469 
43.7 1.720 
62.7 2.469 
62.7 2.469 
48.4 1.906 
71.4 2.811 
48.4 1.906 
71.4 2.811 
48.4 1.906 
71.4 2.811 
48.4 1.906 
71.4 2.811 
77.8 3.063 
77.8 3.063 
85.7 3.374 
85.7 3.374 
85.7 3.374 
85.7 3.374 
92.1 3.626 
92.1 3.626 

Remark Of all the products, the lock pin types are H fittings. 
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r 

S_D_d_+~~---+--~ 
1 

SA 

c r (min.) 
mm inch mm inch 
17 0.669 1.1 0.043 
19 0.748 1.1 0.043 
20 0.787 1.1 0.043 
17 0.669 1.1 0.043 
19 0.748 1.1 0.043 
20 0.787 1.1 0.043 
17 0.669 1.1 0.043 
19 0.748 1.1 0.043 
20 0.787 1.1 0.043 
18 0.709 1.1 0.043 
22 0.866 1.1 0.043 
21 0.827 1.1 0.043 
18 0.709 1.1 0.043 
22 0.866 1.1 0.043 
21 0.827 1.1 0.043 
18 0.709 1.1 0.043 
22 0.866 1.1 0.043 
21 0.827 1.1 0.043 
22 0.866 1.1 0.043 
22 0.866 1.1 0.043 
22 0.866 1.1 0.043 
22 0.866 1.1 0.043 
22 0.866 1.1 0.043 
22 0.866 1.1 0.043 
22 0.866 1.1 0.043 
22 0.866 1.1 0.043 
22 0.866 1.1 0.043 
24 0.945 1.1 0.043 
22 0.866 1.1 0.043 
24 0.945 1.1 0.043 
22 0.866 1.1 0.043 
24 0.945 1.1 0.043 
24 0.945 1.1 0.043 
24 0.945 1.5 0.059 
25 0.984 1.5 0.059 
24 0.945 1.5 0.059 
25 0.984 1.5 0.059 
24 0.945 1.5 0.059 
25 0.984 1.5 0.059 
24 0.945 1.5 0.059 
25 0.984 1.5 0.059 
27 1.063 1.5 0.059 
27 1.063 1.5 0.059 
28 1.102 1.5 0.059 
28 1.102 1.5 0.059 
30 1.181 1.5 0.059 
30 1.181 1.5 0.059 
32 1.260 1.5 0.059 
32 1.260 1.5 0.059 

G 

r 

S-D-d ---h-r+~-,--L--·--+--d1 
1 

SA-F 

Basic Fatigue Factor 
Load Ratings Load Limit 

kN kN 

Cr Cor Cu fo 

25.7 15.4 0.700 13.9 
25.7 15.4 0.700 13.9 
25.7 15.4 0.700 13.9 
25.7 15.4 0.700 13.9 
25.7 15.4 0.700 13.9 
25.7 15.4 0.700 13.9 
25.7 15.4 0.700 13.9 
25.7 15.4 0.700 13.9 
25.7 15.4 0.700 13.9 
29.1 17.8 0.809 14.0 
29.1 17.8 0.809 14.0 
29.1 17.8 0.809 14.0 
29.1 17.8 0.809 14.0 
29.1 17.8 0.809 14.0 
29.1 17.8 0.809 14.0 
29.1 17.8 0.809 14.0 
29.1 17.8 0.809 14.0 
29.1 17.8 0.809 14.0 
34.1 21.3 0.968 14.0 
34.1 21.3 0.968 14.0 
34.1 21.3 0.968 14.0 
34.1 21.3 0.968 14.0 
34.1 21.3 0.968 14.0 
34.1 21.3 0.968 14.0 
34.1 21.3 0.968 14.0 
34.1 21.3 0.968 14.0 
35.1 23.3 1.06 14.4 
35.1 23.3 1.06 14.4 
35.1 23.3 1.06 14.4 
35.1 23.3 1.06 14.4 
35.1 23.3 1.06 14.4 
35.1 23.3 1.06 14.4 
35.1 23.3 1.06 14.4 
43.4 29.4 1.34 14.4 
43.4 29.4 1.34 14.4 
43.4 29.4 1.34 14.4 
43.4 29.4 1.34 14.4 
43.4 29.4 1.34 14.4 
43.4 29.4 1.34 14.4 
43.4 29.4 1.34 14.4 
43.4 29.4 1.34 14.4 
52.4 36.2 1.65 14.4 
52.4 36.2 1.65 14.4 
57.2 40.1 1.82 14.4 
57.2 40.1 1.82 14.4 
62.2 44.1 2.01 14.5 
62.2 44.1 2.01 14.5 
67.4 48.3 2.17 14.5 
67.4 48.3 2.17 14.5 

Insert bearings for units 

SA, SA-F, NA 
Cylindrical bore 
(wlth eccentric Iocklng collar) 'c—B"? 

2 

d (30) ~ 75 mm K _G 
J 

l '  ” 
SfDqSId '" ] ¡ich 

SA SA-F 

Shaft Din Dlmenslons Basic Fatlgue Factor 
mm inch Load Ratings Load Limit 

kN kN 
¿ D 31 c r(min.) 

mm inch mm inch mm inch mm inch mm inch Cr Co: C" fº 
72 2.935 23 0.906 36.5 1.437 17 0.669 1.1 0.043 25.7 15.4 0.700 13.9 

— 131. 72 2.935 25.4 1.000 39.9 1.531 19 0.749 1.1 0.043 25.7 15.4 0.700 13.9 
72 2.935 37.6 1.490 51.1 2.012 20 0.797 1.1 0.043 25.7 15.4 0.700 13.9 
72 2.935 23 0.906 36.5 1,437 17 0.669 1.1 0.043 25.7 15.4 0.700 13.9 

35 — 72 2.935 25.4 1.000 39.9 1.531 19 0.749 1.1 0.043 25.7 15.4 0.700 13.9 
72 2.935 37.6 1.490 51.1 2.012 20 0.797 1.1 0.043 25.7 15.4 0.700 13.9 
72 2.935 23 0.906 36.5 1.437 17 0.669 1.1 0.043 25.7 15.4 0.700 13.9 

—— 17m 72 2.935 25.4 1.000 39.9 1.531 19 0.749 1.1 0.043 25.7 15.4 0.700 13.9 
72 2.935 37.6 1.490 51.1 2.012 20 0.797 1.1 0.043 25.7 15.4 0.700 13.9 
90 3.150 27 1.063 40.5 1.595 19 0.709 1.1 0.043 29.1 17.9 0.909 14.0 

- 11/: 90 3.150 30.2 1.199 43.7 1.720 22 0.966 1.1 0.043 29.1 17.9 0.909 14.0 
90 3.150 42.9 1.695 56.3 2.217 21 0.927 1.1 0.043 29.1 17.9 0.909 14.0 
90 3.150 27 1.063 40.5 1.595 19 0.709 1.1 0.043 29.1 17.9 0.909 14.0 

- w… 90 3.150 30.2 1.199 43.7 1,720 22 0.966 1.1 0.043 29.1 17.9 0.909 14.0 
90 3.150 42.9 1.695 56.3 2.217 21 0.927 1.1 0.043 29.1 17.9 0.909 14.0 
90 3.150 27 1.063 40.5 1.595 19 0.709 1.1 0.043 29.1 17.9 0.909 14.0 

40 — 90 3.150 30.2 1.199 43.7 1.720 22 0.966 1.1 0.043 29.1 17.9 0.909 14.0 
90 3.150 42.9 1.695 56.3 2.217 21 0.927 1.1 0.043 29.1 17.9 0.909 14.0 

_ 1% 95 3.346 30.2 1.139 43.7 1.720 22 0.966 1.1 0.043 34.1 21.3 0.969 14.0 
95 3.346 42.9 1.695 56.3 2.217 22 0.966 1.1 0.043 34.1 21.3 0.969 14.0 

_ 1 %  95 3.346 30.2 1.199 43.7 1.720 22 0.966 1.1 0.043 34.1 21.3 0.969 14.0 
95 3.346 42.9 1.635 56.3 2.217 22 0.866 1.1 0.043 34.1 21.3 0.969 14.0 

_ … 95 3.346 30.2 1.199 43.7 1.720 22 0.966 1.1 0.043 34.1 21.3 0.969 14.0 
95 3.346 42.9 1.695 56.3 2.217 22 0.966 1.1 0.043 34.1 21.3 0.969 14.0 

45 _ 95 3.346 30.2 1.199 43.7 1.720 22 0.966 1.1 0.043 34.1 21.3 0.969 14.0 
95 3.346 42.9 1.695 56.3 2.217 22 0.966 1.1 0.043 34.1 21.3 0.969 14.0 

_ … 90 3.543 30.2 1.199 43.7 1.720 22 0.966 1.1 0.043 35.1 23.3 1.06 14.4 
90 3.543 49.2 1.937 62.7 2.469 24 0.945 1.1 0.043 35.1 23.3 1.06 14.4 

_ 115/15 90 3.543 30.2 1.199 43.7 1.720 22 0.366 1.1 0.043 35.1 23.3 1.06 14.4 
90 3.543 49.2 1.937 62.7 2.469 24 0.945 1.1 0.043 35.1 23.3 1.06 14.4 

50 _ 90 3.543 30.2 1.199 43.7 1.720 22 0.966 1.1 0.043 35.1 23.3 1.06 14.4 
90 3.543 49.2 1.937 62.7 2.469 24 0.945 1.1 0.043 35.1 23.3 1.06 14.4 
90 3.543 49.2 1.937 62.7 2.469 24 0.945 1.1 0.043 35.1 23.3 1.06 14.4 

— 2 100 3.937 32.4 1.276 49.4 1.906 24 0.945 1.5 0.059 43.4 29.4 1.34 14.4 
100 3.937 55.5 2.195 71.4 2.911 25 0.994 1.5 0.059 43.4 29.4 1.34 14.4 

_ 2% 100 3.937 32.4 1.276 49.4 1.906 24 0.945 1.5 0.059 43.4 29.4 1.34 14.4 
100 3.937 55.5 2.195 71.4 2.911 25 0.994 1.5 0.059 43.4 29.4 1.34 14.4 

55 _ 100 3.937 32.4 1.276 49.4 1.906 24 0.945 1.5 0.059 43.4 29.4 1.34 14.4 
100 3.937 55.5 2.195 71.4 2.911 25 0.994 1.5 0.059 43.4 29.4 1.34 14.4 

_ 2% 100 3.937 32.4 1.276 49.4 1.906 24 0.945 1.5 0.059 43.4 29.4 1.34 14.4 
100 3.937 55.5 2.195 71.4 2.911 25 0.994 1.5 0.059 43.4 29.4 1.34 14.4 

60 211. 110 4.331 61.9 2.437 77.9 3.063 27 1.063 1.5 0.059 52.4 36.2 1.65 14.4 
110 4.331 61.9 2.437 77.9 3.063 27 1.063 1.5 0.059 52.4 36.2 1.65 14.4 

es 21/2 120 4.724 69.2 2.695 95.7 3.374 29 1.102 1.5 0.059 57.2 40.1 1.92 14.4 
120 4.724 69.2 2.695 95.7 3.374 29 1.102 1.5 0.059 57.2 40.1 1.92 14.4 

70 2314 125 4.921 68.2 2.695 95.7 3.374 30 1.191 1.5 0.059 62.2 44.1 2.01 14.5 
125 4.921 69.2 2.695 95.7 3.374 30 1.191 1.5 0.059 62.2 44.1 2.01 14.5 

75 130 5.119 74.6 2.937 92.1 3.626 32 1.260 1.5 0.059 67.4 49.3 2.17 14.5 
3 130 5.119 74.6 2.937 92.1 3.626 32 1.260 1.5 0.059 67.4 49.3 2.17 14.5 

Remark Of all the products. the lock pin types are H fittings. 
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Bearing Dimensions SetScrew Mass 
No. Size 

G 
C1 s S2 di 

inch kg 
inch inch inch inch 

mm 
mm mm mm mm 

SA207-22 - - 8.5 0.335 6.8 0.268 55.6 2.189 - 5/16·24UNF 0.5 
SA207-22F 5.7 0.224 9.5 0.335 6.8 0.268 55.6 2.189 - 5/16·24UNF 0.57 
NA207-22 5.5 0.217 18.8 0.740 6.8 0.268 55.6 2.189 - 5/16·24UNF 0.61 
SA207 - - 8.5 0.335 6.8 0.268 55.6 2.189 M8x1 - 0.5 
SA207F 5.7 0.224 9.5 0.335 6.8 0.268 55.6 2.189 M8x1 - 0.57 
NA207 5.5 0.217 18.8 0.740 6.8 0.268 55.6 2.189 M8x1 - 0.61 
SA207-23 - - 8.5 0.335 6.8 0.268 55.6 2.189 - 5/16·24UNF 0.5 
SA207-23F 5.7 0.224 9.5 0.335 6.8 0.268 55.6 2.189 - 5/16·24UNF 0.57 
NA207-23 5.5 0.217 18.8 0.740 6.8 0.268 55.6 2.189 - 5/16·24UNF 0.58 
SA208-24 - - 9 0.354 6.8 0.268 60.3 2.374 - 5/16·24UNF 0.67 
SA208-24F 6.4 0.252 11 0.433 6.8 0.268 60.3 2.374 - 5/16·24UNF 0.75 
NA208-24 6 0.236 21.4 0.843 6.8 0.268 60.3 2.374 - 5/16·24UNF 0.83 
SA208-25 - - 9 0.354 6.8 0.268 60.3 2.374 - 5/16·24UNF 0.67 
SA208-25F 6.4 0.252 11 0.433 6.8 0.268 60.3 2.374 - 5/16·24UNF 0.75 
NA208-25 6 0.236 21.4 0.843 6.8 0.268 60.3 2.374 - 5/16·24UNF 0.79 
SA208 - - 9 0.354 6.8 0.268 60.3 2.374 M8x1 - 0.67 
SA208F 6.4 0.252 11 0.433 6.8 0.268 60.3 2.374 M8x1 - 0.75 
NA208 6 0.236 21.4 0.843 6.8 0.268 60.3 2.374 M8x1 - 0.78 
SA209-26F 6 0.236 11 0.433 6.8 0.268 63.5 2.500 - 5/16·24UNF 0.82 
NA209-26 6 0.236 21.4 0.843 6.8 0.268 63.5 2.500 - 5/16·24UNF 0.96 
SA209-27F 6 0.236 11 0.433 6.8 0.268 63.5 2.500 - 5/16·24UNF 0.82 
NA209-27 6 0.236 21.4 0.843 6.8 0.268 63.5 2.500 - 5/16·24UNF 0.91 
SA209-28F 6 0.236 11 0.433 6.8 0.268 63.5 2.500 - 5/16·24UNF 0.82 
NA209-28 6 0.236 21.4 0.843 6.8 0.268 63.5 2.500 - 5/16·24UNF 0.87 
SA209F 6 0.236 11 0.433 6.8 0.268 63.5 2.500 M8x1 - 0.82 
NA209 6 0.236 21.4 0.843 6.8 0.268 63.5 2.500 M8x1 - 0.85 
SA210-30F 6.6 0.260 11 0.433 6.8 0.268 69.9 2.752 - 5/16·24UNF 0.85 
NA210-30 6 0.236 24.6 0.969 6.8 0.268 69.9 2.752 - 5/16·24UNF 1.08 
SA210-31F 6.6 0.260 11 0.433 6.8 0.268 69.9 2.752 - 5/16·24UNF 0.85 
NA210-31 6 0.236 24.6 0.969 6.8 0.268 69.9 2.752 - 5/16·24UNF 1.04 
SA210F 6.6 0.260 11 0.433 6.8 0.268 69.9 2.752 M8x1 - 0.85 
NA210 6 0.236 24.6 0.969 6.8 0.268 69.9 2.752 M8x1 - 1.01 
NA210-32 6 0.236 24.6 0.969 6.8 0.268 69.9 2.752 - 5/16·24UNF 0.99 
SA211-32F 7 0.276 12 0.472 8 0.315 76.2 3.000 - 3/s-24UNF 1.2 
NA211-32 7 0.276 27.8 1.094 8 0.315 76.2 3.000 - 3/s-24UNF 1.58 
SA211-34F 7 0.276 12 0.472 8 0.315 76.2 3.000 - 3/s-24UNF 1.2 
NA211-34 7 0.276 27.8 1.094 8 0.315 76.2 3.000 - 3/s-24UNF 1.49 
SA211F 7 0.276 12 0.472 8 0.315 76.2 3.000 M10x1.25 - 1.2 
NA211 7 0.276 27.8 1.094 8 0.315 76.2 3.000 M10x1.25 - 1.39 
SA211-35F 7 0.276 12 0.472 8 0.315 76.2 3.000 - 3/s-24UNF 1.2 
NA211-35 7 0.276 27.8 1.094 8 0.315 76.2 3.000 - 3/s-24UNF 1.36 
NA212-36 7.5 0.295 31 1.220 8 0.315 84.2 3.315 - 3/s-24UNF 2.03 
NA212 7.5 0.295 31 1.220 8 0.315 84.2 3.315 M10x1.25 - 1.87 
NA213-40 7.5 0.295 34.1 1.343 8.5 0.335 92 3.622 - 3/s-24UNF 2.51 
NA213 7.5 0.295 34.1 1.343 8.5 0.335 92 3.622 M10x1.25 - 2.45 
NA214-44 9 0.354 34.1 1.343 8.5 0.335 97 3.819 - 3/s-24UNF 2.94 
NA214 9 0.354 34.1 1.343 8.5 0.335 97 3.819 M10x1.25 - 2.92 
NA215 9 0.354 37.3 1.469 8.5 0.335 102 4.016 M10x1.25 - 2.74 
NA215-48 9 0.354 37.3 1.469 8.5 0.335 102 4.016 - 3/s-24UNF 2.72 
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Healing Dimenslons Set Screw Mm 
No. Size 

G 
C1 Sa d1 . 

mm inch mm inch mm inch mm inch … mºb kg 
SA207-22 — — 8.5 0.335 6.8 0.268 55.6 2.189 — 5/13-24UNF 0.5 
SA207-22F 5.7 0.224 9.5 0.335 6.8 0.268 55.6 2.189 - 5lm-24U NF 0.57 
NA207-22 5.5 0.217 18.8 0.740 6.8 0.268 55.6 2.189 — 5/15-24UNF 0.61 
SA207 — — 8.5 0.335 6.8 0.268 55.6 2.189 M8x1 — 0.5 
SA207F 5.7 0.224 9.5 0.335 6.8 0.268 55.6 2.189 M8x1 — 0.57 
NA207 5.5 0.217 18.8 0.740 6.8 0.268 55.6 2.189 M8x1 - 0.61 
SHOT-23 — — 8.5 0.335 6.8 0.268 55.6 2.189 — 5/19-24UNF 0.5 
SHOT-23F 5.7 0.224 9.5 0.335 6.8 0.268 55.6 2.189 — 5/1r24UNF 0.57 
NA207-23 5.5 0.217 18.8 0.740 6.8 0.268 55.6 2.189 - s/1s-24UNF 0.58 
SANS-24 — — 9 0.354 6.8 0.268 60.3 2.374 — 5/18-24UNF 0.67 
SA208-24F 6.4 0.252 11 0.433 6.8 0.268 60.3 2.374 - 5/13-24UNF 0.75 
NA208-24 6 0.236 21.4 0.843 6.8 0.268 60.3 2.374 — 5Ins-24UNF 0.83 
SANS-25 — … — 9 0.354 6.8 0.268 60.3 2.374 - 5/1s-24UNF 0.67 
SA208~25F 6.4 0.252 11 0.433 6.8 0.268 60.3 2.374 — 5/13-24UNF 0.75 
NA208-25 6 0.236 21.4 0.843 6.8 0.268 60.3 2.374 - 5Ins-24UNF 0.79 
SA208 — — 9 0.354 6.8 0.268 60.3 2.374 M8x1 — 0.67 
SA208F 6.4 0.252 11 0.433 6.8 0.268 60.3 2.374 Mead — 0.75 
NA208 6 0.236 21.4 0.843 6.8 0.268 60.3 2.374 M8x1 — 0.78 
SA209-26F 6 0.236 11 0.433 6.8 0.268 63.5 2.500 — 5/15-24UNF 0.82 
NA209-26 6 0.236 21.4 0.843 6.8 0.268 63.5 2.500 — 5/15-24UNF 0.96 
SA209-27F 6 0.236 11 0.433 6.8 0.268 63.5 2.500 — 5/m-24UNF 0.82 
NA209-27 6 0.236 21.4 0.843 6.8 0.268 63.5 2.500 — 5/15-24UNF 0.91 
SA209-28F 6 0.236 11 0.433 6.8 0.268 63.5 2.500 - 5/13-24UNF 0.82 
NA209-28 6 0.236 21.4 0.843 6.8 0.268 63.5 2.500 — 5/15-24UNF 0.87 
SA209F 6 0.236 11 0.433 6.8 0.268 63.5 2.500 M8x1 — 0.82 
NA209 6 0.236 21.4 0.843 6.8 0.268 63.5 2.500 Mead - 0.85 
SA210-30F 6.6 0.260 11 0.433 6.8 0.268 69.9 2.752 — 5/13-24UNF 0.85 
NA210-30 6 0.236 24.6 0.969 6.8 0.268 59.9 2.752 — sluz-24UNF 1.08 
SA210-31F 6.6 0.260 11 0.433 6.8 0.268 69.9 2.752 — 5/m-24UNF 0.85 
NA210-31 6 0.236 24.6 0.969 6.8 0.268 69.9 2.752 — 5I113-24UNF 1.04 
SA210F 6.6 0.260 11 0.433 6.8 0.268 69.9 2752 MM - 0.85 
NA210 6 0.236 24.6 0.969 6.8 0.268 69.9 2.752 M8x1 - 1.01 
NA21o-32 6 0.236 24.6 0.969 6.8 0.268 69.9 2.752 — s/m-24UNF 0.99 
SA211-32F 7 0.276 12 0.472 8 0.315 76.2 3.000 — 3/a-24UNF 1.2 
NA211-32 7 0.276 27.8 1.094 8 0.315 76.2 3.000 - 3/a-24UNF 1.58 
SA211-34F 7 0.276 12 0.472 8 0.315 76.2 3.000 — 3/a-24UNF 1.2 
NA211-34 7 0.276 27.8 1.094 8 0.315 76.2 3.000 — 3/a-24UNF 1.49 
SA211 F 7 0.276 12 0.472 8 0.315 76.2 3.000 M10x1.25 — 1.2 
NA211 7 0.276 27.8 1.094 8 0.315 76.2 3.000 M10x1.25 — 1.39 
SA211-35F 7 0.276 12 0.472 8 0.315 76.2 3.000 - 3/a—24UNF 1.2 
NA211-35 7 0.276 27.8 1.094 8 0.315 76.2 3.000 — sla-24UNF 1.36 
NA212-36 7.5 0.295 31 1.220 8 0.315 84.2 3.315 - 3/a—24UNF 2.03 
NA212 7.5 0.295 31 1.220 8 0.315 84.2 3.315 M10x1.25 — 1.87 
NA213-40 7.5 0.295 34.1 1.343 8.5 0.335 92 3.622 — 3/a-24UNF 2.51 
NA213 7.5 0.295 34.1 1.343 8.5 0.335 92 3.622 M10x1.25 — 2.45 
NA214-44 9 0.354 34.1 1.343 8.5 0.335 97 3.819 — 3/a-24UNF 2.94 
NA214 9 0.354 34.1 1.343 8.5 0.335 97 3.819 M10x1.25 — 2.92 
NA215 9 0.354 37.3 1.469 8.5 0.335 102 4.016 M10x1.25 - 2.74 
NA215-48 9 0.354 37.3 1.469 8.5 0.335 102 4.016 — 3Ia-24UNF 2.72 
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UK 
Tapered bore (with adapter) 
d1 20 ~ (50) mm 

s~ 

B 

~d 
1 

Taper ½2 

UK 

B1 

S~D ~d 

~ 
1 

Taper 1/,2 

UK-L3 

Shaft Dia. Dimensions Basic Fatigue Factor Bearing 
mm inch inch Load Ratings Load Limit 

mm kN kN 

d1 d D B BL c C1 C, Cor Cu fo Standard 
¾ 0.984 2.047 0.945 0.945 0.669 0.197 

14.0 7.85 0.357 13.9 UK205 
25 52 24 24 17 5 

20 
¾ 0.984 2.441 1.063 - 0.748 0.197 

19.5 11.3 0.514 13.9 UKX05 
25 62 27 19 5 -

¾ 0.984 2.441 1.063 - 0.866 0.236 
21.2 10.9 0.495 12.6 UK305 

25 62 27 22 6 -

1.181 2.441 1.063 1.063 0.748 0.197 
19.5 11.3 0.514 13.9 UK206 

1 30 62 27 27 19 5 

25 
1.181 2.835 1.181 - 0.787 0.217 

25.7 15.4 0.700 13.9 UKX06 
1 30 72 30 20 5.5 -

1.181 2.835 1.181 - 0.945 0.256 
26.7 15.0 0.682 13.3 UK306 

1 30 72 30 24 6.5 -

1 1/s 1.378 2.835 1.181 1.181 0.787 0.217 
25.7 15.4 0.700 13.9 UK207 

35 72 30 30 20 5.5 

30 
1 1/s 1.378 3.150 1.339 - 0.827 0.236 

29.1 17.8 0.809 14.0 UKX07 
35 80 34 21 6 -

1 1/s 1.378 3.150 1.299 1.299 1.024 0.295 
33.4 19.3 0.877 13.2 UK307 

35 80 33 33 26 7.5 
1¼ 

1.575 3.150 1.339 1.339 0.827 0.236 
1 3/s 

40 80 34 34 21 6 
29.1 17.8 0.809 14.0 UK208 

1¼ 
1.575 3.346 1.417 0.866 0.236 

35 1 3/s 
-

34.1 21.3 0.968 14.0 UKX0B 
40 85 36 22 6 -

1¼ 
1.575 3.543 1.378 1.378 1.102 0.315 

1 3/s 
40 90 35 35 28 8 

40.7 24.0 1.09 13.2 UK308 

1½ 1.772 3.346 1.417 1.417 0.866 0.236 
34.1 21.3 0.968 14.0 UK209 

45 85 36 36 22 6 

40 
1½ 1.772 3.543 1.417 - 0.945 0.236 

35.1 23.3 1.06 14.4 UKX09 
45 90 36 24 6 -

1½ 1.772 3.937 1.496 1.496 1.181 0.335 
48.9 29.5 1.34 13.3 UK309 

45 100 38 38 30 8.5 
1¾ 1.969 3.543 1.417 1.417 0.945 0.236 

35.1 23.3 1.06 14.4 UK210 
50 90 36 36 24 6 

45 
1¾ 1.969 3.937 1.575 - 0.984 0.276 

43.4 29.4 1.34 14.4 UKX10 
50 100 40 25 7 -

1¾ 1.969 4.331 1.575 1.575 1.260 0.354 
62.0 38.3 1.74 13.2 UK310 

50 11 O 40 40 32 9 
1 7/s 

2.165 3.937 1.575 1.575 0.984 0.276 
55 100 40 40 25 7 

43.4 29.4 1.34 14.4 UK211 
2 

50 
1 7/s 

2.165 4.331 1.850 - 1.063 0.295 
52.4 36.2 1.65 14.4 UKX11 

55 11 O 47 27 7.5 
2 

-

Remarks 1. In Par! No. of unit with adapters, Par! No. of applicable adapters follow !he Par! No. shown in !he dimensional tables. 
(Example of Par! No. : UK206 + H2306X, UK206L3 + H2306X) 

234 

No. 

L3Type 

UK205L2 

-

-

UK206L3 

-

-

UK207L3 

-

UK307L3 

UK208L3 

-

UK308L3 

UK209L3 

-

UK309L3 

UK210L3 

-

UK310L3 

UK211L3 

-

Insert bearings for units 

UK 
Tapered bore (with adapter) 0 
d1 20 ~ (50) mm —_:' _g1_ 

B— ._HL. ! 
s; D ¢|d 8 in ¢|d 

— Taper Via Taper 'q 

UK UK-La 

Shaft Dia. Dimensions Basic Fatigue Factor Bearing 
mm inch ' Load Rating: Load Limit No. 

kN kN 

d1 d D B EL c c. o. co. c.. fo Standard Lawpa 
3/4 0.984 2.047 0.945 0.945 0.669 0.197 25 52 24 24 17 5 14.0 7.85 0.357 13.9 UK205 UK205L2 
3/4 0.984 2.441 1.063 — 0.748 0.197 20 25 62 27 _ 19 5 19.5 11.3 0.514 13.9 UKxos - 
3[4 0.984 2.441 1.063 — 0.866 0.236 25 62 27 _ 22 6 21.2 10.9 0.495 12.6 UK305 - 

1.181 2.441 1.063 1.063 0.748 0.197 1 30 62 27 27 19 5 19.5 11.3 0.514 13.9 UK206 UK206L3 
1.181 2.835 1.181 — 0.787 0.217 25 1 30 72 30 __ 20 5.5 25.7 15.4 0.700 13.9 UKX06 — 

1.181 2.835 1.181 - 0.945 0.256 1 30 72 30 _ 24 6.5 26.7 15.0 0.682 13.3 UK306 — 
1 113 1.378 2.835 1.181 1.181 0.787 0.217 35 72 30 30 20 5.5 25.7 15.4 0.700 13.9 UK207 UK207L3 
1 1/u 1.378 3.150 1.339 — 0.827 0.236 30 35 80 34 _ 21 6 29.1 17.8 0.809 14.0 UKX07 — 
1 Vu 1.378 3.150 1.299 1.299 1.024 0.295 35 80 33 33 26 7.5 33.4 19.3 0.877 13.2 UK307 UK307L3 

1 1¡4 1 .575 3.150 1.339 1.339 0.827 0.236 13!: 40 80 34 34 21 6 29.1 17.8 0.809 14.0 UK208 UK208L3 

1 1/4 1 575 3 346 1 417 0 866 0 236 a ' ' ' _ ' ' _ 35 1 la 40 85 36 _ 22 6 34.1 21.3 0.968 14.0 uxxoe 

1 1/4 1 575 3 543 1 378 1 378 1 102 0 315 a . . . . . . 1 la 40 go 35 35 28 8 40.7 24.0 1.09 13.2 uma umaLa 

1 1I2 1 .772 3.346 1.417 1.417 0.866 0.236 45 85 36 36 22 6 34.1 21.3 0.968 14.0 UK209 UK209L3 

1 1/2 1.772 3.543 1.417 — 0.945 0.236 40 45 90 36 _ 24 6 35.1 23.3 1.06 14.4 UKxos — 

1 1/2 1.772 3.937 1.496 1.496 1.181 0.335 45 100 38 38 30 8.5 48.9 29.5 1.34 13.3 UK309 UK309L3 
1 3/4 1.969 3.543 1.417 1.417 0.945 0.236 50 90 36 36 24 6 35.1 23.3 1.06 14.4 UK210 UK210L3 
1 3[4 1.969 3.937 1.575 — 0.984 0.276 45 50 100 40 _ 25 7 43.4 29.4 1.34 14.4 UKX10 — 
1 all 1.969 4.331 1.575 1.575 1.260 0.354 50 110 40 40 32 9 62.0 38.3 1.74 13.2 UK310 UK310L3 
1 7/5 2.165 3.937 1.575 1.575 0.984 0.276 2 55 100 40 40 25 7 43.4 29.4 1.34 14.4 UK211 UK211L3 

so 1 7" 2165 4 331 1 850 — 1 063 u 295 2 55 110 47 _ 27 7.5 52.4 36.2 1.65 14.4 UKX11 — 

Remarks 1. In Pan No. of unit with adapters, Part No. of applicable adapters follow the Part No. shown in the dimensional tables. 
(Example of Part No. : UK206 + H2906X, UK206L3 + H2306X) 
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Koyo 

Adapter Assembly 

H23 Series Adapter 
Mass Adapter Dimensions Mass Sleeve 

kg Assembly inch No. 
No. mm 

Standard L3Type Bi B2 d2 kg 

0.18 0.18 
HE2305X 1.378 0.315 1.496 

0.095 
AE2305X 

H2305X 35 8 38 A2305X 

0.27 
HE2305X 1.378 0.315 1.496 

0.095 
AE2305X 

-
H2305X 35 8 38 A2305X 

0.40 
HE2305X 1.378 0.315 1.496 

0.095 
AE2305X 

-
H2305X 35 8 38 A2305X 

0.29 0.29 
H2306X 1.496 0.315 1.772 

0.13 
A2306X 

HE2306X 38 8 45 HE2306X 

0.43 
H2306X 1.496 0.315 1.772 

0.13 
A2306X 

-
HE2306X 38 8 45 HE2306X 

0.47 
H2306X 1.496 0.315 1.772 

0.13 
A2306X 

-
HE2306X 38 8 45 HE2306X 

0.43 0.43 
HS2307X 1.693 0.354 2.047 

0.17 
AS2307X 

H2307X 43 9 52 A2307X 

0.53 
HS2307X 1.693 0.354 2.047 

0.17 
AS2307X 

-
H2307X 43 9 52 A2307X 

0.60 0.60 
HS2307X 1.693 0.354 2.047 

0.17 
AS2307X 

H2307X 43 9 52 A2307X 
HE2308X 

1.811 0.394 2.283 
AE2308X 

0.58 0.58 HS2308X 
46 10 58 

0.22 AS2308X 
H2308X A2308X 
HE2308X 

1.811 0.394 2.283 
AE2308X 

0.58 - HS2308X 
46 10 58 

0.22 AS2308X 
H2308X A2308X 
HE2308X 

1.811 0.394 2.283 
AE2308X 

0.80 0.80 HS2308X 0.22 AS2308X 
H2308X 

46 10 58 
A2308X 

0.65 0.65 
HE2309X 1.969 0.433 2.559 

0.28 
AE2309X 

H2309X 50 11 65 A2309X 

0.67 
HE2309X 1.969 0.433 2.559 

0.28 
AE2309X 

-
H2309X 50 11 65 A2309X 

1.08 1.08 
HE2309X 1.969 0.433 2.559 

0.28 
AE2309X 

H2309X 50 11 65 A2309X 

0.65 0.65 
HE2310X 2.165 0.472 2.756 

0.36 
AE2310X 

H2310X 55 12 70 A2310X 

0.89 
HE2310X 2.165 0.472 2.756 

0.36 
AE2310X 

-
H2310X 55 12 70 A2310X 

1.38 1.38 
HE2310X 2.165 0.472 2.756 

0.36 
AE2310X 

H2310X 55 12 70 A2310X 
HS2311X 

2.323 0.472 2.953 
AS2311X 

1.09 1.09 H2311X 
59 12 75 

0.42 A2311X 
HE2311X AE2311X 
HS2311X 

2.323 0.472 2.953 
AS2311X 

1.15 - H2311X 
59 12 75 

0.42 A2311X 
HE2311X AE2311X 

2. Adapter series applicable to UK200 series 
UK200 ....................... H2300X series 
UK200L3 (or L2) ....... H2300X series 

3. UK205 is the double-lip seal type product (L2). 
4. lnch bore diameter series adapters are also available (see the dimensional tables of adapters assemblies). 
5. Of all the products, the lock pin types are H fittings. 
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Koyo 

Adapter Assembly 

H23 Selle: Adapter 
Mass Adapter Dimensions Mass Sleeve 

kg Assembly inch No. 
No. m 

Standard L3'l'ype B1 Ba d2 kg 
HE2305X 1.376 0.315 1.496 AE2305X 

0.1 8 º" 8 mm 35 a 38 º'ºº5 A2305x 
HE2305X 1.378 0.315 1.496 AE2305X 

0'27 ' H2305x 35 a 33 º'ºº5 A2305x 
HE2305X 1.373 0.315 1.496 AE2305X 

º'4º “ mm 35 e 38 º'ºº5 A2305X 
mm 1.496 0.315 1.772 mm 

0.29 ººº HE2306X 38 a 45 0'1 3 HE2306X 
043 mm 1.496 0.315 1.772 013 A2306X 
' “ HE2306X 33 a 45 ' HE2306X 

0 47 _ mm 1.496 0.315 1.772 013 mm 
' HE2306X sa a 45 ' HE2306X 

H62307x 1.693 0.354 2.047 A62307x 
º'“ º'43 H2307X 43 9 52 0'1 7 A2307X 
0 53 _ H62307x 1.693 0.354 2.047 0 17 AS2307X 
' H2307X 43 9 52 ' A2307x 

H82307X 1.693 0.354 2.047 A62307x 
º'ºº º'ºº H2307X 43 9 52 0'1 7 A2307X 

HE2308X AE2308X 
0.58 0.58 Hszsoax 1f: “1334 2:33 0.22 Aszaosx 

H2308X A2308X 
HE2308X Aszsoax 

0.58 — Hszsosx 121 “1334 ¿5223 0.22 Aszaosx 
H2308X A2308x 
HE2308X Aszsoax 

0.80 0.80 HS2308X 11321 “13:4 ºf? 0.22 Aszaosx 
H2308X A2308X 
HE2309X 1.969 0.433 2.559 A52309x 

0'65 0'65 mm 50 11 65 ººº mm 
0 67 _ HE2309X 1.969 0.433 2,559 º 23 AE2309x 
' mm 50 11 65 ' A2309x 

HE2309X 1.969 0.433 2.559 AE2309X 
tºs 1'08 mm 50 11 65 ººº A2309x 

HE231OX 2.165 0.472 2.755 AE2310X 
0'65 0'65 H231 ox 55 12 70 º“ A231 ox 

HE2310X 2.165 0.472 2.756 AE2310X 
“º ' H231 ox 55 12 70 0'36 A2310x 

HE2310X 2.165 0.472 2.756 AE231DX 
“º 1'33 mm 55 12 70 ººº A2310X 

H62311x AS2311x 
1.09 , 1.09 mm 2:33 0:272 23553 0.42 mm 

HE2311X AE2311X 
H52311x A82311X 

1.15 — H2311X 253:3 0:272 23553 0.42 A2311X 
HE2311X AE2311X 

2. Adapter series applicable to UK200 series 
UK200 ....................... H2300X series 
UK200L3 (or L2) ....... H2300X series 

3. UK205 is the double-lip seal type product (L2). 
4. Inch bore diameter series adapters are also available (see the dimensional tables of adapters assemblies). 
5. Of all the products, the lock pin types are H fittings. 
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UK 
Tapered bore (with adapter) 
d1 (50) ~ (90) mm 

Shaft Dia. Dimensions 
mm inch inch 

mm 

d1 d D B BL 
1 7/s 

2.165 4.724 1.693 1.693 
50 

55 120 43 43 
2 
2 1/s 2.362 4.331 1.850 1.850 

60 11 O 47 47 
2 1/s 2.362 4.724 1.850 -

55 
60 120 47 

2 1/s 2.362 5.118 1.850 1.850 
60 130 47 47 

2¼ 
2.559 4.724 1.850 1.850 

2 3/s 
65 120 47 47 

2¼ 
2.559 4.921 2.008 -

60 
65 125 51 -

2 3/s 
2¼ 

2.559 5.512 1.929 1.929 

23/s 
65 140 49 49 

2½ 2.953 5.118 2.008 2.008 
75 130 51 51 

2½ 2.953 5.512 2.165 -
65 

75 140 55 
2½ 2.953 6.299 2.165 2.165 

75 160 55 55 
2¼ 3.150 5.512 2.165 2.165 

80 140 55 55 
2¼ 3.150 5.906 2.244 -

70 
80 150 57 

2¼ 3.150 6.693 2.165 2.165 
80 170 55 55 

3.346 5.906 2.244 2.244 
3 85 150 57 57 

3.346 6.299 2.480 -
75 

3 85 160 63 
3.346 7.087 2.362 2.362 

3 85 180 60 60 
3.543 6.299 2.480 2.480 

-
90 160 63 63 

3.543 6.693 2.559 -
80 -

90 170 65 
3.543 7.480 2.362 2.362 

-
90 190 60 60 

3¼ 3.740 7.874 2.598 2.598 
85 

95 200 66 66 
3½ 3.937 7.480 2.717 -

90 
100 190 69 

B 

s~ 

UK 

c 
1.339 

34 

1.063 
27 

1.102 
28 

1.417 
36 

1.102 
28 

1.181 
30 

1.496 
38 

1.260 
32 

1.299 
33 

1.654 
42 

1.299 
33 

1.378 
35 

1.732 
44 

1.378 
35 

1.496 
38 

1.811 
46 

1.496 
38 

1.575 
40 

1.890 
48 

1.969 
50 

1.693 
43 

B1 

~d S~D ~d 
1 

~ 
1 

Taper ½2 Taper 1/,2 

UK-L3 

Basic Fatigue Factor Bearing 
Load Ratings Load Limit No. 

kN kN 

C1 C, Cor Cu fo Standard L3Type 

0.394 
13.2 UK311 UK311L3 71.6 45.0 2.05 

10 

0.295 
52.4 36.2 1.65 14.4 UK212 UK212L3 

7.5 
0.295 

57.2 40.1 1.82 14.4 UKX12 -
7.5 

0.453 
81.9 52.2 2.37 13.2 UK312 UK312L3 

11.5 

0.295 
1.82 14.4 UK213 UK213L3 57.2 40.1 

7.5 

0.354 
14.5 UKX13 62.2 44.1 2.01 -

9 

0.472 
13.2 UK313 UK313L3 92.7 59.9 2.68 

12 

0.354 
67.4 48.3 2.17 14.5 UK215 UK215L3 

9 
0.354 

72.7 53.0 2.30 14.6 UKX15 -
9 

0.571 
113 77.2 3.24 13.2 UK315 UK315L3 

14.5 
0.354 

72.7 53.0 2.30 14.6 UK216 UK216L3 
9 

0.394 
84.0 61.9 2.60 14.5 UKX16 -

10 
0.591 

123 86.7 3.53 13.3 UK316 UK316L3 
15 

0.394 
84.0 61.9 2.60 14.5 UK217 UK217L3 

10 
0.433 

96.1 71.5 2.91 14.5 UKX17 -
11 

0.591 
133 96.8 3.82 13.3 UK317 UK317L3 

15 
0.433 

96.1 71.5 2.91 14.5 UK218 UK218L3 
11 

0.453 
109 81.9 3.23 14.4 UKX18 -

11.5 
0.610 

143 107 4.11 13.3 UK318 UK318L3 
15.5 
0.650 

153 119 4.45 13.3 UK319 UK319L3 
16.5 

0.512 
133 105 3.91 14.4 UKX20 -

13 
1 Remarks 1. In Par! No. of urnt w1th adapters, Par! No. of appllcable adapters follow the Par! No. shown 1n !he d1mens1onal tabes 

(Example of Par! No. : UK206 + H2306X, UK206L3 + H2306X) 
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Insert bearings for units 

UK 
Tapered bore (with adapter) 
dl (50) ~ (90) mm ¿: 0% 

su.» ¡Sid sw ¿la 

— Taper V12 Taper ‘11: 

UK ¡JK-LB 

Shaft Din. Dlmenslona Basic Fatigue Factor Bearing 
mm inch inch Load Ratings Load Limit No. 

m kN kN 

d1 d D B EL c c. a. Car c.. fo Standard L31'ypa 
7 

50 ;]! 22565 4172:" 1:33 1'33 1:439 ºf? 71.6 45.0 2.05 13.2 una" UK311L3 

“º ¿332 43361 tf? 1‘2?” 1:33 ºf? 52.4 36.2 1.65 14.4 UK212 UK212L3 
55 21’“ 2:062 4112:" 1:575” : 1232 “72:5 57.2 40.1 1.82 14.4 uxx12 _ 

“º 2:52 51‘131: 1:330 1:750 1g: ºf; 81.9 52.2 2.37 13.2 uma UK312L3 
1 

:: 285559 4112:" 1'2? 1f?" 121:2 ºf? 57.2 40.1 1.82 14.4 u1<213 UK213L3 

en 21/41 2.559 4.921 2.008 —- 1.181 0.354 622 441 201 … uxx13 _ 
2% 85 125 51 — 30 9 ' ' ' ' 

1 
:: 2:559 5302 13929 1.339 1:896 0:272 92.7 59.9 2.88 13.2 UK313 UK313L3 

21/2 23? 511310a 250103 2238 1:260 º“? 67.4 48.3 2.17 14.5 UK215 UK215L3 
85 “º 23553 51'2102 ¿51565 : 132:9 º?" 72.7 53.0 2.30 14.8 uxx15 — 

2 "º 23553 51%? 22565 2225 1:254 ºf; 113 77.2 3.24 13.2 UK315 UK315L3 
23" 39:0 55:02 2;? 2225 1539 “354 72.7 53.0 2.30 14.8 uma UK216L3 

70 ”'“ 3250 51%? 234 : 1'33578 ºf? 84.0 81.9 2.80 14.5 UKX16 — 

2% 33:0 613:3 2'15565 2.225 1‘32 “$591 123 88.7 3.53 13.3 UK316 umm 
3 3:546 51%? ¿34 ¿52744 1:578 ºf? 84.0 61.9 2.60 14.5 UK217 umm: 

15 3 3'36 61.39 22:30 : 1336 ºf? 95.1 71.5 2.91 14.5 uxx17 — 
3 3226 71237 ºigº ¿6332 1'2: “$591 133 96.8 3.82 13.3 UK317 ummm 

— 39533 61%? 230 2:38" 1:36 0:133 98.1 71.5 2.91 14.5 uma ux218L3 
un — 3533 61533 2:559 : 145:5 ”1'15: 109 81.9 3.23 14.4 uxx1s _ 

- 3:33 71;? 2:32 2'3? Tíº 01:1: 143 107 4.11 13.3 uma ummm 
85 31" 379:0 7;)? ºf? 2:38 1:39 01.25: 153 119 4.45 13.3 uma u1<319L3 
90 “Wº 31.91317 71330 2:37 : 1:33 0‘32 133 105 3.91 14.4 uxxzo _ 

Remarks 1. In Part No. of unit with adapters, Part No. of applicable adapters follow the Part No. shown in the dimensional tables. 
(Example of Part No. : UK206 + H2306X, UK206L3 + H2306X) 
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Koyo 

Adapter Assembly 

H23 Series Adapter 
Mass Adapter Dimensions Mass Sleeve 

kg Assembly inch No. 
No. mm 

Standard L3Type Bi B2 d2 kg 
HS2311X 

2.323 0.472 2.953 
AS2311X 

1.78 1.78 H2311X 
59 12 75 

0.42 A2311X 
HE2311X AE2311X 

1.41 1.41 
HS2312X 2.441 0.512 3.150 

0.48 
AS2312X 

H2312X 62 13 80 A2312X 

1.45 
HS2312X 2.441 0.512 3.150 

0.48 
AS2312X 

-
H2312X 62 13 80 A2312X 

2.06 2.06 
HS2312X 2.441 0.512 3.150 

0.48 
AS2312X 

H2312X 62 13 80 A2312X 
HE2313X 

2.559 0.551 3.346 
AE2313X 

1.34 1.67 H2313X 0.56 A2313X 
HS2313X 

65 14 85 
AS2313X 

HE2313X 
2.559 0.551 3.346 

AE2313X 
1.62 - H2313X 

65 14 85 
0.56 A2313X 

HS2313X AS2313X 
HE2313X 

2.559 0.551 3.346 
AE2313X 

2.71 2.71 H2313X 
65 14 85 

0.56 A2313X 
HS2313X AS2313X 

1.50 1.99 
HE2315X 2.874 0.591 3.858 

1.05 
AE2315X 

H2315X 73 15 98 A2315X 

2.10 
HE2315X 2.874 0.591 3.858 

1.05 
AE2315X 

-
H2315X 73 15 98 A2315X 

3.80 3.80 
HE2315X 2.874 0.591 3.858 

1.05 
AE2315X 

H2315X 73 15 98 A2315X 

1.96 2.56 
HE2316X 3.071 0.669 4.134 

1.3 
AE2316X 

H2316X 78 17 105 A2316X 

2.64 
HE2316X 3.071 0.669 4.134 

1.3 
AE2316X 

-
H2316X 78 17 105 A2316X 

4.39 4.39 
HE2316X 3.071 0.669 4.134 

1.3 
AE2316X 

H2316X 78 17 105 A2316X 

2.42 3.10 
H2317X 3.228 0.709 4.331 

1.45 
A2317X 

HE2317X 82 18 110 AE2317X 

3.25 
H2317X 3.228 0.709 4.331 

1.45 
A2317X 

-
HE2317X 82 18 110 AE2317X 

5.30 5.30 
H2317X 3.228 0.709 4.331 

1.45 
A2317X 

HE2317X 82 18 110 AE2317X 

2.90 3.77 H2318X 
3.386 0.709 4.724 

1.7 A2318X 
86 18 120 

3.80 H2318X 
3.386 0.709 4.724 

1.7 A2318X -
86 18 120 

6.20 6.20 H2318X 
3.386 0.709 4.724 

1.7 A2318X 
86 18 120 

7.31 7.31 H2319X 
3.543 0.748 4.921 

1.95 A2319X 
90 19 125 

5.36 
HE2320X 3.819 0.787 5.118 

2.2 
AE2320X 

-
H2320X 97 20 130 A2320X 

2. Adapter series applicable to UK200 series 
UK200 ....................... H2300X series 
UK200L3 (or L2) ....... H2300X series 

3. UK205 is the double-lip seal type product (L2). 
4. lnch bore diameter series adapters are also available (see the dimensional tables of adapters assemblies). 
5. Of all the products, the lock pin types are H fittings. 
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Koyo 

Adapter Assembly 

H23 Series Adapter 
Mm Adapter Dimensions Mass Sleeve 

kg Assembly inch No. 
No. m 

Standard L3 'lype 31 Ba dz kg 
H32311X A32311X 

1.78 1.78 H2311X 253:3 0:272 2:33 0.42 A2311X 
HE2311X AE2311X 
H82312X 2.441 0.512 3.150 A32312X 

… 1"" H2312X 62 13 so º'“ A231 zx 
1 45 _ H32312X 2.441 0.512 3.150 º 48 A32312X 
' H2312X 62 13 80 ‘ A231 zx 

H52312X 2.441 0.512 3.150 A32312X 
2'06 2'06 H2312X 62 13 80 0‘48 A231 zx 

HE2313X AE2313X 
1.34 1.67 H2313X 2:559 0'15 :1 33546 0.56 A2313X 

H32313X A32313X 
HE2313X AE2313X 

1.62 — H2313X 2'3? 0‘15 :1 3:546 0.56 A2313X 
HS2313X A32313X 
HE2313X AE2313X 

2.71 2.71 H2313X 2:559 0.1531 3:546 0.56 A2313X 
HS2313X A32313X 
HE2315X 2.874 0.591 3.858 AE2315X 

1'50 1'99 H2315X 73 15 98 1.05 A2315X 
2.10 _ HE2315X 2.874 0.591 3.858 1 05 AE2315X 

H2315X 73 15 98 ' A2315X 
HE2315X 2.874 0.591 3.858 AE2315X 

3'80 3'80 H2315X 73 15 98 1'05 A2315X 
HE2316X 3.071 0.669 4.134 AE2316X 

1'96 2'56 H2316X 78 17 105 1'3 A2316X 
2 64 _ HE2316X 3.071 0.669 4.134 1 3 AE2316X 

‘ H2316X 78 17 105 ' A2316X 
HE2316X 3.071 0.669 4.134 AE2316X 

4'39 4'39 H2316X 78 17 105 1'3 A2316X 
H2317X 3.228 0.709 4.331 A2317X 

2'42 3'1 º HE2317X 32 1a 110 1'45 AE2317X 
3 25 _ H2317X 3.228 0.709 4.331 1 45 A2317X 

' HE2317X 82 18 110 ' AE2317X 
H2317X 3.228 0.709 4.331 A2317X 

“º 5'30 HE2317X 82 18 11a 1‘45 AE2317X 
3.386 0.709 4.724 2.90 3.77 H231 ax 86 18 120 1.7 A231 ax 

3.386 0.709 4.724 3.80 - H2318X 86 18 120 1.7 A2318X 

3.386 0.709 4.724 6.20 6.20 H2318X 86 18 120 1.7 A2318X 

3.543 0.748 4.921 7.31 7.31 H2319X 90 19 125 1.95 A2319X 

5 36 _ HE2320X 3.819 0.787 5.118 2 2 AE2320X 
' H2320X 97 28 130 ' A2320X 

2. Adapter series applicable to UK200 series 
UK200 ....................... H2300X series 
UK200L3 (or L2) ....... H2300X series 

3. UK205 is the double-lip seal type product (L2). 
4. Inch bore diameter series adapters are also available (see the dimensional tables of adapters assemblies). 
5. Of all the products, the lock pin types are H fittings. 
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lnsert bearings for units 

UK 
Tapered bore (with adapter) 
d1 (90) ~ 125 mm 

Shaft Dia. 
mm inch 

Dimensions 
inch 
mm 

B 

s~ ~d 
1 

Taper ½2 

UK 

Basic 
Load Ratings 

kN 

B1 

S~D ~d 

~ 
1 

Taper 1/,2 

UK-L3 

Fatigue Factor Bearing 
Load Limit No. 

kN 

d1 d D B BL c C1 C, Cor Cu fo Standard L3Type 

90 
3½ 3.937 8.465 2.677 2.677 2.126 0.709 

173 141 5.08 13.2 UK320 
100 215 68 68 54 18 

100 
4.331 9.449 3.071 3.071 2.362 0.787 

205 180 6.15 13.2 UK322 
4 110 240 78 78 60 20 

110 
4.724 10.236 3.425 3.425 2.520 0.827 

207 185 6.10 13.5 UK324 -
120 260 87 87 64 21 

115 
4½ 5.118 11.024 3.425 3.425 2.677 0.866 

229 214 6.79 13.6 UK326 
130 280 87 87 68 22 

125 
5.512 11.811 3.819 3.819 2.835 0.906 

253 246 7.54 13.6 UK328 -
140 300 97 97 72 23 

Remarks 1. In Part No. of unit with adapters, Part No. of applicable adapters follow the Part No. shown in the dimensional tables. 
(Example of Part No. : UK206 + H2306X, UK206L3 + H2306X) 
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UK320L3 

UK322L3 

UK324L3 

UK326L3 

UK328L3 

Insert bearings for units 

UK 
Tapered bore (with adapter) 0 
d1 (90) ~ 125 mm —_:' _g1_ 

B— ._HL. | 
s, D ¡Sid s m ¡la 

— Taper Vu Taper 'q 

UK UK-La 

Shaft Din. Dimensions Basic Fatigue Factor Bearing 
mm inch inch Load Ratings Load Limit 

mm kN kN 

d1 d D B Br. (I 01 0. Cor c.. fo Standard mm» 
3 1I: 3.937 0.465 2.677 2.677 2.126 0.709 90 100 215 58 68 54 18 173 141 5.08 13.2 UK320 UK320L3 

4.331 9.449 3.071 3.071 2.362 0.787 100 4 110 240 78 76 60 20 205 180 6.15 13.2 UK322 UK322L3 

4.724 10.236 3.425 3.425 2.520 0.827 1 10 — 120 260 87 87 64 21 207 185 6.10 13.5 UK324 UK324L3 

4‘]: 5.118 11.024 3.425 3.425 2.677 0.866 1 15 130 280 67 87 68 22 229 214 6.79 13.6 UK326 UK326L3 

5.512 11.811 3.819 3.819 2.835 0.906 125 — 140 300 97 97 72 23 253 246 7.54 13.6 UK328 UK323L3 

Remarks 1. In Part No. of unit with adapters, Part No. of applicable adapters follow the Part No. shown in the dimensional tables. 
(Example of Part No. : UK206 + H2306X, UK206L3 + H2306X) 
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Koyo 

Adapter Assembly 

H23 Series Adapter 
Mass Adapter Dimensions Mass Sleeve 

kg Assembly inch No. 
No. mm 

Standard L3Type Bi B2 d2 kg 

8.70 8.70 
HE2320X 3.819 0.787 5.118 

2.2 
AE2320X 

H2320X 97 20 130 A2320X 

12.2 12.2 
H2322X 4.134 0.827 5.709 

2.75 
A2322X 

HE2322X 105 21 145 AE2322X 

16.1 16.1 H2324 
4.409 0.866 6.102 

3.2 A2324 
112 22 155 

18.8 18.8 
HE2326 4.764 0.906 6.496 

4.6 
AE2326 

H2326 121 23 165 A2326 

23.9 23.9 H2328 
5.157 0.945 7.087 

5.5 A2328 
131 24 180 

2. Adapter series applicable to UK200 series 
UK200 ....................... H2300X series 
UK200L3 (or L2) ....... H2300X series 

3. UK205 is the double-lip seal type product (L2). 
4. lnch bore diameter series adapters are also available (see the dimensional tables of adapters assemblies). 
5. Of all the products, the lock pin types are H fittings. 
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Adapter Assembly 

H23 Series Adapter 
Mess Adaptor Dimensions Mess Sleeve 

kg Assembly inch No. 
No. m 

Standard LS'I'Ype Bl Ba dz 
HE2320X 3.819 0.787 5.118 AE2320X 

8'70 8'70 H2320X 97 20 130 2'2 A2320X 
H2322X 4.134 0.827 5.709 A2322X 

12'2 12'2 HE2322X 105 21 145 2‘75 AE2322X 
4.409 0.866 6.102 16.1 16.1 H2324 112 22 155 3.2 A2324 

HE2326 4.764 0.906 6.496 AE2326 
18.8 18.8 H2326 121 23 165 4'6 A2326 

5.157 0.945 7.087 23.9 23.9 H2328 131 24 180 5.5 A2328 

2. Adaptoer series applicable to UK200 series 
UK200 ....................... H2300X series 
UK200L3 (or L2) ....... H2300X series 

3. UK205 is the double-lip seal type product (L2). 
4. Inch bore diameter series adapters are also available (see the dimensional tables of adapters assemblies). 
5. Of all the products, the lock pin types are H fittings. 

239 

https://rodavigo.net/es/c/rodamientos/f/koyo

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



ER,RB 
Cylindrical bore (with set screws), B 

Cylindrical outside surface 
d 12 ~ 60 mm 

Shaft Dia. 
mm inch 

d D B 

12 
½ 

1.850 1.220 
15 

47 31 
5/s 

17 

20 
¼ 1.850 1.220 

47 31 
7/s 

25 
15/16 2.047 1.343 

52 34.1 
1 
1 1/s 

30 
2.441 1.500 

1 3/16 62 38.1 
1¼ 
1¼ 
1 5/16 

2.835 1.689 
35 1 3/s 

72 42.9 

1 7/16 
1½ 

3.150 1.937 
40 1 9/16 

80 49.2 

1 5/s 

45 
1 11/16 3.346 1.937 
1¼ 85 49.2 

1 7/s 

50 
1 15frn 3.543 2.031 

90 51.6 
2 
2 

55 
2 1/s 3.937 2.189 

100 55.6 
2 3/16 
2¼ 

60 
4.331 2.563 

2 3/s 110 65.1 
2 7/16 
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Dimensions 
inch 
mm 

c 

0.630 
16 

0.630 
16 

0.748 
19 

0.866 
22 

0.945 
24 

1.102 
28 

1.102 
28 

1.102 
28 

1.181 
30 

1.260 
32 

2-120º G 

s s, 
1D -+-n-rr-1~~-+-1d 1D2 

@ 1 

1D -+-n--t---~+- 1d 
@ 1 

ER RB 

Basic Fatigue Factor 
Load Ratings Load Limit 

kN kN 

r (min.) n(min.) Cr Cor Cu fo 

0.024 0.020 
0.6 0.5 

12.8 6.65 0.302 13.2 

0.039 0.020 
12.8 6.65 0.302 13.2 

1 0.5 

0.039 0.020 
14.0 7.85 0.357 13.9 

1 0.5 

0.039 0.020 
19.5 11.3 0.514 13.9 

1 0.5 

0.043 0.020 
1.1 0.5 

25.7 15.4 0.700 13.9 

0.043 0.020 
1.1 0.5 

29.1 17.8 0.809 14.0 

0.043 0.020 
34.1 21.3 0.968 14.0 

1.1 0.5 

0.043 0.020 
35.1 23.3 1.06 14.4 

1.1 0.5 

0.059 0.020 
43.4 29.4 1.34 14.4 

1.5 0.5 

0.059 0.020 
52.4 36.2 1.65 14.4 

1.5 0.5 

Bearing 
No_ 

(ER) (RB) 

ER201 RB201 
ER201-8 RB201-8 
ER202 RB202 
ER202-10 RB202-10 
ER203 RB203 
ER204-12 RB204-12 
ER204 RB204 
ER205-14 RB205-14 
ER205-15 RB205-15 
ER205 RB205 
ER205-16 RB205-16 
ER206-18 RB206-18 
ER206 RB206 
ER206-19 RB206-19 
ER206-20 RB206-20 
ER207-20 RB207-20 
ER207-21 RB207-21 
ER207-22 RB207-22 
ER207 RB207 
ER207-23 RB207-23 
ER208-24 RB208-24 
ER208-25 RB208-25 
ER208 RB208 
ER209-26 -

ER209-27 -

ER209-28 -

ER209 -

ER210-30 -

ER210-31 -

ER210 -

ER210-32 -

ER211-32 -

ER211-34 -

ER211 -

ER211-35 -

ER212-36 -

ER212 -

ER212-38 -

ER212-39 -

Insert bearings for units 

ER, RB 
Cylindrical bore (with set screws), 
Cylindrical outslde surface CB 

2-120ºG 2—120ºG d 12 ~ 60 mm r (,; 

' 8 SÍ— | 
¢D fl“ 

EH HB 

Shaft Dls. Dimensions Basic Fatigue Factor Bearing 
mm inch inch Load Ratings Load l l l  No. 

m kN kN 

D B c r(mm' .) n(min.) c. ca, a… fo (ER) (RB) 
12 33201 33201 

vz 33201-3 33201-3 
15 1:750 1:120 ºff:" ºff; ºf? 12.8 6.65 0.302 13.2 33202 33202 

5/. ' ' 33202-10 33202-10 
17 33203 33203 

an 1.950 1.220 0.330 0.039 0.020 33204-12 33204-12 20 47 31 16 1 0.5 12.9 6.65 0.302 13.2 33204 33204 
7/. 33205-14 33205-14 
1511. 2.047 1.343 0.743 0.039 0.020 33205-15 33205-15 

’5 52 34.1 19 1 0.5 “º ”5 0357 13'9 33205 33205 
1 33205-1s 33205-1s 
1 v. 33205-10 33205-1a 

2.441 1.500 0.966 0.039 0.020 ER206 33203 
ºº …… 52 39.1 22 1 0.5 19'5 “'3 º'… 139 33206-19 33205-19 

1 v. 33205-20 33206-20 
1 m 33207-20 33207-20 
1 5/16 33207-21 33207-21 

35 1% 23,35 142899 “:25 ºf? 03):" 25.7 15.4 0.700 13.9 33207-22 33207-22 
' ' ' 33207 33207 

1 7/1. 33207-23 33207-23 
1 1!: 33203-24 33200-24 

40 19/13 333° 143327 12:2 ºf? ºf? 29.1 17.8 0.309 14.0 33209-25 33200-25 
' ' ' 33203 33200 

1511 33209-211 — 
1 "11. 3.346 1.937 1.102 0.043 0.020 33209-27 _ 

45 … 85 49.2 23 1.1 0.5 34'1 … º'ººº ""º 33209-29 - 
33209 — 

17/1 33210-30 — 
1 *5/13 3.543 2.031 1.102 0.043 0.020 33210-31 _ 50 90 515 23 1.1 0.5 35.1 23.3 1.00 14.4 33210 _ 
2 33210-32 _ 
2 33211-32 _ 
21/. 3.937 2.189 1.131 0.059 0.020 33211-34 — 55 100 555 30 15 0.5 43.4 29.4 1.34 14.4 33211 _ 
23,", 33211-35 — 
zm 33212-35 — 

4.331 2.553 1.260 0.059 0.020 33212 — 
ºº 2% 110 65.1 32 1.5 0.5 52" 362 1'65 “'4 33212-30 — 

33212-39 — 
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Koyo 

Dimensions Set Screw Mass 
inch Size kg 
mm G 

s S1 S2 Ce a f D2 mm inch (ER) (RB) 

M6x0.75 - 0.27 0.27 

0.500 0.720 0.197 0.157 0.094 0.042 2.067 
- ¼-28UNF 0.27 0.27 

12.7 18.3 5 4 2.38 1.07 52.5 
M6x0.75 - 0.25 0.25 

- ¼-28UNF 0.25 0.25 
M6x0.75 - 0.24 0.24 

0.500 0.720 0.197 0.157 0.094 0.042 2.067 - ¼-28UNF 0.22 0.22 
12.7 18.3 5 4 2.38 1.07 52.5 M6x0.75 - 0.22 0.22 

- ¼-28UNF 0.3 0.29 
0.563 0.780 0.217 0.197 0.094 0.042 2.272 - ¼-28UNF 0.28 0.27 
14.3 19.8 5.5 5 2.38 1.07 57.7 M6x0.75 - 0.27 0.26 

- ¼-28UNF 0.27 0.26 
- ¼-28UNF 0.41 0.4 

0.626 0.874 0.236 0.217 0.125 0.065 2.657 M6x0.75 - 0.39 0.38 
15.9 22.2 6 5.5 3.18 1.65 67.5 - ¼-28UNF 0.39 0.38 

- ¼-28UNF 0.37 0.36 
- 5/rn-24UNF 0.69 0.68 

0.689 1.000 0.256 0.217 0.125 0.065 3.087 
- 5/rn-24UNF 0.66 0.65 

17.5 25.4 6.5 5.5 3.18 1.65 78.4 
- 5/rn-24UNF 0.64 0.63 

M8x1 - 0.63 0.62 
- 5/rn-24UNF 0.61 0.6 

0.748 1.189 0.315 0.236 0.125 0.065 3.402 
- 5/rn-24UNF 0.85 0.84 

19 30.2 8 6 3.18 1.65 86.4 
- 5/rn-24UNF 0.82 0.81 

M8x1 - 0.81 0.78 
- 5/rn-24UNF 1.0 -

0.748 1.189 0.315 0.236 0.125 0.065 3.598 - 5/rn-24UNF 0.96 -

19 30.2 8 6 3.18 1.65 91.4 - 5/rn-24UNF 0.92 -

M8x1 - 0.90 -

- 3/s-24UNF 1.05 -

0.748 1.283 0.354 0.295 0.125 0.095 3.791 - 3/s-24UNF 1.0 -

19 32.6 9 7.5 3.18 2.41 96.3 M10x1 .25 - 0.98 -

- 3/s-24UNF 0.96 -

- 3/s-24UNF 1.56 -

0.874 1.315 0.354 0.295 0.125 0.095 4.185 - 3/s-24UNF 1.45 -

22.2 33.4 9 7.5 3.18 2.41 106.3 M10x1 .25 - 1.41 -

- 3/s-24UNF 1.39 -

- 3/s-24UNF 2.02 -

1.000 1.563 0.413 0.295 0.125 0.095 4.583 M10x1 .25 - 1.89 -

25.4 39.7 10.5 7.5 3.18 2.41 116.4 - 3/s-24UNF 1.87 -

- 3/s-24UNF 1.8 -
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Dlmenslons Set Screw Mm 
inch sue kg 
m G 

S S1 52 C: a f Da mm inch (ER) (BB) 

M6x0.75 — 0.27 0.27 

0.500 0.720 0.197 0.157 0.094 0.042 2.067 _ VPZSUNF 0'27 0'27 
12.7 18.3 5 4 zas 107 52 5 ”6"”‘75 ' º'º5 “25 ' ' — ‘/1~28UNF 0.25 0.25 

M6x0.75 - 0.24 0.24 
0.500 0.720 0.197 0.157 0.094 0.042 2.067 — ‘l4-28UNF 0.22 0.22 
12.7 18.3 5 4 2.38 1.07 52.5 M6x0.75 — 0.22 0.22 

- l¡4-25UNF 0.3 0.29 
0.563 0.780 0.217 0.197 0.094 0.042 2.272 — l¡4-28UNF 0.28 0.27 
14.3 19.8 5.5 5 2.38 1.07 57.7 M6x0.75 — 0.27 0.26 

- 11'1-28UNF 0.27 0.26 
— ‘la-28UNF 0.41 0.4 

0.626 0.874 0.236 0.217 0.125 0.065 2.657 M6x0.75 — 0.39 0.38 
15.9 22.2 6 5.5 3.18 1.65 67.5 —- l/11-28UNF 0.39 0.38 

- 'l1-28UNF 0.37 0.36 
— 5l1a-24UNF 0.69 0.68 
— 5/111-24UNF 0.66 0.65 
— 5/13-24UNF 0.64 0.63 

M8111 — 0.63 0.62 
- 6I1s-24UNF 0.61 0.6 

0.689 1.000 0.256 0.217 0.125 0.065 3.087 
17.5 25.4 6.5 5.5 3.18 1.65 78.4 

- 5/111-24UNF 0.85 0.84 0.748 1.189 0.315 0.236 0.125 0.065 3.402 5/1s-Z4UNF 0.82 0.81 
19 30.2 8 6 3.18 1.65 86.4 M8x1 _ 0.81 0.78 

- 5/13-24UNF 1.0 — 
0.746 1.189 0.315 0.236 0.125 0.065 3.598 — s/1r24UNF 0.96 - 
19 30.2 8 6 3.18 1.65 91.4 - s/11:-24UNF 0.92 — 

M8x1 —~' 0.90 — 
- 3Ina-24UNF 1.05 — 

0.748 1.283 0.354 0.295 0.125 0.095 3.791 — 3Ila-24UNF 1.0 - 
19 32.6 9 7.5 3.1 8 2.41 96.3 M10111 .25 — 0.98 — 

- 3Ia-24UNF 0.96 — 
— 3Ira-24UNF 1.56 - 

0.874 1.315 0.354 0.295 0.125 0.095 4.185 — 3¡5—24UNF 1.45 — 
22.2 33.4 9 7.5 3.18 2.41 106.3 M10311 .25 — 1.41 — 

— 3la-24UNF 1.39 — 
— a/11-24UNF 2.02 - 

1.000 1.563 0.413 0.295 0.125 0.095 4.583 M10311 .25 — 1.89 — 
25.4 39.7 10.5 7.5 3.18 2.41 116.4 - 3la-24UNF 1.87 — 

— sla-24UNF 1.8 —. 
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