
ucc 
Cylindrical bore (with set screws) 
d 12 ~ (45) mm 

Shaft Dia. Dimensions 
mm inch inch 

mm 

d H A r B 

12 
½ 

15 
2.835 25132 0.06 1.220 

5/a 
72 20 1.5 31 

17 
¾ 

20 
7/a 

15frn 3.150 55/64 0.06 1.343 
80 22 1.5 34.1 

25 1 
3.543 1 1/,a 0.06 1.500 

1 90 27 1.5 38.1 
3.543 1 1132 0.08 1.496 

1 90 26 2 38 
1 1/a 

3.346 1 1/,a 0.06 1.500 
1 3/rn 85 27 1.5 38.1 
1¼ 

30 
3.937 1 3/,a 0.08 1.689 1 3/,a 
100 30 2 42.9 

1¼ 
3.937 1 7/64 0.08 1.693 

-
100 28 2 43 

1¼ 
1 5/rn 

3.543 1 7/64 0.08 1.689 
1 3/a 

90 28 2 42.9 

35 1 7/rn 
1 3/a 

4.331 1 11132 0.08 1.937 

1 7/,a 
11 O 34 2 49.2 

4.331 1 17 /64 0.12 1.890 
-

11 O 32 3 48 
1½ 

3.937 1 3/,a 0.08 1.937 1 9/,a 
100 30 2 49.2 

40 1½ 4.724 1½ 0.08 1.937 
120 38 2 49.2 

1½ 4.724 1 11132 0.12 2.047 
120 34 3 52 

1 5/a 

45 
1 11/,a 4.331 1 7132 0.08 1.937 
1¾ 11 O 31 2 49.2 

Unit Housing Bearing Basic 
No. No. No. Load Ratings 

kN 

s Cr Cor 

UCC201 UC201 
UCC201-8 UC201-8 

0.500 
UCC202 UC202 

12.7 
UCC202-10 C204 UC202-10 12.8 6.65 
UCC203 UC203 
UCC204-12 UC204-12 
UCC204 UC204 
UCC205-14 UC205-14 

0.563 UCC205-15 
C205 

UC205-15 
14.0 7.85 

14.3 UCC205 UC205 
UCC205-16 UC205-16 

0.626 UCCX05 
CX05 

UCX05 
19.5 11.3 

15.9 UCCX05-16 UCX05-16 
0.591 UCC305 

C305 
UC305 

21.2 10.9 
15 UCC305-16 UC305-16 

UCC206-18 UC206-18 
0.626 UCC206 

C206 
UC206 

19.5 11.3 
15.9 UCC206-19 UC206-19 

UCC206-20 UC206-20 

0.689 
UCCX06 UCX06 

17.5 
UCCX06-19 CX06 UCX06-19 25.7 15.4 
UCCX06-20 UCX06-20 

0.669 
UCC306 C306 UC306 26.7 15.0 

17 
UCC207-20 UC207-20 

0.689 
UCC207-21 UC207-21 

17.5 
UCC207-22 C207 UC207-22 25.7 15.4 
UCC207 UC207 
UCC207-23 UC207-23 

0.748 
UCCX07-22 UCX07-22 

19 
UCCX07 CX07 UCX07 29.1 17.8 
UCCX07-23 UCX07-23 

0.748 
UCC307 C307 UC307 33.4 19.3 

19 

0.748 
UCC208-24 UC208-24 

19 
UCC208-25 C208 UC208-25 29.1 17.8 
UCC208 UC208 

0.748 UCCX0B-24 
CX08 

UCX08-24 
34.1 21.3 

19 UCCX08 UCX08 
0.748 UCC308-24 

C308 
UC308-24 

40.7 24.0 
19 UCC308 UC308 

UCC209-26 UC209-26 
0.748 UCC209-27 

C209 
UC209-27 

34.1 21.3 
19 UCC209-28 UC209-28 

UCC209 UC209 
Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in P.11.) 

2. Part No. of applicable grease nipples are shown below. 
A-1/4-28UNF ........ 201-213, X05-X12, 305-308 
A-R1/8 .................. 309-328 

Fatigue Factor Mass 
Load Limit 

kN 

Cu fo kg 

0.52 

0.50 
0.302 13.2 

0.49 
0.47 

0.357 13.9 0.64 

0.514 13.9 1.0 

0.495 12.6 1.5 

0.514 13.9 0.81 

0.700 13.9 1.3 

0.682 13.3 1.7 

0.700 13.9 0.93 

0.809 14.0 1.7 

0.877 13.2 2.2 

0.809 14.0 1.2 

0.968 14.0 2.3 

1.09 13.2 2.2 

0.968 14.0 1.5 

3. As for the triple-lip seal type product (from 201 to 205 are the double-lip seal type products), supplementary code L3 (L2) follows the Part 
No. of unit or bearing. (Example of Part No. : UCC206JL3, UC206L3) 

4. For the dimensions and forms of applicable bearings, see the dimensional tables of insert bearing for unit. 
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Cartridge type 

UCC 
Cylindrical bore (with set screws) B 
al 12 ~ (45) mm _S.¡ 

3m 

| rd: __ gLL' 
¡… 

LIA 

Shaft Die. Dimensions Unit Housing Bearing Basic Fatigue Factor Mass 
mm inch inch No. No. No. Load Ratings Load l l t  

mm kN kN 

¿ H A r B s c, co. C.. f0 kg 
12 000201 00201 0.52 

v: 000201-11 00201-3 
15 000202 00202 0.50 25 % ¿335 2/32 (:º: 1:120 01:07” 000202-10 0204 00202-10 12.3 3.35 0.302 13.2 
17 ' ' 000203 00203 0.49 

314 000204-12 00204-12 0.47 
20 000204 00204 

7/; 000205-14 00205-14 
15/13 3.150 5%. 0.06 1.343 0.533 000205-15 00205-15 

30 22 1.5 34.1 14.3 000205 caos 00205 "'º 7'35 0357 13'9 º'“ 
25 1 000205-13 00205-13 

3.543 1 v… 0.03 1.500 0.323 000x05 00x05 
1 90 27 1.5 33.1 15.9 000x05-13 0x05 00x05-13 19'5 "'3 º"… 13'9 tº 

3.543 1 1/52 0.03 1.493 0.591 000305 00305 1 90 23 2 33 15 000305-13 0305 00305-13 21.2 10.9 0.495 12.3 1.5 
1 ve 000203-13 00203-13 

3.343 1 1/16 0.06 1.500 0.323 000203 00203 
13713 35 27 1.5 33.1 15.9 000203-19 0203 00203-19 19'5 "'3 º"… 13'9 º'” 
1 1/4 000203-20 00203-20 

30 000x03 00x03 a 1am 337 13g“ 0'38 142? “¿$859 000x03-19 0x03 00x03-19 25.7 15.4 0.700 13.9 1.3 
1 114 ' ' uccxos-zo 00x03-20 3.937 -1 7/44 0.03 1.393 0.339 — 100 23 2 43 17 000303 0303 00303 23.7 15.0 0.332 13.3 1.7 
1 1/4 000207-20 00207-20 
1 she , 000207-21 00207-21 
1% 3:33 12;“ ºf“ 14.284? 0138: 000207-22 0207 00207-22 25.7 15.4 0.700 13.9 0.93 

' ' 000207 00207 
35 11/15 000207-23 00207-23 

1 are 000xo7-22 00x07-22 
431 134/32 º'? 143327 ”'17:“ 000x07 0x07 00x07 29.1 17.3 0.309 14.0 1.7 

1 me ' 000x07-23 00x07-23 4.331 1 17/64 0.12 1.390 0.743 — 110 32 3 43 19 000307 0307 00307 33.4 19.3 0.377 13.2 2.2 
1 112 , 000203-24 00203-24 
1% 31%? 133“ º'? 143327 Q1738 000203-25 0203 00203-25 29.1 17.3 0.309 14.0 1.2 

' 000203 00203 
40 11/: 4.724 11/2 0.03 1.937 0.743 000x03-24 00x03-24 120 33 2 492 19 000x03 0x03 00x03 34.1 21.3 0.933 14.0 2.3 

11/2 4.724 1 "laz 0.12 2.047 0.743 000303-24 00303-24 120 34 3 52 19 000303 0303 00303 40.7 24.0 1.09 13.2 2.2 
1 5/. 000209-23 00209-23 
1 "¡… 4.331 1 7/32 0.03 1.937 0.743 000209-27 00209-27 

‘5 1414 110 31 2 49.2 19 000209-23 ºººº 00209-23 34" 21.3 ººº“ "'º 1'5 
000209 00209 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in R11.) 
2. Part No. of applicable grease nipples are shown below. 

A-1/4-28UNF ........ 201 ~213, X05~X1 2, 305—308 
A—R118 .................. 309—328 

3. As for the triple-lip seal type product (from 201 to 205 are the double-lip seal type products). supplementary code La (L2) follows the Part 
No. of unit or bearing. (Example of Part No. : UCC206JL3, U0206L3) 

4. For the dimensions and forms 01 applicable bearings, see the dimensional tables of insert bearing for unit. 

212 

https://rodavigo.net/es/c/rodamientos/f/koyo

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



d (45) ~ 90 mm 

Shaft Dia. Dimensions Unit Housing 
mm inch inch No. No. 

mm 

d H A r B s 

1¾ 4.724 1½ 0.08 2.031 0.748 UCCX09-28 
CX09 

120 38 2 51.6 19 UCCX09 
45 

1¾ 5.118 1½ 0.12 2.244 0.866 UCC309-28 
130 38 3 57 22 UCC309 

C309 

1 7/a UCC210-30 
1 15/16 4.724 1 19/64 0.08 2.031 0.748 UCC210-31 

C210 
120 33 2 51.6 19 UCC210 

2 UCC210-32 
50 1 15/16 

5.118 1 37164 0.1 2.189 0.874 
UCCX10-31 
UCCX10 CX10 

2 
130 40 2.5 55.6 22.2 

UCCX10-32 
5.512 1 37 /64 0.12 2.402 0.866 

UCC310 C310 -
140 40 3 61 22 

2 UCC211-32 
2 1/a 4.921 1 3/a 0.1 2.189 0.874 UCC211-34 

C211 
125 35 2.5 55.6 22.2 UCC211 

2 3/16 UCC211-35 
55 

5.906 1 21!J2 0.1 2.563 1.000 
UCCX11 

2 3/rn UCCX11-35 CX11 
2¼ 

150 42 2.5 65.1 25.4 
UCCX11-36 

2 5.906 1 47/64 0.12 2.598 0.984 UCC311-32 
C311 

150 44 3 66 25 UCC311 
2¼ UCC212-36 

5.118 1½ 0.1 2.563 1.000 UCC212 
C212 

2 3/a 130 38 2.5 65.1 25.4 UCC212-38 

60 2 7/rn UCC212-39 
6.299 1 47 /64 0.1 2.563 1.000 UCCX12 

CX12 
2 7/16 160 44 2.5 65.1 25.4 UCCX12-39 

6.299 1 13116 0.12 2.795 1.024 
UCC312 C312 -

160 46 3 71 26 
2½ 5.512 1 37 /64 0.1 2.563 1.000 UCC213-40 

C213 
140 40 2.5 65.1 25.4 UCC213 

65 
2½ 6.693 1 31/32 0.12 2.953 1.181 UCC313-40 

170 50 3 75 30 UCC313 
C313 

70 
2¾ 7.087 2 3/64 0.12 3.071 1.299 UCC314-44 

C314 
180 52 3 78 33 UCC314 

2 15/16 
7.480 2 11 /64 0.16 3.228 1.260 

UCC315-47 
75 

190 55 4 82 32 
UCC315 C315 

3 UCC315-48 

80 
7.874 2 23/64 0.16 3.386 1.339 

UCC316 C316 -
200 60 4 86 34 

85 
8.465 2 33/64 0.16 3.780 1.575 

UCC317 C317 -
215 64 4 96 40 

90 
3½ 8.858 2 19/32 0.16 3.780 1.575 UCC318-56 

C318 
225 66 4 96 40 UCC318 

Koyo 
Variations of tolerance of outside diameter (LÍH,), variations of 
tolerance of width (LlA,), and tolerance of circumferential runout 
of outside diameter (Y) 

Unit:mm 
Housing No. ,ÍH, .J,., y 

C204-C205 o 
-0.030 

C206-C210 CX05-CX08 C305-C308 o ±0.2 0.2 
-0.035 

CX09-CX10 C309~C310 o 
C211-C213 CX11-CX12 C311-C314 -0.040 

0.3 C315~C318 o -
C319 -0.046 

C320-C322 o ±0.3 
-0.052 0.4 

C324-C328 o 
-0.057 

Bearing Basic Fatigue Factor Mass 
No. Load Ratings Load Limit 

kN kN 

C, Cor Cu fo kg 

UCX09-28 
35.1 23.3 1.06 14.4 2.3 

UCX09 
UC309-28 
UC309 

48.9 29.5 1.34 13.3 2.8 

UC210-30 
UC210-31 

35.1 23.3 1.06 14.4 2.0 
UC210 
UC210-32 
UCX10-31 
UCX10 43.4 29.4 1.34 14.4 2.8 
UCX10-32 

UC310 62.0 38.3 1.74 13.2 3.2 

UC211-32 
UC211-34 

43.4 29.4 1.34 14.4 2.2 
UC211 
UC211-35 
UCX11 
UCX11-35 52.4 36.2 1.65 14.4 4.0 
UCX11-36 
UC311-32 

71.6 45.0 2.05 13.2 3.9 
UC311 
UC212-36 
UC212 

52.4 36.2 1.65 14.4 2.6 
UC212-38 
UC212-39 
UCX12 

57.2 40.1 1.82 14.4 4.6 
UCX12-39 

UC312 81.9 52.2 2.37 13.2 4.8 

UC213-40 
57.2 40.1 1.82 14.4 3.0 

UC213 
UC313-40 
UC313 

92.7 59.9 2.68 13.2 5.7 

UC314-44 
104 68.2 2.96 13.2 6.7 

UC314 
UC315-47 
UC315 113 77.2 3.24 13.2 7.8 
UC315-48 

UC316 123 86.7 3.53 13.3 9.2 

UC317 133 96.8 3.82 13.3 11. 7 

UC318-56 
143 107 4.11 13.3 13.1 

UC318 
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Koyo 
Varlatlons of tolerance of outside diameter (An.), variations of 
tolerance of width (Au), and tolerance of circumferential runout 
of outside diameter (Y) 

Unit: mm 
d (45) “" 90 mm Housing No. Ay. ¿L.. Y“ ' 

0204-0205 11.030 
caos-0210 cxos—cxoa caos—caos ¿… i“ “2 

cxos—cxm cena-c 1 o ¡) can—cm cx11~cx12 : 11~c 4 —o.o4o as 
: 15~GJ1_£_ n 1 - 
: 19 —o.o4s — 
cazo—0322 42.052 *Lº” 0.4 
cazocaza 3.057 

Shall Dia. Dimenslons Unit Houslng Bearlng Basic Fatlgue Factor Mass 
mm inch inch No. No. No. Load Ratings Load Limit 

mm kN kN 

¿ H A r B S Cr Cm- Cu fo kg 

1 3/4 4.724 1 V2 0.08 2.031 0.748 UCCX09-28 UOX09-28 45 120 38 2 51.6 19 UCCX09 0X09 U 0X09 35.1 23.3 1 .06 14.4 2.3 

1 “I: 5.1 18 1 ‘/2 0.12 2.244 0.866 UCC309-28 U0309-28 130 38 3 57 22 U C0309 0309 U 0309 48.9 29.5 1.34 13.3 2.8 

1 7/a UCC21 0-30 U021 0‘30 
1 15/15 4.724 1 ‘9/34 0.08 2.031 0.748 UCC210-31 U0210-31 120 33 2 51.6 19 UCCZ10 0210 U0210 35.1 23.3 1.06 14.4 2.0 

2 UCC21 0-32 U0210-32 
50 1 15/15 ¡, UCCX1 0-31 UCX10-31 

5113108 1 Mí“ g ;  25;? 022724 UCCX'I 0 0X1 D UOX10 43.4 29.4 1 .34 14.4 2.8 
2 ' ' ' UCCX10-32 UOX10-32 

5.512 1 ¡"la 0.12 2.402 0.866 - 1 40 40 3 61 22 UCC310 0310 U0310 62.0 38.3 1.74 13.2 3.2 

2 UCC21 1 ~32 U021 1-32 
2 Va 4.921 1 3III 0.1 2.189 0.874 UC0211-34 U0211-34 

125 35 2.5 55.6 22.2 ucc211 c211 ucz11 43'4 29" 1'34 ”'4 ºº 
2 3/18 UCC211-35 U0211-35 

55 UCCX11 UOX11 21 
2 alil! 51-2316 1 42/32 g ;  265513 12:9? UCCX11-35 0X1 1 UCX1 1-35 52.4 36.2 1.65 14.4 4.0 
2 1/4 ' ' ' UCCX1 1 —36 UCX1 1 ~36 
2 5.906 1 "/54 0.12 2.598 0.984 UCC311-32 U0311-32 150 44 3 66 25 UCC311 0311 U0311 71.6 45.0 2.05 13.2 3.9 

2 1h UCC212-36 U0212-36 
5.118 1 'la 0.1 2.563 1.000 UCC212 U0212 

2 ºla 130 38 2.5 65.1 25.4 UCC212-30 6212 U0212-38 52.4 36-2 1'65 14'4 2'6 
Bº 2 7/18 UCCZ12-39 U0212-39 

6.299 1 47/64 0.1 2.563 1 .000 UCCX12 UOX12 
2 7/15 160 44 2.5 65.1 25.4 UCCX1 2-39 º)“ 2 UOX12-39 57'2 40'1 1 '82 14'4 4'6 

6.299 1 13¡la 0.12 2.795 1.024 - 160 46 3 71 26 UCC312 0312 U0312 81.9 52.2 2.37 13.2 4.8 

2 1/2 5.512 1 37/64 0.1 2.563 1.000 UCC213-40 U0213-40 
as 140 40 2.5 65.1 25.4 ucc213 0213 ucz13 57'2 … "ºº ”'4 3'0 

21/2 6.693 1 81/32 0.12 2.953 1.181 UCC313-40 U0313-40 170 50 3 75 30 000313 0313 U 031 3 92.7 59.9 2.68 13.2 5.7 

2 3h 7.087 2 3/64 0.12 3.071 1.299 UCC314-44 U0314-44 70 180 52 3 78 33 U C C31 4 0314 U 031 4 104 68.2 2.96 13.2 6.7 

2 15/15 “00315-47 U0315-47 11 
75 71320 2 55!“ 0:6 3:228 1330 UCC315 0315 U0315 113 77.2 3.24 13.2 7.8 

3 UCC315-48 UC315—48 
7.874 2 23/64 0.16 3.386 1.339 80 — 200 60 4 86 34 UCC316 0316 U0316 123 86.7 3.53 13.3 9.2 

8.465 2 33/64 0.16 3.780 1.575 85 — 215 64 4 96 40 "(30317 0317 UC317 133 96.8 3.82 13.3 11.7 

_ 3 1/2 8.858 2 “/32 0.16 3.780 1 .575 1.160318-56 U0318-56 00 225 66 4 96 40 000318 0318 U0318 143 107 4.11 13.3 13.1 
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ucc 
Cylindrical bore (with set screws) 
d 95 ~ 140 mm 

Shaft Dia. Dimensions 
mm inch inch 

mm 

d H A r B 

95 
9.449 2 53/64 0.16 4.055 

-
240 72 4 103 

10.236 2 61 /64 0.16 4.252 
100 3 15/15 

260 75 4 108 
4 

105 
10.236 2 61 /64 0.16 4.409 

-
260 75 4 112 

110 
11.811 3 5/32 0.2 4.606 

-
300 80 5 117 

120 
12.598 3 35/64 0.2 4.961 

-
320 90 5 126 

130 
13.386 3 15/15 0.24 5.315 

-
340 100 6 135 

140 
14.173 3 15/15 0.24 5.709 

-
360 100 6 145 

Unit Housing Bearing Basic 
No. No. No. Load Ratings 

kN 

s Cr Cor 

1.614 
UCC319 C319 UC319 153 119 

41 

1.654 
UCC320 UC320 

42 
UCC320-63 C320 UC320-63 173 141 
UCC320-64 UC320-64 

1.732 
UCC321 C321 UC321 184 153 

44 
1.811 

UCC322 C322 UC322 205 180 
46 

2.008 
UCC324 C324 UC324 207 185 

51 
2.126 

UCC326 C326 UC326 229 214 
54 

2.323 
UCC328 C328 UC328 253 246 

59 
Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in P.11.) 

2. Part No. of applicable grease nipples are shown below. 
A-1/4-28UNF ........ 201-213, X05-X12, 305-308 
A-R1/8 .................. 309-328 

Fatigue Factor Mass 
Load Limit 

kN 

Cu fo kg 

4.45 13.3 15.8 

5.08 13.2 19.6 

5.41 13.2 27.0 

6.15 13.2 29.2 

6.10 13.5 35.9 

6.79 13.6 43.0 

7.54 13.6 52.9 

3. As for the triple-lip seal type product (from 201 to 205 are the double-lip seal type products), supplementary code L3 (L2) follows the Part 
No. of unit or bearing. (Example of Part No. : UCC206JL3, UC206L3) 

4. For the dimensions and forms of applicable bearings, see the dimensional tables of insert bearing for unit. 

214 

Cartridge type 

UCC 
Cylindrical bore (with set screws) B 
al 95 ~ 140 mm _s1 

303 

¿¿ … _ __ gu 
¡' L. LIA 

ShettDla. Dimensions Unit Housing Bearing Basic Fatigue Factor Mm 
mm inch inch No. No. No. Load Ratings Load Limit 

mm kN kN 

el H A r B S C, Cºr C.. fo kg 
9.449 2 53/54 0.16 4.055 1.614 95 — 240 72 4 103 41 U00319 0319 U0319 153 119 4.45 13.3 15.8 

UCC320 U0320 
100 315/115 12:36 2;? 0'16 4%? 1'2254 uccszo-aa 0320 U0320—63 173 141 5.08 13.2 19.6 

4 U06320-64 U0320—64 
10.236 2 51/64 0.16 4.409 1 .732 105 — 260 75 4 112 44 U00321 0321 U0321 184 153 5.41 13.2 27.0 
11.811 3 5/32 0.2 4.606 1.811 110 - 300 30 5 117 46 UCC322 0322 U0322 205 180 6.15 13.2 29.2 
12.598 335/54 0.2 4.961 * 2.008 120 - 320 90 5 126 51 ucc324 0324 U0324 207 185 6.10 13.5 35.9 
13.386 3 15/15 0.24 5.315 2.126 130 - 340 100 6 135 54 U00326 0326 U0326 229 214 6.79 13.6 43.0 
14.173 3 15/1s 0.24 5.709 2.323 140 — 360 100 6 145 59 uccszs 0328 U0328 253 246 7.54 13.6 52.9 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in R1 1 .) 
2. Part No. of applicable grease nipples are shown below. 

A-1/4-28UNF .. 201~213, X05~X12, 305~308 
A-R1/8 .................. 309~328 

3. As for 1he triple-lip seal type product (from 201 to 205 are the double-lip seal type products), supplementary code L3 (L2) follows the Part 
No. of unit or bearing. (Example of Part No. : UCC206JL3, UC206L3) 

4. For the dimensions and forms 01 applicable bearings. see the dimensional tables of insert bearing for unit. 
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Koyo 
Variations of tolerance of outside diameter (LÍH,), variations of 
tolerance of width (LlA,), and tolerance of circumferential runout 
of outside diameter (Y) 

Unit:mm 
Housing No. ,ÍH, .J,., y 

C204-C205 o 
-0.030 

C206-C210 CX05-CX08 C305-C308 o ±0.2 0.2 
-0.035 

CX09-CX10 C309~C310 o 
C211-C213 CX11-CX12 C311-C314 -0.040 

0.3 C315~C318 o -
C319 -0.046 

C320-C322 o ±0.3 
-0.052 0.4 

C324-C328 o 
-0.057 
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Koyo 
Variations of tolerance oi outside diameter (An.), variations of 
tolerance of widih (414.), and tolerance of circumferential runout 
of outside diameter (Y) 

Unlt:mm 
Housing No. Aa- Ab Y 

o cam…-cms -o.oao 
caos-0210 cxos—cxoa caos—caos 43035 102 ºº 

cxos—cxm caos—: 1o n can—cm cx11~cx12 3114: 4 —o.o4o 03 
:15~331_r_ n 1 - 

_3J19 —0.046 _ 
o 10.3 c320-c322 4.052 0.4 
o 0324—0328 4.057 
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UKC 
Tapered bore (with adapter) 
d1 20 ~ (50) mm 

Shaft Dia. Dimensions Unit Housing Bearing Basic Fatigue Factor Adapter Mass 
mm inch inch No. No. No. Load Ratings Load Limit Assembly 

mm kN kN No. 

d1 H A r B1 C, Cor Cu fo kg 

¼ 3.150 55/54 0.06 1 3/a 
UKC205 C205 UK205 14.0 7.85 0.357 13.9 

HE2305X 
0.7 

80 22 1.5 35 H2305X 

20 
¼ 3.543 1 1/rn 0.06 1 3/a 

UKCX05 CX05 UKX05 19.5 11.3 0.514 13.9 
HE2305X 

0.99 
90 27 1.5 35 H2305X 

¼ 3.543 1 1132 0.08 1 3/a 
UKC305 C305 UK305 21.2 10.9 0.495 12.6 

HE2305X 
1.6 

90 26 2 35 H2305X 
3.346 1 1/rn 0.06 1½ 

UKC206 C206 UK206 19.5 11.3 0.514 13.9 
H2306X 

0.89 
1 85 27 1.5 38 HE2306X 

25 
3.937 1 3/16 0.08 1½ 

UKCX06 CX06 UKX06 25.7 15.4 0.700 13.9 
H2306X 

1.3 
1 100 30 2 38 HE2306X 

3.937 1 7/64 0.08 1½ 
UKC306 C306 UK306 26.7 15.0 0.682 13.3 

H2306X 
1.8 

1 100 28 2 38 HE2306X 
1 1/a 3.543 1 7/64 0.08 1 11 /16 

UKC207 C207 UK207 25.7 15.4 0.700 13.9 
HS2307X 

1.0 
90 28 2 43 H2307X 

30 
1 1/a 4.331 1 11 /32 0.08 1 11 /16 

UKCX07 CX07 UKX07 29.1 17.8 0.809 14.0 
HS2307X 

1.8 
11 O 34 2 43 H2307X 

1 1/a 4.331 1 17 /54 0.12 1 11/16 
UKC307 C307 UK307 33.4 19.3 0.877 13.2 

HS2307X 
2.2 

11 O 32 3 43 H2307X 
1¼ 

3.937 1 3/rn 0.08 1 13frn 
HE2308X 

1 3/a 
100 30 2 46 

UKC208 C208 UK208 29.1 17.8 0.809 14.0 HS2308X 1.5 
H2308X 

1¼ 
4.724 1½ 0.08 1 13/16 

HE2308X 
35 1 3/a 

120 38 2 46 
UKCX08 cxo8 UKX08 34.1 21.3 0.968 14.0 HS2308X 2.4 

H2308X 
1¼ 

4.724 1 11 /32 0.12 1 13/16 
HE2308X 

1 3/a 
120 34 3 46 

UKC308 C308 UK308 40.7 24.0 1.09 13.2 HS2308X 2.2 
H2308X 

1½ 4.331 1 7/32 0.08 1 31!J2 
UKC209 C209 UK209 34.1 21.3 0.968 14.0 

HE2309X 
1.8 

11 O 31 2 50 H2309X 

40 
1½ 4.724 1½ 0.08 1 31!32 

UKCX09 CX09 UKX09 35.1 23.3 1.06 14.4 
HE2309X 

2.4 
120 38 2 50 H2309X 

1½ 5.118 1½ 0.12 1 31!J2 
UKC309 C309 UK309 48.9 29.5 1.34 13.3 

HE2309X 
2.8 

130 38 3 50 H2309X 
1¼ 4.724 1 19/64 0.08 2 5!32 

UKC210 C210 UK210 35.1 23.3 1.06 14.4 
HE2310X 

2.2 
120 33 2 55 H2310X 

45 
1¼ 5.118 1 37 /54 0.1 2 5!32 

UKCX10 CX10 UKX10 43.4 29.4 1.34 14.4 
HE2310X 

2.9 
130 40 2.5 55 H2310X 

1¼ 5.512 1 37 /54 0.12 2 5!32 
UKC310 C310 UK310 62.0 38.3 1.74 13.2 

HE2310X 
3.2 

140 40 3 55 H2310X 
1 7/a 

4.921 1 3/a 0.1 2 5/rn 
HS2311X 

50 
125 35 2.5 59 

UKC211 C211 UK211 43.4 29.4 1.34 14.4 H2311 X 2.7 
2 HE2311X 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in P.11.) 
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2. Par! No. of applicable grease nipples are shown below. 
A-1/4-28UNF ........ 205-213, X05-X12, 305-308 
A-R1/8 .................. 309-328 

3. In Par! No. of unit with adapters and bearing with adapters, Part No. of applicable adapter follow !he Par! No. shown in !he dimensional 
tables. (Example of Par! No. : UKC206J + H2306X, UK206 + H2306X) 

4. As for !he triple-lip seal type product (205 is the double-lip seal type product), supplementary code L3 (or L2) follows !he Par! No. of unit 
or bearing. 
(Example of Par! No. : UKC206JL3 + H2306X, UK206L3 + H2306X) 

5. As for !he dimensions and forms of applicable bearings and adapters, see !he dimensional tables of insert bearing for unit and adapter 
assemblies. 

Cartridge type 

UKC 
Tapered bore (with adapter) 
d1 20 ~ (50) mm W 

V > [ i , 

J mi “" 
, L. UA 

Shaft Die. Dimensions Unlt Housing Bearing Basic Fatigue Factor Adapter Mass 
mm inch inch No. No. No. Load Ratings Load Limit Assembly 

mm kN kN No. 

(11 H A r Bl Cr Cºr Cu f0 kg 

% 3.150 5%4 0.06 1% HE2305X ao 22 1 5 35 uxczos 0205 UK205 14.0 7.35 0.357 13.9 mm 0.7 
% 3.543 117.3 0.05 1% HE2305X ao 90 27 1. 5 35 uxcxos 0x05 010105 19.5 11.3 0.514 13.9 ”230511 0.99 
% 3.543 11% 0.08 1% HE2305X 90 25 2 35 UK0305 0305 UK305 21.2 10.9 0.495 12.5 sosx 1.6 

3.346 111… 0.03 1% mm 1 35 27 1 5 33 uxczoe 0205 UK205 19.5 11.3 0.514 13.9 HE2306X 0.89 
3.937 1 am 0. 03 1 % H2306X 25 1 100 30 2 33 uxcxos 0x05 was 25.7 15.4 0.700 13.9 HE2306X 1.3 
3.937 11754 0.03 1 % H2306X 1 100 za 2 33 uxcaos 0305 0s 25.7 15.0 0.532 13.3 HE2306X 1.3 

1 % 3.543 17/54 0.03 1 "¡… H32307x 90 23 2 43 UI<0207 0207 u1<207 25.7 15.4 0.700 13.9 H230” 1.0 
1% 4.331 1 "/32 0.03 1 “¡… H82307X 30 …] 34 2 43 uxcxo7 0x07 UKXO? 29.1 17.3 0.309 14.0 "23… 1.8 
1 % 4.331 1 1%4 0.12 1 "¡… H32307x …] 32 3 43 UKC307 0307 UK307 33.4 19.3 0.377 13.2 "23… 2.2 
1% 1 … HE2308X 
1% 3'937 1 '“ º'ºº ' "º u1<0203 0203 UK203 29.1 17.3 0.309 14.0 H52303x 1.5 100 30 2 45 mm 
1% HE2308X 

35 1% “24 … º'ºº …… uxcxos 0x03 010103 34.1 21.3 0.953 14.0 H52303x 2.4 120 33 2 45 mm 
1% HE2308X 11 1% ““º" 1 ¡ºº 0'12 …… uxcaoa 0303 was 40.7 24.0 1.09 13.2 H32303x 2.2 120 34 3 45 mm 
1 % 4.331 1 7/32 0.03 1 3%2 HE2309X 1111 31 2 50 uxczos 0209 UK209 34.1 21.3 0.953 14.0 ”230911 1.3 
1 % 4.724 1 % 0.03 1 81/52 HE2309X 40 1211 33 2 50 uxcxos 0x09 010109 35.1 23.3 1.05 14.4 “230911 2.4 
1 % 5.113 1 % 0.12 131/32 HE2309X 1311 33 3 50 UK0309 0309 UK309 43.9 29.5 1.34 13.3 ”230911 2.3 
1 % 4.724 1 19m 0.03 2 5/32 HE2310X 120 33 2 55 u1<c210 0210 UK210 35.1 23.3 1.05 14.4 H2310X 2.2 
1 % 5.118 1 3%4 0.1 2 %; HE2310X 451 1311 40 2.5 55 uxcx1o 0x10 UKX10 43.4 29.4 1.34 14.4 …a 2.9 
1 % 5.512 1 37/54 0.12 2 %: HE2310X 140 40 3 55 u1<0310 0310 UK310 52.0 33.3 1.74 13.2 H231 0x 3.2 
1% 3 5 H32311x 

50 4192251 135/“ g; 25;” UK0211 0211 UK211 43.4 29.4 1.34 14.4 mm 2.7 2 . HE2311X 
Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See “ble 2.5' In P11.) 

2. Part No. of applinble grease nipples are shown below. 
A-1/4-28UNF ........ 205~213, X05~X12, 305~308 

216 

A— R1/8 .................. 309—328 
3. In Part No. of unit with adapters and bearing with adapters, Part No. of applicable adapter follow the Part No. shown in the dimensional 

tables (Example of Part No.: UKC206J + H2306X, UK206 + H2306X) 
4. As for the triple-lip seal type product (205 is the double-lip seal type product), supplementary code L3 (or [2) follows the Part No. of unit 

or bearing. 
(Example of Part No. : UK0206JL3 + H2306X, UK206L3 + H2306X) 

5. As for the dimensions and forms of applicable bearings and adapters, see the dimensional tables of insert bearing for unit and adapler 
assemblies. 
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d1 (50) ~ 125 mm 

Shaft Dia. Dimensions Unit Housing Bearing 
mm inch inch No. No. No. 

mm 

di H A r Bi 

1 7/a 
5.906 1 21!J2 0.1 2 5/16 

150 42 2.5 59 
UKCX11 CX11 UKX11 

2 
50 1 7/a 

5.906 1 47/64 0.12 2 5/16 
UKC311 C311 UK311 

2 
150 44 3 59 

2 1/a 5.118 1½ 0.1 2 7/16 
UKC212 C212 UK212 

130 38 2.5 62 

55 
2 1/a 6.299 1 47/64 0.1 2 7/16 

UKCX12 CX12 UKX12 
160 44 2.5 62 

2 1/a 6.299 1 13/15 0.12 2 7/16 
UKC312 C312 UK312 

160 46 3 62 
2¼ 

5.512 1 37/64 0.1 2 9/rn 
140 40 2.5 65 

UKC213 C213 UK213 
2 3/a 

60 
2¼ 

6.693 1 31!J2 0.12 2 9/16 
UKC313 C313 UK313 

2 3/a 
170 50 3 65 

65 
2½ 7.480 2 11 /64 0.16 2 7/a 

UKC315 C315 UK315 
190 55 4 73 

70 
2¼ 7.874 2 23/54 0.16 3 1/16 

UKC316 C316 UK316 
200 60 4 78 

75 
8.465 2 33/54 0.16 3 7132 

UKC317 C317 UK317 
3 215 64 4 82 

80 
8.858 2 19/J2 0.16 3 3/a 

UKC318 C318 UK318 -
225 66 4 86 

85 
3¼ 9.449 2 53/54 0.16 3 17 /32 

UKC319 C319 UK319 
240 72 4 90 

90 
3½ 10.236 2 61 /64 0.16 3 13/15 

UKC320 C320 UK320 
260 75 4 97 

100 
11.811 3 5/32 0.2 4 1/a 

UKC322 C322 UK322 
4 300 80 5 105 

110 
12.598 3 35/64 0.2 4 13!J2 

UKC324 C324 UK324 -
320 90 5 112 

115 
4½ 13.386 3 15/15 0.24 4¼ 

UKC326 C326 UK326 
340 100 6 121 

125 
14.173 3 15/15 0.24 5 5/32 

UKC328 C328 UK328 -
360 100 6 131 

Koyo 
Variations of tolerance of outside diameter (LÍH,), variations of 
tolerance of width (LlA,), and tolerance of circumferential runout 
of outside diameter (Y) 

Unit:mm 
Housing No. ,ÍH, .J,., y 

C205 o 
-0.030 

C206-C210 CX05-CX08 C305-C308 o ±0.2 0.2 
-0.035 

CX09-CX10 C309~C310 o 
C211-C213 CX11-CX12 C311-C314 -0.040 

0.3 C315~C318 o -
C319 -0.046 

C320-C322 o ±0.3 
-0.052 0.4 

C324-C328 o 
-0.057 

Basic Fatigue Factor Adapter Mass 
Load Ratings Load Limit Assembly 

kN kN No. 

Cr Cor Cu fo kg 

HS2311X 
52.4 36.2 1.65 14.4 H2311X 4.1 

HE2311X 
HS2311X 

71.6 45.0 2.05 13.2 H2311X 4.1 
HE2311X 

52.4 36.2 1.65 14.4 
HS2312X 

3.1 
H2312X 

57.2 40.1 1.82 14.4 
HS2312X 

4.4 
H2312X 

81.9 52.2 2.37 13.2 
HS2312X 

4.7 
H2312X 
HE2313X 

57.2 40.1 1.82 14.4 H2313X 3.3 
HS2313X 
HE2313X 

92.7 59.9 2.68 13.2 H2313X 5.8 
HS2313X 

113 77.2 3.24 13.2 
HE2315X 

8.0 
H2315X 

123 86.7 3.53 13.3 
HE2316X 

9.2 
H2316X 

133 96.8 3.82 13.3 
H2317X 

11.6 
HE2317X 

143 107 4.11 13.3 H2318X 13.1 

153 119 4.45 13.3 
HE2319X 

16.1 
H2319X 

173 141 5.08 13.2 
HE2320X 

19.2 
H2320X 

205 180 6.15 13.2 
H2322X 

29.1 
HE2322X 

207 185 6.10 13.5 H2324 36.2 

229 214 6.79 13.6 
HE2326 

42.8 
H2326 

253 246 7.54 13.6 H2328 52.9 
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Koyo 
Variations of tolerance of outside diameter (An.), variations of 
tolerance of width (44.), and tolerance of circumferential runout 
of outside diameter (Y) 

Unit: mm 

d 1 (5°) " 1 25 m m Housing No. Ag. 44. Y' ' 
c205 º 41.030 

caos—0210 cxos—cxoa c305~caoa ;;… iºº ºº 
cxos—cxm cane-c 10 0 

02114213 cx11~cx12 211.9 4 —o.o4o u s 
:15~ca1_z_ n 1 - 
I 1 9  —0.046 

cazo—0322 42.052 1°51 0.4 
csm—caza _3357 

Shall Dia. Dimensions Unit Housing Bearing Basic Fatigue Factor Adapter Mass 
mm inch inch No. No. No. Load Ratings Load Limit Assembly 

mm kN kN No. 

(11 H A r Bl C: Co: Cu fo kg 

17/11 2, 5 H32311X 
5306 1 ¡“º º'1 2 "º cx11 0x11 umm 52.4 36.2 1.65 14.4 H2311X 4.1 
150 42 2.5 59 

º 1271 35331132 º a 5 
5%? 1 44/“ O.;Z 2536 UKC311 0311 UK311 71.6 45.0 2.05 13.2 H2311X 4.1 

2 HE231 1X 
2 1la 5.118 1 1/z 0.1 2 7/15 H32312X 

130 38 2.5 62 UKC212 0212 UK212 52.4 36.2 1.65 14.4 H2312X 3.1 

2 1la 6.299 1 17/94 0.1 2 7I16 H32312X 55 160 44 2-5 62 UKOX12 cx12 UKX12 57.2 40.1 1.82 14.4 H2312X 4.4 

2 1/5 6.299 1 13/15 0.12 2 7/15 H52312X 
160 46 3 62 UKC312 0312 UK312 81.9 52.2 2.37 13.2 H2312X 4.7 

2 1/4 HE2313X 37 9 
5154112 1 46,64 g ;  2626 UK0213 0213 UK213 57.2 40.1 1.82 14.4 H2313X 3.3 

Bº 2 3la ' H32313X 
2 1I4 HE2313X 

63:3 1:43“ o.;z 262/51“ mama 0313 UK313 92.7 59.9 2.68 13.2 H2313X 5.8 
2 “In H52313X 
2 1/2 7.480 2 "lea 0.16 2 7/9 HE2315X 

65 190 55 4 73 UK0315 C315 UK315 113 77.2 3.24 13.2 H2315X 8.0 

2 3/4 7.874 2 28¡64 0.16 3 1lui HE2316X 70 200 60 4 78 UK0316 C316 UK316 123 86.7 3.53 13.3 H2316X 9.2 

8.455 2 aa¡114 0.16 3 7/32 H2317X 
75 3 215 64 4 82 UKC317 0317 UK317 133 96.8 3.82 13.3 HE2317X 11.6 

8.858 219/92 0.16 3 3/5 
DD — 225 66 4 86 UK031B 0318 UK318 143 107 4.11 13.3 H2318X 13.1 

3 1/4 9.449 2 53/94 0.16 3 I7/32 HE231 9X 
85 240 72 4 90 UKC319 0319 UK319 153 119 4.45 13.3 H2319X 16.1 

31/2 10.236 2 61/134 0.16 313/16 HE2320X 
90 260 75 4 97 UK0320 0320 UK320 173 141 5.08 13.2 H2320X 19.2 

11.811 3 5la: 0.2 4 ‘la H2322X 
100 4 300 80 5 105 UKC322 0322 UK322 205 180 6.15 13.2 HE2322X 29.1 

12.598 3 35/64 0.2 4 I3/32 110 — 320 90 5 1 12 UKCS24 C324 UK324 207 185 6.10 13.5 H2324 36.2 

4 1/2 13.386 3 15/15 0.24 4 3/4 HE2326 115 340 100 6 121 UK0326 0326 UK326 229 214 6.79 13.6 H2326 42.8 

14.173 315/19 0.24 5 5laz 125» — 360 100 6 131 "Km 0328 UK328 253 246 7.54 13.6 H2328 52.9 
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UCHA 
Cylindrical bore (with set screws) 
d 12 ~ 75 mm 

Shaft Dia. 
mm inch 

d H A L H1 

12 
½ 

15 211132 1 9/16 2 17!32 3 25!J2 
5/a 

17 
64 40 64 96 

¾ 
20 

7/a 

25 
15frn 211132 1 9/rn 3 1/rn 4 1/16 

64 40 78 103 
1 
1 1/a 

30 
211132 1 9/rn 3 1/rn 4 1/16 

1 3/16 64 40 78 103 
1¼ 
1¼ 
1 5/16 

2¾ 1 9/16 3 5/a 4 9/16 
35 1 3/a 

70 40 92 116 

1 7/16 
1½ 

2 7/a 1 9/rn 3 25!32 4¾ 
40 1 9/rn 

73 40 96 121 

1 5/a 

45 
1 11/15 3 7/32 1 7/a 4¼ 5 11!J2 
1¾ 82 48 108 136 

1 7/a 

50 
1 15frn 3 %2 1 7/a 4 21132 5 19/32 

83 48 118 142 
2 
2 

55 
2 1/a 3 7/16 2 3/a 4 31!32 5 29!J2 

87 60 126 150 
2 3/16 
2¼ 

60 
4 1/32 2 3/a 5 19!32 6 13/15 

2 3/a 102 60 142 173 
2 7/16 

65 
2½ 4 19/32 2¾ 511132 77/a 

117 70 166 200 

70 
2¾ 4 19132 2¾ 511132 77/a 

117 70 166 200 
2 15/15 

4 19!32 2¾ 511132 77/a 
75 

117 70 166 200 
3 

Dimensions 
inch 
mm 

H2 Nl) e 

¾ -

19 Rp¾ -

¾ -

19 Rp¾ -

¾ -

19 Rp¾ -

¾ -

19 Rp¾ -

¾ 5/64 
19 Rp¾ 2 

13/15 13/64 
21 Rp 1 5 

13frn 13/64 
21 Rp 1 5 

31!32 9!J2 
25 Rp 1 ¼ 7 

1 3!32 23/64 
28 Rp 1 ¼ 9 

1¼ 3/a 
32 Ro 1 ½ 9.5 

1¼ 3/a 
32 Ro 1 ½ 9.5 

1¼ 3/a 
32 Rp 1 ½ 9.5 

H, 

H 

H,L 
+-+-+-+t-+---t+--t+-+-

Unit 
No. 

B s 

UCHA201 
UCHA201-8 

1.220 0.500 
UCHA202 
UCHA202-10 

31 12.7 
UCHA203 
UCHA204-12 
UCHA204 
UCHA205-14 

1.343 0.563 UCHA205-15 
34.1 14.3 UCHA205 

UCHA205-16 
UCHA206-18 

1.500 0.626 UCHA206 
38.1 15.9 UCHA206-19 

UCHA206-20 
UCHA207-20 

1.689 0.689 
UCHA207-21 
UCHA207-22 

42.9 17.5 
UCHA207 
UCHA207-23 

1.937 0.748 
UCHA208-24 
UCHA208-25 

49.2 19 
UCHA208 
UCHA209-26 

1.937 0.748 UCHA209-27 
49.2 19 UCHA209-28 

UCHA209 
UCHA210-30 

2.031 0.748 UCHA210-31 
51.6 19 UCHA210 

UCHA210-32 
UCHA211-32 

2.189 0.874 UCHA211-34 
55.6 22.2 UCHA211 

UCHA211-35 
UCHA212-36 

2.563 1.000 UCHA212 
65.1 25.4 UCHA212-38 

UCHA212-39 
2.563 1.000 UCHA213-40 
65.1 25.4 UCHA213 
2.937 1.189 UCHA214-44 
74.6 30.2 UCHA214 

3.063 1.311 
UCHA215-47 

77.8 33.3 
UCHA215 
UCHA215-48 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in P.11.) 
2. Part No. of applicable grease nipples are shown below. 

A-1/4-28UNF ........ 201-21 O 
A-R1/8 .................. 211-215 
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Housing Bearing 
No. No. 

UC201 
UC201-8 
UC202 

HA204 UC202-10 
UC203 
UC204-12 
UC204 
UC205-14 

HA205 
UC205-15 
UC205 
UC205-16 
UC206-18 

HA206 
UC206 
UC206-19 
UC206-20 
UC207-20 
UC207-21 

HA207 UC207-22 
UC207 
UC207-23 
UC208-24 

HA208 UC208-25 
UC208 
UC209-26 

HA209 
UC209-27 
UC209-28 
UC209 
UC210-30 

HA210 
UC210-31 
UC210 
UC210-32 
UC211-32 

HA211 
UC211-34 
UC211 
UC211-35 
UC212-36 

HA212 
UC212 
UC212-38 
UC212-39 

HA213 
UC213-40 
UC213 

HA214 
UC214-44 
UC214 
UC215-47 

HA215 UC215 
UC215-48 

Hanger type 

UCHA 
Cylindrical bore (with set screws) 
d 1 2 ~ 7 5 m m  

í L 
B 

Shaft Die. Dimensions Unlt Housing Bearing 
mm inch inch No. No. No. 

mm 

d H A L H1 Hz Nº a B s 
12 00104201 00201 1,: UCHA201-8 00201 -6 
‘5 % 217/42 19/14 20/32 aºs/az 3/4 - 1.220 0.500 32:33:10 1-1 4204 Egg: 10 . 64 4o 64 96 19 Rp 814 - 31 12.7 17 ucqoa 00203 3/4 ua204—12 00204-12 zo UCHA204 00204 7/; UCHA205-14 00205-14 
25 15I16 2 "laz 1 “¡te 3 1I19 4 V16 3/4 - 1.343 0.563 UCHA205-15 H A205 UC205—1 5 64 40 78 103 19 Rp 8/4 - 34.1 14.3 ucqos 00205 1 UCHA205-16 00205-16 1 vs UCHA206-13 00206-13 ao 2 "laz 1 9/1. 3 1/1. 4 1/1. 3/4 _ 1.500 0.626 ucqoe "me 00206 1 am 64 40 76 103 19 Rp 8/4 — 33.1 15.9 UCHA206-19 00206-19 1 1/4 ucqos-zo 00206-20 1 1/4 UCHA207-20 00207-20 

1 5"“ 2 8/4 1 “/10 3 5/3 4 ºm 8/4 - 1.669 0.639 "º"”º7'º1 00207-21 36 1 ºla 70 4o 92 116 19 R9 8/4 _ 42 9 17 5 UCHA207-22 HA207 00207-22 
' ' UCHA207 00207 1 7/1. UCHA207-23 00207-23 

"¡º 21/9 19/14 346/92 43/4 3/4 5/6. 1.937 0.743 "º"”ºº'” Uºººº'º“ 4o 1 013 73 40 96 121 19 Rp 8/4 2 49 2 19 UCHAzoa-zs HA203 00203-25 ' UCHA208 00203 1 5]; UCHA209-26 00209-26 45 1 “I13 3 7/42 1 7/4 41/4 511/92 mm 19/4. 1.937 0.748 uc1-I/1209-27 ”mg 00209-27 1 4/4 32 43 103 136 21 Rp 1 5 49.2 19 uazos-za 00209-23 
00104209 00209 1 7/6 UCHA210-30 00210-30 50 115/“; 39/92 17/4 421/32 519/32 18/16 1%. 2.031 0.746 UCHA210-31 H ¡1210 00210-31 33 43 113 142 21 RM 5 51.6 19 ua210 00210 2 UCHA210-32 00210-32 2 0010421132 00211-32 55 2 v. 3 7/14 2 al; 4 “Is: 5 4%: 31/92 ºlaa 2.139 0.374 ua211-34 HA21 1 00211-34 37 60 126 150 25 Rp1 1/4 7 55.6 22.2 UCHA211 00211 

2 3/16 ucqu-ss 00211-35 21/4 UCHA212-36 00212-36 so 4 042 2 4/. 519/32 6 …,… 1 ºlaa 23/44 2.563 1.000 00101212 HA212 00212 
2 3/3 102 60 142 173 26 Rp 1 v4 9 65.1 25.4 UCHA212-33 00212-63 
2 me UCHA212-39 00212-39 65 21/2 40/92 2 41/. 617/32 7 7/. 1 v. al. 2.563 1.000 UCHA213-40 HA213 00213-40 117 70 166 200 32 Rp1 ‘12 9.5 65.1 25.4 UCHA213 00213 70 2 8/4 4 19/32 2 3/4 617/92 7 7/. 1 v. 3/5 2.937 1.139 UCHA214-44 HA21 4 00214-44 117 70 166 200 32 11111 1/2 9.5 74.6 30.2 ua214 00214 
º 15/“ 4 19/32 2 3/4 6 "laz 7 7/1 1 v. 3/4 3.063 1.311 "“M“” ”0215'“ 

75 117 70 166 200 32 Rp1 'la 9 5 77 3 33 3 "CHM“ "A” 5 "0215 3 ' ' ' 0010431546 00215-43 
Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in R11.) 

2. Part No. of applicable grease nipples are shown below. 
A—1/4-28UNF ........ 201 ~210 
A-R118 .................. 211~215 
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Basic Fatigue Factor Mass 
Load Ratings Load Limit 

kN kN 

Cr Cor Cu fo kg 

0.77 

0.75 
12.8 6.65 0.302 13.2 

0.74 
0.72 

14.0 7.85 0.357 13.9 0.87 

19.5 11.3 0.514 13.9 0.83 

25.7 15.4 0.700 13.9 1.2 

29.1 17.8 0.809 14.0 1.3 

34.1 21.3 0.968 14.0 1.7 

35.1 23.3 1.06 14.4 2.1 

43.4 29.4 1.34 14.4 2.8 

52.4 36.2 1.65 14.4 3.9 

57.2 40.1 1.82 14.4 5.8 

62.2 44.1 2.01 14.5 5.9 

67.4 48.3 2.17 14.5 5.6 

Koyo 
Note 1)Dimensions N screw hale is apply JIS B0203 (Taper 

Pipe Threads) standards. 
lt can not apply to the Parallel Pipe Externa! Thread. 
Also, below shown the dimensions of Taper Pipe 
Interna! Thread. 

Unit:mm 

Female Thread Thread 
Majar Pitch Minar Number 

Apply 
Nominal Diameter Diameter Diameter ofThreads 

ofThread eni:!4) Male 
Thread 

D D2 D1 n 
Ro¾ 26.441 25.279 24.117 14 R¾ 
Ro 1 33.249 31.770 30.291 11 R1 
Rp1½ 41.910 40.431 38.952 11 R1½ 
Rp1¼ 47.803 46.324 44.845 11 R1¼ 

3. As far the triple-lip seal type product (from 201 to 205 are the double-lip seal type products), supplementary code L3 (ar L2) follows the Part No. of 
unit ar bearing. (Example of Par! No. : UCHA206JL3, UC206L3) 

4. Far the dimensions and forms of applicable bearings and adapters, see the dimensional tables of insert bearing far unit and adapter assemblies. 
5. Tapered bore (with adapter) type products are also available. (Example of Par! No. : UKHA205J + H2305X, UK205 + H2305X) 
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Koyo 
Note 1)Dimensions N screw hole is apply JIS B0203 (Taper 

Pipe Threads) standards. 
it can not apply to the Parallel Pipe External Thread. 
Also, below shown the dimensions al Taper Pipe 
lntemal Th read. 

Unil: mm 
Female Thread Thread 

Major Pitch Minor Number 
Nominal Diameter Diameter Diameter ofThreads APP” . Male af'rhread m25.4 ( mm ) Thread 

D Dz m n 
_R9 3 e ¿ 1 .441 25.279 24.117 1: a º . 
_Rp … .: 49 31.770 30.291 1 Fl 

m 'la A .no 40.431 39.952 1 t vz 
_… v. “,una 45.324 44.845 1 v. 

Basic Fatigue Factor Mass 
Load Ratings Load Limit 

kN kN 

Cr CO: Cu f0 kg 

0.77 

0.75 
12.8 6.85 0.302. 13.2 

0.74 
0.72 

14.0 7.85 0.357 13.9 0.87 

19.5 11.3 0.514 13.9 0.83 

25.7 15.4 0.700 13.9 1.2 

29.1 17.8 0.809 14.0 1.3 

34.1 21.3 0.968 14.0 1.7 

35.1 23.3 1.06 14.4 2.1 

43.4 29.4 1.34 14.4 2.8 

52.4 36.2 1.65 14.4 3.9 

57.2 40.1 1.82 14.4 5.8 

62.2 44.1 2.01 14.5 5.9 

67.4 48.3 2.17 14.5 5.6 

3. As for the triple-lip seal type product (from 201 to 205 are the double-lip seal type products), supplementary code La (or L2) lollows the Part No. of 
unit or bearing. (Example of Part No. : UCHA206JL3, U0206L3) 

4. For the dimensions and terms of applicable bearings and adapters, see the dimensional tables of insert bearing for unit and adapter assemblies. 
5. Tapered bore (with adapter) type products are also available. (Example of Part No. : UKHA205J + H2305X, UK205 + H2305X) 
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Rubber clamping ring/anti vibration ring type ~~~~~~~~~~~~~~~~~~~~~~ 

RU-M series 
Cylindrical bore (with set screws) 
d 20 ~ 30 mm 

Shaft Dia. 
mm 

d H A D B 

20 64 25 47 27 
25 64 25 52 27.5 
30 79 27 62 28.5 

Dimensions 
mm 

e r 
(min.) 

14 1 
15 1 
16 1 

Note 1) P1 indicates that the inner ring width is a special size. 
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rm 
fD +---t~---+ fd 

1 

Unit Housing 
No. No. 

s S1 S2 Ss 

7 20 5 7.5 RU12M R204 
7.5 20 5.5 7.5 RU16M R205 
8 20.5 6 7 RU19M R206 

Rubber clamping ring/anti Vibration ring type 

RU-M series 
Cylindrical bore (with set screws) 
d 20 ~ 30 mm A º 

! 

fi— 7 
¡“H M 

| 

Shaft Dia. Dimensions Unit Housing 
una m No. No. 

a! H A D B a '." s 31 82 Sa (mm.) 
20 64 25 47 27 14 1 7 20 5 7.5 RU12M R204 
25 64 25 52 27.5 15 1 7.5 20 5.5 7.5 RU16M R205 
30 79 27 6_2 28.5 16 1 8 Zºé 6 7 Run! R_206 

Note 1) P1 indicates that the inner ring width is a special size. 
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Koyo 

Bearing Basic Fatigue Factor Set Screw Mass 
No. Load Ratings Load Limit Size 

kN kN 

Cr Cor Cu fo kg 

SBB204P1 11 12.8 6.65 0.302 13.2 M6x0.75 0.20 
SBB205P1 1l 14.0 7.85 0.357 13.9 M6x0.75 0.22 
SBB206P1 1l 19.5 11.3 0.514 13.9 M6x0.75 0.34 
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Koyo 

Bearing Basic Fatigue Factor Sot Screw Mm 
No. Load Ratings Load Limii Size 

kN kN 

Cr Cºr Cu fo kg 

SBB204P1‘) 12.8 6.65 0.302 13.2 M6x0.75 0.20 
SBBZOSP1 1) 14.0 7.85 0.357 13.9 M6x0.75 0.22 
SBB_206P11) 19g 11g cºn 13.9_ msos 0.34 

221 

https://rodavigo.net/es/c/rodamientos/f/koyo

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118




