
UCP 
Cylindrical bore (with set screws) 
d 12 ~ (45) mm 

Shaft Dia. 
mm inch 

d H L A J N 

12 
½ 

1 3/16 5 1½ 3¾ ½ 
15 

30.2 127 38 95 13 
5/s 

17 

20 
¾ 1 5/16 5 1½ 3¾ ½ 

33.3 127 38 95 13 
7/s 
15/16 1 7/16 5½ 1½ 4 1/s ½ 

36.5 140 38 105 13 

25 1 
1¾ 6¼ 2 4 11/16 21'32 

1 44.4 159 51 119 17 
1 49/54 6 7/s 1¾ 5 3/16 21132 

1 45 175 45 132 17 
1 1/s 

111/16 6½ 1 7/s 4¾ 21132 

1 3/16 42.9 165 48 121 17 
1¼ 

30 
1 7/s 6 7/s 2¼ 5 21132 

1 3/16 
47.6 175 57 127 17 

1¼ 
1 31'32 7 3'32 1 31'32 5½ 21'32 

-
50 180 50 140 17 

1¼ 
1 5/16 

1 7/s 6 9/16 1 7/s 5 21'32 
1 3/s 

47.6 167 48 127 17 

35 1 7/rn 
1 3/s 

2 1/s 8 2¼ 5 21132 21132 

1 7/rn 
54 203 57 144 17 

2 13/64 8 9'32 2 7'32 6 5/16 21'32 
-

56 210 56 160 17 
1½ 1 15/16 7¼ 2 1/s 513132 21132 
1 9/16 

49.2 184 54 137 17 

40 1½ 2 5/16 8¾ 2 5/s 6 5'32 25132 

58.7 222 67 156 20 
1½ 2 23/54 8 21'32 23/s 6 11/16 21'32 

60 220 60 170 17 
1 5/s 
1 11frn 2 1/s 715132 2 1/s 5¾ 21132 

45 
1¾ 54 190 54 146 17 

1¾ 2 5/16 8¾ 2 5/s 6 5'32 25132 

58.7 222 67 156 20 

B 
UCP2 

Dimensions Bolt 
inch Size Unit 
mm 

inch 
No. 

N1 H1 H2 L1 B s mm 

UCP201 

23'32 5/s 23/s 1 13'32 1.220 0.500 3/s 
UCP201-8 

18 16 60 36 31 12.7 M10 
UCP202 
UCP202-10 
UCP203 

23'32 5/s 2 9/16 1 13'32 1.220 0.500 3/s UCP204-12 
18 16 65 36 31 12.7 M10 UCP204 

UCP205-14 
23'32 5/s 2¾ 1½ 1.343 0.563 3/s UCP205-15 
18 16 70 38 34.1 14.3 M10 UCP205 

UCP205-16 
31'32 5/s 33/s 1 27 '32 1.500 0.626 ½ UCPX05 
25 16 86 47 38.1 15.9 M14 UCPX05-16 

25132 5/s 3 11'32 2 5132 1.496 0.591 ½ UCP305 
20 16 85 55 38 15 M14 UCP305-16 

UCP206-18 
13/16 21'32 3 5/16 1 7/s 1.500 0.626 ½ UCP206 
21 17 84 48 38.1 15.9 M14 UCP206-19 

UCP206-20 

31132 21/32 3 21/32 2 5132 1.689 0.689 ½ 
UCPX06 

25 17 93 55 42.9 17.5 M14 
UCPX06-19 
UCPX06-20 

25'32 21'32 3¾ 2 3'32 1.693 0.669 ½ 
UCP306 

20 17 95 53 43 17 M14 
UCP207-20 

13/16 23'32 3¾ 1 27 '32 1.689 0.689 ½ 
UCP207-21 

21 18 95 47 42.9 17.5 M14 
UCP207-22 
UCP207 
UCP207-23 

1 3/16 ¾ 4 1/s 2 17 '32 1.937 0.748 ½ 
UCPX07-22 

30 19 105 64 49.2 19 M14 
UCPX07 
UCPX07-23 

31'32 ¾ 4 7'32 2 9/rn 1.890 0.748 ½ 
UCP307 

25 19 107 65 48 19 M14 

13/16 23'32 3 27'32 2 3132 1.937 0.748 ½ 
UCP208-24 

21 18 98 53 49.2 19 M14 
UCP208-25 
UCP208 

1¼ 13/16 4½ 2 25'32 1.937 0.748 5/s UCPX0B-24 
32 21 114 71 49.2 19 M16 UCPX0B 

1 1/16 ¾ 4 21'32 2 9/16 2.047 0.748 ½ UCP308-24 
27 19 118 65 52 19 M14 UCP308 

UCP209-26 
13frn 25'32 4 3/16 2 5132 1.937 0.748 ½ UCP209-27 
21 20 106 55 49.2 19 M14 UCP209-28 

UCP209 
1 5/rn 13/16 4 9/16 2 25'32 2.031 0.748 5/s UCPX09-28 
33 21 116 71 51.6 19 M16 UCPX09 

Remarks 1. In Par! No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in P.11.) 
2. Par! No. of applicable grease nipples are shown below. 

A-1/4-28UNF ........ 201-21 O, X05-X09, 305-308 
A-R1/8 .................. 211-218, X10-X20, 309-328 
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Standard 
Housing Bearing 

No. No. 

UC201 
UC201-8 

P203 UC202 
UC202-10 
UC203 

P204 
UC204-12 
UC204 
UC205-14 

P205 
UC205-15 
UC205 
UC205-16 

PX05 
UCX05 
UCX05-16 

P305 
UC305 
UC305-16 
UC206-18 

P206 
UC206 
UC206-19 
UC206-20 
UCX06 

PX06 UCX06-19 
UCX06-20 

P306 UC306 

UC207-20 
UC207-21 

P207 UC207-22 
UC207 
UC207-23 
UCX07-22 

PX07 UCX07 
UCX07-23 

P307 UC307 

UC208-24 
P208 UC208-25 

UC208 

PX08 
UCX08-24 
UCX08 

P308 
UC308-24 
UC308 
UC209-26 

P209 
UC209-27 
UC209-28 
UC209 

PX09 
UCX09-28 
UCX09 

Pillow block type 

UCP 
Cylindrical bore (with set screws) 
d 12 ~ (45) mm 

UCP2 

Shaft Die. Dimensions Bolt Standard 
mm inch inch Size Unit Housing Bearing 

mm . No. No. No. 
mch 

el H L A J N Nx H1 Ha L1 B 5 mm 
12 002201 00201 

"º 13/14 5 11/2 33/4 ‘/2 23/32 5/a 23/» 113/32 1.220 0.500 3/3 002201-3 00201-3 
15 30 2 127 33 95 13 13 16 60 36 31 12 7 M10 ucpzoz P203 "ºººº 5/5 ' ' 002202-10 00202-10 
17 002203 00203 
20 3/4 1 5I16 5 1 1l2 3 3I4 'la 23I32 5I3 2 ”ha 1 Islaz 1.220 0.500 3/3 UCP204-12 P204 U0204-12 

33.3 127 36 95 13 16 16 65 36 31 12.7 M10 002204 00204 
7/. 002205-14 00205-14 
153; 17m 502 11/2 41/. 1/2 23/32 5,, zan 11/2 1.343 0.563 3/3 002205-15 2205 00205-15 

36.5 140 33 105 13 16 16 70 33 34.1 14.3 M10 002205 00205 
25 1 002205-16 00205-16 

13/1 61/4 2 411/“; 21/32 81/32 5,, 33/; 127/32 1.500 0.626 1/2 002x05 2x05 00x05 
1 44.4 159 51 119 17 25 16 36 47 33.1 15.9 M14 UCPX05-16 00x05-16 

149/34 67/, 12/4 51/13 “laz 25/32 514 311/32 25/32 1.496 0.591 1/2 002305 2305 00305 
1 45 175 45 132 17 20 16 65 55 33 15 M14 002305-16 00305-16 
1 va 002206-13 00206-13 

111/16 61/2 10. …, "/32 “/16 “la: 35/15 1% 1.500 0.626 1/2 002206 2206 00206 
1 3m 42.9 165 43 121 17 21 17 64 46 33.1 15.9 M14 002206-19 00206-19 
1 1/4 002206-20 00206-20 

ºº 17/1 sv. 21/1 5 21/32 81/32 21/32 321/32 25/» 1.639 0.669 1/2 002x06 00x06 
1 3"" 47 6 175 57 127 17 25 17 93 55 42 9 17 5 M14 002x06-19 Pxºº "ºxºº'1º 1 1/4 ' ' ' 002x06-20 00x06-20 

131/32 79/52 131/32 51/2 21/32 25/32 21/32 33/4 21/32 1.693 0.669 1/2 
“ 50 130 50 140 17 20 17 95 53 43 17 M14 002306 P306 ”6306 

1 1/4 002207-20 00207-20 
1:2“ 17/. 69/13 w. 5 “laz “/16 23/32 33/4 127/u 1.669 0.639 1/2 32:23; 2207 323333; 

47.6 167 46 127 17 21 16 95 47 42.9 17.5 M14 002207 00207 
35 17/14 002207-23 00207-23 

”¡º 21/3 3 21/4 521/32 ¡1/32 13/14 3/4 41/4 217/32 1.937 0.743 I/2 ucpxo7-zz ucxo7-22 
54 203 57 144 17 30 19 105 64 49.2 19 M14 002x07 PW 00x07 fl: 002xo7-23 00x07-23 

2 13lei 8 9/32 2 7/32 6 s¡15 21I32 31/32 3¡4 4 7/32 2 9/16 1.890 0.748 '/2 
' 56 210 56 160 17 25 19 107 65 43 19 M14 002307 P307 "CW 

… 115/13 71/4 21/; 513/33 ºva: 13/10 23/32 327/32 23/32 1.937 0.743 1/2 002203-24 uma-24 
1 ºf" 49 2 134 54 137 17 21 16 96 53 49 2 19 M14 "ºpººº'ºs 2203 ”020545 ' ' 002203 00203 

40 11/2 25/15 sºn 25/. 65/32 26/32 11/4 13/1. 41/2 225/32 1.937 0.743 5/3 002x03-24 2x06 00x03-24 
53.7 222 67 156 20 32 21 114 71 49.2 19 M16 002x03 00x06 

102 22%.. 321/32 23/. 611/13 21/42 1013 3/. 421/32 29/13 2.047 0.743 1/2 002303-24 2303 00303-24 
60 220 60 170 17 27 19 116 65 52 19 M14 002303 00306 

1 % 002209-26 00209-26 
1 "/16 21/0 7 ”/32 21/3 5 3/4 21laz “¡ha 25I32 4 3/15 2 5I32 1.937 0.748 V2 UCP209-27 P209 UC209-27 

45 13/4 54 190 54 146 17 21 20 106 55 49.2 19 M14 002209-23 00209-26 
002209 00209 

14/4 25/13 sºn 25/3 65/32 25/32 1% …… 44/14 225/32 2.031 0.743 5/3 002x092; 2x09 00x09-23 
56.7 22_2 67 156 20 33 21 116 71 51.6 19 M16 002x99 00x09 

Remarks 1. In Pan No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in R11.) 
2. Pan No. of applicable grease nipples are shown below. 

A-1l4-28UNF ........ 201 ~210, X05~X09. 305~308 
A-R1l8 .................. 211~218. X10~X20, 309~328 
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UCPX, 3 

With Pressed Steel Covers 
(E1) 

As 

With Casi lron Covers 
(E3) 

Ac 
B 

Koyo 
Variations o! tolerance o! distance from mounting 
bottom to center o! spherical bore (LiH,) 

Unit:mm 
Housing No. LiH, 

P203-P210 1 PX05-PX10 1 P305-P310 +0.15 
P211-P218 I PX11-PX18 I P311-P318 +0.2 

1 PX20 1 P319-P328 +0.3 

Forms and dimensions of H,, of P204JE3 and P205JE3 (housing 
with cast iron covers) are shown below. 

1 ,O, P204JE3 H2,= 70 mm 
P205JE3 H,, = 77 mm 

H2, 

L~~ 
Position of groase nipple is different from standard only for 
P204JE3 and P205JE3. 

Basic Fatigue Factor With Pressed Steel Covers With Cast lron Covers 
Mass Load Ratings Load Limit Unit No. Dimension Mass Unit No. Dimension Mass 

kN kN 
Open Closed 

mm inch 
Open Closed 

mm inch 

kg C, Cor Cu fo EndsType EndType As kg EndsType EndType Ac kg 

0.63 UCP201C UCP201CD 45 1 25!32 0.63 - - - - -

0.63 - - - - - - - - - -

0.61 12.8 6.65 0.302 13.2 UCP202C UCP202CD 45 1 25132 0.61 - - - - -

0.61 - - - - - - - - - -

0.60 UCP203C UCP203CD 45 1 25!32 0.60 - - - - -

0.66 
12.8 6.65 0.302 13.2 

- - - - - - - - - -

0.66 UCP204C UCP204CD 45 1 25!32 0.66 UCP204FC UCP204FCD 62 2 7/16 0.96 
0.80 - - - - - - - - - -

0.80 
14.0 7.85 0.357 13.9 

- - - - - - - - - -

0.80 UCP205C UCP205CD 49 1 15/15 0.80 UCP205FC UCP205FCD 66 2 19132 1.2 
0.80 - - - - - - - - - -

1.5 
19.5 11.3 0.514 13.9 

UCPX05C UCPX05CD 53 2 3132 1.5 - - - - -

1.5 - - - - - - - - - -

1.7 
21.2 10.9 0.495 12.6 

- - - - - UCP305C UCP305CD 76 3 2.3 
1.7 - - - - - - - - - -

1.3 - - - - - - - - - -

1.3 
19.5 11.3 0.514 13.9 

UCP206C UCP206CD 53 2 3132 1.3 UCP206FC UCP206FCD 70 2¾ 1.8 
1.3 - - - - - - - - - -

1.3 - - - - - - - - - -

2.1 UCPX06C UCPX06CD 60 2 3/s 2.1 - - - - -

2.1 25.7 15.4 0.700 13.9 - - - - - - - - - -

2.1 - - - - - - - - - -

2.2 26.7 15.0 0.682 13.3 - - - - - UCP306C UCP306CD 82 3 7132 2.8 

1.6 - - - - - - - - - -

1.6 - - - - - - - - - -

1.6 25.7 15.4 0.700 13.9 - - - - - - - - - -

1.6 UCP207C UCP207CD 60 23/s 1.6 UCP207FC UCP207FCD 78 3 1/16 2.3 
1.6 - - - - - - - - - -

2.7 - - - - - - - - - -

2.7 29.1 17.8 0.809 14.0 UCPX07C UCPX07CD 69 2 23!32 2.7 - - - - -

2.7 - - - - - - - - - -

3.0 33.4 19.3 0.877 13.2 - - - - - UCP307C UCP307CD 88 3 15132 3.8 

2.0 - - - - - - - - - -

2.0 29.1 17.8 0.809 14.0 - - - - - - - - - -

2.0 UCP208C UCP208CD 69 2 23132 2.0 UCP208FC UCP208FCD 86 3 3/s 2.8 
3.5 

34.1 21.3 0.968 14.0 
- - - - - - - - - -

3.5 UCPX08C UCPX08CD 69 2 23!32 3.5 - - - - -

3.8 
40.7 24.0 1.09 13.2 

- - - - - - - - - -

3.8 - - - - - UCP308C UCP308CD 96 3 25132 4.8 
2.2 - - - - - - - - - -

2.2 
34.1 21.3 0.968 14.0 

- - - - - - - - - -

2.2 - - - - - - - - - -

2.2 UCP209C UCP209CD 69 2 23!32 2.2 UCP209FC UCP209FCD 88 3 15132 3.0 
3.7 

35.1 23.3 1.06 14.4 
- - - - - - - - - -

3.7 UCPX09C UCPX09CD 74 2 29!32 3.7 - - - - -

3. As for the triple-lip seal type product (from 201 to 205 are the double-lip seal type products), supplementary code L3 (or L2) follows the Part No. of 
unit or bearing. (Example of Part No. : UCP206JL3, UC206L3) 

4. For the dimensions and forms of applicable bearings, see the dimensional tables of insert bearing for unit. 
5. Representative examples of the forms of housing are indicated. 
6. Housings of spheroidal graphite iron casting are also available. 
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UCPX, 3 

With Pressed Steel Covers 
(E1) 

With Cast iron Covers 
(ES) 

Koyo 
Variations of tolerance oi distance from mourning 
bottom to center of spherical bore (¿m.) 

Unit: mm 

Forms and dimensions ofHa: oi P204JE3 and PZOSJEa (housing 
with cast Iron wars) are shown below. 

Position of grease nipple ls different horn standant only tor 
P204JE3 and P205JE3. 

P204JE3 Hag: 70mm 
P205JE3 Hu: 77mm 

kg 

Basie 
Load Ratings 

kN 

Cr Co: 

Fatigue 
Load Limit 

Cu 

Factor 

fo 
Open 

With Pressed Steel Covers 
Unit No. 

Closed 
Ends Type End Type 

Dimension 
mm inch 

A. kg 
Open 

With Cast Iron Covers 
Unit No. 

Closed 
Ends Type End Type 

Dimension 
mm inch 

Ac 
0.63 
0.63 
0.61 
0.61 
0.60 

12.6 6.65 0.302 13.2 

UC P201 C 

UCP2020 

UCP203C 

UCP201CD 

UCP202CD 

UCP2030D 

1 :5/3: 

1 25It: 

1 25/32 

0.63 

0.61 

0.60 
0.66 
0.66 12.6 6.65 0.302 13.2 UCP2046 UCP204CD 1 am 0.66 UCP204FC 
0.80 
0.80 
0.80 
0.80 

14.0 7.65 0.357 13.9 UCP2050 UCP2050D 1 15/16 0.80 UCP205FC 

UCP204FCD 

UCP205FCD 

1.5 
1.5 19.5 11.3 0.514 13.9 UCPX050 UCPXOSCD 2 altrz 

1.7 
1.7 21.2 10.9 0.495 12.6 UCP3050 UCP305CD 

1.3 
1.3 
1.3 
1.3 

1 9.5 11.3 0.514 13.9 UCP2060 UCPZOECD UCP206FC UCP206FCD 

2.1 
2.1 
2.1 

25.7 15.4 0.700 13.9 
UCPXOGC UCPX06CD 

2.2 26.7 15.0 0.662 13.3 UCP3060 UCP30600 
1.6 
1.6 
1.6 
1.6 
1.6 

25.7 15.4 0.700 13.9 
UCP207C UCP207OD UOP207FC UCP207FCD 

2.7 
2.7 
2.7 

29.1 17.6 agas 14.q UCPX07C UCPXOTCD 

3.0 33.4 19.3 0.677 13.2 UGP307C UCP307GD 
2.0 
2.0 
2.0 

29.1 17.8 0.609 14.0 
UCP2066 UCP2066D 

3.5 
3.5 34.1 21.3 0.968 14.0 UCPXOBG UCPXOSCD 

UCP206FC UCP206FCD 

3.8 
3.6 40.7 24.0 1.09 13.2 UCP3060 UCP30660 
2.2 
2.2 
2.2 
2.2 

34.1 21 .3 0.966 14.0 
UCP209C UCP209CD 69 2 23laz UCP209FC UCP209FCD 66 3 15/32 

3.7 
3.7 35.1 23.3 1.06 14.4 UCPX09C UCPXOQCD 74 2 29/12 3.7 

3. As for the triple—lip seal type product (from 201 to 205 are the double-lip seal type products), supplementary code La (or L2) follows the Part No. of 
unit or bearing. (Example of Part No. : UCP206JL3. U0206L3) 

4. For the dimensions and iorms of applicable bearings, see the dimensional tables of insert bearing tor unit. 
5. Representative examples of the forms of housing are indicated. 
6. Housings of spheroidal graphite iron casting are also available. 
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UCP 
Cylindrical bore (with set screws) 
d (45) ~ (75) mm B 

Shaft Dia. Dimensions 
mm inch inch 

mm 

d H L A J N N1 H1 

45 
1¼ 2 41 /64 9 21132 2 5/s 715132 25!32 1 3/16 13/15 

67 245 67 190 20 30 21 
1 7/s 
1 15/15 2¼ 8 1/s 23/s 6¼ 25!32 7/s 13/15 

57.2 206 60 159 20 22 21 
2 

50 1 15/15 
2½ 9½ 2 7/s 6 23!32 25!32 1 13/32 7/s 

2 
63.5 241 73 171 20 36 22 

2 61 /64 1 o 13/15 2 15/15 811/32 25/32 1 3/s 15/15 
-

75 275 75 212 20 35 24 
2 
2 1/s 2½ 8 5/s 23/s 6 23/32 25/32 7/s 29/32 

63.5 219 60 171 20 22 23 
2 3/16 

55 
2¼ 10 ¼ 3 1/s 7¼ 31fa2 1 13/32 1 3/32 

2 3/16 
2¼ 

69.8 260 79 184 25 36 28 

2 3 5132 12 7132 3 5132 9 9/a2 25!32 1½ 1 1/16 
80 310 80 236 20 38 27 

2¼ 
2¼ 9½ 2¼ 7¼ 25!32 31!32 31fa2 

2 3/s 69.8 241 70 184 20 25 25 

60 
2 7/16 

3 11 ¼ 3¼ 8 31!32 1 9/rn 1 3/a2 
2 7/16 76.2 286 83 203 25 40 28 

3 11/32 13 3 11/32 9 27/32 31/32 1½ 1 5132 
-

85 330 85 250 25 38 29 
2½ 3 10 7/16 2¼ 8 31fa2 1 3/16 1 1/16 

76.2 265 70 203 25 30 27 

65 
2½ 3 11 ¼ 3¼ 8 31!32 1 9/16 1 3/32 

76.2 286 83 203 25 40 28 
2½ 3 35/54 13 3/s 3 17/32 10 ¼ 31/32 1½ 1¼ 

90 340 90 260 25 38 32 
2¼ 3 1/s 10 15!32 2 27/32 8 9/32 31!32 1 3/16 1 1/16 

79.4 266 72 210 25 30 27 

70 
2¼ 3½ 13 3½ 9 1 1/16 1 31 /32 1¼ 

88.9 330 89 229 27 50 32 
2¼ 3 47/64 14 3/rn 3 17/32 11 1132 1 1/rn 1 9/rn 1 3/s 

95 360 90 280 27 40 35 
2 15/15 

3¼ 1 o 13/rn 2 29/a2 817!32 31!32 1 3/rn 1 3/a2 

3 
82.6 275 74 217 25 30 28 

75 2 15/15 
3½ 13 3½ 9 1 1/16 1 31 /32 1¼ 

3 
88.9 330 89 229 27 50 32 

UCP2 

Bolt 
Size Unit 

inch 
No. 

H2 L1 B s mm 

5 3/16 2 15/15 2.244 0.866 5/s UCP309-28 
132 75 57 22 M16 UCP309 

UCP210-30 
4 7/16 2 3/s 2.031 0.748 5/s UCP210-31 
113 60 51.6 19 M16 UCP210 

UCP210-32 

4 31 /32 3 2.189 0.874 5/s 
UCPX10-31 

126 76 55.6 22.2 M16 
UCPX10 
UCPX10-32 

5 13/15 3 15/32 2.402 0.866 5/s 
UCP310 

148 88 61 22 M16 
UCP211-32 

4 29/32 2 9/16 2.189 0.874 5/s UCP211-34 
125 65 55.6 22.2 M16 UCP211 

UCP211-35 

5 15/32 3 9/32 2.563 1.000 ¼ 
UCPX11 
UCPX11-35 

139 83 65.1 25.4 M20 
UCPX11-36 

6 7/32 3 17 /32 2.598 0.984 5/s UCP311-32 
158 90 66 25 M16 UCP311 

UCP212-36 
5 7/16 2 7/s 2.563 1.000 5/s UCP212 
138 73 65.1 25.4 M16 UCP212-38 

UCP212-39 
5 31 /32 3 15/32 2.563 1.000 ¼ UCPX12 
152 88 65.1 25.4 M20 UCPX12-39 
6 9/16 4 1/16 2.795 1.024 ¼ 

UCP312 
167 103 71 26 M20 

5 29/a2 3 1/16 2.563 1.000 ¼ UCP213-40 
150 78 65.1 25.4 M20 UCP213 
6 3/32 3 15/32 2.937 1.189 ¼ UCPX13-40 
155 88 74.6 30.2 M20 UCPX13 

6 15/15 4 11/32 2.953 1.181 ¼ UCP313-40 
176 11 O 75 30 M20 UCP313 
6 3/16 2 15/15 2.937 1.189 ¼ UCP214-44 
157 75 74.6 30.2 M20 UCP214 

6 23/32 3 27 /32 3.063 1.331 7/s UCPX14-44 
171 98 77.8 33.3 M22 UCPX14 
7 5/16 4 11 /32 3.071 1.299 7/s UCP314-44 
186 11 O 78 33 M22 UCP314 

63/s 3 1/rn 3.063 1.311 ¼ 
UCP215-47 
UCP215 

162 78 77.8 33.3 M20 
UCP215-48 
UCPX15-47 

6 7/s 3 29/a2 3.252 1.311 7/s 
UCPX15 

175 99 82.6 33.3 M22 
UCPX15-48 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in P.11.) 
2. Part No. of applicable grease nipples are shown below. 

A-1/4-28UNF ........ 201-21 O, X05-X09, 305-308 
A-R1/8 .................. 211-218, X10-X20, 309-328 
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Standard 
Housing Bearing 

No. No. 

P309 
UC309-28 
UC309 
UC210-30 

P210 
UC210-31 
UC210 
UC210-32 
UCX10-31 

PX10 UCX10 
UCX10-32 

P310 UC310 

UC211-32 

P211 
UC211-34 
UC211 
UC211-35 
UCX11 

PX11 UCX11-35 
UCX11-36 

P311 
UC311-32 
UC311 
UC212-36 

P212 
UC212 
UC212-38 
UC212-39 

PX12 
UCX12 
UCX12-39 

P312 UC312 

P213 
UC213-40 
UC213 

PX13 
UCX13-40 
UCX13 

P313 
UC313-40 
UC313 

P214 
UC214-44 
UC214 

PX14 
UCX14-44 
UCX14 

P314 
UC314-44 
UC314 
UC215-47 

P215 UC215 
UC215-48 
UCX15-47 

PX15 UCX15 
UCX15-48 

Pillow block type 

UCP 
Cylindrical bore (with set screws) 
d (45) ~ (75) mm 

UCP2 

Shaft Die. Dimensions Bolt Standard 
mm inch inch Size Unit Housing Bearing 

mm . No. No. No. 
mch 

H L A J N N1 H1 Ha L1 B S mm 

45 13/4 211/11 99/11 25/1 715/12 25/11 18/11 13/11 53/11 215/11 2.244 0.666 5/1 ucpaos-za P309 uc309-23 
67 245 67 190 20 30 21 132 75 57 22 M16 ucpana u0309 

1 7/1 mm 0-30 u0210-30 
1 15/11 2 1/4 31/1 2 3/1 6 1/1 25I12 7/1 11/11 4 7/11 2 3/1 2.031 0.746 5/1 UCP210-31 P210 66210-31 

57.2 206 60 159 20 22 21 113 60 51.6 19 M16 ucpz1o mm 
2 ucP210-32 00210-32 

ºº 1'5"“ 21/2 91/2 27/1 623/32 25/12 111/11 7/1 431/12 3 2.139 0.674 5/1 3:31:31 9x10 331331 
2 63.5 241 73 171 20 36 22 126 76 55.6 2.2 M16 uomo-62 ucx1o-32 

261/11 109/11 215/11 611/12 25/12 1% 15/11 518/11 315/11 2.402 0.666 5/1 
' 75 275 75 212 20 35 24 146 63 61 22 M16 ucpa1o P310 uc310 

2 ucpz11-32 uc211-32 
21/1 21/1 85/3 23/1 623/32 25/11 7/1 29/12 429/11 29/11 2.169 0.674 5/1 ucpz11-34 P211 uc211-34 

63.5 219 60 171 20 22 23 125 65 55.6 2.2 M16 uc9211 mm 
2% ucpz11-35 u0211-35 

55 23/1 101/. 31/1 71/1 31/12 113/31 13/12 515/12 39/11 2.563 1.000 3/1 ucpx11 ucx11 
2 al“ 69 3 260 79 164 25 36 26 139 33 65 1 25 4 M20 ucpx11-35 PX“ ucx11-35 2 1/1 ' ' ' ucpx11-36 ucx11-36 
2 35/12 12 7/11 35/12 99/32 25/12 11/2 11/11 67/32 36/12 2.596 0.964 5/1 ucpa11-32 9311 uc311-32 

60 310 60 236 20 36 27 156 90 66 25 M16 UCP311 man 
2 1/4 UCP212-36 u0212-36 

2 3l4 9 1/2 2 3/4 7 1/4 25laz 31laz 51/32 5 7/111 2 7/6 2.563 1.000 5/6 UCP212 P212 UC212 
2% 69.3 241 70 164 20 25 25 136 73 65.1 25.4 M16 UCP212-36 u3212-33 

60 27/11 ucP212-as uc212-39 
3 11 v. 31/4 6 51/12 19/11 13/12 531/11 315/12 2.563 1.000 3/1 ucpx12 9x12 ucx12 

27/11 76.2 236 63 203 25 40 26 152 66 65.1 25.4 M20 ucpx12-39 ucx12-39 
311/51 13 311/11 927/11 a1I12 11/2 15/12 69/11 41/11 2.795 1.024 3/1 

" 35 330 65 256 25 36 29 167 163 71 26 M20 ucp312 P312 uc312 
21/2 3 10 1I13 2 3/4 8 31I32 1 3I16 1 1¡16 5 ”¡se 3 1I16 2.563 1.000 3/4 UCP213-40 P213 UCZ13-40 

76.2 265 70 203 25 30 27 150 76 65.1 25.4 M20 ucp213 mm 
65 21/2 3 111/. 31/4 6 31/12 19/11 13/11 63/32 35/12 2.937 1.169 3/1 ucpx13-40 9x13 ucx13-40 

76.2 266 63 203 25 40 26 155 66 74.6 30.2 M20 ucpx13 00x13 
21/2 335/1. 133/1 317/12 101/1 a1I11 11/2 11/. 615/11 411/12 2.953 1.161 3/1 ucP313-40 9313 60313-40 

90 340 90 260 25 36 32 176 110 75 30 M20 ucpa13 u0313 
23/1 31/1 1016/11 227/12 8%: 31/11 13/11 11/11 63/111 215/111 2.937 1.169 3/1 ucp214-44 1:214 06214-44 

79.4 266 72 216 25 30 27 157 75 74.6 30.2 M20 ucpz14 uc214 
70 23/1 31/1 13 31/2 9 11/11 19/11 w. 623/11 327/12 6.063 1.331 7/1 ucpx14-44 PX14 ucx14-44 

66.9 330 69 229 27 50 32 171 96 77.6 33.3 M22 ucpx14 UCX14 
2311 317/11 14 3/11 317/12 111/111 11/11 19/11 13/1 75/11 411/11 3.071 1.299 7/1 ucp314-44 P314 u0314-44 

95 360 90 260 27 40 35 166 110 76 33 M22 ucps14 mm 
2 15/16 3 1I:, 10 13/16 2 29/32 B 17I32 31I62 1 3I16 1 3/32 6 3l6 3 1lui 3.053 1.311 3/6 3231247 P215 3:31:47 

75 315 62.6 275 74 217 25 30 26 162 76 77.6 33.3 M20 ucpz15-46 uc215-43 

º ¡"º 31/1 13 31/1 9 11/11 131/11 11/. 67/1 saº/sz 3.252 1.311 7/1 3:31:47 PX15 3322'" 
3 33.9 330 89 229 27 50 32 175 99 62.6 33.3 M22 "cm… UCX15-48 

Remarks 1. In Pan No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in R11.) 
2. Pan No. of applicable grease nipples are shown below. 

A-1I4-28UNF ........ 201 ~210, X05~X09, 305~308 
A-R1/8 .................. 211~218, X10~X20, 309-328 
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Koyo 
Variations o! tolerance o! distance from mounting 
bottom to center o! spherical bore (LiH,) With Pressed Steel Covers 

(E1) 
With Casi lron Covers 

(E3) 
Unit:mm 

UCPX, 3 As Ac 
B 

Housing No. LiH, 
P203-P210 1 PX05-PX10 1 P305-P310 +0.15 
P211-P218 I PX11-PX18 I P311-P318 +0.2 

1 PX20 1 P319-P328 +0.3 

Basic Fatigue Factor With Pressed Steel Covers With Cast lron Covers 
Mass Load Ratings Load Limit Unit No. Dimension Mass Unit No. Dimension Mass 

kN kN 
Open Closed 

mm inch 
Open Closed 

mm inch 

kg C, Cor Cu fo EndsType EndType As kg EndsType EndType Ac kg 

4.9 
48.9 29.5 1.34 13.3 

- - - - - - - - - -

4.9 - - - - - UCP309C UCP309CD 102 4 1'32 6.2 
2.9 - - - - - - - - - -

2.9 
35.1 23.3 1.06 14.4 

- - - - - - - - - -

2.9 UCP210C UCP210CD 74 2 29fa2 2.9 UCP210FC UCP210FCD 97 3 13/16 3.9 
2.9 - - - - - - - - - -

4.6 - - - - - - - - - -

4.6 43.4 29.4 1.34 14.4 UCPX10C UCPX10CD 76 3 4.6 - - - - -

4.6 - - - - - - - - - -

6.6 62.0 38.3 1.74 13.2 - - - - - UCP310C UCP31 0CD 110 4 11'32 8.2 

3.6 - - - - - - - - - -

3.6 
43.4 29.4 1.34 14.4 

- - - - - - - - - -

3.6 UCP211C UCP211CD 76 3 3.6 UCP211 FC UCP211 FCD 99 3 29'32 4.8 
3.6 - - - - - - - - - -

6.5 UCPX11C UCPX11CD 89 3½ 6.5 - - - - -

6.5 52.4 36.2 1.65 14.4 - - - - - - - - - -

6.5 - - - - - - - - - -

7.9 
71.6 45.0 2.05 13.2 

- - - - - - - - - -

7.9 - - - - - UCP311C UCP311CD 114 4½ 9.7 
4.9 - - - - - - - - - -

4.9 
52.4 36.2 1.65 14.4 

UCP212C UCP212CD 89 3½ 4.9 UCP212FC UCP212FCD 114 4½ 6.4 
4.9 - - - - - - - - - -

4.9 - - - - - - - - - -

7.7 
57.2 40.1 1.82 14.4 

UCPX12C UCPX12CD 89 3½ 7.7 - - - - -

7.7 - - - - - - - - - -

9.5 81.9 52.2 2.37 13.2 - - - - - UCP312C UCP312CD 124 4 7/s 11.8 

5.9 
57.2 40.1 1.82 14.4 

- - - - - - - - - -

5.9 UCP213C UCP213CD 89 3½ 5.9 UCP213FC UCP213FCD 114 4½ 7.6 
8.1 

62.2 44.1 2.01 14.5 
- - - - - - - - - -

8.1 UCPX13C UCPX13CD 99 3 29'32 8.1 - - - - -

10.7 
92.7 59.9 2.68 13.2 

- - - - - - - - - -

10.7 - - - - - UCP313C UCP313CD 122 4 13/16 12.8 
6.8 

62.2 44.1 2.01 14.5 
- - - - - - - - - -

6.8 UCP214C UCP214CD 99 3 29fa2 6.8 UCP214FC UCP214FCD 124 4 7/s 8.7 
10.2 

67.4 48.3 2.17 14.5 
- - - - - - - - - -

10.2 UCPX14C UCPX14CD 99 3 29fa2 10.2 - - - - -

12.4 
104 68.2 2.96 13.2 

- - - - - - - - - -

12.4 - - - - - UCP314C UCP314CD 124 4 7/s 14.7 
7.4 - - - - - - - - - -

7.4 67.4 48.3 2.17 14.5 UCP215C UCP215CD 99 3 29fa2 7.4 UCP215FC UCP215FCD 124 4 7/s 9.3 
7.4 - - - - - - - - - -

10.8 - - - - - - - - - -

10.8 72.7 53.0 2.30 14.6 UCPX15C UCPX15CD 109 4%2 10.8 - - - - -

10.8 - - - - - - - - - -

3. As for the triple-lip seal type product (from 201 to 205 are the double-lip seal type products), supplementary code L3 (or L2) follows the Part No. of 
unit or bearing. (Example of Part No. : UCP206JL3, UC206L3) 

4. For the dimensions and forms of applicable bearings, see the dimensional tables of insert bearing for unit. 
5. Representative examples of the forms of housing are indicated. 
6. Housings of spheroidal graphite iron casting are also available. 
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With Pressed Steel Covers 
(E1) 

WlthCastlronGovers 

Koyo 
Variations of tolerance oi distance from mounting 
bottom to center of spherical here (An) 

(Es) Unltcmm 
UCPX.3 

Basie Fatigue Factor With Pressed Steel Covers With Cast Iron Covers 
Mass Load Ratings LoadLImlt Unit No. Dimension Mass Unit No. Dimension Mess 

kN … Open Closed … mºb Open Closed mm mºh 
kg C, Cn: Cu f0 Ends Type End Type A. kg Ends Type End Type A: kg 

4.9 — - _ — _ ' - — — — — 
4.9 “º 29.5 … 13'3 — _ _ _ - u0P309c UCP309CD 102 41/32 6.2 2.9 — — — — — — — — — — 
2'9 351 233 106 144 ' _ ' _ ' “ “ ' ' ' 2.9 ' ' ' ' UCP21DC UCP21OCD 74 Zºº/az 2.9 UCP210FC uc1=21orcn 97 313/13 3.9 
2.9 - _ - _ - - — — - _ 
4.6 — — - — — — — — — — 
4.6 43.4 29.4 1.34 14.4 009x100 uc1oco 76 3 4.6 - — - — — 
4.6 _ _ - _ - _ _ _ _ _ 
6.6 62.0 38.3 1.74 13.2 — — — - — ucP31oc ucP31ocD 110 411/32 6.2 
3.6 — — — — — _ _ _ _ _ 
3'5 434 294 134 144 ' “ ' “ “ ' ' ' “ ' 3.6 ' ' ' ' UCP211C UCP211CD 76 3 3.6 UCP211FC UCP211FCD 99 Sºº/az 4.6 
3.6 — - — - — — — — — — 6.5 ucpx11c uc11co 89 311: 6.5 —— _ _ _ _ 
6.5 52.4 36.2 1.65 14.4 _ _ _ _ _ _ _ _ _ - 
6.5 — — — — - - _ - _ - 
7'9 716 450 205 132 ' ' ' “ ' ' ' ' “ ' 7.9 ' ' ' ' — — - — — u0P311c UCP311CD 114 41/: 9.7 4.9 — — — - — — — — — — 
2.: 524 36.2 155 14.4 uan—12m ucpzjzcn _89 31:2 49 umm—zm uc1=21_25c0 114 41:: cio, 
4.9 - - - — - - - - — - 
;; 57.2 40.1 1.62 14.4 "ºm?” ucpxízco _89 3'12 7'_7 : : : : : 
9.5 61.9 52.2 2.37 13.2 — - _ _ _ u0P3120 uc1=31200 124 ula 11.6 
5.9 _ _ _ - _ _ _ _ - _ 
5.9 572 4°“ ”º ”'4 u01>213c ucp21acn 69 31/: 5.9 UCP213FC ucmarco 114 41/2 7.6 
6.1 — — — — — _ _ — _ _ 
8.1 ººº … 2'01 “'5 ucpx130 UCPX1SCD 99 sºº/az 6.1 — — — _ - 10.7 — — — — — — — — — — 

10.7 º” 59'9 2'68 13'2 — — — — — u0P3130 ucmacn 122 413/": 12.8 
6.6 — — — — - — — — - — 
6.3 622 … 2.01 14'5 ucp214c UCP214GD 99 32%: 6.6 UCP214Fc UCP214FCD 124 41/. 6.7 

10.2 — — - - — — — - _ — 
10.2 º“ 483 º'" 14'5 ucpx14c ucpx14cn 99 saº/az 10.2 — - - - — 12.4 — — — — — — — — — — 
12.4 "” ººº 2'96 132 — - - _ - u0P314c ucra14cn 124 41/: 14.7 7.4 _ _ _ _ _ _ _ _ _ - 
7.4 67.4 46.3 2.17 14.5 UCP21SC ucmscn 99 saº/az 7.4 UCP215FC ucpz15rc0 124 wa 9.3 
7.4 — - - — - - — - — — 10.8 - _ _ _ _ - _ _ _ _ 

10.6 72.7 53.0 2.30 14.6 uc150 ucpx1scn 109 49/32 10.6 — — — — — 
10.8 _ - _ _ _ - _ - - - 

3. As for the triple-lip seal type product (from 201 to 205 are the double-lip seal type products), supplementary code L3 (or L2) follows the Part No. of 
unit or bearing. (Example of Part No. : UCP206JL3, U0206L3) 

4. For the dimensions and terms of applicable bearings, see the dimensional tables of insert bearing for unit. 
5. Representative examples of the forms of housing are indicated. 
6. Housings oi spheroidal graphite iron casting are also available. 
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UCP 
Cylindrical bore (with set screws) 
d (75) ~ 140 mm B 

Shaft Dia. Dimensions 
mm inch inch 

mm 

d H L A J N N1 H1 

2 15/15 
3 15/15 14 31132 3 15/15 11 13132 1 1/rn 1 9/rn 1 3/s 

75 
3 

100 380 100 290 27 40 35 

3 1/s 3½ 11 ½ 3 1/16 9 1/s 31132 1 3/s 1 3/16 
88.9 292 78 232 25 35 30 

80 
4 15 4 11 1/s 1 1/16 2 9/32 1 11/32 

-
101.6 381 102 283 27 58 34 
4 11/64 15 ¼ 4 11/32 11 13/16 1 1/16 1 9/16 1 3/s 

-
106 400 11 O 300 27 40 35 

3¼ 3¼ 12 7132 3 9/32 9 23132 31132 1 3/s 1¼ 
95.2 310 83 247 25 35 32 

85 
4 15 4 11 1/s 1 1/16 2 3/s 1 11/32 

3 7/16 101.6 381 102 283 27 60 34 
4 13/32 16 17/32 4 11/32 12 19/32 1 5/16 1 25/32 1 9/16 

-
112 420 11 O 320 33 45 40 

3½ 4 12 7/s 3 15/32 10 5/16 1 1/16 1 9/16 1 5/16 
101.6 327 88 262 27 40 33 

90 
4 15 4 3/s 11 1/s 1 1/16 2 3/s 1½ 

-
101.6 381 111 283 27 60 38 

3½ 4 41 /64 16 15/rn 4 11/32 13 1 5/rn 1 25/32 1 9/16 
118 430 11 O 330 33 45 40 

95 
4 59/64 18 ½ 4 23/32 14 3/16 113132 1 31/32 1 13/15 

-
125 470 120 360 36 50 46 

5 17 4¼ 13 ¼ 1 5/16 2 9/16 1 25/32 3 15/15 
127 432 121 337 33 65 45 

4 
100 

3 15/15 5 33/54 19 9132 4 23/32 14 31132 113132 1 31 /32 1 13/15 

4 
140 490 120 380 36 50 46 

105 
5 33/54 19 9/32 4 23/32 14 31 /32 1 13/32 1 31 /32 1 13/15 

-
140 490 120 380 36 50 46 

110 
5 29/32 20 15132 5½ 15 ¼ 1 9/16 2 5132 1 31/32 

-
150 520 140 400 40 55 50 

120 
6 19/64 22 7 /15 5½ 17 23132 1 9/16 2 5132 1 31/32 

-
160 570 140 450 40 55 50 

130 
7 3/32 23 5/s 5½ 18 29/32 1 9/16 2 5/32 1 31 /32 

-
180 600 140 480 40 55 50 

140 
?7/s 24 13132 5½ 19 11 /16 1 9/16 2 5132 2 3/s 

-
200 620 140 500 40 55 60 

UCP2 

Bolt 
Size Unit 

inch 
No. 

H2 L1 B s mm 

7 25/32 4 7132 3.228 1.260 7/s 
UCP315-47 
UCP315 

198 107 82 32 M22 
UCP315-48 

6 27/32 3 9132 3.252 1.311 ¼ UCP216-50 
174 83 82.6 33.3 M20 UCP216 

7 11/15 4 9/16 3.374 1.343 7/s 
UCPX16 

195 116 85.7 34.1 M22 
8 7/32 4 23/32 3.386 1.339 7/s 

UCP316 
209 120 86 34 M22 
7 9/32 3 7/16 3.374 1.343 ¼ UCP217-52 
185 87 85.7 34.1 M20 UCP217 
?7/s 4 9/16 3.780 1.563 7/s UCPX17 
200 116 96 39.7 M22 UCPX17-55 

8 21 /32 4 23/32 3.780 1.575 1 
UCP317 

220 120 96 40 M27 
7 25/32 3 11/15 3.780 1.563 7/s UCP218-56 
198 94 96 39.7 M22 UCP218 
8 1/32 4 9/16 4.094 1.689 7/s 

UCPX18 
204 116 104 42.9 M22 
9 7/32 4 23/32 3.780 1.575 1 UCP318-56 
234 120 96 40 M27 UCP318 
9¼ 4 29/32 4.055 1.614 1 1/s 

UCP319 
248 125 103 41 M30 

9 21 /32 4 31 /32 4.626 1.937 1 
UCPX20 

245 126 117.5 49.2 M27 
UCPX20-63 
UCPX20-64 
UCP320 

10¼ 5½ 4.252 1.654 1 1/s 
UCP320-63 

273 140 108 42 M30 
UCP320-64 

1 o 15/16 5½ 4.409 1.732 1 1/s 
UCP321 

278 140 112 44 M30 
11 21132 5 29/32 4.606 1.811 1¼ 

UCP322 
296 150 117 46 M33 

12 7/16 6 5/16 4.961 2.008 1¼ 
UCP324 

316 160 126 51 M33 
13 21 /32 7 11/15 5.315 2.126 1¼ 

UCP326 
355 195 135 54 M33 

15 15132 7 9132 5.709 2.323 1¼ 
UCP328 

393 185 145 59 M33 
Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in P.11.) 

2. Part No. of applicable grease nipples are shown below. 
A-1/4-28UNF ........ 201-21 O, X05-X09, 305-308 
A-R1/8 .................. 211-218, X10-X20, 309-328 
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Standard 
Housing Bearing 

No. No. 

UC315-47 
P315 UC315 

UC315-48 

P216 
UC216-50 
UC216 

PX16 UCX16 

P316 UC316 

P217 
UC217-52 
UC217 

PX17 
UCX17 
UCX17-55 

P317 UC317 

P218 
UC218-56 
UC218 

PX18 UCX18 

P318 
UC318-56 
UC318 

P319 UC319 

UCX20 
PX20 UCX20-63 

UCX20-64 
UC320 

P320 UC320-63 
UC320-64 

P321 UC321 

P322 UC322 

P324 UC324 

P326 UC326 

P328 UC328 

Pillow block type 

UCP 
Cylindrical bore (with set screws) 
d (75) ~ 140 mm 

UCP2 

Shaft Dia. Dimensions Bolt Standard 
mm inch inch Size Unit Housing Bearing 

mm . No. No. No. 
web 

el H L A J N N1 H1 H3 L1 B S mm 
15 . 75 º ¡“º 311/12 1411/22 315/12 1111/22 1%: 11/12 1% 7211/22 47/22 3.223 1.260 % 32:21:47 9315 3321247 

3 100 330 100 290 27 40 35 193 107 32 32 M22 001231543 0031 5_ 43 
3% 3% 11 % 31% 9% 31/22 1% 1142 527/32 3162 3.252 1.311 % ucP213-50 P216 00216-50 

33.9 292 73 232 25 35 30 174 83 82.6 33.3 M20 ucP216 00216 
4 15 4 11 1l3 1 1I16 2 “¡32 1 11¡32 711/16 4 gI13 3.374 1.343 7/0 

ºº ' 101.6 381 102 233 27 53 34 195 116 35.7 34.1 M22 UCPX16 Pm UCX16 
411/64 15 3I4 4 "¡32 11 13/16 1 1/10 1 ”/16 1 3/3 87/32 4 23/32 3.386 1.339 7la 

' 106 400 110 300 27 40 35 209 120 36 34 M22 "ºmº P316 "6315 
3% 3% 121/22 311/22 923/22 11/22 1% 1% 71/22 37/12 3.374 1.343 % ucp217-52 P217 u0217-52 

95.2 310 83 247 25 35 32 135 37 35.7 34.1 M20 UCP217 00217 
36 4 15 4 11 % 11/12 2% 111/22 7% 41/15 3.730 1.563 % ucpx17 2x17 00x17 

37/13 101.6 331 102 233 27 60 34 200 116 96 39.7 M22 ucpx17-55 00x17-55 
41%2 1611/22 411/22 1211/32 15/12 125/32 1142 321/22 42022 3.730 1.575 1 

' 112 420 110 320 33 45 40 220 120 96 40 M27 0011317 Pº" "ºº" 
3% 4 12% 315/22 105/12 1%.; 1%; 15/“; 725/22 311/12 3.730 1.563 % ucma—ss Pm 00213-56 

101.6 327 33 262 27 40 33 193 94 96 39.7 M22 UCP21B 00213 
4 15 4 ale 11 'la 1 1I115 2 3I11 1 1/2 B 1I32 4 9I13 4.094 1.689 7/8 

ºº ' 101.6 381 111 233 27 60 33 204 116 104 42.9 M22 ucpx1a … 00x13 
3% 41%. 1615/12 411/22 13 15/13 125/az 11/12 91/22 42%2 3.730 1.576 1 ucP318-56 P318 00313-56 

113 430 110 330 33 45 40 234 120 96 40 M27 0061313 00313 
4 59/64 18 1I2 4 II32 14 3/15 1 13/32 1 31/82 1 18I13 9 5/4 4 29/32 4.055 1.614 1 1I3 

…. 95 ' 125 470 120 360 36 50 46 243 125 103 41 M30 0011319 Pm ”C319 
ucpxzo 00x20 3 º 25 21 1 

315/” 1.3.7 41372 1214 133317,4 1:36 265m 14532 924€IZ 4132532 116722 143327 M127 ucpxzo-ea 9x20 "ºxºº'63 100 4 ' ' UCPX20-64 00x20-64 
5111/24 131/22 4% 1411/22 11%2 111/22 111/13 10% 5% 4.252 1.654 1% ucpazo u0320 

3 “'“ 140 490 120 380 36 50 46 273 140 103 42 M30 UCP320-63 mº "0320153 4 UCP320-64 00320-64 
533/64 199/32 423/32 14 31/32 113/32 131/32 1‘3/16 1015/10 5 %  4.409 1.732 1 %  

105 ' 140 490 120 380 36 50 46 273 140 112 44 M30 ucp321 P321 uc321 
5121/22 2015/22 5% 15% 1%; 25/22 111/22 1121/22 5211/22 4.606 1.311 1% 

"º ' 150 520 140 400 40 55 50 296 150 117 46 M33 0012322 Pm "6322 
619/24 221/12 5% 1711/22 111/12 2132 111/22 121/12 65/12 4.961 2.003 1% 

“º “ 160 570 140 450 40 55 50 316 160 126 51 M33 "ººº“ 7324 u0324 
.. 71/22 23% 5% 1321/32 11/12 2562 111/22 1311/22 711/"; 5.315 2.126 1% 

130 ' 180 600 140 430 40 55 50 355 195 135 54 M33 uc1326 Pºzº uc326 
7 7/8 24 '3/32 5 1I2 19 "/16 1 9/16 2 5/32 2 3I3 15 15laz 7 l“/32 5.709 2.323 1 1/4 

"º “ 200 620 140 500 40 55 60 393 135 145 59 M33 0061323 Pºzº ”C328 
Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in R11.) 

2. Parl No. of applicable grease nipples are shown below. 
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Koyo 
Variations o! tolerance o! distance from mounting 
bottom to center o! spherical bore (LiH,) With Pressed Steel Covers 

(E1) 
With Casi lron Covers 

(E3) 
Unit:mm 

UCPX, 3 As Ac 
B 

Housing No. LiH, 
P203-P210 1 PX05-PX10 1 P305-P310 +0.15 
P211-P218 I PX11-PX18 I P311-P318 +0.2 

1 PX20 1 P319-P328 +0.3 

Basic Fatigue Factor With Pressed Steel Covers With Cast lron Covers 
Mass Load Ratings Load Limit Unit No. Dimension Mass Unit No. Dimension Mass 

kN kN 
Open Closed 

mm inch 
Open Closed 

mm inch 

kg C, Cor Cu fo EndsType EndType As kg EndsType EndType Ac kg 

14.8 - - - - - - - - - -

14.8 113 77.2 3.24 13.2 - - - - - UCP315C UCP315CD 134 59132 17.3 
14.8 - - - - - - - - - -

9.0 
72.7 53.0 2.30 14.6 

- - - - - - - - - -

9.0 UCP216C UCP216CD 109 49132 9.0 UCP216FC UCP216FCD 138 5 7/16 11.4 

15.3 84.0 61.9 2.60 14.5 UCPX16C UCPX16CD 113 4 7/16 15.3 - - - - -

18.5 123 86.7 3.53 13.3 - - - - - UCP316C UCP316CD 138 5 7/16 21.4 

10.8 
84.0 61.9 2.60 14.5 

- - - - - - - - - -

10.8 UCP217C UCP217CD 113 4 7/16 10.8 UCP217FC UCP217FCD 142 5 19!J2 13.5 
16.1 

96.1 71.5 2.91 14.5 
UCPX17C UCPX17CD 123 4 27 /32 16.1 - - - - -

16.1 - - - - - - - - - -

20.3 133 96.8 3.82 13.3 - - - - - UCP317C UCP317CD 146 5¼ 23.6 

13.9 
96.1 71.5 2.91 14.5 

- - - - - - - - - -

13.9 UCP218C UCP218CD 123 4 27 /32 13.9 UCP218FC UCP218FCD 152 6 17.0 

19.1 109 81.9 3.23 14.4 - - - - - UCPX18C UCPX18CD 158 6 7/32 22.5 

22.8 
143 107 4.11 13.3 

- - - - - - - - - -

22.8 - - - - - UCP318C UCP318CD 150 5 29!J2 26.6 

29.0 153 119 4.45 13.3 - - - - - UCP319C UCP319CD 162 6 3/s 33.3 

30.4 - - - - - UCPX20C UCPX20CD 186 7 5/16 34.9 
30.4 133 105 3.91 14.4 - - - - - - - - - -

30.4 - - - - - - - - - -

35.1 - - - - - UCP320C UCP320CD 174 6 27!J2 40.7 
35.1 173 141 5.08 13.2 - - - - - - - - - -

35.1 - - - - - - - - - -

37.6 184 153 5.41 13.2 - - - - - UCP321C UCP321CD 178 7 43.6 

44.0 205 180 6.15 13.2 - - - - - UCP322C UCP322CD 188 7 13!J2 50.8 

55.4 207 185 6.10 13.5 - - - - - UCP324C UCP324CD 196 7 23!J2 64.9 

72.1 229 214 6.79 13.6 - - - - - UCP326C UCP326CD 214 8 7/16 84.2 

92.5 253 246 7.54 13.6 - - - - - UCP328C UCP328CD 222 8¼ 108 

3. As far the triple-lip seal type product (from 201 to 205 are the double-lip seal type products), supplementary code L3 (ar L2) follows the Part No. of 
unit ar bearing. (Example of Part No. : UCP206JL3, UC206L3) 

4. Far the dimensions and forms of applicable bearings, see the dimensional tables of insert bearing far unit. 
5. Representative examples of the forms of housing are indicated. 
6. Housings of spheroidal graphite iron casting are also available. 
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With Pressed Steel Covers 
(E1) 

WlihCastlronGovers 

Koyo 
Variations of tolerance of distance from mounting 
bottom to center of spherical bore (An) 

(Es) Unitcmm 
UCPX.3 

$ U 
[CL \— I - _ 

A 

Basic Fatigue Factor With Pressed Steel Covers With Cast Iron Covers 
Mass Load Ratings LoadLIrIIfl Unit No. Dimension Mass Unit No. Dimension Mess 

kN … Open Closed mm mºb Open Closed … mºh 
kg C, Co: Cu fo Ends Type End Type A. kg Ends Type End Type Ac kg 

14.8 — — — — — ' — — — — — 
14.3 113 77.2 3.24 13.2 - — — - - u0P315c UCP31530 134 59/32 17.3 
14.3 — — - _ - _ - - — — 
º'º 727 530 230 146 ' ' ' “ ' ' ' ' _ ' 9.0 ' ' ' ' UCP2160 UCP21GCD 109 49/32 9.0 UCP216FC UCP216FCD 133 57/16 11.4 

15.3 34.0 61.9 2.50 14.5 UCPXiBC UCPX1BCD 113 47/16 15.3 - - - - - 

13.5 123 36.7 3.53 13.3 — — - - — UCP316c uc1=31630 133 57/15 21.4 
10.8 - - _ — - _ - _ — - 
10.3 Mºº 61'9 2'60 ”'5 UOP217c UCP217cD 113 47/18 10.3 UOP217I=c UCP217FCD 142 51%: 13.5 
121 96.1 715 2.91 145 ucmínc UCPX_17CD 123 42:62 16._1 : : : : : 

20.3 133 96.3 3.32 13.3 - - — — — UCP317c UCP317CD 146 53/4 23.6 
13.9 — - — — — — — — — — 
13.9 96" "'5 2'91 ”‘5 u3P2130 uc1=21acn 123 4271:: 13.9 UCP218FC UCP218FCD 152 6 17.0 
19.1 109 31.9 3.23 14.4 — - - - - U3PX130 UCPX1BCD 153 67/32 225 

22.3 143 107 411 13 3 “ " ' _ ' " “ ' “ ' 22.3 ' ' — - - - — UCP313c UCP313CD 150 sºº/az 26.6 
29.0 153 119 4.45 13.3 — — — - — u3P3193 uc3319cD 162 6% 33.3 
30.4 — — — _ _ UGsoc 03mm: 186 7 %  34.9 
30.4 133 105 3.91 14.4 — — - — - — - - — — 
30.4 - - - — - - - - — - 
35.1 — — — — — u3P3200 UCPazocn 174 617/62 40.7 
35.1 173 141 5.03 13.2 - — — - — - — - — — 
35.1 — - _ — — _ — — — - 
37.6 184 153 5.41 13.2 - - - - — UOP321c UCP321CD 173 7 43.6 

44.0 205 130 3.15 13.2 - — — — — u3P3220 uc1=322cn 188 713/62 50.3 

55.4 207 135 6.10 13.5 — — — — - u0P324c UCP32400 196 Tºa/az 64.9 

72.1 229 214 6.79 13.6 — — — — — u3P3260 UCP32630 214 67/16 34.2 

92.5 253 246 7.54 13.6 - — — — — 03P3233 uc332300 222 33/4 103 
3. As for the triple— lip seal type product (from 201 to 205 are the double-lip seal type products), supplementary code L3 (or L2) News the Part No. of 

unit or bearing. (Example of Part No.: UCP206JL3. U0206L3) 
4. For the dimensions and forms of applicable bearings, see the dimensional tables of insert bearing ior unit… 
5. Representative examples of the forms of housing are indicated. 
6. Housings of spheroidal graphite iron casting are also available. 
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NAP 
Cylindrical bore 
(with eccentric locking collar) 
d 12 ~ 75 mm 

Shaft Dia. 
mm inch 

d H L A J 

12 
½ 

1 3/16 5 1½ 3¾ 
15 

5/s 
30.2 127 38 95 

17 

20 
¾ 1 5/16 5 1½ 3¾ 

33.3 127 38 95 
7/s 

25 
15frn 1 7/16 5½ 1½ 4 1/s 

36.5 140 38 105 
1 
1 1/s 

30 
111/16 6½ 1 7/s 4¾ 

1 3/16 42.9 165 48 121 
1¼ 
1¼ 
1 5/16 

1 7/s 6 9/16 1 7/s 5 
35 1 3/s 

47.6 167 48 127 

1 7/16 
1½ 1 15/16 7¼ 2 1/s 513132 

40 1 9/rn 
49.2 184 54 137 

1 5/s 

45 
1 11 /16 2 1/s 715132 2 1/s 5¾ 
1¾ 54 190 54 146 

1 7/s 

50 
1 15frn 2¼ 8 1/s 23/s 6¼ 

57.2 206 60 159 
2 
2 

55 
2 1/s 2½ 8 5/s 2 3/s 6 23132 

63.5 219 60 171 
2 3/rn 
2¼ 

60 
2¾ 9½ 2¾ 7¼ 

2 3/s 69.8 241 70 184 
2 7/16 

65 
2½ 3 10 7/16 2¾ 8 

76.2 265 70 203 

70 
2¾ 3 1/s 10 15132 2 27'32 89132 

79.4 266 72 210 

75 
2 15/16 3¼ 1 o 13/16 2 29/32 817132 

82.6 275 74 217 

B, 

, T1 
'll ~--+-~~ ~d 1 
' 1J 

Dimensions 
inch 
mm 

N N1 H1 H2 L1 B1 s 

½ 23'32 5/s 23/s 1 13'32 1.720 0.673 
13 18 16 60 36 43.7 17.1 

½ 23132 5/s 2 9/16 1 13'32 1.720 0.673 
13 18 16 65 36 43.7 17.1 

½ 23132 5/s 2¾ 1½ 1.748 0.689 
13 18 16 70 38 44.4 17.5 

21132 13frn 21'32 3 5/16 1 7/s 1.906 0.720 
17 21 17 84 48 48.4 18.3 

21132 13/16 23'32 3¾ 1 27 '32 2.012 0.740 
17 21 18 95 47 51.1 18.8 

21132 13/16 23'32 3 27'32 2 3132 2.217 0.843 
17 21 18 98 53 56.3 21.4 

21132 13/16 25'32 4 3/16 2 5132 2.217 0.843 
17 21 20 106 55 56.3 21.4 

25132 7/s 13/16 4 7/16 23/s 2.469 0.969 
20 22 21 113 60 62.7 24.6 

25132 7/s 29'32 4 29'32 2 9/rn 2.811 1.094 
20 22 23 125 65 71.4 27.8 

25132 31132 31'32 5 7/16 2 7/s 3.063 1.220 
20 25 25 138 73 77.8 31 

31132 1 3/16 1 1/16 5 29'32 3 1/16 3.374 1.343 
25 30 27 150 78 85.7 34.1 

31132 1 3/rn 1 1/16 6 3/16 2 15/16 3.374 1.343 
25 30 27 157 75 85.7 34.1 

31132 1 3/16 1 3'32 63/s 3 1/16 3.626 1.469 
25 30 28 162 78 92.1 37.3 

Remarks 1. In Part No. of unit, fitting codes follow bore diameter numbers. (See Table 2.5 in P.11.) 
2. Par! No. of applicable grease nipples are shown below. 

A-1/4-28UNF ........ 201-21 O 
A-R1/8 .................. 211-215 
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Bolt Unit Housing Bearing 
Size No. No. No. 

inch 
mm 

NAP201 NA201 

3/s 
NAP201-8 NA201-8 
NAP202 P203 NA202 

M10 
NAP202-10 NA202-10 
NAP203 NA203 

3/s NAP204-12 
P204 

NA204-12 
M10 NAP204 NA204 

NAP205-14 NA205-14 
3/s NAP205-15 

P205 
NA205-15 

M10 NAP205 NA205 
NAP205-16 NA205-16 
NAP206-18 NA206-18 

½ NAP206 
P206 

NA206 
M14 NAP206-19 NA206-19 

NAP206-20 NA206-20 
NAP207-20 NA207-20 

½ 
NAP207-21 NA207-21 

M14 
NAP207-22 P207 NA207-22 
NAP207 NA207 
NAP207-23 NA207-23 

½ 
NAP208-24 NA208-24 

M14 
NAP208-25 P208 NA208-25 
NAP208 NA208 
NAP209-26 NA209-26 

½ NAP209-27 
P209 

NA209-27 
M14 NAP209-28 NA209-28 

NAP209 NA209 
NAP210-30 NA210-30 

5/s NAP210-31 
P210 

NA210-31 
M16 NAP210 NA210 

NAP210-32 NA210-32 
NAP211-32 NA211-32 

5/s NAP211-34 
P211 

NA211-34 
M16 NAP211 NA211 

NAP211-35 NA211-35 
NAP212-36 NA212-36 

5/s NAP212 
P212 

NA212 
M16 NAP212-38 NA212-38 

NAP212-39 NA212-39 
¾ NAP213-40 

P213 
NA213-40 

M20 NAP213 NA213 
¾ NAP214-44 

P214 
NA214-44 

M20 NAP214 NA214 
¾ NAP215-47 

P215 
NA215-47 

M20 NAP215 NA215 

Pillow block type 

NAP 
Cylindrical bore 
(wlth eccentric locking collar) 
d 12 ~ 75 mm 

Shaft Dt.. Dimensions Bolt Unit Housing Bearing 
mm inch inch Size No. No. No. 

mm . mch 
¿ H L A J N Nx H1 H2 L1 Bx S mm 

12 NAP201 NA201 

'I: 1 3/16 5 1 1/2 3 3/4 ‘I2 “¡se 5/5 2 5/3 1 13/32 1.720 0.673 3/5 NAP201-8 NA201-8 
‘5 302 127 se 95 13 1s 16 en 36 437 171 M10 "”ººº P203 "A202 5/11 ' ' ' NAP202-10 NA202-10 
17 NAP203 NA203 
20 3/4 1 5/15 5 1 1/2 3 5/4 ‘I2 23/32 5la 2 “/15 1 lalaz 1.720 0.673 3/5 NAP204-12 P204 NA204-12 

33.3 127 38 95 13 18 16 65 36 43.7 17.1 M10 NAP204 NA204 
7/3 NAP205-14 NA205-14 

25 15In 1 7/15 51/2 1 1/2 41/3 1¡¡ 23laz 5/5 2 3/4 1 1/2 1.748 0.689 3/5 NAP205-15 P205 NA205-15 
36.5 140 38 105 13 18 16 70 38 44.4 17.5 M10 NAP205 NA205 

1 NAP205-16 NA205-16 
1 Va NAP206-18 NA206-1 8 

3° 1 "ha 61/2 1 7/3 4 3/4 21la: Islis 21la: 3 6I15 1 7/5 1.906 0.720 1/2 NAP206 P206 NA206 
1 3I16 42.9 165 48 121 17 21 17 84 48 48.4 18.3 M14 NAP206-19 NA206-19 
1 V4 NAP206-20 NA206-20 
1 1/4 NAP207-20 NA207-20 

35 ] 22“ 1 U. 6 ºf… 1 m 5 21/32 “¡… ”la: a an 1 27m 2.012 0.740 1/2 :2:::;::; P207 3222313; 
47.6 167 48 127 17 21 18 95 47 51.1 18.8 M14 N AP207 NA207 

1 7/16 NAP207-23 NA207-23 

40 1 ;; 1 15/15 71/4 21/5 5 15/32 ¡Vaz “/16 23laz 3 27/32 2 5/32 2.217 0.843 1/2 :2::::; P208 #2333; 
49.2 184 54 137 17 21 18 98 53 56.3 21.4 M14 N AP208 NA208 

1 5h NAP209-26 NA209-25 
45 1 "ha 2 'la 7 ‘5/32 2 Va 5 3la 21¡32 13/111 25I11: 4 3I11: 2 5/52 2.217 0.843 ‘/2 NAP209-27 P209 NA209-27 

1 3/4 54 190 54 146 17 21 20 106 55 56.3 21.4 M14 NAP209-28 NA209-28 
NAP209 NA209 

1 7h NAP21 0-30 NA210-30 
50 1 15/13 2 1II. 8 Va 2 3la 6 1/4 ¡5/32 7/3 1"4111 4 7/1a 2 % 2.469 0.969 5/5 NAP210-31 P210 NA210-31 

57.2 206 60 159 20 22 21 113 60 62.7 24.6 M16 NAP210 NA210 
2 NAP210-32 NA210-32 
2 NAP211-32 NA211-32 

55 2 Us 2 1lz 8 5/3 2 3/11 6 23/32 25/32 7/n 29/32 4 29/52 2 “ha 2.811 1.094 5/a NAP211-34 P21 1 NA21 1 ~34 
63.5 219 60 171 20 22 23 125 65 71.4 27.8 M16 NAP211 NA211 

2 ”ha NAP21 1 -35 NA21 1 -35 
2 1/4 NAP212-36 NA212-36 

60 2 5% 91/2 2 3l4 7 1¡4 25¡52 31laz 31la: 5 7/15 2 7/5 3.063 1.220 5/a NAP212 P212 NA212 
2 3la 69.8 241 70 184 20 25 25 138 73 77.8 31 M16 NAP212-38 NA212-38 
2 7/16 NAP212-39 NA212-39 

65 2 1¡a 3 10 7/15 2 3/4 8 31laz 1 5/15 1 1ha 5 25I'32 3 1lui 3.374 1.343 3/4 NAP213-40 P213 NA213-40 
76.2 265 70 203 25 30 27 150 78 85.7 34.1 M20 NAP21 3 NA213 

70 2 8/4 3 ‘la 10 ‘5/32 2 z7/32 8 9I112 31/32 1 3/15 1 1I11; 6 3/1a 2 ‘5/15 3.374 1.343 3/4 NAP214-44 P214 NA214-44 
79.4 266 72 21 0 25 30 27 1 57 75 85.7 34.1 M20 NAP21 4 NA214 

75 215/16 3 1/4 10 13/16 2 29/32 8 17/32 31/:12 1 3¡1.3 1 alaz 6 3/11 3 1I15 3.626 1.469 3/4 NAP21547 P215 NA215-47 
82.6 275 74 21 7 25 30 g! 1 gg 78 g_2_.1 37:3 M_20 Nfl1 5 NA215 

Remarks 1. In Part No. of unit, fitting codes follow bore diameter numbers. (See Tabla 2.5 in P.11 .) 
2. Pan No. of applicable grease nipples are shown below. 

A—1/4-28UNF ........ 201 -210 
A—R1l8 .................. 211~215 
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Basic Fatigue 
Load Ratings Load Limit 

kN kN 

Cr Cor Cu 

12.8 6.65 0.302 

12.8 6.65 0.302 

14.0 7.85 0.357 

19.5 11.3 0.514 

25.7 15.4 0.700 

29.1 17.8 0.809 

34.1 21.3 0.968 

35.1 23.3 1.06 

43.4 29.4 1.34 

52.4 36.2 1.65 

57.2 40.1 1.82 

62.2 44.1 2.01 

67.4 48.3 2.17 

Factor Mass 

fo kg 

0.71 

13.2 0.69 

0.66 

13.2 0.73 

13.9 0.87 

13.9 1.4 

13.9 1.8 

14.0 2.1 

14.0 2.4 

14.4 3.1 

14.4 3.9 

14.4 5.2 

14.4 6.5 

14.5 7.7 

14.5 7.9 

Koyo 
Variations o! tolerance o! distance from 
mounting bottom to center of spherical 
bore (L1Hs) 

Unit:mm 
Housing No. 
P203-P210 +0.15 
P211-P215 +0.2 

3. As for the triple-lip seal type product (from 201 to 205 are the double-lip seal type products), supplementary code L3 (or L2) follows the Part No. of 
unit or bearing. (Example of Par! No. : NAP206JL3, NA206L3) 

4. For the dimensions and forms of applicable bearings, see the dimensional tables of insert bearing for unit. 
5. Representative examples of the forms of housing are indicated. 
6. Housings of spheroidal graphite iron casting are also available. 
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Koyo 
Variations of tolerance of distance from 
mounting bottom to center of spherical 
bore (An.) 

Unit: mm 
Housln No. AH- 
P203~P210 £1.15 
P2114215 10.2 

Basic Fatigue Factor Mus 
Load Ratings Load Limit 

kN kN 

Cr CO: C.. fo kg 

0.71 

12.8 6.65 0.302 13.2 0.69 

0.66 

12.8 6.65 0.302 13.2 0.73 

14.0 7.85 0.357 13.9 0.87 

19.5 11.3 0.514 13.9 1.4 

25.7 15.4 0.700 13.9 1.8 

29.1 17.8. 0.809 14.0 2.1 
in u i 

34.1 21.3 0.968 14.0 2.4 

35.1 23.3 1.06 14.4 3.1 

43.4 29.4 1.34 14.4 3.9 

52.4 36.2 1.65 14.4 5.2 

57.2 40.1 1.82 14.4 6.5 

62.2 44.1 2.01 14.5 7.7 

67.4 48.3 2.17 14.5 7.9 

3. As for the triple-lip seal type product (from 201 to 205 are the double-lip seal type products). supplementary code L3 (or 12) follows the Part No. of 
unit or bearing. (Example of Part No. : NAP206JL3, NA206L3) 

4. For the dimensions and lorms of applicable bearings, see the dimensional tables of insert bearing for unit. 
5. Representative examples of the forms of housing are indicated. 
6. Housings of spheroidal graphite iron casting are also available. 
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NAPK 
Cylindrical bore 
(with eccentric locking collar) 
d 12 ~ 75 mm 

Shaft Dia 
mm inch 

d H L A J 

12 
½ 

15 
1¼ 5¼ 1 5/s 3 27'32 

5/s 
17 

31.8 133 41 98 

¼ 
20 

7/s 

25 
15frn 1 5/16 5½ 1 23'32 4 1/s 

33.3 140 44 105 
1 
1 1/s 

30 
1 9/16 6 5/16 1 7/s 4¼ 

1 3/16 39.7 160 48 121 
1¼ 
1¼ 
1 5/16 1 13/15 6 9/16 1 7/s 5 

35 1 3/s 
46 167 48 127 

1 7/16 
1½ 1 15/15 7 1/s 2 1/s 53/s 

40 1 9/16 
49.2 181 54 136.5 

1 5/s 

45 
1 11frn 2 1/16 715132 2 1/s 5 7/s 
1¼ 52.4 190 54 149.2 

1 7/s 

50 
1 15frn 2 3/16 8 2¼ 6¼ 

55.6 203 57 159 
2 
2 

55 
2 1/s 2 7/16 9 1/s 2 3/s 7 1/s 

61.9 232 60 181 
2 3/16 
2¼ 

60 
2 11/15 9½ 2 17'32 7 17'32 

23/s 68.3 241 64 191 
2 7/16 

75 
2 15/15 3 5/16 11 31132 3 7'32 9½ 

84.1 304 82 241 

Dimensions Bolt Unit 
inch Size No. 
mm 

inch 
N N1 H1 H2 Li B1 s 

NAPK201 
NAPK201-8 

7/15 9/15 9/15 2 15'32 1 25132 1.72 0.673 
NAPK202 

3/s NAPK202-10 
11 14 14 63 45 43.7 17.1 

NAPK203 
NAPK204-12 
NAPK204 
NAPK205-14 

7frn 9/15 5/s 2 11/15 1 25132 1.748 0.689 3/s 
NAPK205-15 

11 14 16 68 45 44.4 17.5 NAPK205 
NAPK205-16 
NAPK206-18 

9frn ¼ 21'32 3 5'32 1 25132 1.906 0.72 
½ 

NAPK206 
14 19 17 80 45 48.4 18.3 NAPK206-19 

NAPK206-20 
NAPK207-20 

9/15 ¼ ¼ 3 5/s 1 25132 2.012 0.74 
NAPK207-21 

14 19 19 92 45 51.1 18.8 
½ NAPK207-22 

NAPK207 
NAPK207-23 

9frn 1 1132 ¼ 3 15/15 1 31132 2.217 0.843 
NAPK208-24 

½ NAPK208-25 
14 26.3 19 100 50 56.3 21.4 

NAPK208 
NAPK209-26 

9frn 1 1/s 25'32 4 3/16 2 1/16 2.217 0.843 
½ 

NAPK209-27 
14 28.6 20 106 52 56.3 21.4 NAPK209-28 

NAPK209 
NAPK210-30 

9frn ¼ 7/s 4 13'32 25'32 2.469 0.969 
½ 

NAPK210-31 
14 19 22 112 55 62.7 24.6 NAPK210 

NAPK210-32 
NAPK211-32 

23'32 15frn 31'32 4 7/s 219132 2.811 1.094 
5/s 

NAPK211-34 
18 24 25 124 66 71.4 27.8 NAPK211 

NAPK211-35 
NAPK212-36 

23'32 15/15 13'32 5 11'32 2 9/16 3.063 1.22 5/s 
NAPK212 

18 24 28 136 65 77.8 31 NAPK212-38 
NAPK212-39 

7/s ¼ 1½ 6½ 3 7/16 3.626 1.469 
¼ 

NAPK215-47 
22 32 38 165 87 92.1 37.3 NAPK215 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in P.11.) 
2. Par! No. of applicable grease nipples are shown below. 

A-1/4-28UNF ........ 201 ~210 
A-R1/8 .................. 211-215 
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Housing Bearing 
No. No. 

NA201 
NA201-8 
NA202 

PK204 NA202-10 
NA203 
NA204-12 
NA204 
NA205-14 

PK205 
NA205-15 
NA205 
NA205-16 
NA206-18 

PK206 
NA206 
NA206-19 
NA206-20 
NA207-20 
NA207-21 

PK207 NA207-22 
NA207 
NA207-23 
NA208-24 

PK208 NA208-25 
NA208 
NA209-26 

PK209 
NA209-27 
NA209-28 
NA209 
NA210-30 

PK210 
NA210-31 
NA210 
NA210-32 
NA211-32 

PK211 
NA211-34 
NA211 
NA211-35 
NA212-36 

PK212 
NA212 
NA212-38 
NA212-39 

PK215 
NA215-47 
NA215 

Pillow block type 

NAPK 
Cylindrical bore 
(wlth eccentric locking collar) 
d 12 ~ 75 mm 

Shaft Dla Dimensions Bolt Unlt Housing Bearing 
mm inch inch Size No. No. No. 

mm . mch 
d H L A J N N1 H1 Hz L1 B1 S 

12 NAPK201 NA201 
vz NAPK201-a NA201-8 

‘5 ¿¡ 11/1 51/1 1% 327/52 7/16 “¡15 ºm 216/5: 125/112 1.72 0.673 3 "”… "Aººº 
“ 31.8 133 41 96 11 14 14 53 45 43.7 17.1 ¡“ "”vºz“ PK?“ "ººº"… 17 NAPK203 101203 

314 NAPK204~12 114204-12 
20 NAPK204 101204 

7;. NAPK205-14 101205-14 
25 15I16 1 5/16 51/2 1 23/32 41/3 7/15 gI16 slaé 2 “/16 1 25I62 1.748 0.689 3/5 NAPK205-15 PK205 NA205-15 

33.3 140 44 105 11 14 16 es 45 44.4 17.5 NAPK205 101205 
1 NAPK205-16 NA205-16 
1 Va NAPK206-16 NA206-18 

30 19/16 65/15 171. 43/. 9/1. al. maz 35/116 125/112 1.906 0.72 ,¡2 NAPK206 ”(206 NA206 
1 3/10 39.7 160 46 121 14 19 17 60 45 46.4 18.3 NAPK206-19 NA206-19 
1 1/4 NAPK206-20 mos-20 
1 1/4 NAPK207-20 NA207-20 
”"º 115/15 sºm 17/1 5 ºm 8/4 3/4 3% 125/32 2.012 0.74 "“Nºw"… "”M"” 35 1% 40 157 40 127 14 19 19 92 45 511 188 'la NAPK207-22 PK207 NA207-22 

' ' NAPK207 104207 
1 7/10 NAPK207—23 101207-23 

40 ;;;; 115/16 717. 21/6 53/. ºl… 11/32 ºh 315/16 131/32 2.217 0.643 10 3533; Placa 3222223; 
49.2 161 54 136.5 14 26.3 19 100 50 56.3 21.4 "…s …ºs 

1 5/5 NAPK209-26 NA209-26 
45 1“/15 2‘/16 7‘5/62 21/3 57/6 9I16 11/0 25I112 43/16 21/10 2.217 0.843 1 I2 NAPK209-27 PK209 NA209-27 

1 al. 52.4 190 54 149.2 14 26.6 20 106 52 56.3 21.4 NAPK209-26 NA209-28 
NAPK209 114209 

1 1/1 NAPK210-30 NA210-30 
50 115/13 23m 8 21/4 61/4 ºm 3/4 7/0 46/62 26/32 2.469 0.969 1/2 NAPK210-31 Pm 114210-31 

55.6 203 57 159 14 19 22 112 55 62.7 24.6 NAPK210 114210 
2 NAPK210-32 104210-32 
2 NAPK211-32 101211-32 

55 21/. 27/1. 91/6 2% 7v. 29/6: 15m Waz 47/. 219/32 2.611 1.094 % NAPK211-34 PK211 114211-34 
61.9 232 60 181 18 24 25 124 66 71.4 27.6 NAPK211 1114211 

2am NAPK211-35 NA211-35 
2 1/4 NAPK212-36 11421 236 

50 2 11I16 9 1/2 2 17/32 7 11I32 23I112 “/10 13laz 5 "laz 2 9/16 3.063 1 .22 5/5 NAPK212 PK212 NA212 
2% 66.3 241 54 191 16 24 26 136 65 77.6 31 NAPK212-36 NA212-38 
27/13 NAPK212-39 071212-39 

75 215/111 35/111 1131/52 302 91/2 7/a 1/4 wz 61/2 37/15 3.626 1.469 3/1 NAPK215—47 ”(215 NA215-47 
04.1 304 82 241 22 gg 38 165 67 gy 37.3 NAPK215 Mm 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See 'lhble 2.5 in R1 1.) 
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2. Part No. of applicable grease nipples are shown below. 
A—1/4—28UNF ........ 201 --210 
A—R1/8 .................. 21 1 ~215 
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Basic Fatigue Factor Mass 
Load Ratings Load Limit 

kN kN 

Cr Cor Cu fo kg 

12.8 6.65 0.302 13.2 0.82 

14.0 7.85 0.357 13.9 1 

19.5 11.3 0.514 13.9 1.4 

25.7 15.4 0.700 13.9 2 

29.1 17.8 0.809 14.0 2.5 

34.1 21.3 0.968 14.0 2.7 

35.1 23.3 1.06 14.4 3.2 

43.4 29.4 1.34 14.4 4.6 

52.4 36.2 1.65 14.4 5.2 

67.4 48.3 2.17 14.5 9.6 

3. For the dimensions and forms of applicable bearings, see the dimensional tables of insert bearing for unit. 
4. Representative examples of the forms of housing are indicated. 
5. Housings of spheroidal graphite iron casting are also available. 

Koyo 
Variations o! tolerance o! distance from 
mounting bottom to center of spherical 
bore (L1Hs) 

Unit:mm 
Housing No. 
PK204-PK21 O +0.15 
PK211 ~PK215 +0.2 
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Koyo 
Variations of tolerance of distance from 
mounting bottom to center of spherical 
bore (Am) 

Unit: mm 
Housing No. An. 
PK204~PK210 10.15 
PK211—PK215 10.2 

Boole Fatigue Factor Mass 
Load Ratings Load l l t  

kN kN 

Cr Co: C.. fo kg 

12.8 6.65 0.302 13.2 0.82 

14.0 7.85 0.357 13.9 1 

19.5 11.3 0.514 13.9 1.4 

25.7 15.4 0.700 13.9 2 

29.1 17.6 0.809 14.0 2.5 

34.1 21.3 0.968 14.0 2.7 

35.1 23.3 1.06 14.4 3.2 

43.4 29.4 1.34 14.4 4.6 

52.4 36.2 1.65 14.4 5.2 

67.4 48.3 2.17 14.5 9.6 

3. For the dimensions and lorms of applicable bearings, see the dimensional tables of insert bearing for unit. 
4. Representative examples of the forms of housing are indicated. 
5. Housings of spheroidal graphite iron casting are also available. 
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UKP 
Tapered bore (with adapter) 
d1 20 ~ (50) mm 

Shaft Dia. 
mm inch 

d1 H L A 

¼ 1 7/16 5½ 1½ 
36.5 140 38 

20 
¼ 1¼ 6¼ 2 

44.4 159 51 
¼ 1 49/64 6 7/s 1¼ 

45 175 45 
1 11/15 6½ 1 7/s 

1 42.9 165 48 

25 
1 7/s 6 7/s 2¼ 

1 47.6 175 57 
1 31!32 7 3!32 1 31!32 

1 50 180 50 
1 1/s 1 7/s 6 9/16 1 7/s 

47.6 167 48 

30 
1 1/s 2 1/s 8 2¼ 

54 203 57 
1 1/s 2 13/64 8 9/32 2 7132 

56 210 56 
1¼ 1 15/15 7¼ 2 1/s 
1 3/s 

49.2 184 54 

1¼ 
2 5/16 8¼ 2 5/s 

35 1 3/s 
58.7 222 67 

1¼ 
2 23/64 8 21!J2 2 3/s 

1 3/s 
60 220 60 

1½ 2 1/s 7 15!J2 2 1/s 
54 190 54 

40 
1½ 2 5/rn 8¼ 2 5/s 

58.7 222 67 
1½ 2 41 /64 9 21132 2 5/s 

67 245 67 
1¼ 2¼ 8 1/s 2 3/s 

57.2 206 60 

45 
1¼ 2½ 9½ 2 7/s 

63.5 241 73 
1¼ 2 61 /64 1 o 13/15 2 15/15 

75 275 75 
1 7/s 

2½ 8 5/s 2 3/s 

2 
63.5 219 60 

50 
1 7/s 

2¼ 10 ¼ 3 1/s 

2 
69.8 260 79 

B1 

Dimensions 
inch 
mm 

J N N1 

4 1/s ½ 23!J2 
105 13 18 

4 11/15 21!J2 31!J2 
119 17 25 
5 3/rn 21!J2 25!J2 
132 17 20 
4¼ 21!J2 13/15 
121 17 21 
5 21!J2 31!J2 

127 17 25 
5½ 21!J2 25!J2 
140 17 20 
5 21!J2 13/15 

127 17 21 
5 21!J2 21!J2 1 3/16 
144 17 30 
6 5/rn 21/J2 31/J2 
160 17 25 

5 13!J2 21!J2 13/15 
137 17 21 

6 5/32 25!J2 1¼ 
156 20 32 

6 11/15 21!J2 1 1/16 
170 17 27 

5¼ 21!J2 13/15 
146 17 21 
6 5/32 25!J2 1 5/16 
156 20 33 

7 15/J2 25/J2 1 3/16 
190 20 30 
6¼ 25!J2 7/s 
159 20 22 

6 23!J2 25!J2 113!32 

171 20 36 
8 ll!J2 25!J2 1 3/s 
212 20 35 

6 23/s2 25!J2 7/s 
171 20 22 

7¼ 31!J2 113!32 
184 25 36 

UKP2 

~ N -

H 

H1 
1 1 1 1 

L1 
J 
L 

Bolt 
Size Unit 

inch 
No. 

H1 H2 L1 Bi mm 

5/s 2¼ 1½ 1 3/s 3/s 
UKP205 

16 70 38 35 M10 
5/s 3 3/s 1 27 /32 1 3/s ½ 

UKPX05 
16 86 47 35 M14 
5/s 3 ll!J2 2 5/32 1 3/s ½ 

UKP305 
16 85 55 35 M14 

21132 3 5/16 1 7/s 1½ ½ 
UKP206 

17 84 48 38 M14 
21!J2 3 21!J2 2 5/32 1½ ½ 

UKPX06 
17 93 55 38 M14 

21132 3¼ 2 3!32 1½ ½ 
UKP306 

17 95 53 38 M14 
23!32 3¼ 1 27 /32 1 11/15 ½ 

UKP207 
18 95 47 43 M14 
¼ 4 1/s 2 17 /32 1 11/15 ½ 

UKPX07 
19 105 64 43 M14 
¼ 4 7132 2 9/16 1 11/15 ½ 

UKP307 
19 107 65 43 M14 

23!32 3 21132 2 3!32 1 13/15 ½ 
18 98 53 46 M14 

UKP208 

13/15 4½ 2 25!J2 1 13/15 5/s 
21 114 71 46 M16 

UKPX0S 

¼ 4 21!J2 2 9/16 1 13/15 ½ 
19 118 65 46 M14 

UKP308 

25!J2 4 3/16 2 5/32 1 31!J2 ½ 
UKP209 

20 106 55 50 M14 
13frn 4 9/rn 2 25!J2 1 31!J2 5/s 

UKPX09 
21 116 71 50 M16 

13/15 5 3/16 2 15/15 1 31/J2 5/s 
UKP309 

21 132 75 50 M16 
13/15 4 7/16 2 3/s 2 5!32 5/s 

UKP210 
21 113 60 55 M16 
7/s 4 31!32 3 2 5!32 5/s 

UKPX10 
22 126 76 55 M16 

15/15 5 13/15 3 15!J2 2 5/32 5/s 
UKP310 

24 148 88 55 M16 

29!32 4 29!32 2 9/rn 2 5/rn 5/s 
UKP211 

23 125 65 59 M16 

1 3!32 5 15!32 3 9!32 2 5/rn ¼ 
UKPX11 

28 139 83 59 M20 

Remarks 1. In Par! No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in P.11.) 
2. Par! No. of applicable grease nipples are shown below. 

A-1/4-28UNF ........ 205-21 O, X05-X09, 305-308 
A-R1/8 .................. 211-218, X10-X20, 309-328 
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Standard 
Housing Bearing 

No. No. 

P205 UK205 

PX05 UKX05 

P305 UK305 

P206 UK206 

PX06 UKX06 

P306 UK306 

P207 UK207 

PX07 UKX07 

P307 UK307 

P208 UK208 

PX08 UKX08 

P308 UK308 

P209 UK209 

PX09 UKX09 

P309 UK309 

P210 UK210 

PX10 UKX10 

P310 UK310 

P211 UK211 

PX11 UKX11 

Pillow block type 

UKP 
Tapered bore (with adapter) 
d1 20 ~ (50) mm 

Shaft Dia. Dimensions Boll Standard 
mm inch inch Size Unit Housing Bearing 

mm . No. No. No. 
web 

(11 H L A J N N1 H1 Hz L1 Bl mm 

3/4 1 7/16 51/2 1 1l2 4 ‘la '12 23/52 5/6 2 3/4 1 1¡z 1 3/6 3/11 
36.5 140 aa 105 13 1B 16 70 38 35 M10 uxpzos Pºº5 ”K205 

3[4 13/4 61/4 2 411/16 21I32 31laz 5/5 3% 127/32 1% ‘/2 
20 44.4 159 51 119 17 25 16 86 47 35 M14 …(w PX05 UKXOS 

3/4 1 ‘9/64 6 7/6 1 3/4 5 3Ins 21laz ”/52 5/5 3 “/32 2 5I32 1 3/6 ‘/2 UKP305 P305 UK305 15 1:5 4.5 …" .36 º: º? º? 1" 
1 142;}6 ¡139€ 14; 12114 fº 312/16 fº 321:6 11: 131: ”¡a uxpzos P206 UK206 

25 1 13:; Si? 251714 1;? fº ¿gº ff 395" 253;” 13; “1:24 «was was UKXOS 

1 1 51132 716/112 1 51132 514112 1/72 21;2 1,12 395“ 25332 138/2 M124 uxpaos Pººº ”K305 
1 1/6 1 7/6 6 9/16 1 7/5 5 21/112 ‘3/16 23/32 3 3/4 1 27/112 1 “¡16 ‘/2 

47.6 167 48 127 17 21 18 95 47 43 M14 UK P207 UK207 
1 Va 2 1la 8 2 ‘l4 5 21laz 21I32 1 3/16 3/4 4 Va 2 "laz 1 “¡16 '/2 

54 203 57 144 17 30 19 105 64 43 M14 uxpxo-r 9x07 u1<x07 
1 'la 2 13/54 8 9/32 2 7/32 6 5/16 Z1I32 31¡32 3l4 4 7/32 2 9/16 1 11I15 1/2 

56 210 56 160 17 25 19 107 65 43 M14 uxpao7 P3º7 ”K307 
1 % “  115/16 7% 21/5 513/32 21laz la¡16 zalaz 337/32 23/32 113/16 '/2 a “º 49.2 184 54 137 17 21 18 95 53 46 M14 "Km Pººº uxzos 
11/4 25/16 83/4 25/5 65/32 25/112 1V4 “/15 41/2 225/32 113/16 l¡la 3 35 “º 56.7 222 67 156 20 32 21 114 71 46 M16 uxpxoe Pm uxxos 
1 %  223/64 Bº'lsz 23/5 61‘7‘16 21laz 1‘l15 3/4 421/32 29/16 113711 1/2 3 “º 60 220 60 170 17 27 19 116 65 46 M14 uxpaoa Pºº“ ”K303 
1 1la 2 ‘la 7 “/32 21/6 5 3/4 21laz 13I16 25I32 43/16 2 5/32 1 31/32 ‘/2 

54 190 54 146 17 21 20 106 55 50 M14 uxpzoe Pººº ”K209 
1V2 25/16 83/4 25/5 65/32 25/32 15/16 13/16 49/16 225/32 131/32 5/6 

º 58.7 222 67 156 20 33 21 116 71 50 M16 "'(Pxºº mg u1<x09 
1 1I2 2 “/64 9 21I62 2 5/5 715/32 25I32 1 s¡16 “/16 5 3/16 215/15 1 31/32 5/6 

67 245 67 190 20 30 21 132 75 50 M16 "Km P309 ”K399 
1 3/4 2 1/4 8 1/6 2 3I11 6 1/4 25I32 7/6 13I16 4 7/15 2 3/6 2 5¡32 5/6 

57.2 206 60 159 20 22 21 113 60 55 M16 UKP210 PZ… ”KZ… 
1 314 2 1I2 91/2 2 7/5 6 23/92 25/32 1 ‘3/32 'la 4 31/32 3 2 5I32 5/6 

“ 63.5 241 73 171 20 36 22 126 76 55 M16 "…” 9x10 "… 
1 3/4 2 El¡54 10 13¡16 2 15I16 8 “/32 25laz 1 3la “/16 513/16 315/32 2 5/32 5/6 

75 275 75 212 20 35 24 148 as 55 M16 uxmo P310 ”Km 
1 716 2 ‘l2 8 5h 2 ”la 5 23I112 75/32 7/6 ¡5/32 4 29I32 2 9/16 2 5/16 5/6 
2 63.5 219 60 171 20 22 23 125 65 59 M16 "K"" Pº" ”Kº" 

50 
1 7/6 2 3/4 101/4 31/6 7 ‘/4 31/32 1 13/32 1 3/32 515/32 3 5Va 2 5/15 3/4 

69.8 260 79 164 25 36 28 139 83 59 M20 uxpx11 PX“ 91…" ' 2 1 “  … 
Remarks 1. In Pan No.01 unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in R11.) 

2. Pan No. of applicable grease nipples are shown below. 
A-1/4-28UNF ........ 205~210, X05—X09, 305—308 
A-R1I8 .................. 211~218, X10~X20, 309~328 
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UKPX, 3 

Basic Fatigue Factor With Pressed Steel Covers 
Adapter Mass Load Ratings Load Limit Unit No. Dimension 

Assembly kN kN 
Open Closed 

mm inch 
No. 

kg Cr Cor Cu fo EndsType EndType A, 

HE2305X 0.84 
14.0 7.85 0.357 13.9 

- - - -

H2305X 0.84 UKP205C UKP205CD 49 1 15/16 

HE2305X 1.5 
19.5 11.3 0.514 13.9 

- - - -

H2305X 1.5 UKPX05C UKPX05CD 53 2 3/32 

HE2305X 1.7 
21.2 10.9 0.495 12.6 

- - - -

H2305X 1.7 - - - -

H2306X 1.4 
19.5 11.3 0.514 13.9 

UKP206C UKP206CD 53 2 3/32 

HE2306X 1.4 - - - -

H2306X 2.1 
25.7 15.4 0.700 13.9 

UKPX06C UKPX06CD 60 23/s 
HE2306X 2.1 - - - -

H2306X 2.3 
26.7 15.0 0.682 13.3 

- - - -

HE2306X 2.3 - - - -

HS2307X 1.7 
25.7 15.4 0.700 13.9 

- - - -

H2307X 1.7 UKP207C UKP207CD 60 23/s 
HS2307X 2.7 

29.1 17.8 0.809 14.0 
- - - -

H2307X 2.7 UKPX07C UKPX07CD 69 2 23/32 

HS2307X 3.0 
33.4 19.3 0.877 13.2 

- - - -

H2307X 3.0 - - - -

HE2308X 2.0 - - - -

HS2308X 2.0 29.1 17.8 0.809 14.0 - - - -

H2308X 2.0 UKP208C UKP208CD 69 2 23f32 

HE2308X 3.5 - - - -

HS2308X 3.5 34.1 21.3 0.968 14.0 - - - -

H2308X 3.5 UKPX08C UKPX08CD 69 2 23f32 

HE2308X 3.8 - - - -

HS2308X 3.8 40.7 24.0 1.09 13.2 - - - -

H2308X 3.8 - - - -

HE2309X 2.3 
34.1 21.3 0.968 14.0 

- - - -

H2309X 2.3 UKP209C UKP209CD 69 2 23f32 

HE2309X 3.7 
35.1 23.3 1.06 14.4 

- - - -

H2309X 3.7 UKPX09C UKPX09CD 74 2 29/32 

HE2309X 5.0 
48.9 29.5 1.34 13.3 

- - - -

H2309X 5.0 - - - -

HE2310X 3.0 
35.1 23.3 1.06 14.4 

- - - -

H2310X 3.0 UKP210C UKP210CD 74 2 29/32 

HE2310X 4.6 
43.4 29.4 1.34 14.4 

- - - -

H2310X 4.6 UKPX10C UKPX10CD 76 3 
HE2310X 6.7 

62.0 38.3 1.74 13.2 
- - - -

H2310X 6.7 - - - -

HS2311X 3.7 - - - -

H2311X 3.7 43.4 29.4 1.34 14.4 UKP211 C UKP211CD 76 3 
HE2311X 3.7 - - - -

HS2311X 6.2 - - - -

H2311X 6.2 52.4 36.2 1.65 14.4 UKPX11C UKPX11CD 89 3½ 
HE2311X 6.2 - - - -

Mass 

kg 

-

0.84 
-

1.5 
-

-

1.4 
-

2.1 
-

-

-

-

1.7 
-

2.7 
-

-

-

-

2.0 
-

-

3.5 
-

-

-

-

2.3 
-

3.7 
-

-

-

3.0 
-

4.6 
-

-

-

3.7 
-

-

6.2 
-

Koyo 
Variations o! tolerance o! distance from mounting 
bottom to center o! spherical bore (LiH,) 

Unit:mm 
Housing No. LiH, 

P205-P210 1 PX05-PX10 1 P305-P310 +0.15 
P211-P218 I PX11-PX18 I P311-P318 +0.2 

1 PX20 1 P319-P328 +0.3 

Forms and dimensions of H,, of P205JE3 (housing with casi iron 
covers) are shown below. 

1 ~ P205JE3H2,~77mm 

H,, ,-U-, 
L~~ 

Position of grease nipple is different from standard only for 
P205JE3. 

With Cast lron Covers 
Unit No. Dimension Mass 

Open Closed 
mm inch 

EndsType EndType Ac kg 

- - - - -

UKP205FC UKP205FCD 66 2 19/32 1.3 
- - - - -

- - - - -

- - - - -

UKP305C UKP305CD 76 3 2.3 
UKP206FC UKP206FCD 70 2¾ 1.9 

- - - - -

- - - - -

- - - - -

UKP306C UKP306CD 82 3 7/32 2.9 
- - - - -

- - - - -

UKP207FC UKP207FCD 78 3 1/16 2.5 
- - - - -

- - - - -

- - - - -

UKP307C UKP307CD 88 3 15/32 3.9 
- - - - -

- - - - -

UKP208FC UKP208FCD 86 33/s 2.9 
- - - - -

- - - - -

- - - - -

- - - - -

- - - - -

UKP308C UKP308CD 96 3 25/32 5.2 
- - - - -

UKP209FC UKP209FCD 88 3 15/32 3.2 
- - - - -

- - - - -

- - - - -

UKP309C UKP309CD 102 4 1/32 6.3 
- - - - -

UKP210FC UKP210FCD 97 3 13/t6 4.1 
- - - - -

- - - - -

- - - - -

UKP310C UKP31DCD 11 O 4 11/32 8.4 
- - - - -

UKP211 FC UKP211 FCD 99 3 29/32 5.0 
- - - - -

- - - - -

- - - - -

- - - - -

3. In Par! No. of unit with adapters and bearing with adapters, Part No. of applicable adapter follow the Par! No. shown in the dimensional tables. 
(Example of Part No. : UKP206J + H2306X, UK206 + H2306X) 

4. As for the triple-lip seal type product (205 is the double-lip seal type product), supplementary code L3 (or L2) follows the Part No. of unit or bearing. 
5. For !he dimensions and forms of applicable bearings and adapters, see the dimensional tables of insert bearing for unit and adapter assemblies. 
6. Representalive examples of the forms of housing are indicated. 
7. Housings of spheroidal graphite iron casting are also available. 
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Koyo 
Variations of tolerance of distance from mourning 

With Pressegfiteel Covers With café?)" Covers bottom to center of spherical bore (¿m.) 
Unit: mm 

As UKPX. 3 B1 

Forms and dimensions afila: at F205JE3 (housing with cast iron 
covers) are shown below. 

P205JE3 He: 77 mm 

H2: 

Position of grease nipple ls dltterent irorn standard only tor 
P205JE3. 

Basic Fatigue Factor With Pressed Steel Covers With Cast Iron Covers 
Adapter Mess Load Ratings Load Limit Unit No. Dimension Mess Unit No. Dimension Mess 

“:?“ kN … Open Closed … mºh Open Closed mm mºb 
' kg Cr Cºr C.. fo Ends Type End Type A. kg Ends Type End Type Ac kg 

HE2305X 0.34 — — — — _ .. .. _ _ _ 

sosx 0.84 ”'0 7'85 0357 13'9 uxpzosc uxpzoscu 49 115/15 0.84 umosrc UKos 66 21%: 1.3 
HE2305X 1.5 — — _ — _ _ _ _ _ _ 
H2305X 1.5 19.5 "'3 0'514 13'9 UKPXOSC UKPXOSCD 53 2 3/32 1.5 — — — — — 
HE2305X 1.7 — — — .. _ - .. _ .. _ 
H2305X 1 .7 21 '2 10.9 [1495 12.6 — — — — — UKP3056 UKPSOSCD 76 3 2.3 
H2306X 1.4 19.5 1 1.3 0.514 13.9 UKP2066 UKP20600 53 2 3I32 1.4 UIGZOGFC UKPZOSFGD 70 2 3/4 1.9 
HE2306X 1.4 - — — — _ _ _ _ _ _ 
H2306X 2.1 UKPXOSC UKPXOGCD 60 2 “la 2.1 — — — — — HE2306X 2‘ 1 25.7 15.4 0.700 13.9 _ _ _ _ _ _ _ _ _ _ 

H2306X 2.3 — — — — — UKP3066 UKP3060D 82 3 7/32 2.9 HE2306X 2.3 26.7 15.0 0.632 13.3 _ _ _ _ _ _ _ _ _ _ 

H82307X 1.7 — — — — _ _ _ _ _ _ 
H2307X 1 .7 25'7 15'4 0.700 13'9 UKP207G UKP2076D 60 2 ºla 1.7 UKPZO7FC UKP207FCD 78 3 ‘l1a 2.5 

H5230” 2'7 29 1 17 8 0 309 14 O _ _ _ _ _ _ _ _ "' _ 
H2307X 2.7 ' ' ' ' UKPX07C UKPX07CD 69 2 “laz 2.7 - - - - - 
HSZ307X 3.0 — — — - _ _ _ _ _. _ 

H2307X 3.0 33'4 19.3 0'87? 13'2 — — — — — UKP307C UKPSOTGD 83 3 15.1.12 3.9 
HE2308X 2.0 — — — — _ _ _ .. _ _ 

H82303X 2.0 29.1 17.3 0.309 14.0 - — — _ _ _ _ _ _ _ 

H2308X 2.0 UKPZOBC UKP203CD 69 2 23/32 2.0 UKPZOGFC UKP208FOD 86 3 5la 2.9 
HE2308X 3.5 — — — _ _ _ _ _ _ _ 
H82303X 3.5 34.1 21 .3 0.963 14.0 — — — — — _ _ _ _ _ 
H2308X 3.5 UKPX030 UKPXOSCD 69 2 23laz 3.5 — — - — — 
HE2308X 3.8 — — — _ _ _ _ _ _ _ 
H82303X 3.3 40.7 24.0 1.09 13.2 — — — — — _ _ _ _ _ 
H2308X 3.8 - — — — — UKP3080 UKP3030D 96 3 25¡32 5.2 
HE2309X 2.3 _ _ _ _ _ _ _ _ ' _… … _… tu 
H2309X 2.3 34'1 21'3 0368 14'0 UKP2090 UKP2090D 69 2 23/32 2.3 UKPZOQFC UKP209FCD 33 3 15la: 3.2 
HE2309X 3.7 — — — - _ _ _ _ _ _ 
H2309X 3.7 35'1 23.3 1.06 14'4 UKPX090 UKPX09CD 74 2 “/32 3.7 — — — — — 
HE2309X 5.0 — — _ _ _ .. _ _ _ _ 
H2309X 5.0 48'9 29.5 1'34 13'3 — — — - — UKP309C UKP3096D 102 4 ‘laz 6.3 
HE2310X 3.0 — — - _ _ _ _ _ _ _ 
H2310X 3.0 35'1 23'3 1 '06 14'4 UKP2106 UKP2100D 74 2 29laz 3.0 UKP210FC UKPZ10FCD 97 3 13Im 4.1 
HE2310X 4.6 — — — — _ _ _ _ _ _ 
H2310X 4.6 43'4 29'4 1'34 14'4 UKPX1OC UKPX1 OCD 76 3 4.6 — - - — - 
HE2310X 6.7 — — — - _ _ _ _ _ _ 

mm 6.7 ºº'º 38'3 1'74 “º _ _ _ _ — UKP3100 UKP31 ocn 11o 4 “laz 8.4 
H82311X 3.7 — — _ _ _ _ _ _ _ _ 
H2311X 3.7 43.4 29.4 1.34 14.4 UKP211C UKP2116D 76 3 3.7 UKP211FC UKP211FCD 99 3 ”la: 5.0 
HE2311X 3.7 — — — _ _ _ _ _ _ _ 
H82311X 6.2 — — — _ — _ _ _ _ _ 
H2311X 6.2 52.4 36.2 1.65 14.4 UKPX11C UKPX1 1 CD 39 3 1[2 6.2 - — — — - 
HE2311X 6.2 — — — _ _ _ _ _ _ _ 

3. In Part No. of unit with adapters and bearing with adapters, Part No. of applicable adapter follow the Part No. shown in the dimensional tables. 
(Example of Part No. : UKP206J + H2306X, UK206 + H2306X) 

4. As for the triple—lip seal type product (205 is the double-lip seal type product), supplementary code La (or L2) follows the Part No. of unit or bearing. 
5. For the dimensions and torms oi applicable bearings and adapters. see the dimensional tables of insert bearing for unit and adapter assemblies. 
6. Representative examples of the forms of housing are indicated. 
7. Housings of spheroidal graphite iron casting are also available. 
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UKP 
Tapered bore (with adapter) 
d1 (50) ~ (90) mm 

Shaft Dia. 
mm inch 

d1 H L A 

1 7/a 3 5132 12 7132 3 5132 
50 

2 
80 310 80 

2 1/a 2¾ 9½ 2¾ 
69.8 241 70 

55 
2 1/a 3 11 ¼ 3¼ 

76.2 286 83 
2 1/a 311132 13 311132 

85 330 85 
2¼ 

3 10 7/rn 2¾ 

2 3/a 
76.2 265 70 

2¼ 
3 11 ¼ 3¼ 

60 
2 3/a 

76.2 286 83 

2¼ 
3 35/64 13 3/a 3 11132 

2 3/a 
90 340 90 

2½ 3¼ 1 o 13/15 2 29!J2 
82.6 275 74 

65 
2½ 3½ 13 3½ 

88.9 330 89 
2½ 3 15/15 14 31132 3 15/15 

100 380 100 
2¾ 3½ 11 ½ 3 1/16 

88.9 292 78 

70 
2¾ 4 15 4 

101.6 381 102 
2¾ 4 11/64 15 ¾ 411132 

106 400 110 
3¾ 12 7/32 3 9/32 

3 95.2 310 83 

75 
4 15 4 

3 101.6 381 102 
413132 16 11132 411132 

3 112 420 110 
4 12 7/a 3 15132 

-
101.6 327 88 

80 
4 15 4 3/a 

-
101.6 381 111 
4 41 /64 16 15/16 411132 

-
118 430 110 

85 
3¼ 4 59/64 18 ½ 4 23!J2 

125 470 120 

90 
3½ 5 17 4¾ 

127 432 121 

J 

9 9/J2 
236 

7¼ 
184 
8 

203 
9 27 /32 
250 

8 
203 

8 
203 

10¼ 
260 

8 17 /32 
217 
9 

229 
11 13/32 

290 
9 1/a 
232 

11 1/a 
283 

11 13/16 
300 

9 23!J2 
247 

11 1/a 
283 

12 19/32 
320 

1 o 5/16 
262 

11 1/a 
283 
13 

330 
14 3/16 
360 

13¼ 
337 

B1 
UKP2 

~ N -

H 

H1 
1 1 1 1 

L1 
J 
L 

Dimensions Bolt 
inch Size Unit 
mm 

inch 
No. 

N N1 H1 H2 L1 Bi mm 

25/J2 1½ 1 1/rn 6 7132 3 17 /J2 2 5/rn 5/a 
UKP311 

20 38 27 158 90 59 M16 

25!J2 31!J2 31132 5 7/16 2 7/a 2 7/16 5/a 
UKP212 

20 25 25 138 73 62 M16 
31!J2 1 9/16 1 3132 5 31132 3 15!J2 2 7/16 ¾ 

UKPX12 
25 40 28 152 88 62 M20 

31!J2 1½ 1 5132 6 9/rn 4 1/rn 2 7/rn ¾ 
UKP312 

25 38 29 167 103 62 M20 

31!J2 1 3/15 1 1/rn 5 29132 3 1/rn 2 9/rn ¾ 
UKP213 

25 30 27 150 78 65 M20 

31!J2 1 9/16 1 3132 6 3132 3 15!J2 2 9/rn ¾ 
UKPX13 

25 40 28 155 88 65 M20 

31!J2 1½ 1¼ 6 15/15 4 11!J2 2 9/16 ¾ 
25 38 32 176 11 O 65 M20 

UKP313 

31!J2 1 3/16 1 3/32 6 3/a 3 1/16 2 7/a ¾ 
UKP215 

25 30 28 162 78 73 M20 
11/15 1 31132 1¼ 6 7/a 3 29/a2 2 7/a 7/a 

UKPX15 
27 50 32 175 99 73 M22 

1 1/16 1 9/16 1 3/a 7 25132 4 7132 2 7/a 7/a 
UKP315 

27 40 35 198 107 73 M22 
31!J2 1 3/a 1 3/16 6 27 /32 3 9/32 3 1/16 ¾ 

UKP216 
25 35 30 174 83 78 M20 

11/15 2 9/a2 111132 7 11frn 4 9/rn 3 1/rn 7/a 
UKPX16 

27 58 34 195 116 78 M22 
1 1/16 1 9/16 1 3/a 8 7132 4 23!J2 3 1/16 7/a 

UKP316 
27 40 35 209 120 78 M22 

31!J2 1 3/a 1¼ 7 9/32 3 7/16 3 7/32 ¾ 
UKP217 

25 35 32 185 87 82 M20 
1 1/16 2 3/a 111132 7 7/a 4 9/16 3 7132 7/a 

UKPX17 
27 60 34 200 116 82 M22 

1 5/15 1 25132 1 9/rn 8 21132 4 23!J2 3 7132 1 
UKP317 

33 45 40 220 120 82 M27 
1 1/16 1 9/16 1 5/16 7 25132 3 11/15 3 3/a 7/a 

UKP218 
27 40 33 198 94 86 M22 

1 1/16 2 3/a 1½ 8 1/32 4 9/16 3 3/a 7/a 
UKPX18 

27 60 38 204 116 86 M22 
1 5/16 1 25132 1 9/16 9 7132 4 23!J2 3 3/a 1 

UKP318 
33 45 40 234 120 86 M27 

1 13!J2 1 31!J2 1 13/15 9¾ 4 29/a2 3 17 /32 1 1/a 
UKP319 

36 50 46 248 125 90 M30 
1 5/15 2 9/15 1 25132 9 21132 4 31!J2 3 13/15 1 

UKPX20 
33 65 45 245 126 97 M27 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in P.11.) 
2. Par! No. of applicable grease nipples are shown below. 

A-1/4-28UNF ........ 205-21 O, X05-X09, 305-308 
A-R1/8 .................. 211-218, X10-X20, 309-328 
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Standard 
Housing Bearing 

No. No. 

P311 UK311 

P212 UK212 

PX12 UKX12 

P312 UK312 

P213 UK213 

PX13 UKX13 

P313 UK313 

P215 UK215 

PX15 UKX15 

P315 UK315 

P216 UK216 

PX16 UKX16 

P316 UK316 

P217 UK217 

PX17 UKX17 

P317 UK317 

P218 UK218 

PX18 UKX18 

P318 UK318 

P319 UK319 

PX20 UKX20 

Pillow block type 

UKP 
Tapered bore (with adapter) 
d1 (50) ~ (90) mm 

Shaft Din. Dimensions Boll Standard 
mm inch inch Size Unlt Housing Bearing 

mm . No. No. No. 
mch 

¿¡ H L A J N N1 H1 Ha L1 Bl mm 

17/6 3 5I32 12 7I31: 3 5I32 9 9/32 25I62 1 1I2 1 1I16 6 7I62 317/32 2 5I111 5/8 
50 80 310 80 236 20 38 27 158 90 59 M16 UKP311 P311 UK311 

1 1 3 1 25 1 31 7 7 7 5 2 I6 23/4 9 ¡z 2 ¡4 7 ¡4 ¡82 3/32 ¡82 5 I16 2 ¡a 2 I15 I11 UKP212 P212 UK212 
69.8 241 70 184 20 25 25 138 73 62 M16 

8 21/6 3 11 1/4 31/1 31/32 1 9/16 1 3I32 5 31/32 315/32 2 7I16 3/4 
55 76.2 286 83 203 25 40 28 152 88 62 M20 UKPX12 PX12 UKX12 

2 1/8 3 "¡32 13 3 "I32 9 27I112 81I112 1 1I2 1 5I32 6 9/16 4 ‘I16 2 7I15 3/4 
65 330 65 250 25 38 29 167 103 62 M20 "K”" P312 ”K312 

21/4 3 107/16 23/4 8 31I112 13/16 11I16 529/32 3‘I16 29/15 3/4 
2% 76.2 265 70 203 25 30 27 150 76 55 M20 UKP213 P213 ux213 

21/4 3 111/4 31/1 8 31¡32 19/111 13/62 63/62 315/32 29/16 3/4 
ºº 76.2 266 63 203 25 40 28 155 83 65 M20 "Kms … u1<x13 2 %  

21/4 335/54 133/11 317/32 101/4 31/az 11/2 1‘14 ¡¡¡¡/1a 411/32 29/” 3/4 

2 % 90 340 90 260 25 38 32 176 110 65 M20 UKP313 P313 UK313 

21/2 3% 1013/16 229/82 817182 31laz 13/16 13/32 63/8 31/16 27/0 3/4 
82.6 275 74 217 25 30 28 162 78 73 M20 UKP215 P215 UK215 

1 1 1 1 1 7 7 65 2 ¡2 3 I2 13 3 I2 9 1 I16 13/62 11h 6 ¡8 319/32 27/6 ¡8 UKPX15 PX15 UKX15 , 329 13 ºff ºf 1° ºf ºf 75- “cºº 
2:2 31111116 13811132 3111116 112011sz 1321… 143111n 13; 7131332 413]? 27; ¡222 UKP315 P315 UK315 

2 h 28]; 1219212 3.711“; 923/25 2/52 135!a 131/1“i 6171132 38332 3711‘ 5 1720 "K"“ P216 ”K215 
7° 23" 101.6 Já 132 1218138 15?“ 259€" 131” 7132“ 417;“ 371'“ 132 "Km Pm ”… 

8 11 3 11 13 1 9 3 7 23 1 7 2 I4 413:4 145g: 41:312 11320518 1812;“ 14§E 1315/11 823/32 413542 37725 “2/282 UKP316 P316 UK316 

3 35/2 1311!)32 SBC/132 924/732 2? 135' 1324 718/52 38116 38232 M20 "K”" Pº" ”K217 , 
4 15 4 11 Va 1 v… 2 % 1 "¡32 7 7/8 4 a¡… 3 7/32 va 

75 3 101.6 381 102 283 27 34 200 116 62 M22 …w PX” u1<x17 S
 

13 17 11 18 5 25 8 21 28 7 4 I32 16 I32 4 ¡82 12 I32 1 I16 1 I32 1 I10 8 ¡32 4 I32 3 I32 1 UKP317 P317 UK317 
3 1 1 2 420 1 10 320 33 45 40 220 120 82 M27 

4 12 7/8 3 15/112 10 5/16 1 1¡18 1 9/18 1 5¡18 725/32 311/18 33/6 7/8 
_ 101.6 327 88 262 27 40 33 198 94 86 M22 UKP218 P218 …º… 

4 15 43/0 11 Va 1‘I16 23/6 1‘I2 81/32 49/16 33/6 7/8 
ºº ' 101.6 381 111 283 27 60 36 204 116 66 M22 ""x" Pm UKX18 

4“/64 1615/16 4‘1I32 13 15I16 125/32 19/15 97/32 423/32 3 %  1 
“ 118 430 110 330 33 45 40 234 120 66 M27 "Kms P313 UK… 

31/4 4 59/34 181/2 4 25/82 14 3/16 1 13¡32 1 31I32 1 I3/16 9 3/1 429/32 3 '7/82 1 ‘I6 
85 125 470 120 360 36 50 46 248 125 90 M30 UKP319 P319 UK319 

31/2 5 17 43/4 131/4 15/18 29/16 125/32 931/32 431/32 313/16 1 
ºº 127 432 1 21 337 33 65 45 245 126 97 M27 UKPX20 PX20 U KX20 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in R11.) 
2. Perl No. of applicable grease nipples are shown below. 

A-1I4-28UNF ........ 205—210, X05—X09, 305—308 
A-R1/8 .................. 211—218, x1o—x20, 309~328 
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Koyo 
Variations o! tolerance o! distance from mounting 
bottom to center o! spherical bore (LiH,) 

Unit:mm 

UKPX, 3 Housing No. LiH, 
P205-P210 1 PX05-PX10 1 P305-P310 +0.15 
P211-P218 I PX11-PX18 I P311-P318 +0.2 

1 PX20 1 P319-P328 +0.3 

Basic Fatigue Factor With Pressed Steel Covers With Cast lron Covers 
Adapter Mass Load Ratings Load Limit Unit No. Dimension Mass Unit No. Dimension Mass 

Assembly kN kN 
Open Closed 

mm inch 
Open Closed 

mm inch 
No. 

kg Cr Cor Cu fo EndsType EndType A, kg EndsType EndType Ac kg 

HS2311X 8.1 - - - - - - - - - -

H2311X 8.1 71.6 45.0 2.05 13.2 - - - - - UKP311C UKP311CD 114 4½ 10.0 
HE2311X 8.1 - - - - - - - - - -

HS2312X 4.8 
52.4 36.2 1.65 14.4 

- - - - - - - - - -

H2312X 4.8 UKP212C UKP212CD 89 3½ 4.8 UKP212FC UKP212FCD 114 4½ 6.3 
HS2312X 7.5 

57.2 40.1 1.82 14.4 
- - - - - - - - - -

H2312X 7.5 UKPX12C UKPX12CD 89 3½ 7.5 - - - - -

HS2312X 9.4 
81.9 52.2 2.37 13.2 

- - - - - - - - - -

H2312X 9.4 - - - - - UKP312C UKP312CD 124 4 7/s 11.8 
HE2313X 5.8 - - - - - - - - - -

H2313X 5.8 57.2 40.1 1.82 14.4 UKP213C UKP213CD 89 3½ 5.8 UKP213FC UKP213FCD 114 4½ 7.5 
HS2313X 5.8 - - - - - - - - - -

HE2313X 7.8 - - - - - - - - - -

H2313X 7.8 62.2 44.1 2.01 14.5 UKPX13C UKPX13CD 99 3 29'32 7.8 - - - - -

HS2313X 7.8 - - - - - - - - - -

HE2313X 10.8 - - - - - - - - - -

H2313X 10.8 92.7 59.9 2.68 13.2 - - - - - UKP313C UKP313CD 122 4 13/15 13.2 
HS2313X 10.8 - - - - - - - - - -

HE2315X 7.5 
67.4 48.3 2.17 14.5 

- - - - - - - - - -

H2315X 7.5 UKP215C UKP215CD 99 3 29'32 7.5 UKP215FC UKP215FCD 124 4 7/s 9.5 
HE2315X 10.5 

72.7 53.0 2.30 14.6 
- - - - - - - - - -

H2315X 10.5 UKPX15C UKPX15CD 109 49132 10.5 - - - - -

HE2315X 14.9 
113 77.2 3.24 13.2 

- - - - - - - - - -

H2315X 14.9 - - - - - UKP315C UKP315CD 134 59132 17.7 
HE2316X 9.2 

72.7 53.0 2.30 14.6 
- - - - - - - - - -

H2316X 9.2 UKP216C UKP216CD 109 4 9'32 9.2 UKP216FC UKP216FCD 138 5 7/16 11.7 
HE2316X 15.4 

84.0 61.9 2.60 14.5 
- - - - - - - - - -

H2316X 15.4 UKPX16C UKPX16CD 113 4 7/16 15.4 - - - - -

HE2316X 18.6 
123 86.7 3.53 13.3 

- - - - - - - - - -

H2316X 18.6 - - - - - UKP316C UKP316CD 138 5 7/16 21.7 
H2317X 11.0 

84.0 61.9 2.60 14.5 
UKP217C UKP217CD 113 4 7/16 11.0 UKP217FC UKP217FCD 142 5 19'32 13.8 

HE2317X 11.0 - - - - - - - - - -

H2317X 15.8 
96.1 71.5 2.91 14.5 

UKPX17C UKPX17CD 123 4 27'32 15.8 - - - - -

HE2317X 15.8 - - - - - - - - - -

H2317X 20.2 
133 96.8 3.82 13.3 

- - - - - UKP317C UKP317CD 146 5¾ 23.7 
HE2317X 20.2 - - - - - - - - - -

H2318X 13.8 96.1 71.5 2.91 14.5 UKP218C UKP218CD 123 4 27'32 13.8 UKP218FC UKP218FCD 152 6 18.8 

H2318X 18.6 109 81.9 3.23 14.4 - - - - - UKPX18C UKPX18CD 158 6 7'32 22.4 

H2318X 22.8 143 107 4.11 13.3 - - - - - UKP318C UKP318CD 150 5 29'32 27.0 

HE2319X 29.3 
153 119 4.45 13.3 

- - - - - - - - - -

H2319X 29.3 - - - - - UKP319C UKP319CD 162 6 3/s 34.0 
HE2320X 29.3 

133 105 3.91 14.4 
- - - - - - - - - -

H2320X 29.3 - - - - - UKPX20C UKPX20CD 186 7 5/16 34.3 

3. In Part No. of unit with adapters and bearing with adapters, Part No. of applicable adapter follow the Part No. shown in the dimensional tables. 
(Example of Part No. : UKP206J + H2306X, UK206 + H2306X) 

4. As for the triple-lip seal type product (205 is the double-lip seal type product), supplementary code L3 (or L2) follows the Par! No. of unit or bearing. 
5. For !he dimensions and forms of applicable bearings and adapters, see the dimensional tables of insert bearing for unit and adapter assemblies. 
6. Representative examples of the forms of housing are indicated. 
7. Housings of spheroidal graphite iron casting are also available. 
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Koyo 
Variations of tolerance of distance from mourning 

With Pressegfiteel Covers With café?)" Covers bottom to center of spherical bore (¿m.) 
Unit: mm 

As UKPX. 3 B1 

Basic Fatigue Factor With Pressed Steel Covers With Cast Iron Covers 
Adapter Mass Load Ratings LoadLimit Unit No. Dimension Mass Unit No. Dimension Mass 

“:?” kN … Open Closed … mºh Open Closed mm mºb 
' kg Cr Cºr C.. fo Ends Type End Type A. kg Ends Type End Type Ac kg 

H82311x 8.1 _ _ _ _ _ _ _ _ _ _ 
H2311X 8.1 71.6 45.0 2.05 13.2 — — — — — UKP811c UKP311CD 114 41/: 10.0 
HE2311X 8.1 - - _ _ _ _ _ _ - _ 
H82312x 4.8 - _ _ _ _ _ _ _ _ _ 
H2312X 4.8 52" “º 1'65 "'4 01032120 UKP21200 89 av: 4.8 ummm UKPZ12FCD 114 41/: 6.3 H82312x 7.5 _ _ _ _ _ _ _ _ _ _ 
H2312X 7.5 57'2 4°" ”º "‘4 UKPx120 UKPX1ZCD 89 31/2 7.5 — — — - — 
H82312x 9.4 _ _ - _ _ - - - _ _ 
H2312X 9.4 “"º 522 2'37 132 — — — — — UKP3120 UKP3120D 124 47/. 11.8 
HE2313X 5.8 _ _ _ - _ _ _ _ - _ 
mm 5.8 57.2 40.1 1.82 14.4 UKP213C UKP213CD 89 31/2 5.8 UKP213FC UKPZ13FCD 114 41/: 7.5 
H82313x 5.8 _ _ _ _ _ _ _ _ _ _ 
HE2313X 7.8 _ _ _ - _ _ _ _ - _ 
H2313X 7.8 82.2 44.1 2.01 14.5 UKPx130 UKPx1acD 99 sºº/az 7.8 - — — - - 
H82313x 7.8 _ _ _ - _ _ _ _ _ _ 
HE2313X 10.8 — _ _ _ _ - _ _ _ _ 
H2313x 10.8 92.7 59.9 2.68 13.2 _ - — - — UKP3138 UKP313GD 122 413/111 13.2 
HS2313X 10.8 _ _ _ - _ _ _ _ _ _ 
HE2315X 7.5 _ _ _ _ _ _ _ _ _ _ 
H2315x 7.5 67'4 48'3 2'17 ”'5 UKP2158 UKP215CD 99 Bºº/az 7.5 UKP215FC u1<1=2151=cn 124 47/11 9.5 
HE2315X 10.5 _ - - _ _ _ _ _ _ _ 
H2315X 10.5 72'7 53‘“ ººº "'6 UKPX15C UKPX1SCD 109 49/32 10.5 — — — - — HE2315X 14.9 _ _ _ - _ _ _ _ _ _ 
mm 14.9 "3 "º 3'24 152 - — — _ - UKP3158 UKP315GD 134 59/52 17.7 
HE2318x 9.2 _ _ _ _ _ _ - _ _ _ 
H2316X 9.2 72'7 53'0 ººº ”'6 UKP2180 UKP21800 109 49/52 9.2 UKPZ16FC UKPZ16FCD 138 51/1. 11.7 
"5231“ 15'4 840 819 280 145 “ " “ _ “ “ _ " _ _ H2316X 15.4 ' ' ' ' UKPX160 UKPX1SCD 113 47/15 15.4 _ _ _ _ _ 
HE2316X 18.8 _ _ _ _ 

123 86‘? 3'53 13'3 — UKP8180 UKP316GD 138 57m 21.7 H2316X 18.8 — — — — 
H2317X 11.0 84.0 613 250 14.5 UKP217C UKP217CD 113 47/13 11.0 UKPZI7FC UKP217FCD 142 519/32 13.8 
HE2317X 11.0 — — — — — — — — — — 
mm 15.8 UKPX17C UKPX17CD 123 427/32 15.8 — — — — — HE2317X 15.8 98.1 71.5 2.91 14.5 _ _ _ _ _ _ _ _ _ _ 
H2317X 20.2 — — — — — UKP317C UKP31'IGD 148 53/. 23.7 HE2317X 20.2 133 96.8 3.82 13.3 _ _ _ _ _ _ _ _ _ _ 

H2318X 13.8 96.1 71.5 2.91 14.5 UKP21BC UKP218CD 123 427/32 13.8 UKP218FC UKP218FCD 152 6 18.8 

H231BX 18.6 109 81.9 3.23 14.4 — — — — — UKPX1SC UKPX1BCD 158 67/32 22.4 

H2318X 22.8 143 107 4.11 13.3 — — — — — UKPS180 UKPS180D 150 5 29I32 27.0 

HE2319X 29.3 _ _ _ _ _ _ _ _ _ 
H2319X 29.3 153 "º 4'45 13'3 — — — _ — UKP3190 UKP31QCD 182 63/11 34.0 
HE2320X 29.3 _ _ _ _ _ _ _ _ _ _ 
Hgazox 29.3 133 105 3'91 … _ _ _ — — UKnoc UKnocn 188 76/15 34.3 

3. In Part No. of unit with adapters and bearing with adapters. Part No. of applicable adapter follow the Part No. shown in the dimensional tables. 
(Example of Part No. : UKP206J + H2306X, UK206 + H2306X) 

4. As for the triple-lip seal type product (205 is the double-lip seal type product), supplementary code L3 (or L2) follows the Part No. of unit or hearing. 
5. For the dimensions and forms of applicable bearings and adapters. see the dimensional tables of insert bearing for unit and adapter assemblies. 
6. Representative examples of the forms of housing are indicated. 
7. Housings of spheroidal graphite iron casting are also available. 
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UKP 
Tapered bore (with adapter) 
d1 (90) ~ 125 mm 

Shaft Dia. 
mm inch 

d1 H L A 

90 
3½ 5 33/64 19 9132 4 23!32 

140 490 120 

100 
5 29!32 20 15!32 5½ 

4 150 520 140 

110 
6 19/64 22 7/rn 5½ 

-
160 570 140 

115 
4½ 7 3!32 23 5/s 5½ 

180 600 140 

125 
7 7/s 24 13/32 5½ 

-
200 620 140 

B1 

Dimensions 
inch 
mm 

J N N1 

14 31 /32 1 13/32 1 31!32 

380 36 50 
15¾ 1 9/16 2 5/32 

400 40 55 
17 23!J2 1 9/16 2 5/32 

450 40 55 
18 29/32 1 9/16 2 5/32 

480 40 55 
19 11 /16 1 9/16 2 5/32 

500 40 55 

UKP2 

~ N -

H 

H1 
1 1 1 1 

L1 
J 
L 

Bolt 
Size Unit 

inch 
No. 

H1 H2 L1 Bi mm 

1 13/16 10¾ 5½ 3 13/16 1 1/s 
UKP320 

46 273 140 97 M30 
1 31!32 11 21 /32 5 29!J2 4 1/s 1¼ 

UKP322 
50 296 150 105 M33 

1 31!32 12 7/rn 6 5/rn 4 13!J2 1¼ 
UKP324 

50 316 160 112 M33 
1 31!32 13 21 /32 7 11/15 4¾ 1¼ 

UKP326 
50 355 195 121 M33 

2 3/s 15 15!J2 7 9/32 5 5/32 1¼ 
UKP328 

60 393 185 131 M33 
Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in P.11.) 

2. Part No. of applicable grease nipples are shown below. 
A-1/4-28UNF ........ 205-21 O, X05-X09, 305-308 
A-R1/8 .................. 211-218, X10-X20, 309-328 
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Standard 
Housing Bearing 

No. No. 

P320 UK320 

P322 UK322 

P324 UK324 

P326 UK326 

P328 UK328 

Pillow block type 

UKP 
Tapered bore (with adapter) 
d1 (90) ~ 125 mm 

Shaft Dia. Dimensions Boll Standard 
mm inch inch Size Unlt Housing Bearing 

mm . No. No. No. mch 
d1 H L A J N N1 H1 Hz L1 B1 mm 

3 1la 5 33/64 19 glaz 4 2¡4/32 14 31/32 1 13/82 1 31/32 1 la¡111 10 3/4 5 Va 3 13¡16 1 ‘la 
90 140 490 120 380 36 50 46 273 140 97 M30 UKP320 P320 UK320 

5 29/32 20 15/32 5 1I2 15 3/4 1 9I111 2 5/32 1 51/32 11 21In 5 29/32 4 1/3 1 Va P32! 
100 4 150 520 140 400 40 55 50 296 150 105 M33 UK P322 UK322 

6 19/64 22 7/15 5 1I2 17 23/32 1 9¡16 2 5/32 1 31/32 12 7/15 6 5I15 4 13¡112 1 1la 
1 10 _ 160 570 140 450 40 55 50 31 6 160 1 1 2 M33 UKP324 P324 …(324 

41/2 7 3/32 23 5/3 5 1la 18 ”/32 1 9/16 2 5/32 1 31laz 13 21laz 711/15 4 3/4 1 1/4 
"5 180 son 14o 480 4o 55 so 355 195 121 M33 "… ººº P326 UK326 

7 7/3 24 13I32 5 1/2 19 11¡115 1 9/16 2 5/32 2 3/6 15 15/:12 7 9/32 5 5/32 1 'la 
125 “ 200 620 140 500 40 55 so 393 185 131 M33 "K' 3211 mº uxsza 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in R11.) 
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2. Pan No. of applicable grease nipples are shown below. 
A-1/4-28UNF ........ 205—210, X05~X09, 305—308 
A—R1/8 .................. 211~218, X1 O~X20. 309—328 
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Koyo 
Variations o! tolerance o! distance from mounting 
bottom to center o! spherical bore (LiH,) With Casi lron Covers 

(E3) 
Unit:mm 

UKPX, 3 Ac Housing No. 
1 P205-P21 O I PX05-PX1 O I P305-P310 +0.15 

P211-P218 I PX11-PX18 I P311-P318 +0.2 
1 PX20 1 P319-P328 +0.3 

!T 1 
lfd1 2 u 

Basic Fatigue Factor With Pressed Steel Covers With Cast lron Covers 
Adapter Mass Load Ratings Load Limit Unit No. Dimension Mass Unit No. Dimension Mass 

Assembly kN kN 
Open Closed 

mm inch 
Open Closed 

mm inch 
No. 

kg Cr Cor Cu fo EndsType EndType A, kg EndsType EndType Ac kg 

HE2320X 34.8 
173 141 5.08 13.2 

- - - - - - - - - -

H2320X 34.8 - - - - - UKP320C UKP320CD 174 6 27'32 41.0 
H2322X 43.9 

205 180 6.15 13.2 
- - - - - UKP322C UKP322CD 188 7 13'32 50.8 

HE2322X 43.9 - - - - - - - - - -

H2324 55.7 207 185 6.10 13.5 - - - - - UKP324C UKP324CD 196 7 23'32 66.0 

HE2326 71.9 
229 214 6.79 13.6 

- - - - - - - - - -

H2326 71.9 - - - - - UKP326C UKP326CD 214 8 7/16 85.2 

H2328 92.5 253 246 7.54 13.6 - - - - - UKP328C UKP328CD 222 8¼ 109 

3. In Par! No. of unit with adapters and bearing with adapters, Part No. of applicable adapter follow the Par! No. shown in !he dimensional tables. 
(Example of Part No. : UKP206J + H2306X, UK206 + H2306X) 

4. As for the triple-lip seal type product (205 is the double-lip seal type product), supplementary code L3 (or L2) follows the Part No. of unit or bearing. 
5. For the dimensions and forms of applicable bearings and adapters, see the dimensional tables of insert bearing for unit and adapter assemblies. 
6. Representative examples of the forms of housing are indicated. 
7. Housings of spheroidal graphite iron casting are also available. 
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Koyo 
Variations of tolerance of distance from mourning 

With Gaga” Covers bottom to center of spherical bore (¿m.) 
Unit: mm 

UKPX. 3 

Basic Fatigue Factor With Pressed Steel Covers With Cast Iron Covers 
Adapter Mass Load Ratings Load Limit Unit No. Dimension Mass Unit No. Dimension Mass 

“ºgrº” … kN Open Closed … mºh Open Closed mm mºb 
' kg Cr Cºr C.. fo Ends Type End Type A. kg Ends Type End Type Ac kg 

HE2320X 34.8 — — — _ .. _ .. _ _ _ 

H2320X 34.3 173 … 5'ºº 13'2 — — — — — UKP3200 UKP32OCD 174 e 27/32 41.0 
H2322X 43.9 — — — — — UKP3220 UKP3220D 188 713/32 50.8 HE2322X 43.9 205 180 6.15 13.2 _ _ _ _ _ _ _ _ _ _ 

H2324 55.7 207 185 6.10 13.5 — — — — — UKP324C UKP324CD 196 7 23la: 66.0 

HE2326 71.9 — — — - — - — - - — 
H2326 71.9 229 214 6'79 13.6 - - - — — UKP3260 UKPSZGCD 214 8 7/15 85.2 

H2328 92.5 253 246 7.54 13.6 — — — — — UKPSZBG UKPSZBCD 222 8 3/4 109 

3. In Part No. of unit with adapters and bearing with adapters, Part No. of applicable adapter follow the Part No. shown in the dimensional tables. 
(Example of Part No. : UKP206J + H2306X, UK206 + H2306X) 

4. As for the triple-lip seal type product (205 is the double-lip seal type product), supplementary code L3 (or L2) follows the Part No. of unit or bearing. 
5. For the dimensions and forms of applicable bearings and adapters. see the dimensional tables of insert bearing for unit and adapter assemblies. 
6. Representative examples of the forms of housing are indicated. 
7. Housings of spheroidal graphite iron casting are also available. 
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Thick section pillow block type 

UCIP 
Cylindrical bore (with set screws) 
d 40 ~ 140 mm 

Shaft Dia. 
mm inch 

d H L A J 

1½ 
2 23/64 7 7/s 2 3/s 5 29f32 

40 1 9/rn 
60 200 60 150 

1 5/s 

45 
1 11frn 2¼ 8 9f32 2 3/s 6 19/64 

1¼ 70 210 60 160 

1 7/s 

50 
1 15/16 2¼ 8 211J2 2 3/s 6 11/16 

70 220 60 170 
2 
2 

55 
2 1/s 3 5/32 9 1/rn 2 3/s 7 3f32 

80 230 60 180 
2 3/rn 
2¼ 

60 
3 5/32 10¼ 2¼ 7 7/s 

2 3/s 80 260 70 200 
2 7/16 
2½ 3 35/64 11 1/32 2¼ 8 211J2 

90 280 70 220 
65 

2½ 4 21 /64 12 7/32 2¼ 9 27f32 

110 310 70 250 

70 
2¼ 4 21 /64 13 2 15/16 10 5/s 

110 330 75 270 
2 15/16 

4 23f32 13 3/s 2 15/16 11 1h2 
75 

120 340 75 280 
3 

80 
4 231J2 13 251J2 3 111J2 11 27/64 

-
120 350 85 290 

85 
5 1/s 14 9/16 3111s2 12 13/64 

-
130 370 85 310 

90 
3½ 5 1/s 15¼ 3 111J2 13 

130 400 85 330 

95 
5 29f32 16 5/32 3111s2 13 25/64 

-
150 410 85 340 

5 291J2 16 15/rn 3 111J2 14 11 /64 
100 3 15/16 

4 
150 430 85 360 

110 
5111m 19%2 3 15frn 16 9/64 

-
170 490 100 410 

120 
6 11/15 20 3/32 3 15/16 16 59/64 

-
170 510 100 430 

130 
77/s 21 211J2 4111s2 18 ½ 

-
200 550 110 470 

140 
77/s 23 7 h2 4111s2 19 11/16 

-
200 590 110 500 

B 

1 1 

A 

Dimensions Bolt 
inch Size Unit 
mm 

inch 
No. 

N H1 H2 B s mm 

¼ 311J2 4 17 h2 1.937 0.748 5/s 
UCIP208-24 
UCIP208-25 

19 25 115 49.2 19 M16 
UCIP208 
UCIP209-26 

¼ 311J2 511s2 1.937 0.748 5/s UCIP209-27 
19 25 128 49.2 19 M16 UCIP209-28 

UCIP209 
UCIP210-30 

¼ 1 3/32 5 3/rn 2.031 0.748 5/s UCIP210-31 
19 28 132 51.6 19 M16 UCIP210 

UCIP210-32 
UCIP211-32 

¼ 1 3/32 5 13/16 2.189 0.874 5/s UCIP211-34 
19 28 148 55.6 22.2 M16 UCIP211 

UCIP211-35 
UCIP212-36 

7/s 1 3/rn 6 3/32 2.563 1.000 ¼ UCIP212 
22 30 155 65.1 25.4 M20 UCIP212-38 

UCIP212-39 
7/s 1 3/rn 6 251J2 2.563 1.000 ¼ UCIP213-40 
22 30 172 65.1 25.4 M20 UCIP213 
7/s 1 3/rn 8 3/rn 2.953 1.181 ¼ UCIP313-40 
22 30 208 75 30 M20 UCIP313 

311J2 1 3/s 8 151J2 3.071 1.299 7/s UCIP314-44 
25 35 215 78 33 M22 UCIP314 

31/32 1 3/s 9 1/rn 3.228 1.260 7/s 
UCIP315-47 

25 35 230 82 32 M22 
UCIP315 
UCIP315-48 

311J2 1 9/rn 9¼ 3.386 1.339 7/s 
UCIP316 

25 40 235 86 34 M22 
311J2 1 9/16 1 o 1/32 3.780 1.575 7/s 

UCIP317 
25 40 255 96 40 M22 

1 5/32 1 251J2 10¼ 3.780 1.575 1 UCIP318-56 
29 45 260 96 40 M27 UCIP318 

1 5/32 1 25/32 11 7/32 4.055 1.614 1 
UCIP319 

29 45 285 103 41 M27 

1 5/32 1 251J2 11 5/s 4.252 1.654 1 
UCIP320 
UCIP320-63 

29 45 295 108 42 M27 
UCIP320-64 

1¼ 1 311J2 13 3/rn 4.606 1.811 1 1/s 
UCIP322 

32 50 335 117 46 M30 
1¼ 1 31/32 13 19/32 4.961 2.008 1 1/s 

UCIP324 
32 50 345 126 51 M30 

1¼ 1 311J2 15 11 /32 5.315 2.126 1 1/s 
UCIP326 

32 50 390 135 54 M30 
1 3/s 2 5/32 15¼ 5.709 2.323 1¼ 

UCIP328 
35 55 400 145 59 M33 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in P.11.) 
2. Part No. of applicable grease nipples are shown below. 

A-1/4-28UNF ........ 208-210 
A-R1/8 .................. 211-213, 313-328 
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Standard 
Housing Bearing 

No. No. 

UC208-24 
IP208 UC208-25 

UC208 
UC209-26 

IP209 
UC209-27 
UC209-28 
UC209 
UC210-30 

IP210 
UC210-31 
UC210 
UC210-32 
UC211-32 

IP211 
UC211-34 
UC211 
UC211-35 
UC212-36 

IP212 
UC212 
UC212-38 
UC212-39 

IP213 
UC213-40 
UC213 
UC313-40 

IP313 
UC313 

IP314 
UC314-44 
UC314 
UC315-47 

IP315 UC315 
UC315-48 

IP316 UC316 

IP317 UC317 

IP318 
UC318-56 
UC318 

IP319 UC319 

UC320 
IP320 UC320-63 

UC320-64 

IP322 UC322 

IP324 UC324 

IP326 UC326 

IP328 UC328 

Thick section pillow block type 

UCIP 
Cylindrical bore (with set screws) 
d 40 ~ 140 mm 

: .. && H1 ' / \ - / \  "' 

J 
L 

Shaft Die. Dimensions Bolt Standard 
mm inch inch Size Unit Housing Bearing 

mm . No. No. No. 
mch 

H L A J N H1 Hs B s mm 
1 . “º 223/34 77/. 2% 5211/32 8/4 31/32 417/“ 1.937 0.743 5/3 ucIP203-24 0020324 

4° ”"º 60 200 60 150 19 25 115 492 19 M16 "º'Pººº'ºs ">203 "020845 ' ucupzoe 00203 
1 5/. UCIP209-26 00209-26 

45 111/13 2% Bºlsa 2% 619/34 3/4 31/52 51/32 1.937 0.743 5/3 UCIP209—27 |n 0020927 
… 70 210 60 150 19 25 120 49.2 19 M16 UCIP209-28 00209-23 

uc1p209 mm 
1 7/. uc1p21o-30 u0210-3o 

50 15/1. 23/4 321/» 2% 611/1. 3/4 18/32 53/15 2.031 0.743 % uc|P210-31 13210 u021o-31 
70 220 60 170 19 23 132 51.6 19 M16 UCIP210 mm 

2 UCIP210-32 00210-32 
2 UCIP211-32 03211-32 

55 21/. 35/52 91/1. 2% 73/3: 3/. 18/32 513/1. 2.139 0.374 5/3 uc|p211-34 IP211 uc211-34 
30 230 60 130 19 23 143 55.6 22.2 M16 UCIP211 mm 

2333 uc1P211-35 u0211-35 
21/4 UCIP212-36 u0212-36 

30 35/32 101/. 25/4 77/3 7/. 1% 63/32 2.533 1.000 3/. UCIP212 13212 u0212 
2% 30 260 70 200 22 30 155 65.1 25.4 M20 uc1P212-33 u0212-33 
27/1. uc1p212-39 uc212-39 
21/2 335/54 111/32 28/4 39/32 7/3 19/13 615/32 2.563 1.000 3/4 UCIP213-40 13213 00213-40 

65 90 230 70 220 22 30 172 65.1 25.4 M20 ucupm u0213 
21/2 421/54 127/32 23/4 927/3: 7/3 13/1. 33/15 2.953 1.131 3/. UCIP313-40 IP313 0031340 

110 310 70 250 , 22 30 200 75 30 M20 UCIP313 u0313 
70 23/4 421/34 13 215/… 105/4 5!1/32 13/. 315/» 3.071 1.299 7/5 ucIP314-44 |P314 u0314-44 

110 330 75 270 25 35 215 73 33 M22 uc|P314 uc314 
15 . 2 "º 423/32 13 5/3 215/… 111/32 31/32 13/3 91/1. 3.223 1.230 7/3 uc1p315-47 "031547 

75 120 340 — 75 230 25 35 230 32 32 M22 UCIP315 'P315 num 3 uc1P315-43 00315-43 
4 23/az 13 26/32 3 "/32 11 ws. 31/32 1 9/15 9 1/4 3.336 1.339 7/3 

ºº ' 120 350 35 290 25 40 235 36 34 M22 uc1P315 "º… “º… 
5 ‘la 14 9/16 3 “/32 12 13/34 31I32 1 9/15 10 1/32 3.780 1.575 7/3 

35 ' 130 370 35 310 25 40 255 96 40 M22 uc1p317 "ºº" ”ºº" 
90 31/2 51/3 153/. 311/32 13 15/32 125/32 101/4 3.730 1.575 1 uc1P313-56 ",… u0313-53 

130 400 35 330 29 45 260 96 40 M27 ucIP313 u0313 
5 29I32 16 5/32 311/32 13 25Isa 1 5/32 1 25/32 11 7/32 4.055 1.614 1 

ºº " 150 410 35 340 29 45 235 103 41 M27 uc1P319 'P319 "º… 
UCIP320 u0320 29 15 11 11 5 25 5 100 315/"; 5156” 1:34“ 335/32 126;“ 12;“ 145/ºº 12195" 41%? 1:254 M127 UCIP320-63 |P320 u0320-63 

4 uc|P320-64 00320-64 
. 5 11/13 19 9/32 3 15/13 15 9/54 1 v. 1 31/32 13 3/13 4.606 1.311 1 vs 

"º ' 170 490 100 410 32 50 335 117 46 M30 uc11=322 113322 ”C322 
60/“; 203/32 315/15 1659/“ 11/4 131/5 1319/32 4.951 2.003 wa 

12° “ 170 510 100 430 32 50 345 126 51 M30 uc1P324 "”324 u0324 
7 7/3 21 21/32 411/32 131/2 1 v. 1 31/32 1511/32 5.315 2.123 1 1/3 

”º ' 200 550 110 470 32 50 390 135 54 M30 uc1p323 'P326 ”0325 
7 7/3 23 7/32 4 11¡32 19 11/115 1 3la 2 5/52 15 3/4 5.709 2.323 1 ‘/4 

"º ' 200 590 110 500 35 55 400 145 59 M33 "º'mº 13325 “6328 
Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in R11.) 

2. Part No. of applicable grease nipples are shcwm below. 
A—1/4-28UNF ........ 208~210 
A-R1l8 .................. 211~213. 313~328 
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With Pressed Steel Covers 
(E1) 

As 
B 

With Casi lron Covers 
(E3) 

Ac 
B 

Koyo 
Variations o! tolerance o! distance from mounting 
bottom to center o! spherical bore (LiH,), variations 
o! tolerance o! distance between centers o! bol! 
hales (LiJ,) and variations o! tolerance o! bol! hale 
diameter (LiN,) 

Unit:mm 
Housing No. LiH, LiJ, 

IP208-IP210I +0.15 +0.5 
IP211-IP213 I IP313-IP318 +0.2 

I IP319-IP328 +0.3 
±0.7 

Basic Fatigue Factor With Pressed Steel Covers With Cast lron Covers 
Mass Load Ratings Load Limit Unit No. Dimension Mass Unit No. 

kN kN 
Open Closed 

mm inch 
Open 

kg C, Cor Cu fo EndsType EndType As kg EndsType 

3.4 - - - - - -

3.4 29.1 17.8 0.809 14.0 - - - - - -

3.4 UCIP208C UCIP208CD 69 2 23!32 3.4 UCIP208FC 
3.9 - - - - - -

3.9 
34.1 21.3 0.968 14.0 

- - - - - -

3.9 - - - - - -

3.9 UCIP209C UCIP209CD 69 2 23!32 3.9 UCIP209FC 
4.8 - - - - - -

4.8 
35.1 23.3 1.06 14.4 

- - - - - -

4.8 UCIP210C UCIP210CD 74 2 29!32 4.8 UCIP210FC 
4.8 - - - - - -

5.3 - - - - - -

5.3 
43.4 29.4 1.34 14.4 

- - - - - -

5.3 UCIP211 C UCIP211 CD 76 3 5.3 UCIP211 FC 
5.3 - - - - - -

7.2 - - - - - -

7.2 
52.4 36.2 1.65 14.4 

UCIP212C UCIP212CD 89 3½ 7.2 UCIP212FC 
7.2 - - - - - -

7.2 - - - - - -

8.8 
57.2 40.1 1.82 14.4 

- - - - - -

8.8 UCIP213C UCIP213CD 89 3½ 8.8 UCIP213FC 
13.4 

92.7 59.9 2.68 13.2 
- - - - - -

13.4 - - - - - UCIP313C 
15.3 

104 68.2 2.96 13.2 
- - - - - -

15.3 - - - - - UCIP314C 
17.6 - - - - - -

17.6 113 77.2 3.24 13.2 - - - - - UCIP315C 
17.6 - - - - - -

20.3 123 86.7 3.53 13.3 - - - - - UCIP316C 

25.9 133 96.8 3.82 13.3 - - - - - UCIP317C 

28.6 
143 107 4.11 13.3 

- - - - - -

28.6 - - - - - UCIP318C 

31.7 153 119 4.45 13.3 - - - - - UCIP319C 

36.9 - - - - - UCIP320C 
36.9 173 141 5.08 13.2 - - - - - -

36.9 - - - - - -

52.4 205 180 6.15 13.2 - - - - - UCIP322C 

58.7 207 185 6.10 13.5 - - - - - UCIP324C 

76.2 229 214 6.79 13.6 - - - - - UCIP326C 

87.0 253 246 7.54 13.6 - - - - - UCIP328C 

3. As far the triple-lip seal type product, supplementary code L3 follows the Part No. of unit ar bearing. 
(Example of Part No. : UCIP208JL3, UC208L3) 

4. As far the dimensions and forms of applicable bearings, see the dimensional tables of insert bearing far unit. 
5. Housings of spheroidal graphite iron casting are also available. 

Closed 
EndType 

-

-

UCIP208FCD 
-

-

-

UCIP209FCD 
-

-

UCIP210FCD 
-

-

-

UCIP211FCD 
-

-

UCIP212FCD 
-

-

-

UCIP213FCD 
-

UCIP313CD 
-

UCIP314CD 
-

UCIP315CD 
-

UCIP316CD 

UCIP317CD 

-

UCIP318CD 

UCIP319CD 

UCIP320CD 
-

-

UCIP322CD 

UCIP324CD 

UCIP326CD 

UCIP328CD 

Dimension 
mm inch 

Ac 

- -

- -

86 3 3/s 
- -

- -

- -

88 3 15'32 

- -

- -

97 3 13/15 

- -

- -

- -

99 3 29'32 

- -

- -

114 4½ 
- -

- -

- -

114 4½ 
- -

122 4 13/16 

- -

124 4 7/s 
- -

134 5 9/32 

- -

138 5 7/16 

146 5¼ 

- -

150 5 29/32 

162 6 3/s 

174 6 27'32 

- -

- -

188 7 13'32 

196 7 23'32 

214 8 7/16 

222 8¼ 

LiN, 

±0.2 

----=i=iJ.3 

Mass 

kg 

-

-

4.2 
-

-

-

4.7 
-

-

5.8 
-

-

-

6.3 
-

-

8.7 
-

-

-

10.5 
-

15.5 
-

17.6 
-

20.1 
-

23.2 

29.2 

-

32.4 

36.0 

42.5 
-

-

59.2 

68.2 

88.3 

102 
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With Pressed Steel Covers 
(E1) 
As 

B 
S 

With Cast Iron Covers 
(I53) 
Ac 

B 
S 

¡_1 

Koyo 
Variations of tolerance oi distance from mourning 
bottom to center of spherical bore (mr.), variations 
of tolerance of distance between centers of bolt 
holes (AJ.) and variations of tolerance oi bolt hole 
diameter (AN-) 

No. 
Unit: mm 

10.2 
_ I . L %? 10.7 

I,… … . LL 1—1 U 2— 
í J— r‘ _“ 

A A 

Basic Fatigue Factor With Pressed Steel Covers With Cast Iron Covers 
Mass Load Ratings Load Limit Unit No. Dimension Mass Unit No. Dimension Mess 

kN … Open Closed … mºb Open Closed mm mºh 
kg C, Cm- Cu fo Ends Type End Type A. kg Ends Type End Type Ac kg 

3.4 - — — — — — — — — — 
3.4 29.1 17.3 0.309 14.0 — — - — - — - - — — 
3.4 ummm u31P20330 39 2 ”la: 3.4 UGIP208FC UCIP208FCD 86 3 ºla 4.2 
3.9 — - — — — — — — — — 
g"; 34.1 21.3 0.963 14.0 : : : : : : : : : : 
3.9 U31P2093 u31P20930 69 2 2%: 3.9 UCIP209FC UCIP209FCD 33 3 1%: 4.7 
4.3 — - — — — - — — — — 
4'8 351 233 103 144 ' ' " " ' ' ' “ ' ' 4.8 ' ' ' ' UCIP21OC UCIP21OGD 74 2 21Ilsa 4.3 U31P2101=c uc1P21orc0 97 3 ”ha 5.8 
4.8 - — — — — - — — - — 
5.3 _ - _ — — - - — — - 
5'3 434 294 134 144 ' “ ' ' ' ' ' ' ' ' 5.3 ' ' ' ' u31P211c u31321130 76 3 5.3 u01P211Fc UGIP211FCD 99 3 ¡º'/az 6.3 
5.3 - — — — — — — — — — 
7.2 — - — — — - - - — - 
;.; 52.4 352 1.35 14.4 UCIP2_120 umm—12m 8—9 3 1:2 7.2 UCIP212Fc UCIP2121=cD 114 4 1:2 3.7 

7.2 _ - - — - - — — — — 
º'º 572 401 132 14 4 ' ' “ “ ' “ ' ' “ ' 8.8 ' ' ' ' UCIP2130 UCIP21330 39 3 1/2 3.3 UCIP213FC UCIP213FCD 114 4 1/2 10.5 

13.4 — — — - — — — — - - 
13.4 º” 59'9 2'63 132 — — — — — ucIP3133 001331300 122 4 13m 15.5 
15.3 — — - — - - - — — - 
15.3 104 68'2 2'96 13'2 — — — - — u31P314c UCIP31430 124 4 7/3 17.3 
17.6 — — — — — - — - — — 
17.6 113 77.2 3.24 13.2 — - - — — u01P3150 UCIP31500 134 5 9/52 20.1 
17.3 — - — - — — - — - — 
20.3 123 33.7 3.53 13.3 — — — — — U01P3133 UCIP31630 133 5 7/13 23.2 

25.9 133 93.3 3.32 13.3 — — — — — u31P317c uc1P31700 143 5 3/4 29.2 

º“ 143 107 411 133 : “ ' “ ' “ “ ' : “ 28.6 ' ' _ — - — — u01P3133 uc1P31330 150 5 2%: 32.4 
31.7 153 119 4.45 13.3 — — — — - u31P3193 UCIP319CD 162 6 al. 36.0 
36.9 — — — — — U31P3200 uc1P32030 174 6 "laz 425 
33.9 173 141 5.03 13.2 - - - — - — - - - — 
33.9 — — — — - — - - - — 
52.4 205 130 3.15 13.2 — — — - — u31P3220 uc1P32230 133 7 18/32 59.2 

33.7 207 135 6.10 13.5 — — — - — U3IP3243 UCIP32430 193 7 2%: 33.2 

76.2 229 214 6.79 13.3 — — - — — u31P3263 , UCIP32330 214 3 7m 33.3 

37.0 253 246 7.54 13.3 — — — — — U01P3233 ' uclP32330 222 3 an 102 
3. As for the triple-lip seal type product, supplementary code L3 follows the Part No. of unit or hearing. 

(Example of Part No. : UCIP208JL3, U0208L3) 
4. As for the dimensions and forms of applicable bearings. see the dimensional tables of insert bearing tor unit. 
5. Housings of spheroidal graphite iron casting are also available. 
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Thick section pillow block type 

UKIP 
Tapered bore (with adapter) 
d1 35 ~ 125 mm 

Shaft Dia. 
mm inch 

d1 H L A 

1¼ 
2 23/64 7 7/a 2 3/a 

35 1 3/a 
60 200 60 

40 
1½ 2¼ 8 9f32 2 3/a 

70 210 60 

45 
1¼ 2¼ 8 21132 2 3/a 

70 220 60 
1 7/a 

3 5/32 9 1/16 2 3/a 
50 

80 230 60 
2 

55 
2 1/a 3 5/32 10 ¼ 2¼ 

80 260 70 
2¼ 

3 35/64 11 1132 2¼ 

2 3/a 
90 280 70 

60 
2¼ 

4 21164 12 7132 2¼ 

2 3/a 
11 O 310 70 

65 
2½ 4 23!J2 13 3/a 2 15/16 

120 340 75 

70 
2¼ 4 23/s2 13 25f32 311132 

120 350 85 

75 
5 1/a 14 9/16 311132 

3 130 370 85 

80 
5 1/a 15 ¼ 3 11/32 

-
130 400 85 

85 
3¼ 5 29/32 16 5132 311132 

150 410 85 

90 
3½ 5 29/32 16 15/16 311132 

150 430 85 

100 
6 11/16 19 9/32 3 15/16 

4 170 490 100 

110 
6 11/16 20 3132 3 15/16 

-
170 510 100 

115 
4½ 7 7/a 21 21132 411132 

200 550 110 

125 
77/a 23 7132 411132 

-
200 590 110 

1 1 

Á 

Dimensions 
inch 
mm 

J N 

5 2%2 ¼ 
150 19 

6 19/64 ¼ 
160 19 

6 11/16 ¼ 
170 19 

7 3/32 ¼ 
180 19 

77/a 7/a 
200 22 

8 21 /32 7/a 
220 22 

9 27/32 7/a 
250 22 

11 1/32 31!J2 
280 25 

11 27/64 31!J2 
290 25 

12 13/64 31/32 

310 25 
13 1 5/32 

330 29 
13 25/64 1 5/32 

340 29 
14 11/64 1 5/32 

360 29 
169/64 1¼ 
410 32 

16 59/64 1¼ 
430 32 

18 ½ 1¼ 
470 32 

19 11/16 1 3/a 
500 35 

L 

Bolt Standard 
Size Unit Housing Bearing 

inch 
No. No. No. 

H1 H2 Bi mm 

31f32 4 11132 1 13/16 5/a 
UKIP208 IP208 UK208 

25 115 46 M16 

31f32 5 1132 1 31/32 5/a 
UKIP209 IP209 UK209 

25 128 50 M16 
1 3f32 5 3/16 2 5/32 5/a 

UKIP210 IP210 UK210 
28 132 55 M16 

1 3/32 5 13/16 2 5/16 5/a 
28 148 59 M16 

UKIP211 IP211 UK211 

1 3/rn 6 3f32 2 7/16 ¼ 
UKIP212 IP212 UK212 

30 155 62 M20 

1 3/rn 6 25f32 2 9/16 ¼ 
UKIP213 IP213 UK213 

30 172 65 M20 

1 3/16 8 3/16 2 9/16 ¼ 
UKIP313 IP313 UK313 

30 208 65 M20 

1 3/a 9 1/16 2 7/a 7/a 
UKIP315 IP315 UK315 

35 230 73 M22 
1 9/rn 9¼ 3 1/16 7/a 

UKIP316 IP316 UK316 
40 235 78 M22 

1 9/16 10 1132 3 7/32 7/a 
UKIP317 IP317 UK317 

40 255 82 M22 
1 25!J2 10 ¼ 3 3/a 1 

UKIP318 IP318 UK318 
45 260 86 M27 

1 25/32 11 7132 3 17/32 1 
UKIP319 IP319 UK319 

45 285 90 M27 
1 25/32 11 5/a 3 13/16 1 

UKIP320 IP320 UK320 
45 295 97 M27 

1 31!J2 13 3/16 4 1/a 1 1/a 
UKIP322 IP322 UK322 

50 335 105 M30 
1 31/32 13 19f32 4 13/32 1 1/a 

UKIP324 IP324 UK324 
50 345 112 M30 

1 31!J2 15 11132 4¼ 1 1/a 
UKIP326 IP326 UK326 

50 390 121 M30 
2 5f32 15¼ 4 5/32 1¼ 

UKIP328 IP328 UK328 
55 400 131 M33 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in P.11.) 
2. Part No. of applicable grease nipples are shown below. 

A-1/4-28UNF ........ 208-210 
A-R1/8 .................. 211-213, 313-328 
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Adapter 
Assembly 

No. 

HE2308X 
HS2308X 
H2308X 
HE2309X 
H2309X 
HE2310X 
H2310X 
HS2311X 
H2311 X 
HE2311X 
HS2312X 
H2312X 
HE2313X 
H2313X 
HS2313X 
HE2313X 
H2313X 
HS2313X 
HE2315X 
H2315X 
HE2316X 
H2316X 
H2317X 
HE2317X 

H2318X 

HE2319X 
H2319X 
HE2320X 
H2320X 
H2322X 
HE2322X 

H2324 

HE2326 
H2326 

H2328 

Thick section pillow block type 

UKIP 
Tapered bore (with adapter) 
d1 35 ~ 125 mm 

% Q22 
f x  

H a ,, && 
H: P A 

J 
L 

Shaft Die. Dimensions Bolt Standard 
mm inch inch Size Unit Housing Bearing Adapter 

mm . No. No. No. Assembly 
mch No 

d1 H L A J N H1 Ha B] mm ' 

1 7/4 HE2308X 2 23/54 7 7/0 2 8la 5 ººº/92 a/4 a1I92 4 17/32 1 1¡“]/10 5/3 3 35 1 ¡º 60 200 60 150 19 25 115 46 M16 manna 'Pººº ux209 32:33? 
1 7/2 2 3/4 3 9/22 2 7/4 s 1º/m 7/4 51/42 5 1/32 1 37/42 5/; HE2309X 

"º 70 210 60 160 19 25 120 50 M16 "Km” ">209 “mº ¡mm 
1 3/4 2 7/4 B 27/22 2 77/4 6 77/44 77/4 1 3/22 5 7/44 2 5/442 5/4 HE231 ox 

‘5 70 220 50 170 19 20 132 55 M16 ux11721o 12210 ”Km H231 ox 
1 7/. Hs2311x 3 5/32 9 1I113 2 3/6 7 3I32 3/4 1 3la: 5 “he 2 5/19 5/9 so UKIP211 ”>211 ux211 H2311x 2 so 230 so 180 19 28 14a 59 M16 HE2311X 
2 7/. 3 5/42 10 1/4 2 77/4 7 7/4 7/. 1 3I44 6 3442 2 7/44 3/4 H32312x 

55 00 250 70 200 22 30 155 62 M20 "K'Pº'º "ºm ”K212 mm 
2 7/4 HE2313X 3 35/64 11 1I32 2 3/4 8 21/32 7/0 1 3I16 6 25I32 2 EV16 3/4 
2 77/4 90 230 70 220 22 30 172 65 M20 "K'ma 'Pm u1<213 332131; 

60 2 1,4 4 Z1I34 12 7/32 2 3/4 9 27I92 7/3 1 3/16 8 3/16 2 9/16 3/4 HE231“ 2 7/4 119 31 o 70 250 22 30 203 65 M20 u1<11=313 "’313 ”Km £133; 
2 1/2 4 za¡az 13 7/2 2 76/42 11 7/22 77/42 1 3/4 9 7/44 2 7/. 7/4 HE2315X 

ºº 120 340 75 200 25 35 230 73 M22 "…"“ "$315 ux315 mm 
2 3l4 4 za/32 13 25/32 3 “laz 11 27/54 $"¡32 1 9/10 9 1/4 3 1/15 7/0 HE2316X 

7° 129 350 as 290 25 40 235 79 M22 moms "’31“ UK316 H2316x 
5 ‘la 14 9/16 3 “/32 12 18/54 31I92 1 9/16 10 1laz 3 7/32 7/9 H2317X 

75 3 130 370 35 310 25 40 255 32 M22 u1<11=317 "”317 ”KW HE2317X 
5 'la 15 3/4 3 "laz 13 1 5/32 1 25/32 10 'l4 3 3la 1 so — 130 400 35 330 29 45 260 as M27 UK|P310 IP318 UK318 H2318X 

3 7/4 5 277/442 16 5I22 3 77/22 13 75/44 1 5/a2 1 25¡az 11 7/32 3 "¡32 1 HE2319X 
85 150 410 05 340 29 45 205 90 M27 u1<11=319 "mº ”K319 H2319X 

3 1/2 5 29/32 16 15I16 3 "laz 14 "¡64 1 5laz 1 25I32 11 5/0 3 13/16 1 HE2320X 
ºº 150 430 05 350 29 45 295 97 M27 "K'Pººº 'Pººº ”K32” H2320X 

6 77/44 19 9122 3 75/44 16 9/444 1 7/4 1 77/22 13 3,16 4 7/4 1 7/4 mm 
"¡º 4 179 490 100 410 32 50 335 105 M30 "K'Pººº 'mº ”K322 HE2322X 

6 11/15 20 aI22 3 75/44 1s 577/24 1 7/4 1 37/22 13 777/22 4 73I22 1 7/4 110 — 170 510 1 00 430 32 50 345 112 M30 UKIP324 IP324 UK324 H2324 
4 7/2 7 7/4 21 77/22 4 77/42 16 7/2 1 7/4 1 37/22 15 "laz 4 3/4 1 7/44 HE2326 

"5 200 550 110 470 32 50 390 121 M30 "K'Pººº |P326 ”Km H2326 
7 7/0 23 7I32 4 11I32 19 11/1s 1 3/3 2 5I32 15 3/4 4 5I32 1 ‘/4 

125 ' 200 590 110 500 35 55 400 131 M33 "K'Pººº "ºm ”Km ”2323 
Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter numbers. (See Table 2.5 in R11.) 

2. Par! No. of applicable grease nipples are shown below. 
A-1/4-28UNF ........ 208—210 
A-H1l8 .................. 211~213. 313—328 
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With Pressed Steel Covers 
(E1) 

With Casi lron Covers 
(E3) 

Koyo 
Variations o! tolerance o! distance from mounting 
bottom to center o! spherical bore (LiH,), variations 
o! tolerance o! distance between centers o! bol! 
hales (LiJ,) and variations o! tolerance o! bol! hale 
diameter (LiN,) 

Unit:mm 
Housing No. LiH, LiJ, LiN, 

IP208-IP210I +0.15 +0.5 
±0.2 

IP211-IP213 I IP313-IP318 +0.2 
I IP319-IP328 +0.3 

±0.7 ----=i=iJ.3 

Basic Fatigue Factor With Pressed Steel Covers With Cast lron Covers 
Mass Load Ratings Load Limit Unit No. Dimension Mass Unit No. Dimension Mass 

kN kN 
Open Closed 

mm inch 
Open Closed 

mm inch 

kg C, Cor Cu fo EndsType EndType As kg EndsType EndType Ac kg 

3.5 - - - - - - - - - -

3.5 29.1 17.8 0.809 14.0 - - - - - - - - - -

3.5 UKIP208C UKIP208CD 69 2 23!32 3.5 UKIP208FC UKIP208FCD 86 3 3/s 4.4 
4.0 

34.1 21.3 0.968 14.0 
- - - - - - - - - -

4.0 UKIP209C UKIP209CD 69 2 23!32 4.0 UKIP209FC UKIP209FCD 88 3 15'32 4.9 
4.8 

35.1 23.3 1.06 14.4 
- - - - - - - - - -

4.8 UKIP210C UKIP210CD 74 2 29!32 4.8 UKIP210FC UKIP210FCD 97 3 13/15 5.8 
5.3 - - - - - - - - - -

5.3 43.4 29.4 1.34 14.4 UKIP211 C UKIP211 CD 76 3 5.3 UKIP211FC UKIP211FCD 99 3 29'32 5.9 
5.3 - - - - - - - - - -

7.1 
52.4 36.2 1.65 14.4 

- - - - - - - - - -

7.1 UKIP212C UKIP212CD 89 3½ 7.1 UKIP212FC UKIP212FCD 114 4½ 8.6 
8.7 - - - - - - - - - -

8.7 57.2 40.1 1.82 14.4 UKIP213C UKIP213CD 89 3½ 8.7 UKIP213FC UKIP213FCD 114 4½ 10.4 
8.7 - - - - - - - - - -

13.5 - - - - - - - - - -

13.5 92.7 59.9 2.68 13.2 - - - - - UKIP313C UKIP313CD 122 4 13/15 15.7 
13.5 - - - - - - - - - -

17.7 
113 77.2 3.24 13.2 

- - - - - - - - - -

17.7 - - - - - UKIP315C UKIP315CD 134 5 9'32 20.5 
20.4 

123 86.7 3.53 13.3 
- - - - - - - - - -

20.4 - - - - - UKIP316C UKIP316CD 138 5 7/16 23.5 
25.7 

133 96.8 3.82 13.3 
- - - - - UKIP317C UKIP317CD 146 5¾ 29.2 

25.7 - - - - - - - - - -

28.7 143 107 4.11 13.3 - - - - - UKIP318C UKIP318CD 150 5 29'32 32.9 

32.0 
153 119 4.45 13.3 

- - - - - - - - - -

32.0 - - - - - UKIP319C UKIP319CD 162 6 3/s 36.7 
36.6 

173 141 5.08 13.2 
- - - - - - - - - -

36.6 - - - - - UKIP320C UKIP320CD 174 6 27'32 42.8 
52.2 

205 180 6.15 13.2 
- - - - - UKIP322C UKIP322CD 188 7 13'32 59.1 

52.2 - - - - - - - - - -

59.0 207 185 6.10 13.5 - - - - - UKIP324C UKIP324CD 196 7 23'32 69.3 

76.0 
229 214 6.79 13.6 

- - - - - - - - - -

76.0 - - - - - UKIP326C UKIP326CD 214 8 7/16 89.3 

87.0 253 246 7.54 13.6 - - - - - UKIP328C UKIP328CD 222 8¾ 104 

3. In Par! No. of unit with adapters and bearing with adapters, Par! No. of applicable adapter follow !he Par! No. shown in !he dimensional tables. 
(Example of Par! No. : UKIP208J + H2308X, UK208 + H2308X) 

4. As for !he triple-lip seal type product, supplementary code L3 follows !he Par! No. of unit or bearing. 
(Example of Par! No.: UKIP208JL3 + H2308X, UK208L3 + H2308X) 

5. For the dimensions and forms of applicable bearings and adapters, see the dimensional tables of insert bearing for unit and adapter assemblies. 
6. Housings of spheroidal graphite iron casting are also available. 
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Wlth Pressed Steel Covers 
(E1) 
As 
31 

f: _ 
1.1 

With Cast Iron Covers 
(ES) 

Koyo 
Variations of tolerance of distance from mourning 
bottom to center of spherical bore (mí.), variations 
of tolerance of dlstanoe between centers of bolt 
holes (AJ.) and variations of tolerance of bolt hole 
diameter (Am) 

Unlt: mm 
No. 

150.2 
10.7 

0‘ L . 
h Ii 

A 

Basic Fatlguo Factor Wlth Pressed Steel Covers Wlth Cast Iron Covers 
Mass Load Ratings Load Llnrlt Unll No. Dimension Mass Unlt No. Dimenslon Mass 

kN … Open Closed … mºb Open Closed mm mºb 
kg C, Cm Cu fo Ends Type End Type A. kg Ends Time End Type Ac kg 

3.5 - — — — — ' - — — — — 
3.5 29.1 17.3 0.309 14.0 — — — — — — — - — — 
3.5 UKIP2033 UKIPZOBCD 39 2 33/32 3.5 UKIP208FC UKIP208FCD 33 3 % 4.4 
4.0 - - — — — — — - - - 
4.0 34" 21.3 º'ººº “'º UKIP2090 UKIP20900 39 29/32 4.0 010320953 01013209500 33 315/32 4.9 
4.3 — — — — — — — — — — 
4.3 35" 23.3 Lºs 14'4 UKIP21 oc 010321000 74 2 ”la: 4.8 UKIP210FC UKIP21DFCD 97 3 13/13 5.3 
5.3 _ _ - _ - _ - - _ - 
5.3 43.4 29.4 1.34 14.4 UKIP211C UKIP211CD 73 3 5.3 UKlP211FC UKIP211FCD 99 3 29/32 5.9 
5.3 - — — — — - — — — — 
7'1 524 332 135 144 ' ' ' ' “ ' ' ' ' ' 7.1 ' ' ' ' UKIP2123 UKIP21ZCD 39 3 1/2 7.1 UKIP212FC ummzrcn 114 4 1/2 3.3 
3.7 — — — — — — - — - - 
3.7 57.2 40.1 1.32 14.4 UK11=213c UKIP21330 39 3 1/2 3.7 UKIP213FC UKIP213FCD 114 4 1/2 10.4 
3.7 — — — - — — — — - — 

13.5 — — — — — — — — — — 
13.5 92.7 59.9 2.33 13.2 — - — - - UKIP3130 UKIP31330 122 4 ‘3/13 15.7 
13.5 — — — — — — — — - — 
17'7 113 77 2 3 24 13 2 _ “ _ “ ' ' “ _ “ “ 17.7 ' ' ' — - _ — — UKIP315C UKIP315CD 134 5 9/32 20.5 
20.4 — — — — - - — — - — 
20.4 123 86'7 3'53 133 — — — — — UKIP316C UKIP316CD 133 5 7/15 23.5 

_ _ _ _ _ 3 25.7 133 93.3 3.32 133 UKIP317c UKIP31730 143 5 ¡… 29.2 
25 .7 — — — — — — — — — — 
23.7 143 107 4.11 13.3 — — — — — UKIP3133 UKIP31330 150 5 29¡az 32.9 
32.0 153 119 4 45 13 3 “ _ ' ' “ “ _ " “ " 32.0 ' ' — - - - — UKIP3193 UKIP319CD 132 3 ala 33.7 
33.3 — — — — — — — — — — 
33.3 173 … 5'08 132 — - — — — UKIP3203 UKIPSZOCD 174 3 2132 42.3 

_ _. _ _ _ 3 ' 52.2 205 130 3.15 13.2 UKIP3220 010332230 133 7 I laz 59.1 
52.2 — — — — — — — — — — 
59.0 207 135 3.10 13.5 — — — — — UKIP324c UKIP324CD 193 7 2%: 39.3 
73.0 _ _ _ _ _ _ _ _ _ _ 
76.0 229 214 ”º 13.3 — — — _ - UKIP3233 UKIP32330 214 3 7/13 39.3 
37.0 253 243 7.54 13.3 — — — — — UKIP3233 UKIP32330 222 3 3/4 104 

3. In Part No. of unit with adapters and bearing with adapters, Part No. of applicable adapter follow the Part No. shown in the dimensional tables. 
(Example of Part No. : UKIP208J + H2308X, UK208 + H2308X) 

4. As for the triple-lip seal type product, supplementary code L3 follows the Part No. of unit or hearing. 
(Example of Part No. : UKIP208JL3 + H2308X, UK208L3 + H2308X) 

5. For the dimensions and terms of applicable bearings and adapters, see the dimensional tables of insert bearing for unit and adapter assemblies. 
6. Housings of spheroidal graphite iron casting are also available. 
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Tapped-base pillow block type 

UCPA 
Cylindrical bore (with set screws) 
d12~50mm ,__~-

Shaft Dia. Dimensions Unit Housing Bearing 
mm inch inch No. No. No. 

mm 

d H L A J N H2 ll3 Li B s 

12 UCPA201 UC201 
½ UCPA201-8 UC201-8 

15 
1 3/16 3 1 9/16 2 3/54 2 3/a ½ 11/16 1.220 0.500 

UCPA202 UC202 
5/a 

30.2 76 40 52 M10x1.5 60 13 27 31 12.7 
UCPA202-10 PA204 UC202-10 

17 UCPA203 UC203 
¾ UCPA204-12 UC204-12 

20 UCPA204 UC204 
7/a UCPA205-14 UC205-14 

25 
15frn 1 7/16 3 5/rn 1 25132 2 13/54 2 25132 ½ 1 3/16 1.343 0.563 UCPA205-15 

PA205 
UC205-15 

36.5 84 45 56 M10x1.5 71 13 30 34.1 14.3 UCPA205 UC205 
1 UCPA205-16 UC205-16 
1 1/a UCPA206-18 UC206-18 

30 
111/16 3 11frn 1 31132 2 19'32 3 5/rn 23'32 1 13'32 1.500 0.626 UCPA206 

PA206 
UC206 

1 3/16 42.9 94 50 66 M14x2 84 18 36 38.1 15.9 UCPA206-19 UC206-19 
1¼ UCPA206-20 UC206-20 
1¼ UCPA207-20 UC207-20 
1 5/16 

1 7/a 411132 2 5'32 3 5'32 3 21132 25'32 1 5/a 1.689 0.689 
UCPA207-21 UC207-21 

35 1 3/a 
47.6 110 55 80 M14x2 93 20 41 42.9 17.5 

UCPA207-22 PA207 UC207-22 
UCPA207 UC207 

1 7/16 UCPA207-23 UC207-23 
1½ 1 15/16 4 9/rn 29132 3 5/16 3 21132 25'32 1 5/a 1.937 0.748 

UCPA208-24 UC208-24 
40 1 9/rn UCPA208-25 PA208 UC208-25 

49.2 116 58 84 M14x2 98 20 41 49.2 19 
UCPA208 UC208 

1 5/a UCPA209-26 UC209-26 

45 
1 11frn 2 9/54 4 23132 2 3/a 3 35/54 4 3/rn 31'32 1 21'32 1.937 0.748 UCPA209-27 

PA209 
UC209-27 

1¾ 54.2 120 60 90 M14x2 106 25 42 49.2 19 UCPA209-28 UC209-28 
UCPA209 UC209 

1 7/a UCPA210-30 UC210-30 

50 
1 15frn 2¼ 5 1/a 211132 3 45/54 4 7/rn 31'32 1 27'32 2.031 0.748 UCPA210-31 

PA210 
UC210-31 

57.2 130 64 94 M16x2 113 25 47 51.6 19 UCPA210 UC210 
2 UCPA210-32 UC210-32 

Remarks 1. In Part No. of unit, fitting codes follow bore diameter codes. (See Table 2.5 in P.11.) 
2. Part No. of the applicable grease nipple is A-1/4-28UNF. 
3. As for the triple-lip seal type product (from 201 to 205 are the double-lip seal type products), supplementary code L3 (or L2) follows Part 

No. of unit or bearing. (Example of Part No. : UCPA206JL3, UC206L3) 
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Tapped-base pillow block type 

UCPA 
Cylindrical bore (with set screws) 
d 12 ~ 50 mm ¿ax 

H g s k J ;  
_ _  . 

__ 1 |___ Í __ ‘1‘ 
L 1 q J 2—N 

L 

Shaft Dis. Dimensions Untt Housing Bearing 
mm inch inch No. No. No. 

mm. 

H L A J N Ha Ha Lx B S 

12 00211201 00201 
vz UCPA201-8 uczm-a 

‘5 ¿¡ 13/11 3 1 “/10 2%. 2% Va 11/11 1.220 0.500 "ºp… "ºººº 
“ 30 2 76 40 52 M10141 5 60 19 27 31 12 7 "cpm"… mº" uczoz-1o 17 ' ' ' ucPAzoe 00203 

3/4 0021120442 00204-12 
zo ucpnzo4 00204 

7/; UCPA205-14 00205-14 
25 15/16 1 7[10 35/10 1 2“laz 213/64 . . 2 25I112 'la 1 5/10 1.343 0.563 UCPA205-15 P A205 U6205-15 

36.5 64 45 56 M10x1.5 71 1a 30 34.1 14.3 UCPA205 00205 
1 UCPA205-16 00205-15 
1 Va UCPA206-18 UC206-18 

ao 1 w… 311/1. 131/52 21%: 35/1. ”laz 113/32 1.500 0.626 UCPA206 PA206 00206 
1 3/15 42.9 94 50 66 M14x2 84 18 36 38.1 15.9 UCPA206-19 uc206-19 
1 1/4 UCPA206-20 00206-20 
1 1/4 UCPA207-20 00207-20 

5 - . 35 132“ 11/1 4 "laz 2 5m 3 5/62 3 “la: 11/52 15/: 1.689 0.509 32:33:; 90207 $333; 
47.5 110 55 ao M14x2 93 20 41 42.9 17.5 "emm uczo7 

1 7/1. UCPA207-23 00207-23 
1 . 1 ¡º 1 15/11 4%. 2 %: a 5m a 27/52 25/52 16/. 1.937 0.740 00124120524 "ººº“ 24 

“ 1 º'“ 49 2 116 58 64 M14x2 98 20 41 49 2 19 "mm“ 25 Wºº vezes-25 ' ' ucpnzoa uczoa 
1 al. ucmzos-zs 00209-20 

45 1 "¡… 2 9/54 4 2%: 2 % a 35/54 4 1m Waz 121/32 1.937 0.743 0cPA209-27 P 11209 00209-27 
1 8/4 54.2 120 so 90 M14x2 100 25 42 49.2 19 0024120920 00209-28 

UCPA209 00209 
1 7/0 0021121090 00210-30 

50 1 15I19 2 1/4 5 ‘la 2 "luz 3 45/64 4 7/16 ¡'“/32 1 27/32 2.031 0.748 UCPA210-31 PA210 U021 0-31 
57.2 130 64 94 M16112 113 25 47 51.0 19 UCPA210 00210 

2 UCPA210-32 00210-3_2 
Remarks 1. In Part No. of unit, fitting codes follow bore diameter codes. (See Table 2.5 in R11.) 

2. Part No. of the applicable grease nipple is A-1l4—28UNF. 
3. As for the triple-lip seal type product (from 201 to 205 are the double-lip seal type products). supplementary code L3 (or L2) follows Part 
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No. of unit or hearing. (Example of Part No. : UCPA206JL3, UC206L3) 
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Koyo 
Variations o! tolerance o! distance from mounting 
bottom to center o! spherical bore (LiH,) and 
variations o! tolerance o! distance between centers 
o! bolt holes (LiJ,) 

Unit:mm 
Housing No. 
PA204-PA210 ±0.15 ±0.5 

Basic Fatigue Factor Mass 
Load Ratings Load Limit 

kN kN 

Cr Cor Cu fo kg 

0.64 

0.62 
12.8 6.65 0.302 13.2 

0.61 

0.59 

14.0 7.85 0.357 13.9 0.83 

19.5 11.3 0.514 13.9 1.2 

25.7 15.4 0.700 13.9 1.7 

29.1 17.8 0.809 14.0 2.0 

34.1 21.3 0.968 14.0 2.2 

35.1 23.3 1.06 14.4 2.8 

4. As for the dimensions and forms of applicable bearings, see the dimensional tables of insert bearing for unit. 
5. Tapered bore (with adapter) type products are also available. (Example of Part No. : UKPA205J + H2305X, UK205 + H2305X) 
6. Housings of spheroidal graphite iron casting are also available. 
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Koyo 
Variations of tolerance of distance from mourning 
bottom to center of spherical bore (An.) and 
variatlons of tolerance of distance between centers 
of bolt holes (AJ.) 

Unit: mm 
Hellsing No. | Au. ! Ar. 
PA204~PA210 l 10.15 l 10.5 

Basic Fatigue Factor Mass 
Load Ratings Load l l t  

kN kN 

Cr Co: C.. fo kg 

0.64 

0.62 
12.8 6.65 0.302 13.2 

0.61 

0.59 

14.0 7.85 0.357 13.9 0.83 

19.5 11.3 0.514 13.9 1.2 

25.7 15.4 0.700 13.9 1.7 

29.1 17.8 0.809 14.0 2.0 

34.1 21.3 0.963 14.0 2.2 

35.1 23.3 1.06 14.4 2.8 

4. As for the dimensions and lorms of applicable bearings. see the dimensional tables of insert beefing tor unit. 
5. Tapered bore (with adapter) type products are also available. (Example of Part No. : UKPA205J + H2305X. UK205 + H2305X) 
6. Housings of spheroidal graphite iron casting are also available. 
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Higher centerheight pillow block type 

UCPH 
Cylindrical bore (with set screws) 
d 12 ~ 50 mm 

Shaft Dia. Dimensions 
mm inch inch 

mm 

d H L A J N N1 H1 

12 
½ 

15 
2¾ 5 1 9/16 3¾ ½ ¾ 19!J2 

5/a 
70 127 40 95 13 19 15 

17 
¾ 

20 
7/a 

25 
15frn 3 5132 5½ 1 31132 4 1/a ½ ¾ 5/a 

80 140 50 105 13 19 16 
1 
1 1/a 

30 
3 35/64 6½ 1 31132 4¾ 21132 13frn 23!J2 

1 3/16 90 165 50 121 17 21 18 
1¼ 
1¼ 
1 5/16 

3 47 /54 6 9/16 2 3/a 5 21132 13/15 23!J2 
35 1 3/a 

95 167 60 127 17 21 18 

1 7/16 
1½ 3 15frn 7¼ 2¾ 5 13/J2 21132 13frn 25!J2 

40 1 9/rn 
100 184 70 137 17 21 20 

1 5/a 

45 
1 11 /16 4 9/64 715132 2¾ 5¾ 21132 13/15 25!J2 

1¾ 105 190 70 146 17 21 20 

1 7/a 

50 
1 15frn 4 21 /64 8 1/a 2¾ 6¼ 25132 7/a 7/a 

110 206 70 159 20 22 22 
2 

H2 L1 B 

3 31!J2 1 13/15 1.220 
101 46 31 

4½ 1 15/15 1.343 
114 49 34.1 

5 1/a 2 7/32 1.500 
130 56 38.1 

5½ 2 1/a 1.689 
140 54 42.9 

5 29/32 2¼ 1.937 
150 57 49.2 

6 7132 2 9/32 1.937 
158 58 49.2 

6½ 2 9/16 2.031 
165 65 51.6 

Remarks 1. In Part No. of unit, fitting codes follow bore diameter codes. (See Table 2.5 in P.11.) 
2. Part No. of the applicable grease nipple is A-1/4-28UNF. 

Bolt Unit Housing Bearing 
Size No. No. No. 

inch 
s mm 

UCPH201 UC201 
UCPH201-8 UC201-8 

0.500 3/a UCPH202 UC202 

12.7 M10 
UCPH202-10 PH204 UC202-10 
UCPH203 UC203 
UCPH204-12 UC204-12 
UCPH204 UC204 
UCPH205-14 UC205-14 

0.563 3/a UCPH205-15 
PH205 

UC205-15 
14.3 M10 UCPH205 UC205 

UCPH205-16 UC205-16 
UCPH206-18 UC206-18 

0.626 ½ UCPH206 
PH206 

UC206 
15.9 M14 UCPH206-19 UC206-19 

UCPH206-20 UC206-20 
UCPH207-20 UC207-20 

0.689 ½ 
UCPH207-21 UC207-21 

17.5 M14 
UCPH207-22 PH207 UC207-22 
UCPH207 UC207 
UCPH207-23 UC207-23 

0.748 ½ 
UCPH208-24 UC208-24 
UCPH208-25 PH208 UC208-25 

19 M14 
UCPH208 UC208 
UCPH209-26 UC209-26 

0.748 ½ UCPH209-27 
PH209 

UC209-27 
19 M14 UCPH209-28 UC209-28 

UCPH209 UC209 
UCPH210-30 UC210-30 

0.748 5/a UCPH210-31 
PH210 

UC210-31 
19 M16 UCPH210 UC210 

UCPH210-32 UC210-32 

3. As for the triple-lip seal type product (from 201 to 205 are the double-lip seal type products), supplementary code L3 (or L2) follows Part 
No. of unit or bearing. (Example of Part No. : UCPH206JL3, UC206L3) 
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Higher centerheight pillow block typo 

UCPH 
Cylindrical bore (with set screws) 
d 12 ~ 50 mm 

r"1¿"'º1'"-1 

Shaft Dia. Dimensions Bolt Unit Housing Bearing 
mm inch inch Size No. No. No. 

mm . mch 
H L A J N N1 H1 Hz L1 B S mm 

12 UCPH201 u0201 
vz ucPH201-a uc201-3 

‘5 23/4 5 11/15 33/4 'la 3/4 “la: 9%: 1151… 1.220 0.500 3/1 ucpnzoz "ºººº 
5" 70 127 40 95 13 19 15 101 46 31 127 M10 UCPH202-1o ”'20“ uczoz—1o 17 ' UCPH203 uczoa 
9/4 UCPH204-12 U0204-12 

20 ucp11204 u0204 
7/6 ucpu205-14 u0205-14 

25 15/1. 35/32 51/: 111/31 41/. v: 3/4 5/1 41/: 115/15 1.343 0.553 % UCPH205-15 PH205 uc205-15 
30 140 50 105 13 19 13 114 49 34.1 14.3 M10 UCPH205 uc205 

1 UCPH205-16 u0205-13 
1 1/3 ucpuzos-m u0206-13 

30 3 35/34 61/2 1 31/311 4 3/4 21I32 13I13 3“la: 5 1la 2 7/92 1.500 0.626 '/2 UCPH206 PH206 UC206 
18/15 90 165 50 121 17 21 13 130 55 33.1 15.9 M14 ucpu203-19 u0205-19 
1 1/4 ucpnzos-zo u0206-20 
1 1/4 UCPH207-20 u0207-20 

5 - - 35 132“ 347/11 69/13 28/1 5 maz 13/19 EaIa: 51/2 21/. 1.639 0.539 ‘/2 33:33; ¡>|-1207 Egg; 
95 167 50 127 17 21 13 140 54 42.9 17.5 M14 ucpn207 ”0207 

1 7/" ucpu207-23 uc207-23 
1 . 40 me 3 15/15 71/4 2 3/. 514/32 21/52 11/13 25/32 Sºº/92 21/4 1.937 0.743 1/2 32:22:22; PH208 33:33:; 

100 134 70 137 17 21 20 150 57 49.2 19 M14 ucpnzoe uczos 
1 5/. UCPH209-26 u0209-23 

45 1 “I10 4 9¡64 7 ‘5/32 2 8I4 5 3/4 2‘/32 “ha 25¡32 6 7I32 2 9/32 1.937 0.748 'la UCPH209-27 PH209 U6209-27 
1 4/4 195 190 70 145 17 21 20 153 53 49.2 19 M14 ucpu209-23 u0209-23 

” … ucpuzos u0209 
1 7/. ucpu21o-30 u0210-30 

50 1 15I15 4 21¡154 81/3 2 3l4 6 1/4 25/32 7/3 7/3 6 'la 2 º/15 2.031 0.748 5/5 UCPH210-31 PH210 UC210-31 
110 206 70 159 20 22 22 155 55 51.5 19 M16 UCPH210 uc210 

2 UCPH210-32 U0210-3_2 
Remarks 1. In Part No. of unit, fitting codes follow bore diameter codes. (See Table 2.5 in R11.) 
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2. Part No. of the applicable grease nipple is A-1l4—28UNF. 
3. As for the triple-lip seal type product (from 201 to 205 are the double-lip seal type products). supplementary code L3 (or L2) follows Part 

No. of unit or hearing. (Example of Part No. : UCPH206JL3, U0206L3) 
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Basic Fatigue Factor Mass 
Load Ratings Load Limit 

kN kN 

Cr Cor Cu fo kg 

0.96 

0.94 
12.8 6.65 0.302 13.2 

0.93 

0.91 

14.0 7.85 0.357 13.9 1.2 

19.5 11.3 0.514 13.9 1.6 

25.7 15.4 0.700 13.9 2.0 

29.1 17.8 0.809 14.0 2.7 

34.1 21.3 0.968 14.0 3.0 

35.1 23.3 1.06 14.4 3.5 

4. As for the dimensions and forms of applicable bearings, see the dimensional tables of insert bearing for unit. 

Koyo 
Variations o! tolerance o! distance from 
mounting bottom to center of spherical 
bore (L1Hs) 

Unit:mm 
Housing No. 
PH204-PH21 O +0.15 

5. Tapered bore (with adapter) type products are also available. (Example of Part No. : UKPH205J + H2305X, UK205 + H2305X) 
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Koyo 
Variations of tolerance of distance from 
mounting bottom to center of spherical 
bore (Am) 

Unit: mm 
Housin No. An. 
PH204~PH210 10.15 

Boole Fatigue Factor Mass 
Load Ratings Load Limit 

kN kN 

Cr Co: C.. fo kg 

0.96 

0.94 
12.8 6.65 0.302 13.2 

0.93 

0.91 

14.0 7.85 0.357 13.9 1.2 

19.5 11.3 0.514 13.9 1.6 

25.7 15.4 0.700 13.9 2.0 

29.1 17.8 0.809 14.0 2.7 

34.1 21.3 0.960 14.0 3.0 

35.1 23.3 1.06 14.4 3.5 

4. As for the dimensions and iorms of applicable bearings, see the dimensional tables of insert beefing for unit. 
5. Tapered bore (with adapter) type products are also available. (Example of Part No. : UKPH205J + H2305X, UK205 + H2305X) 
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Light duty pillow block type 

BLP ALP 
Cylindrical bore Cylindrical bore 

(with set screws) 
d 12 ~ 40 mm 

(with eccentric locking collar) 

Shaft Dia. Dimensions 
mm inch inch 

mm 

d H L A J N N1 H1 H2 
12 

½ 
1 3/16 4½ 31!J2 3 7/16 7/16 5/a 15!J2 2¼ 

15 
30.2 114 25 87 11 16 12 57 

5/a 
17 

20 
¾ 1 5/rn 4 29132 1 1/16 3 13frn 7/16 5/a ½ 2 9/rn 

33.3 125 27 97 11 16 13 65 
7/a 

25 
15frn 1 7/rn 5 1/a 1 5/32 3 15frn 7/16 5/a ½ 2 25132 

36.5 130 29 100 11 16 13 71 
1 
1 1/a 

30 
1 11frn 6 5/32 1 5/16 4 23132 9/16 13frn 9/16 3 9132 

1 3/16 42.9 156 33 120 14 21 14 83 
1¼ 
1¼ 
1 5/16 

1 7/a 6½ 1 3/a 5 9/16 13/16 5/a 3 21132 
35 1 3/a 

47.6 165 35 127 14 21 16 93 

1 7/16 
1½ 

2 7¼ 115132 5½ 9/16 7/a 23!J2 4 1132 
40 1 9/rn 

50.8 184 37 140 14 22 18 102 

BLP 

L1 s 

1 3/a 0.236 
35 6 

1½ 0.276 
38 7 

111132 0.295 
39 7.5 

1 21132 0.315 
47 8 

1 31132 0.335 
50 8.5 

2 5132 0.354 
55 9 

Remarks 1. In Part No. of unit, fitting codes follow bore diameter codes. (See Table 2.5 in P.11.) 

J 
L 

Bolt Unit 
Size No. 

BLP ALP 
inch 

B B1 
mm 

BLP201 

0.866 1.122 3/a 
BLP201-8 

22 28.5 M10 
BLP202 
BLP202-10 
BLP203 

0.984 1.161 3/a BLP204-12 
25 29.5 M10 BLP204 

BLP205-14 
1.063 1.201 3/a BLP205-15 

27 30.5 M10 BLP205 
BLP205-16 
BLP206-18 

1.181 1.335 ½ BLP206 
30 33.9 M12 BLP206-19 

BLP206-20 
BLP207-20 

1.260 1.437 ½ 
32 36.5 M12 

BLP207-22 
BLP207 
BLP207-23 

1.339 1.595 ½ 
BLP208-24 

34 40.5 M12 
BLP208 

2. Allowable load to housing in radial direction is approximately hall of basic load rating of bearing, C, (when safety factor is 4). 
3. For !he dimensions and forms of applicable bearings, see the dimensional tables of insert bearing for unit. 
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Bearing 
No. 

S8201 
S8201-8 
S8202 
S8202-10 
S8203 
S8204-12 
S8204 
S8205-14 
S8205-15 
S8205 
S8205-16 
S8206-18 
S8206 
S8206-19 
S8206-20 
S8207-20 

S8207-22 
S8207 
S8207-23 
S8208-24 

S8208 

Light duty pillow block type 

BLP ALP 
Cylindrical bore Cylindrical bore 
(with set screws) (wlth eccentric locking collar) B 
d 12 ~ 40 mm 

= 1:1 I r LJ -LI 
1 E": 

A 

BLP 

Shaft Dia. Dimensions Bolt Unit Bearing 
mm inch inch Size No. No. 

… inch BLP ALP mm 
d H L A J N N1 H1 Ha L1 8 B Bl 

12 BLP201 53201 
$ - 

15 I: 1 5/16 41/2 31/32 3 7/15 7/16 5/3 15/52 21/4 1 “la 0.236 0.866 1.122 3/6 €£$-8 2323; 8 
% 30.2 114 25 a7 11 16 12 57 35 6 .1 22 … 1 26.5 M10 BLP202-10 5820240 

17 1 ‘ numa 53203 
20 3/4 1 5/16 439/32 1 ‘/16 313/16 7/15 5/3 1/2 29/16 1 1/2 0.276 0.984 1.161 3la BLP204-12 58204-12 

33.3 125 27 97 11 16 13 65 36 7 25 29.5 M10 BLP204 SB204 
7h BLP205~14 SB205—14 

25 15/13 w… sv. 15/32 3 %  7m % 1/2 225/32 117/112 0295 1.063 1.201 3/1 BLP205-15 66205-15 
36.5 130 29 100 11 16 13 71 39 7.5 27 30.5 M10 BLP205 SB205 

1 BLP205-16 5320515 
111. BLP206-18 66206-16 

3° 1 "las 6 5/62 1 5I13 4 23/32 º/15 15I15 9/16 39/32 1 27/92 0.315 1.101 1.335 1/2 BLP206 SB206 
18/13 42.9 156 33 120 14 21 14 63 47 6 30 33.9 M12 BLP206-19 36206-19 
11/4 BLP206-20 83206-20 
11/4 BLP207-20 SB207-20 
1 5I16 17/: 6 1/2 w. 5 9/1. w… ºf. 321/32 131/32 0.335 1.260 1.437 1/2 35 1% BLP207-22 53207-22 47.6 165 35 127 14 21 16 93 50 6.5 32 36.5 M12 BLP207 33207 
17/16 BLP207-23 SB207-23 

1 - 40 H; 2 71/4 115/92 51/: 9/15 7/6 23/32 4 Vaz 25/32 0.354 1.339 1.595 1/2 º'" ººº 2‘ $3208 24 
50.6 164 37 140 14 22 16 102 55 9 34 40.5 M12 EL… 53203 

Remarks 1. In Part No. of unit, fitting codes follow bore diameter codes. (See Table 2.5 in R11.) 
2. Allowable load to housing in radial direction is approximately hall of basic load rating of bearing, Cr (when safety factor is 4). 
3. For the dimensions and forms oi applicable bearings, see the dimensional tables of insert bearing for unit. 
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ALP 

Unit Bearing Housing Basic 
No. No. No. Load Ratings 

kN 

C, Cor 

ALP201 SA201 
ALP201-8 SA201-8 
ALP202 SA202 LP203 9.55 4.80 
ALP202-10 SA202-10 
ALP203 SA203 
ALP204-12 SA204-12 

LP204 12.8 6.65 
ALP204 SA204 
ALP205-14 SA205-14 
ALP205-15 SA205-15 

LP205 14.0 7.85 
ALP205 SA205 
ALP205-16 SA205-16 
ALP206-18 SA206-18 
ALP206 SA206 

LP206 19.5 11.3 
ALP206-19 SA206-19 
ALP206-20 SA206-20 
ALP207-20 SA207-20 
ALP207-21 SA207-21 
ALP207-22 SA207-22 LP207 25.7 15.4 
ALP207 SA207 
ALP207-23 SA207-23 
ALP208-24 SA208-24 
ALP208-25 SA208-25 LP208 29.1 17.8 
ALP208 SA208 

Fatigue Factor 
Load Limit 

kN 

Cu fo 

0.218 13.2 

0.302 13.2 

0.357 13.9 

0.514 13.9 

0.700 13.9 

0.809 14.0 

Mass 

kg 

BLP ALP 

0.36 0.39 

0.51 0.51 

0.57 0.61 

0.69 0.72 

0.94 1.0 

1.8 1.9 

Koyo 
Variations o! tolerance o! distance from 
mounting bottom to center of spherical 
bore (L1Hs) 

Unit:mm 
Housing No. 
LP203-LP208 

1 LJH, 
+0.15 
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¿ 

_l1 
& 

ALP 

Unit 
No. 

Bearing 
No. 

Baile 
Load Ratings 

kN 

Cr Cºt 

Fatigue 
Load Limit 

kN 

Cu 

Factor 

fo BLP ALP 

ALP201 
ALP201 -0 
ALP202 
ALP202-10 
ALP203 

SA201 
SA201 -8 
SA202 
SA202-1 0 
SA203 

LP203 9.55 4.80 0.218 13.2 0.36 0.39 

ALP204-12 
ALP204 

SA204-1 2 
SA204 LP204 12.8 6.65 0.302 13.2 0.51 0.51 

ALP205-14 
ALP205-15 
ALP205 
ALP205-16 

SA205-1 4 
SA205-1 5 
SA205 
SA205-1 6 

LP205 14.0 7.85 0.357 13.9 0.57 0.61 

ALP206-16 
ALP206 
ALP206-19 
ALP206-20 

SA206-1 8 
SA206 
SA206-1 9 
SA206-20 

LP206 19.5 11.3 0.514 13.9 0.69 0.72 

ALP207-20 
ALP207-21 
ALP207-22 
ALP207 
ALP207-23 

SA207-20 
SA207-21 
SA207-22 
SA207 
SA207-23 

LP207 25.7 15.4 0.700 13.9 0.94 1.0 

ALP208-24 
“mapas 
ALP208 

SA208-24 
SA208-25 
SA208 

LP208 29.1 17.8 0.809 14.0 1.8 1.9 

Koyo 
Variations of tolerance oi distance from 
mounting bottom to center of spherical 
bore (Am) 

Unit: mm 
Housin No. Am. 
LP203~LP208 10.15 
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"Compact" series pillow block type 

UP 
Cylindrical bore (with set screws) 
d 10 ~ 30 mm 

Shaft Dia. 
mm 

d H L A J 

10 
45/54 2 5/s 5/s 2 3132 

18 67 16 53 

12 
¾ 2 25132 5/s 2 13/54 

19 71 16 56 

15 
55/54 3 5132 5/s 2 31 /64 

22 80 16 63 

17 
15/15 3 11132 23fa2 2 41 /64 

24 85 18 67 

20 
1 7/64 3 15116 25132 3 5132 

28 100 20 80 

25 
1 17/64 4 13132 25fa2 3 35/54 

32 112 20 90 

30 
1 27/64 5 3/16 1 1132 4 11 /64 

36 132 26 106 

Dimensions 
inch 
mm 

N H1 

9132 ¼ 
7 6 

9132 ¼ 
7 6 

9132 9132 

7 7 
9132 9132 

7 7 
13132 11132 

10 9 
13fa2 13fa2 

10 10 
½ 7/15 

13 11 

L 

Bolt 
Size Unit 

inch 
No. 

H2 Li B s mm 

1 3/s 23132 0.591 0.197 ¼ 
UP000 

35 18 15 5 M6 
1½ ¾ 0.591 0.197 ¼ 

UP001 
38 19 15 5 M6 

1 11 /16 13/15 0.650 0.217 ¼ 
UP002 

43 21 16.5 5.5 M6 
1 27 /a2 13/15 0.689 0.236 ¼ 

UP003 
47 21 17.5 6 M6 

2 5132 31132 0.827 0.276 5/15 
UP004 

55 25 21 7 M8 
2 7/16 1 3132 0.866 0.276 5/15 

UP005 
62 28 22 7 M8 

2¾ 1 11 132 0.965 0.295 3/s 
UP006 

70 34 24.5 7.5 M10 
Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter codes. (See Table 2.5 in P.11.) 

2. For the dimensions and forms of applicable bearings, see the dimensional tables of insert bearing for unit. 
3. Housing is made from special light alloy. 
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Standard 
Housing Bearing 

No. No. 

PODO suooo 

P001 SU001 

P002 SU002 

P003 SU003 

P004 SU004 

P005 SU005 

P006 SU006 

“Compact" series pillow block type 

UP 
Cylindrical bore (with set screws) 
d 1 0 ~ 3 0 m m  

Shaft Die. Dimensions Bolt Standard 
mm inch Size Unlt Housing Bearing 

mm . No. No. No. 
mch 

el H L A J N H1 Hz L1 B S mm 

‘5/64 2 5/6 5I11 2 3/32 ”laz 1/4 1 3I11 23I11: 0.591 0.197 1/4 
'º 18 67 16 53 7 6 35 18 15 5 M6 "' ººº m" suooo 

5/4 2 25/62 5/6 2 “I“ ºlaa 1/4 1 1I2 3/4 0.591 0.197 1/4 
12 19 71 16 56 7 6 36 19 15 5 M6 upoo1 Pom suoo1 

55 5 5 31 9 9 11 13 1 15 I64 3 laz I6 2 ¡64 laz laz 1 I16 I16 0.650 0.217 la UP002 P002 SU002 
22 80 16 63 7 7 43 21 16.5 5.5 M6 

15/15 311/32 ”laz 241/64 9/62 9/32 127/32 13¡111 0.689 0.236 1la 
17 24 85 18 67 7 7 47 21 17.5 6 M6 upooe P003 SU°°3 

17/64 315/16 ajlaz 35/32 13laz "laz 25/32 s‘laz 0.827 0.276 5/16 
ºº 28 100 20 au 10 9 55 25 21 7 “ M8 ”m Pº“ suoo4 

117/54 413/32 25/32 335/54 13/32 13/32 27/16 1%; 6.666 6.276 5/16 
25 32 112 26 90 16 1o 62 28 22 7 M8 "Pººº Pºº5 SUºº5 

1 27I64 5 3/16 1 1I32 4 11I61 1I2 7I16 2 3/4 1 “laz 0.965 0.295 3la FIJI]! 
30 36 132 26 106 13 11 70 34 24.5 7.5 M10 U P006 SU006 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter codes. (See Table 2.5 in R1 1 .) 
2. For the dimensions and forms 01 applicable bearings. see the dimensional tables of insert bearing for unit. 
3. Housing is made from special light alloy. 
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Open Ends Type 

Basic Fatigue Factor 
Mass Load Ratings Load Limit 

kN kN 

kg C, Cor Cu fo 

0.070 4.55 1.95 0.089 12.3 

0.090 5.10 2.40 0.109 13.2 

0.11 5.60 2.85 0.130 13.9 

0.15 6.00 3.25 0.148 14.4 

0.23 9.40 5.05 0.230 13.9 

0.28 10.1 5.85 0.266 14.5 

0.42 13.2 8.25 0.375 14.7 

Closed End Type 

With Rubber Coated Covers 
Unit No. Dimension 

Open Closed 
mm inch 

EndsType EndType As 

UP000C UP000CD 29 1 5/32 

UP001C UP001 CD 29 1 5/32 

UP002C UP002CD 31 1 7/32 

UP003C UP003CD 33 1 5/16 

UP004C UP004CD 38 1½ 

UP005C UP005CD 40 1 9/16 

UP006C UP006CD 44 1 23'32 

Mass 

kg 

0.07 

0.09 

0.11 

0.15 

0.23 

0.28 

0.42 

Koyo 
Variations o! tolerance o! distance from mounting 
bottom to center o! spherical bore (LiH,) and 
variations o! tolerance o! distance between centers 
o! bolt holes (LiJ,) 

Unit:mm 
Housing No. 

±0.15 ±0.3 
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Open Ends Type Closed End Type 

Basic Fatigue Factor With Rubber Coated Covers 
Mass Load Ratings Load Limit Unit No. Dimension Mess 

kN kN Open Closed mm mch 

kg Cr Co: Cu fo Ends Wpe EndType A. kg 

0.070 4.55 1.95 0.089 12.3 UP0000 UPOOOCD 29 1 5/32 0.07 

0.090 5.10 2.40 0.109 13.2 UP001c UP001 CD 29 1 5/32 0.09 

0.11 5.60 2.85 0.130 13.9 UP0020 UPOOZCD 31 17/32 0.11 

0.15 6.00 3.25 0.148 14.4 UPOOBC UPOOSCD 33 1 5he 0.15 

0.23 9.40 5.05 0.230 13.9 UP004C UP00400 38 1 'la 0.23 

0.28 10.1 5.85 0.266 14.5 UPOOSC UP00560 40 1 9/15 0.28 

0.42 13.2 8.25 0.375 14.7 UP0060 UPOOSCD 44 1 “In: 0.42 

Koyo 
Variations of tolerance of distance from mourning 
bottom to cemer of spherical bore (45.) and 
veriatlons of tolerance of distance between centers 
of boll holes (AJ.) 

Unit: mm 
Housing No. | Au. ] id.!- 
Puno-Pons I 130.15 | ¿10.3 
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Stainless-series pillow block type 

UCSP-S6 
Cylindrical bore (with set screws) 
d12~~mm B 

1 1 

A 
J 
L 

Shaft Dia. Dimensions Bolt Standard 
mm mm Size Unit Housing Bearing 

No. No. No. 
mm 

d H L A J N N1 H1 H2 L1 B s 

12 30.2 127 30 95 13 18 11 56 37.5 27.4 11.5 M10 UCSP201XS6 SP203 UC201XS6 
15 30.2 127 30 95 13 18 11 56 37.5 27.4 11.5 M10 UCSP202XS6 SP203 UC202XS6 
17 30.2 127 30 95 13 18 11 56 37.5 27.4 11.5 M10 UCSP203XS6 SP203 UC203XS6 
20 33.3 127 30 95 13 18 11 63 33 31 12.7 M10 UCSP204S6 SP204 UC204S6 
25 36.5 140 30 105 13 19 12 69 36.5 34.1 14.3 M10 UCSP205S6 SP205 UC205S6 
30 42.9 165 36 121 17 21 13 81 43.5 38.1 15.9 M14 UCSP206S6 SP206 UC206S6 
35 47.6 167 38 127 17 21 14 91 39 42.9 17.5 M14 UCSP207S6 SP207 UC207S6 
40 49.2 184 40 137 17 21 14 97 43 49.2 19 M14 UCSP208S6 SP208 UC208S6 
45 54 190 40 146 17 21 15 104 44 49.2 19 M14 UCSP209S6 SP209 UC209S6 
50 57.2 206 45 159 20 22 16 111 48 51.6 19 M16 UCSP210S6 SP210 UC210S6 
55 63.5 219 48 171 20 22 16 125 47.5 55.6 22.2 M16 UCSP211S6 SP211 UC211S6 
60 69.8 241 55 184 20 25 17 138 51.5 65.1 25.4 M16 UCSP212S6 SP212 UC212S6 
65 76.2 265 57 203 25 29 21 150 58 65.1 25.4 M16 UCSP213S6 SP213 UC213S6 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter codes. (See Table 2.5 in P.11.) 
2. Par! No. of the applicable grease nipple is A-1/4-28UNFN12. 
3. For !he dimensions and forms of applicable bearings, see the dimensional tables of insert bearing for unit. 
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Stainless-series pillow block type 

UCSP-SG 
Cylindrical bore (with set screws) 
d 12 ~ 65 mm s B 

N1 

- ¡.A l f :51 a… %% h a  - *“ ' J&J/ H 
, . | 1 IH; | | T 

A L1 
J 
L 

Shall Die. Dimensions Boll Standard 
mm mm Size uuu Housing Bearing 

No. No. No. 
mm 

el H L A J N N: H1 Hz L1 B S 

12 30.2 127 30 95 13 18 11 56 37.5 27.4 11.5 M10 UCSP201X36 SP203 U0201X36 
15 30.2 127 30 95 13 18 11 56 37.5 27.4 11.5 M10 ucspzozxss SP203 U0202X86 
17 30.2 127 30 95 13 18 11 56 37.5 27.4 11.5 M10 UCSP203XSG SP203 U0203XSG 
20 33.3 127 30 95 13 18 11 63 33 31 12.7 M10 UCSP20456 SP204 U0204SB 
25 36.5 140 30 105 13 19 12 69 36.5 34.1 14.3 M10 UCSP205$6 SP205 U0205S6 
30 42.9 165 36 121 17 21 13 81 43.5 38.1 15.9 M14 UCSP20656 SP206 U620686 
35 47.6 167 38 127 17 21 14 91 39 42.9 17.5 M14 UCSP207SS SP207 U020766 
40 49.2 184 40 137 17 21 14 97 43 49.2 19 M14 UCSP200$6 SP203 U020886 
45 54 190 40 146 17 21 15 104 44 49.2 19 M14 UCSP20956 SP209 U020936 
50 57.2 206 45 159 20 22 16 111 48 51.6 19 M16 UCSP210$6 SP210 U021056 
55 63.5 219 48 171 20 22 16 125 47.5 55.6 22.2 M16 UCSP211SS SP211 U021186 
60 69.8 241 55 184 20 25 17 138 51.5 65.1 25.4 M16 UCSP212SB SP212 U021256 
65 76.2 265 57 203 25 29 21 150 58 65.1 25.4 M16 UCSP21336 SP213 U6213SB 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter codes. (See Table 2.5 in R11.) 
2. Pan No. of the applicable grease nipple is A-1/4-28UNFN12. 
3. For 1he dimensions and forms 01 applicable bearings. see the dimensional tables of insen bearing for unit. 

106 

https://rodavigo.net/es/c/rodamientos/f/koyo

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



Basic Fatigue 
Mass Load Ratings Load Limit 

kN kN 

kg C, Cor Cu 

0.47 8.15 3.85 0.175 
0.47 8.15 3.85 0.175 
0.47 8.15 3.85 0.175 
0.6 10.9 5.35 0.243 
0.7 11.9 6.30 0.286 
1.1 16.5 9.05 0.411 
1.4 21.8 12.3 0.559 
1.7 24.8 14.3 0.650 
2 27.8 16.2 0.736 
2.5 29.8 18.6 0.845 
3.4 36.8 23.5 1.07 
4.5 44.5 29.0 1.32 
5.6 48.2 32.1 1.46 

With Pressed Stainless Steel Covers 
(E1) 

Factor With Pressed Stainless Steel Covers 
Unit No. Dimension 

Open Closed 
mm 

fo EndsType EndType As 

13.2 - - -

13.2 - - -

13.2 - - -

13.2 UCSP204CS6 UCSP204CDS6 45 
13.9 UCSP205CS6 UCSP205CDS6 49 
13.9 UCSP206CS6 UCSP206CDS6 53 
13.9 UCSP207CS6 UCSP207CDS6 60 
14.0 UCSP208CS6 UCSP208CDS6 69 
14.0 UCSP209CS6 UCSP209CDS6 69 
14.4 UCSP210CS6 UCSP210CDS6 74 
14.4 UCSP211CS6 UCSP211CDS6 75 
14.4 UCSP212CS6 UCSP212CDS6 88 
14.4 UCSP213CS6 UCSP213CDS6 89 

Mass 

kg 

0.47 
0.47 
0.47 
0.6 
0.7 
1.1 
1.4 
1.7 
2.0 
2.5 
3.4 
4.5 
5.6 

Koyo 
Variations o! tolerance o! distance from 
mounting bottom to center of spherical 
bore (L1Hs) 

Unit:mm 
Housing No. 
SP203-SP21 O +0.15 
SP211 ~SP212 +0.2 
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Koyo 
Variations of tolerance of distance from 

Wrih Pressed Si???“ Steel Covers mounting bottom to center of spherical 
bore (Am) 

Unit: mm 
Housing No. Am. 
Spam—5 P21 0 10.1 5 
SP21 1 PS P21 2 10.2 

Basic Fatigue Factor Wflh Pressed Stainless Steel Covers 
Mess Load Ratings Load Limit Unit No. Dimension Mass 

kN … Open Closed mm 
kg Cr Cºr Cu fo Ends'lype End'lype A. kg 

3.2 
13.2 0.47 8.15 3.85 0.175 0.47 

1 
11 6.30 13.9 

13.9 
13.9 21.8 12.3 

29.8 18.6 0.845 
1 

14.4 
14.4 

4 
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Stainless-series tapped base pillow block type ~~~~~~~~~~~~~~~~~~~~~ 

UCSPA-S6 
Cylindrical bore (with set screws) 
d 12 ~ 50 mm B 

Ha 

Shaft Dia. Dimensions Standard 
mm mm Unit Housing 

No. No. 

d H L A J N H1 H2 Hs L1 B s 

12 30.2 76 30 52 M10x1.5 10 57 13 22 27.4 11.5 UCSPA201 XS6 SPA203 
15 30.2 76 30 52 M10x1.5 10 57 13 22 27.4 11.5 UCSPA202XS6 SPA203 
17 30.2 76 30 52 M10x1.5 10 57 13 22 27.4 11.5 UCSPA203XS6 SPA203 
20 30.2 76 30 52 M10x1.5 10 60 13 22 31 12.7 UCSPA204S6 SPA204 
25 36.5 84 30 56 M10x1.5 12 69 13 24 34.1 14.3 UCSPA205S6 SPA205 
30 42.9 94 36 66 M14x2 12 81 18 28 38.1 15.9 UCSPA206S6 SPA206 
35 47.6 110 38 80 M14x2 13 91 20 30 42.9 17.5 UCSPA207S6 SPA207 
40 49.2 116 40 84 M14x2 13 97 20 32 49.2 19 UCSPA208S6 SPA208 
45 54.2 120 40 90 M14x2 13 104 25 32 49.2 19 UCSPA209S6 SPA209 
50 57.2 130 45 94 M16x2 14 111 25 36 51.6 19 UCSPA210S6 SPA210 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter codes. (See Table 2.5 in P.11.) 
2. Part No. of the applicable grease nipple is A-1/4-28UNFN12. 
3. For the dimensions and forms of applicable bearings, see the dimensional tables of insert bearing for unit. 
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Bearing 
No. 

UC201XS6 
UC202XS6 
UC203XS6 
UC204S6 
UC205S6 
UC206S6 
UC207S6 
UC208S6 
UC209S6 
UC210S6 

Stainless-series tapped base pillow block type 

UCSPA-SG 
Cylindrical bore (with set screws) 
d 12 ~ 50 mm 

a 

n'. Ha 

.--. H ,“. ,". 

-: Ill: _ | _ ¿a 
A 1… J 2-N 

L 

Dimensions 
mm 

Standard 
Housing 

No. 
Bearing 

No. 

N H1 

Ox . 
M10x1.5 10 57 13 22 27.4 11.5 

0x1.5 0 60 13 

UCSPAZOZXSG SPA203 

UCSPA205$6 
UCSPA206$6 
UCSPA20786 1 0 80 M14x2 13 

54 1 90 4x2 13 104 9 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter codes. (See Table 2.5 in R11.) 
2. Pan No. of the applicable grease nipple is A-1/4-28UNFN12. 
3. For me dimensions and forms oi applicable bearings, see the dimensional tables of inseri bearing for unit. 
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Basic Fatigue 
Mass Load Ratings Load Limit 

kN kN 

kg C, Cor Cu 

0.43 8.15 3.85 0.175 
0.43 8.15 3.85 0.175 
0.43 8.15 3.85 0.175 
0.47 10.9 5.35 0.243 
0.63 11.9 6.30 0.286 
0.91 16.5 9.05 0.411 
1.3 21.8 12.3 0.559 
1.5 24.8 14.3 0.650 
1.82 27.8 16.2 0.736 
2.26 29.8 18.6 0.845 

With Pressed Stainless Steel Covers 
(E1) 

As 

Factor With Pressed Stainless Steel Covers 
Unit No. Dimension 

Open Closed 
mm 

fo EndsType EndType As 

13.2 - - -

13.2 - - -

13.2 - - -

13.2 UCSPA204CS6 UCSPA204CDS6 45 
13.9 UCSPA205CS6 UCSPA205CDS6 49 
13.9 UCSPA206CS6 UCSPA206C□S6 53 
13.9 UCSPA207CS6 UCSPA207CDS6 60 
14.0 UCSPA208CS6 UCSPA208CDS6 69 
14.0 UCSPA209CS6 UCSPA209CDS6 69 
14.4 UCSPA210CS6 UCSPA210C□S6 74 

Koyo 
Variations o! tolerance o! distance from mounting 
bottom to center o! spherical bore (LiH,) and 
variations o! tolerance o! distance between centers 
o! bolt hales (LiJ,) 

Unit:mm 
Housing No. 

SPA203~SPA208 ±0.15 ±0.5 

Mass 

kg 

0.43 
0.43 
0.43 
0.47 
0.63 
0.91 
1.3 
1.5 
1.82 
2.26 
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Koyo 
Variations of tolerance at distance from mourning 

With Pressed Sialgess Steel Covers bottom to center of spherical bore (An.) and 
variations of tolerance of distance between centers 
of bait holes (AJ.) 

Unit: mm 
Housing No. | Au- i Ar. 

SPAZDS-SPAZOB :l:l.i.15 :05 

Basic Fatigue Factor With Pressed Stainless Steel Covers 
Mass Load Ratings Loud Limit Unit No. Dimension Mass 

kN … Open Closed mm 
kg Cr Cºr Cu fo Ende'lype End'lype A. kg 

0.43 8.15 
0.9 

3.85 0.175 
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Stainless-series pillow block type 

USP-S6 
Cylindrical bore (with set screws) 

d 10-30mm --'1-
+---r--+-~ t 1 

Shaft Dia. Dimensions Bolt 
mm inch Size Unit 

mm 
inch 

No. 

d H L A J N H1 H2 Li B s mm 

10 
45/54 2 5/s 5/s 2 3/32 9fa2 3/16 1 3/s 23!J2 0.591 0.197 ¼ 

USP000S6 
18 67 16 53 7 5 35 18 15 5 M6 

12 
¾ 2 25!J2 5/s 2 7/32 9!J2 3/16 1 15!J2 23!J2 0.591 0.197 ¼ 

USP001S6 
19 71 16 56 7 5 37 18.5 15 5 M6 

15 
55/54 3 5/32 5/s 2 15!J2 9fa2 ¼ 111/15 13/16 0.650 0.217 ¼ 

USP002S6 
22 80 16 63 7 6 42.5 20.5 16.5 5.5 M6 

17 
15/16 3 11!J2 23!J2 2 5/s 9!J2 ¼ 1 13/16 13/16 0.689 0.236 ¼ 

USP003S6 
24 85 18 67 7 6 46 21 17.5 6 M6 

20 
1 7/64 3 15/16 25!J2 3 5/32 13fa2 5/16 2 5/32 31!J2 0.827 0.276 5/16 

USP004S6 
28 100 20 80 10 8 54.5 25 21 7 M8 

25 
1 17 /54 4 13!J2 25!J2 3 17!J2 13!J2 11!J2 2 13!J2 1 3/32 0.866 0.276 5/16 

USP005S6 
32 112 20 90 10 9 61 27.5 22 7 M8 

30 
1 27 /54 5 3/16 1 1/32 4 3/16 ½ 13fa2 2 23fa2 111132 0.965 0.295 3/s 

USP006S6 
36 132 26 106 13 10 69 34 24.5 7.5 M10 

Remarks 1. In Part No. of unit and units with covers, fitting codes follow bore diameter codes. (See Table 2.5 in P.11.) 
2. For the dimensions and forms of applicable bearings, see the dimensional tables of insert bearing for unit. 
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Standard 
Housing Bearing 

No. No. 

SP000 SU000S6 

SP001 SU001S6 

SP002 SU002S6 

SP003 SU003S6 

SP004 SU004S6 

SP005 SU005S6 

SP006 SU006S6 

Stainless-series pillow block type 

USP-$6 
Cylindrical bore (with set screws) 
d 10 ~ 30 mm 

Shaft Dia. Dimensions Bolt Standard 
mm inch Size Unit Housing Bearing 

. No. No. No. mch 
d H L A J N H1 Ha L1 B S mm 

“lat 2 5/5 5/8 2 a¡sz ºlaa 3/16 1 3la 23/32 0.591 0.197 ‘/4 10 18 67 1 6 53 ., 5 35 1 8 1 5 5 M6 USPOOOSG SP000 SUOODSB 

3/4 2 25/32 5/8 2 7/32 9/32 3I16 1 15/32 2¡Vaz 0.591 0.197 1/4 12 19 71 16 56 7 5 37 18.5 15 5 M6 USP00136 SP001 $000186 

55/64 3 5/32 5/0 2 15/32 9/32 1¡4 1 11I16 ”/16 0.650 0.217 1/4 
15 22 80 16 63 7 6 42.5 20.5 16.5 5.5 M6 USPOOZSG SP002 SUOOZSB 

15/15 3 "laz ”laz 2 5/3 “laz 1/4 1 13/15 “ha 0.689 0.236 ‘/4 17 24 85 18 67 7 6 46 21 17.5 6 M6 USP003$6 SP003 SU00386 

1 7/64 3 15lus 25/32 3 5/32 “laz 5/15 2 5/32 31I32 0.827 0.276 5/16 
ºº 23 100 20 so 10 8 54.5 25 21 7 M8 uspoo4s6 spam suomss 

1 ¡7/54 413/32 25/32 317/32 13/32 “¡:—12 2 13¡az 1 3laz 0.866 0.276 5/15 
25 32 112 20 90 10 9 61 27.5 22 7 M8 USPOOSSG SP005 SU00586 

1 17/54 5 3/16 1 1la: 4 3lui ‘lz 13/31 2 23laz 1 "/32 0.965 0.295 3/3 F I] !] ESE 
30 36 132 26 106 1 3 10 69 34 24.5 7.5 M10 US SP006 SUOOSSB 

Remarks 1. In Part No. of unit and units with covers. fitting codes follow bore diameter codes. (See Tabla 2.5 in P.11.) 
2. For ihe dimensions and forms 01 applicable bearings. see the dimensional tables of insert bearing for unit. 
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Open Ends Type 

Basic Fatigue Factor 
Mass Load Ratings Load Limit 

kN kN 

kg C, Cor Cu fo 

0.076 3.9 1.55 0.070 12.3 

0.08 4.3 1.9 0.086 13.2 

0.11 4.7 2.25 0.102 13.9 

0.14 5.1 2.6 0.118 14.4 

0.23 7.9 4 0.182 13.9 

0.28 8.5 4.65 0.211 14.5 

0.43 11.2 6.6 0.300 14.7 

Closed End Type 

With Rubber Coated Covers 
Unit No. Dimension 

Open Closed 
mm inch 

EndsType EndType As 

USP000CS6 USP000C □S6 29 1 5/32 

USP001CS6 USP001C □S6 29 1 5/32 

USP002CS6 USP002CDS6 31 1 7/32 

USP003CS6 USP003C □S6 33 1 5/16 

USP004CS6 USP004CDS6 38 1½ 

USP005CS6 USP005CDS6 40 1 9/16 

USP006CS6 USP006CDS6 44 1 23'32 

Mass 

kg 

0.08 

0.08 

0.11 

0.14 

0.23 

0.28 

0.43 

Koyo 
Variations o! tolerance o! distance from mounting 
bottom to center o! spherical bore (LiH,) and 
variations o! tolerance o! distance between centers 
o! bolt holes (LiJ,) 

Unit:mm 
Housing No. 
SP000-SP006 ±0.15 ±0.3 
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Open Ends Type Closed EndType 

Koyo 
Variations of tolerance of distance from mounting 
bottom to center of spherical bore (&.) and 
variatlons of tolerance of distance between centers 
of bolt holes (AJ.) 

Basic Fatigue Factor Wlth Rubber Coated Covers 
Mass Load Ratings Load Limit Unlt No. Dlmenslon Mass 

kN Open Closed … mºb 
kg Cr Co: Cu fo Ends Type EndType A. kg 

0.076 3.9 1.55 0.070 12.3 USPOOOCSB USPOOOCDSG 29 1 5/32 0.08 

0.08 4.3 1.9 0.086 13.2 USP001 CS6 USPOOICDSG 29 1 5/32 0.08 

0.11 4.7 2.25 0.102 13.9 USPOOZCSS USPOOZCDSS 31 17/32 0.11 

0.14 5.1 26 0.118 14.4 USP003036 USP0030DSB 33 1 5he 0.14 

0.23 7.9 4 0.182 13.9 USP004CS6 USP0040D86 38 1 'la 0.23 

0.28 8.5 4.65 0.211 14.5 USPOOSCSS USPOOSCDSB 40 1 9/15 0.28 

0.43 11.2 6.6 0.300 14.7 USP006086 USPDDGCDSG 44 1 23la: 0.43 

Unit: mm 
Housing No. | Au. I 21.!- 
SP000~SP006 130.15 :l:0.3 
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