Servicio

The OSHA standard for The Control of Hazardous
GATE VALVE LOCKOUTS Energy (Lockout/Tagout): Title 29 (CFR) Part 1910.147

PRODUCT TO FIT WHEEL PRODUCT
Gate valve lockouts deny access and cover a valve handle to help you DESCRIPTION SIZE CODE
tyrn a val.\/f-:- off a.nd keep it off. From vgrsatlle gate valve lockouts t.o Gate Valve Lockout 17 TO 2-1/2” LM-GVLL
size specific devices, our products will make sure your valve is /
2-1/2" 705" LM-GVL2
secure.
5" TO 6-1/2” LM-GVL3
6-1/2” TO 10” LM-GVL4 )]
MATERIAL OF CONSTRUCTION: Polypropylene =
10" TO 13” LM-GVL5 )
N
Modelé Inside Inside Outside Outside Lock Valve Handle INSTRUCTIONS FOR USE O
Diameter A Height B Diameter € Height D Hole E Size
LM-GVL1 2.750" 1.250" 3.000" 1.500" 0.312" -2 12" O
7:;;"- 3122"5‘: 75652;"- 38 mm. g';"; Close the two halves over the -
.000" 250" .500" 1.750" .375" o gn .
LM-GVL2 |30 . 32 mm. 140 mm. 44 mm. 9.5 mm. 21/2~3 Valve handle and secure Wlth Lu
_ 6.500" 1.500" 7.000" 2.000" 0.375" 5.6 12"
IM-GVL3 70mm. 38 'mm. \77mm. 50 mm. 9.5 mm. padlock to complete the lockout. 3
10.000" 2.000" 10.500" 2.500" 0.375" 6 1/2"-10"
LM-GVL4 357 jpym,. 50 mm. 267 mm. 63 mm. 9.5 mm. <
wons I SR R AL 4% e >

. DRILL POINT:
If needed, cut

. the recessed
section with a

. knife to let the
valve stem
through into the
 open

position.

CE€ Your Lockout / Tagout Expert www.lotomaster.eu






