Servicio de

2-way valves

General appplication valves for dry or lubricated air

neutral gases and liquids . . . . . . . . . . . . . . ...
Miniature valves (2-way direct operated) . . . . . . . . . . ..
Valves for water and neutral liquids . . . . . . . . . . . . ..
Anti-water hammervalves . . . . . . . . . . .. ...
Hot water - steamvalves . . . . . . . . . . . . . . .. ..
Valves for hydraulic oil and neutral liquids (max. 100 bar) . . . . . .
High corrosion resistant valves (Stainless Steel) . . . . . . . . .
Oil burner valves (incl. TUV approved types) . . . . ... L.
Dry oparator valves for corrosive fluids . . . . . . . . . . . ..
Fast switchingvalves . . . . . . . . . . . . . . . .. ...

Applications
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Servicio de Att. al

General application valves for dry or lubricated air, 2/2
neutral gases and liquids

ACTUATION BODY MATERIAL FUNCTION CONNECTION ORIFICE MAX. PRESSURE PAGE
(MM) (BAR)
Direct operated Brass bhody Normally closed 1/8 15103 70.0
1/4 12t05 100.0 8
3/8 4106 10.0 12
1/2 8.5t0 11 4.0 12
SB 15t03 100.0 14
Normally open 1/8 2.5 30.0 12
1/4 151025 40.0 12
Magnetic latch control 1/4 3t05 20.0 12
Magnalift Brass hody Normally closed 3/8 15 20.0 16
1/2 15 20.0 16
3/4 15 20.0 16
1 151025 20.0 18
Normally open 3/8 15 8.5 20
1/2 15 8.5 20
3/4 19 8.5 20
303 Stainless steel body Normally closed 3/8 15 7.0 20
1/2 15 7.0 20
3/4 19 7.0 20
Normally open 3/8 16 8.5 20
1/2 16 8.5 20
Pilot operated Brass hody Normally closed 1/4 81012 40.0 22
3/8 111012 40.0 22
1/2 1210 14.5 40.0 22
3/4 181020 16.0 24
1 181025 16.0 24
11/4 28 16.0 26
11/2 40 16.0 26
2 40 16.0 28
SB 14 40.0 34
Normally open 1/4 8t012 40.0 30
3/8 111012 40.0 32
1/2 1210 14.5 40.0 32
3/4 181020 16.0 32
1 181025 16.0 32
11/4 28 16.0 32
11/2 40 12.0 32
2 40 12.0 32
SB 14 40.0 34
Magnetic latch control 1/4 12 12.0 34
3/8 12 12.0 34
1/2 12 12.0 34
3/4 18 12.0 34
1 18 12.0 34
Notes:

Direct operated and magnalift valves: pressure range from 0 to max pressure.
Pilot operated valves: pressure range from 0.3 to 0.5 bar to max. pressure (refer to tables).
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Servicio de Att. al Clien

General application valves for dry or
lubricated air, neutral gases and liquids

O & &

Direct operated

Port |Orifice Flow factors Admissible Fluid temp. Seat Reference numbers Power Wt. | EIl. | Dim
size | (mm) (L/min) differential °C disc ‘ T " oR consumption| (g) | Part | ref.
pressure bar (W) Group
Liquids Gases | Min Max Gas |Liquid | Oil Global valve Valve reference *
G kv |0max Qn DC | AC reference | no. | Housing | Coil DC | AC
|
Normally closed NV L Z’
Brass body/Pipe mounting i}
1/8 (15 |15| 6 | 80 (0 |20 |20 |75 | 75 | 75 | FKM | 7121ZBG1GV0O - 2995 | 481865 9 8 [270| 2 |7893
15 (15| 6 | 80 [0 |20 [20 | 75 | 75 | 75 | FKM 4270 | 481000 8 8 [390| 2
15 (15| 6 | 80 |0 (20 |20 | 75 | 75 | 75 | FKM 2995 | 482730 7 6 [270| 2
15 (09|24 70 |0 (12 |20 | 75 | 75 | 75 | FKM - 121M14 8993 | 481180 5 4 1150 | 1 1
15 (09|24 70 |0 (4 |20 |75 |75 | 75 | FKM 8993 |488980 | 25| 2 [150 | 1
15 |15 |125| 80 [0 [ 25 (60 | 75 | 75 | 75 |PCTFE| 7121KBG1GF00 | E121K14 2995 | 481865 9 8 [300] 2 3
15 |15 |125| 80 [0 [30 |70 | 75 | 75 | 75 |PCTFE 4270 | 481000 8 8 420 2
15 |15 |125( 80 |0 |55 |70 | 75 | 75 | 75 |PCTFE 4270 | 486265 14 | 14 | 430
2 2 8 |160 |0 [ 7 |10 |75 | 75 | 75 | FKM - 121M13 8993 | 481180 5 4 1150 | 1 1
2 2 8 | 160 |0 [25 |10 |75 | 75 | 75 | FKM 8993 488980 |25 | 2 [150| 1
25 |28 (85|22 (|0 (10 |10 [ 75 | 75 | 75 | FKM | 7121ZBG1LV00 - 2995 | 481865 9 8 [270| 2 |7893
25 128 (85(220|0 [10 |10 |75 | 75 | 75 | FKM 4270 | 481000 8 8 390 2
25 128 (85(220|10 | 5 |10 |75 |75 | 75 | FKM 2995 | 482730 7 6 [270| 2
25 | 35|25 | 220 |0 [10 |28 |100|100|100 | Ruby | 7121KBG1LROO | E121K23 2995 | 481865 9 8 [300] 2 3
25 | 35|25 (220 |0 |12 |34 [130|130|130 | Ruby 4270 | 481000 8 8 420 2
25 | 35|25 | 220 |0 |22 |50 [120|120|120 | Ruby 4270 | 486265 14 | 14 | 430
3 (45| 9 |315(0 | 7 |10 |100|100 | 100 | FKM | 7121KBG1NV0O | 121K1302 2995 | 481865 9 8 [300] 2 3
3 (45| 9 |315(0 | 8 |10 |120|120 [ 120 | FKM 4270 | 481000 8 8 |420| 2
3 (45| 9 |315(0 |10 [10 |120|120 [ 120 | FKM 4270 | 486265 14 | 14 | 430
3 (45| 9 |315(0 | 7 (10 |100|100 | 100 | FKM |7121KBG1NVMO | 121K1352 1| 2995 | 481865 9 8 [300] 2 3
3 (45| 9 |315(0 | 8 |10 |120|120 [ 120 | FKM 4270 | 481000 8 8 |420| 2
3 (45| 9 |315(0 |10 [10 |120|120 [ 120 | FKM 4270 | 486265 14 | 14 | 430
1/4 | 1.2 |0.85( 85 | 50 (0 |36 |80 [100|100 | 100 | Ruby | 7121KBG2EROO | E121K65 2995 | 481865 9 8 |290 3
1.2 (0.85|85 | 50 [0 |43 (100 | 130|130 | 130 | Ruby 4270 | 481000 8 8 | 410
1.2 |085|85 | 50 |0 |75 [100 | 120 | 120 | 120 | Ruby 4270 | 486265 14 | 14 | 420
15 15| 6 | 80 [0 [ 20 |20 |100|100 [ 100 | FKM |7121KBG2GVO0O0 | E121K0402 | 2995 | 481865 9 8 [290| 2 3
15 (15| 6 | 80 [0 [ 20 [20 |120|120 | 120 | FKM 4270 | 481000 8 8 |410] 2

Table continued on page 10
Notes:

* See Electrical Parts Group table at end of section
1. Manual override standard
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General application valves 2/2 - Direct operated

Servicio de Att. a

Dimension reference 1
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DN 4363204
~

Values in brackets for G 3/8 valves

_M5xSmm  Vvaleurs entre parenthiése pour valves G 3/8

Angaben in Klammern fir G 3/8 Ventile

Dimension reference 7893
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Dimension reference 3
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General application valves 2/2 - Direct operated

+34 986 288118

Servicio de Att. al Cliente

Port |Orifice Flow factors Admissible Fluid temp. Seat Reference numbers Power Wt. | EL Dim
size | (mm) (L/min) differential °C disc ‘ 1 I consumption| (g) | Part | ref.
pressure bar 1T 1 (W) Group
Liquids Gases | Min Max Gas |Liquid | Oil Global valve Valve reference *
G kv | Qmax | Qn DC ‘ AC reference no. | Housing | Coil DC | AC
|
Normally closed [\fv ) 7_
Brass hody/Pipe mounting i)
1/4 1 15 | 15 (125] 80 |0 (25 |60 | 75 | 75 | 75 |PCTFE| 7121KBG2GF00 | E121K04 2995 | 481865 9 8 [290| 2 3
15 |15 |125| 80 [0 [30 |70 | 75 | 75 | 75 |PCTFE 4270 | 481000 8 8 |410] 2
15 |15 |125| 80 [0 |55 |70 | 75 | 75 | 75 |PCTFE 4270 | 486265 14 | 14 | 420
15 | 15|15 | 80 |0 [25 |60 |100 | 100 | 100 | Ruby |7121KBG2GR0O | E121K67 2995 | 481865 9 8 |290 3
15 | 15|15 | 80 |0 [30 |75 |130 |130 | 130 | Ruby 4270 | 481000 8 8 | 410
15 15|15 | 80 |0 |55 |[100 | 120 | 120 | 120 | Ruby 4270 | 486265 14 | 14 | 420
25 |35 (851|220 |0 14 (100 | 100 | 100 | FKM | 7121KBG2LV0O | 121K0706 2995 | 481865 9 8 [290| 2 3
25 |135(85(220 (0 |9 14 1120|120 | 120 | FKM 4270 | 481000 8 8 |410] 2
25 (35(85(220 (0 |14 |14 (120 (120|120 | FKM 4270 | 486265 14 | 14 | 420
25 [35(85(|220(|0 | 7 |14 [100|100|100 | FKM |7121KBG2LVMO | 121K0756 1| 2995 | 481865 9 8 [290| 2 3
25 |135(85(220 (0 |9 14 1120|120 | 120 | FKM 4270 | 481000 8 8 |410] 2
25 (35(85(220 (0 |14 |14 (120 (120|120 | FKM 4270 | 486265 14 | 14 | 420
25 |35 (25 | 220 (0 [10 |28 | 75 | 75 | 75 |PCTFE| 7121KBG2LF00 | E121K07 2995 | 481865 9 8 [290| 2 3
25 | 35|25 (220 |0 |12 |34 |75 | 75 | 75 |PCTFE 4270 | 481000 8 8 |410] 2
25 (35|25 |220|0 |22 |50 |75 | 75 | 75 |PCTFE 4270 | 486265 14 | 14 | 420
25 [ 35|25 |220|0 |10 |28 |[100|100 | 100 | Ruby | 7121KBG2LR0O | E121K63 2995 | 481865 9 8 |290 3
25 | 35|25 (220 |0 |12 |34 [130|130| 130 | Ruby 4270 | 481000 8 8 | 410
25 | 35|25 (220 |0 |22 |50 (120|120 |120 | Ruby 4270 | 486265 14 | 14 | 420
3 |45| 9 [315(0 [ 7 |10 |100|100 100 | FKM |7121KBG2NVOO | E121K0302 | 2995 | 481865 9 8 [290| 2 3
3 451 9 | 315 (0 |85 |10 [120|120 | 120 | FKM 4270 | 481000 8 8 |410] 2
3 451 9 | 315 (0 |10 |10 [120|120 | 120 | FKM 4270 | 486265 14 | 14 | 420
3 |45| 9 [315(0 [ 7 |10 |100|100 100 | FKM |7121KBG2NVMO | E121K0352 1| 2995 | 481865 9 8 [290| 2 3
3 451 9 | 315 (0 |85 |10 [120|120 | 120 | FKM 4270 | 481000 8 8 |410] 2
3 451 9 | 315 (0 |10 |10 [120| 120|120 | FKM 4270 | 486265 14 | 14 | 420
3 (45|27 |315(0 |7 |20 | 75 | 75 | 75 |PCTFE| 7121KBG2NFOO | E121K03 2995 | 481865 9 8 [290| 2 3
3 45127 | 315 |0 |85 |25 | 75 | 75 | 75 |PCTFE 4270 | 481000 8 8 |410] 2
3 45127 | 3150 |15 |36 | 75 | 75 | 75 |PCTFE 4270 | 486265 14 | 14 | 420
3 45|27 |320 (0 | 7 |20 [100|100 | 100 | Ruby | 7121KBG2NROO | E121K64 2995 | 481865 9 8 1290 3
3 45127 | 320 (0 |85 |25 130|130 | 130 | Ruby 4270 | 481000 8 8 | 410
3 45127 1320 (0 |15 |36 [120 (120|120 | Ruby 4270 | 486265 14 | 14 | 420
4 7.5 (105( 480 (0 [ 4 |10 | 100|100 [ 100 | FKM |7121KBG2QVMO | 121K0250 1| 2995 | 481865 9 8 [290| 2 3
4 75 (105]480 |0 | 5 10 [120|120 | 120 | FKM 4270 | 481000 8 8 [410] 2
4 75 (105|480 |0 |10 |10 |120 [ 120|120 | FKM 4270 | 486265 14 | 14 | 420
4 75 (105]480 |0 | 4 |10 |100 |[100|100 | FKM |7121KBG2QV00 | 121K02 2995 | 481865 9 8 [290| 2 3
4 75 (105]480 |0 | 5 10 [120|120 | 120 | FKM 4270 | 481000 8 8 |410] 2
4 75 (105|480 |0 |10 |10 |120 [ 120|120 | FKM 4270 | 486265 14 | 14 | 420
5 11 (115750 [0 | 2 100 | 100 | 100 | FKM |7121KBG2SVMO | 121K0150 1| 2995 | 481865 9 8 [290| 2 3
5 11 {115 750 |0 |28 120 [ 120 | 120 | FKM 4270 | 481000 8 8 |410] 2
5 11 115|750 [0 | 5 120 [ 120 | 120 | FKM 4270 | 486265 14 | 14 | 420
Table continued on page 12
Notes:
* See Electrical Parts Group table at end of section
1. Manual override standard
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DIN 436504
g Values in brackets for G 3/8 valves
_MExS&mm  Valeurs entre parenthése pour valves G 3/8
- Angaben in Klammern fiir G 3/8 Ventile
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Dimension reference 3
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+34 986 288118

Servicio de Att. al Cliente

Port |Orifice Flow factors Admissible Fluid temp. Seat Reference numbers Power Wt | EL Dim
size | (mm) (L/min) differential °C disc ‘ T I OR consumption| (g) | Part | ref.
pressure bar 1 1 (W) Group
Liquids | Gases |Min|  Max Gas |Liquid | Oil Global valve Valve reference *
G kv |Dmax Qn DC ‘ AC reference no. ‘ Housing | Coil DC | AC
|
Normally closed Y ‘ T ’7
Brass hody/Pipe mounting kL
1741 5 11 (115750 [0 | 2 7 | 100|100 [ 100 | FKM | 7121KBG2SV00 | 121K01 2995 | 481865 9 8 [290| 2 3
5 11 {115 750 [0 |28 | 7 |120|120 [ 120 | FKM 4270 | 481000 8 8 |410] 2
5 11 115|750 [0 | 5 7 120|120 | 120 | FKM 4270 | 486265 14 | 14 | 420
38| 4 |75)|105|480 (0 [ 4 |10 |100|100 [ 100 | FKM |7121KBG3QV00 | 121K3206 2995 | 481865 9 8 [340| 2 3
4 [75(105|480 [0 | 5 |[10 |120|120 [ 120 | FKM 4270 | 481000 8 8 |460| 2
4 |[75(105|480 (0 |10 [10 |120|120 [ 120 | FKM 4270 | 486265 14 | 14 | 470
5 11 (115750 [0 | 2 7 | 100|100 [ 100 | FKM | 7121KBG3SV00 | 121K3106 2995 | 481865 9 8 [340| 2 3
5 11 {115 750 [0 |28 | 7 |120|120 [ 120 | FKM 4270 | 481000 8 8 |460| 2
5 11 115|750 [0 | 5 7 120|120 | 120 | FKM 4270 | 486265 14 | 14 | 470
6 12 (12.5|1100|0 |11 | 5 (100|100 | 100 | FKM | 7121KBG3UV0O | 121K3306 2995 | 481865 9 8 [340| 2 3
6 12 |125(1100(0 |15 [ 5 |120|120 [ 120 | FKM 4270 | 481000 8 8 |460| 2
6 12 |12.5|1100(0 | 3 5 (120|120 | 120 | FKM 4270 | 486265 14 | 14 (470 2
1/2 1 85 | 25 | 15 [1600|0 |0.5 |1.1 {100 (100 | 100 | FKM | 7121KBG42V00 | E121K46 2995 | 481865 9 8 430 2 7
85 | 25 | 15 |1600|0 |05 |22 120 [ 120|120 | FKM 4270 | 481000 8 8 |550| 2
85 | 25 |15 |1600|10 (1.2 | 4 |120 120|120 | FKM 4270 | 486265 14 | 14 | 560
11 36 | 20 {2500(0 |0.3 |0.7 | 100 [ 100 | 100 | FKM | 7121KBG44V00 | E121K45 2995 | 481865 9 8 430 2 7
11 36 | 20 {25000 (0.35 (1.2 | 120 | 120 | 120 | FKM 4270 | 481000 8 8 |550| 2
11 36 | 20 {25000 (0.7 |25 | 120 | 120 | 120 | FKM 4270 | 486265 14 | 14 | 560
2
[ I
Normally open r\f 5 ’7
Brass hody/Pipe mounting 1
1/8 | 25 | 35| - - |10 | - 30 | 140 | 120 | 140 | Ruby | 7122KBG1LR0O | 122K9363 4270 | 481044 = 14 | 445 4
25 |35 | - - |0 |30 |30 |140 (120 | 140 | Ruby 4270 | 486265 14 | 14 | 455
14115 |15 | 6 80 |0 |20 |20 (100|100 |100 | FKM | 7122KBG2GV0O0 | 122K8406 2995 | 481865 9 8 [290| 2 3
15 (15| 6 80 |0 [ 20 |20 (120 (120|120 | FKM 4270 | 481000 8 8 [410] 2
15 | 15| 8 80 (0 |30 |30 [100|100 | 100 |PCTFE|7122KBG2GF00 | 122K84 2995 | 481865 9 8 [290| 2 3
15 (15| 8 80 [0 |30 |30 |120|120 | 120 |PCTFE 4270 | 481000 8 8 |410] 2
15 [ 15|95 | 96 [0 [ 40 |40 |100|100 [ 100 | Ruby | 7122KBG2GROO | 122K8408 2995 | 481865 9 8 [290| 2 3
15 | 15|95| 96 |0 (40 |40 |130 | 130 | 130 | Ruby 4270 | 481000 8 8 |410] 2
25 | 3 (35180 |0 |12 |12 (100|100 |100 | FKM | 7122KBG2LVOO | 122K8306 2995 | 481865 9 8 [290| 2 3
25 1 3 [35(180 (0 |12 [12 (120 (120|120 | FKM 4270 | 481000 8 8 |410] 2
25| 3 [95|180 (0 [12 |12 | 75 | 75 | 75 |PCTFE| 7122KBG2LF00 | 122K83 2995 | 481865 9 8 [290| 2 3
25| 3 [95|180 |0 |12 |12 | 75 | 75 | 75 |PCTFE 4270 | 481000 8 8 |410] 2
25 | 35| - - |0 | - 30 | 140 | 120 | 140 | Ruby | 7122KBG2LR00 | 122K8363 4270 | 481044 - 14 | 425 4
25 |35 | - - |0 |30 |30 |140 (120 | 140 | Ruby 4270 | 486265 14 | 14 | 435
|
Magnetic latch control M/‘ | r T
Brass hody/Pipe mounting 1L
1741 3 |45 20 (320 |0 | - 20 | 75 | 75 | 75 |PCTFE | 7125KBG2NF00 | 125K03 4269 | 484990 = 11 1430 | 4 3 |
3 |45 20 | 320 7 - 75 | 75 | 75 |PCTFE 4269 | 485400 13 - 1430 4 |
Table continued on page 14
Notes:
* See Electrical Parts Group table at end of section
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DIN 43650A
L

Values in brackets for G 3/8 valves

M5xSmm  Valeurs entre parenthiése pour valves G 3/8

Angaben in Klammern flr G 3/8 Yentile

85.5

Dimension reference 4
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General application valves 2/2 - Direct operated

Port |Orifice Flow factors Admissible Fluid temp. Seat Reference numbers Power Wt. | El. | Dim
size | (mm) (L/min) differential °C disc ‘ 1 ' oR consumption| (g) | Part | ref.
pressure bar 1T 1 (W) Group
Liquids Gases | Min Max Gas |Liquid | Oil Global valve Valve reference *
G kv |ﬂmax Qn DC | AC reference | no. | Housing | Coil DC | AC
= -
. . Magnetic latch control M/{ l ]E
Brass hody/Pipe mounting ;(L e
14| 5 11 (115|750 |0 | - 5 |[100 | 100 [ 100 | FKM | 7125KBG2SV00 | 125K01 4269 | 484990 = 11 [ 430 | 4 3
11 |11.5 750 |0 (1.5 | - | 100 | 100 | 100 | FKM 4269 | 485400 13 - 430 4
&
Normally closed W ] T m
Brass hody/Sub-base mounting Py
SB|15 (16| 6 80 |0 |20 |20 |100|100|100 | FKM | 7121FBF4GV00 | E121F4406 | 2995 | 481865 9 8 | 250 12
15 |16 | 6 80 (0 |20 |20 [120|120|120 | FKM 4270 | 481000 8 8 |370
15 |15 |125| 80 |0 |25 [60 | 75 | 75 | 75 |PCTFE| 7121FBFAGFO0 | E121F44 2995 | 481865 9 8 [250 | 2 12
15 |15 |125| 80 |0 |30 |70 | 75 | 75 | 75 |PCTFE 4270 | 481000 8 8 [370] 2
15 |15 |125| 80 |0 (55 |70 | 75 | 75 | 75 |PCTFE 4270 | 486265 14 | 14 | 380 | 2
15 (15| 15| 80 |0 |25 |60 |100|100 | 100 | Ruby | 7121FBFAGR0O0 | 121F67 2995 | 481865 9 8 [255| 2 12
15 (15|15 | 80 |0 {30 |75 |130|130| 130 | Ruby 4270 | 481000 8 8 [375] 2
15 | 15|15 | 80 |0 |55 |100 | 120 | 120 | 120 | Ruby 4270 | 486265 14 | 14 |385| 2
25 (35 (852200 14 (100|100 | 100 | FKM | 7121FBF4LV00 | 121F4706 2995 | 481865 9 8 |250 | 2 12
25 | 35(85]220 |0 14 | 120|120 | 120 | FKM 4270 | 481000 8 8 |370] 2
25 | 35(85(220 (0 |14 |14 [120 120|120 | FKM 4270 | 486265 14 | 14 | 380 | 2
25 [ 35|25 |220|0 |10 |28 | 75 | 75 | 75 |PCTFE| 7121FBF4LF00 121F47 2995 | 481865 9 8 |250 | 2 12
25 |35 (251|220 |0 |12 |34 | 75 | 75 | 75 |PCTFE 4270 | 481000 8 8 [370] 2
25 (35|25 (2200 |22 |50 |75 | 75 | 75 |PCTFE 4270 | 486265 14 | 14 | 380 | 2
25 | 35(25|220 (0 |10 |28 [100|100 | 100 | Ruby | 7121FBFALR0O0 | 121F63 2995 | 481865 9 8 | 255 | 2 12
25 (35|25 (2200 |12 |34 |130 (130|130 | Ruby 4270 | 481000 8 8 375 2
25 | 35| 251|220 (0 |22 |50 |[120|120 | 120 | Ruby 4270 | 486265 14 | 14 | 385 | 2
3 (45| 9 [315|0 |7 |10 |100 (100 [ 100 | FKM | 7121FBFANVOO | E121F4302 | 2995 | 481865 9 8 |250 | 2 12
3 |45] 9 [315(0 |85 |10 | 120|120 [ 120 | FKM 4270 | 481000 8 8 370 2
3 [45] 9 [315|0 (10 |10 |120 | 120 | 120 | FKM 4270 | 486265 14 | 14 | 380 | 2
3 | 45|27 [315(0 |7 |20 | 75 | 75 | 75 |PCTFE| 7121FBFANFO0 | E121F43 2995 | 481865 9 8 |250 | 2 12
3 | 45|27 |315(0 (85 |25 | 75 | 75 | 75 |PCTFE 4270 | 481000 8 8 [370] 2
3 |45| 27 |315(0 (15 |36 | 75 | 75 | 75 |PCTFE 4270 | 486265 14 | 14 | 380 | 2
3 (45|27 (3200 | 7 |20 |100 (100 | 100 | Ruby | 7121FBF4NROO | 121F64 2995 | 481865 9 8 | 255 | 2 12
3 [ 45|27 | 320 |0 |85 |25 |130 (130 | 130 | Ruby 4270 | 481000 8 8 |375] 2
3 [ 45|27 |320 |0 |15 |36 |120 |120 | 120 | Ruby 4270 | 486265 14 | 14 | 385 | 2
Notes:
* See Electrical Parts Group table at end of section
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General application valves 2/2 - Direct operated

Servicio de Att. a

DN 43650A
7 Values in brackets for G 3/8 valves

_MSsx5mm  Valeurs entre parenthése pour valves G 3/8

- Angaben in Klammern fir G 3/8 Ventile
wt
b B
19.5 24
32 451865
L&} © &
of m
| ™ 458698
[ . T
i 1 v -
3|t SRERL (O
= _ G
& ] .
& 488647 122
= 19
16
e —t
Dimension reference 3
DIN4A3B50A
195 24
E— )
I |
dlo o 3 ‘
@ ] .
r ra M
o 451865/
™ n
8 1] |
32 . 32

Dimension reference 12
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General application valves for dry or
lubricated air, neutral gases and liquids

Applications

Magnalift valves are recommended in applications where the minimum pressure cannot be held at a
sufficient level, i.e. where the effective supply pressure may be zero. This concerns applications like
filling/emptying tanks by gravity and any other applications with a minimum pressure of zero.

O

-

? 3

+34 986 288118

Servicio de Att. al Cliente

Magnalift

Port | Orifice Flow factors Admissible Fluid temp. Seat Reference numbers Power Wt. | Dim

size | (mm) (L/min) differential °C disc ‘ 1 I OR consumption| (g) | ref.

pressure bar 1 1 (W)
Liquids Gases | Min Max Gas |Liquid | Oil Global valve Valve reference no.
G kv ‘umax Qn DC ‘ AC reference | | Housing | Coil DC | AC
Normally closed AAJI_LI:EE

Brass body/Pipe mounting 1

3/8 | 15 65 | 65 | 4500 | 0 |10 - [100| - |100 | FKM |7221GBG3VVHO | 221G2330 2995 | 481865 9 - | 630 10
15 65 | 65 | 4500 | O |10 |10 | 65 - 65 | FKM 4270.06 | 492070 8 8 (1000
15 65 | 65 |4500 | 0 |10 (10 | 75 - 75 | FKM 4270.06 | 492190 9 | 11 |1000
15 65 | 65 [ 4500 | O = 16 (100 | - | 100 | FKM | 7221GBG3VV00 221G23 2995 | 481865 9 8 [630| 10
15 65 | 65 | 4500 | O - 16 | 120 | - [120 | FKM 4270 | 481000 8 8 | 750
15 65 | 65 [ 4500 | O 7 (20 [120| - [140| FKM 4270 | 486265 14 | 14 | 760
15 65 | 65 | 4500 | 0 |10 - |[100| 75 | 100 | NBR |7221GBG3VNHO | 221G1330 2995 | 481865 9 - | 630 | 10
15 65 | 65 [ 4500 | O |10 |10 | 65 | 65 | 65 | NBR - 492070 8 8 (1000
15 65 | 65 [ 4500 | O |10 (10 | 75 | 75 | 75 | NBR - 492190 9 | 11 |1000
15 65 | 65 [ 4500 | O = 16 100 | 75 | 100 | NBR | 7221GBG3VNOO 221G13 2995 | 481865 = 8 [630| 10
15 65 | 65 [ 4500 | O - 16 | 100 | 75 [ 100 | NBR 4270 | 481000 - 750
15 65 | 65 [ 4500 | O 7 - | 100 | 75 {100 | NBR 4270 | 486265 14 - | 760

12 | 15 65 | 65 [ 4500 | O = 16 | 75 = 75 | FKM | 7221GBG4VV1D | 221G25001D = 483250 = 8 |1605| 3846
15 65 | 65 | 4500 | 0 |10 - [100| - |100 | FKM |7221GBG4VVHO | 221G2530 2995 | 481865 9 - | 640 | 10
15 65 | 65 | 4500 | O |10 |10 | 65 - 65 | FKM - 492070 8 8 (1010
15 65 | 65 | 4500 | O |10 (10 | 75 - 75 | FKM - 492190 9 | 11 |1010
15 65 | 65 [ 4500 | O = 16 (100 | - | 100 | FKM | 7221GBG4VV00 221G25 2995 | 481865 = 8 [630| 10
15 65 | 65 [ 4500 | O - 16 | 120 | - [120 | FKM 4270 | 481000 - 8 | 760
15 65 | 65 [ 4500 | O 7 120 [120| - |140| FKM 4270 | 486265 14 | 14 | 760
15 65 | 65 | 4500 | 0 |10 - |[100| 75 | 100 | NBR |7221GBG4VNHO | 221G1530 2995 | 481865 9 - | 640 | 10
15 65 | 65 | 4500 | O |10 |10 | 65 | 65 | 65 | NBR - 492070 8 9 (1010
15 65 | 65 |4500 | 0 |10 (10 | 75 | 75 | 75 | NBR - 492190 9 | 11 |1010
15 65 | 65 [ 4500 | O = 16 | 100 | 75 | 100 | NBR | 7221GBG4VNOO 221G15 2995 | 481865 = 8 [640| 10
15 65 | 65 [ 4500 | O - 16 | 100 | 75 [ 100 | NBR 4270 | 481000 - 760
15 65 | 65 [ 4500 | O 7 - | 100 | 75 [ 100 | NBR 4270 | 486265 14 - | 770

3/4 | 15 80 | 80 [ 6000 | O = 16 | 75 = 75 | FKM | 7221GBG51V1D | 221G26001D = 483250 = 8 |1635| 3847

Table continued on page 18

Notes:

1. Valves with model number ending by 30 or 31 are mainly equipped with electrical parts EEx me Il T3/T4 No

. 492190 or EEx m |l T4/T5 No. 492070 or with standard DC coils.
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Servicio de Att. al Clie|

General application valves 2/2 - Magnalift

44 20 41 A B C D E F G H
T - mm mm mm mm mm mm inch mm

—— G525 | 75 93 375 15 34 27 172 53
. G13/22| 75 93 375 15 34 27 38 53

T G16/26 | 80 955 40 175 34 32 34 53
G17/27 | 85 1025 425 225 36 41 1 53
G621 100 108 50 23 41 41 1 70

DIN 436508

rd
] :"w.h 481855

Dimension reference 10

i

33,8

i

15

=
SR

7

J
—=
P

Dimension reference 3846

il
|

Dimension reference 3847
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Servicio de Att. al Cliente

General application valves 2/2 - Magnalift

Port | Orifice Flow factors Admissible Fluid temp. Seat Reference numbers Power Wt. | Dim
size | (mm) (L/min) differential °C disc ‘ T I OR consumption| (g) | ref.
pressure bar 1T 1 (w)
Liquids Gases | Min Max Gas |Liquid | Oil Global valve Valve reference no.
G kv |Qmax Qn DC ‘ AC reference ‘ | Housing | Coil DC ‘ AC
Normally closed ;L[:EE
Brass hody/Pipe mounting 1
3/4 | 15 80 | 80 (6000 O (10 | - [100| - |100| FKM |7221GBG51VHO | 221G2630 2995 | 481865 | 9 - | 670 | 10
15 80 | 80 (6000 | O |10 |10 | 65 - 65 | FKM - 492070 1| 8 8 [1040
15 80 | 80 {6000 O |10 |10 | 75 - 75 | FKM - 492190 1| 9 | 11 [1040
15 80 | 80 {6000 | O = 16 (100 | - | 100 [ FKM | 7221GBG51V00 221G26 2995 | 481865 = 8 |670| 10
15 80 | 80 {6000 | O - 16 | 120 | - [120 | FKM 4270 | 481000 - 8 | 790
15 80 | 65 [ 6000 | O 7 (20 [120| - |[140 | FKM 4270 | 486265 14 | 14 | 800
15 80 | 80 (6000 O |10 | - [100| 75 | 100 | NBR |7221GBG51NHO | 221G1630 2995 | 481865 1| 9 - | 670 | 10
15 80 | 80 (6000 | O |10 |10 | 65 | 65 | 65 | NBR - 492070 1| 8 8 |1040
15 80 | 80 (6000 | O |10 |10 | 75 | 75 | 75 | NBR - 492190 1| 9 | 11 [1040
15 80 | 80 {6000 | O = 16 | 100 | 75 {100 | NBR | 7221GBG51N0OO 221G16 2995 | 481865 = 8 |670| 10
15 80 | 80 [ 6000 | O - 16 | 100 | 75 [ 100 | NBR 4270 | 481000 - 8 | 790
15 80 | 80 [ 6000 | O 7 - [100| 75 | 100 | NBR 4270 | 486265 14 - | 800
1 15 80 | 80 {6000 | O = 16 | 75 = 75 | FKM | 7221GBG61V1D | 221G27001D = 483250 = 8 |1775)| 3848
15 80 | 80 (6000 O |10 | - [100| - |100| FKM |7221GBG61VHO | 221G2730 2995 | 481865 | 9 - | 810 | 10
15 80 | 80 (6000 O |10 |10 | 65 - 65 | FKM - 492070 1| 8 8 (1180
15 80 | 80 (6000 O |10 |10 | 75 - 75 | FKM - 492190 1| 9 | 11 |1180
15 80 | 80 {6000 | O = 16 | 100 | - |[100 | FKM | 7221GBG61V00 221G27 2995 | 481865 = 8 |810| 10
15 80 | 80 [ 6000 | O - 16 | 120 | - [120 | FKM 4270 | 481000 - 8 1930
15 80 | 65 [ 6000 | O 7 120 [120| - (120 | FKM 4270 | 486265 14 | 14 | 940
15 80 | 80 (6000 O |10 | - |100| 75 | 100 | NBR |7221GBG61NHO | 221G1730 2995 | 481865 '| 9 - | 810 | 10
15 80 | 80 (6000 | O |10 |10 | 65 | 65 | 65 | NBR - 492070 1| 8 8 (1180
15 80 | 80 (6000 | O |10 |10 | 75 | 75 | 75 | NBR - 492190 1| 9 | 11 |[1180
15 80 | 80 [ 6000 | O = 16 | 100 | 75 {100 | NBR | 7221GBG61N0OO 221G17 2995 | 481865 = 8 |810| 10
15 80 | 80 {6000 | O - 16 | 100 | 75 [ 100 | NBR 4270 | 481000 - 8 |930
15 80 | 80 {6000 | O 7 - [100| 75 | 100 | NBR 4270 | 486265 14 - | 940
25 1160 | 160 (14000| O = 16 (100 | - | 100 | FKM | 7221GBG64V00 | 221G2106 2995 | 481865 = 8 |1170| 10
25 160|160 (14000| O - 16 | 100 | - [120 | FKM 4270 | 481000 - 8 (1290
25 160|160 (14000| O 6 [16 |[100| - (120 | FKM 4270 | 486265 14 | 14 |1300
25 | 170|160 [14000{ O |10 | - |[100| - |[100 | FKM |7221GBG64VHO | 221G2136 2995 | 481865 9 - |1170| 10
25 | 170|160 (14000 O |10 |10 | 65 - 65 | FKM - 492070 1| 8 8 |1540
25 | 170|160 (14000 O |10 |10 | 75 - 75 | FKM - 492190 9 | 11 |1540
25 | 170|160 (14000 O |10 | - |100 | 75 | 100 | NBR |7221GBG64NHO | 221G2130 2995 | 481865 '| 9 - |1170| 10
25 | 170|160 (14000 O |10 |10 | 65 | 65 | 65 | NBR - 492070 1| 8 8 |1540
25 | 170|160 (14000 O |10 |10 | 75 | 75 | 75 | NBR - 492190 1| 9 | 11 [1540
25 160 | 160 (14000| O = 16 | 100 | 75 {100 | NBR | 7221GBG64N00 221G21 2995 | 481865 = 8 |1170| 10
25 1160|160 (14000| O - 16 | 100 | 75 [ 100 | NBR 4270 | 481000 - 8 (1290
25 160|160 (14000| O 6 - [100| 75 | 100 | NBR 4270 | 486265 14 - 11300

Table continued on page 20
Notes:
1. Valves with model number ending by 30 or 31 are mainly equipped with electrical parts EEx me Il T3/T4 No. 492190 or EEx m Il T4/T5 No. 492070 or with standard DC coils.
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General application valves 2/2 - Magnalift

Servicio de Att. a

44 22 41

Dimension reference 10

A B C D E F G H
mm mm mm mm mm mm inch mm

G15/25 7% 93 375 15 34 27 12 53
G13/23 7% 93 375 15 34 27 38 53
G16/26 80 955 40 175 34 32 34 53
G17/27 85 1025 425 225 36 41 1 53

G21 100 108 50 23 41 41 1 70

87,5

sl
&)
N\

Dimension reference 3848
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General application valves 2/2 - Magnalift

Servicio de Att. a

Port | Orifice Flow factors Admissible Fluid temp. Seat Reference numbers Power Wt. | Dim
size | (mm) (L/min) differential °C disc ‘ T I oOR consumption| (g) | ref.
pressure bar 1 1 (w)
Liquids Gases | Min Max Gas |Liquid | Oil Global valve Valve reference no.
G kv ‘Qmax Qn DC | AC reference | | Housing | Coil DC | AC
Normally open : EE
Brass body/Pipe mounting 1 .
3/8 | 15 43 | 43 = 0 (85 |85 | 8 | 85 | 85 | FKM | 72228BG3TV00 | 222G3306 4270 | 486265 14 | 14 | 940 | 102
12| 15 58 | 58 = 85 |85 | 85 | 85 | 85 | FKM |72228BG4UV00 | 222G3506 4270 | 486265 14 | 14 | 940 | 102
341 19 72 | 72 = 0 (85 |85 | 85 | 85 | 85 | FKM | 72228BG5VV00 | 222G3606 4270 | 486265 14 | 14 | 940 | 102
{
Normally closed : EE
303 Stainless steel body/Pipe mounting !
38| 15 42 | 42 = 0 = 7 85 | 85 | 85 | FKM | 72218RG3TV00 | 221G5306 2995 | 481865 = 8 930 102
15 42 | 42 - 0 - 7 85 | 85 | 85 | FKM 4270 | 481000 - 8 |1050
15 42 | 42 - 0 (28 | - 85 | 85 | 85 | FKM 4270 | 486265 14 - |1060
12| 15 54 | 54 = 0 = 7 85 | 85 | 85 | FKM | 72218RG4UV00 | 221G5506 2995 | 481865 = 8 (930 102
15 54 | 54 - 0 - 7 85 | 85 | 85 | FKM 4270 | 481000 - 8 (1050
15 54 | 54 - 0 (28 | - 85 | 85 | 85 | FKM 4270 | 486265 14 - |1060
341 19 | n = 0 = 7 85 | 85 | 85 | FKM | 72218RG5VV00 | 221G5606 2995 | 481865 = 8 [930 | 102
19 | n - 0 - 7 85 | 85 | 85 | FKM 4270 | 481000 - 8 (1050
19 | n - 0 (28 | - 85 | 85 | 85 | FKM 4270 | 486265 14 - |1060
1
Normally open N Eﬂ
303 Stainless steel hody/Pipe mounting
38| 16 | 43 | 43 = 85 |85 | 85 | 85 | 85 | FKM | 72228RG3TV00 | 222G5306 4270 | 486265 14 | 14 - | 102
12 | 16 58 | 58 = 0 (85 |85 | 8 | 85 | 8 | FKM |72228RG4UV00 | 222G5506 4270 | 486265 14 | 14 (1050| 102
20 Parker Lucifer SA
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H P L
mm mm mm
221G53../222G33.. 103 89 67
486265 221G55../222G35.. 103 89 67
221G56../222G36.. 103 89 69
f
L
p .
|
i,
Dimension reference 102
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Servicio de Att. al Cliente

General application valves for dry or
lubricated air, neutral gases and liquids

Applications

Pilot operated valves are ideally suited to shut-off applications of liquids with high flow and pressure.
A minimum operating pressure is required: refer to tables.

O & &

Pilot operated

Port |Orifice Flow factors Admissible Fluid temp. Seat Reference numbers Power Wt. | El. | Dim
size | (mm) (L/min) differential °C disc ‘ I ' om consumption| (g) | Part | ref.
pressure bar I T 1 (W) Group
Liguids | Gases | Min Max Gas |Liquid| Oil Global valve Valve reference no. *
G kv |(]max Qn DC ‘ AC reference ‘ | Housing | Coil DC ‘ AC
Normally closed Aj_L[:[EE
Brass hody/Pipe mounting ]
14| 8 |36 |36 - (03225 |40 | - (100|100 FKM |7321HBG2SV00 E321H21 1| 2995 481865 9 8 800 2 9
8 |36 |36 - 103 |30 |40 | - (100|100| FKM 4270 481000 8 (920 2
8 |36 |36 - 103240 |40 | - (100|100| FKM 4270 486265 14 | 14 (930 | 2
8 |36 (361600 (0.3 225 (40 (100| 75 |100| NBR |7321HBG2SNOO | E321H11 1| 2995 481865 8 800 2 9
8 |36 |36 |1600|0.3 230 |40 [100| 75 |100| NBR 4270 481000 8 (920 2
12 |30 |30 {2150 {0.3 |10 |10 {100(100|100| FKM - 321K3106 8993 481180 4 1380 1 72
12 [ 30|30 (2150 {03 |7 |10 {75 |75 |75 | FKM 8993 488980 25 2 |380| 1
12 |30 {30 | 2150 | 0.3 |10 |10 [{100| 75 |100| NBR - 321K31 8993 481180 5 4 1380 1 72
12 |30 |30 (2150 {03 |7 |10 [ 75 |75 |75 | NBR 8993 488980 25 2 |380| 1
3/8 | 11 |50 | 50 - (03225 {40 | - [100(100| FKM | 7321HBG3TV00 E321H23 1| 2995 481865 9 8 | 780 2 9
11 |50 | 50 - 103230 |40 | - (100|120| FKM 4270 481000 8 1900 | 2
11 |50 | 50 - 103240 |40 | - (100|140| FKM 4270 486265 14 | 14 (910 | 2
11 |50 [ 50 {2800 (0.3 425 [40 (100| 75 |100| NBR |7321HBG3TNOO E321H13 1| 2995 481865 8 | 780 2 9
11 | 50 | 50 [ 2800 {0.3 2430 |40 {100| 75 |[100| NBR 4270 481000 8 1900 | 2
12 |45 | 45 (3050 (0.3 |10 |10 {100(100|100| FKM - 321K3306 8993 481180 4 1380 1 72
12 | 45|45 (3050 ({03 |7 |10 (75 |75 |75 | FKM 8993 488980 251 2 |380| 1
12 |45 | 45 (3050 (0.3 [10 {10 (100| 75 |100| NBR - 321K33 8993 481180 5 4 1380 1 72
12 | 45|45 13050 (03 |7 |10 [ 75|75 |75 | NBR 8993 488980 25 2 |380| 1
1/2 | 12 |50 | 50 | 3400 | 0.3 |10 |10 |100(100{100| FKM - 321K3506 8993 481180 5 4 1380 1 72
12 |50 |50 [ 3400 (0.3 |7 |10 [ 75 |75 |75 | FKM 8993 488980 251 2 |380| 1
12 | 50 | 50 | 3400 (0.3 |10 |10 {100| 75 |100| NBR - 321K35 8993 481180 5 4 1380 1 72
12 |50 | 50 [ 3400 (0.3 | 7 |10 [ 75 |75 |75 | NBR 8993 488980 25 2 |380| 1
14.5 | 60 | 60 - (03225 |40 | - (100(100| FKM |7321HBG4UV00 | E321H25 1|2995 481865 8 | 740 | 2 9
145 | 60 | 60 - 103230 |40 | - (100|120| FKM 4270 481000 8 860 | 2
145 | 60 | 60 - 103240 |40 | - (100|140| FKM 4270 486265 14 | 14 (870 | 2
145 |60 | 60 | 3150 |0.3 (10 | - | 75|75 | - | NBR - 321H1590 3| - 483580.01 4| 04 | - [715| 7 | 75
Table continued on page 24
Notes:

* See Electrical Parts Group table at end of section

1. Pilot seat discs from ruby (synthetic)

2. Minimum pressure differential = 0.3 bar for opening and 0 bar for closing

3. Other coil-housing available: 488650.01, 488660.01, 4888670.01 (refer to electrical parts at end of this section)
4. This reference no. is for the complete electrical part (coil + housing)
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General application valves 2/2 - Pilot operated

Servicio de Att. a

DIN 43850 2

481865

195 24

4]

104
45

1
*
i 3
~
1

5

[

15

iFiar

Dimension reference 9

Dimension reference 75

A B C D E F G H | J Dia
inch mm mm mm mm mm mm mm mm mm mm
ﬁ K31 174 25 50 62 26 27 55 81 39 61 40
= K33 3/8 25 50 62 26 27 55 81 39 61 40
z K35 12 275 55 62 26 27 55 81 39 61 40
p K36 34 40 80 9 335 32 8 965 46 685 56
K37 1 425 85 142 335 41 8 965 56 685 56
J
[~ T
Dia
| 1
1mmt
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General application valves 2/2 - Pilot operated

Servicio de Att. a

Port |Orifice Flow factors Admissible Fluid temp. Seat Reference numbers Power Wt. | El. | Dim
size | (mm) (L/min) differential °C disc ‘ I ' oR consumption| (g) | Part | ref.
pressure bar I T I (W) Group
Liquids | Gases | Min Max Gas |Liquid| Oil Global valve Valve reference no. *
G kv |umax Qn DC ‘ AC reference | | Housing | Coil DC | AC
|
Normally closed 3 m

Brass body/Pipe mounting fL

1/2 | 145 | 60 | 60 | 3150 | 0.3 425 |40 |100| 75 {100 | NBR |7321HBG4UNOO | E321H15 1| 2995 481865 9 8 | 740 | 2 9
145 | 60 | 60 | 3150 | 0.3 430 (40 (100| 75 |100| NBR 4270 481000 8 8 |860| 2

3/4 | 18 (100(100| 9400 | 0.3 {10 (10 [100|100|100| FKM - 321K3606 8993 481180 5 4 1590 1 72
18 |100|100| 9400 {0.3 | 7 |10 |75 |75 |75 | FKM 8993 488980 251 2 |590 | 1
18 |100|100| 9400 [ 0.3 |10 |10 [100| 75 [100| NBR - 321K36 8993 481180 5 4 1590 1 72
18 |100|100| 9400 {0.3 | 7 |10 |75 |75 |75 | NBR 8993 488980 251 2 |590 | 1
20 [135]135| 9500 [0.3 16 |16 |100(100|100| FKM | 7321GBG53V00 | E321G3606 2995 481865 9 8 (1430 2 | 11
20 |135|135| 9500 | 0.3 |16 |16 |120|100|120| FKM 4270 481000 8 8 |1550( 2
20 [135]135( 9500 | 0.3 (16 |16 |100| 75 |{100| NBR |7321GBG53N00 E321G36 3| 2995 481865 9 8 14301 2 | 11
20 [135]135|9500 | 0.3 16 |16 |100| 75 |{100| NBR 4270 481000 8 8 [1550( 2

1 18 |110{110({10150{0.3 |10 |10 [100(100(100| FKM - 321K3706 8993 481180 5 4 | 735 | 1 72
18 [110{110|10150(0.3 | 7 (10 |75 |75 |75 | FKM 8993 488980 25| 2 |73 1
18 (110{110|10150(0.3 |10 (10 |100| 75 {100| NBR - 321K37 8993 481180 5 4 1735 1 72
18 |110(110(10150{0.3 | 7 |10 |75 |75 | 75 | NBR 8993 488980 251 2 |735| 1
25 (180180 (14000(0.3 (16 |16 |100(100|100| FKM |7321GBG64V00 | E321G3706 2995 481865 9 8 (12301 2 | 11
25 |180|180|14000({ 0.3 |16 |16 |120|100|120| FKM 4270 481000 8 8 |1350( 2

Table continued on page 26

Notes:

* See Electrical Parts Group table at end of section
1. Pilot seat discs from ruby (synthetic)

2. Minimum pressure differential = 0.3 bar for opening and 0 bar for closing
3. Manual override and 4 position selector for controlled closure rate: see "Anti-waterhammer valves" section
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Servicio de Att. al

DIN 43850 &
$ &
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Dimension reference 9

Dimension reference 72

A B C D E F G H
0 26 DINGGES0A mm mm mm mm mm mm inch mm
G37 100 121 50 23 54 M 1 70
G36 100 121 50 23 54 41 34 70
G38 110 1375 55 33 605 60 114 99
G39 140 144 75 33 67 60 11/2 99
G40 150 1585 80 415 73 75 2 99
Dimension reference 11
A B C D E F G H | J  Dia.
inch mm mm mm mm mm mm mm mm mm mm
E K31 14 25 50 62 26 27 55 81 39 61 40
g K33 38 25 50 62 26 27 55 81 39 61 40
= K35 12 275 55 62 26 27 55 81 39 61 40
= K36 34 40 80 9 335 32 8 965 46 685 56
K37 1 425 85 142 335 41 8 965 56 685 56
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General application valves 2/2 - Pilot operated

Port |Orifice Flow factors Admissible Fluid temp. Seat Reference numbers Power Wt. | EI. | Dim
size | (mm) (L/min) differential °C disc ‘ 1 ' R consumption| (g) | Part | ref.
pressure bar I T I (W) Group
Liquids | Gases | Min Max Gas |Liquid| Oil Global valve Valve reference no. ¥
G kv |0max Qn DC | AC reference | |Huusing | Coil DC | AC
|
Normally closed i EE
Brass body/Pipe mounting L
1 25 |185|185(14100|{0.3 (10 | - |75 (75| - | NBR - 321G3790 1| - 483580.01 2| 0.4 | - (1205 7 | 76
25 (180(180(14000(0.3 |16 (16 |75 | 75 | 75 | NBR |7321GBG64N1D |E321G37101D = 483250 8 8 2195 5 |3849
25 |180(180|14000|0.3 |16 |16 |100| 75 [100| NBR | 7321GBG64N0OO E321G37  3|2995 481865 9 8 1230 2 | 11
25 (180(180|14000(0.3 |16 16 |100| 75 [100| NBR 4270 481000 8 8 (1350 2
11/4| 28 [280]280(18000(0.3 (16 |16 |100(100|100| FKM | 7321GBG76V00 | E321G3806 2995 481865 9 8 |1860( 2 | 11
28 |280(280(18000({0.3 |16 |16 |[120(100(120| FKM 4270 481000 8 8 |1980| 2
28 |280(280(18000|0.3 (16 |16 |100| 75 |[100| NBR | 7321GBG76NO00 E321G38 3| 2995 481865 9 8 (1860 2 | 11
28 |280(280(18000(0.3 |16 |16 [100| 75 [100| NBR 4270 481000 8 8 |1980| 2
11/2| 40 [420]420(31500(0.3 (7 |16 |100(100|100| FKM |7321GBG88V00 | E321G3906 2995 481865 9 8 (2560 2 | 11
40 |420|420|31500({ 0.3 |8.5 |16 |120|100|120| FKM 4270 481000 8 8 |2680| 2
40 |425|425(31000{0.5 (10 | - | 75|75 | - | NBR - 321G3990 1| - 483580.01 2| 0.4 | - [2635| 7 | 76
Table continued on page 28
Notes:
* See Electrical Parts Group table at end of section
1. Other coil-housing available: 488650.01, 488660.01, 4888670.01 (refer to electrical parts at end of this section)
2. This reference no. is for the complete electrical part (coil + housing)
3. Manual override and 4 position selector for controlled closure rate: see "Anti-waterhammer valves" section
26 Parker Lucifer SA
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General application valves 2/2 - Pilot operated
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Servicio de Att. al Clie|

Fluid Control Division Europe

A B C D E F G H
mm mm mm mm mm mm inch mm
G37 100 121 50 23 54 4 1 70
G36 100 121 50 23 54 41 34 70
G38 110 1375 55 33 605 60 11/4 99
G39 140 144 75 33 67 60 112 99
G40 150 1585 80 415 73 75 2 99
A B C D E F G H
mm mm mm mm mm mm inch mm
G3790 100 135 50 23 60 41 1 70
G3990 140 158 75 33 73 60 11/2 99
G4090 150 1725 80 415 79 75 2 99
Dimension reference 76
19 ]
p=d
w Ff’éﬁ:ﬂ
oy
i ’—*;Tl’;
lem
= H I | =
S  S—
106
Dimension reference 3849
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General application valves 2/2 - Pilot operated

Servicio de Att.

Port |Orifice Flow factors Admissible Fluid temp. Seat Reference numbers Power Wt. | El. | Dim
size | (mm) (L/min) differential °C disc ‘ 1 I OR consumption| (g) | Part | ref.
pressure bar I T I (W) Group
Liguids | Gases | Min Max Gas |Liquid| Oil Global valve Valve reference no. *
G kv |0max Qn DC | AC reference Housing | Coil DC AC
Normally closed
Brass body/Pipe mounting
11/2| 40 |420|420|31500(0.3 |8.5 |16 |75 | 75 | 75 | NBR |7321GBG88N3D |E321G39101D - 483250 8 3525| 5 (3850
40 |420420(31500(/0.3 |7 |16 |100| 75 [100| NBR |7321GBG88N0OO E321G39  1(2995 481865 9 2560 2 | 11
40 |420|420|31500{ 0.3 |8.5 |16 |100| 75 {100 | NBR 4270 481000 8 2680| 2
40 |420|420(31500({ 0.3 |16 |16 |100| 75 {100 | NBR 4270 486265 14 | 14 |2700| 2
2 40 |540|540(40000|0.3 [ 7 |16 |100(100|100| FKM |7321GBG99V00 | E321G4006 2995 481865 9 2920( 2 | 11
40 |540(540(40000({0.3 |7 |16 |120|100{120| FKM 4270 481000 8 3040 2
40 |540|540(38100{0.5 |10 | - |75 |75 | - | NBR - 321G4090 2| - 483580.01 3| 0.4 | - |[2885| 7 | 76

Table continued on page 30
Notes:
* See Electrical Parts Group table at end of section
1. Manual override and 4 position selector for controlled closure rate: see "Anti-waterhammer valves" section

2. Other coil-housing available: 488650.01, 488660.01, 4888670.01 (refer to electrical parts at end of this section)
3. This reference no. is for the complete electrical part (coil + housing)
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General application valves 2/2 - Pilot operated

www.rodavigo.net

Servicio de Att. al Clien

Dimension reference 76

A B 4 D E F G H
- 401865 oy 26 DIN43E30A mm mm mm mm mm mm inch mm
) e G37 100 121 50 23 54 41 1 70
G36 100 121 50 23 54 41 34 70

G38 110 1375 55 33 605 60 114 99

G39 140 144 75 33 67 60 1172 99

G40 150 1585 80 415 73 75 2 99

A B 4 D E F G H

mm mm mm mm mm mm inch mm

G3790 100 135 50 23 60 41 1 70

G3990 140 158 75 33 73 60 112 99

G4090 150 1725 80 415 79 75 2 99

Bl

£6,5

3

I

140

50

Dimension reference 3850

99

29

Parker Lucifer SA

Fluid Control Division Europe

CH-1227 Carouge-Genéve



https://rodavigo.net/productos/?cod_fam=10&cod_prod=170
https://rodavigo.net/productos/?cod_fam=10&cod_prod=170

WWW.r

General application valves 2/2 - Pilot operated

Servicio de Att. a

Port |Orifice Flow factors Admissible Fluid temp. Seat Reference numbers Power Wt. | EI. | Dim
size | (mm) (L/min) differential °C disc ‘ I I consumption| (g) | Part | ref.
pressure bar I 1 1 (W) Group
Liquids | Gases | Min Max Gas |Liquid| 0Oil Global valve Valve reference no. *
G kv |0max Qn DC | AC reference Housing | Coil DC AC
Normally closed
Brass body/Pipe mounting
2 | 40 [540|540(40000({0.3 (8.5 |16 | 75 | 75 | 75 | NBR |7321GBG99N3D |E321G40101D - 483250 8 8 [3865| 5 |3851
40 [540|540(40000|{0.3 [ 7 |16 |100| 75 |100| NBR |7321GBG99NOO E321G40  1(2995 481865 2900| 2 11
40 |540|540|40000{ 0.3 |8.5 |16 |100| 75 [100| NBR 4270 481000 3040| 2
40 |540)540(40000|0.3 (16 |16 |100| 75 |{100| NBR 4270 486265 14 | 14 (3050 2
I
Normally open = EE
Brass hody/Pipe mounting !
14| 8 |36 (36| - |03340 |40 [ - |100|100| FKM |7322HBG2SV00 | 322H7106 2| 2995 481865 9 8 |820 9
8 |36 |36 - 0.3 340 |40 | - |120(120| FKM 4270 481000 940
8 |36 |36 - 0.3 340 |40 | - |140|140| FKM 4270 486265 14 | 14 | 950
8 |36 |36 |1600|0.3 325 |40 {100| 75 [100| NBR | 7322HBG2SNOO 322H71 2| 2995 481865 840 9
8 |36 |36 |1600 0.3 330 (40 (100| 75 |100| NBR 4270 481000 960

Table continued on page 32
Notes:
* See Electrical Parts Group table at end of section
1. Manual override and 4 position selector for controlled closure rate: see "Anti-waterhammer valves" section
2. Pilot seat discs from ruby (synthetic)
3. Minimum pressure differential = 0.3 bar for opening and 0 bar for closing
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DIN 43850 &
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Dimension reference 9

Dimension reference 11

A B C D E F G H
mm mm mm mm mm mm inch mm

G37 100 121 50 23 54 41 1 70
G36 100 121 50 23 54 41 34 70
G38 110 1375 55 33 605 60 11/4 99
G39 140 144 75 33 67 60 112 99
G40 150 1585 80 415 73 75 2 99

T RN®A

G2
80 75

Dimension reference 3851
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General application valves 2/2 - Pilot operated

Port |Orifice Flow factors Admissible Fluid temp. Seat Reference numbers Power Wt. | EI. | Dim
size | (mm) (L/min) differential °C disc ‘ I ' om consumption| (g) | Part | ref.
pressure bar I T 1 (W) Group
Liquids Gases | Min Max Gas |Liquid| Oil Global valve Valve reference no. *
G kv |l]max Qn DC | AC reference | |Housing ‘ Coil DC | AC
Normally open ; <[/]

Brass body/Pipe mounting :

1/4 | 12 |30 [ 30 | 2150 | 0.3 |12 |12 (100|100|100| FKM |7322KBG2SVWO0| 322K4106 2995 481865 9 8 |490 73
12 | 30|30 |2150 {0.3 |12 |12 |{120{100(120| FKM 4270 481000 8 8 |610

3/8 | 11 | 50 | 50 - 03240 (40 | - | 75 [100| FKM | 7322HBG3TV00 | 322H7306 1| 2995 481865 9 8 |[800 9
11 |50 | 50 - 103240 {40 | - |75 (100| FKM 4270 481000 8 8 1920
11 |50 | 50 - 103240 |40 | - [140(140| FKM 4270 486265 14 | 14 | 930
11 | 50 | 50 | 3240 (0.3 240 (40 |100| 75 {100| NBR | 7322HBG3TNOO 322H73 1| 2995 481865 9 8 |800 9
11 | 50 | 50 | 3240 {0.3 440 |40 (100| 75 |100| NBR 4270 481000 8 8 1920
12 | 45 | 45 [ 3050 (0.3 |12 [12 [100(100(100| FKM |7322KBG3TVWO| 322K4306 2995 481865 9 8 (490 73
12 | 45|45 |3050 | 0.3 |12 |12 [120|100(120| FKM 4270 481000 8 8 |610

1/2 | 12 | 50 | 50 | 3400 | 0.3 |12 |12 |100|100|100| FKM |7322KBG4TVWO | 322K4506 2995 481865 9 8 |490 73
12 | 50 | 50 | 3400 {0.3 |12 |12 |120{100(120| FKM 4270 481000 8 8 |610
14.5 | 60 | 60 - 03240 (40 | - |100{100| FKM |7322HBG4UV00 | 322H7506 12995 481865 9 8 | 760 9
14.5 | 60 | 60 - 103240 |40 | - [100{120| FKM 4270 481000 8 8 |880
145 | 60 | 60 - 103240 |40 | - [100{140| FKM 4270 486265 14 | 14 | 890
145 | 60 | 60 | 3890 | 0.3 440 |40 |100| 75 {100 | NBR |7322HBG4UNOO 322H75 1| 2995 481865 9 8 | 760 9
145 | 60 | 60 | 3890 | 0.3 440 |40 |100| 75 |{100| NBR 4270 481000 8 8 |880

3/4 1 18 |100(100| 9400 | 0.3 |12 |12 [100|100|100| FKM |7322KBG51VWO0| 322K4606 2995 481865 9 8 | 700 73
18 |100|100| 9400 [ 0.3 |12 |12 |{120{100(120| FKM 4270 481000 8 8 |820
20 |135]135| 9500 | 0.3 |16 |16 |[100|100|100| FKM | 7322GBG53V00 | 322G3606 2995 481865 9 8 [1430 11
20 |135]135| 9500 |0.3 |16 |16 |120(100(120| FKM 4270 481000 8 8 |1550
20 |135]135| 9500 |{0.3 |16 |16 |100| 75 |100| NBR | 7322GBG53N00 322G36 2995 481865 9 8 [1430 11
20 (135]135|9500 {0.3 (16 [16 |100| 75 |100| NBR 4270 481000 8 8 (1550

1 18 [110(110{10150({0.3 |12 [12 [100(100(100| FKM |7322KBG62VWO | 322KA4706 2995 481865 9 8 | 845 73
18 |110(110{10150{0.3 |12 |12 |{120{100(120| FKM 4270 481000 8 8 |965
25 (180(180(14000({0.3 (16 |16 |100(100|100| FKM | 7322GBG64V00 | 322G3706 2995 481865 9 8 [1230 11
25 |180|180|14000|0.3 |16 |16 |120(100(120| FKM 4270 481000 8 8 [1350
25 (180]180(14000(0.3 (16 |16 |100| 75 |100| NBR | 7322GBG64N00 322G37 2995 481865 9 8 (1230 11
25 |180|180|14000|0.3 |16 |16 |100| 75 {100 | NBR 4270 481000 8 8 |1350

11/4| 28 [270(270(18000(0.3 |16 |16 [100(100(100| FKM | 7322GBG76V00 | 322G3806 2995 481865 9 8 |1860 11
28 |270|270|18000|{0.3 |16 |16 |{120(100(120| FKM 4270 481000 8 8 (1980
28 [270]270(18000(0.3 (16 [16 |100| 75 |{100| NBR |7322GBG76N00 322G38 2995 481865 9 8 |1860 11
28 |270]270|18000|0.3 |16 |16 |100| 75 {100 | NBR 4270 481000 8 8 (1980

11/2| 40 [420(420|31500(0.3 |12 {12 |[100(100(100| FKM | 7322GBG88V00 | 322G3906 2995 481865 9 8 |2560 11
40 |420|420(31500|0.3 |12 |12 |{120(100|120| FKM 4270 481000 8 8 |2680
40 [420]420(31500(0.3 (12 [12 |100| 75 |100| NBR |7322GBG88NO0O 322G39 2995 481865 9 8 |2560 11
40 |420]420|31500|0.3 |12 |12 |100| 75 {100 | NBR 4270 481000 8 8 |2680

2 40 |540|540|40000|{0.3 |12 |12 |100|100|100| FKM | 7322GBG99V00 | 322G4006 2995 481865 9 8 |2900 11
40 |540|540|40000|{0.3 |12 |12 |{120(100{120| FKM 4270 481000 8 8 |3040
40 (540|540 (40000(0.3 (12 [12 |100| 75 |100| NBR | 7322GBG99NOO 322G40 2995 481865 9 8 |2900 11
40 |540|540|40000|{0.3 |12 |12 |100| 75 {100 | NBR 4270 481000 8 8 |3040

Table continued on page 34

Notes:

* See Electrical Parts Group table at end of section
1. Pilot seat discs from ruby (synthetic)
2. Minimum pressure differential = 0.3 bar for opening and 0 bar for closing
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DIN 43850 &
$ &

9 S0
¥ #

a2 481865 9.5 24

I
")

1 A
L3
a—g =-'a
o~
T

iz

104

a5

15

Dimension reference 9

Dimension reference 73

A B C D E F G H
mm mm mm mm mm mm inch mm
G37 100 121 50 23 54 41 1 70
G36 100 121 50 23 54 41 34 70
G38 110 1375 55 33 605 60 11/4 99
G39 140 144 75 33 67 60 112 99
G40 150 1585 80 415 73 75 2 99
Dimension reference 11
D A B C D G H | J  Dia.
G - = 318 inch mm mm mm mm mm mm mm mm mm mm
—_— - av
K41 1/4 25 50 62 29 55 935 39 735 40
K43 3/8 25 50 62 29 55 935 39 735 40
K45 1/2 275 55 62 29 55 935 39 735 40
K46 34 40 80 9 365 32 8 109 46 81 56
K47 1 425 85 142 365 41 8 109 56 81 56
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General application valves 2/2 - Pilot operated

Servicio de Att. al Clien

Port |Orifice Flow factors Admissible Fluid temp. Seat Reference numbers Power Wt. | El. | Dim
size | (mm) (L/min) differential °C disc ‘ 1 I OR consumption| (g) | Part | ref.
pressure bar I T I (w) Group
Liquids | Gases | Min Max Gas [Liquid) Oil Global valve Valve reference no. *
G kv |0max n DC | AC reference | |Housing | Coil Dc | AC
2|
Magnetic latch control ) V]
Brass body/Pipe mounting i
325 K41
1/4 | 12 |30 | 30 | 2150 | 0.3 | - |12 |100|100|100| FKM |7325KBG2SVWO | 325K4106 4269 484990 = 11 [630| 4 | 73
12 |30 {30 | 2150 (0.3 |12 | - |100|100{100| FKM 4269 485400 13 | - |630| 4
3/8 | 12 |45 |45 |3050 (0.3 | - (12 |100|100|100| FKM |7325KBG3TVWO| 325K4306 4269 484990 = 11 {630 | 4 | 73
12 | 45|45 (3050 {0.3 |12 | - [100({100(100| FKM 4269 485400 13| - |630| 4
1/2 | 12 |50 | 50 | 3400 | 0.3 | - |12 [100|100|100| FKM |7325KBGATVWO | 325K4506 4269 484990 = 11 (630 | 4 | 73
12 |50 | 50 | 3400 {0.3 |12 | - [100(100(100| FKM 4269 485400 13| - |630| 4
3/4 | 18 (100|100 9400 (0.3 | - (12 |100|100|100| FKM |7325KBG51VW0| 325K4606 4269 484990 = 11 (840 | 4 | 73
18 [100{100| 9400 {0.3 |12 | - [100(100(100| FKM 4269 485400 13 | - (840 4
1 18 [110(110{10150({0.3 | - [12 [100(100(100| FKM |7325KBG62VWO | 325KA4706 4269 484990 = 11 {985 | 4 | 73
18 |110{110|10150(0.3 |12 | - |100|100|{100| FKM 4269 485400 13| - |985| 4
:
Normally closed . EE
Brass body/Sub-bhase mounting !
SB | 14 |45 |45 - 03225 (40 | - |100(100| FKM | 7321FBF3TV00 | E321F3202 1| 2995 481865 9 8 (650 | 2 | 13
14 |45 | 45 - 103230 {40 | - [100({120| FKM 4270 481000 770 | 2
14 | 45 | 45 - 103240 {40 | - [100({120| FKM 4270 486265 14 | 14 | 780 | 2
14 | 4545|2100 |0.3 |25 (40 |[100| 75 [100| NBR | 7321FBF3TNOO E321F32 1| 2995 481865 650 | 2 | 13
14 | 45|45 (2100 (0.3 |30 |40 (100| 75 |100| NBR 4270 481000 770 | 2
14 | 45|45 (2100 (0.3 |40 |40 (100| 75 |100| NBR 4270 486265 14 | 14 | 780 | 2
Normally open I:]::[z]ﬂ
Brass body/Sub-bhase mounting &
SB | 14 [ 45|45 - (03240 |40 | - [100({100| FKM | 7322FBF3TV00 | 322F7206 1| 2995 481865 650 13
14 | 45 | 45 - 03240 (40 | - |100{120| FKM 4270 481000 8 8 |770
14 | 45 | 45 - 103240 {40 | - | - [140| FKM 4270 486265 14 | 14 | 780
14 |45 |45 (2100 (0.3 240 (40 |75 |75 |75 | NBR | 7322FBF3TNOO 322F72 1] 2995 481865 650 13
14 |45 |45 (2100 (0.3 440 (40 |75 |75 |75 | NBR 4270 481000 770
Notes:
* See Electrical Parts Group table at end of section
1. Pilot seat discs from ruby (synthetic)
2. Minimum pressure differential = 0.3 bar for opening and 0 bar for closing
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481000
1 485100
486280
DIN 436504
T i
50 . 50
[ 81 -
Dimension reference 13
D A B C D E F G H | J Dia.
___G__ - - inch mm mm mm mm mm mm mm mm mm mm
. K41 14 25 50 62 29 27 55 935 39 735 40
i K43 38 25 50 62 29 27 55 935 39 735 40
K45 12 275 55 62 29 27 55 935 39 735 40
K46 34 40 8 9 365 32 8 109 46 81 56
K47 1 425 85 142 365 41 8 109 56 81 56
]
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Dimension reference 73
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Electrical parts options with 2/2 general application valves for dry or lubricated air,
neutral gases and liquids

Note: This table is indicative only. Please contact your distributor to confirm your selection.

El.part cCoil Protection class Protection class / Power Coil Coil Connection Housing Housing Ambient temp.
Group Temperature class DC AC Order No. Ref. No. Order No. Ref.No. ~min.  max.
1 22 mm IP 65 Class F 25W 2W DAO1 488980 for DIN plug A0 8993 -40 50
IP 65 Class F 256W 2W DA02 481045  with DIN plug A0 8993 -40 50
IP 65 Class F 5W 4WwW DAO03 481180 for DIN plug A0 8993 -40 50
IP 65 Class F 5W 4W DA04 481530  with DIN plug A0 8993 -40 50
IP 65 EExm Il T4 5W 4W  VAO1 482605 with 1500mm cable 00 - -40 50
IP 65 EExm Il T5 25W 2W  VAQ2 482606 with 1500mm cable 00 - -40 50
2 32 mm IP 65 Class F I9IW 8W Dz02 481865 for DIN plug N1 2995 -40 50
(Std) IP 65 I9IW 8W DZ03 482725  with DIN plug N1 2995 -40 50
IP 65 Class H IW 8W DZ04 492453  for DIN plug N1 2995 -40 50
IP 65 I9IW 8w Dz05 492726  with DIN plug N1 2995 -40 50
IP 65 Class F, 50/60 Hz - 9IW Dz06 483510 for DIN plug N1 2995 -40 50
IP 65 - 9IW Dz07 482635 with DIN plug N1 2995 -40 50
IP 65 EExm Il T4 9IW 8W Hz05 492670 with 3000mm cable 00 - -40 40
IP 65 Class H 14W 14W DZ08 492425 for DIN plug N1 2995 -40 50
IP 65 14W 14W DZ09 492727  with DIN plug N1 2995 -40 50
50 mm IP10 /1P 44 Class F 8w 8W EZ01 481000 screw-terminals EO 4270 -40 50
(Std) IP10/IP 44  Class H 8W 8WwW EZ02 485100 screw-terminals EO 4270 -40 50
IP10 /1P 44 Class H 14W 14W EZ92 486265 screw-terminals EO 4270 -40 50
IP 67 Class F, M20x1.5 8W 8W EZ01 481000 screw-terminals G1 4538 -40 50
IP 65 EEx m Il T5/T4 9w 8w VZ01 492070 with 1500mm cable 00 - -40 40/65
IP 67 EEx me Il T4 8W 8W HZ06 483371 for cable connection 00 - -40 65
IP 66 EEx me Il T3/T4 11TW 9w VZ03 492190 for cable connection 00 - -40 75/40
[ 3 ]32mm IP 65 Class H - 14w DZ08 492425 for DIN plug N1 2995 -40 50
4 50 mm (impulse) IP10/1P 44  Class F - 11W  MZ01 484990 screw-terminals E1 4269 -40 50
IP10 /1P 44 Class F 13 W - Mz02 485400 screw-terminals E1 4269 -40 50
[ 5 ]s50mm IP 54 EExdIIC T4/T5/T6 8W 8W HZ08 483250 for cable 1/2 NPT 00 - -40 80/75/60
6 32 mm IP 65 Class F 16W - Dz10 482740 for DIN plug N1 2995 -40 50
(Miniwatt) IP 65 Class F 1.6W - DZ11 482745 with DIN plug N1 2995 -40 50
50 mm IP 67 EEx me Il TS5 25W - VZ04 491117  for cable connection 00 - -40 65
(Miniwatt) IP 67 EEx m Il T5/T4 25W 25W VZ05 492370 with 1500mm cable 00 - -40 40/65
IP 66 EEx me Il T6/T5 25W 25W VZ06 492390 for cable connection 00 - -40 40/75
7 32 mm IP 65 EExiall C T6 04W - DzZ12  483580.01 for DIN plug N1 2995 -40 55
IP 65 04W - DZ13  483960.01 with DIN plug N1 2995 -40 55
50 mm IP 66 EExiall C T6 04W - VZ07  488650.01 for cable connection 00 - -40 65
IP 67 04W - VZ08  488660.01 with 2000mm cable 00 - -40 65
IP 65 04W - VZ09  488670.01 with DIN plug 00 - -40 65
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Miniature valves (2-way direct operated)

Servicio de

2/2

ACTUATION BODY MATERIAL FUNCTION CONNECTION ORIFICE MAX. PRESSURE PAGE
(MM) (BAR)
Direct operated Brass hody Normally closed 1/8 8to4 56.0 38
Normally open 1/8 8t024 21.0 40
303 Stainless steel body Normally closed 1/8 8to4 56.0 40
Normally open 1/8 81024 21.0 42
Aluminium alloy body Normally closed SB 1.2t01.6 35.0 42
Normally open SB 12t024 14.0 42

Notes:

Direct operated valves: pressure range from 0 to max pressure.
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Miniature valves (2-way direct operated)

Applications

The Miniature Series is a small size and low power consumption valve line. It is available in 2-way
(normally closed and normally open) and 3-way (normally closed and normally open) versions. These
valves are equipped with integrated molded coils with tab or lead termination.

Direct operated

Servicio de Att. al Clien

Port | Orifice Flow factors Admissible differential Fluid temp. Seat Reference numbers Power Wt. Dim
size | (mm) (L/min) pressure bar °C disc 1 | OR cons;:wm;niun (9) ref.
Liquids Gases | Min Max Gas |Liquid | Oil Global valve Valve
G kv |l]max Qn DC I AC reference Irelerence | Housing ‘ Coil DC ‘ AC
L —
Brass hody/Pipe mounting Normally closed M/L i [ 7
1/8 08 [043| - = 0 56 56 50 | 50 | 50 [FKM | 3121BBN1AV00 - NO M181 45 | 45 = 100
08 |043| - - 0 56 56 50 | 50 | 50 |FKM NO M3J5 |45 |45 -
08 (043 - = 0 54 54 50 | 50 | 50 |FKM | 3921BBN1AV00 - NO M4s1 25 |25 = 100
08 |043| - - 0 54 54 50 | 50 | 50 |FKM NO M6J5 25|25 -
12 (0.72] - = 0 35 35 50 | 50 | 50 |FKM | 3121BBN1EV00 - NO M181 45 | 45 = 100
12 (0.72] - - 0 35 35 50 | 50 | 50 |FKM NO M3J5 |45 |45 -
12 072 - = 0 21 21 50 | 50 | 50 |FKM | 3921BBN1EV00 - NO M4s1 25 |25 = 100
12 072 - - 0 21 21 50 | 50 | 50 | FKM NO M6J5 25125 -
16 |1.29| - = 0 21 21 50 | 50 | 50 [FKM | 3121BBN1GV00 - NO M181 45 | 45 o 100
16 |1.29| - - 0 21 21 50 | 50 | 50 |FKM NO M3J5 |45 |45 -
16 |1.29| - = 0 6.6 6.6 50 | 50 | 50 [FKM | 3921BBN1GV00 - NO M4s1 25 |25 ° 100
16 |1.29| - - 0 6.6 6.6 50 | 50 | 50 |FKM NO M6J5 25|25 -
2 |186| - = 0 14 14 50 | 50 | 50 [FKM | 3121BBN1JV00 - NO M181 45 | 45 = 100
2 (186 - - 0 14 14 50 | 50 | 50 |FKM NO M3J5 |45 |45 -
2 |1.86| - = 0 45 45 50 | 50 | 50 [FKM | 3921BBN1JV00 - NO M4s1 25 |25 = 100
2 |1.86] - - 0 45 45 50 | 50 | 50 |FKM NO M6J5 25|25 -
24 |257| - = 0 [12.25 |12.25 | 50 | 50 | 50 [FKM | 3121BBN1LV00 - NO M181 45 | 45 = 100
24 257 - - 0 |12.25 (1225 | 50 | 50 | 50 |FKM NO M3J5 |45 |45 -
24 |257| - = 0 2.8 2.8 50 | 50 | 50 |FKM | 3921BBN1LV0O - NO M4s1 25 | 25 = 100
24 |257| - - 0 2.8 2.8 50 | 50 | 50 |FKM NO M6J5 25125 -
3.2 |343| - = 0 7 7 50 | 50 | 50 |FKM | 3121BBN1NV0O - NO M181 45 | 45 = 100
32 |343| - - 0 7 7 50 | 50 | 50 |FKM NO M3J5 |45 |45 -
3.2 |343| - = 0 [0.28 |028 |50 | 50 | 50 [FKM | 3921BBN1NV0O - NO M4s1 25 |25 = 100
3.2 |343| - - 0 [0.28 | 028 |50 | 50 | 50 |FKM NO M6J5 25|25 -
4 43 | - = 0 3.5 35 50 | 50 | 50 [FKM | 3121BBN1QV00 - NO M181 45 | 45 ° 100
4 43 | - - 0 35 35 50 | 50 | 50 | FKM NO M3J5 |45 |45 -

Table continued on page 40
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Servicio de

Miniature valves 2/2 - Direct operated

M1511 Moulded
M4S1{J 6 mm connector

M35 1 Moulded
W&JS J 30 cm leads

G

8- 35UNF

Dimension reference 100
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Servicio de Att. al Cliente

Miniature valves 2/2 - Direct operated

Port | Orifice Flow factors Admissible differential Fluid temp. Seat Reference numbers Power Wt. Dim
size | (mm) (L/min) pressure bar °C disc 1 I OR cons:l‘;rll;liion (g) ref.
Liquids Gases | Min Max Gas |Liquid | Oil Global valve Valve
G kv | Qmax | Qn DC I AC reference |relerence I Housing ‘ Coil DC | AC
: I
Brass hody/Pipe mounting Normally open Wzl va
1/8 0.8 (043 - = 0 21 21 50 | 50 | 50 [FKM | 3129BBN1AV00 - NO M181 45 | 45 = 100
08 043 - - 0 21 21 50 | 50 | 50 |FKM NO M3J5 |45 |45 -
12 1072| - = 0 14 14 50 | 50 | 50 |FKM | 3129BBN1EV00 - NO M181 45 | 45 = 100
1.2 1072| - - 0 14 14 50 | 50 | 50 |FKM NO M3J5 |45 |45 -
16 [1.29| - = 0 (105 | 105 | 50 | 50 | 50 |[FKM | 3129BBN1GV00 - NO M181 45 | 45 = 100
16 |1.29| - - 0 [105 | 105 | 50 | 50 | 50 | FKM NO M3J5 |45 |45 -
1.86| - = 0 5.6 5.6 50 | 50 | 50 [FKM | 3129BBN1JV00 - NO M181 45 | 45 = 100
2 (186] - - 0 5.6 5.6 50 | 50 | 50 |FKM NO M3J5 |45 |45 -
24 257 - = 0 2.8 2.8 50 | 50 | 50 |FKM | 3129BBN1LV00 - NO M181 45 | 45 = 100
24 257 - - 0 2.8 2.8 50 | 50 | 50 |FKM NO M3J5 |45 |45 -
]
303 Stainless steel body/Pipe mounting Normally closed W.z <L l T [Z’
1/8 08 043 - = 0 56 56 50 | 50 | 50 [FKM | 3121BSN1AV00 - NO M181 45 | 45 = 100
0.8 043 - - 0 56 56 50 | 50 | 50 |FKM NO M3J5 |45 |45 -
0.8 (043 - = 0 54 54 50 | 50 | 50 [FKM | 3921BSN1AV00 - NO M481 25|25 = 100
0.8 043 - - 0 54 54 50 | 50 | 50 |FKM NO M6J5 25|25 -
12 1072| - = 0 35 35 50 | 50 | 50 |FKM | 3121BSN1EV00 - NO M181 45 | 45 = 100
12 1072 - - 0 35 35 50 | 50 | 50 |FKM NO M3J5 |45 |45 -
12 |072| - = 0 21 21 50 | 50 | 50 [FKM | 3921BSN1EV00 - NO M481 25 | 25 = 100
12 |072| - - 0 21 21 50 | 50 | 50 |FKM NO M6J5 25125 -
1.6 [1.29| - = 0 21 21 50 | 50 | 50 [FKM | 3121BSN1GV00 - NO M181 45 | 45 = 100
16 [1.29| - - 0 21 21 50 | 50 | 50 |FKM NO M3J5 |45 |45 -
16 |1.29| - = 0 6.6 6.6 50 | 50 | 50 |FKM | 3921BSN1GV00 - NO M4s1 25|25 = 100
1.6 [1.29| - - 0 6.6 6.6 50 | 50 | 50 |FKM NO M6J5 25|25 -
2 |1.86]| - = 0 14 14 50 | 50 | 50 |FKM | 3121BSN1JV00 - NO M181 45 | 45 = 100
2 |1.86] - - 0 14 14 50 | 50 | 50 |FKM NO M3J5 |45 |45 -
2 (1.86] - = 0 4.5 45 50 | 50 | 50 |FKM | 3921BSN1JV00 - NO M481 25 | 25 = 100
2 |1.86] - - 0 45 45 50 | 50 | 50 |FKM NO M6J5 25125 -
24 (257 - = 0 [12.25 |12.25 | 50 | 50 | 50 |FKM | 3121BSN1LV00 - NO M181 45 | 45 = 100
24 257 - - 0 [12.25 |12.25 | 50 | 50 | 50 |FKM NO M3J5 |45 |45 -
24 |257| - = 0 2.8 2.8 50 | 50 | 50 [FKM | 3921BSN1LV0O - NO M48s1 25|25 = 100
24 257 - - 0 2.8 2.8 50 | 50 | 50 |FKM NO M6J5 25|25 -
32 |343| - = 0 7 7 50 | 50 | 50 [FKM | 3121BSN1NV00 - NO M181 45 | 45 = 100
32 |343] - - 0 7 7 50 | 50 | 50 |FKM NO M3J5 |45 |45 -
32 |343| - = 0 [028 |0.28 |50 | 50 | 50 |[FKM | 3921BSN1NVOO - NO M481 25 | 25 = 100
3.2 |343] - - 0 [028 |0.28 |50 | 50 | 50 |FKM NO M6J5 25125 -
4 43 | - = 0 315 3.5 50 | 50 | 50 [FKM | 3121BSN1QV00 - NO M181 45 | 45 = 100
4 43 | - - 0 35 35 50 | 50 | 50 |FKM NO M3J5 |45 |45 -

Table continued on page 42
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Miniature valves 2/2 - Direct operated

Servicio de

Dimension reference 100

M1511 Moulded
M4S1{J & mm connecior

M35 | Maulded
WM&Js J 30 em leads

8360
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Servicio de Att. al Clie|

Miniature valves 2/2 - Direct operated

Port | Orifice Flow factors Admissible differential Fluid temp. Seat Reference numbers Power Wwt. Dim
size | (mm) (L/min) pressure bar °C disc 1 I consumption| (g) ref.
—— OR (W)
Liquids Gases | Min Max Gas |Liquid | Oil Global valve Valve
G kv |l]max Qn DC | AC reference |reference | Housing | Coil DC | AC
T 7T
. . . Normally open W [ TZ’
303 Stainless steel body/Pipe mounting Y —
(0]
1/8 08 |043| - = 0 21 21 50 | 50 | 50 |FKM 3129BSN1AV00 - NO M181 45 | 45 ° 100
08 (043 - - 0 21 21 50 | 50 | 50 |FKM NO M3J5 45 | 45 -
12 (072 - o 0 14 14 50 | 50 | 50 |FKM 3129BSN1EV00 - NO M181 45 | 45 o 100
12 (072 - - 0 14 14 50 | 50 | 50 |FKM NO M3J5 45 | 45 -
16 |1.29| - o 0 10.5 | 105 | 50 [ 50 | 50 | FKM 3129BSN1GV00 - NO M1S1 45 | 45 = 100
16 (129 - - 0 105 [ 105 | 50 | 50 | 50 |FKM NO M3J5 45 | 45 -
186 | - = 0 5.6 5.6 50 | 50 | 50 |FKM 3129BSN1JV00 - NO M181 45 | 45 ° 100
186 - - 0 5.6 5.6 50 | 50 | 50 |FKM NO M3J5 45 | 45 -
24 |257| - o 0 2.8 2.8 50 | 50 | 50 |FKM 3129BSN1LV00 - NO M181 45 | 45 o 100
24 257 - - 0 2.8 2.8 50 | 50 | 50 |FKM NO M3J5 45 | 45 -
LN
Aluminium alloy body/Sub-base mounting Normally closed W;(L_I_DZ’
SB 12 (0.72] - - 0 35 35 50 | 50 | 50 [FKM | 3121BJA7EVC# - 11 NO M1S1 |45 45| - 101
1.2 (072 - - 0 35 35 50 | 50 | 50 |FKM 11 NO M3J5 45 | 45 -
12 072 - = 0 21 21 50 | 50 | 50 |FKM 3921BJATEVC# - 11 NO M4Ss1 25 |25 = 101
12 (072 - = 0 21 21 50 | 50 | 50 |FKM 1| NO M6J5 25|25 -
16 [1.29| - = 0 21 21 50 | 50 | 50 |FKM 3121BJA7GVC# - 11 NO M181 45 | 45 © 101
16 (129 - - 0 21 21 50 | 50 | 50 |FKM 1| NO M3J5 45 | 45 -
16 |1.29| - = 0 6.6 6.6 50 | 50 | 50 |FKM 3921BJA7GVC# - 11 NO M4Ss1 25 |25 = 101
16 [1.29| - - 0 6.6 6.6 50 | 50 | 50 |FKM 11 NO M6J5 25|25 -
Wi, [
Aluminium alloy body/Sub-base mounting Normally open L
®
SB 12 072 - = 0 14 14 50 | 50 | 50 |FKM 3129BJATEVC# - 1 NO M1$1 45 | 45 o 101
12 (072 - - 0 14 14 50 | 50 | 50 |FKM 11 NO M3J5 45 | 45 -
16 |1.29| - o 0 10.5 | 105 | 50 [ 50 | 50 | FKM 3129BJA7GVC# - 11 NO M1S1 45 | 45 = 101
16 |1.29| - - 0 [105 | 105 | 50 | 50 | 50 | FKM 1| NO M3J5 |45 |45 | -
24 1129| - = 0 2.8 2.8 50 | 50 | 50 |FKM 3129BJA7LVC# - 11 NO M181 45 | 45 ° 101
24 (129 - - 0 2.8 2.8 50 | 50 | 50 |FKM 11 NO M3J5 45 | 45 -
Notes:

1. # Denotes the number of valves in the manifold, from 2 to 4
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Miniature valves 2/2 - Direct operated

Dimension reference 100

pr— £ 254 —

Servicio de Att. al Clie|

& mm connector

M451} 6 rmai conneclor

Dimension reference 101
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Servicio de Att. a

Valves for water and neutral liquids 2/2

ACTUATION BODY MATERIAL FUNCTION CONNECTION |  ORIFICE | MAX. PRESSURE PAGE
(Mm) (BAR)
Direct operated Brass body Normally closed 1/8 15t03 20.0 46
1/4 15105 20.0 46
3/8 4t06 10.0 48
1/2 8.5t0 11 4.0 48
SB 15t03 20.0 50
Normally open 1/4 151025 20.0 48
Magnetic latch control 1/4 5 5.0 50
Magnalift Brass body Normally closed 3/8 15 16.0 52
1/2 15 16.0 52
3/4 15 16.0 52
1 151025 16.0 52
Normally open 3/8 15 8.5 54
1/2 15 8.5 54
3/4 19 8.5 54
303 Stainless steel hody Normally closed 3/8 15 7.0 54
1/2 15 7.0 54
3/4 19 7.0 54
Normally open 3/8 16 85 54
1/2 16 8.5 54
Pilot operated Brass hody Normally closed 1/4 12 10.0 56
3/8 121013 20.0 56
172 12t013 20.0 56
3/4 181020 20.0 56
1 181025 20.0 56
11/4 281035 16.0 58
11/2 40 16.0 58
2 40 to 50 16.0 58
21/2 65 10.0 58
3 75 10.0 58
SB 14 40.0 60
Normally open 3/8 13 20.0 58
1/2 13 20.0 58
3/4 20 20.0 58
1 25 20.0 60
11/4 281035 16.0 60
11/2 40 12.0 60
2 40 to 50 12.0 60
SB 14 40.0 60
Notes:

Direct operated and magnalift valves: pressure range from 0 to max pressure.
Pilot operated valves: pressure range from 0.3 to 0.5 bar to max. pressure (refer to tables).
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Valves for water and neutral liquids

Applications

Wide range of valves suited to most industrial applications using liquids compatible with the indicated
sealing materials. Typical applications can be found in general water supply, dispensing, industrial
washing, laundry, heating-ventilation etc.

&

Direct operated

Servicio de Att. al Clien

Port |Orifice| Flow factors Admissible Fluid |Seat disc Reference numbers Power Wt. El. Dim
size | (mm) (L/min) differential pressure | temp. 1 ' oR consumption | (g) | Part | ref.
bar °C I 1 1 (W) Group
Min Max Global valve Valve reference no. *
G kv | Qmax DC | AC reference | | Housing | Coil DC | AC
|
Normally closed [\N : Z’
Brass body/Pipe mounting i}
1/8 | 15 | 15 0 20 20 75 FKM 7121ZBG1GV00 - 2995 481865 9 8 270 2 |7893
15 | 1.5 0 20 20 75 FKM 4270 481000 8 8 390 2
15 | 15 0 20 20 75 FKM 2995 482730 7 6 270 2
15109 |24 | 0 12 20 75 FKM - 121M14 8993 481180 5 4 150 1 1
151 09 | 24 0 20 75 FKM 8993 488980 2.5 2 150 1
2 8 0 10 75 FKM - 121M13 8993 481180 5 4 150 1 1
8 0 |25 ] 10 75 FKM 8993 488980 2.5 2 150 1
25 | 28 | 85 0 10 10 75 FKM 7121ZBG1LV00 - 2995 481865 9 8 270 2 [7893
25 | 28 | 85 0 10 10 75 FKM 4270 481000 8 8 390 2
25 | 28 | 85 0 5 10 75 FKM 2995 482730 7 6 270 2
3 4.5 9 0 10 | 100 FKM | 7121KBGTNVMO | 121K1352 1| 2995 481865 9 8 300 2 3
3 45 9 0 10 | 120 FKM 4270 481000 8 8 420 2
3 45 9 0 10 10 | 120 FKM 4270 486265 14 14 | 430
174 | 15 | 15 6 0 20 20 | 100 FKM | 7121KBG2GV00 |E121K0402 2995 481865 9 8 290 2 3
15 | 1.5 6 0 20 20 | 120 FKM 4270 481000 8 8 410 2
25135 (85| 0 14 | 100 FKM 7121KBG2LV00 | 121K0706 2995 481865 9 8 290 2 3
25 | 35| 85 0 9 14 | 120 FKM 4270 481000 8 8 410 2
25 | 35| 85 0 14 14 | 120 FKM 4270 486265 14 14 | 420
25 135 (|85 | 0 7 14 | 100 FKM | 7121KBG2LVMO | 121K0756 1| 2995 481865 9 8 290 2 3
25 | 35| 85 0 14 | 120 FKM 4270 481000 8 8 410 2
25 | 35| 85 0 14 14 | 120 FKM 4270 486265 14 14 | 420
3 45 9 0 7 10 | 100 FKM | 7121KBG2NVO0O |E121K0302 2995 481865 8 290 2 3
3 45 9 0 |85 | 10 | 120 FKM 4270 481000 8 410 2
3 45 9 0 10 10 | 120 FKM 4270 486265 14 14 | 420
3 45 9 0 7 10 | 100 FKM | 7121KBG2NVMO | E121K0352 1| 2995 481865 9 8 290 2 3
3 45 9 0 |85 | 10 | 120 FKM 4270 481000 8 8 410 2
3 45 9 0 10 10 | 120 FKM 4270 486265 14 14 | 420
Table continued on page 48
Notes:
* See Electrical Parts Group table at end of section
1. Manual override standard
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Valves for water and neutral liquids 2/2 - Direct operated

Servicio de Att. a

! DIN 43650 B

Dimension reference 1

DIM 436504
g Values in brackets for G 3/8 valves
_MSxSmm  Valeurs entre parenthése pour valves G 3/8

- Angaben in Klammern fir G 3/8 Ventile
wh
i S
19.5 24
481865
~
o | <b
5 |
488598
. s
i :.' 1
LR CO_ g |
i Nl T
~-G
488647 22
19
18 |
-
Dimension reference 3
bruj
K A3
rd - W !

Dimension reference 7893
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Servicio de Att. al Clien

Valves for water and neutral liquids 2/2 - Direct operated

Port |Orifice| Flow factors Admissible Fluid | Seat disc Reference numbers Power Wt. El. Dim
size | (mm) (L/min) differential pressure | temp. 1 I R consumption | (g) | Part | ref.
bar °C I T I (W) Group
Min Max Global valve Valve reference no. *
G kv | Qmax DC | AC reference | Housing | Coil DC | AC
2
. . Normally closed W t m
Brass hody/Pipe mounting p (L e
1/4 4 75 (105 | 0 10 | 100 FKM | 7121KBG2QVMO | 121K0250 1| 2995 481865 9 8 290 2 3
4 75 (105 | 0 5 10 | 120 FKM 4270 481000 8 8 410
4 75 (105 0 10 10 | 120 FKM 4270 486265 14 14 | 420
4 75 (105 0 10 | 100 FKM | 7121KBG2QV00 121K02 2995 481865 9 8 290 2 3
4 75 (105 | 0 5 10 | 120 FKM 4270 481000 8 8 410
4 75 (105 0 10 10 | 120 FKM 4270 486265 14 14 | 420
5 11 |[115] 0 2 7 100 FKM | 7121KBG2SVMO | 121K0150 1| 2995 481865 9 8 290 2 3
5 11 |115] 0 | 28 7 120 FKM 4270 481000 8 8 410
5 11 |115] 0 7 120 FKM 4270 486265 14 14 | 420
5 11 (115 0 7 100 FKM 7121KBG2SV00 121K01 2995 481865 9 8 290 2 3
5 11 |115] 0 | 28 7 120 FKM 4270 481000 8 8 410
5 11 |115] 0 5 7 120 FKM 4270 486265 14 14 | 420
3/8 4 75 (105 | 0 4 10 | 100 FKM | 7121KBG3QV00 | 121K3206 2995 481865 9 8 340 2 3
4 75 (105 0 10 | 120 FKM 4270 481000 8 8 460 2
4 75 (105 0 10 10 | 120 FKM 4270 486265 14 14 | 470
5 11 |115] 0 2 7 100 FKM 7121KBG3SV00 | 121K3106 2995 481865 9 8 340 2 3
5 11 |[115] 0 | 28 7 120 FKM 4270 481000 8 8 460 2
5 11 |115] 0 5 7 120 FKM 4270 486265 14 14 | 470
6 12 125 0 | 1.1 5 100 FKM | 7121KBG3UV00 | 121K3306 2995 481865 9 8 340 2 3
6 12 125 0 1.5 5 120 FKM 4270 481000 8 8 460 2
6 12 |125] 0 3 5 120 FKM 4270 486265 14 14 | 470 2
12 | 85 | 25 15 0 |05 |11 100 FKM 7121KBG42V00 | E121K46 2995 481865 9 8 430 2 7
85 | 25 15 0 |05 |22 | 120 FKM 4270 481000 8 8 550 2
85 | 25 15 0 1.2 4 120 FKM 4270 486265 14 14 | 560
11 36 20 0 |03 ]07 | 100 FKM 7121KBG44V00 | E121K45 2995 481865 9 8 430 2 7
11 36 20 0 |035] 12 | 120 FKM 4270 481000 8 8 550 2
11 36 20 0 |07 | 251|120 FKM 4270 486265 14 14 | 560
2
e
Normally open W ) 1 1 lZ’
Brass hody/Pipe mounting 1
14 1 15 | 15 0 20 20 | 100 FKM | 7122KBG2GV00 | 122K8406 2995 481865 9 8 290 2 3
15| 15 6 0 20 20 | 120 FKM 4270 481000 8 8 410 2
2.5 3 35| 0 12 12 | 100 FKM 7122KBG2LV00 | 122K8306 2995 481865 9 8 290 2 3
2.5 3 351 0 12 12 | 120 FKM 4270 481000 8 8 410 2
Table continued on page 50
Notes:
* See Electrical Parts Group table at end of section
1. Manual override standard
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Valves for water and neutral liquids 2/2 - Direct operated

Servicio de Att. a

2¢

78

33
i13)_[11,3,

Dimension reference 3

DIN 43650A
#

Values in brackets for G 3/8 valves
_MSsx5mm  Valeurs entre parenthése pour valves G 3/8

Angaben in Klammern fiir (z 3/8 Ventile

19,5 24

481865
. =
@ o)
[
4885693
e 1 b3
Voo m 1
i -___
-
488647 am
19
16
29

Dimension reference 7

438245

22__ @ _

481000
485100 | .

_DIN 336504
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Servicio de Att.

Valves for water and neutral liquids 2/2 - Direct operated

Port |Orifice| Flow factors Admissible Fluid |Seat disc Reference numbers Power Wt. El. Dim
size | (mm) (L/min) differential pressure | temp. ‘ 1 I OR consumption | (g) | Part | ref.
bar °C I T 1 (W) Group
Min Max Global valve Valve reference no. *
G kv |l1max DC | AC reference Housing | Coil DC | AC
|
L
Magnetic latch control W [E
Brass hody/Pipe mounting 1(;
1/4 5 1 [115] 0 = 5 100 FKM 7125KBG2SV00 125K01 4269 484990 = 11 | 430 4 3
5 11 [115] 0 1.5 - 100 FKM 4269 485400 13 - 430 4

Normally closed W Z’

Brass hody/Sub-base mounting 16
SB | 15 | 1.6 6 0 20 20 100 FKM 7121FBF4GV00 | E121F4406 2995 481865 9 8 250 12
15 | 16 6 0 20 20 120 FKM 4270 481000 8 8 370
25 | 35 | 85 0 7 14 100 FKM 7121FBF4LV00 | 121F4706 2995 481865 9 8 250 2 12
25 | 35| 85 0 9 14 120 FKM 4270 481000 8 8 370 2
25 | 35 | 85 0 14 14 120 FKM 4270 486265 14 14 | 380 2
3 45 9 0 7 10 100 FKM 7121FBF4NVO0 | E121F4302 2995 481865 9 8 250 2 12
3 45 9 0 8.5 10 120 FKM 4270 481000 8 8 370 2
3 45 9 0 10 10 120 FKM 4270 486265 14 14 | 380 2
Notes:
* See Electrical Parts Group table at end of section
50 Parker Lucifer SA
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Servicio de Att. a

WWW.ro

Valves for water and neutral liquids 2/2 - Direct operated

DIN 43050A
g Values in brackets for G 3/8 valves

_MSxSmm  Valeurs entre parenthése pour valves G 3/8
Angaben in Klammern flir G 3/8 Ventile

4381865
—

o) o}
©

458698

. 1 A3

1 . rd

v |
i LN —.h___“.e

48R647 el sl
19

16

Dimension reference 3

DINA3E50A

0
”

r ri
481885/
32

=

20

Dimension reference 12
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Servicio de Att. al Clien

Valves for water and neutral liquids

Applications

Magnalift valves are recommended in applications where the minimum pressure cannot be held at a
sufficient level, i.e. where the effective supply pressure may be zero. This concerns applications like
filling/emptying tanks by gravity and any other applications with a minimum pressure of zero.

:,i.

Magnalift
Port |Orifice| Flow factors | Admissible differential | Fluid |Seat disc Reference numbers Power wt. Dim
size | (mm) (L/min) pressure bar temp. T [ consumption | (g) ref.
°C \ \ \ (W)
Min Max Global valve Valve reference no.
G kv | Qmax ‘ DC | AC reference | | Housing | Coil DC | AC
I
Normally closed L Eﬂ
Brass body/Pipe mounting é:j
3/8 | 15 65 65 0 10 = 75 NBR | 7221GBG3VNHO | 221G1330 2995 481865 1| 9 = 630 10
15 65 65 0 10 10 65 NBR - 492070 '| 8 8 |1000
15 65 65 0 10 10 75 NBR - 492190 1| 9 11 {1000
15 65 65 0 = 16 75 NBR | 7221GBG3VNOO | 221G13 2995 481865 = 8 630 10
15 65 65 0 - 16 75 NBR 4270 481000 - 8 750
15 65 65 0 7 - 75 NBR 4270 486265 14 - 760
172 | 15 65 65 0 10 = 75 NBR | 7221GBG4VNHO | 221G1530 2995 481865 | 9 = 640 10
15 65 65 0 10 10 65 NBR - 492070 '| 8 9 (1010
15 65 65 0 10 10 75 NBR - 492190 1| 9 11 {1010
15 65 65 0 = 16 75 NBR | 7221GBG4VNOO | 221G15 2995 481865 = 8 640 10
15 65 65 0 - 16 75 NBR 4270 481000 - 8 760
15 65 65 0 7 - 75 NBR 4270 486265 14 - 770
3/4 | 15 80 80 0 10 = 75 NBR | 7221GBG51NHO | 221G1630 2995 481865 1| 9 = 670 10
15 80 80 0 10 10 65 NBR - 492070 '| 8 8 |[1040
15 80 80 0 10 10 75 NBR - 492190 1| 9 11 | 1040
15 80 80 0 = 16 75 NBR | 7221GBG51N00 | 221G16 2995 481865 = 8 670 10
15 80 80 0 - 16 75 NBR 4270 481000 - 8 790
15 80 80 0 7 - 75 NBR 4270 486265 14 - 800
1 15 80 80 0 10 = 75 NBR | 7221GBG61NHO | 221G1730 2995 431865 | 9 = 810 10
15 80 80 0 10 10 65 NBR - 492070 '| 8 8 (1180
15 80 80 0 10 10 75 NBR - 492190 1| 9 11 11180
15 80 80 0 = 16 75 NBR | 7221GBG61N00 | 221G17 2995 481865 = 8 810 10
15 80 80 0 - 16 75 NBR 4270 481000 - 8 930
15 80 80 0 7 - 75 NBR 4270 486265 14 - 940
25 | 170 | 160 | O 10 = 75 NBR | 7221GBG64NHO | 221G2130 2995 481865 | 9 - [1170| 10
25 | 170 | 160 | O 10 10 65 NBR - 492070 1| 8 8 |[1540
25 [ 170 | 160 | O 10 10 75 NBR - 492190 1| 9 11 {1540
Table continued on page 54

Notes:
1. Valves with model number ending by 30 or 31 are mainly equipped with electrical parts EEx me I T3/T4 No. 492190 or EEx m 11 T4/T5 No. 492070 or with standard DC coils.
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Servicio de

44 22 41

=~ = mm mm mm mm mm mm inch mm

[ ' @Pg8 —— G15/25 75 93 375 15 34 27 12 53
= = 1 G13/23 75 93 375 15 34 27 3/8 53
8 7T 69{ 3270 | i T G16/26 80 955 40 175 34 32 34 53

G17/27 85 1025 425 225 36 41 1 53
G21 100 108 50 23 41 41 1 70

Dimension reference 10
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Valves for water and neutral liquids 2/2 - Magnalift

Servicio de Att. al

Port |Orifice| Flow factors | Admissible differential | Fluid |Seat disc Reference numbers Power Wt. Dim
size | (mm) (L/min) pressure bar temp. ‘ 1 I OR consumption | (g) ref.
°C I I I (w)
Min Max Global valve Valve reference no.
G kv | Qmax DC | AC reference Housing | Coil DC | AC
|
in
Normally closed o EE
Brass hody/Pipe mounting i
1 25 (160 | 160 | O = 16 75 NBR 7221GBG64N00 221621 2995 481865 = 8 |1170| 10
25 | 160 | 160 - 16 75 NBR 4270 481000 - 8 (1290
25 (160 | 160 | O 6 - 75 NBR 4270 486265 14 - 1300
I
Normally open T EE
Brass hody/Pipe mounting &
3/8 | 15 43 43 8.5 8.5 85 FKM 72228BG3TV00 | 222G3306 4270 486265 14 14 | 940 | 102
12 15 58 58 0 8.5 8.5 85 FKM 72228BG4UV00 | 222G3506 4270 486265 14 14 | 940 | 102
3/4 | 19 72 72 8.5 8.5 85 FKM 72228BG5VV00 | 222G3606 4270 486265 14 14 | 940 | 102
i
Normally closed : EE
303 Stainless steel body/Pipe mounting !
3/8 | 15 42 42 0 = 7 85 FKM 72218RG3TV00 | 221G5306 2995 481865 = 8 930 | 102
15 42 42 0 - 7 85 FKM 4270 481000 - 8 1050
15 42 42 0 2.8 - 85 FKM 4270 486265 14 - | 1060
1/2 15 54 54 0 = 7 85 FKM 72218RG4UV00 | 221G5506 2995 481865 = 8 930 | 102
15 54 54 0 - 7 85 FKM 4270 481000 - 8 1050
15 54 54 0 2.8 - 85 FKM 4270 486265 14 - | 1060
3/4 | 19 71 71 0 = 7 85 FKM 72218RG5VV00 | 221G5606 2995 481865 = 8 930 | 102
19 4l 4l 0 - 7 85 FKM 4270 481000 - 8 1050
19 4! 4! 0 2.8 - 85 FKM 4270 486265 14 - 11060
Normally open [m
303 Stainless steel body/Pipe mounting
3/8 | 16 43 43 8.5 8.5 85 FKM 72228RG3TV00 | 222G5306 4270 486265 14 14 = 102
1/2 16 58 58 0 8.5 8.5 85 FKM 72228RG4UV00 | 222G5506 4270 486265 14 14 1050 | 102
54 Parker Lucifer SA
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Valves for water and neutral liquids 2/2 - Magnalift

www.roda

Servicio de Att. a

Dimension reference 102

44 22 41 A B C D E F G H
] = mm mm mm mm mm mm inch mm
G15/25 75 93 375 15 34 27 12 53
G13/23 75 93 375 15 34 27 3/8 53
G16/26 80 955 40 175 34 32 34 53
G17/27 85 1025 425 225 36 41 53
G21 100 108 50 23 4 41 70
H P L
mm mm mm
221G53../222G33.. 103 89 67
486265 221G55../222G35.. 103 89 67
! 221G56../222G36.. 103 89 69
f 5 :
P
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Servicio de Att. al Clien

Valves for water and neutral liquids

Applications

Pilot operated valves are ideally suited to shut-off applications of liquids with high flow and pressure.
A minimum operating pressure is required: refer to tables.

- |

Pilot operated

Port |Orifice| Flow factors |Admissible differential | Fluid |Seat disc Reference numbers Power Wt. El. Dim
size | (mm) (L/min) pressure bar temp. ‘ 1 I OR consumption | (g) Part | ref.
°C I T 1 (W) Group
Min Max Global valve Valve reference no. *
G kv |Qmax DC | AC reference | | Housing | Coil DC | AC
|
Normally closed . Eﬂ

Brass bhody/Pipe mounting fl)

174 | 12 30 30 |03 10 10 75 NBR - 321K31 8993 481180 5 4 380 1 72
12 30 30 |03 7 10 75 NBR 8993 488980 | 2.5 2 380 1

3/8 | 12 45 45 1 0.3 10 10 75 NBR - 321K33 8993 481180 5 4 380 1 72
12 45 45 103 7 10 75 NBR 8993 488980 | 2.5 2 380 1
13 50 50 | 01 20 20 90 NBR 7321BBG3TNOO - 2995 481865 9 8 560 2 1000
13 50 50 | 01 20 20 90 NBR 4270 481000 8 8 560 2
13 50 50 | 0.1 20 20 90 NBR | 7321BBG3TNMO - 1| 2995 481865 9 8 560 2 | 1000
13 50 50 | 01 20 20 90 NBR 4269 481000 8 8 560 2

12 | 12 50 50 | 0.3 10 10 75 NBR - 321K35 8993 481180 5 4 380 1 72
12 50 50 |03 7 10 75 NBR 8993 488980 | 2.5 2 380 1
13 | 140 | 140 | 01 20 20 90 NBR 7321BBG4TNOO - 2995 481865 9 8 590 2 | 1000
13 | 140 | 140 | 01 20 20 90 NBR 4269 481000 8 8 590 2
13 | 140 | 140 | 01 20 20 90 NBR | 7321BBG4ATNMO - 1| 2995 481865 9 8 590 2 | 1000
13 | 140 | 140 | 01 20 20 90 NBR 4269 481000 8 8 590 2

3/4 | 18 | 100 | 100 | 0.3 10 10 75 NBR - 321K36 8993 481180 5 4 590 1 72
18 | 100 | 100 | 0.3 7 10 75 NBR 8993 488980 | 2.5 2 590 1
20 | 140 | 140 | 0.1 20 20 90 NBR 7321BBG53N00 - 2995 481865 9 8 |[1050 | 2 |1000
20 | 140 | 140 | 0.1 20 20 90 NBR 4269 481000 8 8§ |1050 | 2
20 | 140 | 140 | 0.1 10 10 90 NBR | 7321BBG53NMO - 2| 2995 481865 9 8 1050 | 2 |1000
20 | 140 | 140 | 01 10 10 90 NBR 4269 481000 8 8 1050 | 2
20 | 135 | 135 | 0.3 16 16 75 NBR | 7321GBG53N00 | E321G36 3| 2995 481865 9 8 [1430 | 2 11
20 | 135 | 135 | 0.3 16 16 75 NBR 4270 481000 8 8 |1550 | 2

1 18 | 110 | 110 | 0.3 10 10 75 NBR - 321K37 8993 481180 5 4 735 1 72

18 | 110 | 110 | 0.3 7 10 75 NBR 8993 488980 | 2.5 2 735 1
25 | 160 | 160 | 0.1 20 20 90 NBR 7321BBG64N00 - 2995 481865 9 8§ [1110| 2 |1000
25 | 160 | 160 | 0.1 20 20 90 NBR 4269 481000 8§ | 1110 | 2

Table continued on page 58

Notes:

* See Electrical Parts Group table at end of section

1. Manual override standard

2. For manual override and closure speed control change MO by M1

3. Manual override and 4 position selector for controlled closure rate: see "Anti-waterhammer valves" section
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Valves for water and neutral liquids 2/2 - Pilot operated

Servicio de Att. a

Dimension reference 72

A B C D E F G H
- 401885 j6s 24 DINAIE30A mm mm mm mm mm mm inch mm
- G37 100 121 50 23 5 4 1 70
G36 100 121 50 23 54 41 34 70
G38 110 1375 55 33 605 60 11/4 99
G39 140 144 75 33 67 60 112 99
G40 150 1585 80 415 73 75 2 99
Dimension reference 11
A B C D E F G H | J  Dia.
inch mm mm mm mm mm mm mm mm mm mm
K31 1/4 25 50 62 26 27 55 81 39 61 40
K33 38 25 50 62 26 27 55 81 39 61 40
K35 1/2 275 55 62 26 27 55 81 39 61 40
K36 34 40 80 9 335 32 8 965 46 685 56
K37 1 425 85 142 335 41 8 965 56 685 56

Dimension reference 1000

G

Size

A
mm

B
mm

cC D
mm mm

69

100

995 40 44
72 1015 40 44

107

65 44

104 1125 65 44
11/4 145
11/2 145

173

21/2 245

250

134
134
148
195
195

102 44
102 44
118 44
184 44
184 44
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Servicio de Att. al Cliente

Valves for water and neutral liquids 2/2 - Pilot operated

Port |Orifice| Flow factors |Admissible differential | Fluid |Seat disc Reference numbers Power Wt. El. Dim
size | (mm) (L/min) pressure bar temp. 1 I R consumption | (g) Part | ref.
°C I T 1 (W) Group
Min Max Global valve Valve reference no. *
G kv | Qmax DC | AC reference Housing | Coil DC | AC
Normally closed Aj_L[:[EE
Brass hody/Pipe mounting ]
1 25 | 160 | 160 | 0.1 10 10 90 NBR | 7321BBG64NMO - 1] 2995 481865 9 8 1110 2 [1000
25 | 160 | 160 | 0.1 10 10 90 NBR 4269 481000 9 8 1110 2
25 | 180 | 180 | 0.3 16 16 75 NBR 7321GBG64N00 | E321G37 2| 2995 481865 9 8 1230 2 1
25 | 180 | 180 | 0.3 16 16 75 NBR 4270 481000 8 8 1350 2
11/4| 28 | 280 | 280 | 0.3 16 16 75 NBR 7321GBG76N00 | E321G38 2| 2995 481865 9 8 1860 2 1
28 | 280 | 280 | 0.3 16 16 75 NBR 4270 481000 8 8 1980 2
35 | 420 | 420 | 0.1 10 10 90 NBR 7321BBG78N00 - 2995 481865 9 8 | 3120 2 [1000
35 | 420 | 420 | 0.1 10 10 90 NBR 4269 481000 8 8 | 3120 2
35 | 420 | 420 | 0.1 5 5 90 NBR | 7321BBG78NMO - 1] 2995 481865 9 8 | 3120 2 [1000
35 | 420 | 420 | 0.1 5 5 90 NBR 4269 481000 8 8 | 3120 2
11/2| 40 | 500 | 500 | 0.1 10 10 90 NBR 7321BBG88N0O - 2995 481865 9 8 | 2870 2 1000
40 | 500 | 500 | 0.1 10 10 90 NBR 4269 481000 8 8 2870 2
40 | 500 | 500 | 0.1 5 5 90 NBR | 7321BBG88NMO - 1] 2995 481865 9 8 2870 2 [1000
40 | 500 | 500 | 0.1 5 5 90 NBR 4269 481000 8 8 2870 2
40 | 420 | 420 | 0.3 7 16 75 NBR 7321GBG88NO0 | E321G39 2| 2995 481865 9 8 2560 2 1
40 | 420 | 420 | 0.3 85 | 16 75 NBR 4270 481000 8 8 2680 2
40 | 420 | 420 | 0.3 16 16 75 NBR 4270 486265 14 14 | 2700 2
2 40 | 500 | 500 | 0.1 5 5 90 NBR | 7321BBG9INMO - 1] 2995 481865 9 8 | 4260 2 1000
40 | 500 | 500 | 0.1 5 5 90 NBR 4269 481000 8 8 | 4260 2
40 | 540 | 540 | 0.3 7 16 75 NBR 7321GBGI9NO0 | E321G40 2| 2995 481865 9 8 | 2900 2 11
40 | 540 | 540 | 0.3 85 | 16 75 NBR 4270 481000 8 8 | 3040 2
40 | 540 | 540 | 0.3 16 16 75 NBR 4270 486265 14 14 | 3050 2
50 | 620 | 620 | 0.1 10 10 90 NBR 7321BBGIINOO - 2995 481865 9 8 | 4260 2 [1000
50 | 620 | 620 | 0.1 10 10 90 NBR 4269 481000 8 8 | 4260 2
21/2| 65 |1050 {1050 | 0.1 10 10 90 NBR | 7321BBGCBNM1 - 3| 2995 481865 9 8 = 2 [1000
65 | 1050|1050 | 0.1 10 10 90 NBR 4269 481000 8 8 - 2
3 75 | 1385|1385 0.1 10 10 90 NBR | 7321BBGDCNM1 - 3| 2995 481865 9 8 = 2 1000
75 |1385|1385| 0.1 10 10 90 NBR 4269 481000 8 8 - 2
Normally open 4_1_[:[22
Brass hody/Pipe mounting !
3/8 | 13 50 50 | 01 20 20 90 NBR 7322BBG3TNOO - 2995 481865 9 8 560 2 |2000
13 50 50 | 01 20 20 90 NBR 4270 481000 8 8 560 2
1/2 | 13 | 140 | 140 | 0.1 20 20 90 NBR 7322BBG4TNOO - 2995 481865 9 8 590 2 |2000
3/4 1 20 | 140 | 140 | 0.1 20 20 90 NBR 7322BBG53N00 - 2995 481865 9 8 1050 2 2000
20 | 140 | 140 | 0.1 20 20 90 NBR 4270 481000 8 8 1050 2
20 | 135 | 135 | 0.3 16 16 75 NBR 7322GBG53N00 322G36 2995 481865 9 8 1430 11
20 | 135 | 135 | 0.3 16 16 75 NBR 4270 481000 8 8 1550
Table continued on page 60

Notes:

* See Electrical Parts Group table at end of section

1. For manual override and closure speed control change MO by M1

2. Manual override and 4 position selector for controlled closure rate: see "Anti-waterhammer valves" section
3. Manual override and closure speed control standard
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Valves for water and neutral liquids 2/2 - Pilot operated

www.roda

Servicio de Att. a

— 481865
.

Dimension reference 11

85,26 DIN4IESOA

A B C D E F G H
mm mm mm mm mm mm inch mm

G37 100 121 50 23 54 41 1 70
G36 100 121 50 23 54 41 34 70
G38 110 1375 55 33 605 60 11/4 99
G39 140 144 75 33 67 60 112 99
G40 150 1585 80 415 73 75 2 99

Dimension reference 1000

G

Size

A

mm mm

mm

69 99.5

72 101.5

100

104 112.5

145
145
173
245
250

107

134
134
148
195
195

44
44
44
44
44
44
44
44
44

Dimension reference 2000

Size

A
mm

B
mm

mm

69 99.5
72 101.5

100

104 112.5

145
145
173
245
250

107

134
134
148
195
195

44
44
44
44
44
44
44
44
44
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Servicio de Att. al Clie|

Valves for water and neutral liquids 2/2 - Pilot operated

Port |Orifice| Flow factors |Admissible differential | Fluid |Seat disc Reference numbers Power Wt. El. Dim
size | (mm) (L/min) pressure bar temp. T ] OR consumption | (g) Part | ref.
°C 1 1 (W) Group
Min Max Global valve Valve reference no. *
G kv | Qmax DC | AC reference | | Housing | Coil DC | AC
Normally open ’ Eﬂ
Brass body/Pipe mounting ! .
1 25 | 160 | 160 | 0.1 20 20 90 NBR | 7322BBG64N00 - 2995 481865 9 8 [1110 | 2 |[2000
25 | 180 | 180 | 0.3 16 16 75 NBR | 7322GBG64N00 | 322G37 2995 481865 9 8 | 1230 11
25 | 180 | 180 | 0.3 16 16 75 NBR 4270 481000 8 8 1350
11/4| 28 | 270 | 270 | 0.3 16 16 75 NBR | 7322GBG76N00 | 322G38 2995 481865 9 8 | 1860 11
28 | 270 | 270 | 0.3 16 16 75 NBR 4270 481000 8 8 1980
35 | 420 | 420 | 0.1 10 10 90 NBR 7322BBG78N00 - 2995 481865 9 8 |3120 | 2 |2000
35 | 420 | 420 | 0.1 10 10 90 NBR 4270 481000 8 8 |[3120| 2
11/2| 40 | 500 | 500 | 0.1 10 10 90 NBR | 7322BBG88N0OO - 2995 481865 9 8 | 2870 | 2 |2000
40 | 500 | 500 | 0.1 10 10 90 NBR 4270 481000 8 8 |2870| 2
40 | 420 | 420 | 0.3 12 12 75 NBR | 7322GBG838NO0 | 322G39 2995 481865 9 8 | 2560 11
40 | 420 | 420 | 0.3 12 12 75 NBR 4270 481000 8 8 | 2680
2 40 | 540 | 540 | 0.3 12 12 75 NBR | 7322GBG99INOO | 322G40 2995 481865 9 8 | 2900 11
40 | 540 | 540 | 0.3 12 12 75 NBR 4270 481000 8 8 | 3040
50 | 620 | 620 | 0.1 10 10 90 NBR 7322BBGIINOO - 2995 481865 9 8 | 4260 | 2 |2000
50 | 620 | 620 | 0.1 10 10 90 NBR 4270 481000 8 8 |4260 | 2

Normally closed

Brass body/Sub-base mounting

SB | 14 | 45 | 45 |03 25 | 40 75 NBR | 7321FBF3TNOO | E321F32 1| 2995 | 481865 9 8 650 2 13

14 45 45 103 30 40 75 NBR 4270 481000 8 8 770 2
14 45 45 103 40 40 75 NBR 4270 486265 14 14 | 780 2 |
I
Normally open < Eﬂ
Brass hody/Sub-base mounting
SB 14 45 45 | 0.3 2| 40 40 75 NBR 7322FBF3TNOO 322F72 1| 2995 481865 9 8 650 13
14 45 45 103 2| 40 40 75 NBR 4270 481000 8 8 770
Notes:

* See Electrical Parts Group table at end of section
1. Pilot seat discs from ruby (synthetic)
2. Minimum pressure differential = 0.3 bar for opening and 0 bar for closing
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Servicio de Att. al Clien

491865 8% 24 DIN4JE30 A
.

A B (] D E F G H
mm mm mm mm mm mm inch mm

G37 100 121 50 23 54 41 1 70
G36 100 121 50 23 54 41 34 70
G38 110 1375 55 33 605 60 11/4 99
G39 140 144 75 33 67 60 112 99
G40 150 1585 80 415 73 75 2 99

|- 32-
' §
i 1< 43
o
~ i
5 1
==
+ I
[N S
S
- 6‘ ——

Dimension reference 13

481865
BIBGS 195,24,

-
o
Lyl

r

22

41

481300

4853100
436255

DN 4265CA

Dimension reference 2000

Size

A
mm

mm

69 99.5

72 101.5

100

104 1125

145
145
173
245
250

107

134
134
148
195
195

44
44
44
44
44
44
44
44
44
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Electrical parts options with 2/2 valves for water and neutral liquids

Servicio de Att. al

Note: This table is indicative only. Please contact your distributor to confirm your selection.

El.part coil Pri ion class Pri ion class / Power Coil Coil Connection Housing Housing Ambient temp.
Group Temperature class DC AC Order No. Ref. No. Order No. Ref.No. min. max.
1 22 mm IP 65 Class F 25W 2W DAO1 488980 for DIN plug A0 8993 -40 50
IP 65 Class F 25W 2W DA02 481045  with DIN plug A0 8993 -40 50
IP 65 Class F 5W 4W DA03 481180 for DIN plug A0 8993 -40 50
IP 65 Class F 5W 4W DA04 481530  with DIN plug A0 8993 -40 50
IP 65 EEx m Il T4 5W 4W  VAO1 482605 with 1500mm cable 00 - -40 50
IP 65 EExm Il TS5 25W 2W  VAO02 482606 with 1500mm cable 00 - -40 50
2 32 mm IP 65 Class F I9IW 8W Dz02 481865 for DIN plug N1 2995 -40 50
(Std) IP 65 IWwW 8W Dz03 482725  with DIN plug N1 2995 -40 50
IP 65 Class H I9IW 8W DZ04 492453 for DIN plug N1 2995 -40 50
IP 65 8W DZ05 492726  with DIN plug N1 2995 -40 50
IP 65 Class F, 50/60 Hz - 9IW DzZ06 483510 for DIN plug N1 2995 -40 50
IP 65 - 9IW Dz07 482635 with DIN plug N1 2995 -40 50
IP 65 EEx m Il T4 IW 8W Hzo5 492670 with 3000mm cable 00 - -40 40
IP 65 Class H 14W 14W DZ08 492425 for DIN plug N1 2995 -40 50
IP 65 14W 14W DZ09 492727  with DIN plug N1 2995 -40 50
50 mm IP10 /1P 44 Class F 8w 8W EZ01 481000 screw-terminals EO 4270 -40 50
(Std) IP10 /1P 44 Class H 8W 8W EZ02 485100 screw-terminals EO 4270 -40 50
IP10 /1P 44 Class H 14W 14W EZ92 486265 screw-terminals EO 4270 -40 50
IP 67 Class F, M20x1.5 8W 8w EZ01 481000 screw-terminals G1 4538 -40 50
IP 65 EEx m Il T5/T4 9IW 8WwW VZ01 492070 with 1500mm cable 00 - -40 40/65
IP 67 EEx me Il T4 8W 8W HZ06 483371 for cable connection 00 - -40 65
IP 66 EEx me Il T3/T4 11w 9w VZ03 492190 for cable connection 00 - -40 75/40
[ 3 |32mm IP 65 Class H - 14W DZ08 492425 for DIN plug N1 2995 -40 50
4 50 mm (impulse) IP10/1P 44  Class F - 11W  MZo1 484990 screw-terminals E1 4269 -40 50
IP10/IP 44  Class F 13 W - Mz02 485400 screw-terminals E1 4269 -40 50
[ 5 |50mm IP 54 EExdIIC T4/T5/T6 8W 8W HZ08 483250 forcable 1/2 NPT 00 - -40 80/75/60
6 32 mm IP 65 Class F 16W - DZ10 482740 for DIN plug N1 2995 -40 50
(Miniwatt) IP 65 Class F 1.6W - DZ11 482745  with DIN plug N1 2995 -40 50
50 mm IP 67 EEx me Il TS 25W - VZ04 491117  for cable connection 00 - -40 65
(Miniwatt) IP 67 EEx m Il T5/T4 25W 25W VZ05 492370 with 1500mm cable 00 - -40 40/65
IP 66 EEx me Il T6/T5 25W 25W VZ06 492390 for cable connection 00 - -40 40/75
7 32 mm IP 65 EExiall C T6 04W - Dz12  483580.01 for DIN plug N1 2995 -40 55
IP 65 04W - Dz13  483960.01 with DIN plug N1 2995 -40 55
50 mm IP 66 EExiall C T6 04W - VZ07  488650.01 for cable connection 00 - -40 65
IP 67 04W - VZ08  488660.01 with 2000mm cable 00 - -40 65
IP 65 04W - VZ09  488670.01 with DIN plug 00 - -40 65
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Anti-water hammer valves

Servicio de

2/2

ACTUATION BODY MATERIAL FUNCTION CONNECTION ORIFICE MAX. PRESSURE PAGE
(MM) (BAR)
Magnalift Brass body Normally closed 3/8 15 16.0 64
1/2 15 16.0 64
3/4 15 16.0 64
1 15t0 25 16.0 64
Pilot operated Brass hody Normally closed 1/4 12 12.0 66
3/8 12 12.0 66
12 12 12.0 66
3/4 181020 16.0 66
1 181025 16.0 66
11/4 28 16.0 68
11/2 40 16.0 68
2 40 16.0 68
Normally open 3/4 20 16.0 68
1 25 16.0 68
11/4 28 16.0 68
11/2 40 12.0 68
2 40 12.0 68

Notes:

Magnalift valves: pressure range from 0 to max pressure.
Pilot operated valves: pressure range from 0.3 to 0.5 bar to max. pressure (refer to tables).

63

Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genéve



https://rodavigo.net/productos/?cod_fam=10&cod_prod=170
https://rodavigo.net/productos/?cod_fam=10&cod_prod=170

Anti-water hammer valves

Applications

www.rodavigo.net

Magnalift valves are recommended in applications where the minimum pressure cannot be held at a
sufficient level, i.e. where the effective supply pressure may be zero. This concerns applications like
filling/emptying tanks by gravity and any other applications with a minimum pressure of zero.

:,i.

Servicio de Att. al Clien

Magnalift
Port |Orifice| Flow factors | Admissible differential | Fluid |Seat disc Reference numbers Power wt. Dim
size | (mm) (L/min) pressure bar temp. T [ consumption | (g) ref.
°C \ \ \ (W)
Min Max Global valve Valve reference no.
G kv | Qmax ‘ DC | AC reference | | Housing | Coil DC | AC
I
Normally closed L Eﬂ
Brass body/Pipe mounting é:j
3/8 | 15 65 65 0 10 = 75 NBR | 7221GBG3VNHO | 221G1330 2995 481865 1| 9 = 630 10
15 65 65 0 10 10 65 NBR - 492070 '| 8 8 |1000
15 65 65 0 10 10 75 NBR - 492190 1| 9 11 {1000
15 65 65 0 = 16 75 NBR | 7221GBG3VNOO | 221G13 2995 481865 = 8 630 10
15 65 65 0 - 16 75 NBR 4270 481000 - 8 750
15 65 65 0 7 - 75 NBR 4270 486265 14 - 760
172 | 15 65 65 0 10 = 75 NBR | 7221GBG4VNHO | 221G1530 2995 481865 | 9 = 640 10
15 65 65 0 10 10 65 NBR - 492070 '| 8 9 (1010
15 65 65 0 10 10 75 NBR - 492190 1| 9 11 {1010
15 65 65 0 = 16 75 NBR | 7221GBG4VNOO | 221G15 2995 481865 = 8 640 10
15 65 65 0 - 16 75 NBR 4270 481000 - 8 760
15 65 65 0 7 - 75 NBR 4270 486265 14 - 770
3/4 | 15 80 80 0 = 10 75 NBR | 7221GBG51NCO | 221G1610 2| 2995 481865 = 8 670 10
15 80 80 0 - 16 75 NBR 4270 481000 - 8 790
15 80 80 0 7 - 75 NBR 4270 486265 14 - 800
15 80 80 0 10 = 75 NBR | 7221GBG51NCH | 221G1631 2| 2995 481865 | 9 = 670 10
15 80 80 0 10 10 65 NBR - 492070 '| 8 8 [1040
15 80 80 0 10 10 75 NBR - 492190 1| 9 11 | 1040
1 15 80 80 0 = 16 75 NBR | 7221GBG61NCO | 221G1710 2| 2995 481865 = 8 810 10
15 80 80 0 - 16 75 NBR 4270 481000 - 930
15 80 80 0 7 - 75 NBR 4270 486265 14 - 940
15 80 80 0 10 = 75 NBR | 7221GBG61NCH | 221G1731 2| 2995 481865 1| 9 8 810 10
15 80 80 0 10 10 65 NBR - 492070 '| 8 8 (1180
15 80 80 0 10 10 75 NBR - 492190 | 9 11 {1180
25 | 160 | 160 | O = 16 75 NBR | 7221GBG64NCO | 221G2110 2| 2995 481865 = 8 (1170 10
25 | 160 | 160 | O - 16 75 NBR 4270 481000 - 1290
25 [ 160 | 160 | O 6 - 75 NBR 4270 486265 14 - 11300
25 | 160 | 160 | O 10 = 75 NBR | 7221GBG64NCH | 221G2131 2| 2995 481865 | 9 - [1170| 10
25 | 160 | 160 | O 10 10 65 NBR - 492070 '| 8 8 |[1540
25 [ 160 | 160 | O 10 10 75 NBR - 492190 1| 9 11 {1540
Notes:

1. Valves with model number ending by 30 or 31 are mainly equipped with electrical parts EEx me I T3/T4 No. 492190 or EEx m Il T4/T5 No. 492070 or with standard DC coils.

2. 4 position selector for controlled closure rate
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Anti-water hammer valves 2/2 - Magnalift

Servicio de

44

Dimension reference 10

A B C D E F G H
mm mm mm mm mm mm inch mm

G15/25 75 93 375 15 34 27 12 53
G13/23 75 93 375 15 34 27 38 53
G16/26 80 955 40 175 34 32 34 53
G17/27 85 1025 425 225 36 41 1 53
G21 100 108 50 23 41 4 1 70
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Anti-water hammer valves

Applications

Pilot operated valves are ideally suited to shut-off applications of liquids with high flow and pressure.
A minimum operating pressure is required: refer to tables.

:,i.

Pilot operated

Servicio de Att. al Clien

Port |Orifice| Flow factors Admissible Fluid |Seat disc Reference numbers Power Wt. El. Dim
size | (mm) (L/min) differential pressure | temp. T " R consumption | (g) | Part | ref.
bar °C I T I (w) Group
Min Max Global valve Valve reference no. *
G kv | Qmax DC | AC reference Housing | Coil DC | AC
|
Normally closed = Eﬂ
Brass hody/Pipe mounting ,l,
174 | 12 30 30 | 03 | 12 | 12 | 100 FKM | 7321KBG2SVWO0 | 321K4106 2995 481865 9 8 490 73
12 30 30 | 03 | 12 | 12 | 100 FKM 4270 481000 8 8 610
12 30 30 | 03 | 12 | 12 | 100 FKM | 7321KBG2SVMW | 321K4156 1| 2995 481865 9 8 490 73
12 30 30 | 03 | 12 | 12 | 100 FKM 4270 481000 8 8 610
3/8 | 12 45 45 | 03 | 12 | 12 | 100 FKM | 7321KBG3TVWO0 | 321K4306 2995 481865 9 8 490 73
12 45 45 | 03 | 12 | 12 | 100 FKM 4270 481000 8 8 610
12 45 45 | 03 | 12 | 12 | 100 FKM | 7321KBG3TVMW | 321K4356 1| 2995 481865 9 8 490 73
12 45 45 | 03 | 12 | 12 | 100 FKM 4270 481000 8 8 610
12 | 12 50 50 | 03 | 12 | 12 | 100 FKM | 7321KBG4TVWO | 321K4506 2995 481865 9 8 490 73
12 50 50 [ 03 | 12 |12 | 100 FKM 4270 481000 8 8 610
12 50 5 | 03 | 12 | 12 | 100 FKM | 7321KBG4ATVMW | 321K4556 1| 2995 481865 9 8 490 73
12 50 50 | 03 | 12 | 12 | 100 FKM 4270 481000 8 8 610
3/4 | 18 | 100 | 100 | 0.3 | 12 | 12 | 100 FKM | 7321KBG51VWO0 | 321K4606 2995 481865 9 8 700 73
18 | 100 | 100 | 0.3 | 12 | 12 | 100 FKM 4270 481000 8 8 820
18 | 100 [ 100 | 0.3 | 12 | 12 | 100 FKM | 7321KBG51VMW | 321K4656 1| 2995 481865 9 8 700 73
18 | 100 | 100 | 0.3 | 12 | 12 | 100 FKM 4270 481000 8 8 820
20 | 135|135 | 03 | 16 | 16 | 75 NBR | 7321GBG53NMC |E321G3610 2| 2995 481865 9 8 (1430 2 11
20 [ 135|135 | 03 | 16 | 16 | 75 NBR 4270 481000 8 8 |1550| 2
1 18 | 110 [ 110 | 0.3 | 12 | 12 | 100 FKM | 7321KBG62VWO | 321K4706 2995 481865 9 8 845 73
18 | 110 [ 110 | 0.3 | 12 | 12 | 100 FKM 4270 481000 8 8 965
18 | 110 [ 110 | 0.3 | 12 | 12 | 100 FKM | 7321KBG62VMW | 321K4756 1| 2995 481865 9 8 845 73
18 | 110 [ 110 | 0.3 | 12 | 12 | 100 FKM 4270 481000 8 8 965
25 | 180 | 180 | 0.3 | 16 | 16 | 75 NBR | 7321GBG64NMC |E321G3710 2| 2995 481865 9 8 (1230 2 1
25 | 180 | 180 | 0.3 | 16 | 16 | 75 NBR 4270 481000 8 8 (1350 2

Table continued on page 68
Notes:

* See Electrical Parts Group table at end of section
1. Manual override standard
2. Manual override and 4 position selector for controlled closure rate standard - without manual override and 4 position selector on request: same type witout suffix 10, e.g. :
E321G36
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Anti-water hammer valves 2/2 - Pilot operated

Servicio de Att. al Clie|

Dimension reference 73

73.5

A B C D E F G H
w32, 401865 o 26 DIN4ISSOA mm mm mm mm mm mm inch mm
- ; G37 100 121 50 23 54 41 1 70
G36 100 121 50 23 54 41 34 70
G38 110 1375 55 33 605 60 11/4 99
G39 140 144 75 33 67 60 11/2 99
G40 150 1585 80 415 73 75 2 99
Dimension reference 11
A B € D E F G H 1 J  Dia.
___G__ - e inch mm mm mm mm mm mm mm mm mm mm
' K41 1/4 25 50 62 29 27 55 935 39 735 40
] K43 38 25 50 62 29 27 55 935 39 735 40
K45 1/2 275 55 62 29 27 55 935 39 735 40
K46 34 40 80 9 365 32 8 109 46 81 56
K47 1 425 85 142 365 41 8 109 5 81 56
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Servicio de Att. al

Anti-water hammer valves 2/2 - Pilot operated

Port |Orifice| Flow factors Admissible Fluid |Seat disc Reference numbers Power Wt. EI. Dim
size | (mm) (L/min) differential pressure | temp. 1 I consumption | (g) | Part | ref.
OR
bar °C I T I (w) Group
Min Max Global valve Valve reference no. *
G kv |nmax DC | AC reference Housing | Coil DC AC

Normally closed

Brass hody/Pipe mounting e

11/4| 28 [ 280 | 280 | 0.3 | 16 | 16 | 75 NBR | 7321GBG76NMC |E321G3810 *| 2995 481865 9 8 (1860 2 1
28 | 280 | 280 | 03 | 16 | 16 | 75 NBR 4270 481000 8 8 (1980 2

11/2| 40 | 420 | 420 | 0.3 | 10 | 16 | 75 NBR | 7321GBG88NMC | E321G3910 1| 2995 481865 9 8 (2560 2 11
40 | 420 | 420 | 0.3 | 85 | 16 | 75 NBR 4270 481000 8 8 (2680 2
40 | 420 | 420 | 03 | 16 | 16 | 75 NBR 4270 486265 14 14 12700 | 2

2 40 | 540 | 540 | 0.3 | 10 | 16 | 75 NBR | 7321GBG99NMC | E321G4010 1| 2995 481865 9 8 (2900 2 11
40 | 540 | 540 | 0.3 | 85 | 16 | 75 NBR 4270 481000 8 8 (3040 2
40 | 540 | 540 | 0.3 | 16 | 16 | 75 NBR 4270 486265 14 14 13050 | 2

I
Normally open N EE

Brass hody/Pipe mounting &

34|20 | 135|135 | 03 | 16 | 16 | 75 NBR | 7322GBG53NCO | 322G3610 2| 2995 481865 9 8 (1430 11
20 | 135 | 135 | 03 | 16 | 16 | 75 NBR 4270 481000 8 8 |[1550

1 25 | 185|185 | 03 | 16 | 16 | 75 NBR | 7322GBG64NCO | 322G3710 2| 2995 481865 9 8 (1230 11
25 | 185 | 185 | 03 | 16 | 16 | 75 NBR 4270 481000 8 8 (1350

11/4| 28 [ 270 (270 | 0.3 | 16 | 16 | 75 NBR | 7322GBG76NCO | 322G3810 2| 2995 481865 9 8 (1860 11
28 | 270 | 270 | 0.3 | 16 | 16 | 75 NBR 4270 481000 8 8 (1980

11/2 40 | 425 | 425 | 03 | 12 | 12 | 75 NBR | 7322GBG88NCO | 322G3910 2| 2995 481865 9 8 [2560 11
40 | 425 | 425 | 03 | 12 | 12 75 NBR 4270 481000 8 8 (2680

2 40 | 540 | 540 | 0.3 | 12 |12 | 75 NBR | 7322GBG99NCO | 322G4010 2| 2995 481865 9 8 (2900 11
40 | 540 | 540 | 0.3 | 12 | 12 75 NBR 4270 481000 8 8 [3040

Notes:

* See Electrical Parts Group table at end of section

1. Manual override and 4 position selector for controlled closure rate standard - without manual override and 4 position selector on request: same type witout suffix 10, e.g. :
E321G36

2. 4 position selector for controlled closure rate standard
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Anti-water hammer valves 2/2 - Pilot operated

A B c D E F G H
R 401985 o5 26 DIN4IESOA mm mm mm mm mm mm inch mm

G37 100 121 50 23 54 M 1 70
G36 100 121 50 23 54 41 34 70
G38 110 1375 55 33 605 60 11/4 99
G39 140 144 75 33 67 60 1122 99
G40 150 1585 80 415 73 75 2 99

Dimension reference 11
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Servicio de Att. al Clie|

Electrical parts options with 2/2 anti-waterhammer valves for water and neutral liquids

Note: This table is indicative only. Please contact your distributor to confirm your selection.

El.part cCoil Pri ion class Pr ion class / Power Coil Coil Connection Housing Housing Ambient temp.
Group Temperature class DC AC Order No. Ref. No. Order No. Ref.No. min. max.
1 22 mm IP 65 Class F 25W 2W DAO1 488980 for DIN plug A0 8993 -40 50
IP 65 Class F 25W 2W DA02 481045  with DIN plug A0 8993 -40 50
IP 65 Class F 5W 4W DAO3 481180 for DIN plug A0 8993 -40 50
IP 65 Class F 5W 4W DA04 481530  with DIN plug AO 8993 -40 50
IP 65 EExm Il T4 5W 4W VAO1 482605 with 1500mm cable 00 - -40 50
IP 65 EExm Il T5 25W 2W  VA02 482606 with 1500mm cable 00 - -40 50
2 32 mm IP 65 Class F IW 8W Dz02 481865 for DIN plug N1 2995 -40 50
(Std) IP 65 I9IW 8W DZ03 482725  with DIN plug N1 2995 -40 50
IP 65 Class H I9W 8W Dz04 492453  for DIN plug N1 2995 -40 50
IP 65 9w 8w DZ05 492726  with DIN plug N1 2995 -40 50
IP 65 Class F, 50/60 Hz - 9IW DZ06 483510 for DIN plug N1 2995 -40 50
IP 65 - 9IW Dz07 482635 with DIN plug N1 2995 -40 50
IP 65 EEx m Il T4 I9IW 8W HzZ05 492670 with 3000mm cable 00 - -40 40
IP 65 Class H 14W 14W DZ08 492425 for DIN plug N1 2995 -40 50
IP 65 14W 14W DZ09 492727  with DIN plug N1 2995 -40 50
50 mm IP10/IP44  Class F 8W 8W EZ01 481000 screw-terminals EO 4270 -40 50
(Std) IP10/IP44  Class H 8W 8W EZ02 485100 screw-terminals EO 4270 -40 50
IP10/ 1P 44 Class H 14W 14W EZ92 486265 screw-terminals EO 4270 -40 50
IP 67 Class F, M20x1.5 8W 8W EZ01 481000 screw-terminals G1 4538 -40 50
IP 65 EEx m Il T5/T4 I9IW 8W VZ01 492070 with 1500mm cable 00 - -40 40/65
IP 67 EEx me Il T4 8w 8WwW HZ06 483371 for cable connection 00 - -40 65
IP 66 EEx me Il T3/T4 11TW 9w VZ03 492190 for cable connection 00 - -40 75/40
[ 3 ]32mm IP 65 Class H - 14W DZ08 492425 for DIN plug N1 2995 -40 50
4 50 mm (impulse) IP10/ 1P 44 Class F - 11W  MZ01 484990 screw-terminals E1 4269 -40 50
IP10 /1P 44 Class F 13W - Mz02 485400 screw-terminals E1 4269 -40 50
[ 5 |50mm IP 54 EExdIICT4/T5/T6 8W 8W HZ0O8 483250 forcable 1/2 NPT 00 - -40 80/75/60
6 32 mm IP 65 Class F 16W - Dz10 482740 for DIN plug N1 2995 -40 50
(Miniwatt) IP 65 Class F 1.6W - Dz11 482745  with DIN plug N1 2995 -40 50
50 mm IP 67 EEx me ll TS 25W - VZ04 491117  for cable connection 00 - -40 65
(Miniwatt) IP 67 EEx m Il T5/T4 25W 25W VZ05 492370 with 1500mm cable 00 - -40 40/65
IP 66 EEx me Il T6/T5 25W 25W VZ06 492390 for cable connection 00 - -40 40/75
7 32 mm IP 65 EExiallC T6 04W - DZ12  483580.01 for DIN plug N1 2995 -40 55
IP 65 04W - DZ13  483960.01 with DIN plug N1 2995 -40 55
50 mm IP 66 EExiall C T6é 04 W - VZ07  488650.01 for cable connection 00 - -40 65
IP 67 04W - VZ08  488660.01 with 2000mm cable 00 - -40 65
IP 65 04W - VZ09  488670.01 with DIN plug 00 - -40 65
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Servicio de Att. a

Hot water - steam valves 2/2

ACTUATION BODY MATERIAL FUNCTION CONNECTION ORIFICE MAX. PRESSURE PAGE
(MM) (BAR)
Direct operated Brass hody Normally closed 1/4 3to5 10.0 72
3/8 6 5.0 72
1/2 8.5t0 11 4.0 72
303 Stainless steel body 1/4 15105 100.0 74
Magnalift Brass hody Normally closed 3/8 15 10.0 76
1/2 15 10.0 76
3/4 15 10.0 76
1 1510 25 10.0 76
Normally open 3/8 15 35 78
1/2 15 35 78
3/4 19 35 78
303 Stainless steel body Normally closed 3/8 15 7.0 78
1/2 15 7.0 78
3/4 15t0 19 7.0 78
Normally open 3/8 16 8.5 78
1/2 16 8.5 78
3/4 19 8.5 78
Pilot operated Brass body Normally closed 1/4 12 12.0 80
3/8 12t0 15 20.0 80
1/2 12t0 15 12.0 80
3/4 1510 20 12.0 80
1 18 to 27 12.0 80
11/4 2910 35 8.5 82
11/2 321040 8.5 82
2 50 4.0 82
Normally open 3/8 15 8.5 82
1/2 16 8.5 82
3/4 15 8.5 82
1 27 8.5 82
11/4 28 8.5 82
11/2 31 8.5 82
Notes:

Direct operated and magnalift valves: pressure range from 0 to max pressure.
Pilot operated valves: pressure range from 0.3 to 0.5 bar to max. pressure (refer to tables).
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Hot water - steam valves

Applications

Hot water and steam valves are important elements in many industrial applications. They serve to
control the flow of steam in various heating applications: steam cookers, autoclaves, air conditioning
systems, car washing equipment and food processing equipment.
Note: The indicated max. pressures for steam are in bar abs.

G‘IGG

=

Direct operated

Servicio de Att. al Clie|

Port |Orifice | Flow factors | Admissible differential Fluid temp. | Seat disc Reference numbers Power Wt. Dim
size | (mm) | (L/min) pressure bar °C ‘ : ‘\ OR cons;nw)ption (9) ref.
Min Max Water | Steam Global valve Valve reference no.
G kv | Qmax DC | AC reference | | Housing | Coil DC | AC
|
Brass body/Pipe mounting Normally losed W1 v
1741 3 [45] 9 | 0 7 10 100 = EPDM | 7121KBG2NEOO | 121K0323 2995 481865 9 8 290 3
3 |45 9 |0 8.5 10 120 - EPDM | 7121KBG2NEQO 4270 481000 410
3 |45 9 |0 10 10 120 - EPDM | 7121KBG2NEOO 4270 486265 14 14 | 420
3 1451 9]0 4 4 - 140 | EPDM | 7121KBG2NESO 4270 486265 14 14 | 420
3 |45 9 |0 4 4 - 140 | EPDM | 7121KBG2NESO 2995 492425 14 14 | 300
5 11 {115 0 2 7 100 = EPDM | 7121KBG2SE00 | 121K0103 2995 481865 290 3
5 11 (115( 0 2.8 7 120 - EPDM | 7121KBG2SEQ0 4270 481000 410
5 11 {115 0 5 7 120 - EPDM | 7121KBG2SEQ0 4270 486265 14 14 | 420
5 11 {115 0 4 4 - 140 | EPDM | 7121KBG2SESO 4270 486265 14 14 | 420
5 11 (115 0 3.5 4 - 140 | EPDM | 7121KBG2SESO 2995 492425 14 14 | 300
38| 6 12 125 0 1.1 5 100 = EPDM | 7121KBG3UEOO | 121K3303 2995 481865 340 3
6 12 {125 0 15 5 120 - EPDM | 7121KBG3UE0O 4270 481000 460
6 12 {125 0 3 5 120 - EPDM | 7121KBG3UE0O 4270 486265 14 14 | 470
6 12 {125 0 3 4 - 140 | EPDM | 7121KBG3UESO 4270 486265 14 14 | 470
6 12 {125 0 2.5 4 - 140 | EPDM | 7121KBG3UESO 2995 492425 14 14 | 350
12 85 |25 [ 15| 0 0.5 2.2 120 = EPDM | 7121KBG42E00 |E121K4603 4270 481000 8 8 550 7
85125 (15| 0 1.2 4 120 - EPDM | 7121KBG42E00 4270 486265 14 14 | 560
85125 (15| 0 2.2 - 140 | EPDM | 7121KBG42ESO 4270 486265 14 14 | 560
85 (25|15 |0 2 - 140 | EPDM | 7121KBG42ESO 2995 492425 14 14 | 440
11 36|20 (0 035 |12 120 = EPDM | 7121KBG44E00 | E121K4503 4270 481000 8 8 550 7
11 36|20 0 - 2 - 140 | EPDM | 7121KBG44ESO 4270 486265 14 14 | 560
11 36|20 0 0.7 2.5 120 - EPDM | 7121KBG44EQ0 4270 486265 14 14 | 560
11 36 (200 - 2.5 - 140 | EPDM | 7121KBG44ESO 2995 492425 14 14 | 440
Table continued on page 74
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Hot water - steam valves 2/2 - Direct operated

Servicio de Att. a

BIN 438504
g Values in brackets for G 3/8 valves
_Msx5mm  Valeurs entre parenthése pour valves G 3/8
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Dimension reference 7
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Servicio de Att. al

Hot water - steam valves 2/2 - Direct operated

Port |Orifice | Flow factors | Admissible differential Fluid temp. | Seat disc Reference numbers Power Wt. Dim
size | (mm) | (L/min) pressure bar °c ‘ T ' oR cuns:l‘;ln;)tiun (9) ref.
Min Max Water | Steam Global valve Valve reference no.
G kv | Qmax DC | AC reference | | Housing | Coil DC | AC
2|
303 Stainless steel body/Pipe mounting Normally closod M”ELIDZ’

174 |15 |15 [ 15 | 0 25 60 100 = Ruby | 7121VVG2GR0OO | 121V5463 2995 481865 9 8 | 410 6
151151510 30 75 130 - Ruby | 7121VVG2GR0O0 4270 481000 8 8 530
151151510 55 100 140 - Ruby | 7121VVG2GR0O 4270 486265 14 14 | 540
1511511510 30 75 - 180 | Ruby | 7121VVG2GRSO 4270 486265 14 14 | 540
151151510 25 60 - 180 | Ruby | 7121VVG2GRSO 2995 492425 14 14 | 420
25 |35 (25 |0 10 28 100 = Ruby | 7121VVG2LROO | 121V5763 2995 481865 9 8 | 410 6
25 (3525 |0 12 34 130 - Ruby | 7121VVG2LR00 4270 481000 8 8 530
25 3525 |0 12 34 - 180 | Ruby | 7121VVG2LRSO 4270 486265 14 14 | 540
25 (3525 |0 22 50 140 - Ruby | 7121VVG2LR0O0 4270 486265 14 14 | 540
25 (3525 |0 10 28 - 180 | Ruby | 7121VVG2LRSO 2995 492425 14 14 | 420

3 [45]27 |0 7 20 100 = Ruby | 7121VVG2NR0OO | 121V5363 2995 481865 9 8 | 410 6
3 |45 270 8.5 25 130 - Ruby | 7121VVG2NROO 4270 481000 8 8 530
3 |45 27 |0 15 36 140 - Ruby | 7121VVG2NROO 4270 486265 14 14 | 540
3 |45 27 |0 8.5 25 - 180 | Ruby | 7121VVG2NRSO 4270 486265 14 14 | 540
3 (4527 |0 7 20 - 180 | Ruby | 7121VVG2NRSO 2995 492425 14 14 | 420
4 7 13 |0 4 12 100 = Ruby | 7121VVG2QR0O0 | 121V5263 2995 481865 9 8 | 410 6
4 7 13 |0 15 130 - Ruby | 7121VVG2QR00 4270 481000 8 8 530
4 7 13 |0 10 22 130 - Ruby | 7121VVG2QR00 4270 486265 14 14 | 540
4 7 13 |0 15 - 180 | Ruby | 7121VVG2QRSO 4270 486265 14 14 | 540
4 7 13 |0 4 12 - 180 | Ruby | 7121VVG2QRSO 2995 492425 14 14 | 420
5 10 [ 40 | O 2 8.5 100 = Ruby | 7121VVG2SR00 | 1215163 2995 481865 9 8 | 410 6
5 10140 |0 3.5 10 130 - Ruby | 7121VVG2SR00 4270 481000 8 8 530
5 10140 |0 6.5 14 140 - Ruby | 7121VVG2SR00 4270 486265 14 14 | 540
5 10 [ 40 | O 3.5 10 - 180 | Ruby | 7121VVG2SRSO 4270 486265 14 14 | 540
5 10 | 40 | O 2 8.5 - 180 | Ruby | 7121VVG2SRSO 2995 492425 14 14 | 420
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Hot water - steam valves 2/2 - Direct operated

Servicio de
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Hot water - steam valves

Applications

Magnalift valves are recommended in applications where the minimum pressure cannot be held at a
sufficient level, i.e. where the effective supply pressure may be zero. This concerns applications like
filling/emptying tanks by gravity and any other applications with a minimum pressure of zero.

Note: The indicated max. pressures for steam are in bar abs.

Servicio de Att. al Clie|

e
] . [ ' ]
Magnalift
Port |Orifice | Flow factors | Admissible differential Fluid temp. | Seat disc Reference numbers Power Wt. Dim
size | (mm) | (L/min) pressure bar °C ‘ ‘ : ‘\ OR cons;l‘;‘l;;)tion (9) ref.
Min Max Water | Steam Global valve Valve reference no.
G kv | Qmax DC AC reference I | Housing | Coil DC AC
. . Normally closed
Brass hody/Pipe mounting
3/8| 15 [ 65 | 65 | O = 10 100 = EPDM | 7221GBG3VE00 | 221G1303 2995 481865 = 8 630 10
15 | 65 | 65| 0 - 10 120 - EPDM | 7221GBG3VEOO 4270 481000 - 8 750
15 | 65 | 65 | O 7 10 120 - EPDM | 7221GBG3VEQO 4270 486265 14 14 | 760
15 | 65 | 65 | 0 4 4 - 140 | EPDM | 7221GBG3VESO 4270 486265 14 14 | 760
15 | 65 | 65| 0 4 4 - 140 | EPDM | 7221GBG3VESO 2995 492425 14 14 | 640
12| 15 | 65 | 65 | O = 10 100 = EPDM | 7221GBG4VEQ0 | 221G1503 2995 481865 = 640 10
15 | 65 | 65 | O - 10 120 - EPDM | 7221GBG4VE0O 4270 481000 - 760
15 | 65 | 65| 0 7 10 120 - EPDM | 7221GBG4VE0O 4270 486265 14 14 | 770
15 | 65 | 65| 0 4 - 140 | EPDM | 7221GBG4VESO 4270 486265 14 14 | 770
15 | 65 |65 | 0 4 - 140 | EPDM | 7221GBG4VESO 2995 492425 14 14 | 650
34115 |80 |80 | O = 10 100 = EPDM | 7221GBG5S1E00 | 221G1603 2995 481865 = 670 10
15 (80 |8 | O - 10 120 - EPDM | 7221GBGS51E00 4270 481000 - 790
15 | 80 (80 | O 7 10 120 - EPDM | 7221GBG51E00 4270 486265 14 14 | 800
15 | 80 (80 | O 4 - 140 | EPDM | 7221GBG51ESO 4270 486265 14 14 | 800
15 [ 80 |80 | O 4 - 140 | EPDM | 7221GBG51ESO 2995 492425 14 14 | 680
1 15 | 80 (80 | O = 10 100 = EPDM | 7221GBG61E00 | 221G1703 2995 481865 = 810 10
15 | 80 (80 | O - 10 120 - EPDM | 7221GBG61EQ0 4270 481000 - 930
15 [ 80 | 80 | O 7 10 120 - EPDM | 7221GBG61E0O 4270 486265 14 14 | 940
15 | 80 (80 | O 4 4 - 140 | EPDM | 7221GBG61ESO 4270 486265 14 14 | 940
15 | 80 (80 | O 4 4 - 140 | EPDM | 7221GBG61ESO 2995 492425 14 14 | 820
25 | 160 (160 | O = 10 100 = EPDM | 7221GBG64E00 | 221G2103 2995 481865 = 8 |1170| 10
25 | 160 (160 | O - 10 120 - EPDM | 7221GBG64E0O 4270 481000 - 8 (1290
25 | 160 (160 | O 7 10 120 - EPDM | 7221GBG64EQ0 4270 486265 14 14 {1300
25 | 160 (160 | O 4 - 140 | EPDM | 7221GBG64ESO 4270 486265 14 14 {1300
25 | 160 (160 | O 4 - 140 | EPDM | 7221GBG64ESO 2995 492425 14 14 (1180
Table continued on page 78
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Hot water - steam valves 2/2 - Magnalift

Servicio de
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Dimension reference 10

A B c D E F G H
mm mm mm mm mm mm inch mm

G15/25 75 93 375 15 34 27 12 53
G13/23 75 93 375 15 34 27 38 53
G16/26 80 955 40 175 34 32 3/4 53
G17/27 85 1025 425 225 36 41 1 53
G21 100 108 50 23 41 41 1 70
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Hot water - steam valves 2/2 - Magnalift

Servicio de Att. al Clien

Port |Orifice | Flow factors | Admissible differential Fluid temp. | Seat disc Reference numbers Power Wt. Dim
size | (mm) | (L/min) pressure bar °C ‘ 1 I OR consumption | (g) ref.
I I I (W)
Min Max Water | Steam Global valve Valve reference no.
G kv I Qmax DC AC reference I I Housing | Coil DC I AC
I
. . Normally open Eﬂ
Brass body/Pipe mounting g 1
3/8| 15 | 43 | 43 | 0 = 3.5 = 145 | EPDM | 72228BG3TESO | 222G3303 4270 486265 = 14 | 940 102
15 | 43 |43 | 0 8.5 8.5 100 - EPDM | 72228BG3TE00 4270 486265 14 14 | 940
12| 15 | 58 | 58 | O = 3.5 = 145 | EPDM | 72228BG4UESO | 222G3503 4270 486265 o 14 | 940 102
15 | 58 | 58 | O 8.5 8.5 100 - EPDM | 72228BG4UEQ0 4270 486265 14 14 | 940
341 19 | 72 = 0 = 3.5 = 145 | EPDM | 72228BG5VESO | 222G3603 4270 486265 = 14 | 940 102
19 |72 172 |10 8.5 8.5 100 - EPDM | 72228BG5VE00 4270 486265 14 14 | 940
:
303 Stainless steel body/Pipe mounting Normally closed (L /]
3/8 | 15 | 42 = 0 = 7 85 = EPDM | 72218RG3TE00 | 221G5303 4270 481000 = 8 [1050 | 102
15 | 42 - 0 3.8 4 - 145 | EPDM | 72218RG3TESO 4270 486265 14 14 | 1060
15 | 42 - 0 2.8 7 100 - EPDM | 72218RG3TE00 4270 486265 14 14 | 1060
15 | 42 - 0 - 4 - 145 | EPDM | 72218RG3TESO 2995 492425 - 14 1060
12 | 15 | 54 | 54 | O = 7 85 = EPDM | 72218RG4UE00 | 221G5503 4270 481000 = 8 1050 | 102
15 | 54 | 54 | 0 3.8 4 - 145 | EPDM | 72218RG4UESO 4270 486265 - 14 | 1060
15 | 54 | 54 | 0 2.8 7 100 - EPDM | 72218RG4UEQ0 4270 486265 14 14 1060
15 | 54 | 54 | 0 - 4 - 140 | EPDM | 72218RG4UESO 2995 492425 - 14 | 1060
34|15 | 71 |71 |0 2.8 7 100 = EPDM | 72218RG5VE00 | 221G5603 4270 486265 14 14 11060 | 102
19 |71 |71 |0 = 7 85 = EPDM | 72218RG5VEQO 4270 481000 = 8 [1050 | 102
19 |71 |(71]0 3.8 4 - 145 | EPDM | 72218RG5VESO 4270 486265 14 14 | 1060
19|77 1|0 - 4 - 145 | EPDM | 72218RG5VESO 2995 492425 - 14 | 1060
303 Stainless steel body/Pipe mounting Normally open
3/8| 16 | 43 |43 | 0 8.5 8.5 100 o EPDM | 72228RG3TE00 | 222G5303 4270 486265 14 14 1060 | 102
16 | 43 |1 43| 0 - 3.5 - 145 | EPDM | 72228RG3TESO 4270 486265 - 14 | 1060
12| 16 | 58 | 58 | O 8.5 8.5 100 = EPDM | 72228RG4UE00 | 222G5503 4270 486265 14 14 1060 | 102
16 | 58 | 58 | O - 35 - 145 | EPDM | 72228RG4UESO 4270 486265 - 14 | 1060
34|19 | 72 | 72 | 0 8.5 8.5 100 = EPDM | 72228RGS5VE00 | 222G5603 4270 486265 14 14 11060 | 102
19 |72 172 | 0 - 3.5 - 145 | EPDM | 72228RG5VESO 4270 486265 - 14 1060
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Servicio de

H P L
mm mm mm
L 4 _'HET 221G53../222G33.. | 103 89 67
486265 a8 221G55../222G35.. | 103 89 67
EEN Pl | 221G56../2226G36.. | 103 89 69
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P el el
H
i
Dimension reference 102
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Hot water - steam valves

Applications

Pilot operated valves are ideally suited to shut-off applications of liquids with high flow and pressure.

A minimum operating pressure is required: refer to tables.

Note: The indicated max. pressures for steam are in bar abs.

=4,

[o,0,0

Pilot operated

Servicio de Att. al

Port |Orifice | Flow factors | Admissible differential Fluid temp. | Seat disc Reference numbers Power Wt. Dim
size | (mm) | (L/min) pressure bar °Cc ‘ ‘ : ‘\ OR cons::\;vn;)tion (9) ref.
Min Max Water | Steam Global valve Valve reference no.
G kv | Qmax DC | AC reference | | Housing | Coil DC | AC
:
Brass body/Pipe mounting Normally losed i 7]
174 12 | 30 | 30 | 0.3 12 12 120 = EPDM | 7321KBG2SEWO0 | 321K4103 1| 4270 481000 8 8 | 610 73
12 | 30 | 30 (0.3 12 12 100 - EPDM | 7321KBG2SEW0 2995 482730 7 6 | 490
3/8 | 12 | 45 | 45 | 0.3 12 12 120 = EPDM | 7321KBG3TEWO | 321K4303 1| 4270 481000 8 8 | 610 73
12 | 45 | 45 |03 12 12 100 - EPDM | 7321KBG3TEWO 2995 482730 7 6 | 490
13 | 50 | 50 (0.1 20 20 140 | 140 | EPDM | 7321BBG3TEQO - 4270 486265 14 14 | 560 | 1000
15 | 42 | 42 (03 = 8.5 = 180 | PTFE | 73218BG3TTSO | 321G8312 4270 486265 = 14 | 960 97
12| 12 | 50 | 50 | 0.3 12 12 120 = EPDM | 7321KBG4TEWO | 321K4503 1| 4270 481000 8 | 610 73
12 | 50 | 50 (0.3 12 12 100 - EPDM | 7321KBG4TEWO 2995 482730 7 6 | 490
13 [ 140|140 (0.1 4 4 140 | 140 | EPDM | 7321BBG4TE0O - 4270 486265 14 14 | 590 | 1000
15 | 56 | 56 (0.3 = 8.5 = 180 | PTFE | 73218BG4UTSO | 321G8512 4270 486265 = 14 | 960 97
341 15 | 64 | 64 |03 = 8.5 = 180 | PTFE | 73218BG5VTSO | 321G8612 4270 486265 = 14 | 960 97
18 [100| 100 | 0.3 12 12 120 = EPDM | 7321KBG51EWO0 | 321K4603 1| 4270 481000 8 8 | 820 73
18 | 100|100]0.3 12 12 100 - EPDM | 7321KBG51EWO0 2995 482730 700
20 | 140 | 140 | 0.1 4 4 140 | 140 | EPDM | 7321BBG53EQ0 - 4270 486265 14 14 1050 | 1000
1 18 (110|110 (0.3 12 12 120 = EPDM | 7321KBG62EWO0 | 321K4703 1| 4270 481000 965 73
18 | 110 110]0.3 12 12 100 - EPDM | 7321KBG62EWO 2995 482730 845
25 | 160 | 160 | 0.1 4 4 140 | 140 | EPDM | 7321BBG64EQO - 4270 486265 14 14 {1110 | 1000
Table continued on page 82
Notes:
1. Anti-waterhammer valve
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Hot water - steam valves 2/2 - Pilot operated

Servicio de Att. al

L ¢

Dimension reference 73

D A B C D E F G H | J Dia.

___G__ - - inch mm mm mm mm mm mm mm mm mm mm

- K41 174 25 50 62 29 27 55 935 39 735 40

I 1 K43 3/8 25 50 62 29 27 55 935 39 735 40

K45 12 275 55 62 29 27 55 935 39 735 40

— K46 34 40 80 9 365 32 8 109 46 81 56
m . K47 1 425 8 142 365 41 8 109 56 81 56

235100
[1L ¥l

Dimension reference 97

H P L F
mm mm mm mm
321G8312 130 117 68 36
321G8512 130 117 68 36
321G8612 135 119 70 37
32268312 136 123 68 36
322G8512 136 123 68 36
142 125 70 37

322G8612

Dimension reference 1000

Size

A B C
mm mm mm

D
mm

69 99.5
72 101.5
100 107
104 1125
145 134
145 134
173 148
245 195
250 195

44
44
44
44
44
44
44
44
44

81

Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genéve



https://rodavigo.net/productos/?cod_fam=10&cod_prod=170
https://rodavigo.net/productos/?cod_fam=10&cod_prod=170

www.roda

Hot water - steam valves 2/2 - Pilot operated

Servicio de Att. a

Port |Orifice | Flow factors | Admissible differential Fluid temp. | Seat disc Reference numbers Power Wt. Dim
size | (mm) | (L/min) pressure bar °C ‘ 1 I oR consumption | (g) ref.
I I I (W)
Min Max Water | Steam Global valve Valve reference no.
G kv | Qmax DC AC reference | | Housing | Coil DC | AC
|
. . Normally closed EE
Brass hody/Pipe mounting é
1 27 | 195 | 195 |0.35 = 8.5 S 180 PTFE 73218BG64TSO | 321G8712 4270 486265 = 14 | 4240 | 98
11/4| 29 |230|230 (0.35 o 8.5 = 180 PTFE 73218BG75TSO | 321G8812 4270 486265 = 14 | 4240 | 98
35 [420 | 420 (01 4 4 140 | 140 | EPDM | 7321BBG78E00 - 4270 486265 14 14 | 3120 | 1000
11/2| 32 |320|320 (0.35 = 8.5 = 180 PTFE 73218BG87TSO | 321G8912 4270 486265 = 14 | 4240 | 98
40 | 500 | 500 | 0.1 4 140 | 140 | EPDM | 7321BBG88E0O - 4270 486265 14 14 | 2870 | 1000
2 50 | 620 | 620 | 0.1 4 140 | 140 | EPDM | 7321BBG99E0O 4270 486265 14 14 | 4260 | 1000
Brass hody/Pipe mounting Normally open [m
®
3/8 | 15 | 42 | 42 |0.35 = 8.5 S 180 PTFE 73228BG3TTSO | 322G8312 4270 486265 = 14 | 960 97
1/2 | 16 | 56 | 56 |0.35 = 8.5 = 180 PTFE | 73228BG4UTSO | 322G8512 4270 486265 = 14 | 960 97
3/41 15 | 64 | 64 |0.35 = 8.5 = 180 | PTFE | 73228BG52TSO | 322G8612 4270 (486265 = 14 | 960 97
1 27 | 195 | 195 |0.35 = 8.5 = 180 PTFE 73228BG64TSO | 322G8712 4270 486265 = 14 | 4240 | 98
11/4| 28 |230|230 (0.35 o 8.5 o 180 PTFE 73228BG75TSO | 322G8812 4270 486265 o 14 | 4240 | 98
11/2| 31 [320]320 (0.35 o 8.5 = 180 PTFE 73228BG87TSO | 322G8912 4270 486265 o 14 | 4240 | 98
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Fluid Control Division Europe
CH-1227 Carouge-Genéve



https://rodavigo.net/productos/?cod_fam=10&cod_prod=170
https://rodavigo.net/productos/?cod_fam=10&cod_prod=170

www.roda

Hot water - steam valves 2/2 - Pilot operated

Servicio de Att. a

235100
1L ¥l

Dimension reference 97

mm mm mm mm

321G8312 130 117 68 36
32168512 130 117 68 36
321G8612 135 119 70 37
32268312 136 123 68 36
322G8512 136 123 68 36
322G8612 142 125 70 37

P - S

.

. D
w

Dimension reference 98

mm mm mm mm mm

321G8712 116 94 61 101 98
32168812 124 98 64 101 98
32168912 138 109 78 104 114
322G8712 116 94 61 107 98
322G8812 124 98 64 107 98
322G8912 138 109 78 110 114

Size

G A B C D
mm mm mm mm

Dimension reference 1000

3/8 69 995 40 44
12 72 1015 40 44
3/4 100 107 65 44
1 104 1125 65 44
11/4 145 134 102 44
11/2 145 134 102 44
2 173 148 118 44
21/2 245 195 184 44
3 250 195 184 44
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Valves for oil (hydraulic) and neutral liquids
(max. 100 bar)

Servicio de

2/2

ACTUATION BODY MATERIAL FUNCTION CONNECTION ORIFICE MAX. PRESSURE PAGE
(MM) (BAR)
Direct operated Brass body Normally closed 1/8 151025 70.0 86
1/4 12103 100.0 86
SB 15t03 100.0 88
Normally open 1/8 25 30.0 88
1/4 151025 40.0 88
Pilot operated Brass hody Normally closed 1/4 8 40.0 90
3/8 11 40.0 90
1/2 145 40.0 90
SB 14 40.0 92
Normally open 1/4 8 40.0 90
3/8 11 40.0 92
12 14.5 40.0 92
SB 14 40.0 92
Notes:

Direct operated valves: pressure range from 0 to max pressure.
Pilot operated valves: pressure range from 0.3 to 0.5 bar to max. pressure (refer to tables).
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Servicio de Att. al Clie|

Valves for oil (hydraulic) and neutral
liquids (max. 100 bar)

P 3

Direct operated

Port |Orifice| Flow factors Admissible Fluid |Seat disc Reference numbers Power Wt. El. Dim
size | (mm) (L/min) differential pressure | temp. ‘ T | consumption | (g) | Part ref.
o OR
bar C I T I (w) Group
Min Max Global valve Valve reference *
G kv |l]max DC | AC reference | no. | Housing | Coil DC AC

Normally closed

Brass body/Pipe mounting

18 | 15 | 15 |125| 0 25 | 60 | 75 | PCTFE | 7121KBG1GF00 | E121K14 2995 481865 9 8 |30 | 2 3
15 | 15 [125| 0 30 | 70 | 75 | PCTFE 4270 481000 8 8 | 420
15 | 15 [125] 0 55 | 70 | 75 | PCTFE 4270 486265 14 | 14 | 430
25 | 35 | 25 0 10 | 28 | 100 | Ruby | 7121KBG1LROO | E121K23 2995 481865 9 8 |30 | 2 3
25 135 | 25 0 12 | 34 | 130 | Ruby 4270 481000 8 8 | 420
25 | 35| 25 0 22 | 50 | 120 | Ruby 4270 486265 14 | 14 | 430
14 | 1.2 1085 | 85 0 36 | 80 | 100 | Ruby | 7121KBG2ERO0 | E121K65 2995 481865 9 8 | 290 3
12 | 085 85 0 43 1100 | 130 | Ruby 4270 481000 8 8 | 410
12 | 085 | 85 0 75 (100 | 120 | Ruby 4270 486265 14 | 14 | 420
15 | 15 [125| 0 25 | 60 | 75 | PCTFE | 7121KBG2GF00 | E121K04 2995 481865 9 8 [290 | 2 3
15 | 15 [125| 0 30 | 70 | 75 | PCTFE 4270 481000 8 8 | 410
15 | 15 [125] 0 55 | 70 | 75 | PCTFE 4270 486265 14 | 14 | 420
15 | 15 | 15 0 25 | 60 | 100 | Ruby | 7121KBG2GR0O0O | E121K67 2995 481865 9 8 | 290 3
15 | 15 | 15 0 30 | 75 | 130 | Ruby 4270 481000 8 8 | 410
15 | 15 | 15 0 55 (100 | 120 | Ruby 4270 486265 14 | 14 | 420
25 | 35 | 25 0 10 | 28 | 100 | Ruby | 7121KBG2LR0OO | E121K63 2995 481865 9 8 | 290 3
25 135 | 25 0 12 | 34 | 130 | Ruby 4270 481000 8 8 | 410
25 1 35| 25 0 22 | 50 | 120 | Ruby 4270 486265 14 | 14 | 420
& 45 | 27 0 7 |20 | 75 | PCTFE | 7121KBG2NFOO | E121K03 2995 481865 9 8 | 290 | 2 3
3 45 | 27 0 85 | 25 | 75 | PCTFE 4270 481000 8 8 | 410
3 45 | 27 0 15 | 36 | 75 | PCTFE 4270 486265 14 | 14 | 420
3 45 | 27 0 7 | 20 | 100 | Ruby | 7121KBG2NROO | E121K64 2995 481865 9 8 | 290 3
3 45 | 27 0 85 | 25 | 130 | Ruby 4270 481000 8 8 | 410
3 45 | 27 0 15 | 36 | 120 | Ruby 4270 486265 14 | 14 | 420
Table continued on page 88

Notes:
* See Electrical Parts Group table at end of section
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Valves for oil (hydraulic) and neutral liquids 2/2 - Direct operated
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Valves for oil (hydraulic) and neutral liquids 2/2 - Direct operated

Port |Orifice| Flow factors Admissible Fluid | Seat disc Reference numbers Power Wt. El. Dim
size | (mm) (L/min) differential pressure | temp. ‘ T | consumption | (g) | Part ref.
o OR
bar C I T I (w) Group
Min Max Global valve Valve reference *
G kv |umax DC | AC reference | no. | Housing | Coil DC | AC

2

Normally open W = Z’

L
1

Brass body/Pipe mounting

1/8 | 25 | 35 = 0 = 30 | 140 | Ruby | 7122KBG1LR0OO | 122K9363 4270 481044 = 14 | 445 4
25 | 35 - 0 30 | 30 | 140 | Ruby 4270 486265 14 | 14 | 455
14 | 15 | 15 8 0 30 | 30 | 100 | PCTFE | 7122KBG2GFO0 | 122K84 2995 481865 9 8 [290 | 2 3
15 | 1.5 0 30 | 30 | 120 | PCTFE 4270 481000 8 8 | 410 | 2
15 | 1.5 | 95 0 40 | 40 | 100 | Ruby | 7122KBG2GRO0 | 122K8408 2995 481865 9 8 [290 | 2 3
15 | 15 | 95 0 40 | 40 | 130 | Ruby 4270 481000 8 410 | 2
25 | 35 = 0 = 30 | 140 | Ruby | 7122KBG2LRO0 | 122K8363 4270 481044 = 14 | 425 4
25| 35 - 0 30 | 30 | 140 | Ruby 4270 486265 14 | 14 | 435
|
L
Normally closed W z I’
Brass body/Sub-bhase mounting 16
SB |15 | 15 (125 | O 25 | 60 | 75 | PCTFE | 7121FBFAGFO0 | E121F44 2995 481865 9 8 | 250 | 2 12
15 | 15 [125] 0 30 [ 70 | 75 | PCTFE 4270 481000 8 8 [370 | 2
15|15 |125] 0 55 | 70 | 75 | PCTFE 4270 486265 14 | 14 | 380 | 2
15 | 15 | 15 0 25 | 60 | 100 | Ruby | 7121FBF4GRO0 | 121F67 2995 481865 9 8 | 255 | 2 12
15 | 15 | 15 0 30 | 75 | 130 | Ruby 4270 481000 8 8 375 | 2
15 |15 | 15 0 55 100 | 120 | Ruby 4270 486265 14 | 14 | 385 | 2
25 | 35 | 25 0 10 | 28 | 100 | Ruby | 7121FBF4LR0O0 | 121F63 2995 481865 9 8 | 255 | 2 12
25 |1 35| 25 0 12 | 34 | 130 | Ruby 4270 481000 8 8 375 | 2
25 |1 35| 25 0 22 | 50 | 120 | Ruby 4270 486265 14 | 14 | 385 | 2
3 45 | 27 0 7 20 | 75 | PCTFE | 7121FBFANFO0 | E121F43 2995 481865 9 8 | 250 | 2 12
3 45 | 27 0 85 | 25 | 75 | PCTFE 4270 481000 8 8 [370 | 2
3 45 | 27 0 15 | 36 | 75 | PCTFE 4270 486265 14 | 14 | 380 | 2
3 45 | 27 0 7 20 | 100 | Ruby | 7121FBFANROO | 121F64 2995 481865 9 8 | 255 | 2 12
3 45 | 27 0 85 | 25 | 130 | Ruby 4270 481000 8 8 | 375 | 2
3 45 | 27 0 15 | 36 | 120 | Ruby 4270 486265 14 | 14 | 385 | 2
Notes:
* See Electrical Parts Group table at end of section
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Valves for oil (hydraulic) and neutral liquids 2/2 - Direct operated

DIN 43650A
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Valves for oil (hydraulic) and neutral
liquids

Pilot operated valves are ideally suited to shut-off applications of liquids with high flow and pressure.
A minimum operating pressure is required: refer to tables.

P 3

Pilot operated
Port |Orifice| Flow factors |Admissible differential | Fluid |Seat disc Reference numbers Power Wt. El. Dim
size | (mm) (L/min) pressure bar temp. 1 I OR consumption | (g) | Part | ref.
°C I T I (W) Group
Min Max Global valve Valve reference *
G kv | Qmax DC | AC reference | no. | Housing | Coil DC | AC
|
Normally closed = Eﬂ
Brass hody/Pipe mounting é:j
1/4 8 36 36 |03 2| 25 40 | 100 FKM | 7321HBG2SV00 | E321H21 1| 2995 481865 9 8 800 2 9
8 36 36 |03 30 40 | 100 FKM 4270 481000 8 8 920 2
8 36 36 | 03 2| 40 40 | 100 FKM 4270 486265 14 14 | 930 2
8 36 36 |03 2| 25 40 | 100 NBR | 7321HBG2SNOO | E321H11 1| 2995 481865 9 8 800 2 9
8 36 36 | 03 2 30 40 | 100 NBR 4270 481000 8 8 920 2
3/8 | 11 50 50 | 0.3 2| 25 40 | 100 FKM 7321HBG3TVO0 | E321H23 1| 2995 481865 9 8 780 2 9
11 50 50 [ 03 2| 30 40 | 120 FKM 4270 481000 8 8 900 2
11 50 50 | 0.3 2| 40 40 | 140 FKM 4270 486265 14 14 | 910 2
11 50 50 [ 03 2| 25 40 | 100 NBR | 7321HBG3TNOO | E321H13 1| 2995 481865 9 8 780 2 9
11 50 50 [ 03 2| 30 40 | 100 NBR 4270 481000 8 8 900 2
1/2 | 145 | 60 60 | 0.3 2| 25 40 | 100 FKM | 7321HBG4UV00 | E321H25 1| 2995 481865 9 8 740 2 9
145 60 60 |03 2| 30 40 | 120 FKM 4270 481000 8 8 860 2
145 | 60 60 | 0.3 2| 40 40 | 140 FKM 4270 486265 14 14 | 870 2
145 | 60 60 | 0.3 2| 25 40 | 100 NBR | 7321HBG4UNOO | E321H15 1| 2995 481865 9 8 740 2 9
145 60 60 |03 2| 30 40 | 100 NBR 4270 481000 8 8 860 2
I
Normally open : Eﬂ
Brass body/Pipe mounting
1/4 8 36 36 |03 2| 40 40 | 100 FKM | 7322HBG2SV00 |322H7106 1| 2995 481865 9 8 820 9
8 36 36 | 0.3 2| 40 40 | 120 FKM 4270 481000 8 8 940
8 36 36 | 0.3 2| 40 40 | 140 FKM 4270 486265 14 14 | 950
Table continued on page 92

Notes:

* See Electrical Parts Group table at end of section

1. Pilot seat discs from ruby (synthetic)

2. Minimum pressure differential = 0.3 bar for opening and 0 bar for closing

a0 Parker Lucifer SA
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Valves for oil (hydraulic) and neutral liquids 2/2 - Pilot operated
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Valves for oil (hydraulic) and neutral liquids 2/2 - Pilot operated

Port |Orifice| Flow factors |Admissible differential | Fluid |Seat disc Reference numbers Power Wt. | EL Dim
size | (mm) (L/min) pressure bar temp. T ] o0R consumption | (g) | Part | ref.
°C I T I (w) Group
Min Max Global valve Valve reference *
G kv | Qmax DC | AC reference no. | Housing | Coil DC | AC
Normally open Eﬂ
Brass body/Pipe mounting !
1/4 8 36 36 | 03 2| 25 40 | 100 NBR | 7322HBG2SNOO | 322H71 1| 2995 481865 9 8 840 9
8 36 36 | 03 2| 30 40 | 100 NBR 4270 481000 8 8 960
38 | 11 50 50 |03 2| 40 40 | 100 FKM 7322HBG3TV00 | 322H7306 1| 2995 481865 9 8 800 9
11 50 50 | 0.3 2| 40 40 | 100 FKM 4270 481000 8 8 920
11 50 50 | 0.3 2| 40 40 | 140 FKM 4270 486265 14 14 | 930
11 50 50 | 0.3 2| 40 40 | 100 NBR | 7322HBG3TNOO | 322H73 1| 2995 481865 9 8 800 9
11 50 50 |03 2| 40 40 | 100 NBR 4270 481000 8 8 920
1/2 1145 | 60 60 | 0.3 2| 40 40 | 100 FKM | 7322HBG4UV00 | 322H7506 1| 2995 481865 9 8 760 9
145 | 60 60 | 0.3 2| 40 40 | 120 FKM 4270 481000 8 8 880
145 | 60 60 | 0.3 2| 40 40 | 140 FKM 4270 486265 14 14 | 890
145 | 60 60 |03 2| 40 40 | 100 NBR | 7322HBG4AUNOO | 322H75 1| 2995 481865 9 8 760 9
145 | 60 60 | 0.3 2| 40 40 | 100 NBR 4270 481000 8 8 880
L
Normally closed . EZl
Brass hody/Sub-base mounting &
SB 14 45 45 | 03 2| 25 40 | 100 FKM 7321FBF3TV00 |E321F3202 1| 2995 481865 9 8 650 2 13
14 45 45 103 2| 30 40 | 120 FKM 4270 481000 8 8 770 2
14 45 45 | 0.3 2| 40 40 | 120 FKM 4270 486265 14 14 | 780 2
14 45 45 103 25 40 | 100 NBR 7321FBF3TNOO | E321F32 1| 2995 481865 9 8 650 2 13
14 45 45 103 30 40 | 100 NBR 4270 481000 8 8 770 2
14 45 45 103 40 40 | 100 NBR 4270 486265 14 14 | 780 2
Normally open [m
Brass hody/Sub-base mounting 3
SB 14 45 45 | 0.3 2| 40 40 | 100 FKM 7322FBF3TV00 | 322F7206 1| 2995 481865 8 650 13
14 45 45 | 0.3 2| 40 40 | 120 FKM 4270 481000 8 770
14 45 45 | 0.3 2| 40 40 | 140 FKM 4270 486265 14 14 | 780
14 45 45 | 0.3 2| 40 40 75 NBR 7322FBF3TNOO 322F72 1| 2995 481865 9 8 650 13
14 45 45 | 0.3 2| 40 40 75 NBR 4270 481000 8 8 770
Notes:
* See Electrical Parts Group table at end of section
1. Pilot seat discs from ruby (synthetic)
2. Minimum pressure differential = 0.3 bar for opening and 0 bar for closing
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Valves for oil (hydraulic) and neutral liquids 2/2 - Pilot operated
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Electrical parts options with 2/2 valves for oil (hydraulic) and neutral liquids

Note: This table is indicative only. Please contact your distributor to confirm your selection.

El.part cCoil Protection class Protection class / Power Coil Coil Connection Housing Housing Ambient temp.
Group Temperature class DC AC Order No. Ref. No. Order No. Ref.No. min. max.
1 22 mm IP 65 Class F 25W 2w DAO1 488980 for DIN plug A0 8993 -40 50
IP 65 Class F 25W 2w DA02 481045  with DIN plug A0 8993 -40 50
IP 65 Class F 5W 4W DA03 481180 for DIN plug A0 8993 -40 50
IP 65 Class F 5W 4W DA04 481530 with DIN plug A0 8993 -40 50
IP 65 EExm Il T4 5W 4W  VAO1 482605 with 1500mm cable 00 - -40 50
IP 65 EExm Il T5 25W 2W  VAO02 482606 with 1500mm cable 00 - -40 50
2 32 mm IP 65 Class F I9IW 8W Dz02 481865 for DIN plug N1 2995 -40 50
(Std) IP 65 I9IW 8W DZ03 482725 with DIN plug N1 2995 -40 50
IP 65 Class H I9IW 8W DZ04 492453 for DIN plug N1 2995 -40 50
IP 65 9W 8W DZ05 492726  with DIN plug N1 2995 -40 50
IP 65 Class F, 50/60 Hz - 9W Dz06 483510 for DIN plug N1 2995 -40 50
IP 65 - 9w Dz07 482635 with DIN plug N1 2995 -40 50
IP 65 EEx m Il T4 I9IW 8w Hzo5 492670 with 3000mm cable 00 - -40 40
IP 65 Class H 14W 14W DZ08 492425 for DIN plug N1 2995 -40 50
IP 65 14W 14W DzZ09 492727  with DIN plug N1 2995 -40 50
50 mm IP10 /1P 44 Class F 8W 8w EZ01 481000 screw-terminals EO 4270 -40 50
(Std) IP10/1P 44  Class H 8W 8W EZ02 485100 screw-terminals EO 4270 -40 50
IP10/1P 44 Class H 14W 14W EZ92 486265 screw-terminals EO 4270 -40 50
IP 67 Class F, M20x1.5 8W 8W EZ01 481000 screw-terminals G1 4538 -40 50
IP 65 EEx m Il T5/T4 9W 8WwW VZ01 492070 with 1500mm cable 00 - -40 40/65
IP 67 EEx me Il T4 8W 8WwW HZ06 483371 for cable connection 00 - -40 65
IP 66 EEx me Il T3/T4 11TW 9w VZ03 492190 for cable connection 00 - -40 75/40
[ 3 ]32mm IP 65 Class H - 14W DZ08 492425 for DIN plug N1 2995 -40 50
4 50 mm (impulse) IP10/1P 44  Class F - 11W  MZo1 484990 screw-terminals E1 4269 -40 50
IP10 /1P 44 Class F 13 W - Mz02 485400 screw-terminals E1 4269 -40 50
[ 5 ]50mm IP 54 EExdIIC T4/T5/T6 8W 8W HZ08 483250 forcable 1/2 NPT 00 - -40 80175060
6 32 mm IP 65 Class F 16W - DZ10 482740 for DIN plug N1 2995 -40 50
(Miniwatt) IP 65 Class F 1.6W - DZ11 482745  with DIN plug N1 2995 -40 50
50 mm IP 67 EEx me Il TS5 25W - VZ04 491117  for cable connection 00 - -40 65
(Miniwatt) IP 67 EEx m Il T5/T4 25W 25W VZ05 492370 with 1500mm cable 00 - -40 40/65
IP 66 EEx me Il T6/T5 25W 25W VZ06 492390 for cable connection 00 - -40 40/75
7 32 mm IP 65 EExiall C T6 04W - Dz12  483580.01 for DIN plug N1 2995 -40 55
IP 65 04W - DZ13  483960.01 with DIN plug N1 2995 -40 55
50 mm IP 66 EExiall C T6 04W - VZ07  488650.01 for cable connection 00 - -40 65
IP 67 04W - VZ08  488660.01 with 2000mm cable 00 - -40 65
IP 65 04W - VZ09  488670.01 with DIN plug 00 - -40 65
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High corrosion-resistant valves (Stainless Steel) 2/2

ACTUATION BODY MATERIAL FUNCTION CONNECTION ORIFICE MAX. PRESSURE PAGE
(MIM) (BAR)
Direct operated 303 Stainless steel hody Normally closed 1/4 | 15t05 | 100.0 | 9%
Notes:

Direct operated valves: pressure range from 0 to max pressure.

95 Parker Lucifer SA
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High corrosion-resistant valves (Stainless
Steel)

Applications

The valves in this section are made of corrosion-resistant material internally and externally.
Please refer to the fluid compatibility chart in this catalogue for detailed fluid compatibility.

IA

Direct operated

Port |Orifice| Flow factors Admissible Fluid temp. Seat Reference numbers Power Wt. | EL Dim
size | (mm) (L/min) differential °C disc ‘ 1 I OR consumption| (g) | Part | ref.
pressure bar 1T 1 (W) Group
Liquids | Gases | Min Max Gas |Liquid | Oil Global valve Valve reference *
G W |amax| an DC ‘ AC reference | no. |Housing| Coil DC | AC
2
Normally closed N 1 T m
303 Stainless steel hody/Pipe mounting . (L e
1/4 | 15 |15(125/ 80 | 0 |20 |[20 |100 100|100 | FKM |7121VVG2GV0O | 121V5406 2995 | 481865 | 9 8 [410| 2 6
15 |15(125] 80 | 0 |20 |20 |120|120 [ 120 | FKM 4270 | 481000 | 8 8 [530] 2
15 (15|15 80 [ 0 |25 |60 - | 100 [ - | Ruby |7121VVG2GR0O | 121V5463 2995 | 481865 | 9 8 [410| 2 6
15 (15|15 80 | 0 |30 |75 - |130| - | Ruby 4270 | 481000 | 8 8 [530| 2
15 |15|15] 80 | 0 |55 (100 | - |140| - | Ruby 4270 | 486265 | 14 | 14 | 540
25 |35(|85(220| 0 14 | 100 | 100 [ 100 | FKM | 7121VVG2LV0O | 121V5706 2995 | 481865 | 9 8 [410| 2 6
25 (3585220 0 14 (120 | 120 | 120 | FKM 4270 | 481000 | 8 8 [530] 2
25 13585220 0 (14 |14 |120 {120 |120 | FKM 4270 | 486265 | 14 | 14 | 540
25 |35|25(|220| 0 (10 |28 - | 100 - | Ruby | 7121VVG2LROO | 121V5763 2995 | 481865 | 9 8 [410| 2 6
25 (35|25(220| 0 |12 |34 - 130 | - | Ruby 4270 | 481000 | 8 8 [530| 2
25 13525220 0 (22 |50 - | 140 | - | Ruby 4270 | 486265 | 14 | 14 | 540
3 (459 (315 0 |85 |10 [ 75 | 75 | 75 | FKM |7121VVG2NV1D |121V53061D = 483250 | 8 8 [1375| 5 |[6773
3 [45(27 315 0 7 |10 | 100|100 [ 100 | FKM |7121VVG2NVOO | 121V5306 2995 | 481865 | 9 8 [410| 2 6
3 [45(27 315 0 |85 |10 120|120 | 120 | FKM 4270 | 481000 | 8 8 [530| 2
3 [45(27 (315 0 |10 |10 [120|120 | 120 | FKM 4270 | 486265 | 14 | 14 | 530
3 [45(27 315 0 7 120 - | 100 - | Ruby |7121VVG2NROO | 121V5363 2995 | 481865 | 9 8 [410| 2 6
3 [45(27 315 0 |85 |25 - |130| - | Ruby 4270 | 481000 | 8 8 [530] 2
3 [45(27 3150 |15 |36 - | 140 | - | Ruby 4270 | 486265 | 14 | 14 | 540
4 7 |10.5) 450 | 0 10 (100|100 | 100 | FKM | 7121VVG2QV00 | 121V5206 2995 | 481865 | 9 8 [410| 2 6
4 7 [10.5/ 450 | 0 10 (120 | 120 | 120 | FKM 4270 | 481000 | 8 8 [530] 2
4 7 (1051450 | 0 |10 - | 120 | 120 [ 120 | FKM 4270 | 486265 | 14 - | 540
4 7 |35]450 | 0 12 - | 100 - | Ruby |7121VVG2QRO00 | 121V5263 2995 | 481865 | 9 8 [410| 2 6
4 7 |35]|450 | 0 15 - |130| - | Ruby 4270 | 481000 | 8 8 [530] 2
4 7 135|450 | 0 |10 |22 - | 130 - | Ruby 4270 | 486265 | 14 | 14 | 540
4 7 |3 450 | 0 [35 |35 = - | 100 | PTFE | 7121VVG2QTO00 | 121V5212 2995 | 481865 | 9 8 |410| 2 6
4 7 135|450 | 0 |35 |35 - - | 130 | PTFE 4270 | 481000 | 8 8 [530] 2
Table continued on page 98

Notes:
*See Electrical Parts Group table at end of section
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High corrosion-resistant valves (Stainless Steel) 2/2 - Direct operated
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High corrosion-resistant valves (Stainless Steel) 2/2 - Direct operated

Port |Orifice| Flow factors Admissible Fluid temp. Seat Reference numbers Power Wt. | EL Dim
size | (mm) (L/min) differential °C disc ‘ 1 I o0R consumption| (g) | Part | ref.
pressure bar (W) Group
Liquids | Gases | Min Max Gas |Liquid [ Oil Global valve Valve reference *
G kv |omax an DC | AC reference no. |Housing| Coil DC | AC
2|
Normally closed MV ; I’
303 Stainless steel body/Pipe mounting 14:)
14| 5 |10 |11.5( 750 | 0 (28 | 7 75 | 75 | 75 | FKM | 7121VVG2SV1D [121V51061D = 483250 | 8 8 |1375| 5 |6773
5 [10 (1151750 | 0 2 7 100|100 | 100 | FKM |7121VVG2SV00 | 121V5106 2995 | 481865 | 9 8 (410 2 6
5 [10 (115,750 | 0 |28 | 7 [120{100 | 120 | FKM 4270 | 481000 | 8 8 |530| 2
5 [10 {115/ 750 | O 7 1120|120 [ 120 | FKM 4270 | 486265 | 14 | 14 | 540
5 |10 (40| 750 | O 8.5 - |100 | - | Ruby |7121VVG2SR00 | 121V5163 2995 | 481865 | 9 8 (410 2 6
5 (1040|750 | O |35 |10 - | 130 | - | Ruby 4270 | 481000 | 8 8 |530| 2
5 |10(40|750 | 0 |65 |14 - | 140 - | Ruby 4270 | 486265 | 14 | 14 | 540
5 (1035|750 | O 2 |28 | 100|100 | 100 | PTFE | 7121VVG2ST00 | 121V5112 2995 | 481865 | 9 8 410 2 6
5 (1035|750 | 0 |28 |28 130|130 | 130 | PTFE 4270 | 481000 | 8 8 |530| 2
Notes:
* See Electrical Parts Group table at end of section
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High corrosion-resistant valves (Stainless Steel) 2/2 - Direct operated
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Electrical parts options with 2/2 high corrosion resistant stainless steel valves

Note: This table is indicative only. Please contact your distributor to confirm your selection.

El.part cCoil Pri ion class Prc class/ Power Coil Coil Connection Housing Housing Ambient temp.
Group Temperature class DC AC Order No. Ref. No. Order No. Ref.No. min. max.
1 22 mm IP 65 Class F 25W 2W DAO1 488980 for DIN plug A0 8993 -40 50
IP 65 Class F 25W 2W DA02 481045 with DIN plug AO 8993 -40 50
IP 65 Class F 5W 4W  DAO3 481180 for DIN plug AO 8993 -40 50
IP 65 Class F 5W 4W DA04 481530  with DIN plug A0 8993 -40 50
IP 65 EExm Il T4 5W 4W  VAO1 482605 with 1500mm cable 00 - -40 50
IP 65 EExmIl T5 25W 2W  VA02 482606 with 1500mm cable 00 - -40 50
2 32 mm IP 65 Class F IW 8W Dz02 481865 for DIN plug N1 2995 -40 50
(Std) IP 65 I9IW 8W DZ03 482725  with DIN plug N1 2995 -40 50
IP 65 Class H 9W 8W Dz04 492453  for DIN plug N1 2995 -40 50
IP 65 IW 8W DZ05 492726  with DIN plug N1 2995 -40 50
IP 65 Class F, 50/60 Hz - IW DZ06 483510 for DIN plug N1 2995 -40 50
IP 65 - 9IW Dz07 482635 with DIN plug N1 2995 -40 50
IP 65 EExm Il T4 I9W 8W Hz05 492670 with 3000mm cable 00 - 40 40
IP 65 Class H 14W 14W DZ08 492425 for DIN plug N1 2995 -40 50
IP 65 14W 14W DZ09 492727  with DIN plug N1 2995 -40 50
50 mm IP10/IP44  Class F 8W 8W EZ01 481000 screw-terminals EO 4270 -40 50
(Std) IP10/ 1P 44 Class H 8w 8WwW EZ02 485100 screw-terminals EO 4270 -40 50
IP10/ 1P 44 Class H 14W 14W EZ92 486265 screw-terminals EO 4270 -40 50
IP 67 Class F, M20x1.5 8W 8W EZ01 481000 screw-terminals G1 4538 -40 50
IP 65 EEx m Il T5/T4 9W 8W  VZoi 492070 with 1500mm cable 00 - -40 40/65
IP 67 EEx me Il T4 8W 8W Hz06 483371 for cable connection 00 - -40 65
IP 66 EEx me Il T3/T4 11TW 9w VZ03 492190 for cable connection 00 - -40 75/40
[ 3 ]|32mm IP 65 Class H - 14W DZ08 492425 for DIN plug N1 2095 -40 50
4 50 mm (impulse)  IP10/ 1P 44 Class F - 11W  MZ01 484990 screw-terminals E1 4269 -40 50
IP10/1P 44 Class F 13W - Mz02 485400 screw-terminals E1 4269 -40 50
[ 5 |50mm IP 54 EExdIICT4/T5T6  8W 8W  HZ08 483250 forcable 1/2 NPT 00 - -40 80/75/60
6 32 mm IP 65 Class F 16W - Dz10 482740 for DIN plug N1 2995 -40 50
(Miniwatt) IP 65 Class F 1.6W - DZ11 482745 with DIN plug N1 2995 -40 50
50 mm IP 67 EEx me Il T5 25W - VZ04 491117  for cable connection 00 - -40 65
(Miniwatt) IP 67 EEx m Il T5/T4 25W 25W VZ05 492370 with 1500mm cable 00 - -40  40/65
IP 66 EEx me Il T6/T5 25W 25W VZ06 492390 for cable connection 00 - -40 40/75
7 32 mm IP 65 EExiallC T6 04W - DZ12  483580.01 for DIN plug N1 2995 -40 55
IP 65 04W - DZ13  483960.01 with DIN plug N1 2995 -40 55
50 mm IP 66 EExiall C T6é 04 W - VZ07  488650.01 for cable connection 00 - -40 65
IP 67 04W - VZ08  488660.01 with 2000mm cable 00 - -40 65
IP 65 04W - VZ09  488670.01 with DIN plug 00 - -40 65
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Servicio de

Oil burner valves 2/2
(incl. TUV approved types)

ACTUATION BODY MATERIAL FUNCTION CONNECTION ORIFICE MAX. PRESSURE PAGE
(MM) (BAR)
Direct operated Brass hody Normally closed 1/8 22t03 50.0 102
1/4 12t03 100.0 104
3/8 41011 30.0 104
1/2 14 30.0 104
Normally open 1/8 2.5 30.0 106
1/4 25t04 30.0 106
Pilot operated Brass hody Normally closed 1/4 8 40.0 108
3/8 11 40.0 108
1/2 1451015 40.0 108
SB 14 40.0 110
Normally open 1/4 8 40.0 108
3/8 11 40.0 108
1/2 14.5 40.0 110
SB 14 40.0 110
Notes:

Direct operated valves: pressure range from 0 to max pressure.
Pilot operated valves: pressure range from 0.3 to 0.5 bar to max. pressure (refer to tables).

101 Parker Lucifer SA
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Qil burner valves

(incl. TUV approved types)

Applications

TOV approved types are described in more detail in Data Sheet 8634/GB.
TUV approved models are safety shut-off solenoid valves for oil burner systems
according to DIN EN 264 and fuel oils EL, L, M and S according to DIN 51603.

—

Direct operated

y _ B |
B W N
N B
& N
& N
y /|
A
_-

Port |Orifice| Flow factors | Admissible differential | Fluid |Seat disc Reference numbers Power Wt. Dim
size | (mm) (L/min) pressure bar temp. ‘ 1 I oOR consumption | (g) ref.
°C I I I (W)
Min Max Global valve Valve reference no.
G kv Iumax ’ DC | AC reference I | Housing | Coil DC | AC
|
Normally closed W ; Z’
Brass body/Pipe mounting i}
18 | 22 | 28 | 11 0 = 25 120 | Ruby | 7121ZBG1LRTO - 1/2995.20 483764 = 9 270 | 7863
22 | 28 | 11 0 - 33 120 Ruby 2995.20 492425 - 14 | 270
25 | 28 | 16 0 10 24 75 Ruby | 7121ZBG1LR0O0 - 2995 481865 9 8 270 | 7893
25 | 28 | 16 0 5 13 75 Ruby 2995 482730 7 6 270
25 | 28 | 16 0 10 33 = Ruby | 7121ZCBG1LR00 - 4270 481000 8 8 390 | 7893
25 | 35 | 25 0 10 28 100 | Ruby | 7121KBG1LR00 | E121K23 2995 481865 9 8 300 3
25 | 35| 25 0 12 34 130 Ruby 4270 481000 8 8 420
25 | 35| 25 0 22 50 120 Ruby 4270 486265 14 14 | 430
Table continued on page 104
Notes:
1. TUV approved for oil burners
102 Parker Lucifer SA
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Oil burner valves 2/2 - Direct operated

Servicio de Att. a

DIN 43650A
g Values in brackets for i 3/8 valves
_MS&x5mm  Valeurs entre parenthése pour valves G 3/¢

- Angaben in Klammern fiir G 3/8 Ventile
wh
A
195 24
4481865
",
@® o3
o]
4356928
T k3
volom _ 1
i PN —
\ —G
488647 22
19
16
=t |

- Hh 423630

Dimension reference 7893
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Servicio de Att. al Clien

0il burner valves 2/2 - Direct operated

Port |Orifice| Flow factors | Admissible differential | Fluid |Seat disc Reference numbers Power Wt. Dim
size | (mm) (L/min) pressure bar te:np. ‘ 1 I OR consumption | (g) ref.
(4 I I \ (W)
Min Max Global valve Valve reference no.
G kv | Qmax DC | AC reference | Housing | Coil DC | AC
2
. . Normally closed N l t :lZ’
Brass hody/Pipe mounting 1(L -
1/8 3 4 = 0 = 30 160 | Ruby | 7121KBGINRTO | 121K2423 1|8760.23 483824 = 19 | 420 | 107
3 4 - 0 - 30 160 | Ruby 8520.23 483824 - 19 | 480
14 | 12 |085| 85 | O 36 80 100 | Ruby | 7121KBG2ER00 | E121K65 2995 481865 9 8 290 3
12 |085| 85 | O 43 100 130 | Ruby 4270 481000 8 8 410
12 {085| 85 | O 75 100 120 | Ruby 4270 486265 14 14 | 420
15 | 1.5 | 15 0 25 60 100 | Ruby | 7121KBG2GR00 | E121K67 2995 481865 9 8 290 3
15 | 15 | 15 0 30 75 130 | Ruby 4270 481000 8 8 410
15 | 15 | 15 0 55 100 120 | Ruby 4270 486265 14 14 | 420
25 | 35 | 25 0 10 28 100 | Ruby | 7121KBG2LR0O0 | E121K63 2995 481865 9 8 290 3
25 | 35| 25 0 12 34 130 | Ruby 4270 481000 8 8 410
25 135 | 25 0 22 50 120 | Ruby 4270 486265 14 14 | 420
& 45 = 0 = 30 160 | Ruby - 121K6423 1|8520.23 483824 = 19 | 470 | 107
3 45 = 0 = 30 160 | Ruby | 7121KBG2NRTO | 121K6423 8760.23 483824 = 19 | 410 | 107
3 45 | 27 0 7 20 100 | Ruby | 7121KBG2NROO | E121K64 2995 481865 9 8 290 3
3 45 | 27 0 8.5 25 130 | Ruby 4270 481000 8 8 410
3 45 | 27 0 15 36 120 | Ruby 4270 486265 14 14 | 420
3/8 4 75 (105 | 0 4 10 100 FKM | 7121KBG3QV00 | 121K3206 2995 481865 9 8 340 3
4 75 (105 | 0 5 10 120 FKM 4270 481000 8 8 460
4 75 (105 | 0 10 10 120 FKM 4270 486265 14 14 | 470
5 11 [115] 0 2 7 100 FKM 7121KBG3SV00 | 121K3106 2995 481865 9 8 340 3
5 11 |115] 0 2.8 7 120 FKM 4270 481000 8 8 460
5 11 |115] 0 5 7 120 FKM 4270 486265 14 14 | 470
6 12 (125 0 1.1 5 100 FKM | 7121KBG3UV00 | 121K3306 2995 481865 9 8 340 3
6 12 |125] 0 15 5 120 FKM 4270 481000 8 8 460
6 12 |125] 0 3 5 120 FKM 4270 486265 14 14 | 470
11 22 |135| 0 = 30 2| 160 FKM 7121GBG34VT0 | 121G2320 1|8760.23 483541 = 20 = 108
1 22 |135| 0 - 30 2| 160 FKM 8520.23 483541 - 20 -
12 | 14 25 15 0 = 30 2| 160 FKM 7121GBG45VTO | 121G2520 1|8760.23 483541 = 20 = 108
14 25 15 0 - 30 2| 160 FKM 8520.23 483541 - 20 -
14 25 15 0 = 19 160 FKM 7121GBG45VT1 | 121G2523 1|8520.23 483824 = 19 | 480 | 107
Table continued on page 106
Notes:
1. TUV approved for oil burners
2. Max. static pressure = 30 bar; max pressure differential = 0.2 bar
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Oil burner valves 2/2 - Direct operated

Servicio de Att. al Clie|
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Dimension reference 3

DIN 43650A
~

Values in brackets for G 3/8 valves
M5xSmm  Valeurs entre parenthése pour valves G 3/8

Angaben in Klammern fir G 3/8 Ventile
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Dimension reference 107
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Dimension reference 108
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Servicio de

Oil burner valves 2/2 - Direct operated

Port |Orifice| Flow factors | Admissible differential | Fluid |Seat disc Reference numbers Power Wt. Dim
size | (mm) (L/min) pressure bar temp. T | consumption | (g) ref.
OR
°C I I I (W)
Min Max Global valve Valve reference no.
G kv |nmax DC | AC reference | | Housing | Coil DC | AC

Normally open Y, /]

Brass hody/Pipe mounting )\ r

1/8 | 25 | 35 = 0 = 30 160 | Ruby | 7122KBG1LRTO | 122K9321 1|8760.23 483824 = 19 | 455 | 105
25 | 35 - 0 - 30 160 | Ruby 8520.23 483824 - 19 | 515
25 | 35 - 0 - 30 140 | Ruby | 7122KBG1LR0O0 | 122K9363 4270 481044 - 14 | 445 4
25 | 35 - 0 30 30 140 | Ruby 4270 486265 14 | 14 | 455

1/4 | 25 | 35 - 0 = 30 160 | Ruby | 7122KBG2LRTO | 122K8321 1|8760.23 483824 = 19 | 435 | 105
25 | 35 - 0 - 30 160 | Ruby 8520.23 483824 - 19 | 495
25 | 35 = 0 = 30 140 | Ruby | 7122KBG2LR00 | 122K8363 4270 481044 = 14 | 425 4
25 | 35 - 0 30 30 140 | Ruby 4270 486265 14 | 14 | 435
4 6.5 ° 0 = 30 160 | Ruby | 7121KBG2QRTO | 121K6220 1|8520.23 483541 = 20 = 105
4 6.5 - 0 - 30 160 | Ruby 8760.23 483541 - 20 -

Notes:

1. TUV approved for oil burners
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Oil burner valves 2/2 - Direct operated
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Oil burner valves 2/2 - Pilot operated

—_

Pilot operated

Servicio de Att. al

Port |Orifice| Flow factors | Admissible differential | Fluid |Seat disc Reference numbers Power Wt. Dim
size | (mm) (L/min) pressure bar temp. T [ consumption | (g) ref.
°C I \ \ (W)
Min Max Global valve Valve reference no.
G kv | Qmax ‘ DC | AC reference | Housing | Coil DC | AC
|
Normally closed 2 Eﬂ
Brass body/Pipe mounting ;j
1/4 8 36 36 | 03 2| 25 40 100 FKM 7321HBG2SV00 | E321H21 1| 2995 481865 9 800 9
8 36 36 |03 30 40 100 FKM 4270 481000 8 8 920
8 36 36 | 03 2| 40 40 100 FKM 4270 486265 14 14 | 930
38 | 11 40 40 | 03 2| - 30 160 FKM 7321HBG3TVTO | 321H2322 3|8760.23 483541 = 20 | 1070 | 104
1 40 40 |03 2| - 30 160 FKM 8520.23 483541 - 20 (1010
11 50 50 | 03 2| 25 40 100 FKM 7321HBG3TV00 | E321H23 1| 2995 481865 9 780 9
11 50 50 | 03 2| 30 40 120 FKM 4270 481000 8 900
1 50 50 |03 2| 40 40 140 FKM 4270 486265 14 14 | 910
1/2 1145 | 60 60 | 03 2| 25 40 100 FKM | 7321HBG4UV00 | E321H25 1| 2995 481865 740 9
145 | 60 60 | 03 2| 30 40 120 FKM 4270 481000 860
145 | 60 60 | 0.3 2| 40 40 140 FKM 4270 486265 14 14 | 870
15 60 60 | 0.3 = 30 160 FKM | 7321HBG4UVTO | 321H2522 3 |8760.23 483541 = 20 | 870 | 104
15 60 60 | 03 2| - 30 160 FKM 8520.23 483541 - 20 | 870
1
Normally open T Eﬂ
Brass hody/Pipe mounting
1/4 8 36 36 | 03 2| 40 40 100 FKM 7322HBG2SV00 | 322H7106 1| 2995 481865 9 820 9
8 36 36 | 03 2| 40 40 120 FKM 4270 481000 8 8 940
8 36 36 | 03 2| 40 40 140 FKM 4270 486265 14 14 | 950
38 | 11 50 50 |03 2| 40 40 100 FKM 7322HBG3TV00 | 322H7306 1| 2995 481865 9 800 9
11 50 50 | 0.3 2| 40 40 100 FKM 4270 481000 8 920
11 50 50 | 0.3 2| 40 40 140 FKM 4270 486265 14 14 | 930
Table continued on page 110
Notes:
1. Pilot seat discs from ruby (synthetic)
2. Minimum pressure differential = 0.3 bar for opening and 0 bar for closing
3. TUV approved for oil burners
108 Parker Lucifer SA
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0il burner valves 2/2 - Pilot operated
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0il burner valves 2/2 - Pilot operated

Servicio de Att. a

Port |Orifice| Flow factors | Admissible differential | Fluid |Seat disc Reference numbers Power Wt. Dim
size | (mm) (L/min) pressure bar temp. T I consumption | (g) ref.
OR
°C I 1 1 (W)
Min Max Global valve Valve reference no.
G kv |0max DC | AC reference | | Housing | Coil DC | AC
I
Normally open < EE
Brass hody/Pipe mounting 1
1/2 1145 | 60 60 |03 1] 20 20 100 FKM 7322GBG4UV00 | 322G7506 2995 481865 9 8 760 9
145 | 60 60 |03 1] 20 20 100 FKM 4270 481000 8 8 880
145 | 60 60 | 0.3 1] 40 40 100 FKM 7322HBG4UV00 | 322H7506 2| 2995 481865 9 8 760 9
145 | 60 60 | 0.3 1| 40 40 120 FKM 4270 481000 8 8 880
145 | 60 60 | 0.3 1] 40 40 140 FKM 4270 486265 14 14 | 890
Normally closed
Brass hody/Sub-base mounting
SB 14 45 45 | 03 1| 25 40 100 FKM 7321FBF3TV00 |E321F3202 2| 2995 481865 9 650 13
14 45 45 |1 03 1] 30 40 120 FKM 4270 481000 8 770
14 45 45 |1 03 1] 40 40 120 FKM 4270 486265 14 14 | 780
I
Normally open < Eﬂ
Brass body/Sub-bhase mounting !
SB 14 45 45 | 0.3 1] 40 40 100 FKM 7322FBF3TV00 | 322F7206 2| 2995 481865 9 650 13
14 45 45 |1 03 1] 40 40 100 FKM 4270 481000 8 770
14 45 45 | 03 1] 40 40 140 FKM 4270 486265 14 14 | 780
Notes:
1. Minimum pressure differential = 0.3 bar for opening and 0 bar for closing
2. Pilot seat discs from ruby (synthetic)
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Oil burner valves 2/2 - Pilot operated

Servicio de Att. a

DIN 43850 A
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Dry operator valves for corrosive fluids

Servicio de

2/2

ACTUATION BODY MATERIAL FUNCTION CONNECTION ORIFICE MAX. PRESSURE PAGE
(MM) (BAR)
Direct operated 303 Stainless steel hody Normally closed 1/4 NPT 2t04.5 5.0 114
Teflon body 1/4 NPT 2t04.5 5.0 114

Direct operated valves: pressure range from 0 to max pressure.

113
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Servicio de Att. a

Dry operator valves for corrosive fluids

Applications

The plunger is physically separated from the fluid by a soft diaphragm, isolating the plunger and the
pilot tube from the main corrosive fluid. The fluid is only in contact with the body and the diaphragm.

IA

Direct operated

Port size |Orifice | Flow factors Admissible Fluid temp. |Seat disc Reference numbers Power Wt. Dim
(mm) | (L/min) |differential pressure °C ‘ 1 I OR consumption| (g) ref.
bar \ \ \ (W)
Min Max Global valve Valve reference no.
NPT kv |l]max DC | AC reference | Housing | Coil DC | AC
|
Normally closed M{ : Z’

303 Stainless steel body/Pipe mounting i}
1/4NPT | 2 23| - |0 5 5 60 BunaN | 71214VN2KNOO - 2995 481865 9 8 | 480 | 113
2 23| - |0 60 PTFE | 71214VN2KT00 - 2995 481865 9 8 | 480 | 113
3 [33]| - |0 (35 |35 60 BunaN | 71214VN2MNOO - 2995 481865 9 8 | 480 | 113
3 |33 - [0 (35 (35 60 PTFE | 71214VN2MTO00 - 2995 481865 9 8 | 480 | 113
4 - |0 |25 |25 60 BunaN | 71214VN2QN0OO - 2995 481865 9 8 | 480 | 113
4 - |0 |25 |25 60 PTFE | 71214VN2QT00 - 2995 481865 9 8 | 480 | 113
45 (67| - |0 14 (1.4 60 BunaN | 71214VN2SN0O - 2995 481865 9 8 | 480 | 113
45 (67| - |0 14 (1.4 60 PTFE | 71214VN2ST00 - 2995 481865 9 8 | 480 | 113

-

Normally closed Mf = Z’

Teflon body/Pipe mounting 5
1/4 NPT 23 - |0 5 5 60 PTFE | 71214TN2KTO00 - 2995 481865 9 8 |365 | 110
33| - |0 (35 |35 60 PTFE | 71214TN2MT00 - 2995 481865 9 8 |[365 | 110
5 - |0 |25 |25 60 PTFE | 71214TN2QT00 - 2995 481865 9 8 | 365 | 110
45 (67| - |0 14 (1.4 60 PTFE | 71214TN2ST00 - 2995 481865 9 8 |365 | 110
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Dry operator valves for corrosive fluids 2/2 - Direct operated

Servicio de
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Dimension reference 113
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Dry operator valves for corrosive fuids

Fluid compatibility chart

Stainless | BUNAN | Teflon* | Noryl Stainless | BUNAN | Teflon* | Noryl

Steel 18-8, | (Nitrile) Steel 18-8, | (Nitrile)

302, 303, 302, 303,

304, 305 304, 305
Acetic Acid 8% S NR S S Nickle Nitrate T T S S
Acetone S NR S NR Nitrobenzene NR NR S NR
Acetylene Dry S S S U Nitrogen S S S S
Air Lubricated 120°C (248°F) S NR S S Nitrous Oxide T S S U
Air Lubricated 82°C (180°F) S S S S n-Octyl Alcohol U T S U
Air Unlubricated 120°C (248°F) S NR S S Olive Qil S S S S
Air Unlubricated 82°C (180°F) S S S S Oxygen S NR S S
Alcohol Ethyl (Ethanol) S NR S F Ozone T NR S U
Alcohol Methyl (Methanol) S S S F Perchloroethylene F NR S NR
Ammonia Gas Anhydrous 20 S S S S n-Propyl Acetobne U NR S U
Argon S S S U Propyl Alcohol S T S U
Beer S S S S Pyridine S NR S T
Benzene S NR S NR Pyrolube U NR U U
Boric Acid S NR S S Quick Silver U S S U
Citric Acid 10% S S S S Red 0il U S S U
Cod Liver Qil S S S U Rust Inhibitors U S U U
Coffee S S S U Shellac S S S U
Diesel Fuel S T S NR Silicone Qil S S S S
Ethylene Glycol (Antifreeze) S S S S Sodium Phosphates T S S S
Freon 12 S S S NR Steam 140°C (298°F) S NR S S
Freon 22 S NR S NR Steam 180°C (356°F) S NR S T
Fuel Oil S T S S Stoddard Solvent S S S NR
Gasoline Leaded S S S NR Sucrose Solution S S S S
Gasoline Unleaded S NR S NR Sulfur T NR S S
Helium S S S S Sulfur Hexaflouride S NR S U
Hydraulic Fluids - Fire Resistant S NR S U Toluene S NR S NR
Cellulube Phosphate Ester Trichloroethylene T NR S NR
Pydraul S NR S U Trimethylpentane U S S U
Skydrol S NR S NR Trisodium Phosphate T F S S
Petroleum S S S NR Turpentine S S S S
Jet Fuel S T - NR Urea S T S S
Kerosene S S S NR Varnish S T S U
Ketones T NR S NR Vegetable Ol S S S U
Lard (Animal Fat) S S S U Vinegar T T S S
Lead Acetate NR NR S F Water Boiler Feed S S S U
Linseed Qil S S S S Water Deionized Distilled S T S S
Lime & Water NR S S U Water Fresh <82°C (180°F) S S S S
Lubricating Qil S S S T Water Fresh <100°C (212°F) S NR S S
Methane S S S U Water Return Condensate S S S U
Methanol Alcohol-Methyl S S S T Water Sea/Salt T S S S
Methyl Ethyl Ketone (MEK) F NR S NR Whiskey S S S S
Mineral Spirits S S S Wine S S S S
Motor Qil S S S S Xylene S NR S NR
Naptha S S S NR Zinc Chloride NR S S S
Natural Gas S S S U Zinc Sulfate T T S S
Notes

The data shoud be used as a guide, and not as a final recommendation.
S = Satisfactory; T = Test to Verify, F = fair; U = No Data Available, NR = Not Recommended Unless Otherwise Stated,
Media are at 100% Concentration and at Room Temperture.

Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genéve
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Fast switching valves 2/2
ACTUATION BODY MATERIAL FUNCTION CONNECTION |  ORIFICE | MAX. PRESSURE PAGE
(MM) (BAR)
Magnalift Brass hody Normally closed 38 | 8 | 7.0 | 118
Notes:

Magnalift valves: pressure range from 0 to max pressure.

117 Parker Lucifer SA
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Fast switching valves

Applications

- Where extremely short response times and/or dry air service are required

- Textile weaving machines

- Printing machines

- Sorting machines

- Banknote counting machines.

Servicio de

Magnalift
Port |Orifice| Flow factors | Admissible differential | Fluid |Seat disc Reference numbers Power Wt. Dim
size | (mm) (L/min) pressure bar temp. 1 I oR consumption | (g) ref.
°C I I I (W)
Min Max Global valve Valve reference no.

G kv |0max DC | AC reference | | Housing | Coil DC | AC

|

L

N
. . ormally closed g m
Brass body/Pipe mounting 1
3/8 8 = 40 0 7 = = PUR - 221J3301E 1{2995.60 483816 14 = 360 5
8 - 40 0 7 - - PUR 4270.60 486265 14 - 490

Notes:

1. Fast response and long life
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Servicio de

Fast switching valves 2/2 - Magnalift
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Dimension reference 5
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