
Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

Page

3- & 4-way valves for 
pneumatic applications

AIR

Applications
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4-way pneumatic valves for pipe connection/Sub-base mounting 187

3- & 4-way pneumatic valves for actuator control
(pipe mounted / spool design) 238

EExPress Bus Manifold for actuator control 317

316L St. Steel 3-way pneumatic valves for Offshore applications 273

.   .   .   .   .    .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .
3-way pneumatic valves for actuator control
(pipe mounted and with NAMUR interface) 225
.   .   .   .   .    .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .3-way Stackable valves for actuator control 233

.   .   .   .   .    .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .
3- & 4-way pneumatic valves for actuator control
(pipe mounted / poppet design) 248

.   .   .   .   .    .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .
3- & 4-way pneumatic valves for actuator control
(NAMUR interface / spool design) 258

.   .   .   .   .    .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .
3- & 4-way pneumatic valves for actuator control
(NAMUR interface / poppet design) 270

.   .   .   .   .    .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .
316L St. Steel 3-way pneumatic valves for actuator control
(pipe mounted and with NAMUR interface) 287

.   .   .   .   .    .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .
316L St. Steel 4-way pneumatic valves for actuator control
(pipe mounted  / spool design) 296

.   .   .   .   .    .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .
316L St. Steel 3- or 4-way pneumatic valves for actuator control
(NAMUR interface  / spool design) 308
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4-way pneumatic valves for pipe connection/sub-
base mounting

ACTUATION CONNECTION ORIFICE
 (MM)

MAX. PRESSURE
(BAR)

PAGE

1/8Pilot operated 19610.04

1/4 188/198/202/20440.06 to 8

3/8 20015.08

1/2 21215.014

SB 190/214/21610.04 to 15

CETOP 21610.06

1/4Impulse coil 192/20015.08

1/2 21215.014

SB 194/21610.015

CETOP 22010.06

1/8Two solenoids and main pressure supply 19810.04

1/4 206/20810.08

SB 21410.04

CETOPExternal pressure supply 21810.06

1/4Double external pressure supply 21010.08

Notes:
Pilot operated valves: pressure range from 1 or 2 bar to max. pressure (refer to tables).
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4-way pneumatic valves for pipe 
connection/sub-base mounting

Anod. aluminium body/Pipe mounting
4/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

341B3403 21/4 NBR 1 70075 367341BAG2JNM0630 2995 4818656 1 10 9 810

2NBR 82075630 4270 4810006 1 10 8 810

341B34 2NBR 2 70075 367341BAG2JNMR630 2995 4818656 1 10 9 810

2NBR 82075630 4270 4810006 1 10 8 810

341B3480 6NBR 2 70075 367341BAG2JNL8630 2995 4827406 1 10 1.6 --

341B3490 7NBR 3 66575 81-560 - 483580.01 46 1 10 0.4 --

Table continued on page 190

 *   See Electrical Parts Group table at end of section
 1.  Without flow regulators
 2.  Flow regulating screws standard
 3.  Other coil-housing available: 488650.01, 488660.01, 4888670.01 (refer to electrical parts at end of this section)
 4.  This reference no. is for the complete electrical part (coil + housing)

Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 36

Dimension reference 81

189
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
189 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève

001-400_CAG  25/11/03  8:34  Page 189

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/productos/?cod_fam=10&cod_prod=170
https://rodavigo.net/productos/?cod_fam=10&cod_prod=170


Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

4-way pneumatic valves for pipe connection/sub-base mounting

Anod. aluminium body/Sub-base mounting
4/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

341F3403 2SB NBR 1 70075 377341FAS3JNM0630 2995 4818656 1 10 9 810

2NBR 82075630 4270 4810006 1 10 8 810

341F34 2NBR 2 70075 377341FAS3JNMR630 2995 4818656 1 10 9 810

2NBR 82075630 4270 4810006 1 10 8 810

Table continued on page 192

 *   See Electrical Parts Group table at end of section
 1.  Without flow regulators
 2.  Flow regulating screws standard

Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Associated sub-base diagram

Quantity of valves 
by assembly

Reference 
numbers

Wt.
(g)

A
mm

B
mm

4856352 1000128.2 115

4856363 1400178.7 165.5

4856375 2250279.7 266.5

Dimension reference 37
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4-way pneumatic valves for pipe connection/sub-base mounting

Anod. aluminium body/Pipe mounting
4/2 - Impulse coil - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

345B34 41/4 NBR 1 84075 367345BAG2JNMR630 4269 4849906 1 - - 1110

4NBR 84075630 4269 4854006 1 10 13 --

Table continued on page 194

 *   See Electrical Parts Group table at end of section
 1.  Flow regulating screws standard

Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 36
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4-way pneumatic valves for pipe connection/sub-base mounting

Anod. aluminium body/Sub-base mounting
4/2 - Impulse coil - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

345F34 4SB NBR 1 84075 377345FAS3JNMR630 4269 4849906 1 - - 1110

4NBR 84075630 4269 4854006 1 10 13 --

 *   See Electrical Parts Group table at end of section
 1.  Flow regulating screws standard

Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Associated sub-base diagram

Quantity of valves 
by assembly

Reference 
numbers

Wt.
(g)

A
mm

B
mm

4856352 1000128.2 115

4856363 1400178.7 165.5

4856375 2250279.7 266.5

Dimension reference 37
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4-way pneumatic valves for pipe 
connection/sub-base mounting

Aluminium alloy and brass body/Pipe mounting
5/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

341L9101 11/8 NBR 27075 42-400 8993 4889804 1 10 2.5 210

Table continued on page 198

 *   See Electrical Parts Group table at end of section
Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Associated sub-base diagram

Quantity of valves by 
assembly

Feeder
Ref.

Screw
481169*

Set No.
481206

Sealing
487758

A
mm

B
mm

C
mm

D
mm

2 72 78 102 123481168.02 4 2 1
3 96 102 126 147481168.03 6 3 1
4 120 126 150 171481168.04 8 4 1
5 144 150 174 195481168.05 10 5 1
6 168 174 198 219481168.06 12 6 1
7 192 198 222 243481168.07 14 7 1
8 216 222 246 267481168.08 16 8 1
9 240 246 270 291481168.09 18 9 1
10 264 270 294 315481168.10 20 10 1

Dimension reference 42
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4-way pneumatic valves for pipe connection/sub-base mounting

Aluminium alloy and brass body/Pipe mounting
5/2 - Two solenoids and 
main pressure supply - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

347L9101 11/8 NBR 43075 117-315 8993 488980 14 2 10 2.5 210

Anod. aluminium body/Pipe mounting
5/2 - Pilot operated - 

341B02 21/4 NBR 2 170075 397341BAG2KN00640 2995 4818658 1 40 9 840

2NBR 180075640 4270 4810008 1 40 8 840

E341B01 2NBR 170075 387341BAG2PN001000 2995 4818658 1 15 9 815

2NBR 1800751000 4270 4810008 1 15 8 815

Table continued on page 200

 *   See Electrical Parts Group table at end of section
 1.  Please order two of these items per valve
 2.  Valve with pilot return pipe on exhaust port

Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 38

Dimension reference 39

Dimension reference 117

199
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4-way pneumatic valves for pipe connection/sub-base mounting

Anod. aluminium body/Pipe mounting
5/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

E341B11 23/8 NBR 170075 407341BAG3PN001000 2995 4818658 1 15 9 815

2NBR 1800751000 4270 4810008 1 15 8 815

Anod. aluminium body/Pipe mounting
5/2 - Impulse coil - 

345B04 41/4 NBR 180075 387345BAG2PN001000 4269 4849908 1 - - 1115

4NBR 1800751000 4269 4854008 1 15 13 --

Table continued on page 202

 *   See Electrical Parts Group table at end of section
Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 38

Dimension reference 40
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4-way pneumatic valves for pipe connection/sub-base mounting

Die-cast zinc body/Pipe mounting
5/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

341L11 11/4 NBR 69075 118-1400 8993 4889808 1 10 2.5 210

Table continued on page 204

 *   See Electrical Parts Group table at end of section
Notes:
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4-way pneumatic valves for pipe connection/sub-base mounting

Associated sub-base diagram

Quantity of valves by 
assembly

Feeder
Ref.

Screw
481966

Set No.
481969

Sealing
487304

A
mm

B
mm

C
mm

D
mm

2 108 98 149 128481964.02 4 2 1
3 146 136 187 166481964.03 6 3 1
4 184 174 225 204481964.04 8 4 1
5 222 212 263 242481964.05 10 5 1
6 260 250 301 280481964.06 12 6 1
7 298 288 339 318481964.07 14 7 1
8 336 326 377 356481964.08 16 8 1
9 374 364 415 394481964.09 18 9 1
10 412 402 453 432481964.10 20 10 1

Dimension reference 118

203
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
203 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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4-way pneumatic valves for pipe connection/sub-base mounting

Die-cast zinc body/Pipe mounting
5/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

341L1190 71/4 NBR 69075 7478-1400 - 483580.01 18 1 10 0.4 -10

E341L1130 2NBR -75 35397341LMG2NNM01400 2995 4818658 1 10 9 810

2NBR -751400 4270 4810008 1 10 8 810

Table continued on page 206

 *   See Electrical Parts Group table at end of section
 1.  Other coil-housing available: 488650.01, 488660.01, 4888670.01 (refer to electrical parts at end of this section)

Notes:

204
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
204 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 3539

Dimension reference 7478

205
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
205 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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4-way pneumatic valves for pipe connection/sub-base mounting

Die-cast zinc body/Pipe mounting
5/2 - Two solenoids and 
main pressure supply - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

347L11 11/4 NBR 75075 46-1400 8993 488980 18 1 10 2.5 210

Table continued on page 208

 *   See Electrical Parts Group table at end of section
 1.  Please order two housings and coils for each valve

Notes:

206
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
206 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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4-way pneumatic valves for pipe connection/sub-base mounting

Associated sub-base diagram

Quantity of valves by 
assembly

Feeder
Ref.

Screw
481966

Set No.
481969

Sealing
487304

A
mm

B
mm

C
mm

D
mm

2 108 98 149 128481964.02 4 2 1
3 146 136 187 166481964.03 6 3 1
4 184 174 225 204481964.04 8 4 1
5 222 212 263 242481964.05 10 5 1
6 260 250 301 280481964.06 12 6 1
7 298 288 339 318481964.07 14 7 1
8 336 326 377 356481964.08 16 8 1
9 374 364 415 394481964.09 18 9 1
10 412 402 453 432481964.10 20 10 1

Dimension reference 46

207
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
207 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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4-way pneumatic valves for pipe connection/sub-base mounting

Die-cast zinc body/Pipe mounting
5/2 - Two solenoids and 
main pressure supply - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

E347L1130 21/4 NBR -75 35417347LMG2NNM01400 2995 4818651 18 1 10 9 810

2NBR -751400 4270 4810001 18 1 10 8 810

Table continued on page 210

 *   See Electrical Parts Group table at end of section
 1.  Please order two of these items per valve

Notes:

208
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
208 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 3541

209
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA209 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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4-way pneumatic valves for pipe connection/sub-base mounting

Die-cast zinc body/Pipe mounting
5/2 - Double external 

pressure supply - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

547L11 -1/4 NBR -75 1187547LMG2NN001400 - -8 0 10 - -10

Table continued on page 212

 *   See Electrical Parts Group table at end of section
Notes:

210
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
210 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève

CANCELLED

001-400_CAG  25/11/03  6:52  Page 210

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/productos/?cod_fam=10&cod_prod=170
https://rodavigo.net/productos/?cod_fam=10&cod_prod=170


Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

4-way pneumatic valves for pipe connection/sub-base mounting

Associated sub-base diagram

Quantity of valves by 
assembly

Feeder
Ref.

Screw
481966

Set No.
481969

Sealing
487304

A
mm

B
mm

C
mm

D
mm

2 108 98 149 128481964.02 4 2 1
3 146 136 187 166481964.03 6 3 1
4 184 174 225 204481964.04 8 4 1
5 222 212 263 242481964.05 10 5 1
6 260 250 301 280481964.06 12 6 1
7 298 288 339 318481964.07 14 7 1
8 336 326 377 356481964.08 16 8 1
9 374 364 415 394481964.09 18 9 1

10 412 402 453 432481964.10 20 10 1

Dimension reference 118

211
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
211 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève

CANCELLED
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4-way pneumatic valves for pipe connection/sub-base mounting

Anod. aluminium body/Pipe mounting
5/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

E341B21 21/2 NBR 190075 417341BAG4TN002500 2995 48186514 1 15 9 815

2NBR 2000752500 4270 48100014 1 15 8 815

Anod. aluminium body/Pipe mounting
5/2 - Impulse coil - 

345B24 41/2 NBR 200075 417345BAG4TN002500 4269 48499014 1 - - 1115

4NBR 2000752500 4269 48540014 1 15 13 --

Table continued on page 214

 *   See Electrical Parts Group table at end of section
Notes:

212
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
212 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 41

213
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
213 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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4-way pneumatic valves for pipe connection/sub-base mounting

Aluminium alloy and brass body/Sub-base mounting
5/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

341L9201 1SB NBR 23075 119-400 8993 4889804 1 10 2.5 210

Aluminium alloy and brass body/Sub-base mounting
5/2 - Two solenoids and 
main pressure supply - 

347L9201 1SB NBR 35075 119-400 8993 488980 14 1 10 2.5 210

Table continued on page 216

 *   See Electrical Parts Group table at end of section
 1.  Please order two of these items per valve

Notes:

214
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
214 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 119

215
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
215 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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4-way pneumatic valves for pipe connection/sub-base mounting

Anod. aluminium body/Sub-base mounting
5/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

341L2190 7SB NBR 1 120575 827341LAV4TN903550 - 483580.01 215 0.5 10 0.4 --

Table continued on page 218

 *   See Electrical Parts Group table at end of section
 1.  Other coil-housing available: 488650.01, 488660.01, 4888670.01 (refer to electrical parts at end of this section)
 2.  This reference no. is for the complete electrical part (coil + housing)

Notes:

216
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
216 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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4-way pneumatic valves for pipe connection/sub-base mounting

Associated sub-base diagram

Dimension reference 82

217
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
217 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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4-way pneumatic valves for pipe connection/sub-base mounting

Anod. aluminium body/Sub-base mounting
5/2 - Pilot operated - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

E341L21 2SB NBR 124075 917341LAV4TNM05000 2995 48186515 0.5 10 9 810

2NBR 1360755000 4270 48100015 0.5 10 8 810

Anod. aluminium body/Sub-base mounting
5/2 - Impulse coil - 

345L21 4SB NBR 136075 917345LAV4TNM05000 4269 48499015 0.5 - - 1110

4NBR 1360755000 4269 48540015 0.5 10 13 --

Delrin body/Sub-base mounting CETOP 1/8
5/2 - Pilot operated - 

341L0180 6CETOP NBR 43075 477341LDC1LNL8800 2995 4827406 1 10 1.6 --

341L04 1NBR 1 -75 48-800 8993 4889806 1 10 2.5 210

341L05 1NBR 2 -75 48-800 8993 4889806 1 10 2.5 210

E341L01 2NBR 1 43075 477341LDC1LNM8800 2995 481865 36 1 10 9 810

2NBR 56075800 4270 481000 36 1 10 8 810

2NBR 43075800 2995 4827306 1 10 7 610

E341L02 2NBR 2 42075 477341LDC1LNMI800 2995 4818656 1 10 9 810

2NBR 55075800 4270 4810006 1 10 8 810

2NBR 42075800 2995 4827306 1 10 7 610

Table continued on page 220

 *   See Electrical Parts Group table at end of section
 1.  Manual override and flow regulating screws standard
 2.  Manual override standard
 3.  Switch-on time limited to 50% ED. For 100% ED please use coil ref. 482730

Notes:

218
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
218 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 47

Dimension reference 48

Dimension reference 91

219
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA219 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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4-way pneumatic valves for pipe connection/sub-base mounting

Delrin body/Sub-base mounting CETOP 1/8
5/2 - External pressure 

supply - 

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Gas Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min

Seat disc Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible differential 
pressure bar

541L01 -CETOP NBR 1 36075 907541LDC1LNR0800 - -6 0 10 - -10

Delrin body/Sub-base mounting CETOP 1/8
5/2 - Impulse coil - 

345L01 4CETOP NBR 2 58075 897345LDC1LNM8800 4269 4849906 1 - - 1110

4NBR 58075800 4269 4854006 1 10 13 --

 *   See Electrical Parts Group table at end of section
 1.  Flow regulating screws standard
 2.  Manual override and flow regulating screws standard

Notes:

220
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
220 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève

001-400_CAG  25/11/03  6:53  Page 220

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/productos/?cod_fam=10&cod_prod=170
https://rodavigo.net/productos/?cod_fam=10&cod_prod=170


Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

4-way pneumatic valves for pipe connection/sub-base mounting

Dimension reference 89

Dimension reference 90

221
Fluid Control Division Europe

CH-1227 Carouge-Geneva

Parker Lucifer SA
221 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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222 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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224
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA

Note: This table is indicative only. Please contact your distributor to confirm your selection.

El.part Coil Protection class Protection class / Power Coil Coil Connection Housing Housing Ambient temp.

Group Temperature class DC AC Order No. Ref. No.  Order No. Ref. No. min. max.

1 22 mm IP 65 Class F 2.5 W 2 W DA01 488980 for DIN plug A0 8993 -40 50
IP 65 Class F 2.5 W 2 W DA02 481045 with DIN plug A0 8993 -40 50
IP 65 Class F 5 W 4 W DA03 481180 for DIN plug A0 8993 -40 50
IP 65 Class F 5 W 4 W DA04 481530 with DIN plug A0 8993 -40 50
IP 65 EEx m II T4 5 W 4 W VA01 482605 with 1500mm cable 00 - -40 50
IP 65 EEx m II T5 2.5 W 2 W VA02 482606 with 1500mm cable 00 - -40 50

2 32 mm IP 65 Class F 9 W 8 W DZ02 481865 for DIN plug N1 2995 -40 50
(Std) IP 65 9 W 8 W DZ03 482725 with DIN plug N1 2995 -40 50

IP 65 Class H 9 W 8 W DZ04 492453 for DIN plug N1 2995 -40 50
IP 65 8 W DZ05 492726 with DIN plug N1 2995 -40 50
IP 65 Class F,  50/60 Hz - 9 W DZ06 483510 for DIN plug N1 2995 -40 50
IP 65 - 9 W DZ07 482635 with DIN plug N1 2995 -40 50
IP 65 EEx m II T4 9 W 8 W HZ05 492670 with 3000mm cable 00 - -40 40
IP 65 Class H 14 W 14 W DZ08 492425 for DIN plug N1 2995 -40 50
IP 65 14 W 14 W DZ09 492727 with DIN plug N1 2995 -40 50

50 mm IP10 / IP 44 Class F 8 W 8 W EZ01 481000 screw-terminals E0 4270 -40 50
(Std) IP10 / IP 44 Class H 8 W 8 W EZ02 485100 screw-terminals E0 4270 -40

IP10 / IP 44 Class H 14 W 14 W EZ92 486265 screw-terminals E0 4270 -40
IP 67 Class F, M20x1.5 8 W 8 W EZ01 481000 screw-terminals G1 4538 -40 50
IP 65 EEx m II T5/T4 9 W 8 W VZ01 492070 with 1500mm cable 00 - -40 40/65
IP 67 EEx me II T4 8 W 8 W HZ06 483371 for cable connection 00 - -40 65
IP 66 EEx me II T3/T4 11 W 9 W VZ03 492190 for cable connection 00 - -40 75/40

3 32 mm IP 65 Class H - 14 W DZ08 492425 for DIN plug N1 2995 -40 50

4 50 mm (impulse) IP10 / IP 44 Class F - 11 W MZ01 484990 screw-terminals E1 4269 -40 50
IP10 / IP 44 Class F 13 W - MZ02 485400 screw-terminals E1 4269 -40 50

5 50 mm IP 54 EEx d IIC T4/T5/T6 8 W 8 W HZ08 483250 for cable  1/2 NPT 00 - -40 80/75/60

6 32 mm IP 65 Class F 1.6 W - DZ10 482740 for DIN plug N1 2995 -40 50
(Miniwatt) IP 65 Class F 1.6W - DZ11 482745 with DIN plug N1 2995 -40 50
50 mm IP 67 EEx me II T5 2.5 W - VZ04 491117 for cable connection 00 - -40 65
(Miniwatt) IP 67 EEx m II T5/T4 2.5 W 2.5 W VZ05 492370 with 1500mm cable 00 - -40 40/65

IP 66 EEx me II T6/T5 2.5 W 2.5 W VZ06 492390 for cable connection 00 - -40 40/75

7 32 mm IP 65 EEx ia II C T6 0.4 W - DZ12 483580.01 for DIN plug N1 2995 -40 55
IP 65 0.4 W - DZ13 483960.01 with DIN plug N1 2995 -40 55

50 mm IP 66 EEx ia II C T6 0.4 W - VZ07 488650.01 for cable connection 00 - -40 65
IP 67 0.4 W - VZ08 488660.01 with 2000mm cable 00 - -40 65
IP 65 0.4 W - VZ09 488670.01 with DIN plug 00 - -40 65

9 W

50
50

224 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève

Note: This table is indicative only. Please contact your distributor to confirm your selection.
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Solenoid valves for actuator control

ACTUATION CONNECTION ORIFICE
 (MM)

MAX. PRESSURE
(BAR)

 

PAGE

1/8Direct operated 22610.01.2 to 1.5

1/4 22616.01.5 to 5.0

1/8Pilot operated 238/24810.04.0

1/4 244/250/25410.08.0

1/8Pilot operated - Integrated pilot 23810.04.0

1/4 24210.08.0

1/8Impulse coil 24210.04.0

1/8Two solenoids and main pressure supply 240/25410.04.0

1/4 246/25210.08.0

1/8Two solenoids and main pressure supply - Integrated pilot 24010.04.0

1/4 24610.08.0

1/8Pilot operated with external pressure supply 24210.04.0

1/8External pressure supply 24410.04.0

Notes:

225
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
225 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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3-way directional valves for control of single acting pneumatic
actuators.

Applications

Solenoid valves for actuator control

Brass body/Pipe mounting
Direct operated

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential pressure 

bar

Min Max

E, K, V Series               T, M Series

75-10 11/8 FKM 150 14- 131M1550 8993 4889801.2 0 10 2.5 210

75-10 1FKM 150(70) 8993 488980(1.5) 0 10 2.5 210

75-10 1FKM 150 14- 131M1470 8993 4889801.5 0 7 2.5 27

75-10 71/4 FKM 285 777131KBG2CV90 131K049038 - 483580.01 11 0 10 0.4 --

75-10 6FKM 310 177131KBG2GVL5 131K048080 2995 4827401.5 0 7 1.6 --

100-10 2FKM 2 310 177131KBG2GVM0 E131K045080 2995 4818651.5 0 15 9 815

120-10 2FKM 43080 4270 4810001.5 0 15 8 815

100-10 2FKM 310 177131KBG2GV00 E131K0480 2995 4818651.5 0 15 9 815

120-10 2FKM 43080 4270 4810001.5 0 15 8 815

100-10 2FKM 2 310 177131KBG2JVM0 E131K0650140 2995 4818652 0 10 9 810

100-10 2FKM 310(220) 2995 481865(2.5) 0 10 9 810

120-10 2FKM 430140 4270 4810002 0 10 8 810

120-10 2FKM 430(220) 4270 481000(2.5) 0 10 8 810

100-10 2FKM 310 177131KBG2JV00 E131K06140 2995 4818652 0 10 9 810

100-10 2FKM 310(220) 2995 481865(2.5) 0 10 9 810

120-10 2FKM 430140 4270 4810002 0 10 8 810

120-10 2FKM 430(220) 4270 481000(2.5) 0 10 8 810

Table continued on page 228

 *   See Electrical Parts Group table at end of section
 1.  Other coil-housing available: 488650.01, 488660.01, 4888670.01 (refer to electrical parts at end of this section)
 2.  Manual override standard
 Values shown within brackets are valid for exhaust port only.

Notes:

226
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
226 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 3/2 valves - Pipe connection

Dimension reference 14

Dimension reference 17

Dimension reference 77

227
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA227 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 3/2 valves - Pipe connection

Brass body/Pipe mounting
Direct operated

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential pressure 

bar

Min Max

80-40 51/4 PUR 1 1255 38457131KBG2JP1D E131K06081D140 - 4832502 0 10 8 810

100-10 2FKM 2 310 177131KBG2LVM0 E131K0350220 2995 4818652.5 0 7 9 87

120-10 2FKM 430220 4270 4810002.5 0 7 8 87

75-10 2NBR 650 197131EBG2LN00 E131E03220 2995 4818652.5 0.1 7 9 87

75-10 2NBR 650(1100) 2995 481865(6) 0.1 7 9 87

75-10 2NBR 770220 4270 4810002.5 0.1 7 8 87

75-10 2NBR 770(1100) 4270 481000(6) 0.1 7 8 87

80-10 5NBR 1255 38457131KBG2LV1D E131K03001D220 - 4832502.5 0 7 8 87

75-40 5PUR 1 1255 38457131KBG2LP1D E131K03081D220 - 4832502.5 0 7 8 87

75-40 2PUR 1 180 177131KBG2LP00 E131K0308220 2995 4818652.5 0 7 9 87

75-40 2PUR 180220 4270 4810002.5 0 7 8 87

75-40 2PUR 2 180 177131KBG2LPM0 E131K0358220 2995 481865 12.5 0 7 9 87

75-40 2PUR 180220 4270 481000 12.5 0 7 8 87

Brass body/Pipe mounting
Direct operated

100-10 41/4 FKM 450 177135KBG2GV00 135K0480 4269 4849901.5 0 - - 1116

100-10 4FKM 45080 4269 4854001.5 0 16 13 --

100-10 4FKM 450 177135KBG2LV00 135K03220 4269 4849902.5 0 - - 117

100-10 4FKM 450220 4269 4854002.5 0 7 13 --

Table continued on page 230

 *   See Electrical Parts Group table at end of section
 1.  Operates with low temperatures down to -40 deg. C
 2.  Manual override standard
 Values shown within brackets are valid for exhaust port only.

Notes:

228
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
228 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 3/2 valves - Pipe connection

Dimension reference 17

Dimension reference 19

Dimension reference 3845

229
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA229 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 3/2 valves - Pipe connection

Anod. aluminium body/Pipe mounting
Direct operated

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential pressure 

bar

Min Max

65-25 91/4 NBR 1 860 83- 133X01680 - 492965.01 25 0 10 0.8 --

65-25 9NBR 860680 - 492300 25 0 10 6 610

Anod. aluminium body/NAMUR interface
Direct operated

75-25 91/4 NBR 1000 847131XAKLVN00 131X1101680 - 492300 25 0 10 6 610

75-25 9NBR 1000680 - 483330.01 25 0 10 0.85 --

 *   See Electrical Parts Group table at end of section
 1.  Optional manual override available on request - add suffix 50 to the basic reference number
 2.  This reference no. is for the complete electrical part (coil + housing)

Notes:

230
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
230 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 3/2 valves - Pipe connection

Dimension reference 83

Dimension reference 84

231
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
231 Parker Lucifer SA

Fluid Control Division Europe
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Stackable solenoid valves for actuator control 3/2

ACTUATION CONNECTION ORIFICE
 (MM)

MAX. PRESSURE
(BAR)

PAGE

6   6   6Direct operated 23410.01.3 to 1.5

8   6  8 23410.01.3 to 1.5

-   6   - 23410.01.3 to 1.5

Notes:

233
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
233 Parker Lucifer SA

Fluid Control Division Europe
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3/2 Stackable Solenoid Valves

TECHNICAL DATA

Valve function 3/2 solenoid valve, normally closed

Valve design Direct operated poppet valve.

Mounting Direct  pipe mounting (single valve) by self tapping screws 3.6x16

Battery mounting screws M4x10mm (supplied with the valves)

For battery on DIN rail EN50022/35mm

kit No. 494205 (fixing  plate + screws).

For battery mounting: recommended maximum number of valves operating

simultaneously: 10 valves for 8 mm / 6 valves for 6 mm

Mounting position Unrestricted.

Material specifications Body made of Polyamid PA66 33%GF. Internal parts from stainless steel.

Sealing material from synthetic rubber (FKM).

Manual override Screw driver operated manual override is standard.

Horizontal position of the slot on the screw head corresponds to the «closed»

valve position; vertical position = «open».

Media Dry or lubricated air, inert gases

Lubrication Not required.

Fluid temperature Min.  – 10°C

Max. +75°C

Ambient temperature – 10 °C up to + 50°C.

Voltage tolerance – 10% to +15% of nominal.

Class of insulation material Class F 155°C

Solenoid duty Continuous duty solenoid

Life expectancy Indicative: 10 Mio. cycles

Single valve Stackable valves

Terminal valve

Intermediate valves

Entry valve

3

1
2

234 Parker Lucifer SA

Lucifer Valve Division

CH-1227 Carouge-Genève

234 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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3/2 Stackable Solenoid Valves

VALVE TYPES OVERVIEW

Push-in Orifice Qn Pressure Max

Connection media Seat

(Bar) temp. Disc Valve reference El. Parts

Ø Material group

(mm) (mm) L/min min      max (°C)

STACKABLE

Entry Valve

6 6 6 1.5 62 0 7 75 FKM 2131TNF6GVME

8 6 8 1.5 62 0 7 75 FKM 2131TNF8GVME

6 6 6 1.3 50 0 10 75 FKM 2131TNF6EVME

(1.5) (62)

8 6 8 1.3 50 0 10 75 FKM 2131TNF8EVME

(1.5) (62)

Intermediate  valve

– 6 – 1.5 62 0 7 75 FKM 2131TNF6GVMI

– 6 – 1.3 50 0 10 75 FKM 2131TNF6EVMI

(1.5) (62)

Terminal  valve

– 6 – 1.5 62 0 7 75 FKM 2131TNF6GVMT

– 6 – 1.3 50 0 10 75 FKM 2131TNF6EVMT

(1.5) (62)

Note: Values shown within brackets are valid for exhaust port only.

SINGLE VALVE

1 2 3 1 = Inlet  -  2 = user  -  3 = exhaust

6 6 6 1.5 50 0 7 75 FKM 2131TNF6GVMS

6 6 6 1.3 50 0 10 75 FKM 2131TNF6EVMS

(1.5) (62)

1

1

1

1

ELECTRICAL DATA

Coil Coil Housing Housing Ambient

Ref. Order Protection Power Connection Ref. Order temperature El. Parts

No. No. Class W) No. No. (°C) Group

DC  AC min max

488980 DA01 Without DIN Plug - Class F 2.5   2 DIN Plug 8993 A0 – 10 50

481045 DA02 With DIN Plug Class F IP65 2.5   2 DIN Plug 8993 A0 – 10 50

482606 VA02 EEx m II T5 – IP65 2.5   2 Cable  1500 mm – – – 40 50

1

1

2

3

235 Parker Lucifer SA

Lucifer Valve Division

CH-1227 Carouge-Genève

235 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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3/2 Stackable Solenoid Valves

MOUNTING ON DIN RAIL

DIN rail

(EN 50022 / 35 mm)

Torque  2 to 2,5 Nm

ACCESSORIES SPARE PARTS KIT

494205

2 x mounting plates

2 x Screws Ø 4.2 x 16

To be ordered separately

Fixing kit for DIN  rail EN 50022 / 35mm Spare parts kit for stackable valve

495102

2 x Screws M4 x 10

2 x O-Rings Øint. 14 x 1.78

Supplied with valves

236 Parker Lucifer SA

Lucifer Valve Division

CH-1227 Carouge-Genève

236 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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3/2 Stackable Solenoid Valves

DIMENSIONAL DRAWINGS

Unit  weight  without coil:  50 g.

Ø A [mm] 6 8

B [mm] 29 34

L [mm] 24 (n-1) + 29 24 (n-1) + 34

n = number of valves, maximum recommended = 10

237 Parker Lucifer SA

Lucifer Valve Division

CH-1227 Carouge-Genève

237 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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3- or 4-way directional valves for control of single or double acting
pneumatic actuators.

Applications

Solenoid valves for actuator control

Anod. aluminium body/Pipe mounting - Spool design

Pilot operated - Integrated 
pilot

El. Part
Group

*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential 
pressure bar

Min Max

315

24

80-25 11/8 NBR 1 310 2012341PAG1JNM0 341P01600 8993 4889804 2 10 2.5 210

Anod. aluminium body/Pipe mounting - Spool design

Pilot operated

315

24

80-25 21/8 NBR 360 2027341PAG1JNM0 341P21600 2995 4818654 2 10 9 810

80-25 2NBR 470600 4270 4810004 2 10 8 810

65-40 2NBR 2 360 2027341PAG1JPM0 341P2108600 2995 4818654 2 10 9 810

65-40 2NBR 470600 4270 4810004 2 10 8 810

80-25 6NBR 470 2027341PAG1JNL2 341P2180600 2995 4827404 2 10 1.6 --

80-25 7NBR 470 73517341PAG1JN90 341P2190600 - 483580.01 34 2 10 0.4 --

Table continued on page 240

 *   See Electrical Parts Group table at end of section
 1.  Manual override standard
 2.  Operates with low temperatures down to -40 deg. C
 3.  Other coil-housing available: 488650.01, 488660.01, 4888670.01 (refer to electrical parts at end of this section)

Notes:

238
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
238 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 5/2 valves - Pipe connection-Spool design

Dimension reference 201

Dimension reference 202

Dimension reference 7351

239
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA239 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 5/2 valves - Pipe connection-Spool design

Anod. aluminium body/Pipe mounting - Spool design

Pilot operated

El. Part
Group

*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential 
pressure bar

Min Max

315

24

65-25 51/8 NBR 1450 76367341PAG1JN1D 341P21001D600 - 4832504 2 10 8 810

Anod. aluminium body/Pipe mounting - Spool design

Two solenoids and main 
pressure supply - Integrated 

pilot

315

24

80-25 11/8 NBR 460 2072347PAG1HNM0 347P01400 8993 488980 14 2 10 2.5 210

Anod. aluminium body/Pipe mounting - Spool design

Two solenoids and main 
pressure supply

315

24

80-25 21/8 NBR 500 2067347PAG1HNM0 347P21400 2995 481865 14 2 10 9 810

80-25 2NBR 720400 4270 481000 14 2 10 8 810

Anod. aluminium body/Pipe mounting - Spool design

Two solenoids and main 
pressure supply

315

24

80-25 71/8 NBR 720 2067347PAG1HN90 347P2190400 - 483580.01 24 2 10 0.4 --

Table continued on page 242

 *   See Electrical Parts Group table at end of section
 1.  Please order two housings and coils for each valve
 2.  Other coil-housing available: 488650.01, 488660.01, 4888670.01 (refer to electrical parts at end of this section)

Notes:

240
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
240 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 5/2 valves - Pipe connection-Spool design

Dimension reference 206

Dimension reference 207

Dimension reference 7636

241
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA241 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 5/2 valves - Pipe connection-Spool design

Anod. aluminium body/Pipe mounting - Spool design

Pilot operated with external 
pressure supply

El. Part
Group

*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential 
pressure bar

Min Max

315

24

14

65-40 21/8 NBR 1 360 2047441PAG1JPM0 441P2108600 2995 4818654 2 10 9 810

65-40 2NBR 470600 4270 4810004 2 10 8 810

Anod. aluminium body/NAMUR interface - Spool design

Impulse coil

315

24

80-25 41/8 NBR 330 2027345PAG1JNM0 345P21600 - 4849904 2 - - 1110

80-25 4NBR 330600 - 4854004 2 10 13 --

Anod. aluminium body/Pipe mounting - Spool design

Pilot operated - Integrated 
pilot

315

24

80-25 11/4 NBR 380 2242341PAG2HNM0 341P021400 8993 4889808 2 10 2.5 210

Table continued on page 244

 *   See Electrical Parts Group table at end of section
 1.  Operates with low temperatures down to -40 deg. C

Notes:

242
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
242 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 5/2 valves - Pipe connection-Spool design

Dimension reference 202

Dimension reference 204

Dimension reference 224

243
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA243 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 5/2 valves - Pipe connection-Spool design

Anod. aluminium body/NAMUR interface - Spool design

External pressure supply

El. Part
Group

*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential 
pressure bar

Min Max

315

24

41

65-40 -1/8 PUR 1 270 2057541PAG1JP00 541P0108600 - -4 2 10 - -10

Anod. aluminium body/Pipe mounting - Spool design

Pilot operated

315

24

80-25 21/4 NBR 450 2187341PAG2PNM0 341P221400 2995 4818658 2 10 9 810

80-25 2NBR 5601400 4270 4810008 2 10 8 810

80-25 6NBR 450 2187341PAG2PNL2 341P22801400 2995 4827408 2 10 1.6 --

80-25 6NBR 8101400 - 4911178 2 10 2.5 --

Anod. aluminium body/Pipe mounting - Spool design

Pilot operated

315

24

80-25 71/4 NBR 560 2187341PAG2PN90 341P22901400 - 483580.01 28 2 10 0.4 --

Table continued on page 246

 *   See Electrical Parts Group table at end of section
 1.  Operates with low temperatures down to -40 deg. C
 2.  Other coil-housing available: 488650.01, 488660.01, 4888670.01 (refer to electrical parts at end of this section)

Notes:

244
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
244 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 5/2 valves - Pipe connection-Spool design

Dimension reference 205

Dimension reference 218

245
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
245 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 5/2 valves - Pipe connection-Spool design

Anod. aluminium body/Pipe mounting - Spool design

Pilot operated

El. Part
Group

*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential 
pressure bar

Min Max

315

24

80-25 51/4 NBR 1450 77557341PAG2PN1D 341P22001D1400 - 4832508 2 10 8 810

Anod. aluminium body/Pipe mounting - Spool design

Two solenoids and main 
pressure supply - Integrated 

pilot

315

24

80-25 11/4 NBR 450 2252347PAG2PNM0 347P021400 8993 488980 18 2 10 2.5 210

Anod. aluminium body/Pipe mounting - Spool design

Two solenoids and main 
pressure supply

315

24

80-25 21/4 NBR 590 2197347PAG2PNM0 347P221400 2995 481865 18 2 10 9 810

80-25 2NBR 8101400 4270 481000 18 2 10 8 810

 *   See Electrical Parts Group table at end of section
 1.  Please order two housings and coils for each valve

Notes:

246
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
246 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 5/2 valves - Pipe connection-Spool design

Dimension reference 219

Dimension reference 225

Dimension reference 7755

247
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA247 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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3- or 4-way directional valves for control of single - or double acting pneumatic
actuators.

Applications

Solenoid valves for actuator control

Aluminium alloy and brass body/Pipe mounting - Poppet design

Pilot operated

El. Part
Group

*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential pressure 

bar

Min Max

75-10 11/8 NBR 270 42- 341L9101400 8993 4889804 1 10 2.5 210

Table continued on page 250

 *   See Electrical Parts Group table at end of section

Notes:

248
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
248 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 5/2 valves - Pipe connection-Poppet design

Dimension reference 42

249
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
249 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 5/2 valves - Pipe connection-Poppet design

Die-cast zinc body/Pipe mounting - Poppet design

Pilot operated

El. Part
Group

*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential pressure 

bar

Min Max

75-10 11/4 NBR 690 118- 341L111400 8993 4889808 1 10 2.5 210

Table continued on page 252

 *   See Electrical Parts Group table at end of section

Notes:

250
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
250 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 5/2 valves - Pipe connection-Poppet design

Dimension reference 118

Associated sub-base diagram

Quantity of valves by 
assembly

Feeder
Ref.

Screw
481966

Set No.
481969

Sealing
487304

A
mm

B
mm

C
mm

D
mm

2 108 98 149 128481964.02 4 2 1
3 146 136 187 166481964.03 6 3 1
4 184 174 225 204481964.04 8 4 1
5 222 212 263 242481964.05 10 5 1
6 260 250 301 280481964.06 12 6 1
7 298 288 339 318481964.07 14 7 1
8 336 326 377 356481964.08 16 8 1
9 374 364 415 394481964.09 18 9 1
10 412 402 453 432481964.10 20 10 1

251
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
251 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 5/2 valves - Pipe connection-Poppet design

Die-cast zinc body/Pipe mounting - Poppet design

Two solenoids and main 
pressure supply

El. Part
Group

*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential pressure 

bar

Min Max

75-10 11/4 NBR 750 46- 347L111400 8993 488980 18 1 10 2.5 210

Table continued on page 254

 *   See Electrical Parts Group table at end of section
 1.  Please order two housings and coils for each valve

Notes:

252
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
252 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 5/2 valves - Pipe connection-Poppet design

Dimension reference 46

Associated sub-base diagram

Quantity of valves by 
assembly

Feeder
Ref.

Screw
481966

Set No.
481969

Sealing
487304

A
mm

B
mm

C
mm

D
mm

2 108 98 149 128481964.02 4 2 1
3 146 136 187 166481964.03 6 3 1
4 184 174 225 204481964.04 8 4 1
5 222 212 263 242481964.05 10 5 1
6 260 250 301 280481964.06 12 6 1
7 298 288 339 318481964.07 14 7 1
8 336 326 377 356481964.08 16 8 1
9 374 364 415 394481964.09 18 9 1
10 412 402 453 432481964.10 20 10 1

253
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
253 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 5/2 valves - Pipe connection-Poppet design

Aluminium alloy and brass body/Pipe mounting - Poppet design

Two solenoids and main 
pressure supply

El. Part
Group

*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port 
size

Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential pressure 

bar

Min Max

75-10 11/8 NBR 430 117- 347L9101315 8993 488980 14 2 10 2.5 210

Die-cast zinc body/Pipe mounting - Poppet design

Pilot operated

75-10 21/4 NBR - 35397341LMG2NNM0 E341L11301400 2995 4818658 1 10 9 810

75-10 2NBR - 35397341LMG2NNM01400 4270 4810008 1 10 8 810

75-10 7NBR 690 7478- 341L11901400 - 483580.01 28 1 10 0.4 -10

 *   See Electrical Parts Group table at end of section
 1.  Please order two of these items per valve
 2.  Other coil-housing available: 488650.01, 488660.01, 4888670.01 (refer to electrical parts at end of this section)

Notes:

254
Fluid Control Division Europe
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Parker Lucifer SA
254 Parker Lucifer SA
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Solenoid valves for actuator control - 5/2 valves - Pipe connection-Poppet design

Dimension reference 117

Dimension reference 3539

Dimension reference 7478

255
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA255 Parker Lucifer SA
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Solenoid valves for actuator control – NAMUR interface

ACTUATION CONNECTION ORIFICE
 (MM)

MAX. PRESSURE
(BAR)

 <KPA>

PAGE

1/4Pilot operated 264/26610.08

1/4 - 1/8 258/260/27010.04

1/4Pilot operated - Integrated pilot 26410.08

1/4 - 1/8 25810.04

1/4Two solenoids and main pressure supply 26810.08

1/4 - 1/8 26210.04

1/4Two solenoids and main pressure supply - Integrated pilot 26810.08

1/4 - 1/8 26210.04

1/4 - 1/8Solenoid and external pressure supply 26010.04

1/4 - 1/8External pressure supply 26210.04

Notes:

257
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3- or 4-way directional valves for control of single - or double acting pneumatic
actuators.

A patented sealing plate is incorporated to the body - providing on-site conversion of
the valve from 5/2 to the 3/2 function (or vice versa) by simply rotating the plate through
180°. In the 3/2 function it provides venting of spring chambers to prevent corrosion
which normally occurs when environmental air penetrates into the actuator.

The interface design corresponds to the German NAMUR standard and the VDI/VDE
3845 recommendations of the actuator industry and permits a compact design of the
actuator/valve unit.

Applications

Solenoid valves for actuator control

Anod. aluminium body/NAMUR interface - Spool design

Pilot operated - Integrated 
pilot

El. Part
Group

*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential 
pressure bar

Min Max

315

24

80-25 11/4 - 1/8 NBR 1 320 2092341NAKBJNM1 341N01600 8993 4889804 2 10 2.5 210

80-25 1NBR 320 2082341NAKBJNM0 341N11600 8993 4889804 2 10 2.5 210

Anod. aluminium body/NAMUR interface - Spool design

Pilot operated

315

24

80-25 21/4 - 1/8 NBR 390 2107341NAKBJNM1 341N21600 2995 4818654 2 10 9 810

80-25 2NBR 500600 4270 4810004 2 10 8 810

Table continued on page 260

 *   See Electrical Parts Group table at end of section
 1.  Manual override standard

Notes:

258
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
258 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève

001-400_CAG  25/11/03  6:53  Page 258

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/productos/?cod_fam=10&cod_prod=170
https://rodavigo.net/productos/?cod_fam=10&cod_prod=170


Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

Solenoid valves for actuator control - 3/2 or 5/2 valves - NAMUR interface-Spool design

Dimension reference 208

Dimension reference 209

Dimension reference 210

259
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA259 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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Solenoid valves for actuator control - 3/2 or 5/2 valves - NAMUR interface-Spool design

Anod. aluminium body/NAMUR interface - Spool design

Pilot operated

El. Part
Group

*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential 
pressure bar

Min Max

315

24

80-25 21/4 - 1/8 NBR 510 2117341NAKBJNM0 341N31600 2995 4818654 2 10 9 810

80-25 2NBR 620600 4270 4810004 2 10 8 810

65-40 2NBR 1 510 2117341NAKBJPM0 341N3108600 2995 4818654 2 10 9 810

65-40 2NBR 620600 4270 4810004 2 10 8 810

80-25 6NBR 510 2117341NAKBJNL2 341N3180600 2995 4827404 2 10 1.6 --

Anod. aluminium body/NAMUR interface - Spool design

Pilot operated

5 1 3

4 2

80-25 71/4 - 1/8 NBR 640 2117341NAKBHN90 341N3190400 - 483580.01 24 2 10 0.4 -10

Anod. aluminium body/NAMUR interface - Spool design

Pilot operated

315

24

80-25 51/4 - 1/8 NBR 1520 77537341NAKBJN1D 341N31001D600 - 4832504 2 10 8 810

65-40 5NBR 1520 77537341NAKBJP1D 341N31081D600 - 4832504 2 10 8 810

Anod. aluminium body/NAMUR interface - Spool design

Solenoid and external 
pressure supply

315

24

14

65-40 21/4 - 1/8 NBR 1 510 2117441NAKBJPM0 441N3108600 2995 4818654 2 10 9 810

65-40 2NBR 620600 4270 4810004 2 10 8 810

Table continued on page 262

 *   See Electrical Parts Group table at end of section
 1.  Operates with low temperatures down to -40 deg. C
 2.  Other coil-housing available: 488650.01, 488660.01, 4888670.01 (refer to electrical parts at end of this section)

Notes:

260
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Solenoid valves for actuator control - 3/2 or 5/2 valves - NAMUR interface-Spool design

Dimension reference 211

Dimension reference 7753

261
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
261 Parker Lucifer SA

Fluid Control Division Europe
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Solenoid valves for actuator control - 3/2 or 5/2 valves - NAMUR interface-Spool design

Anod. aluminium body/NAMUR interface - Spool design

Two solenoids and main 
pressure supply - Integrated 

pilot

El. Part
Group

*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential 
pressure bar

Min Max

315

24

80-25 11/4 - 1/8 NBR 530 2132347NAKBHNM0 347N11400 8993 488980 14 2 10 2.5 210

Anod. aluminium body/NAMUR interface - Spool design

Two solenoids and main 
pressure supply

315

24

80-25 21/4 - 1/8 NBR 670 2167347NAKBHNM0 347N31400 2995 481865 14 2 10 9 810

80-25 2NBR 890400 4270 481000 14 2 10 8 810

Anod. aluminium body/NAMUR interface - Spool design

External pressure supply

5 1 3

4 2

80-25 -1/4 - 1/8 FKM 300 2147541NAKBJN00 541N01600 - -4 2 10 - -10

65-40 -NBR 2 300 2147541NAKBJN00 541N0108600 - -4 2 10 - -10

Table continued on page 264

 *   See Electrical Parts Group table at end of section
 1.  Please order two housings and coils for each valve
 2.  Operates with low temperatures down to -40 deg. C

Notes:

262
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Solenoid valves for actuator control - 3/2 or 5/2 valves - NAMUR interface-Spool design

Dimension reference 213

Dimension reference 214

Dimension reference 216

263
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA263 Parker Lucifer SA
Fluid Control Division Europe
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Solenoid valves for actuator control - 3/2 or 5/2 valves - NAMUR interface-Spool design

Anod. aluminium body/NAMUR interface - Spool design

Pilot operated - Integrated 
pilot

El. Part
Group

*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential 
pressure bar

Min Max

315

24

80-25 11/4 NBR 470 2202341NAKBPNM1 341N021400 8993 4889808 2 10 2.5 210

80-25 1NBR 470 2212341NAKBNNM0 341N121400 8993 4889808 2 10 2.5 210

Anod. aluminium body/NAMUR interface - Spool design

Pilot operated

315

24

80-25 21/4 NBR 690 2227341NAKBPNM1 341N221400 2995 4818658 2 10 9 810

80-25 2NBR 8001400 4270 4810008 2 10 8 810

Table continued on page 266

 *   See Electrical Parts Group table at end of section

Notes:

264
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Solenoid valves for actuator control - 3/2 or 5/2 valves - NAMUR interface-Spool design

Dimension reference 220

Dimension reference 221

Dimension reference 222

265
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA265 Parker Lucifer SA
Fluid Control Division Europe
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Solenoid valves for actuator control - 3/2 or 5/2 valves - NAMUR interface-Spool design

Anod. aluminium body/NAMUR interface - Spool design

Pilot operated

El. Part
Group

*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential 
pressure bar

Min Max

315

24

80-25 21/4 NBR 740 2237341NAKBPNM0 341N321400 2995 4818658 2 10 9 810

80-25 2NBR 8501400 4270 4810008 2 10 8 810

80-25 6FKM 740 2237341NAKBPNL2 341N32801400 2995 4827408 2 10 1.6 --

80-25 6FKM 7401400 - 4911178 2 10 2.5 --

Anod. aluminium body/NAMUR interface - Spool design

Pilot operated

5 1 3

4 2

80-25 71/4 NBR 850 2237341NAKBPN90 341N32901400 - 483580.01 18 2 10 0.4 --

80-25 5NBR 1730 77547341NAKBPN1D 341N32001D1400 - 4832508 2 10 8 810

Table continued on page 268

 *   See Electrical Parts Group table at end of section
 1.  Other coil-housing available: 488650.01, 488660.01, 4888670.01 (refer to electrical parts at end of this section)

Notes:

266
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
266 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève

001-400_CAG  25/11/03  6:53  Page 266

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/productos/?cod_fam=10&cod_prod=170
https://rodavigo.net/productos/?cod_fam=10&cod_prod=170


Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

Solenoid valves for actuator control - 3/2 or 5/2 valves - NAMUR interface-Spool design

Dimension reference 223

Dimension reference 7754

267
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Solenoid valves for actuator control - 3/2 or 5/2 valves - NAMUR interface-Spool design

Anod. aluminium body/NAMUR interface - Spool design

Two solenoids and main 
pressure supply - Integrated 

pilot

El. Part
Group

*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential 
pressure bar

Min Max

315

24

80-25 11/4 NBR 640 73152347NAKBPNM0 347N121400 8993 488980 18 2 10 2.5 210

Anod. aluminium body/NAMUR interface - Spool design

Two solenoids and main 
pressure supply

315

24

80-25 21/4 NBR 770 73207347NAKBPNM0 347N321400 2995 481865 18 2 10 9 810

80-25 2NBR 9801400 4270 481000 18 2 10 8 810

 *   See Electrical Parts Group table at end of section
 1.  Please order two housings and coils for each valve

Notes:

268
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Solenoid valves for actuator control - 3/2 or 5/2 valves - NAMUR interface-Spool design

Dimension reference 7315

Dimension reference 7320

269
Fluid Control Division Europe
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Solenoid valves for actuator control

Anod. aluminium body/NAMUR interface - Poppet 
design

Pilot operated

El. Part
Group

*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

G Qn

OR

Admissible 
differential 
pressure bar

Min Max

75-10 11/4 - 1/8 NBR 360 44- 341L9504355 8993 4889804 1 10 2.5 210

75-10 5NBR 1470 457341LAKBGN1D 341L95341D355 - 4832504 1 10 8 810

75-10 2NBR 470 457341LAKBGNM0 341L9534355 2995 4818654 1 10 9 810

75-10 6NBR 470 457341LAKBGNL2 341L9584355 - 4827404 1 10 1.6 --

75-10 7NBR 470 457341LAKBGN90 341L9594355 - 483580.01 14 1 10 0.4 --

65-25 6PUR 470 457341LAPBGPL2 341L9588355 - 4827404 2 10 1.6 --

75-25 7PUR 470 45- 341L9598355 - 483580.01 14 2 10 0.4 --

 *   See Electrical Parts Group table at end of section
 1.  Other coil-housing available: 488650.01, 488660.01, 4888670.01 (refer to electrical parts at end of this section)

Notes:

270
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
270 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève

001-400_CAG  25/11/03  6:53  Page 270

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/productos/?cod_fam=10&cod_prod=170
https://rodavigo.net/productos/?cod_fam=10&cod_prod=170


Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

Solenoid valves for actuator control - 3/2 or 5/2 valves - NAMUR interface-Poppet design

Dimension reference 44

Dimension reference 45
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276
Fluid Control Division Europe

CH 1227 Carouge Genève

Parker Lucifer SA

Note: This table is indicative only. Please contact your distributor to confirm your selection.

El.part Coil Protection class Protection class / Power Coil Coil Connection Housing Housing Ambient temp.

Group Temperature class DC AC Order No. Ref. No.  Order No. Ref. No. min. max.

1 22 mm IP 65 Class F 2.5 W 2 W DA01 488980 for DIN plug A0 8993 -40 50
IP 65 Class F 2.5 W 2 W DA02 481045 with DIN plug A0 8993 -40 50
IP 65 Class F 5 W 4 W DA03 481180 for DIN plug A0 8993 -40 50
IP 65 Class F 5 W 4 W DA04 481530 with DIN plug A0 8993 -40 50
IP 65 EEx m II T4 5 W 4 W VA01 482605 with 1500mm cable 00 - -40 50
IP 65 EEx m II T5 2.5 W 2 W VA02 482606 with 1500mm cable 00 - -40 50

2 32 mm IP 65 Class F 9 W 8 W DZ02 481865 for DIN plug N1 2995 -40 50
(Std) IP 65 9 W 8 W DZ03 482725 with DIN plug N1 2995 -40 50

IP 65 Class H 9 W 8 W DZ04 482453 for DIN plug N1 2995 -40
IP 65 8 W DZ05 492726 with DIN plug N1 2995 -40
IP 65 Class F,  50/60 Hz - 9 W DZ06 483510 for DIN plug N1 2995 -40 50
IP 65 - 9 W DZ07 482635 with DIN plug N1 2995 -40 50
IP 65 EEx m II T4 9 W 8 W HZ05 492670 with 3000mm cable 00 - -40 40
IP 65 Class H 14 W 14 W DZ08 492425 for DIN plug N1 2995 -40
IP 65 14 W 14 W DZ09 492727 with DIN plug N1 2995 -40

50 mm IP10 / IP 44 Class F 8 W 8 W EZ01 481000 screw-terminals E0 4270 -40 50
(Std) IP10 / IP 44 Class H 8 W 8 W EZ02 485100 screw-terminals E0 4270 -40

IP 67 Class F, M20x1.5 8 W 8 W EZ01 481000 screw-terminals G1 4538 -40 50
IP 65 EEx m II T5/T4 9 W 8 W VZ01 492070 with 1500mm cable 00 - -40 40/65
IP 67 EEx me II T4 8 W 8 W HZ06 483371 for cable connection 00 - -40 65
IP 66 EEx me II T3/T4 11 W 9 W VZ03 492190 for cable connection 00 - -40 75/40

3 32 mm IP 65 Class H - 14 W DZ08 492425 for DIN plug N1 2995 -40

4 50 mm IP10 / IP 44 Class F - 11 W MZ01 484990 screw-terminals E1 4269 -25 50
(impulse) IP10 / IP 44 Class F 13 W - MZ02 485400 screw-terminals E1 4269 -25 50

5 50 mm IP 54 EEx d IIC T4/T5/T6 8 W 8 W HZ08 483250 for cable connection, 1/2 NPT 00 - -40 80/75/60

6 32 mm IP 65 Class F 1.6 W - DZ10 482740 for DIN plug N1 2995 -40 50
(Miniwatt) IP 65 Class F 1.6W - DZ11 482745 with DIN plug N1 2995 -40 50
50 mm IP 67 EEx me II T5 2.5 W - VZ04 491117 for cable connection 00 - -40 65
(Miniwatt) IP 67 EEx m II T5/T4 2.5 W 2.5 W VZ05 492370 with 1500mm cable 00 - -40 40/65

IP 66 EEx me II T6/T5 2.5 W 2.5 W VZ06 492390 for cable connection 00 - -40 40/75

7 32 mm IP 65 EEx ia II C T6 0.4 W - DZ12 483580.01 for DIN plug N1 2995 -25 55
IP 65 0.4 W - DZ13 483960.01 with DIN plug N1 2995 -25 55

50 mm IP 66 EEx ia II C T6 0.4 W - VZ07 488650.01 for cable connection 00 - -25 65
IP 67 0.4 W - VZ08 488660.01 with 2000mm cable 00 - -25 65
IP 65 0.4 W - VZ09 488670.01 with DIN plug 00 - -25 65

9 32 mm IP 65 Class F 9 W 9 W DZ93 492387 with DIN plug N9 8886 -40 50
50 mm IP 67 EEx me II T4 8 W - HZ14 483371.01 for cable connection 00 - -40 65

IP 66 EEx me II T6/T5 1.5 W - VZ13 492200 for cable connection 00 - -40 40/75
CPR IP 66 EEx me II T5/T4 6 W 6 W VZ14 492300 for cable connection 00 - -40 40/75

IP 67 EEx m II T5/T4 5 W 5 W VZ02 492270 with 1500mm cable 00 - -40 40/65
IP 66 EEx ib IIB T6 0.8 W - VZ11 482660 for cable connection 00 - -40 75
IP 66 EEx ib IIC T6 0.8 W - VZ12 483330.01 for cable connection 00 - -40 75
IP 66 EEx ia IIC T6 0.8W - VZ92 492965.02 for cable connection 00 - -40 65

10 50 mm IP 66 EEx me II T6/T5 1.5 W - VZ26 492210 for cable connection 00 - -40 40/75
IP 66 EEx me II T5/T4 6 W 6 W VZ27 492310 for cable connection 00 - -40 40/75

OFFSHORE IP 66 EEx ib IIB T6 0.8 W - VZ11 482660 for cable connection 00 - -40 75
IP 66 EEx ib IIC T6 0.8 W - VZ12 483330.01 for cable connection 00 - -40 75
IP 66 EEx ia IIC T6 0.8W - VZ91 492965.01 for cable connection 00 - -40 65

11 50 mm IP 65 EEx d II C T4/T5/T6 8 W 8 W HZ19 483270 for cable , M20x1.5 00 - -40 80/75/60

IP 65 EEx d II C T4/T5/T6 8 W 8 W HZ21 483270.02 for cable , 1/2 NPT 00 - -40 80/75/60

12 50 mm IP 66 EEx me II T5/T4 6 W 6 W VZ27 492310 for cable connection 00 - -40 40/75
IP 66 EEx ib IIB T6 0.8 W - VZ22 482160.01 for cable connection 00 - -40 65
IP 66 EEx ib IIC T6 0.8 W - VZ23 482870.01 for cable connection 00 - -40 65

9 W
50

50
50

50

50

272 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève

Note: This table is indicative only. Please contact your distributor to confirm your selection.

Electrical parts options with 3/2, 5/2 valves for pneumatic actuator control 
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316 St. Steel valves for chemical, petrochemical and 
offshore applications

ACTUATION CONNECTION ORIFICE
 (MM)

MAX. PRESSURE
(BAR)

 

PAGE

1/4Direct operated 274/2781000.02.5 to 5.0

3/8 2821000.05.0

SB 276/2781400.02.5

1/4Direct operated with manual reset 274/2801000.05.0

3/8 274/2761000.05.0

Notes:

273
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
273 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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Directional control and fail/safe function in valve actuator circuits in corrosive and hazardous 
environment.

Solenoid pilots for main stage valves in corrosive and hazardous locations.

Applications

316 St. Steel valves for chemical, 
petrochemical and offshore applications

316L Stainless Steel body/Pipe mounting

Direct operated with manual 
reset

El. 
Part

Group
*

Fluid temp.
°C

Admissible 
ambient 

temp.
°C

Degree of protection
Ex

ACDCACDC
Valve reference no.

Coil

Port size Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

Admissible 
differential 
pressure kPa

111/4 -25 to +65 NBR-25 to +65 1 EEx d IIC T4/T5/T6 7030U033X51561D680 483270 25 0 1000 8 81000

11-25 to +65 NBR-25 to +65 EEx d IIC T5680 483270.02 25 0 1000 8 81000

12-25 to +65 NBR-25 to +65 1 EEx  ia IIC T6 7771U033X5156680 482870.01 25 0 1000 0.8 --

12-25 to +65 NBR-25 to +65 EEx me II T4(T5)680 492310 25 0 1000 6 61000

113/8 -25 to +65 NBR-25 to +65 1 EEx d II C T4(T6) 7672U033X52561D680 483270 25 0 1000 8 81000

11-25 to +65 NBR-25 to +65 EEx d II C T4(T6)680 483270.02 25 0 1000 8 81000

Table continued on page 276

 *   See Electrical Parts Group table at end of section
 1.  With manual reset
 2.  Valve with NPT ports

Notes:

274
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
274 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316 St. Steel valves for chemical, petrochemical and offshore applications

Dimension reference 7030

Dimension reference 7672

Dimension reference 7771

275
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA275 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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316 St. Steel valves for chemical, petrochemical and offshore applications

316L Stainless Steel body/Pipe mounting

Direct operated with manual 
reset

El. 
Part

Group
*

Fluid temp.
°C

Admissible 
ambient 

temp.
°C

Degree of protection
Ex

ACDCACDC
Valve reference no.

Coil

Port size Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

Admissible 
differential 
pressure kPa

123/8 -25 to +65 NBR-25 to +65 1 EEx  ia IIC T6 7671U033X5256680 482870.01 25 0 1000 0.8 --

12-25 to +65 NBR-25 to +65 EEx me II T4(T5)680 492310 25 0 1000 6 61000

316L Stainless Steel body/NAMUR interface

Direct operated

9,103/8 -25 to +65 NBR-25 to +65 2 EEx ia IIC T6 7668U131X1201680 492965.015 0 1000 0.8 -1000

9,10-25 to +65 NBR-25 to +65 EEx me IIT4/T5680 4923105 0 1000 6 61000

316L Stainless Steel body/Sub-base mounting

Direct operated

10SB -25 to +65 FKM-25 to +50 2 EEx ia IIC T6 85U131F5695220 492965.012.5 0 1000 0.8 --

10-25 to +75 FKM-25 to +50 EEx me II T4(T5)220 4923102.5 0 1000 6 61000

Table continued on page 278

 *   See Electrical Parts Group table at end of section
 1.  With manual reset
 2.  Valve with NPT ports

Notes:

276
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
276 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316 St. Steel valves for chemical, petrochemical and offshore applications

Dimension reference 85

Dimension reference 7668

Dimension reference 7671

277
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA277 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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316 St. Steel valves for chemical, petrochemical and offshore applications

316L Stainless Steel body/Sub-base mounting

Direct operated

El. 
Part

Group
*

Fluid temp.
°C

Admissible 
ambient 

temp.
°C

Degree of protection
Ex

ACDCACDC
Valve reference no.

Coil

Port size Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

Admissible 
differential 
pressure kPa

11SB -25 to +80 FKM-25 to +50 1 EEx d IIC T5 3783U131F56951D220 4832702.5 0 1400 8 81400

11-25 to +80 FKM-25 to +50 EEx d IIC T5220 483270.022.5 0 1400 8 81400

316L Stainless Steel body/Pipe mounting

Direct operated

101/4 -25 to +75 FKM-25 to +50 1 EEx ia IIC T6 86U133V5695220 492965.01 22.5 0 850 0.8 --

10-25 to +75 FKM-25 to +50 EEx me II T4(T5)220 492310 32.5 0 850 6 6850

11-25 to +75 FKM-25 to +50 1 EEx d IIC T5 6714U133V56951D220 4832702.5 0 850 8 8850

11-25 to +75 FKM-25 to +50 EEx d IIC T5220 483270.022.5 0 850 8 8850

Table continued on page 280

 *   See Electrical Parts Group table at end of section
 1.  Valve with NPT ports
 2.  Max. power consumption DC = 1 W with connected cable length max. 4 km (2 km back and forth), section 1 mm²
 3.  Other coil-housing available

Notes:

278
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
278 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316 St. Steel valves for chemical, petrochemical and offshore applications

Dimension reference 86

Dimension reference 3783

Dimension reference 6714

279
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA279 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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316 St. Steel valves for chemical, petrochemical and offshore applications

316L Stainless Steel body/Pipe mounting

Direct operated

El. 
Part

Group
*

Fluid temp.
°C

Admissible 
ambient 

temp.
°C

Degree of protection
Ex

ACDCACDC
Valve reference no.

Coil

Port size Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

Admissible 
differential 
pressure kPa

101/4 -25 to +65 NBR-25 to +65 1 EEx ia IIC T6 7770U133X5156680 492965.015 0 1000 0.8 --

10-25 to +65 NBR-25 to +65 EEx me II T4(T5)680 4923105 0 1000 6 61000

316L Stainless Steel body/Pipe mounting

Direct operated

111/4 -25 to +65 NBR-25 to +65 1 EEx d IIC T4/T5/T6 7011U133X51561D680 4832705 0 1000 8 81000

11-25 to +65 NBR-25 to +65 EEx d IIC T4/T5/T6680 483270.025 0 1000 8 81000

10-25 to +65 NBR-25 to +65 2 EEx ia IIC T6 7770U133X5196680 492965.01 15 0 1000 0.8 --

10-25 to +65 NBR-25 to +65 EEx me II T4(T5)680 492310 15 0 1000 6 61000

11-25 to +65 NBR-25 to +65 1 EEx d IIC T5 7038U133X51961D680 4832705 0 1000 8 81000

11-25 to +65 NBR-25 to +65 EEx d IIC T5680 483270.025 0 1000 8 81000

Table continued on page 282

 *   See Electrical Parts Group table at end of section
 1.  Valve with NPT ports
 2.  Optional manual override available on request - change suffix 96 to 56
Valve with NPT ports

Notes:

280
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
280 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316 St. Steel valves for chemical, petrochemical and offshore applications

Dimension reference 7011

Dimension reference 7038

Dimension reference 7770

281
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA281 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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316 St. Steel valves for chemical, petrochemical and offshore applications

316L Stainless Steel body/Pipe mounting

Direct operated

El. 
Part

Group
*

Fluid temp.
°C

Admissible 
ambient 

temp.
°C

Degree of protection
Ex

ACDCACDC
Valve reference no.

Coil

Port size Orifice
(mm)

Flow 
factors
(L/min)

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

Admissible 
differential 
pressure kPa

103/8 -25 to +65 NBR-25 to +65 1 EEx ia IIC T6 7669U133X5296680 492965.015 0 1000 0.8 -1000

10-25 to +65 NBR-25 to +65 EEx me II T4(T5)680 4923105 0 1000 6 61000

10-25 to +65 NBR-25 to +65 1 EEx d IIC T4/T5/T6 7670U133X52961D680 4832705 0 1000 8 81000

10-25 to +65 NBR-25 to +65 EEx d IIC T4/T5/T6680 483270.025 0 1000 8 81000

 *   See Electrical Parts Group table at end of section
 1.  Valve with NPT ports

Notes:

282
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
282 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316 St. Steel valves for chemical, petrochemical and offshore applications

Dimension reference 7669

Dimension reference 7670

283
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
283 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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284 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève

NOTES
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285 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève

NOTES

001-400_CAG  25/11/03  6:54  Page 285

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/productos/?cod_fam=10&cod_prod=170
https://rodavigo.net/productos/?cod_fam=10&cod_prod=170


Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

286
Fluid Control Division Europe

Parker Lucifer SA

Note: This table is indicative only. Please contact your distributor to confirm your selection.

El.part Coil ProtectionProtection class / Power Coil Coil Connection Housing Housing Ambient temp.
Group class Temperature class DC AC Order No. Ref. No.  Order No. Ref. No. min. max.

1 22 mm IP65 Class F 2.5 2 DA01 488980 for DIN B plug A2 8993 -40 50
IP65 Class F 2.5 2 DA02 481045 with DIN B plug A2 8993 -40 50
IP65 EEx m II T5 2.5 2 VA12 482606.10 with 1500mm cable 00 - -40 50

2 32 mm IP65 Class F 9 8 DZ02 481865 for DIN A  plug NL 8132 -40 50
(Std) IP65 Class F 9 8 DZ03 482725 with DIN A plug NL 8132 -40 50

IP65 Class H 9 8 DZ04 492453 for DIN A  plug NL 8132 -40 50
IP65 Class H 9 8 DZ05 492726 with DIN A  plug NL 8132 -40 50
IP65 Class F,  50/60 Hz - 9 DZ06 483510 for DIN A  plug NL 8132 -40 50
IP65 Class F,  50/60 Hz - 9 DZ07 482635 with DIN A plug NL 8132 -40 50
IP65 EEx m II T4 9 8 HZ90 492670.10 with 3000mm cable 00 - -25 40

50 mm IP10/IP44 Class F 8 8 EZ01 481000 screw-terminals E0 4270 -40 50
(Std) IP10/IP44 Class H 8 8 EZ02 485100 screw-terminals E0 4270 -40

IP67 Class F, IP 67, M20x1.5 8 8 EZ01 481000 screw-terminals G1 4538 -40 50
IP65 EEx m II T4/T5 9 8 VZ01 492070 with 1500mm cable 00 - -40 40/65
IP67 EEx me II T4 8 8 HZ06 483371 for cable connection 00 - -40 65
IP66 EEx me II T3/T4 11 9 VZ90 492190.10 for cable connection 00 - -40 75/40
IP67 EEx me II T3/T4 8 8 HZ23 494040 for cable connection 00 - -40 90/65
IP65 EEx md IIC T4/T5 8 8 HZ09 493640 with 1500mm cable 00 - -40 75/40

5 50 mm IP54 EEx d IIC T4/T5/T6 8 8 HZ08 483250 for cable, 1/2 NPT 00 - -40 80/75/60

7 32 mm IP65 EEx ia II C T6 0.4 - DZ12 483580.01 for DIN A  plug NL 8132 -40 55
I.S. IP65 EEx ia II C T6 0.4 - DZ13 483960.01 with DIN A plug NL 8132 -40 55
50 mm IP66 EEx ia II C T6 0.4 - VZ93 494035.10 for cable connection 00 - -40 65
I.S. IP67 EEx ia II C T6 0.4 - VZ08 488660.01 with 2000mm cable 00 - -40 65

IP65 EEx ia II C T6 0.4 - VZ09 488670.01 with DIN A plug 00 - -40 65

9 32 mm IP65 Class F 9 9 DZ93 492387 with DIN A plug N9 8886 -40 50
50 mm IP66 EEx me II T5/T6 1.5 - VZ13 492200 for cable connection 00 - -40 75/40

IP67 EEx me II T4 8 - VZ14 483371.01 for cable connection 00 - -40 65
CPR IP66 EEx me II T4/T5 6 6 VZ15 492300 for cable connection 00 - -40 75/40

IP67 EEx m II T4/T5 5 5 VZ02 492270 with 1500mm cable 00 - -40 65/40
IP65 EEx ib IIB T6 0.8 - VZ11 482660 for cable connection 00 - -40 75
IP66 EEx ib IIC T6 0.8 - VZ12 483330.01 for cable connection 00 - -40 75
IP66 EEx ia IIC T6 0.8 - VZ92 492965.02 for cable connection 00 - -40 65

10 50 mm IP66 EEx me II T5/T6 1.5 - VZ26 492210 for cable connection 00 - -40 75/40
IP66 EEx me II T4/T5 6 6 VZ27 492310 for cable connection 00 - -40 75/40

OFFSHORE IP65 EEx ib IIB T6 0.8 - VZ11 482660 for cable connection 00 - -40 75
IP66 EEx ib IIC T6 0.8 - VZ12 483330.01 for cable connection 00 - -40 75
IP66 EEx ia IIC T6 0.8 - VZ91 492965.01 for cable connection 00 - -40 65

11 50 mm IP65 EEx d II C T4/T5/T6 8 8 HZ19 483270 for cable , M20x1.5 00 - -40 80/75/60
EEx d IP65 EEx d II C T4/T5/T6 8 8 HZ21 483270.02 for cable , 1/2 NPT 00 - -40 80/75/60

12 50 mm IP66 EEx me II T4/T5 6 6 VZ27 492310 for cable connection 00 - -40 75/40
IP66 EEx ia IIB T6 0.8 - VZ22 482160.01 for cable connection 00 - -40 65
IP66 EEx ia IIC T6 0.8 - VZ23 482870.01 for cable connection 00 - -40 65

50

286 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève

Note: This table is indicative only. Please contact your distributor to confirm your selection.

Electrical parts options with 3/2 - 316L Stainless steel valves for chemical,
petrochemical & Offshore applications 
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316L St. Steel valves for actuator control

ACTUATION CONNECTION ORIFICE
 (MM)

MAX. PRESSURE
(BAR)

 <KPA>

PAGE

1/4Direct operated 288<1000.0>2.5 to 5

3/8 290/292<1000.0>5

SB 292<1000.0>2.5

1/4 - 1/8Pilot operated 296/298/308/31010.04

3/8 - 1/4 300/302/31210.08

1/4 - 1/8Pilot operated - Integrated pilot 296/30810.04

3/8 - 1/4 298/31010.08

1/4 - 1/8Two solenoids and main pressure supply 304/31410.04

3/8 - 1/4 304/306/31410.08

3/8 - 1/4Pilot operated with external pressure supply 30210.08

3/8 - 1/4External pressure supply 30210.08

1/4Direct operated with manual reset 292/294<1000.0>5

3/8 294<1000.0>5

Notes:

287
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
287 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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Directional control and fail/safe function in valve actuator circuits in corrosive and hazardous 
environment.

Solenoid pilots for main stage valves in corrosive and hazardous locations.

Applications

316 St. Steel valves for actuator control

316L Stainless Steel body/Pipe mounting
Direct operated

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

OR

Admissible 
differential pressure 

kPa

Min Max

75-25 111/4 FKM 1 - 67147133VRN2LV9D U133V56951D220 - 4832702.5 0 850 8 8850

75-25 11FKM -220 - 483270.022.5 0 850 8 8850

75-25 10FKM 1 - 867133VRN2LV95 U133V5695220 - 492965.01 22.5 0 850 0.8 --

75-25 10FKM -220 - 492310 32.5 0 850 6 6850

65-25 11NBR 1 1960 70117133XRN2SV1D U133X51561D680 - 4832705 0 1000 8 81000

65-25 11NBR 1960680 - 483270.025 0 1000 8 81000

Table continued on page 290

 *   See Electrical Parts Group table at end of section
 1.  Valve with NPT ports
 2.  Max. power consumption DC = 1 W with connected cable length max. 4 km (2 km back and forth), section 1 mm²
 3.  Other coil-housing available

Notes:

288
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
288 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316 St. Steel valves for actuator control

Dimension reference 86

Dimension reference 6714

Dimension reference 7011

289
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA289 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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316 St. Steel valves for actuator control

316L Stainless Steel body/Pipe mounting
Direct operated

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

OR

Admissible 
differential pressure 

kPa

Min Max

65-25 101/4 NBR 1 1340 77707133XRN2SV00 U133X5156680 - 492965.015 0 1000 0.8 --

65-25 10NBR 1340680 - 4923105 0 1000 6 61000

65-25 103/8 NBR 1 1940 76707133XRN3SN9H U133X52961D680 - 4832705 0 1000 8 81000

65-25 10NBR 1940680 - 483270.025 0 1000 8 81000

65-25 10NBR 1 - 76697133XRN3SN96 U133X5296680 - 492965.015 0 1000 0.8 -1000

65-25 10NBR -680 - 4923105 0 1000 6 61000

Table continued on page 292

 *   See Electrical Parts Group table at end of section
 1.  Valve with NPT ports

Notes:

290
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
290 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316 St. Steel valves for actuator control

Dimension reference 7669

Dimension reference 7670

Dimension reference 7770

291
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA291 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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316 St. Steel valves for actuator control

316L Stainless Steel body/Sub-base mounting
Direct operated

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

OR

Admissible 
differential pressure 

kPa

Min Max

65-25 10SB FKM 1 700 857131FRF2LV95 U131F5695220 - 492965.012.5 0 1000 0.8 --

75-25 10FKM 700220 - 4923102.5 0 1000 6 61000

316L Stainless Steel body/NAMUR interface
Direct operated

65-25 9,103/8 NBR 1 - 76687131XRKMVN00 U131X1201680 - 492965.015 0 1000 0.8 -1000

65-25 9,10NBR -680 - 4923105 0 1000 6 61000

316L Stainless Steel body/Pipe mounting
Direct operated with manual 

reset

65-25 111/4 NBR 2 2150 70307033XRN2SN1D U033X51561D680 - 483270 15 0 1000 8 81000

65-25 11NBR 2150680 - 483270.02 15 0 1000 8 81000

Table continued on page 294

 *   See Electrical Parts Group table at end of section
 1.  Valve with NPT ports
 2.  With manual reset

Notes:

292
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
292 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316 St. Steel valves for actuator control

Dimension reference 85

Dimension reference 7030

Dimension reference 7668

293
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA293 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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316 St. Steel valves for actuator control

316L Stainless Steel body/Pipe mounting
Direct operated with manual 

reset

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

OR

Admissible 
differential pressure 

kPa

Min Max

65-25 121/4 NBR 1 1300 77717033XRN2SN00 U033X5156680 - 482870.01 25 0 1000 0.8 --

65-25 12NBR 1300680 - 492310 25 0 1000 6 61000

65-25 113/8 NBR 1 1980 76727033XRN3SN1D U033X52561D680 - 483270 25 0 1000 8 81000

65-25 11NBR 1980680 - 483270.02 25 0 1000 8 81000

65-25 12NBR 1 1300 76717033XRN3SN00 U033X5256680 - 482870.01 25 0 1000 0.8 --

65-25 12NBR 1300680 - 492310 25 0 1000 6 61000

 *   See Electrical Parts Group table at end of section
 1.  With manual reset
 2.  Valve with NPT ports

Notes:

294
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
294 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316 St. Steel valves for actuator control

Dimension reference 7671

Dimension reference 7672

Dimension reference 7771

295
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA295 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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Directional control and fail/safe function in valve actuator circuits in corrosive and hazardous 
environment.

Solenoid pilots for main stage valves in corrosive and hazardous locations.

Applications

316L St. Steel valves for actuator control

316L Stainless Steel body/Pipe mounting

Pilot operated - Integrated 
pilot

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

OR

Admissible 
differential pressure 

bar

Min Max

315

24

80-25 11/4 - 1/8 NBR 1 220 75762341PRN2JNM1 U341P0150600 A2 488980 24 2 10 2.5 210

316L Stainless Steel body/Pipe mounting

Pilot operated

315

24

80-25 21/4 - 1/8 NBR 2 420 75477341PRN2JN00 U341P3150600 NL 4818654 2 10 9 810

80-25 2NBR 420600 E0 4810004 2 10 8 810

55-25 7NBR 2 420 75497341PRN2JN92 U341P3192600 NL 483580.014 2 10 0.4 -10

Table continued on page 298

 *   See Electrical Parts Group table at end of section
 1.  Manual override standard
 2.  Valve with NPT ports

Notes:

296
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
296 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316L Stainless Steel valves for actuator control - 5/2 valves - Pipe connection

Dimension reference 7547

Dimension reference 7549

Dimension reference 7576

297
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA297 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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316L Stainless Steel valves for actuator control - 5/2 valves - Pipe connection

316L Stainless Steel body/Pipe mounting

Pilot operated

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

OR

Admissible 
differential pressure 

bar

Min Max

315

24

75-25 101/4 - 1/8 NBR 1 - 75507341PRN2JN95 U341P3195600 - 492965.014 2 10 0.8 -10

75-25 10NBR -600 - 4923104 2 10 6 610

75-10 11NBR 1 - 75517341PRN2JN9D U341P31951D600 - 4832704 2 10 8 810

75-10 11NBR -600 - 483270.024 2 10 8 810

316L Stainless Steel body/Pipe mounting

Pilot operated - Integrated 
pilot

315

24

80-25 13/8 - 1/4 NBR 2 - 75782341PRN3NNM1 U341P02501400 A2 488980 18 2 10 2.5 210

Table continued on page 300

 *   See Electrical Parts Group table at end of section
 1.  Valve with NPT ports
 2.  Manual override standard

Notes:

298
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
298 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316L Stainless Steel valves for actuator control - 5/2 valves - Pipe connection

Dimension reference 7550

Dimension reference 7551

Dimension reference 7578

299
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA299 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève

001-400_CAG  25/11/03  6:54  Page 299

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/productos/?cod_fam=10&cod_prod=170
https://rodavigo.net/productos/?cod_fam=10&cod_prod=170


Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

316L Stainless Steel valves for actuator control - 5/2 valves - Pipe connection

316L Stainless Steel body/Pipe mounting

Pilot operated

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

OR

Admissible 
differential pressure 

bar

Min Max

315

24

80-25 23/8 - 1/4 NBR 1 - 75587341PRN3NN00 U341P32501400 NL 4818658 2 10 9 810

80-25 2NBR -1400 E0 4810008 2 10 8 810

80-25 7NBR 1 - 75607341PRN3NN92 U341P32921400 NL 483580.018 2 10 0.4 -10

75-25 10NBR 1 - 75617341PRN3NN95 U341P32951400 - 492965.018 2 10 0.8 -10

75-25 10NBR -1400 - 4923108 2 10 6 610

Table continued on page 302

 *   See Electrical Parts Group table at end of section
 1.  Valve with NPT ports

Notes:

300
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
300 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316L Stainless Steel valves for actuator control - 5/2 valves - Pipe connection

Dimension reference 7558

Dimension reference 7560

Dimension reference 7561

301
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA301 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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316L Stainless Steel valves for actuator control - 5/2 valves - Pipe connection

316L Stainless Steel body/Pipe mounting

Pilot operated

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

OR

Admissible 
differential pressure 

bar

Min Max

315

24

80-10 113/8 - 1/4 NBR - 75627341PRN3NN9D U341P32951D1400 - 4832708 2 10 8 810

80-10 11NBR -1400 - 483270.028 2 10 8 810

316L Stainless Steel body/Pipe mounting

Pilot operated with external 
pressure supply

315

24

14

80-25 23/8 - 1/4 NBR 1 - 75657441PRN3NN00 U441P32501400 NL 4818658 2 10 9 810

80-25 2NBR -1400 E0 4810008 2 10 8 810

316L Stainless Steel body/Pipe mounting

External pressure supply

315

24

80-253/8 - 1/4 NBR 1 - 75667541PRN3NNM1 U541P02501400 - -8 2 10 - -10

Table continued on page 304

 *   See Electrical Parts Group table at end of section
 1.  Valve with NPT ports

Notes:

302
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
302 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316L Stainless Steel valves for actuator control - 5/2 valves - Pipe connection

Dimension reference 7562

Dimension reference 7565

Dimension reference 7566

303
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA303 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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316L Stainless Steel valves for actuator control - 5/2 valves - Pipe connection

316L Stainless Steel body/Pipe mounting

Two solenoids and main 
pressure supply

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

OR

Admissible 
differential pressure 

bar

Min Max

315

24

80-25 21/4 - 1/8 NBR 1 - 75527347PRN2JN00 U347P3150600 NL 4818654 2 10 9 810

80-25 2NBR -600 E0 4810004 2 10 8 810

65-25 10NBR 1 - 75537347PRN2JN95 U347P3195600 - 492965.014 2 10 0.8 -10

75-25 10NBR -600 - 4923104 2 10 6 610

80-25 23/8 - 1/4 NBR 1 - 75637347PRN3NN00 U347P32501400 NL 4818658 2 10 9 810

80-25 2NBR -1400 E0 4810008 2 10 8 810

Table continued on page 306

 *   See Electrical Parts Group table at end of section
 1.  Valve with NPT ports

Notes:

304
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
304 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316L Stainless Steel valves for actuator control - 5/2 valves - Pipe connection

Dimension reference 7552

Dimension reference 7553

Dimension reference 7563

305
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA305 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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316L Stainless Steel valves for actuator control - 5/2 valves - Pipe connection

316L Stainless Steel body/Pipe mounting

Two solenoids and main 
pressure supply

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

OR

Admissible 
differential pressure 

bar

Min Max

315

24

75-25 103/8 - 1/4 NBR 1 - 75647347PRN3NN95 U347P32951400 - 492965.018 2 10 0.8 -10

75-25 10NBR -1400 - 4923108 2 10 6 610

 *   See Electrical Parts Group table at end of section
 1.  Valve with NPT ports

Notes:

306
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
306 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316L Stainless Steel valves for actuator control - 5/2 valves - Pipe connection

Dimension reference 7564

307
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
307 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève

001-400_CAG  25/11/03  7:03  Page 307

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/productos/?cod_fam=10&cod_prod=170
https://rodavigo.net/productos/?cod_fam=10&cod_prod=170


Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

Directional control and fail/safe function in valve actuator circuits in corrosive and hazardous 
environment.

Solenoid pilots for main stage valves in corrosive and hazardous locations.

Applications

316L St. Steel valves for actuator control

316L Stainless Steel body/NAMUR interface

Pilot operated - Integrated 
pilot

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

OR

Admissible 
differential pressure 

bar

Min Max

5 1 3

4 2

80-25 11/4 - 1/8 NBR 1 - 75752341NRKDJNM1 U341N0150600 A2 488980 24 2 10 2.5 210

316L Stainless Steel body/NAMUR interface

Pilot operated

5 1 3

4 2

75-25 21/4 - 1/8 NBR 2 - 75427341NRKDJN00 U341N3150600 NL 4818654 2 10 9 810

75-25 2NBR -600 E0 4810004 2 10 8 810

80-25 5NBR 2 - 75437341NRKDJN1D U341N31501D600 - 4832504 2 10 8 810

Table continued on page 310

 *   See Electrical Parts Group table at end of section
 1.  Manual override standard
 2.  Valve with NPT ports

Notes:

308
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
308 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316L Stainless Steel valves for actuator control - 3/2 or 5/2 valves - NAMUR interface

Dimension reference 7542

Dimension reference 7543

Dimension reference 7575

309
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA309 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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316L Stainless Steel valves for actuator control - 3/2 or 5/2 valves - NAMUR interface

316L Stainless Steel body/NAMUR interface

Pilot operated

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

OR

Admissible 
differential pressure 

bar

Min Max

5 1 3

4 2

80-25 71/4 - 1/8 NBR 1 - 75447341NRKDJN92 U341N3192600 NL 483580.014 2 10 0.4 -10

75-25 10NBR 1 - 76967341NRKDJN95 U341N3195600 - 492965.014 2 10 0.8 -10

75-25 10NBR -600 - 4923104 2 10 6 610

316L Stainless Steel body/NAMUR interface

Pilot operated - Integrated 
pilot

5 1 3

4 2

80-25 13/8 - 1/4 NBR - 75772341NRKNNNM1 U341N02501400 A2 4889808 2 10 2.5 210

Table continued on page 312

 *   See Electrical Parts Group table at end of section
 1.  Valve with NPT ports

Notes:

310
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
310 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316L Stainless Steel valves for actuator control - 3/2 or 5/2 valves - NAMUR interface

Dimension reference 7544

Dimension reference 7577

Dimension reference 7696

311
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA311 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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316L Stainless Steel valves for actuator control - 3/2 or 5/2 valves - NAMUR interface

316L Stainless Steel body/NAMUR interface

Pilot operated

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

OR

Admissible 
differential pressure 

bar

Min Max

5 1 3

4 2

80-25 23/8 - 1/4 NBR 1 - 75547341NRKNNN00 U341N32501400 NL 4818658 2 10 9 810

80-25 2NBR -1400 E0 4810008 2 10 8 810

55-25 7NBR 1 - 75567341NRKNNN92 U341N32921400 NL 483580.018 2 10 0.4 -10

75-25 10NBR 1 - 76957341NRKNNN95 U341N32951400 - 492965.018 2 10 0.8 -10

75-25 10NBR -1400 - 4923108 2 10 6 610

Table continued on page 314

 *   See Electrical Parts Group table at end of section
 1.  Valve with NPT ports

Notes:

312
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
312 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève

001-400_CAG  25/11/03  7:03  Page 312

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/productos/?cod_fam=10&cod_prod=170
https://rodavigo.net/productos/?cod_fam=10&cod_prod=170


Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

316L Stainless Steel valves for actuator control - 3/2 or 5/2 valves - NAMUR interface

Dimension reference 7554

Dimension reference 7556

Dimension reference 7695

313
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA313 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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316L Stainless Steel valves for actuator control - 3/2 or 5/2 valves - NAMUR interface

316L Stainless Steel body/NAMUR interface

Two solenoids and main 
pressure supply

El. 
Part

Group
*

Fluid 
temp.

°C

Wt.
(g)

Global valve
reference ACDCACDC

Valve reference no.
Housing Coil

Port size Orifice
(mm)

Flow 
factors
(L/min

Seat 
disc

Reference numbers Power
consumption

(W)

Dim
ref.

MaxMin

NPT Qn

OR

Admissible 
differential pressure 

bar

Min Max

5 1 3

4 2

80-25 21/4 - 1/8 NBR 1 - 75457347NRKDHNM0 U347N3150400 NL 481865 24 2 10 9 810

80-25 2NBR -400 E0 481000 24 2 10 8 810

55-25 7NBR 1 - 75467347NRKDHN92 U347N3192400 NL 483580.01 24 2 10 0.4 -10

80-25 23/8 - 1/4 NBR 1 - 75577347NRKNNN00 U347N32501400 NL 4818658 2 10 9 810

80-25 2NBR -1400 E0 4810008 2 10 8 810

 *   See Electrical Parts Group table at end of section
 1.  Valve with NPT ports
 2.  Please order two housings and coils for each valve

Notes:

314
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA
314 Parker Lucifer SA

Fluid Control Division Europe
CH-1227 Carouge-Genève
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316L Stainless Steel valves for actuator control - 3/2 or 5/2 valves - NAMUR interface

Dimension reference 7545

Dimension reference 7546

Dimension reference 7557

315
Fluid Control Division Europe

CH-1227 Carouge-Genève

Parker Lucifer SA315 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève
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316
Fluid Control Division Europe

Parker Lucifer SA

Note: This table is indicative only. Please contact your distributor to confirm your selection.

El.part Coil ProtectionProtection class / Power Coil Coil Connection Housing Housing Ambient temp.
Group class Temperature class DC AC Order No. Ref. No. Order No. Ref. No. min. max.

1 22 mm IP65 Class F 2.5 2 DA01 488980 for DIN B plug A2 8993 -40 50
IP65 Class F 2.5 2 DA02 481045 with DIN B plug A2 8993 -40 50
IP65 EEx m II T5 2.5 2 VA12 482606.10 with 1500mm cable 00 - -40 50

2 32 mm IP65 Class F 9 8 DZ02 481865 for DIN A  plug NL 8132 -40 50
(Std) IP65 Class F 9 8 DZ03 482725 with DIN A plug NL 8132 -40 50

IP65 Class H 9 8 DZ04 492453 for DIN A  plug NL 8132 -40 50
IP65 Class H 9 8 DZ05 492726 with DIN A  plug NL 8132 -40 50
IP65 Class F,  50/60 Hz - 9 DZ06 483510 for DIN A  plug NL 8132 -40 50
IP65 Class F,  50/60 Hz - 9 DZ07 482635 with DIN A plug NL 8132 -40 50
IP65 EEx m II T4 9 8 HZ90 492670.10 with 3000mm cable 00 - -25 40

50 mm IP10/IP44 Class F 8 8 EZ01 481000 screw-terminals E0 4270 -40 50
(Std) IP10/IP44 Class H 8 8 EZ02 485100 screw-terminals E0 4270 -40

IP67 Class F, IP 67, M20x1.5 8 8 EZ01 481000 screw-terminals G1 4538 -40 50
IP65 EEx m II T4/T5 9 8 VZ01 492070 with 1500mm cable 00 - -40 40/65
IP67 EEx me II T4 8 8 HZ06 483371 for cable connection 00 - -40 65
IP66 EEx me II T3/T4 11 9 VZ90 492190.10 for cable connection 00 - -40 75/40
IP67 EEx me II T3/T4 8 8 HZ23 494040 for cable connection 00 - -40 90/65
IP65 EEx md IIC T4/T5 8 8 HZ09 493640 with 1500mm cable 00 - -40 75/40

5 50 mm IP54 EEx d IIC T4/T5/T6 8 8 HZ08 483250 for cable, 1/2 NPT 00 - -40 80/75/60

7 32 mm IP65 EEx ia II C T6 0.4 - DZ12 483580.01 for DIN A  plug NL 8132 -40 55
I.S. IP65 EEx ia II C T6 0.4 - DZ13 483960.01 with DIN A plug NL 8132 -40 55
50 mm IP66 EEx ia II C T6 0.4 - VZ93 494035.10 for cable connection 00 - -40 65
I.S. IP67 EEx ia II C T6 0.4 - VZ08 488660.01 with 2000mm cable 00 - -40 65

IP65 EEx ia II C T6 0.4 - VZ09 488670.01 with DIN A plug 00 - -40 65

9 32 mm IP65 Class F 9 9 DZ93 492387 with DIN A plug N9 8886 -40 50
50 mm IP66 EEx me II T5/T6 1.5 - VZ13 492200 for cable connection 00 - -40 75/40

IP67 EEx me II T4 8 - VZ14 483371.01 for cable connection 00 - -40 65
CPR IP66 EEx me II T4/T5 6 6 VZ15 492300 for cable connection 00 - -40 75/40

IP67 EEx m II T4/T5 5 5 VZ02 492270 with 1500mm cable 00 - -40 65/40
IP65 EEx ib IIB T6 0.8 - VZ11 482660 for cable connection 00 - -40 75
IP66 EEx ib IIC T6 0.8 - VZ12 483330.01 for cable connection 00 - -40 75
IP66 EEx ia IIC T6 0.8 - VZ92 492965.02 for cable connection 00 - -40 65

10 50 mm IP66 EEx me II T5/T6 1.5 - VZ26 492210 for cable connection 00 - -40 75/40
IP66 EEx me II T4/T5 6 6 VZ27 492310 for cable connection 00 - -40 75/40

OFFSHORE IP65 EEx ib IIB T6 0.8 - VZ11 482660 for cable connection 00 - -40 75
IP66 EEx ib IIC T6 0.8 - VZ12 483330.01 for cable connection 00 - -40 75
IP66 EEx ia IIC T6 0.8 - VZ91 492965.01 for cable connection 00 - -40 65

11 50 mm IP65 EEx d II C T4/T5/T6 8 8 HZ19 483270 for cable , M20x1.5 00 - -40 80/75/60
EEx d IP65 EEx d II C T4/T5/T6 8 8 HZ21 483270.02 for cable , 1/2 NPT 00 - -40 80/75/60

12 50 mm IP66 EEx me II T4/T5 6 6 VZ27 492310 for cable connection 00 - -40 75/40
IP66 EEx ia IIB T6 0.8 - VZ22 482160.01 for cable connection 00 - -40 65
IP66 EEx ia IIC T6 0.8 - VZ23 482870.01 for cable connection 00 - -40 65

50

316 Parker Lucifer SA
Fluid Control Division Europe
CH-1227 Carouge-Genève

Note: This table is indicative only. Please contact your distributor to confirm your selection.

Electrical parts options with 3/2-5/2  - 316L Stainless steel valves for pneumatic actuator
control 
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