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Installation & Connections
Plastic Connectors

Connection solutions for almost
any application, from standard
connectors through to customised
customer-specific connections
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Servicio de Att. al Clien

Installation & Connections - Plastic connectors

Combiflex PU Cone Flange

acc. to DIN 3016

Material
@ highly abrasion resistant polyuret-
hane

Applications

@ screwable quick connection system
for the hose types Master-PUR L /
H / HX sowie fur den Master-PUR
Performance

Available on request

® available on request in permanently
mounted version for watertight, ten-
sile strengthened connections, other
DN sizes, coloured.

Properties

@ abrasion and microbe-resistant

e lightweight

® connection option without adjustable constriction
of the cross-section

@ high tension-proof

® reusable and exchangeable

® easy to install when using quick-fit clamp connec-
tors

® shock-proof

o dissipation of electrostatic charge via integrated
earthing plate available for prefixed version

Temperature Range
®-40°C to +90°C
® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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MASTERFLEX

50
50
50
51
65
65
65
65
80
80
80
80
100
100
100
102
125
125
125
127
150
150
150
152
160
160
160
180
180
180
200
200
200
250
250
250

length
mm

68
68
68
68
78
78
78
78
83
83
83
83
88
88
88
88
95
95
95
95
105
105
105
105
105
105
105
110
110
110
110
10
110
120
120
120

www.rodavigo.net

weight/piece

kg

0,1
0,1
0]
0]
0,15
0,15
0,15
0,15
0,18
0,18
0,18
0,18
0,35
0,35
0,35
0,35
0,42
0,42
0,42
0,42
0,63
0,63
0,63
0,63
0,7
0,7
0,7
0,8
0,8
0,8
0,87
0,87
0,87
14
1,4
1,4

HX
Performance
L
H
HX
Performance
L
H
HX
Performance
L
H
HX
Performance
L
H
HX
Performance
L
H
HX
Performance
L
H
HX
L

All data refers to a medium and ambient temperature of +20 °C
Subject to technical changes and colour deviations.

article no. male | article no. female

connection

521-050-10V
522-050-10V
523-050-10V
523-051-1PV
521-065-10V
522-065-10V
523-065-10V
523-065-1PV
521-080-10V
522-080-10V
523-080-10V
523-080-1PV
521-100-10V
522-100-10V
523-100-10V
523-102-1PV
521-125-10V
522-125-10V
523-125-10V
523-127-1PV
521-150-10V
522-150-10V
523-150-10V
523-152-1PV
521-160-10V
522-160-10V
523-160-10V
521-180-10V
522-180-10V
523-180-10V
521-200-10V
522-200-10V
523-200-10V
521-250-10V
522-250-10V
523-250-10V

Please note the changed article numbers.

connection

521-050-10M
522-050-10M
523-050-10M
523-051-1PM
521-065-10M
522-065-10M
523-065-10M
523-065-1PM
521-080-10M
522-080-10M
523-080-10M
523-080-1PM
521-100-10M
522-100-10M
523-100-10M
523-102-1PM
521-125-10M
522-125-10M
523-125-10M
523-127-1PM
521-150-10M
522-150-10M
523-150-10M
523-152-1PM
521-160-10M
522-160-10M
523-160-10M
521-180-10M
522-180-10M
523-180-10M
521-200-10M
522-200-10M
523-200-10M
521-250-10M
522-250-10M
523-250-10M

Servicio de Att. al Cliente

article no. male

connection pre-fixed

520-050-10V
520-050-10V
520-050-10V
520-050-10V
520-065-10V
520-065-10V
520-065-10V
520-065-10V
520-080-10V
520-080-10V
520-080-10V
520-080-10V
520-100-10V
520-100-10V
520-100-10V
520-100-10V
520-125-10V
520-125-10V
520-125-10V
520-125-10V
520-150-10V
520-150-10V
520-150-10V
520-150-10V
520-160-10V
520-160-10V
520-160-10V
520-180-10V
520-180-10V
520-180-10V
520-200-10V
520-200-10V
520-200-10V
520-250-10V
520-250-10V
520-250-10V

The new article numbers can be found in the online product data sheets.
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Servicio de Att. a

Installation & Connections - Plastic connectors

Combiflex PU Cone Flange

acc. to DIN 3016

DN Imnar Diameatar Hosa

D Outer Diameater Flangea

Da Quter Diameter Screw Thread
L Total Length

t1 Hose Insertion Dapth

s | Fipe Inmer Diameter

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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Servicio de Att. a

DN: inner-@ D: outer-@ Da: outer-@ Screw L: Total length tl: hose di:

hose flange Thread mm insertion depth pipe inner-@
mm mm mm mm mm

104 105 83 53,5 82,5
100 129 131 88 58,5 1071
125 161 156 95 63,5 131,7
150 190 184 105 73,5 159,3
160 200 190 105 73,5 167,0
180 216 210 110 78,5 182,9
200 242 235 10 78,5 2073
225 295 283 120 88,8 260,4

MASTERFLEX 317
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Installation & Connections - Plastic connectors

in acc. with DIN 3016

Servicio de

Combiflex PU Cone Flange Food

Material

@ colour: white

® collar: food-grade polyurethane
acc. to EU directive 10/2011 and BfR
XXXIX

Applications
® cast-on quick connectors for all Mas-
ter-PUR Food hose types

Properties

e lightweight

® connection option without adjustable constriction
of the cross-section

® PU-sprue: approved for direct contact with food-
stuffs acc.to EU directives 10/2011, 1935/2004
(German Consumer Goods Board) and their latest
amendments 1282/2011, 1183/2012, 202/2014 and
2015/174 suitable for dry, watery, acidic, fatty as well
as alcoholic foodstuffs (excluding spirits)

® high tension-proof

® easy to install when using quick-fit clamp connec-
tors

® shock-proof

® abrasion, microbe and hydrolysis resistant

@ dissipation of electrostatic charge via integrated
earthing plate available for prefixed version

Temperature Range
®-40°C to +90°C
® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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50

65

80

100
125
150
160
180
200

All data refers to a medium and ambient temperature of +20 °C

D: AuBen-@| Da: AuBen-@
Schraubbereich

78
91
104
129
161
190
200
216
242

75
90
105
131
156
184
190
210
235

68
78
83
88
95
105
105
110
110

total length | d1: Rohr-

54,5
70,3
82,5
1071
131,7
159,3
167,0
182,9
2073

weight/piece

kg

0,1
0,15
0,18
0,35
0,42
0,63
0,7
0,8
0,87

Order-specific production in above listed sizes, in White, pre-fixed, water-tight version for Master-PUR Food hoses

Subject to technical changes and colour deviations.

Please note the changed article numbers.

article no.

male connec-

tion

520-050-50V
520-065-50V
520-080-50V
520-100-50V
520-125-50V
520-150-50V
520-160-50V
520-180-50V
520-200-50V

Servicio de Att. a

article no. fe-
male connec-
tion

520-050-50M
520-065-50M
520-080-50M
520-100-50M
520-125-50M
520-150-50M
520-160-50M
520-180-50M
520-200-50M

The new article numbers can be found in the online product data sheets.
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Servicio de Att. al Cliente

Installation & Connections - Plastic connectors

Combiflex PU Fixed Flange

for counterflanges acc. to DIN 2632/DIN 2633

Material Properties
@ highly abrasion resistant polyuret- @ abrasion and microbe-resistant
hane e lightweight
@ colour: black ® connection option without adjustable constriction
of the cross-section
Applications @ high tension-proof
® screwable plastic flange for for the ® reusable and exchangeable
hose types Master-PUR L / H / HX ® simple mounting
® shock-proof
Available on request @ pressure level PN 6 at DN 200 or PN 10/16 at all
® available on request in permanently other DN
mounted version for watertight, ten- e dissipation of electrostatic charge via integrated
sile strengthened connections, other earthing plate available for prefixed version

DN sizes, coloured.
Temperature Range
®-40°C to +90°C
® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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Servicio de Att. al Cliente

DN pipe external | Da: Outer-@ hole |length L |weight/| article no. | article no. | article no. article no.

adapter| dimension |screw fixing circle mm Type L Type H Typ HX Type
mm area mm mm Performance
50 57 75 50 125 66 0,4 560-050-057 561-050-057 563-050-057 565-051-057
50 60,3 75 50 125 66 04 560-050-060 561-050-060 563-050-060 565-051-060
65 76,1 90 65 145 76 0,5 560-065-076 561-065-076 563-065-076 565-065-076
65 76,1 90 70 145 76 0,55 560-070-076 561-070-076 563-070-076 565-070-076
80 88,9 105 75 160 76 0,6 560-075-088 561-075-088 563-075-088 565-076-088
80 88,9 105 80 160 76 0,65 560-080-088 561-080-088 563-080-088 565-080-088
100 108 131 100 180 86 0,8 560-100-108 561-100-108  563-100-108 565-102-108
100 14,3 131 100 180 86 0,8 560-100-114  561-100-114  563-100-114 565-102-114
125 133 156 120 210 92 0,95 560-120-133  561-120-133  563-120-133 565-120-133
125 139,7 156 120 210 92 0,95 560-120-139  561-120-139  563-120-139 565-120-139
125 133 156 125 210 92 1 560-125-133  561-125-133 ~ 563-125-133 565-127-133
125 139,7 156 125 210 92 1 560-125-139  561-125-139  563-125-139 565-127-139
150 159 184 140 240 98 1,2 560-140-159  561-140-159  563-140-159 565-140-159
150 159 184 150 240 98 1,4 560-150-159  561-150-159  563-150-159 565-152-159
150 168,3 184 150 240 98 1,4 560-150-168 561-150-168  563-150-168 565-152-168
150 177,8 184 160 240 98 1,5 560-160-168 561-160-168  563-160-168 565-160-168
175 193,7 210 180 270 103 1,8 560-180-193  561-180-193  563-180-193 /
200 219,1 235 200 295 108 2 560-200-219 561-200-219 563-200-219 /
250 267 292 250 350 18 3 560-250-267 561-250-267 563-250-267 /
250 273 292 250 350 18 3 560-250-273 561-250-273 563-250-273 /
300 3239 344 300 400 123 4 560-300-323 561-300-323 563-300-323 /

Al data refers to a medium and ambient temperature of +20 °C
Order-specific production in the DN sizes listed above
Subject to technical changes and colour deviations.

Please note the changed article numbers.

The new article numbers can be found in the online product data sheets.

MASTERFLEX 321



https://rodavigo.net/productos/?cod_fam=21&cod_prod=381
https://rodavigo.net/productos/?cod_fam=21&cod_prod=381

www.rodavigo.net

Servicio de Att. al Clie|

Installation & Connections - Plastic connectors

Combiflex Cast-on PU Fixed Flange

for counterflanges acc. to DIN 2632 / DIN 2633 / DIN 2673

Material Properties
@ highly abrasion resistant polyuret- e lightweight

hane ® high tension-proof connection
® colour: black ® microbe-resistant

o front-flush hose integration

Applications ® abrasion-resistant
@ cast-on PU flange for all Master-PUR ® shock-proof
Inline hose types ® pressure level PN 6 at DN 200 or PN 10/16 at all
other DN

@ dissipation of electrostatic charge via integrated
earthing plate available for prefixed version
® gas-tight / watertight

Temperature Range

@ -40°C to +90°C
® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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MASTERFLEX

50
50
65
65
80
80
100
100
125
125
125
125
150
150
150
150
175
200
250
250
300

All data refers to a medium and ambient temperature of +20 °C

dA: pipe external

dimension mm

57
60,3
76,1
76,1
88,9
88,9
108
14,3
133
139,7
133
139,7
159
159
168,3
177,8
193,7
2191
267
273
3239

51
51
65
70
76
80
102
102
120
120
127
127
140
152
152
160
180
203
250
250
300

hole circle
mm

125
125
145
145
160
160
180
180
210
210
210
210
240
240
240
240
270
295
350
350
400

Order-specific production in above listed sizes, in black, only for Master-PUR Inline hoses.

Subject to technical changes and colour deviations.

Please note the changed article numbers.

weight/

piece kg

0,4
0,4
0,5
0,55
0,6
0,65
0,8
0,8
0,95
0,95

1,2
14
14
1,5
18

A N W

article no. type L/H/
HX/Performance

562-050-057
562-050-060
562-065-076
562-070-076
562-075-088
562-080-088
562-100-108
562-100-114
562-120-133
562-120-139
562-125-133
562-125-139
562-140-159
562-150-159
562-150-168
562-160-168
562-180-193
562-200-219
562-250-267
562-250-273
562-300-323

article no.
type Inline

564-051-107
564-051-107
564-065-107
/
564-076-107
564-080-107
564-102-107
564-102-107

/

/
564-127-107
564-127-107

/
564-152-107
564-152-107

/

/
564-203-107
/

/

/

The new article numbers can be found in the online product data sheets.
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Installation & Connections - Plastic connectors

Combiflex PU Fixed Flange Food

for counterflanges acc. to DIN 2633

Material Properties
@ food-grade polyurethane acc.to EU e lightweight
10/2011 and BfR XXXIX ® connection option without adjustable constriction
of the cross-section
Applications @ PU-sprue: approved for direct contact with food-
@ cast-on plastic flange for all Mas- stuffs acc.to EU directives 10/2011, 1935/2004
ter-PUR Food hose types (German Consumer Goods Board) and their latest

amendments 1282/2011, 1183/2012, 202/2014 and
2015/174 suitable for dry, watery, acidic, fatty as well
as alcoholic foodstuffs (excluding spirits)

® high tension-proof

® simple mounting

® shock-proof

® abrasion, microbe and hydrolysis resistant

® Pressure range PN 10/16

@ dissipation of electrostatic charge via integrated
earthing plate available for prefixed version

Temperature Range

@ -40°C to +90°C
® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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DN Da: pipe external DN hose hole circle weight/piece article no.
adapter dimension mm kg
50 57 50 125 66 0,55 562-050-501
50 60,3 50 125 66 0,55 562-050-502
65 76,1 65 145 76 0,69 562-065-501
65 76,1 70 145 76 0,69 562-070-501
80 88,9 75 160 76 0,85 562-075-501
80 88,9 80 160 76 0,85 562-080-501
100 108 100 180 86 113 562-100-501
100 14,3 100 180 86 113 562-100-502

All data refers to a medium and ambient temperature of +20 °C
Order-specific production in above listed sizes, in White, pre-fixed, water-tight version for Master-PUR Food hoses
Subject to technical changes and colour deviations.

Please note the changed article numbers.

The new article numbers can be found in the online product data sheets.
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Servicio de Att. al

Installation & Connections - Plastic connectors

Combiflex PU Swivel Flange

for counterflanges acc. to DIN 2632 / DIN 2632

Material Properties
@ loose flange: aluminium ® abrasion and microbe-resistant
® collar: abrasion-resistant polyuret- ® connection option without adjustable constriction
hane of the cross-section
® high tension-proof
Applications @ reusable and exchangeable
® screwable plastic collar with loose ® simple mounting
flange for for the hose types Mas- ® shock-proof
ter-PUR L / H/ HX @ pressure level PN 6 at DN 200 or PN 10/16 at all
other DN
Available on request
@ available on request in permanently Temperature Range
mounted version for watertight, ten- ®-40°C to +90°C
sile strengthened connections, other ® peaks to +125°C

DN sizes, coloured.

Stock lengths and technical data / www.masterflex.de/en
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]\
adapter

50
50
65
65
80
80
100
100
125
125
125
125
150
150
150
150
200
250
250
300

All data refers to a medium and ambient temperature of +20 °C

www.rodavigo.net

pipe external

dimension
mm

57
60,3
76,1
76,1
88,9
88,9
108
14,3
133
139,7
133
139,7
159
159
168,3
1778
2191
267
273
3239

50
50
65
70
75
80
100
100
120
120
125
125
140
150
150
160
200
250
250
300

400

Order-specific production in the DN sizes listed above
Subject to technical changes and colour deviations.

Please note the changed article numbers.

0,92
0,92
119
114
1,48
1,43
1,74
1,74
2,37
2,37
2,26
2,26
3,09
2,82
2,82
2,53
4,18
5,88
5,88
7]2

article no.

type L

570-050-057-AL
570-050-060-AL
570-065-076-AL
570-070-076-AL
570-075-088-AL
570-080-088-AL
570-100-108-AL
570-100-114-AL
570-120-133-AL
570-120-139-AL
570-125-133-AL
570-125-139-AL
570-140-159-AL
570-150-159-AL
570-150-168-AL
570-160-168-AL
570-200-219-AL
570-250-267-AL
570-250-273-AL
570-300-323-AL

article no.
Type H

571-050-057-AL
571-050-060-AL
571-065-076-AL
571-070-076-AL
571-075-088-AL
571-080-088-AL
571-100-108-AL
571-100-114-AL
571-120-133-AL
571-120-139-AL
571-125-133-AL
571-125-139-AL
571-140-159-AL
571-150-159-AL
571-150-168-AL
571-160-168-AL
571-200-219-AL
571-250-267-AL
571-250-273-AL
571-300-323-AL

Servicio de Att. al Cliente

article no.
type HX

573-050-057AL
573-050-060-AL
573-065-076-AL
573-070-076-AL
573-075-088-AL
573-080-088-AL
573-100-108-AL
573-100-114-AL
573-120-133-AL
573-120-139-AL
573-125-133-AL
573-125-139-AL
573-140-159-AL
573-150-159-AL
573-150-168-AL
573-160-168-AL
573-200-219-AL
573-250-267-AL
573-250-273-AL
573-300-323-AL

article no.

Type
Performance

575-051-057
575-051-060
575-065-076

/

575-076-088
575-080-088
575-102-108
575-102-114

/

/
575-127-133
575-127-139
575-140-159
575-152-159
575-152-168

/

S~ N .

The new article numbers can be found in the online product data sheets.

MASTERFLEX
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Installation & Connections - Plastic connectors

Combiflex Cast-on PU Swivel Flange

for counterflanges acc. to DIN 2632 / DIN 2633 / DIN 2673

Material Properties
@ loose flange: aluminium e lightweight
® collar: abrasion-resistant polyuret- ® high tension-proof connection

hane ® microbe-resistant

o front-flush hose integration

Applications ® abrasion-resistant
@ cast-on PU swivel flange for Mas- ® shock-proof

ter-PUR Inline hose types ® pressure level PN 6 at DN 200 or PN 10/16 at all

other DN

® gas-tight / watertight
Temperature Range

®-40°C to +90°C
® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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DN
adapter

50
50
65
65
80
80
100
100
125
125
150
150
150
200
250
250
300

All data refers to a medium and ambient temperature of +20 °C
Order-specific production in above listed sizes, in black, only for Master-PUR Inline hoses.

www.rodavigo.net

dA: pipe exter-| Da: Outer-@
nal dimension | Cast-on section
mm mm
57 75
60,3 75
76,1 90
76,1 90
88,9 105
88,9 105
108 131
14,3 131
133 156
139,7 156
159 184
168,3 184
177,8 184
219,1 235
267 292
273 292
3239 344

Subject to technical changes and colour deviations.

Please note the changed article numbers.

51
51
65
70
76
80
102
102
127
127
152
152
160
203
250
250
300

hole | weight/piece

circle
mm

125
125
145
145
160
160
180
180
210
210
240
240
240
295
350
350
400

0,92
0,92
119
114
1,48
1,43
1,74
1,74
2,26
2,26
2,82
2,82
2,53
4,8
5,88
5,88
712

length L
mm

66
66
76
76
76
76
86
86
92
92
98
98
98
108
n8
18
123

Servicio de Att. al Cliente

article no.
Type L/H/HX/

Performance

572-050-057-AL
572-050-060-AL
572-065-076-AL
572-070-076-AL
572-075-088-AL
572-080-088-AL
572-100-108-AL
572-100-114-AL
572-125-133-AL
572-125-139-AL
572-150-159-AL
572-150-168-AL
572-160-168-AL
572-200-219-AL
572-250-267-AL
572-250-273-AL
572-300-323-AL

article no.

Type
Inline

574-051-107-AL
574-051-107-AL
574-054-107-AL

/
574-076-107-AL
574-080-107-AL
574-102-107-AL
574-102-107-AL
574-127-107-AL
574-127-107-AL
574-152-107-AL
574-152-107-AL

/
574-204-107-AL

/

/

/

The new article numbers can be found in the online product data sheets.
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Servicio

Installation & Connections - Plastic connectors

Combiflex PU Swivel Flange Food

for counterflanges acc. to DIN 2633

=

Material Properties

@ colour: white e lightweight

® collar: food-grade polyurethane ® connection option without adjustable constriction
acc. to EU directive 10/2011 and BfR of the cross-section
XXXIX ® PU-sprue: approved for direct contact with food-

© loose flange: stainless steel stuffs acc.to EU directives 10/2011, 1935/2004

(German Consumer Goods Board) and their latest

Applications amendments 1282/2011, 1183/2012, 202/2014 and

® cast-on plastic flange for all Mas- 2015/174 suitable for dry, watery, acidic, fatty as well
ter-PUR Food hose types as alcoholic foodstuffs (excluding spirits)

® high tension-proof

® simple mounting

® shock-proof

® abrasion, microbe and hydrolysis resistant
® Pressure range PN 10/16

Temperature Range

®-40°C to +90°C
® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX



https://rodavigo.net/productos/?cod_fam=21&cod_prod=381
https://rodavigo.net/productos/?cod_fam=21&cod_prod=381

WWW.ro

Servicio de Att. a

DN pipe external Da: Outer-@ Cast- DN | hole circ- length weight/piece article no.
adapter dimension on section hose le mm mm kg
mm mm
50 57 75 50 125 66 2,24 572-050-501
50 60,3 75 50 125 66 2,24 572-050-502
65 76,1 90 65 145 76 2,8 572-065-501
65 76,1 90 70 145 76 2,75 572-070-501
80 88,9 105 75 160 76 3,39 572-075-501
80 88,9 105 80 160 76 3,34 572-080-501
100 108 131 100 180 86 3,79 572-100-501
100 14,3 131 100 180 86 3,79 572-100-502
125 133 156 120 210 92 4,97 572-120-501
125 139,7 156 120 210 92 4,97 572-120-502
125 133 156 125 210 92 4,86 572-125-501
125 139,7 156 125 210 92 4,86 572-125-502
150 159 184 140 240 98 6,17 572-140-501
150 159 184 150 240 98 59 572-150-501
150 168,3 184 150 240 98 59 572-150-502

All data refers to a medium and ambient temperature of +20 °C
Order-specific production in above listed sizes, in White, pre-fixed, water-tight version for Master-PUR Food hoses
Subject to technical changes and colour deviations.

Please note the changed article numbers.
The new article numbers can be found in the online product data sheets.
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Installation & Connections - Plastic connectors

Combiflex PU Threaded Sockets

in acc. with DIN ISO 228

Material Properties
@ abrasion resistant polyurethane e lightweight
® high tension-proof and primarily water-tight
Applications connection
® screwable threaded connectors for ® reusable and exchangeable
Master-PUR L / H / HX ® simple mounting
® abrasion-resistant
Available on request ® microbe and hydrolysis-resistant
® available on request in permanently ® shock-proof

mounted version for watertight, ten-
sile strengthened connections, other Temperature Range
DN sizes, coloured. ®-40°C to +90°C

® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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Servicio de Att. a

thread size (in.) length weight/ article no. | article no. article no. artikel no. type
inch mm piece kg Type L Type H Type HX Performance
83

50 2 0,16 524-050-107 525-050-107  526-050-107 526-050-P07
65 2,5 94 0,23 524-065-107 525-065-107  526-065-107 526-065-P07
75 3 102 0,26 524-075-107  525-075-107  526-075-107 526-075-P07
100 4 124 0,53 524-100-107  525-100-107  526-100-107 526-100-P0O7
125 5 100 0,65 524-125-107  525-125-107 526-125-107 526-125-P07
150 6 109 0,95 524-150-107  525-150-107  526-150-107 526-150-P07

All data refers to a medium and ambient temperature of +20 °C
Subject to technical changes and colour deviations.

Please note the changed article numbers.

The new article numbers can be found in the online product data sheets.
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Installation & Connections - Plastic connectors

in acc. with DIN ISO 228

Servicio

Combiflex PU Threaded Sockets Food

Material

@ food-grade polyurethane acc.to EU
10/2011 and BfR XXXIX

® colour: white

Applications
@ cast-on threaded connectors for all
Master-PUR Food hose types

Properties

e lightweight

® PU-sprue: approved for direct contact with food-
stuffs acc.to EU directives 10/2011, 1935/2004
(German Consumer Goods Board) and their latest
amendments 1282/2011, 1183/2012, 202/2014 and
2015/174 suitable for dry, watery, acidic, fatty as well
as alcoholic foodstuffs (excluding spirits)

® simple mounting

® abrasion-resistant

® microbe and hydrolysis-resistant

® shock-proof

Temperature Range
0 -40°C to +90°C
® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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DN connector thread size
hose (in.) inch

50

65

75 3

100 4

125 5

150 6

All data refers to a medium and ambient temperature of +20 °C

WWW.ro

length
mm

83
94
102
124
100
109

weight/piece

kg

0,15
0,22
0,25
0,51
0,6
0,9

Order-specific production in above listed sizes, in White, pre-fixed, water-tight version for Master-PUR Food hoses

Subject to technical changes and colour deviations.

Please note the changed article numbers.

Servicio de Att. a

article no.

527-050-510
527-065-510
527-075-510
527-100-510
527-125-510
527-150-510

The new article numbers can be found in the online product data sheets.

MASTERFLEX
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Installation & Connections - Plastic connectors

Streetmaster Cuff

cast-on/pre-fixed

Material Properties

@ wall: polyurethane @ abrasion and microbe-resistant
@ watertight

Applications o flexible at cold temperatures

® cast-on connector cuff for all Street- ® shock-proof

master hoses

Temperature Range
@ -40°C to +90°C
® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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Servicio de Att. al Cliente

200
225
250
280
400

dA: outer
diameter
pipe mm

206
226
255
281
404

D: outer-@
clamp ran-
ge mm

220
240
269
295
418

Da: outer-@
screw range
mm

220
247
275
302
422

All data refers to a medium and ambient temperature of +20 °C
Order-specific production in above listed sizes, only in pre-fixed version on Streetmaster hoses

Subject to technical changes and colour deviations.

MASTERFLEX

Please note the changed article numbers.
The new article numbers can be found in the online product data sheets.

t1: hose
screwing
depth mm

75
75
75
75
95

t2: fitting
insertion depth
mm

50
50
50
50
55

total
length
mm

125
125
125
125
150

weight/
piece kg

115

1.4

1.4

2,35

article no.

510-200-107
510-225-107
510-250-107
510-280-107
510-400-107
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Installation & Connections - Plastic connectors

PU Screw Cuff EL

Electroconductive < 10°Ohm

Material Properties
@ polyurethane, electroconductive R e dimensionally stable

<104 Ohm ® easy to install

o flexible at cold temperatures

Applications @ surface resistance < 104 Ohm
@ industrial vacuum cleaners @ abrasion-resistant
@ suction and blower units @ shock-proof
® special screw cuff for Master-PUR

L/H and Master-PVC L/H hoses Temperature Range
® conveyance units ®-40°C to +90°C

® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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32
38
40
50
60
70

mm clamp ran-

32
38
40
50
60
70

ge mm

39
45
48
59
68
78

www.rodavigo.net

D: outer-@ | d:inner-@ | Da: outer-@

screw ran-
ge mm

42
48
51
60
72
80

All data refers to a medium and ambient temperature of +20 °C

Subject to technical changes and colour deviations.

screw range
mm

47
54
56
67
78
89

t1: hose
screwing
depth mm

42
47
43
48

Please note the changed article numbers.

t2: fitting
insertion
depth mm

43
42
47
46

length
mm

72
80
85
89
90
94

Servicio de Att. al Clien

weight/piece

kg

0,06
0,06
0,07
0]
on
0,15

The new article numbers can be found in the online product data sheets.

article no.

650-032-207
650-038-207
650-040-207
650-050-207
650-060-207
650-070-207

MASTERFLEX
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Installation & Connections - Plastic connectors

Combiflex PU Cuff

PU End Cuff for Master-PUR Hoses

Material Properties
@ highly abrasion resistant polyuret- @ abrasion and microbe-resistant
hane o flexible at cold temperatures
e lightweight
Applications @ high tension-proof
@ screwable special coupling for all e reusable and exchangeable
Master-PUR L and Master-PUR H hose @ simple mounting
types ® shock-proof
® permanently anti-static, surface resistance R, <109,
Available on request acc. to DIN IEC 60 167
® available on request in permanently
mounted version for watertight, ten- Temperature Range
sile strengthened connections, other ®-40°C to +90°C
DN sizes, coloured. ® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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connection

100
120
125
140
150
160
180
200
250
300

dA

size

32,1
38,1
51,2
65,5
70,5
76,1
80,7
1021
121
128
141
153,4
161
181
204,7
2514
301,5

www.rodavigo.net

D: outer-@ | Da: outer-@

clamp
range mm

39
46
59
74
79
85
90
12
132
139
153
165
173
194
218
266
318

screw range
mm

47
54
68
84
89
o5
100
122
142
149
164
176
184
206
229
278
332

All data refers to a medium and ambient temperature of +20 °C

Subject to technical changes and colour deviations.

t1: hose
screwing
depth mm

32,5
375
42,5
47,5
475
475
52,5
57,5
62,5
62,5
70
70
70
775
775
85
100

t2: fitting
insertion
depth mm

32,5
375
42,5
47,5
47,5
47,5
52,5
57,5
62,5
62,5
70
70
70
775
775
85
100

Please note the changed article numbers.

weight/
piece kg

0,05
0,08
on
0,15
0,19
0,2
0,25
0,36
0,49
0,53
0,6
0,81
0,8
11
1,2
173
2,5

Servicio de Att. al Cliente

article no.
Type L

540-032-107
540-038-107
540-050-107
540-065-107
540-070-107
540-075-107
540-080-107
540-100-107
540-120-107
540-125-107
540-140-107
540-150-107
540-160-107
540-180-107
540-200-107
540-250-107
540-300-107

The new article numbers can be found in the online product data sheets.

article no.
Type H

541-032-107
541-038-107
541-050-107
541-065-107
541-070-107
541-075-107
541-080-107
541-100-107
541-120-107
541-125-107
541-140-107
541-150-107
541-160-107
541-180-107
541-200-107
541-250-107
541-300-107

MASTERFLEX
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Installation & Connections - Plastic connectors

Combiflex PU Cuff V

PU End Cuff for Master-PUR Hoses on pipe connection acc.to DIN 2448/DIN 2458

Material
@ highly abrasion resistant polyuret-
hane

Applications

@ screwable special coupling for all
Master-PUR L and Master-PUR H hose
types

Available on request

® available on request in permanently
mounted version for watertight, ten-
sile strengthened connections, other
DN sizes, coloured.

Properties

@ abrasion and microbe-resistant

o flexible at cold temperatures

e lightweight

® connection option without adjustable constriction
of the cross-section

® high tension-proof

® reusable and exchangeable

® simple mounting

® shock-proof

® permanently anti-static, surface resistance R < 10°,
acc. to DIN IEC 60 167

Temperature Range
®-40°C to +90°C
® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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_—

80
100
120
125
140
150
160
180
200
250
300

All data refers to a medium and ambient temperature of +20 °C

dA pipe size
mm

33,0-42,4
39,0-48,3
52,0-61,0
66,0-76,3
71,0-81,5
78,0-87,5
82,0-91,6
103,0-114,3
122,0-133,0
129,0-139,7
142,0-152,6
155,0-164,8
162,0-173,0
182,0-193,7
206,0-219,1
253,0-273,0
303,0-324,0

www.rodavigo.net

Da: outer-@
screw range
mm

47
54
68
84
89
95
100
122
142
149
164
176
184
206
229
285
336

Order-specific production in the DN sizes listed above
Subject to technical changes and colour deviations.

MASTERFLEX

Please note the changed article numbers.
The new article numbers can be found in the online product data sheets.

t1: hose
screwing

depth mm |deptph mm

32,5
37,5
42,5
47,5
47,5
47,5
52,5
57,5
62,5
62,5
70,0
70,0
70,0
775
775
85,0
100,0

t2: fitting
insertion

32,5
375
42,5
47,5
47,5
47,5
52,5
575
62,5
62,5
70,0
70,0
70,0
775
775
85,0
100,0

Servicio de Att. al Cliente

total length | weight/piece | article no.

70

80

90

100
100
100
110

120
130
130
145
145
145
160
160
175
205

ca. 0,05

ca. 0,08

ca. 0,12
ca. 0,15-0,16
ca. 0,18-0,19
ca. 0,20-0,21
ca. 0,22-0,24
ca. 0,33-0,36
ca. 0,48-0,52
ca. 0,51-0,55
ca. 0,58-0,62
ca. 0,67-0,71
ca. 0,82-0,86
ca. 0,98-1,02
ca. 1,15-1,20
ca. 1,94-2,00
ca. 3,40-3,50

550-032-...
550-038-...
550-050-...
550-065-...
550-070-...
550-075-...
550-080-...
550-100-...
550-120-...
550-125-...
550-140-...
550-150-...
550-160-...
550-180-...
550-200-...
550-250-...
550-300-...

article no.
Type H

SISIF0E2=,,
551-038-...
551-050-...
551-065-...
551-070-...
551-075-...
551-080-...
551-100-...
551-120-...
551-125-...
551-140-...
551-150-...
551-160-...
551-180-...
551-200-...
551-250-...
551-300-...
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Installation & Connections - Plastic connectors

Combiflex PU Hose Connector

screwable PU hose connector for Master-PUR L and H hoses

Material Properties
@ abrasion resistant polyurethane e lightweight
® high tension-proof and primarily water-tight
Applications connection
® screwable hose connector for the ® reusable and exchangeable
hose types Master-PUR L / H / HX ® simple mounting

® abrasion-resistant
® microbe and hydrolysis-resistant
® shock-proof

Temperature Range

®-40°C to +90°C
® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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MASTERFLEX

WWW.ro

DN hose

25
32
38
50
65
80
100

All data refers to a medium and ambient temperature of +20 °C

65

70

75

90
100
n5
125

Order-specific production in the DN sizes listed above

Subject to technical changes and colour deviations.

weight/piece

kg

0,09
0]
0,13
0,2
0,23
0,39
0,58

Please note the changed article numbers.

Servicio de Att. a

article no.

580-025-107
580-032-107
580-038-107
580-050-107
580-065-107
580-080-107
580-100-107

The new article numbers can be found in the online product data sheets.
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Installation & Connections - Plastic connectors

Cuff for Master-PVC-Flex

special cuff for Master-PVC Flex hoses

Material Properties
@ colour: black e dimensionally stable
® wall: soft PVC ® easy to install

e light
Applications
@ industrial vacuum cleaners Temperature Range
@ suction and blower units ® 0°C to +70°C

@ conveyance units
® special screw cuff for Master-PVC
Flex hoses

Available on request
® other DN

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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dA: outer
@ pipe

MASTERFLEX

25
32
38
44
51
63
70
76
102

mm

25
32
38
44
51
63
70
76
100

D: outer @ | Da: outer @
clamp range | screw range

32
40
47
53
59
70
78
84
108

38
43
49
59
63
73
86
93
18

All data refers to a medium and ambient temperature of +20 °C

Subject to technical changes and colour deviations.

t1: hose screw
depth
mm

44
48
48
48
48
54
54
65

Please note the changed article numbers.

The new article numbers can be found in the online product data sheets.

t2: fitting
insertion
depth

54
50
50
50
50
44
44
48

L: total length
mm

98
98
98
98
98
98
98
n3

article no.

652-025-107
652-032-107
652-038-107
652-044-107
652-051-107
652-063-107
652-070-107
652-076-107
652-102-107
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Installation & Connections - Plastic connectors

Cuff for Master-VAC

Special Cuff for connecting Master-VAC hoses, electroconductive

Material Properties
@ colour: black e dimensionally stable
® wall: electroconductive polyethylene ® easy to install

@ surface resistance < 10° Ohm

Applications e light

@ industrial vacuum cleaners

@ suction and blower units Temperature Range
® conveyance units @ 0°C to +70°C

Available on request
® other DN

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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DN hose D: outer @ Da: outer @ t1: hose screw t2: fitting L: total article no.
clamp range | screw range depth insertion depth | length mm
mm mm mm
32 37,5 - 38,5 44,5 651-032-308
38 445 - 45,75 52 38 55,5 93,5 651-038-308
45 45 50 - 51 58,5 38 55,5 93,5 651-045-308
50 50 57 - 58,5 66 38 55,5 93,5 651-050-308

All data refers to a medium and ambient temperature of +20 °C
Available from stock in the above listed sizes in black.
Subject to technical changes and colour deviations.

Please note the changed article numbers.
The new article numbers can be found in the online product data sheets.
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Installation & Connections - Plastic connectors

PU Hose Sleeve

Special sleeve for use with clamp collars

Material Properties
@ abrasion resistant polyurethane e lightweight
® microbe-resistant
Applications ® shock-proof
® reusable special sleeve for connec-
ting spiral hoses from Masterflex SE Temperature Range
hose range ®-40°C to +90°C
® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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38
38
40
51
51
51
65
65
75
76
80
80
102
102
102
127
127
152
152
204

Da: outer @
screw range
mm

59
61
64
67
74
70
86
91
101
105
105
101
n8
128
132
147
155
173
182
239

L: total
length
mm

25
25
25
37
37
37
43
43
43
43
43
43
80
80
80
115
15
133
133
180

article no. Type L

500-038-107-L

500-050-107-L

500-065-107-L
500-075-107-L

500-080-107-L

500-100-107-L

500-125-107-L
500-150-107-L

500-200-107-L

All data refers to a medium and ambient temperature of +20 °C

Subject to technical changes and colour deviations.

article no. Type H | article no. Type HX

500-038-107-H

#500-050-107-H

500-065-107-H
500-075-107-H

500-080-107-H
500-100-107-H
500-125-107-H
500-150-107-H

500-200-107-H

Please note the changed article numbers.

500-050-107-HX
500-065-107-HX
500-075-107-HX

500-080-107-HX

500-100-107-HX
500-127-107-HX

500-150-107-HX
500-200-107-HX

article no. Type
Inline

500-038-107-104
#500-040-107-104

#500-050-107-104
#500-065-107-104
500-076-107-P
#500-080-107-104

500-102-107-104

500-127-107-104

#500-150-107-104
#500-200-107-104

The new article numbers can be found in the online product data sheets.

MASTERFLEX
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Installation & Connections - Plastic connectors

Heat Shrink Cuff

for easy connection and sealing of hoses

Material Properties
@ cross-linked polyolefine @ shrink ratio 3, 5:1
o flame-retardent

Applications ® cold resistant
® tight connection of spiral hoses or ® good UV resistance

connector brackets with no technical ® good chemical resistance

effort required ® easily adjustable to desired length
Available on request Temperature Range
® available on request with hot-melt ®-55°C to +110°C

adhesive coating, special lengths,
other shrink ranges.

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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shrink range length

mm

54 /18 1200
75/ 22 1000
95/ 26 1200
120/ 34 1000
160 / 50 1000
280 /135 300
308/ 215 300
375/ 265 300

All data refers to a medium and ambient temperature of +20 °C
Deliverable from stock in black, shrinking range from 54/18mm to 375/265mm
Subject to technical changes and colour deviations.

Please note the changed article numbers.

article no.

655-054-018
655-075-025
655-095-030
655-120-040
655-160-050
655-280-135
655-308-215
655-375-265

The new article numbers can be found in the online product data sheets.

MASTERFLEX
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