ﬁ
Servicio de Att.

Installation & Connections
Metal Connectors

Connection solutions for almost
any application, from standard
connectors through to customised
customer-specific connections
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Installation & Connections - Metal connectors

in acc. with DIN 3016

Cone Flange with Metal Sockets

Material
@ steel (St 37)

Applications

o for quick connectors from hoses to
- Reductions with cone flanges
- Combiflex PU cone flanges
- Steel piping with cone flanges
- Pipe bends/elbows with cone
flanges

Available on request

® Available on request in stainless steel

Properties

® watertight

® good flow characteristics

® easy to install when using quick-fit clamp connec-
tors

® cone flange in accordance with DIN 3016

® connection options to pipes and piping acc. to DIN
2448 and DIN 2458

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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MASTERFLEX

50

65

80

100
125
150
160
180
200
250

All data refers to a medium and ambient temperature of +20 °C

Da: outer @ screw
range mm

104
108
108
128
133
133
133
133
133
133

Subject to technical changes and colour deviations.

Please note the changed article numbers.

0,54
0,68
0,9
1,41
2,02
3,07
3,47
4,09
5,09
6,08

L: total length mm

641-050-10V
641-065-10V
641-080-10V
641-100-10V
641-125-10V
641-150-10V
641-160-10V
641-180-10V
641-200-10V
641-250-10V

Servicio de Att. a

t1: hose screw depth

641-050-10M
641-065-10M
641-080-10M
641-100-10M
641-125-10M
641-150-10M
641-160-10M
641-180-10M
641-200-10M
641-250-10M

The new article numbers can be found in the online product data sheets.
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Installation & Connections - Metal connectors

Cone Flange with Metal Sockets

in acc. with DIN 3016

Servicio

DN Inner Diameler Hose

D Outer Diameter Flange

Da  Outer Diameter Clamp Range
di Inner Diameter

L Total Length

t1 Hose Insertion Depth

F Flange Height

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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MASTERFLEX

inner-@
hose

50

65

80

100
125

150
160
180
200
250

WWW.r

D: outer-@
flange

mm

104
129
161

190
200
216
242
295

outer-@ clamp
range
mm

80
100
125
150
160
180
200
250

Di: inner-@
mm

82,5
1071
131,7
159,3
167,8
182,9
2073
260,4

L: total length
mm

108
128
133
133
133
133
133
133

t1: hose inserti-
on depth
mm

84
104
104
104
104
104
104
104

Servicio de Att. a

F: flang
height
mm

5]
5]
8,6
8,6
8,6
8,6
8,6
8,6

e
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Installation & Connections - Metal connectors

Cast-on Cone Flange

in acc. with DIN 3016

Servicio de

Material
@ steel (St 37)

Applications

® Machines

o for quick connectors from Combiflex
PU cone flange to

® Steel piping

® Pipe bends/elbows

® Reductions

® Metal columns

Available on request
® Available on request in stainless steel

and as screw element with internal or

external thread.

Properties
o watertight

® good flow characteristics

® easy to install when using quick-fit clamp connec-
tors

@ versatile applications in connection with steel parts,
e.g. pipe bends, reducers and branch connections

® cone flange in accordance with DIN 3016

® connection options to pipes and piping acc. to DIN
2448 and DIN 2458

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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MASTERFLEX

50

65

80

100
125

150
160
180
200
250

All data refers to a medium and ambient temperature of +20 °C
Subject to technical changes and colour deviations.

Please note the changed article numbers.

total length

25

weight/piece
kg

0,12
0,19
0,23
0,31
0,71
0,9
1,04
117
14
1,75

article no.
male part

640-050-10V
640-065-10V
640-080-10V
640-100-10V
640-125-10V
640-150-10V
640-160-10V
640-180-10V
640-200-10V
640-250-10V

Servicio de Att. a

article no.
female part

640-050-10M
640-065-10M
640-080-10M
640-100-10M
640-125-10M
640-150-10M
640-160-10M
640-180-10M
640-200-10M
640-250-10M

The new article numbers can be found in the online product data sheets.
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Installation & Connections - Metal connectors

Cast-on Cone Flange

in acc. with DIN 3016

Servicio de

DN Inner Diameter Hose

D Outer Diametar Flanage
da  Pipe Outer Diameter

5 Wall Thickness

el Inner Diameter Flange
L Tatal L sngth

E Fitting Lengtn

F Flanoe Height

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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Servicio de Att. a

inner-@ outer-@ pipe S: wall di: inner-@ L: total E: fitting F: flange
hose flange outer-@ thickness flange length length height
mm mm mm mm mm
50

60,3 2,9 54,5 15 9,5 2,5

65 91 76,1 29 70,3 20 19 5]
80 104 88,9 32 82,5 20 n,9 5]1
100 129 14,3 3,6 1071 20 n,9 5]1
125 161 139,7 4,0 131,7 25 13,4 8,6
150 190 168,3 4,5 159,3 25 13,4 8,6
160 200 1778 50 167,8 25 13,4 8,6
180 216 193,7 54 182,9 25 13,4 8,6
200 242 2191 59 2073 25 13,4 8,6
250 295 273,0 6,3 260,4 25 13,4 8,6

MASTERFLEX 363
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Installation & Connections - Metal connectors

in acc. with DIN 3016

Material
@ stainless steel 1.4301

Applications

o for quick connectors from:
- Metal columns with cone flanges
- Reductions with cone flanges
- Combiflex PU cone flanges
- Steel piping with cone flanges
- Pipe bends/elbows with cone
flanges

Servicio de

Quick-Fix Clamp for Cone Flanges

Properties
® easy to install

® rust-free

o with safety pin to prevent from an inadvertent
opening

@ robust

@ quick-fix clamps for cone flanges in acc.to DIN 3016

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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MASTERFLEX

50

65

80

100
125
150
160
180
200
250

All data refers to a medium and ambient temperature of +20 °C
Subject to technical changes and colour deviations.

D (min. space)
mm

147
158
169
212
241
266
275
289
313
360

Please note the changed article numbers.

R (space to open)
mm

103
103
103
170
186
202
207
215
228
254

weight/piece
kg

0,2
0,26
0,29
0,46
0,78
0,86
0,91
0,97
1,05
1,24

Servicio de Att. a

article no.

623-050-900
623-065-900
623-080-900
623-100-900
623-125-900
623-150-900
623-160-900
623-180-900
623-200-900
623-250-900

The new article numbers can be found in the online product data sheets.
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Installation & Connections - Metal connectors

Combiflex Metal Threaded Sockets

with outer thread acc.to DIN ISO 228 - cast-on

Servicio de Att. a

Material

@ colour: black

® metal threaded sockets: aluminium

© PU-sprue: abrasion resistant polyu-
rethane

Applications

o for application for connectors to ma-
chines and piping

o for mounting of valves for solid, liquid
and gaseous media

@ Cast-on metal screw connectors with
external thread acc. to DIN ISO 228
for all Master-PUR hoses

Available on request
® Available on request in other sizes
and materials.

Properties

® watertight

® rust-free

® good flow characteristics

® odourless/tasteless

® good chemical resistance

e dissipation of electrostatic charges via grounding
connection between hose and valve/fitting

® high tensile strength

Temperature Range
®-40°C to +90°C
® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX



https://rodavigo.net/productos/?cod_fam=21&cod_prod=381
https://rodavigo.net/productos/?cod_fam=21&cod_prod=381

MASTERFLEX

25

32

38

40
50

65

75

80
100
125
150

www.rodavigo.net

connector thread
size (in.) inch

11/4
1/2
1/2

21/2

31/2
4
5
6

outer diameter
gate mm

42
52
60
60
71
90
106
106
130
155
184

All data refers to a medium and ambient temperature of +20 °C
Order-specific production in the DN sizes listed above

Subject to technical changes and colour deviations.

weight/piece incl.
gate kg

0,09
0,16
0,21
0,21
0,29
0,46
0,78
0,6
1,12
1,39
174

Please note the changed article numbers.

Servicio de Att. al Clien

article no. gate

528-025-107
528-032-107
528-038-107
528-040-107
528-050-107
528-065-107
528-075-107
528-080-107
528-100-107
528-125-107
528-150-107

article no. threa-
ded socket

648-025-701
648-032-701
648-038-701
648-040-701
648-050-701
648-065-701
648-075-701
648-080-701
648-100-701
648-125-701
648-150-701

The new article numbers can be found in the online product data sheets.
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Installation & Connections - Metal connectors

Combiflex Clamp Connection Clamps

pre-fixed acc.to DIN 32676

Material

@ colour: white

® collar: food-grade polyurethane
acc. to EU directive 10/2011 and BfR
XXXIX

© clamp collars: stainless steel

@ ring seal: NBR, colour: white

Applications

@ Fitting for solid, liquid and gaseous
media in food, pharmaceuticals and
chemicals industries

® Cast-on clamp connector acc. to DIN
32676 series A for all Master-PUR
Food hoses

Available on request

® Available on request as aseptic ver-
sion acc. to DIN 11863-3, as weld-on
or pressed version, made from other
materials.

Servicio de

Properties

® watertight

® rust-free

® ,,PU-sprue: approved for direct contact with
foodstuffs acc.to EU directives 10/2011, 1935/2004
(German Consumer Goods Board) and their latest
amendments 1282/2011, 1183/2012, 202/2014 and
2015/174 suitable for dry, watery, acidic, fatty as well
as alcoholic foodstuffs (excluding spirits), acc. to
certificate”

® good flow characteristics

e clamp flange end: materials adhere to food-grade
regulations DIN 32676

@ odourless/tasteless

® good chemical resistance

@ dissipation of electrostatic charges via grounding
connection between hose and valve/fitting

® high tensile strength

Temperature Range
0 -40°C to +90°C
® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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32
38
40
50
65
75
80
100
125
150

32
40
40
50
66
80
80
100
125
150

outer @ gate (Da)
mm

52

60
60

71

9
106
106
130
156
184

All data refers to a medium and ambient temperature of +20 °C
Order-specific production in listed sizes for Master PUR Food hoses from DN 32 - DN 150
Subject to technical changes and colour deviations.

weight/piece incl.
gate kg

0,41
0,5
0,48
0,64
1,06
1,5
1,43
2,05
1,48
1,78

Please note the changed article numbers.

article no. gate

528-032-510
528-038-510
528-040-510
528-050-510
528-065-510
528-075-510
528-080-510
528-100-510
528-125-510

528-150-510

Servicio de Att. a

article no.

clamp-connection

648-032-803
648-038-803
648-040-803
648-050-803
648-065-803
648-080-803
648-080-803
648-100-803
648-125-803
648-150-803

The new article numbers can be found in the online product data sheets.
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Installation & Connections - Metal connectors

for clamp Connections acc.to DIN 32676

Servicio de

Combiflex Clamp Connection Hinged Clamp

Material
@ stainless steel

Applications

e Fitting for solid, liquid and gaseous
media in food, pharmaceuticals and
chemicals industries

o for application for connectors to ma-
chines and piping

Available on request
® Available on request in other sizes
and materials.

Properties

® materials adhere to the food-grade regulations DIN

32676 series A
® provides watertight connections
® odourless/tasteless
® good chemical resistance
® can be steam-sterilized
® high tensile strength

Stock lengths and technical data / www.masterflex.de/en
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32
40
50
65
80
100
125
150

All data refers to a medium and ambient temperature of +20 °C
Subject to technical changes and colour deviations.

Please note the changed article numbers.

weight/piece
kg

0,23
0,23
0,31
0,31
0,41
0,41
117
1,34

Servicio de Att. a

article no.

647-032-804
647-040-804
647-050-804
647-065-804
647-080-804
647-100-804
647-125-804
647-125-804

The new article numbers can be found in the online product data sheets.
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Servicio de

Installation & Connections - Metal connectors

Combiflex Clamp Ring Seal

for clamp connections acc.to DIN 32676

O

Material Properties
@ NBR, Colour. white ® materials adhere to the food-grade regulations DIN
32676 series A
Applications @ provides watertight connections
o for application for connectors to ma- ® odourless/tasteless
chines and piping ® good chemical resistance
® Sealing rings for solid, liquid and ga- ® high tensile strength
seous media in food, pharmaceutical
and chemicals industries Temperature Range
® Sealing rings for hose brackets with ® -25°C to +120°C
clamp connector acc. to DIN 32676 ® peaks to +150°C
series A

Available on request
® Available on request in other sizes
and materials.

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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Servicio de Att. a

32

32,2 52,7 647-032-806

40 38,2 52,7 647-040-806
50 50,2 66,2 647-050-806
65 66,2 93,2 647-065-806
80 81,2 108,2 647-080-806
100 100,2 121,2 647-100-806
125 125,2 155 647-125-806
150 150,2 183 647-150-806

All data refers to a medium and ambient temperature of +20 °C
Subject to technical changes and colour deviations.

Please note the changed article numbers.

The new article numbers can be found in the online product data sheets.
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Servicio de

Installation & Connections - Metal connectors

Combiflex VA Threaded Sockets Food

with outer thread, acc.to DIN ISO 228 - cast-on

=

Material
@ colour: white

® collar: food-grade polyurethane
acc. to EU directive 10/2011 and BfR
XXXIX

© VA threaded sockets

Applications

o for application for connectors to ma-
chines and piping

® for mounting of valves for solid, liquid
and gaseous media

® Cast-on VA (stainless steel) screw
connectors with external thread acc.
to DIN ISO 228 for all Master-PUR-
Food hoses

® Phamaceutical industry

® Chemicals industry

® Food industry

Properties

® watertight

® rust-free

® ,,PU-sprue: approved for direct contact with
foodstuffs acc.to EU directives 10/2011, 1935/2004
(German Consumer Goods Board) and their latest
amendments 1282/2011, 1183/2012, 202/2014 and
2015/174 suitable for dry, watery, acidic, fatty as well
as alcoholic foodstuffs (excluding spirits), acc. to
certificate”

® good flow characteristics

@ odourless/tasteless

® good chemical resistance

e dissipation of electrostatic charges via grounding
connection between hose and valve/fitting

® high tensile strength

Temperature Range
@ -40°C to +90°C
® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en
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Servicio de Att. a

connector thread outer diameter weight/piece incl. article no.gate article no. threa-

size (in.) Inch gate mm gate kg ded socket
25 1 42 0,9 528-025-510 648-025-804
32 n/4 52 0,34 528-032-510 648-032-804
38 1/2 60 0,42 528-038-510 648-038-804
40 1/2 60 0,42 528-040-510 648-040-804
50 2 7 0,55 528-050-510 648-050-804
65 21/2 90 0,82 528-065-510 648-065-804
75 3 106 1,34 528-075-510 648-075-804
80 31/2 106 0,96 528-080-510 648-080-804
100 4 130 1,94 528-100-510 648-100-804
125 5 155 2,43 528-125-510 648-125-804
150 6 184 2,98 528-150-510 648-150-804

All data refers to a medium and ambient temperature of +20 °C
Order-specific production in above listed sizes, in White, pre-fixed, water-tight version for Master-PUR Food hoses
Subject to technical changes and colour deviations.

Please note the changed article numbers.
The new article numbers can be found in the online product data sheets.
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Installation & Connections - Metal connectors

Combiflex Dairy Fitting Threaded Hose Sockets

acc.to 11851 - cast-on/pre-fixed

Servicio de

Material

@ colour: white

® collar: food-grade polyurethane
acc. to EU directive 10/2011 and BfR
XXXIX

© threaded hose sockets acc.to DIN
11851: stainless steel

O ring seal: NBR, colour: blue

Applications

® Cast-on pipe screw connection acc.
to DIN 11851 for Master-PUR Food
hoses

e Fitting for solid, liquid and gaseous
media in food, pharmaceuticals and
chemicals industries

Available on request

® Available on request in aseptic ver-
sion acc. to DIN 11864-1, as weld-on
version, pressed, other materials

Properties

® watertight

® rust-free

® ,,PU-sprue: approved for direct contact with
foodstuffs acc.to EU directives 10/2011, 1935/2004
(German Consumer Goods Board) and their latest
amendments 1282/2011, 1183/2012, 202/2014 and
2015/174 suitable for dry, watery, acidic, fatty as well
as alcoholic foodstuffs (excluding spirits), acc. to
certificate”

® good flow characteristics

@ threaded supports: materials acc.to food industry
regulations DIN 11851

@ odourless/tasteless

® good chemical resistance

@ dissipation of electrostatic charges via grounding
connection between hose and valve/fitting

® high tensile strength

Temperature Range
0 -40°C to +90°C
® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en
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32
38
40
50
65
75
80
100
125
150

access DS

32
40
40
50
65
80
80
100
125
150

thread (DG)
acc.to DIN
405-1

RD 58x1/6
RD 65x1/6
RD 65x1/6
RD 78x1/6
RD 95x1/6
RD 110x1/4
RD 110x1/4
RD 130x1/4
RD 160x1/4
RD 190x1/4

weight/piece

incl. gate kg

0,46
0,5
0,58
0,72
0,97
1,2
1,3
2]
2,63
3,4

All data refers to a medium and ambient temperature of +20 °C
Order-specific production in listed sizes for Master PUR Food hoses from DN 32 - DN 150
Subject to technical changes and colour deviations.

article no.
gate

528-032-510
528-038-510
528-040-510
528-050-510
528-065-510
528-075-510
528-080-510
528-100-510
528-125-510

528-150-510

Please note the changed article numbers.

article no. threaded
socket

648-032-801
648-038-801
648-040-801
648-050-801
648-065-801
648-075-801
648-080-801
648-100-801
648-125-801

648-150-801

Servicio de Att. al

article no. cone

socket

648-032-802
648-038-802
648-040-802
648-050-802
648-065-802
648-075-802
648-080-802
648-100-802
648-125-802

648-150-802

The new article numbers can be found in the online product data sheets.
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Servicio de Att. a

Installation & Connections - Metal connectors

Combiflex Dairy Fitting Cone Sockets

with locknut acc.to DIN 11851 - cast-on/pre-fixed

Material

@ colour: white

® collar: food-grade polyurethane
acc. to EU directive 10/2011 and BfR
XXXIX

© locknut: stainless steel

@ conical hose sockets, stainless steel

Applications

® Cast-on pipe screw connection acc.
to DIN 11851 for Master-PUR Food
hoses

o Fitting for solid, liquid and gaseous
media in food, pharmaceuticals and
chemicals industries

Available on request

@ Available on request in aseptic ver-
sion acc. to DIN 11864-1, as weld-on
version, pressed, other materials

Properties

® watertight

® rust-free

® ,,PU-sprue: approved for direct contact with
foodstuffs acc.to EU directives 10/2011, 1935/2004
(German Consumer Goods Board) and their latest
amendments 1282/2011, 1183/2012, 202/2014 and
2015/174 suitable for dry, watery, acidic, fatty as well
as alcoholic foodstuffs (excluding spirits), acc. to
certificate”

® good flow characteristics

@ threaded supports: materials acc.to food industry
regulations DIN 11851

® odourless/tasteless

® good chemical resistance

@ dissipation of electrostatic charges via grounding
connection between hose and valve/fitting

@ high tensile strength

Temperature Range
®-40°C to +90°C
® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en
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access DS | thread (DG) acc.to | weight/piece | article no. article no. cone article no. threaded

DIN 405-1 incl. gate kg gate socket socket
32 32 RD 58x1/6 0,46 528-032-510 648-032-801 648-032-802
38 40 RD 65x1/6 0,5 528-038-510 648-038-801 648-038-802
40 40 RD 65x1/6 0,58 528-040-510 648-040-801 648-040-802
50 50 RD 78x1/6 0,72 528-050-510 648-050-801 648-050-802
65 65 RD 95x1/6 0,97 528-065-510 648-065-801 648-065-802
75 80 RD 110x1/4 1,2 528-075-510 648-075-801 648-075-802
80 80 RD 110x1/4 1,3 528-080-510 648-080-801 648-080-802
100 100 RD 130x1/4 2] 528-100-510 648-100-801 648-100-802
125 125 RD 160x1/4 2,63 528-125-510 648-125-801 648-125-802
150 150 RD 190x1/4 34 528-150-510 648-150-801 648-150-802

All data refers to a medium and ambient temperature of +20 °C
Order-specific production in listed sizes for Master PUR Food hoses from DN 32 - DN 150
Subject to technical changes and colour deviations.

Please note the changed article numbers.

The new article numbers can be found in the online product data sheets.
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Servicio de

Installation & Connections - Metal connectors

Combiflex Dairy Fitting Ring Seal

for threaded sockets acc.to DIN 11851

Material Properties
@ NBR, colour: white ® materials adhere to the food-grade regulations DIN
11851
Applications ® odourless/tasteless
® Chemicals industry ® good chemical resistance
o for application for connectors to ma- ® can be steam-sterilized
chines and piping @ high tensile strength
® Sealing rings for screw connectors
acc. to DIN 11851 Temperature Range
® Sealing rings for solid, liquid and ga- ® -25°C to +120°C
seous media in food, pharmaceutical ® peaks to +150°C

and chemicals industries
® Phamaceutical industry
@ Food industry

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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DS inner diameter Di thickness S
mm mm
32 36 5
40 42 5
50 54 5
65 v 5
80 85 5
100 104 6
125 130 7
150 155 7

All data refers to a medium and ambient temperature of +20 °C
Deliverable from stock for sockets with Dairy Fitting outer threads acc. to DIN 11851 from DS 32 - DS 150
Subject to technical changes and colour deviations.

Please note the changed article numbers.

Servicio de Att. a

article no.

647-032-805
647-040-805
647-050-805
647-065-805
647-080-805
647-100-805
647-125-805
647-150-805

The new article numbers can be found in the online product data sheets.

MASTERFLEX
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Servicio de

Installation & Connections - Metal connectors

Clamp Collars, screwed

acc. to DIN EN 14420-3

Material
@ screws and nuts: galvanised steel
® clamp collar: aluminium

Applications

@ Versatile applications for spiral hoses
from the Masterflex SE hose range
when using PU hose sleeves

Properties
® robust

e light
® simple mounting

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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Servicio de Att. al

MASTERFLEX

clamping
range mm
38 57-60 38x10
40 58-61 40x10
50 64-67 50x8
50 69-71 50x10
65 84-87 65x10
75 98-101 75x12
80 99-102 80x10
100 14-19 100x8
100 126-130 100x14
125 143-148 125x10
125 149-154 125x13
150 168-174 150x10
150 174-180 150x13
200 230-239 200x16

extent NO. sCrews

4xM6x20
4xM6x20
4xM8x25
4xM8x25
4xM8x25
4xM8x25
4xM8x25
4xM10x40
4xM10x40
6xM10x40
6xM12x50
6xM12x50
6xM12x50
8xM12x60

All data refers to a medium and ambient temperature of +20 °C

Subject to technical changes and colour deviations.

weight/piece

kg

0,18
0,19
0,27
0,31
0,45
0,52
0,51
1,19
1,35
14
2,65
3,75
33
6,75

Please note the changed article numbers.

article no.

625-038-700
625-040-700
625-050-701
625-050-702
625-065-700
625-075-700
625-080-700
625-100-701
625-100-702
625-120-700
625-125-700
625-140-700
625-150-700
625-200-700

for hose types

Inline/Value
Inline/Performance
L/H
HX/Inline/Performance
L/H/HX/Inline/Performance
L/H/HX/Inline/Performance
L/H/HX/Inline/Performance
L/H
HX/Inline/Performance
L/H
HX/Inline/Performance
L/H
HX/Inline/Performance
L/H/HX/Inline

The new article numbers can be found in the online product data sheets.
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www.roda

Servicio de Att. a

Installation & Connections - Metal connectors

PU Hose Sleeve

Special sleeve for use with clamp collars

Material Properties
@ abrasion resistant polyurethane e lightweight
® microbe-resistant
Applications ® shock-proof
® Reusable special sleeve for connec-
ting spiral hoses from Masterflex SE Temperature Range
hose range ®-40°C to +90°C

® peaks to +125°C

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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38
38
40
51
51
51
65
65
75
76
80
80
102
102
102
127
127
152
152
204

www.rodavigo.net

Da: outer @ screw
range mm

59
61
64
67
74
70
86
91
101
105
105
101
n8
128
132
147
155
173
182
239

L: total
length mm

25
25
25
37
37
37
43
43
43
43
43
43
80
80
80
n5
15
133
133
180

article no. Type
L

500-038-107-L

500-050-107-L

500-065-107-L
500-075-107-L

500-080-107-L

500-100-107-L

500-125-107-L
500-150-107-L

500-200-107-L

All data refers to a medium and ambient temperature of +20 °C
Subject to technical changes and colour deviations.

article no. Type
H

500-038-107-H

#500-050-107-H

500-065-107-H
500-075-107-H

500-080-107-H
500-100-107-H
500-125-107-H
500-150-107-H

500-200-107-H

Please note the changed article numbers.

article no. Type
HX

500-050-107-HX
500-065-107-HX
500-075-107-HX

500-080-107-HX

500-100-107-HX
500-127-107-HX

500-150-107-HX
500-200-107-HX

article no. Type
Inline

500-038-107-104
#500-040-107-104

#500-050-107-104
#500-065-107-104
500-076-107-104
#500-080-107-104

500-102-107-104

500-127-107-104

#500-150-107-104
#500-200-107-104

The new article numbers can be found in the online product data sheets.

MASTERFLEX
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Installation & Connections - Metal connectors

Sheet steel connectors for lightweight and medium-weight hoses

Servicio de

Hose Connector

Material
@ sheet steel, galvanised

Applications
® Extension, coupling and connection
of light to medium weight hoses

Available on request
® Available on request in other sizes
and materials.

Properties
® easy to install
e light

® rust-protected

Stock lengths and technical data / www.masterflex.de/en

MASTERFLEX
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Servicio de Att. al Cliente

50
55
60
65
70
75
80
90
100
110
120
125
130
140
150
160
170
175
180
200
215
225
250
275
300
315
350
400
450
500
550
600
700
800
900

All data refers to a medium and ambient temperature of +20 °C

material

thickness S

0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,6
0,7
0,7
0,7
0,7
0,7
0,7
0,7
0,9
0,9
1

L1 L
mm mm
40 90

40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
60
60
60
60
60
80
80
80
80
80
100
100
100

Subject to technical changes and colour deviations.

90
90
90
90
90
90
90
90
90
90
90
90
90
90
90
90
90
90
90
90
90
130
130
130
130
130
170
170
170
170
170
210
210
210

Please note the changed article numbers.

weight/piece

kg

0,06
0,06
0,06
0,07
0,07
0,08
0,08
0,09
0,12
0,13
0,14
0,15
0,16
0,17
0,18
0,2
0,22
0,23
0,24
0,26
0,3
0,35
0,42
0,49
0,57
0,66
0,86
115
1,24
1,33
1,62
1,91
22
2,55
2,82

article no.

630-050-100
630-055-100
630-060-100
630-065-100
630-070-100
630-075-100
630-080-100
630-090-100
630-100-100
630-110-100
630-120-100
630-125-100
630-130-100
630-140-100
630-150-100
630-160-100
630-170-100
630-175-100
630-180-100
630-200-100
630-215-100
630-225-100
630-250-100
630-275-100
630-300-100
630-315-100
630-350-100
630-400-100
630-450-100
630-500-100
630-550-100
630-600-100
630-700-100
630-800-100
630-900-100

The new article numbers can be found in the online product data sheets.

MASTERFLEX
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Installation & Connections - Metal connectors

Hose Reducer, symmetrical

Reducer for lightweight and medium-weight hoses

Servicio de

Material
@ sheet steel, galvanised

Applications
® Extension, coupling and connection
of light to medium weight hoses

Available on request
® Available on request in other sizes
and materials.

Properties

® easy to install
e light

® rust-protected

Stock lengths and technical data / www.masterflex.de/en
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MASTERFLEX

80
80
100
100
125
125
150
150
150
200
200
200
250
250
250
300
300
300

All data refers to a medium and ambient temperature of +20 °C

50
70
70
80
80
100
80
100
125
100
125
150
125
150
200
150
200
250

S
mm

0,63
0,63
0,63
0,63
0,63
0,63
0,63
0,63
0,63
0,63
0,63
0,63
0,63
0,63
0,63
0,63
0,63
0,63

Order-specific production in the DN sizes listed above
Subject to technical changes and colour deviations.

Please note the changed article numbers.

mm

50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50
50

125
95
65
165
135
95
200
170
100
235
165
95

weight/piece

kg

0,2
0,2
0,2
0,2
0,3
0,3
0,4
0,3
0,3
0,6
0,6
0,5

0,9
0,8
1,3
1,2

article no.

632-080-050
632-080-070
632-100-070
632-100-080
632-125-080
632-125-100
632-150-080
632-150-100
632-150-125
632-200-100
632-200-125
632-200-150
632-250-125
632-250-150
632-250-200
632-300-150
632-300-200
632-300-250

The new article numbers can be found in the online product data sheets.
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