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4Food & Pharmaceutical Hoses

Smoother hoses made from pure 
Polyether-Polyurethane, certified 
to EU directives & FDA compliant 
for almost any application in the 
Food & Pharmaceutical industries
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Food & Pharmaceutical Hoses

Master-PUR LF Food

PU Suction & Transport Hose, super lightweight, extremely flexible, food-grade quality acc. to EU 10/2011 and FDA

Material
➊ spiral: spring steel wire (stainless

steel 1.4310)

➋ wall: pure polyether polyurethane,

food-grade quality (FDA)

➌ wall thickness between spirals

approx. 0.5 mm

Applications

•phamaceutical industry

•chemicals industry

•food industry

Available on request

•available on request in other lengths,

sizes and colours, with print.

Temperature Range

•-40°C to +90°C

•peaks to +125°C

Properties

•the hose conforms with EU Guideline 10/2011

•approved for food-grade categories: A, B, C, D1, D2,

E (contact durations acc. to Test Report)

•materials comply with the following food regula-

tions:

- FDA 21 CFR §177.2600

- FDA 21 CFR §178.2010

•abrasion-resistant

•highly flexible

•very light

•odourless/tasteless

•microbe and hydrolysis-resistant

•smallest bending radii

•halogen and plasticizer-free

•optimum flow characteristics

•good chemical resistance

•high tensile strength

•generally good UV and ozone resistance

•acc. to TRGS 727 and ATEX 2014/34 EU, with

earthing at both ends of the spiral for non-flammble

dust/bulk solids in Zone 22. For gases/liquids with

low conductivity of electrostatic charges in Zone 2.

1 2 3
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DN op. pressure 

bar
vacuum 

bar
bend radius 

mm
outer Ø 

mm
weight/m 

kg
article no. max. production length 

m

40 0,82 0,24 20 46 0,28 310-040-501 25

50 0,78 0,2 24 56 0,33 310-050-501 25

51 0,78 0,2 25 57 0,34 310-051-501 25

60 0,76 0,19 35 68 0,35 310-060-501 25

70 0,61 0,16 40 78 0,41 310-070-501 25

75 0,61 0,13 42 82 0,51 310-075-501 25

76 0,61 0,13 43 83 0,53 310-076-501 25

80 0,53 0,13 45 88 0,53 310-080-501 25

90 0,46 0,09 50 99 0,6 310-090-501 25

100 0,46 0,09 54 107 0,68 310-100-501 25

102 0,46 0,09 55 108 0,69 310-102-501 25

110 0,38 0,09 60 119 0,73 310-110-501 25

120 0,38 0,09 65 129 0,82 310-120-501 25

125 0,38 0,09 68 132 0,84 310-125-501 25

127 0,38 0,09 70 134 0,85 310-127-501 25

150 0,3 0,06 79 157 1 310-150-501 25

152 0,3 0,06 80 159 1,02 310-152-501 25

160 0,3 0,06 85 169 1,23 310-160-501 25

180 0,23 0,06 95 189 1,38 310-180-501 25

200 0,23 0,06 104 207 1,5 310-200-501 25

203 0,23 0,06 105 210 1,52 310-203-501 25

250 0,15 0,03 128 256 1,64 310-250-501 25

254 0,15 0,03 130 260 1,64 310-254-501 25

300 0,14 0,03 155 310 1,78 310-300-501 25

315 0,14 0,03 162 325 1,87 310-315-501 25

350 0,12 0,03 180 360 2,44 310-350-501 25

400 0,12 0,03 210 410 3,04 310-400-501 25
All data refers to a medium and ambient temperature of +20 °C.
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Combiflex PU Cast-On 
Connectors, Food

Master-Grip  
Double-Wire Clamp

Combiflex PU Fixed 
Flange Food

Combiflex PU Swivel 
Flange Food

Combiflex PU Threa-
ded Sockets Food
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Food & Pharmaceutical Hoses

Master-PUR LF Food A

PU Suction & Transport Hose, super lightweight, food-grade quality acc. to EU 10/2011 and FDA, 
permanently antistatic

Material
➊ spiral: spring steel wire (stainless

steel 1.4310)

➋ wall: pure polyether polyurethane,

food-grade (FDA), with non-migrato-

ry permanent antistatic agent

➌ wall thickness between spirals

approx. 0.5 mm

Applications

•phamaceutical industry

•chemicals industry

•food industry

Available on request

•available on request in other lengths,

sizes and colours, with print.

Temperature Range

•-40°C to +90°C

•peaks to +125°C

Properties

•the hose conforms with EU Guideline 10/2011

•approved for food-grade category: E (contact dura-

tion acc. to Test Report)

•the material of the wall complies with the FDA food

regulations 21 CFR § 177.1680 and 21 CFR § 177.2600

•permanently antistatic, surface resistance

< 109 Ohm

•approved acc. to TRGS 727 and ATEX 2014/34 EU.

Details acc. to certificate

•abrasion-resistant

•highly flexible

•very light

•odourless/tasteless

•microbe and hydrolysis-resistant

•smallest bending radii

•halogen and plasticizer-free

•optimum flow characteristics

•good chemical resistance

•high tensile strength

•generally good UV and ozone resistance

1 2 3
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DN op. pressure 

bar
vacuum 

bar
bend radius 

mm
outer Ø 

mm
weight/m 

kg
article no. max. production length 

m

40 0,82 0,24 20 46 0,28 310-040-571 25

50 0,78 0,2 24 56 0,33 310-050-571 25

51 0,78 0,2 25 57 0,34 310-051-571 25

60 0,76 0,19 35 68 0,35 310-060-571 25

70 0,61 0,16 40 78 0,41 310-070-571 25

75 0,61 0,13 42 82 0,51 310-075-571 25

76 0,61 0,13 43 83 0,53 310-076-571 25

80 0,53 0,13 45 88 0,53 310-080-571 25

90 0,46 0,09 50 99 0,6 310-090-571 25

100 0,46 0,09 54 106 0,68 310-100-571 25

102 0,46 0,09 55 108 0,69 310-102-571 25

110 0,38 0,09 60 119 0,73 310-110-571 25

120 0,38 0,09 65 129 0,82 310-120-571 25

125 0,38 0,09 70 132 0,84 310-125-571 25

127 0,38 0,09 70 134 0,85 310-127-571 25

150 0,31 0,06 78 157 1,01 310-150-571 25

152 0,3 0,06 80 159 1,02 310-152-571 25

160 0,3 0,06 85 169 1,23 310-160-571 25

180 0,23 0,06 95 189 1,38 310-180-571 25

200 0,23 0,06 102 207 1,5 310-200-571 25

203 0,23 0,06 105 210 1,52 310-203-571 25

250 0,16 0,03 126 256 1,66 310-250-571 25

254 0,15 0,03 130 260 1,65 310-254-571 25

300 0,14 0,03 155 310 1,78 310-300-571 25

315 0,14 0,03 162 325 1,87 310-315-571 25

350 0,12 0,03 180 360 2,44 310-350-571 25

400 0,12 0,03 210 410 3,04 310-400-571 25
All data refers to a medium and ambient temperature of +20 °C.
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Combiflex PU Cast-On 
Connectors, Food

Combiflex PU Cone 
Flange Food

Master-Grip 
Double-Wire Clamp

Combiflex PU Fixed 
Flange Food

Combiflex PU Threa-
ded Sockets Food
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Food & Pharmaceutical Hoses

Master-PUR L Food

PU Suction & Transport Hose, light duty, food-grade quality acc. to EU 10/2011 and FDA

Material
➊ spiral: spring steel wire (stainless

steel 1.4310)

➋ wall: pure polyether polyurethane,

food-grade quality (FDA)

➌ wall thickness between spirals

approx. 0.7 mm

Applications

•phamaceutical industry

•chemicals industry

•food industry

Available on request

•available on request in other lengths,

sizes and colours, with print.

Temperature Range

•-40°C to +90°C

•peaks to +125°C

Properties

•the hose conforms with EU Guideline 10/2011

•approved for food-grade categories: A, B, C, D1, D2,

E (contact durations acc. to Test Report)

•materials comply with the following food regula-

tions:

- FDA 21 CFR §177.2600

- FDA 21 CFR §178.2010

•abrasion-resistant

•mostly smooth inner lining

•odourless/tasteless

•microbe and hydrolysis-resistant

•light

•very good flexibility

•smallest bending radii

•halogen and plasticizer-free

•optimum flow characteristics

•good chemical resistance

•high tensile strength

•generally good UV and ozone resistance

•acc. to TRGS 727 and ATEX 2014/34 EU, with

earthing at both ends of the spiral for non-flammble

dust/bulk solids in Zone 22. For gases/liquids with

low conductivity of electrostatic charges in Zone 2.

1 2 3
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DN op. pressure 

bar
vacuum 

bar
bend radius 

mm
outer Ø 

mm
weight/m 

kg
article no. max. production length 

m

32 2,52 0,71 40 40 0,35 110-032-501 25

38 2,1 0,66 46 46 0,39 110-038-501 25

40 2,1 0,66 48 48 0,4 110-040-501 25

45 1,84 0,59 53 53 0,44 110-045-501 25

50 1,71 0,51 57 57 0,45 110-050-501 25

51 1,68 0,52 58 58 0,45 110-051-501 25

55 1,54 0,44 63 63 0,54 110-055-501 25

60 1,4 0,44 68 68 0,53 110-060-501 25

65 1,26 0,37 75 73 0,64 110-065-501 25

70 1,12 0,37 80 78 0,68 110-070-501 25

75 1,12 0,3 84 83 0,71 110-075-501 25

76 1,12 0,29 85 84 0,72 110-076-501 25

80 0,98 0,29 90 88 0,76 110-080-501 25

90 0,84 0,22 99 99 0,88 110-090-501 25

100 0,84 0,22 108 108 0,94 110-100-501 25

102 0,84 0,22 110 110 0,95 110-102-501 25

110 0,7 0,22 119 119 1,23 110-110-501 25

115 0,7 0,22 124 124 1,28 110-115-501 25

120 0,7 0,22 130 129 1,12 110-120-501 25

125 0,7 0,22 133 133 1,17 110-125-501 25

127 0,7 0,22 135 135 1,18 110-127-501 25

130 0,56 0,22 141 140 1,2 110-130-501 25

140 0,56 0,15 153 150 1,38 110-140-501 25

150 0,56 0,15 163 159 1,47 110-150-501 25

152 0,56 0,15 165 161 1,48 110-152-501 25

160 0,56 0,15 170 170 1,74 110-160-501 25

175 0,42 0,15 185 185 1,85 110-175-501 25

180 0,42 0,15 190 190 1,9 110-180-501 25

200 0,42 0,15 212 211 2,25 110-200-501 25

203 0,42 0,15 215 214 2,3 110-203-501 25
All data refers to a medium and ambient temperature of +20 °C.
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Combiflex PU Cast-On 
Connectors, Food

Master-Grip  
Double-Wire Clamp

Combiflex PU Fixed 
Flange Food

Combiflex PU Swivel 
Flange Food

Combiflex PU Threa-
ded Sockets Food
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Food & Pharmaceutical Hoses

Master-PUR L Food A

PU Suction & Transport Hose, light duty, highly flexible, food-grade quality acc. to EU 10/2011 and FDA, 
permanently antistatic

Material
➊ spiral: anti-rust spring steel wire (ma-

terial no. 1.4310)

➋ wall: pure polyether polyurethane,

food-grade (FDA), with non-migrato-

ry permanent antistatic agent

➌ wall thickness between spirals

approx. 0.7 mm

Areas of Application

•food Industry

•phamaceutical industry

•chemicals industry

Forms of Delivery

•available on request in other lengths,

sizes and colours, with print.

Temperature Range

•-40°C to +90°C

•peaks to +125°C

Properties

•EU guidelines EU 10/2011 and most recent amen-

ding directives

•approved for food-grade category: E (contact dura-

tion acc. to Test Report)

•the material of the wall complies with the FDA Food

regulations 21 CFR § 177.1680 and 21 CFR § 177.2600

•permanently antistatic, surface resistance

RO < 109 Ohm, measured acc. to DIN EN ISO 8031

•approved acc. to TRGS 727 and ATEX 2014/34 EU.

Details acc. to certificate

•light-duty

•very good flexibility

•smallest bending radii

•abrasion-resistant

•optimum flow characteristics

•mostly smooth inner lining

•odourless/tasteless

•microbe and hydrolysis-resistant

•halogen and plasticizer-free

•generally good UV and ozone resistance

•good chemical resistance

•high tensile strength

Temperature Range-40°C to +90°C

1 2 3
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DN op. pressure 

bar
vacuum 

bar
bend radius 

mm
outer Ø 

mm
weight/m 

kg
article no. max. production length 

m

32 2,52 0,71 40 40 0,35 110-032-581 25

38 2,1 0,66 46 46 0,39 110-038-581 25

40 2,1 0,66 48 48 0,4 110-040-581 25

45 1,84 0,59 53 53 0,44 110-045-581 25

50 1,71 0,53 57 57 0,45 110-050-581 25

51 1,68 0,52 58 58 0,45 110-051-581 25

55 1,54 0,44 63 63 0,54 110-055-581 25

60 1,4 0,44 68 68 0,53 110-060-581 25

65 1,26 0,37 75 73 0,64 110-065-581 25

70 1,12 0,37 80 78 0,68 110-070-581 25

75 1,12 0,3 84 83 0,71 110-075-581 25

76 1,12 0,29 85 84 0,72 110-076-581 25

80 0,98 0,29 90 88 0,76 110-080-581 25

90 0,84 0,22 99 99 0,88 110-090-581 25

100 0,84 0,22 108 108 0,94 110-100-581 25

102 0,84 0,22 110 110 0,95 110-102-581 25

110 0,7 0,22 119 119 1,23 110-110-581 25

115 0,7 0,22 124 124 1,28 110-115-581 25

120 0,7 0,22 130 129 1,12 110-120-581 25

125 0,7 0,22 133 133 1,16 110-125-581 25

127 0,7 0,22 135 135 1,18 110-127-581 25

130 0,56 0,22 141 140 1,23 110-130-581 25

140 0,56 0,15 153 150 1,4 110-140-581 25

150 0,56 0,15 163 159 1,57 110-150-581 25

152 0,56 0,15 165 161 1,6 110-152-581 25

160 0,56 0,15 170 170 1,74 110-160-581 25

175 0,42 0,15 185 185 1,85 110-175-581 25

180 0,42 0,15 190 190 1,9 110-180-581 25

200 0,42 0,15 212 212 2,25 110-200-581 25

203 0,42 0,15 215 214 2,3 110-203-581 25
All data refers to a medium and ambient temperature of +20 °C.
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Combiflex PU cast-on 
connector, Food

Combiflex PU Cone 
Flange Food

Master-Grip  
Double-Wire Clamp

Combiflex PU Fixed 
Flange Food

Combiflex PU Threa-
ded Socket Food
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Food & Pharmaceutical Hoses

Master-PUR L Food A Multi

PU Suction & Transport Hose, light duty, highly flexible, food-grade quality acc. to EU 10/2011 and FDA, 
permanently antistatic

Material
➊ spiral: spring steel wire (stainless

steel 1.4310)

➋ wall: pure polyether polyurethane,

food-grade (FDA), with non-migrato-

ry permanent antistatic agent

➌ wall thickness between spirals

approx. 0.7 mm

Applications

•phamaceutical industry

•chemicals industry

•food industry

Available on request

•available on request in the above

listed lengths, sizes and colours. Al-

ternatively, also available with print.

Temperature Range

•-40°C to +90°C

•peaks to +125°C

Properties

•the hose conforms with EU Guideline 10/2011

•approved for food-grade categories: A, B, C, D1, D2,

E (contact durations acc. to Test Report)

•the material of the wall complies with the FDA food

regulations 21 CFR § 177.1680 and 21 CFR § 177.2600

•permanently antistatic, surface resistance

< 109 Ohm

•approved acc. to TRGS 727 and ATEX 2014/34 EU.

Details acc. to certificate

•abrasion-resistant

•mostly smooth inner lining

•odourless/tasteless

•microbe and hydrolysis-resistant

•light

•very good flexibility

•smallest bending radii

•halogen and plasticizer-free

•optimum flow characteristics

•good chemical resistance

•high tensile strength

•generally good UV and ozone resistance

1 2 3
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DN op. pressure 

bar
vacuum 

bar
bend radius 

mm
outer Ø 

mm
weight/m 

kg
article no. max. production length 

m

32 2,52 0,71 40 40 0,35 110-032-571 25

38 2,1 0,66 46 46 0,39 110-038-571 25

40 2,1 0,66 48 48 0,4 110-040-571 25

45 1,84 0,59 53 53 0,44 110-045-571 25

50 1,71 0,53 57 57 0,45 110-050-571 25

51 1,68 0,52 58 58 0,45 110-051-571 25

55 1,54 0,44 63 63 0,54 110-055-571 25

60 1,4 0,44 68 68 0,53 110-060-571 25

65 1,26 0,37 75 73 0,64 110-065-571 25

70 1,12 0,37 80 78 0,68 110-070-571 25

75 1,12 0,3 84 83 0,71 110-075-571 25

76 1,12 0,29 85 84 0,72 110-076-571 25

80 0,98 0,29 90 88 0,76 110-080-571 25

90 0,84 0,22 99 99 0,88 110-090-571 25

100 0,84 0,22 108 108 0,94 110-100-571 25

102 0,84 0,22 110 110 0,95 110-102-571 25

110 0,7 0,22 119 119 1,23 110-110-571 25

115 0,7 0,22 124 124 1,28 110-115-571 25

120 0,7 0,22 130 129 1,12 110-120-571 25

125 0,7 0,22 133 133 1,16 110-125-571 25

127 0,7 0,22 135 135 1,18 110-127-571 25

130 0,56 0,22 141 140 1,23 110-130-571 25

140 0,56 0,15 153 150 1,4 110-140-571 25

150 0,56 0,15 163 159 1,57 110-150-571 25

152 0,56 0,15 165 161 1,6 110-152-571 25

160 0,56 0,15 170 170 1,74 110-160-571 25

175 0,42 0,15 185 185 1,85 110-175-571 25

180 0,42 0,15 190 190 1,9 110-180-571 25

200 0,42 0,15 212 212 2,25 110-200-571 25

203 0,42 0,15 215 214 2,3 110-203-571 25
All data refers to a medium and ambient temperature of +20 °C.
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Combiflex PU Cast-On 
Connectors, Food

Combiflex PU Cone 
Flange Food

Master-Grip  
Double-Wire Clamp

Combiflex PU Fixed 
Flange Food

Combiflex PU Threa-
ded Sockets Food
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Food & Pharmaceutical Hoses

Master-PUR H Food

PU Suction & Transport Hose, medium duty, very flexible, food-grade quality acc. to EU 10/2011 and FDA

Material
➊ spiral: spring steel wire (stainless

steel 1.4310)

➋ wall: pure polyether polyurethane,

food-grade quality (FDA)

➌ wall thickness between spirals

approx. 1.4 mm

Applications

•phamaceutical industry

•chemicals industry

•food industry

Available on request

•available on request in other lengths,

sizes and colours, with print.

Temperature Range

•-40°C to +90°C

•peaks to +125°C

Properties

•the hose conforms with EU Guideline 10/2011

•approved for food-grade categories: A, B, C, D1, D2,

E (contact durations acc. to Test Report)

•materials comply with the following food regulations:

- FDA 21 CFR §177.2600

- FDA 21 CFR §178.2010

•small bending radii

•good flexibility

•medium duty

•abrasion-resistant

•mostly smooth inner lining

•odourless/tasteless

•microbe and hydrolysis-resistant

•increased pressure and vacuum resistance

•halogen and plasticizer-free

•optimum flow characteristics

•good chemical resistance

•high tensile strength

•generally good UV and ozone resistance

•acc. to TRGS 727 and ATEX 2014/34 EU, with eart-

hing at both ends of the spiral for non-flammble

dust/bulk solids in Zone 22. For gases/liquids with

low conductivity of electrostatic charges in Zone 2.

1 2 3
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DN op. pressure 

bar
vacuum 

bar
bend radius 

mm
outer Ø 

mm
weight/m 

kg
article no. max. production length 

m

20 4,3 0,92 45 28 0,23 111-020-501 25

25 4,16 0,92 50 33 0,28 111-025-501 25

26 4,16 0,92 47 33 0,29 111-026-501 25

30 3,51 0,92 56 39 0,37 111-030-501 25

32 3,25 0,92 60 41 0,39 111-032-501 25

38 3,12 0,82 70 47 0,46 111-038-501 25

40 3 0,82 70 49 0,49 111-040-501 25

45 2,95 0,81 80 55 0,55 111-045-501 25

50 2,9 0,8 86 60 0,68 111-050-501 25

51 2,9 0,79 87 61 0,71 111-051-501 25

55 2,75 0,76 95 65 0,77 111-055-501 25

60 2,55 0,74 105 70 0,84 111-060-501 25

65 2,4 0,66 115 75 0,91 111-065-501 25

70 2,25 0,66 120 80 0,97 111-070-501 25

75 2 0,6 124 86 1,05 111-075-501 25

76 2 0,59 125 87 1,06 111-076-501 25

80 2 0,59 135 91 1,11 111-080-501 25

90 1,65 0,52 149 101 1,25 111-090-501 25

100 1,5 0,45 163 110 1,44 111-100-501 25

102 1,5 0,44 165 112 1,48 111-102-501 25

115 1,35 0,31 186 126 1,68 111-115-501 25

120 1,3 0,31 195 131 1,75 111-120-501 25

125 1,3 0,31 203 136 1,86 111-125-501 25

127 1,3 0,31 205 138 1,91 111-127-501 25

130 1,3 0,31 209 141 1,96 111-130-501 25

140 1,05 0,25 224 151 2,11 111-140-501 25

150 1,05 0,25 243 161 2,26 111-150-501 25

152 1,05 0,25 245 163 2,29 111-152-501 25

160 0,9 0,25 255 171 2,51 111-160-501 25

170 0,9 0,18 255 181 2,67 111-170-501 25

175 0,9 0,18 255 186 2,74 111-175-501 25

180 0,75 0,18 285 191 2,82 111-180-501 25

200 0,75 0,18 320 212 3,41 111-200-501 25

203 0,75 0,18 325 215 3,5 111-203-501 25
All data refers to a medium and ambient temperature of +20 °C.
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Combiflex PU Cast-On 
Connectors, Food

Master-Grip  
Double-Wire Clamp

Combiflex PU Fixed 
Flange Food

Combiflex PU Swivel 
Flange Food

Combiflex PU Threa-
ded Sockets Food
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Food & Pharmaceutical Hoses

Master-PUR H Food A

PU Suciton & Transport Hose, medium duty, very flexible, food-grade quality acc. to EU 10/2011 and FDA, 
permanently antistatic

Material
➊ spiral: spring steel wire (stainless

steel 1.4310)

➋ wall: pure polyether polyurethane,

food-grade (FDA), with non-migrato-

ry permanent antistatic agent

➌ wall thickness between spirals

approx. 1.4 mm

Applications

•phamaceutical industry

•chemicals industry

•food industry

Available on request

•available on request in other lengths,

sizes and colours, with print.

Temperature Range

•-40°C to +90°C

•peaks to +125°C

Properties

•the hose conforms with EU Guideline 10/2011

•approved for food-grade category: E (contact dura-

tion acc. to Test Report)

•the material of the wall complies with the FDA food

regulations 21 CFR § 177.1680 and 21 CFR § 177.2600

•good flexibility

•small bending radii

•medium duty

•permanently antistatic, surface resistance < 109

Ohm

•approved acc. to TRGS 727 and ATEX 2014/34 EU.

Details acc. to certificate

•abrasion-resistant

•mostly smooth inner lining

•odourless/tasteless

•microbe and hydrolysis-resistant

•halogen and plasticizer-free

•optimum flow characteristics

•good chemical resistance

•high tensile strength

•generally good UV and ozone resistance

1 2 3
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DN op. pressure 

bar
vacuum 

bar
bend radius 

mm
outer Ø 

mm
weight/m 

kg
article no. max. production length 

m

20 4,3 0,92 45 28 0,23 111-020-581 25

26 4,16 0,92 50 33 0,3 111-026-581 25

30 3,51 0,92 56 39 0,37 111-030-581 25

32 3,25 0,92 60 41 0,39 111-032-581 25

38 3,12 0,82 70 47 0,46 111-038-581 25

40 3 0,82 70 49 0,49 111-040-581 25

45 2,95 0,81 80 55 0,55 111-045-581 25

50 2,9 0,8 86 60 0,68 111-050-581 25

51 2,9 0,79 87 61 0,71 111-051-581 25

55 2,75 0,76 95 65 0,77 111-055-581 25

60 2,55 0,74 105 70 0,84 111-060-581 25

65 2,4 0,66 115 75 0,91 111-065-581 25

70 2,25 0,66 120 80 0,97 111-070-581 25

75 2 0,6 124 86 1,05 111-075-581 25

76 2 0,59 125 87 1,06 111-076-581 25

80 2 0,59 135 91 1,11 111-080-581 25

90 1,65 0,52 149 101 1,25 111-090-581 25

100 1,5 0,45 163 110 1,44 111-100-581 25

102 1,5 0,44 165 112 1,48 111-102-581 25

115 1,35 0,31 186 126 1,68 111-115-581 25

120 1,3 0,31 195 131 1,75 111-120-581 25

125 1,3 0,31 203 136 1,86 111-125-581 25

127 1,3 0,31 205 138 1,91 111-127-581 25

130 1,3 0,31 209 141 1,96 111-130-581 25

140 1,05 0,25 224 151 2,11 111-140-581 25

150 1,05 0,25 243 161 2,26 111-150-581 25

152 1,05 0,25 245 163 2,29 111-152-581 25

160 0,9 0,25 255 171 2,51 111-160-581 25

170 0,9 0,18 255 181 2,67 111-170-581 25

175 0,9 0,18 255 186 2,74 111-175-581 25

180 0,75 0,18 285 191 2,82 111-180-581 25

200 0,75 0,18 320 212 3,41 111-200-581 25

203 0,75 0,18 325 215 3,5 111-203-581 25
All data refers to a medium and ambient temperature of +20 °C.
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Combiflex PU Cast-On 
Connectors, Food

Combiflex PU Cone 
Flange Food

Master-Grip  
Double-Wire Clamp

Combiflex PU Fixed 
Flange Food

Combiflex PU Threa-
ded Sockets Food
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Food & Pharmaceutical Hoses

Master-PUR H Food A Multi

PU Suciton & Transport Hose, medium duty, very flexible, food-grade quality acc. to EU 10/2011 and FDA, 
permanently antistatic

Material
➊ spiral: spring steel wire (stainless

steel 1.4310)

➋ wall: pure polyether polyurethane,

food-grade (FDA), with non-migrato-

ry permanent antistatic agent

➌ wall thickness between spirals

approx. 1.4 mm

Applications

•phamaceutical industry

•chemicals industry

•food industry

Available on request

•available on request in the above

listed lengths, sizes and colours. Al-

ternatively, also available with print.

Temperature Range

•-40°C to +90°C

•peaks to +125°C

Properties

•the hose conforms with EU Guideline 10/2011

•approved for food-grade categories: A, B, C, D1, D2,

E (contact durations acc. to Test Report)

•the material of the wall complies with the FDA food

regulations 21 CFR § 177.1680 and 21 CFR § 177.2600

•small bending radii

•good flexibility

•medium duty

•permanently antistatic, surface resistance

< 109 Ohm

•approved acc. to TRGS 727 and ATEX 2014/34 EU.

Details acc. to certificate

•abrasion-resistant

•mostly smooth inner lining

•odourless/tasteless

•microbe and hydrolysis-resistant

•halogen and plasticizer-free

•optimum flow characteristics

•good chemical resistance

•high tensile strength

•generally good UV and ozone resistance

1 2 3
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DN op. pressure 

bar
vacuum 

bar
bend radius 

mm
outer Ø 

mm
weight/m 

kg
article no. max. production length 

m

20 4,3 0,92 45 28 0,23 111-020-571 25

26 4,16 0,92 50 33 0,3 111-026-571 25

30 3,51 0,92 56 39 0,37 111-030-571 25

32 3,25 0,92 60 41 0,39 111-032-571 25

38 3,12 0,82 70 47 0,46 111-038-571 25

40 3 0,82 70 49 0,49 111-040-571 25

45 2,95 0,81 80 55 0,55 111-045-571 25

50 2,9 0,8 86 60 0,68 111-050-571 25

51 2,9 0,79 87 61 0,71 111-051-571 25

55 2,75 0,76 95 65 0,77 111-055-571 25

60 2,55 0,74 105 70 0,84 111-060-571 25

65 2,4 0,66 115 75 0,91 111-065-571 25

70 2,25 0,66 120 80 0,97 111-070-571 25

75 2 0,6 124 86 1,05 111-075-571 25

76 2 0,59 125 87 1,06 111-076-571 25

80 2 0,59 135 91 1,11 111-080-571 25

90 1,65 0,52 149 101 1,25 111-090-571 25

100 1,5 0,45 163 110 1,44 111-100-571 25

102 1,5 0,44 165 112 1,48 111-102-571 25

115 1,35 0,31 186 126 1,68 111-115-571 25

120 1,3 0,31 195 131 1,75 111-120-571 25

125 1,3 0,31 203 136 1,86 111-125-571 25

127 1,3 0,31 205 138 1,91 111-127-571 25

130 1,3 0,31 209 141 1,96 111-130-571 25

140 1,05 0,25 224 151 2,11 111-140-571 25

150 1,05 0,25 243 161 2,26 111-150-571 25

152 1,05 0,25 245 163 2,29 111-152-571 25

160 0,9 0,25 255 171 2,51 111-160-571 25

170 0,9 0,18 255 181 2,67 111-170-571 25

175 0,9 0,18 255 186 2,74 111-175-571 25

180 0,75 0,18 285 191 2,82 111-180-571 25

200 0,75 0,18 320 212 3,41 111-200-571 25

203 0,75 0,18 325 215 3,5 111-203-571 25
All data refers to a medium and ambient temperature of +20 °C.
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Combiflex PU Cast-On 
Connectors, Food

Combiflex PU Cone 
Flange Food

Master-Grip  
Double-Wire Clamp

Combiflex PU Fixed 
Flange Food

Combiflex PU Threa-
ded Sockets Food
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Food & Pharmaceutical Hoses

Master-PUR HX Food

PU Suction & Transport Hose, heavy-duty, food-grade quality acc. to EU 10/2011 and FDA

Material
➊ spiral: spring steel wire (stainless

steel 1.4310)

➋ wall: pure polyether polyurethane,

food-grade quality (FDA)

➌ wall thickness between spirals

approx. 1.7 - 2.1 mm, depending on DN

Applications

•phamaceutical industry

•chemicals industry

•food industry

Available on request

•available on request in other lengths,

sizes and colours, with print.

Temperature Range

•-40°C to +90°C

•peaks to +125°C

Properties

•the hose conforms with EU Guideline 10/2011

•approved for food-grade categories: A, B, C, D1, D2,

E (contact durations acc. to Test Report)

•materials comply with the following food regulations:

- FDA 21 CFR §177.2600

- FDA 21 CFR §178.2010

•extremely abrasion resistant via specific reinforce-

ments underneath the spiral

•flexible

•heavy

•mostly smooth inner lining

•odourless/tasteless

•microbe and hydrolysis-resistant

•increased pressure and vacuum resistance

•halogen and plasticizer-free

•optimum flow characteristics

•good chemical resistance

•high tensile strength

•generally good UV and ozone resistance

•acc. to TRGS 727 and ATEX 2014/34 EU, with eart-

hing at both ends of the spiral for non-flammble

dust/bulk solids in Zone 22. For gases/liquids with

low conductivity of electrostatic charges in Zone 2.

1 2 3
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DN op. pressure 

bar
vacuum 

bar
bend radius 

mm
outer Ø 

mm
weight/m 

kg
article no. max. production length 

m

32 4,85 0,94 80 42 0,66 114-032-501 20

40 4,27 0,94 100 50 0,83 114-040-501 20

50 4,02 0,94 123 60 1,02 114-050-501 20

51 4 0,94 125 61 1,04 114-051-501 20

55 3,75 0,89 140 65 1,1 114-055-501 20

60 3,6 0,89 150 70 1,2 114-060-501 20

65 3,3 0,89 165 75 1,29 114-065-501 20

70 3,15 0,89 175 80 1,38 114-070-501 20

75 2,96 0,89 188 86 1,57 114-075-501 20

76 2,92 0,89 190 87 1,61 114-076-501 20

80 2,77 0,89 200 93 1,93 114-080-501 20

90 2,4 0,89 225 103 2,16 114-090-501 20

100 2,15 0,87 246 113 2,53 114-100-501 20

102 2,1 0,87 250 115 2,6 114-102-501 20

110 1,95 0,87 275 124 2,82 114-110-501 20

115 1,8 0,87 290 129 2,94 114-115-501 20

120 1,65 0,87 300 134 3,07 114-120-501 20

125 1,65 0,87 310 138 3,33 114-125-501 20

127 1,65 0,87 315 140 3,44 114-127-501 20

130 1,65 0,84 325 145 3,54 114-130-501 20

140 1,5 0,83 350 153 3,81 114-140-501 20

150 1,5 0,82 433 165 4,08 114-150-501 20

152 1,5 0,82 450 167 4,13 114-152-501 20
All data refers to a medium and ambient temperature of +20 °C.
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Combiflex PU Cast-On 
Connectors, Food

Master-Grip  
Double-Wire Clamp

Combiflex PU Fixed 
Flange Food

Combiflex PU Swivel 
Flange Food

Combiflex PU Threa-
ded Sockets Food

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/productos/?cod_fam=21&cod_prod=381
https://rodavigo.net/productos/?cod_fam=21&cod_prod=381


Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

Food & Pharmaceutical Hoses

Master-PUR HX Food A

PU suction & Transport Hose, heavy-duty, food-grade quality acc. to EU 10/2011 and FDA, permanently antistatic

Material
➊ spiral: spring steel wire (stainless

steel 1.4310)

➋ wall: pure polyether polyurethane,

food-grade (FDA), with non-migrato-

ry permanent antistatic agent

➌ wall thickness between spirals

approx. 1.7 - 2.1 mm, depending on DN

Applications

•phamaceutical industry

•chemicals industry

•food industry

Available on request

•available on request in the above

listed lengths, sizes and colours. Al-

ternatively, also available with print.

Temperature Range

•-40°C to +90°C

•peaks to +125°C

Properties

•the hose conforms with EU Guideline 10/2011

•approved for food-grade category: E (contact dura-

tion acc. to Test Report)

•the material of the wall complies with the FDA food

regulations 21 CFR § 177.1680 and 21 CFR § 177.2600

•extremely abrasion resistant via specific reinforce-

ments underneath the spiral

•flexible

•heavy

•permanently antistatic, surface resistance

< 109 Ohm

•approved acc. to TRGS 727 and ATEX 2014/34 EU.

Details acc. to certificate

•mostly smooth inner lining

•odourless/tasteless

•microbe and hydrolysis-resistant

•increased pressure and vacuum resistance

•halogen and plasticizer-free

•optimum flow characteristics

•good chemical resistance

•high tensile strength

•generally good UV and ozone resistance

1 2 3
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DN op. pressu-

re bar
vacuum 

bar
bend radius 

mm
outer Ø 

mm
weight/m 

kg
article no. max. production 

length m

32 4,85 0,94 80 42 0,66 114-032-581 20

40 4,27 0,94 100 50 0,83 114-040-581 20

50 4,02 0,94 123 60 1,02 114-050-581 20

51 4 0,94 125 61 1,04 114-051-581 20

55 3,75 0,89 140 65 1,1 114-055-581 20

60 3,6 0,89 150 70 1,2 114-060-581 20

65 3,3 0,89 165 75 1,29 114-065-581 20

70 3,15 0,89 175 80 1,38 114-070-581 20

75 2,96 0,89 188 86 1,57 114-075-581 20

76 2,92 0,89 190 87 1,61 114-076-581 20

80 2,77 0,89 200 93 1,93 114-080-581 20

90 2,4 0,89 225 103 2,16 114-090-581 20

100 2,15 0,87 246 113 2,53 114-100-581 20

102 2,1 0,87 250 115 2,6 114-102-581 20

110 1,95 0,87 275 124 2,82 114-110-581 20

115 1,8 0,87 290 129 2,94 114-115-581 20

120 1,65 0,87 300 134 3,07 114-120-581 20

125 1,65 0,87 310 138 3,33 114-125-581 20

127 1,65 0,87 315 140 3,44 114-127-581 20

130 1,65 0,84 325 145 3,54 114-130-581 20

140 1,5 0,83 350 153 3,81 114-140-581 20

150 1,5 0,82 433 165 4,08 114-150-581 20

152 1,5 0,82 450 167 4,13 114-152-581 20
All data refers to a medium and ambient temperature of +20 °C.
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Combiflex PU Cast-On 
Connectors, Food

Combiflex PU Cone 
Flange Food

Master-Grip  
Double-Wire Clamp

Combiflex PU Fixed 
Flange Food

Combiflex PU Threa-
ded Sockets Food
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Food & Pharmaceutical Hoses

Master-PUR HX Food A Multi

PU suction & Transport Hose, heavy-duty, food-grade quality acc. to EU 10/2011 and FDA, permanently antistatic

Material
➊ spiral: spring steel wire (stainless

steel 1.4310)

➋ wall: pure polyether polyurethane,

food-grade (FDA), with non-migrato-

ry permanent antistatic agent

➌ wall thickness between spirals

approx. 1.7 - 2.1 mm, depending on DN

Applications

•phamaceutical industry

•chemicals industry

•food industry

Available on request

•available on request in the above

listed lengths, sizes and colours. Al-

ternatively, also available with print.

Temperature Range

•-40°C to +90°C

•peaks to +125°C

Properties

•the hose conforms with EU Guideline 10/2011

•approved for food-grade categories: A, B, C, D1, D2,

E (contact durations acc. to Test Report)

•The material of the wall complies with the FDA food

regulations 21 CFR § 177.1680 and 21 CFR § 177.2600

•extremely abrasion resistant via specific reinforce-

ments underneath the spiral

•flexible

•heavy

•permanently antistatic, surface resistance

< 109 Ohm

•approved acc. to TRGS 727 and ATEX 2014/34 EU.

Details acc. to certificate

•mostly smooth inner lining

•odourless/tasteless

•microbe and hydrolysis-resistant

•increased pressure and vacuum resistance

•halogen and plasticizer-free

•optimum flow characteristics

•good chemical resistance

•high tensile strength

•generally good UV and ozone resistance

1 2 3
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DN op. pressu-

re bar
vacuum 

bar
bend radius 

mm
outer Ø 

mm
weight/m 

kg
article no. max. production 

length m

32 4,85 0,94 80 42 0,66 114-032-571 20

40 4,27 0,94 100 50 0,83 114-040-571 20

50 4,02 0,94 123 60 1,02 114-050-571 20

51 4 0,94 125 61 1,04 114-051-571 20

55 3,75 0,89 140 65 1,1 114-055-571 20

60 3,6 0,89 150 70 1,2 114-060-571 20

65 3,3 0,89 165 75 1,29 114-065-571 20

70 3,15 0,89 175 80 1,38 114-070-571 20

75 2,96 0,89 188 86 1,57 114-075-571 20

76 2,92 0,89 190 87 1,61 114-076-571 20

80 2,77 0,89 200 93 1,93 114-080-571 20

90 2,4 0,89 225 103 2,16 114-090-571 20

100 2,15 0,87 246 113 2,53 114-100-571 20

102 2,1 0,87 250 115 2,6 114-102-571 20

110 1,95 0,87 275 124 2,82 114-110-571 20

115 1,8 0,87 290 129 2,94 114-115-571 20

120 1,65 0,87 300 134 3,07 114-120-571 20

125 1,65 0,87 310 138 3,33 114-125-571 20

127 1,65 0,87 315 140 3,44 114-127-571 20

130 1,65 0,84 325 145 3,54 114-130-571 20

140 1,5 0,83 350 153 3,81 114-140-571 20

150 1,5 0,82 433 165 4,08 114-150-571 20

152 1,5 0,82 450 167 4,13 114-152-571 20
All data refers to a medium and ambient temperature of +20 °C.
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Combiflex PU Cast-On 
Connectors, Food

Combiflex PU Cone 
Flange Food

Master-Grip  
Double-Wire Clamp

Combiflex PU Fixed 
Flange Food

Combiflex PU Threa-
ded Sockets Food
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Food & Pharmaceutical Hoses

Polderflex PUR Food

PU Suction & Transport Hose, extremely pressure/vacuum-proof, smooth inner and outer linings, food-grade quality 
acc. to EU 10/2011 and FDA

Material
➊ spiral: spring steel wire (stainless

steel 1.4310)

➋ wall: pure polyether polyurethane,

food-grade quality (FDA)

➌ wall thickness 3-5 mm depending on

DN

Applications

•phamaceutical industry

•chemicals industry

•food industry

Available on request

•in anderen Längen, anderen Nennwei-

ten,  farbig, mit kundenspezifischem

Aufdruck.

Temperature Range

•-40°C to +90°C

•peaks to +125°C

Properties

•the hose conforms with EU Guideline 10/2011

•approved for food-grade categories: A, B, C, D1, D2,

E (contact durations acc. to Test Report)

•materials comply with the following food regula-

tions:

- FDA 21 CFR §177.2600

- FDA 21 CFR §178.2010

•extra heavyweight

•flexible

•smooth inner and outer linings

•odourless/tasteless

•microbe and hydrolysis-resistant

•increased pressure and vacuum resistance

•halogen and plasticizer-free

•optimum flow characteristics

•good chemical resistance

•highly abrasion-resistant

•high tensile strength

•generally good UV and ozone resistance

•acc. to TRGS 727 and ATEX 2014/34 EU, with

earthing at both ends of the spiral for non-flammble

dust/bulk solids in Zone 22. For gases/liquids with

low conductivity of electrostatic charges in Zone 2.

1 2 3
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DN op. pressu-

re bar
vacuum 

bar
bend radius 

mm
outer Ø 

mm
weight/m 

kg
article no. max. production 

length m

32 5,75 0,93 160 41,5 0,88 118-032-501 20

38 5,625 0,93 190 47,5 1,03 118-038-501 20

40 5,5 0,93 200 49,5 1,07 118-040-501 20

50 5,27 0,93 245 61,5 1,23 118-050-501 20

51 5,25 0,93 250 62,5 1,25 118-051-501 20

60 5,125 0,93 300 71,5 1,44 118-060-501 20

65 5,1 0,93 325 76,5 1,56 118-065-501 20

70 5,05 0,93 350 81,5 1,77 118-070-501 20

75 5,01 0,93 375 86,5 1,9 118-075-501 20

76 5 0,93 380 87,5 1,92 118-076-501 20

80 4,5 0,88 400 91,5 2,01 118-080-501 20

100 4,16 0,86 580 111 3 118-100-501 20

102 4,125 0,86 600 113 3,1 118-102-501 20

125 3,32 0,66 692 136 3,79 118-125-501 20

127 3,25 0,64 700 138,5 3,85 118-127-501 20

150 2,22 0,44 792 162 4,53 118-150-501 20

152 2,125 0,42 800 164 4,59 118-152-501 20
All data refers to a medium and ambient temperature of +20 °C.
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Hose Clamp with Bolts
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Food & Pharmaceutical Hoses

Polderflex PUR Food A

PU Suction & Transport Hose, extremely pressure/vacuum-proof, smooth inner and outer linings, 
permanently antistatic, food-grade quality acc. to EU 10/2011 and FDA

Material
➊ spiral: spring steel wire (stainless

steel 1.4310)

➋ wall: pure polyether polyurethane,

food-grade (FDA), with non-migrato-

ry permanent antistatic agent

➌ wall thickness 3-5 mm depending on

DN

Applications

•phamaceutical industry

•chemicals industry

•food industry

Available on request

•available on request in other lengths,

sizes and colours, with print.

Temperature Range

•-40°C to +90°C

•peaks to +125°C

Properties

•the hose conforms with EU Guideline 10/2011

•approved for food-grade category: E (contact dura-

tion acc. to Test Report)

•the material of the wall complies with the FDA food

regulations 21 CFR § 177.1680 and 21 CFR § 177.2600

•permanently antistatic, surface resistance

< 109 Ohm

•approved acc. to TRGS 727 and ATEX 2014/34 EU.

Details acc. to certificate

•extra heavyweight

•flexible

•odourless/tasteless

•microbe and hydrolysis-resistant

•increased pressure and vacuum resistance

•halogen and plasticizer-free

•optimum flow characteristics

•good chemical resistance

•highly abrasion-resistant

•high tensile strength

•generally good UV and ozone resistance

1 2 3
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DN op. pressure 

bar
vacuum 

bar
bend radius 

mm
outer Ø 

mm
weight/m 

kg
article no. max. production length 

m

32 5,75 0,93 160 41,5 0,88 118-032-581 20

38 5,625 0,93 190 47,5 1,03 118-038-581 20

40 5,5 0,93 200 49,5 1,07 118-040-581 20

50 5,27 0,93 245 61 1,23 118-050-581 20

51 5,25 0,93 250 62,5 1,25 118-051-581 20

60 5,125 0,93 300 71,5 1,44 118-060-581 20

65 5,1 0,93 325 76,5 1,56 118-065-581 20

70 5,05 0,93 350 81,5 1,77 118-070-581 20

75 5 0,93 377 87 1,91 118-075-581 20

76 5 0,93 380 87,5 1,92 118-076-581 20

80 4,5 0,88 400 91,5 2,01 118-080-581 20

100 4,15 0,86 580 111 3 118-100-581 20

102 4,125 0,86 600 113 3,1 118-102-581 20

125 3,32 0,66 690 136 3,79 118-125-581 20

127 3,25 0,64 700 138,5 3,85 118-127-581 20

150 2,22 0,44 790 162 4,53 118-150-581 20

152 2,125 0,42 800 164 4,59 118-152-581 20
All data refers to a medium and ambient temperature of +20 °C.
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Hose Clamp with Bolts

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/productos/?cod_fam=21&cod_prod=381
https://rodavigo.net/productos/?cod_fam=21&cod_prod=381


Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

Food & Pharmaceutical Hoses

Master-PUR Flat H Food

Spiral-Free PU Transport Hose, medium duty, food-grade quality acc. to EU 10/2011 and FDA

Material
➊ wall: pure polyether polyurethane,

food-grade quality (FDA)

➋ wall thickness approx. 1.5 mm

Applications

•application as compensator

•spiral-free tranport hose for abrasive

solids

•solids transport for sieving machines

•conductor hose on charging station

•phamaceutical industry

•chemicals industry

•food industry

Available on request

•available on request in other lengths,

sizes, colours, with print, with flexible

earthing lead.

Temperature Range

•-40°C to +90°C

•peaks to +125°C

Properties

•the hose conforms with EU Guideline 10/2011

•approved for food-grade categories: A, B, C, D1, D2,

E (contact durations acc. to Test Report)

•materials comply with the following food regula-

tions:

- FDA 21 CFR §177.2600

- FDA 21 CFR §178.2010

•extremely vibrasion resistant

•solvent, oil and petroleum resistant

•smooth inner lining

•abrasion-resistant

•permanently kink resistant

•optimum flow characteristics

•high tensile strength

•generally good UV and ozone resistance

Tip:
Also available 
in L & HX versions

1 2
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DN weight/m 

kg
article no. max. production length

m

50 0,32 314-050-501 5

51 0,32 314-051-501 5

60 0,38 314-060-501 5

63 0,39 314-063-501 5

65 0,4 314-065-501 5

70 0,43 314-070-501 5

75 0,46 314-075-501 5

76 0,46 314-076-501 5

80 0,49 314-080-501 5

90 0,56 314-090-501 5

100 0,61 314-100-501 5

102 0,62 314-102-501 5

110 0,67 314-110-501 5

115 0,7 314-115-501 5

120 0,73 314-120-501 5

125 0,75 314-125-501 5

127 0,76 314-127-501 5

130 0,78 314-130-501 5

140 0,85 314-140-501 5

150 0,9 314-150-501 5

152 0,91 314-152-501 5

160 0,97 314-160-501 5

170 1,03 314-170-501 5

175 1,06 314-175-501 5

180 1,09 314-180-501 5

200 1,19 314-200-501 5

203 1,21 314-203-501 5

225 1,36 314-225-501 5

250 1,49 314-250-501 5

254 1,51 314-254-501 5

275 1,66 314-275-501 5

280 1,68 314-280-501 5

300 1,81 314-300-501 5
All data refers to a medium and ambient temperature of +20 °C. 
Subject to technical changes and colour deviations.

Hose Clamp with 
Worm-Gear Drive

Hose Clamp with Bolts
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Food & Pharmaceutical Hoses

Master-SIL SD Food

Silicone Pressure Hose, Food-grade Quality (FDA)

Material
➊ spiral: spring steel wire (stainless

steel 1.4310)

➋ wall: multi-layered polyester fabric

coated with transparent silicone, ou-

ter lining white, food-grade (FDA)

➌ Wall thickness c. 5.0 mm

Applications

•when using the corresponding

connectors, the hose can remain in

the pipeline for cleaning purposes

•suction and transport hose for

powder and liquid media in the food

industry

•machine development for cosmetic

products

•phamaceutical industry

•chemicals industry

•food industry

Temperature Range

•-60°C to +200°C

Available on request

•available on request in above listed lengths, sizes

and colours. Alternatively, other lengths, sizes, co-

lours, with print.

Properties

•food-grade conformal acc. to BfR and FDA stan-

dards and therefore fully suitable for applications in

food industry

•small bending radii

•flexible

•smooth inner and outer linings

•steam resistant

•optimum flow characteristics

•odourless/tasteless

•good chemical resistance

•high pressure resistance

1 2 3
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DN op. pressure 

bar
vacuum  

bar
bend radius 

mm
outer Ø 

mm
weight/m 

kg
article no. max. production length 

m

10 12 0,88 30 20 0,39 684-010-401 20

13 11 0,88 40 23 0,42 684-013-401 20

16 10 0,88 45 26 0,5 684-016-401 20

19 10 0,88 55 29 0,57 684-019-401 20

25 9 0,88 65 35 0,71 684-025-401 20

32 8 0,88 95 42 0,87 684-032-401 20

38 7 0,88 110 48 1,1 684-038-401 20

51 6 0,88 150 60 1,37 684-051-401 20

65 5 0,88 180 75 1,8 684-065-401 20

76 4 0,88 240 87 2,15 684-076-401 20

102 2,5 0,88 360 112 3,1 684-102-401 20
All data refers to a medium and ambient temperature of +20 °C.
* Refers to the inner hose lining 
Subject to technical changes and colour deviations.

Hose Clamp with Bolts
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