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Air-Conditioning, Ventilation & Welding Fumes Hoses

Master-Clip VINYL

Suction & Blower Hose made from PVC foil/film

Material
➊ clip profile spiral: hot-dip galvanised

steel band

➋ hose wall: 100% PVC Film

Applications

•air-conditioning and ventilation

systems

•air supply and extraction

•low pressure range

•extractor units

Available on request

•available on request in other lengths,

sizes, colours, spiral intervals, with

stainless steel spirals.

Properties

•outer chafing protection spiral

•high tension-proof connection of wall-lining and

spiral via special clamp mechanism

•robust and inexpensive

•highly flexible

•extremely compressable to approx. 1:6

•smallest bending radii

•extremely lightweight

Temperature Range

•-20°C to +70°C

•peaks to +80°C
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DN op. pressure

bar
vacuum

bar
bend radius

mm
weight/m

kg
article no. max. production length 

m

40 0,63 0,15 24 0,4 210-040-102 25

45 0,62 0,14 27 0,4 210-045-102 25

50 0,6 0,13 30 0,4 210-050-102 25

55 0,58 0,13 33 0,4 210-055-102 25

60 0,55 0,12 36 0,5 210-060-102 25

65 0,5 0,11 39 0,5 210-065-102 25

70 0,4 0,11 42 0,5 210-070-102 25

75 0,35 0,1 45 0,5 210-075-102 25

80 0,3 0,09 48 0,5 210-080-102 25

90 0,26 0,08 54 0,6 210-090-102 25

100 0,23 0,07 60 0,6 210-100-102 25

110 0,2 0,06 66 0,6 210-110-102 25

120 0,18 0,05 72 0,7 210-120-102 25

125 0,17 0,05 75 0,7 210-125-102 25

130 0,15 0,05 78 0,8 210-130-102 25

140 0,14 0,04 84 0,8 210-140-102 25

150 0,14 0,04 90 0,9 210-150-102 25

160 0,13 0,04 96 0,9 210-160-102 25

170 0,12 0,03 102 0,9 210-170-102 25

175 0,11 0,03 105 1 210-175-102 25

180 0,11 0,03 108 1 210-180-102 25

200 0,1 0,03 120 1,1 210-200-102 25

215 0,09 0,02 151 1,1 210-215-102 25

225 0,08 0,02 158 1,2 210-225-102 25

250 0,08 0,02 175 1,4 210-250-102 25

275 0,07 0,01 193 1,7 210-275-102 25

300 0,06 0,01 210 1,9 210-300-102 25

315 0,06 0,01 221 1,9 210-315-102 25

325 0,05 0,01 228 2 210-325-102 25

350 0,05 0,01 245 2,2 210-350-102 25

375 0,04 0,01 263 2,6 210-375-102 25

400 0,03 0,01 280 2,8 210-400-102 25

450 0,03 0,01 360 3,3 210-450-102 25

500 0,03 0,01 400 3,8 210-500-102 25

550 0,02 0,01 440 4,3 210-550-102 15

600 0,02 0,01 480 4,9 210-600-102 15

700 0,02 0,01 560 5,6 210-700-102 15

800 0,02 0,01 640 6,2 210-800-102 15

900 0,01 0,01 720 7 210-900-102 15
All data refers to a medium and ambient temperature of +20 °C
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Hose Reducer, sym-
metrical

Clip-Grip quick action 
clamp

Clip-Grip Hose clamp, 
screwable

Hose Connector

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/productos/?cod_fam=21&cod_prod=381
https://rodavigo.net/productos/?cod_fam=21&cod_prod=381


Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

Air-Conditioning, Ventilation & Welding Fumes Hoses

Master-Clip VINYL B

Suction & Blower Hose made from PVC-coated Polyester fabric, hardly inflammable

Material
➊ clip profile spiral: hot-dip galvanised

steel band

➋ wall: PVC-coated polyester fabric,

hardly inflammable

Applications

•air-conditioning and ventilation

systems

•air supply and extraction

•tent heating

•solder fume extraction

•low pressure range

•extractor units

Available on request

•available on request in other lengths,

sizes, colours, spiral intervals, with

stainless steel spirals.

Properties

•hardly inflammable

•outer chafing protection spiral

•good mechanical resistance

•light

•high tension-proof connection of wall-lining and

spiral via special clamp mechanism

•robust and inexpensive

•highly flexible

•extremely compressable to approx. 1:6

•smallest bending radii

•extremely lightweight

Temperature Range

•-20°C to +70°C

•peaks to +80°C
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DN op. pressure

bar
vacuum

bar
bend radius

mm
weight/m

kg
article no. max. production length 

m

40 0,93 0,35 24 0,4 212-040-602 25

45 0,92 0,33 27 0,4 212-045-602 25

50 0,9 0,31 30 0,4 212-050-602 25

55 0,85 0,26 33 0,4 212-055-602 25

60 0,78 0,22 36 0,5 212-060-602 25

65 0,68 0,19 39 0,5 212-065-602 25

70 0,67 0,16 42 0,5 212-070-602 25

75 0,62 0,14 45 0,6 212-075-602 25

80 0,61 0,12 48 0,6 212-080-602 25

90 0,56 0,1 54 0,6 212-090-602 25

100 0,51 0,08 60 0,6 212-100-602 25

110 0,48 0,07 66 0,7 212-110-602 25

120 0,36 0,06 72 0,7 212-120-602 25

125 0,33 0,05 75 0,8 212-125-602 25

130 0,28 0,05 78 0,8 212-130-602 25

140 0,25 0,04 84 0,8 212-140-602 25

150 0,22 0,04 90 0,9 212-150-602 25

160 0,21 0,03 96 0,9 212-160-602 25

170 0,19 0,03 102 0,9 212-170-602 25

175 0,19 0,03 105 1 212-175-602 25

180 0,17 0,02 108 1 212-180-602 25

200 0,15 0,02 120 1,2 212-200-602 25

215 0,13 0,02 129 1,3 212-215-602 25

225 0,12 0,02 135 1,4 212-225-602 25

250 0,1 0,01 175 1,6 212-250-602 25

275 0,08 0,01 193 1,9 212-275-602 25

300 0,07 0,01 210 2,1 212-300-602 25

315 0,06 0,01 221 2,1 212-315-602 25

325 0,06 0,01 228 2,2 212-325-602 25

350 0,06 0,01 245 2,5 212-350-602 25

375 0,05 0,01 263 2,9 212-375-602 25

400 0,05 0,01 280 3,1 212-400-602 25

450 0,05 0,01 360 3,6 212-450-602 25

500 0,04 0,01 400 4,1 212-500-602 25

550 0,04 0,01 440 4,6 212-550-602 20

600 0,04 0,01 480 5,1 212-600-602 20

700 0,03 0,01 560 6 212-700-602 20

800 0,02 0,01 640 6,9 212-800-602 20

900 0,02 0,01 720 7,8 212-900-602 20
All data refers to a medium and ambient temperature of +20 °C
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Hose Reducer, sym-
metrical

Clip-Grip quick action 
clamp

Clip-Grip Hose clamp, 
screwable

Hose Connector
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Air-Conditioning, Ventilation & Welding Fumes Hoses

Master-Clip PE

Suction & Blower Hose made from PE-coated PE fabric, environmentally friendly

Material
➊ clip profile spiral: hot-dip galvanised

steel band

➋ wall: double-sided PE-coated PE

fabric

Applications

•air-conditioning and ventilation

systems

•air supply and extraction

•cacuum devices for asbestos removal

•low pressure range

•extractor units

Available on request

•available on request in other lengths,

sizes, colours, spiral intervals, with

stainless steel spirals.

Properties

•outer chafing protection spiral

•high tension-proof connection of wall-lining and

spiral via special clamp mechanism

•higher temperature resistance than PVC hose

•highly flexible

•increased vacuum resistance

•extremely compressable to approx. 1:6

•smallest bending radii

•halogen and plasticizer-free

•more environmentally friendly alternative to PVC

hoses

•extremely lightweight

Temperature Range

•-40°C to +85°C

•peaks to +95°C
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DN op. pressure

bar
vacuum

bar
bend radius

mm
weight/m

kg
article no. max. production length 

m

40 0,93 0,46 24 0,4 213-040-103 25

45 0,92 0,43 27 0,4 213-045-103 25

50 0,9 0,39 30 0,4 213-050-103 25

55 0,85 0,32 33 0,4 213-055-103 25

60 0,78 0,27 36 0,5 213-060-103 25

65 0,68 0,23 39 0,5 213-065-103 25

70 0,67 0,2 42 0,5 213-070-103 25

75 0,62 0,18 45 0,5 213-075-103 25

80 0,61 0,15 48 0,6 213-080-103 25

90 0,56 0,12 54 0,6 213-090-103 25

100 0,51 0,1 60 0,6 213-100-103 25

110 0,48 0,08 66 0,6 213-110-103 25

120 0,36 0,07 72 0,6 213-120-103 25

125 0,33 0,06 75 0,7 213-125-103 25

130 0,28 0,06 78 0,7 213-130-103 25

140 0,25 0,05 84 0,7 213-140-103 25

150 0,22 0,04 90 0,8 213-150-103 25

160 0,21 0,04 96 0,8 213-160-103 25

170 0,19 0,03 102 0,8 213-170-103 25

175 0,19 0,03 105 0,9 213-175-103 25

180 0,17 0,03 108 0,9 213-180-103 25

200 0,15 0,03 120 1 213-200-103 25

215 0,13 0,02 151 1,1 213-215-103 25

225 0,12 0,02 158 1,1 213-225-103 25

250 0,1 0,02 175 1,3 213-250-103 25

275 0,08 0,01 193 1,4 213-275-103 25

300 0,07 0,01 210 1,5 213-300-103 25

315 0,06 0,01 221 1,6 213-315-103 25

325 0,06 0,01 228 1,7 213-325-103 25

350 0,06 0,01 245 1,9 213-350-103 25

375 0,05 0,01 263 2,2 213-375-103 25

400 0,05 0,01 280 2,4 213-400-103 25

450 0,05 0,01 360 2,7 213-450-103 25

500 0,04 0,01 400 3,1 213-500-103 25

550 0,04 0,01 440 3,5 213-550-103 25

600 0,04 0,01 480 3,9 213-600-103 25

700 0,03 0,01 560 4,5 213-700-103 25

800 0,02 0,01 640 5,2 213-800-103 25

900 0,02 0,01 720 6 213-900-103 25
All data refers to a medium and ambient temperature of +20 °C
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Hose Reducer, sym-
metrical

Clip-Grip quick action 
clamp

Clip-Grip Hose clamp, 
screwable

Hose Connector
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Air-Conditioning, Ventilation & Welding Fumes Hoses

Master-Clip PUR

Suction & Blower Hose made from PU foil, extremely abrasion-proof

Material
➊ clip profile spiral: hot-dip galvanised

steel band

➋ wall: pure polyurethane foil, plastici-

ser-free

Applications

•suction of abrasive solids

•air-conditioning and ventilation

systems

•low pressure range

Available on request

•available on request in other lengths,

sizes, colours, spiral intervals, with

stainless steel spirals.

Properties

•outer chafing protection spiral

•good mechanical resistance

•good resistance to oil and petrol fumes

•cold resistant

•highly flexible

•extremely compressable to approx. 1:6

•smallest bending radii

•highly abrasion-resistant

•more environmentally friendly alternative to PVC

hoses

•significantly higher temperature resistance than

PVC hoses

•extremely lightweight

Temperature Range

•-40°C to +90°C

•peaks to +125°C
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DN op. pressure

bar
vacuum

bar
bend radius

mm
weight/m

kg
article no. max. production length 

m

40 0,63 0,15 24 0,4 214-040-101 15

45 0,62 0,14 27 0,4 214-045-101 15

50 0,6 0,13 30 0,4 214-050-101 15

55 0,575 0,13 33 0,4 214-055-101 15

60 0,55 0,12 36 0,5 214-060-101 15

65 0,5 0,11 39 0,5 214-065-101 15

70 0,4 0,11 42 0,5 214-070-101 15

75 0,35 0,1 45 0,6 214-075-101 15

80 0,3 0,09 48 0,6 214-080-101 15

90 0,26 0,08 54 0,6 214-090-101 15

100 0,23 0,07 60 0,6 214-100-101 15

110 0,2 0,06 66 0,6 214-110-101 15

120 0,18 0,05 72 0,7 214-120-101 15

125 0,17 0,05 75 0,7 214-125-101 15

130 0,15 0,05 78 0,7 214-130-101 15

140 0,14 0,04 84 0,8 214-140-101 15

150 0,135 0,04 90 0,8 214-150-101 15

160 0,13 0,04 96 0,9 214-160-101 15

170 0,12 0,03 102 0,9 214-170-101 15

175 0,11 0,03 105 1 214-175-101 15

180 0,105 0,03 108 1 214-180-101 15

200 0,1 0,03 120 1,1 214-200-101 15

215 0,09 0,02 151 1,2 214-215-101 15

225 0,08 0,02 158 1,3 214-225-101 15

250 0,075 0,02 175 1,4 214-250-101 15

275 0,07 0,01 193 1,7 214-275-101 15

300 0,06 0,01 210 1,9 214-300-101 15

315 0,06 0,01 221 2 214-315-101 15

325 0,05 0,01 228 2,1 214-325-101 15

350 0,05 0,01 245 2,3 214-350-101 15

375 0,04 0,01 263 2,7 214-375-101 15

400 0,03 0,01 280 2,9 214-400-101 15

450 0,03 0,01 360 3,5 214-450-101 15

500 0,03 0,01 400 3,9 214-500-101 15

550 0,02 0,01 440 4,4 214-550-101 15

600 0,02 0,01 480 4,9 214-600-101 15

700 0,02 0,01 560 5,8 214-700-101 10

800 0,02 0,01 640 6,7 214-800-101 10

900 0,01 0,01 720 7,6 214-900-101 10
All data refers to a medium and ambient temperature of +20 °C
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Hose Reducer, sym-
metrical

Clip-Grip quick action 
clamp

Clip-Grip Hose clamp, 
screwable

Hose Connector
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Air-Conditioning, Ventilation & Welding Fumes Hoses

Master-Clip PUR S

Suction & Blower Hose made from PU foil, extremely abrasion-proof, double-layered

Material
➊ clip profile spiral: hot-dip galvanised

steel band

➋ wall: pure polyurethane foil, plastici-

ser-free, double-layered

Applications

•suction of abrasive solids

•filling plants

•low pressure range

Available on request

•available on request in other lengths,

sizes, colours, spiral intervals, with

stainless steel spirals.

Properties

•increased abrasrion resistance via double lining

•outer chafing protection spiral

•good mechanical resistance

•good resistance to oil and petrol fumes

•cold resistant

•super lightweight

•high tension-proof connection of wall-lining and

spiral via special clamp mechanism

•highly flexible

•extremely compressable to approx. 1:6

•smallest bending radii

•good recovery properties

•ageing resistant

Temperature Range

•-40°C to +90°C

•peaks to +125°C
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DN op. pressure

bar
vacuum

bar
bend radius

mm
weight/m

kg
article no. max. production length 

m

50 0,6 0,13 30 0,48 216-050-101 15

55 0,58 0,13 33 0,48 216-055-101 15

60 0,55 0,12 36 0,61 216-060-101 15

65 0,5 0,11 39 0,61 216-065-101 15

70 0,4 0,11 42 0,61 216-070-101 15

75 0,35 0,1 45 0,75 216-075-101 15

80 0,3 0,09 48 0,75 216-080-101 15

90 0,26 0,08 54 0,75 216-090-101 15

100 0,23 0,07 60 0,75 216-100-101 15

110 0,2 0,06 66 0,75 216-110-101 15

120 0,18 0,05 72 0,91 216-120-101 15

125 0,17 0,05 75 0,91 216-125-101 15

130 0,15 0,05 78 0,91 216-130-101 15

140 0,14 0,04 84 1,04 216-140-101 15

150 0,14 0,04 90 1,04 216-150-101 15

160 0,13 0,04 96 1,14 216-160-101 15

170 0,12 0,03 102 1,14 216-170-101 15

175 0,11 0,03 105 1,26 216-175-101 15

180 0,11 0,03 108 1,26 216-180-101 15

200 0,1 0,03 120 1,4 216-200-101 15

215 0,09 0,02 151 1,55 216-215-101 15

225 0,08 0,02 158 1,7 216-225-101 15

250 0,08 0,02 175 1,82 216-250-101 15

275 0,07 0,01 193 2,2 216-275-101 15

300 0,06 0,01 210 2,45 216-300-101 15

315 0,06 0,01 221 2,6 216-315-101 15

325 0,05 0,01 228 2,7 216-325-101 15

350 0,05 0,01 245 3 216-350-101 15

375 0,04 0,01 263 3,5 216-375-101 15

400 0,03 0,01 280 3,75 216-400-101 15

450 0,03 0,01 360 4,55 216-450-101 15

500 0,03 0,01 400 5,1 216-500-101 10

550 0,02 0,01 440 5,7 216-550-101 10

600 0,02 0,01 480 6,4 216-600-101 10

700 0,02 0,01 560 7,55 216-700-101 10

800 0,02 0,01 640 8,7 216-800-101 10

900 0,01 0,01 720 9,9 216-900-101 10
All data refers to a medium and ambient temperature of +20 °C
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Hose Reducer, sym-
metrical

Clip-Grip quick action 
clamp

Clip-Grip Hose clamp, 
screwable

Hose Connector
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Air-Conditioning, Ventilation & Welding Fumes Hoses

Master-Clip SPARK

Special hose for welding fumes extraction, made from PVC-coated glass fabric

Material
➊ clip profile spiral: hot-dip galvanised

steel band

➋ wall: PVC-coated glass fabric, flame

retardent

Applications

•welding fume extraction

•for greater safety requirements

•air-conditioning and ventilation

systems

•air supply and extraction

•tent heating

•solder fume extraction

•low pressure range

•extractor units

Available on request

•available on request in other lengths,

sizes, colours, spiral intervals, with

stainless steel spirals.

Properties

•hardly inflammable

•outer chafing protection spiral

•primarily resistant to flying sparks

•good mechanical resistance

•high tension-proof connection of wall-lining and

spiral via special clamp mechanism

•highly flexible

•extremely compressable to approx. 1:6

•smallest bending radii

•extremely lightweight

Temperature Range

•-20°C to +90°C

•peaks to +110°C
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DN op. pressure

bar
vacuum

bar
bend radius

mm
weight/m

kg
article no. max. production length 

m

40 0,9 0,35 24 0,4 215-040-604 25

45 0,87 0,33 27 0,4 215-045-604 25

50 0,85 0,31 30 0,4 215-050-604 25

55 0,78 0,26 33 0,4 215-055-604 25

60 0,68 0,22 36 0,5 215-060-604 25

65 0,59 0,19 39 0,5 215-065-604 25

70 0,53 0,16 42 0,5 215-070-604 25

75 0,47 0,14 45 0,6 215-075-604 25

80 0,43 0,12 48 0,6 215-080-604 25

90 0,36 0,1 54 0,6 215-090-604 25

100 0,3 0,08 60 0,6 215-100-604 25

110 0,26 0,07 66 0,7 215-110-604 25

120 0,22 0,06 72 0,7 215-120-604 25

125 0,21 0,05 75 0,8 215-125-604 25

130 0,2 0,05 78 0,8 215-130-604 25

140 0,18 0,04 84 0,8 215-140-604 25

150 0,16 0,04 90 0,9 215-150-604 25

160 0,14 0,03 96 0,9 215-160-604 25

170 0,13 0,03 102 0,9 215-170-604 25

175 0,12 0,03 105 1 215-175-604 25

180 0,12 0,02 108 1 215-180-604 25

200 0,1 0,02 120 1,2 215-200-604 25

215 0,09 0,02 151 1,3 215-215-604 25

225 0,08 0,02 158 1,4 215-225-604 25

250 0,07 0,01 175 1,6 215-250-604 25

275 0,06 0,01 193 1,9 215-275-604 25

300 0,05 0,01 210 2,1 215-300-604 25

315 0,05 0,01 221 2,1 215-315-604 25

325 0,05 0,01 228 2,2 215-325-604 25

350 0,04 0,01 245 2,5 215-350-604 25

375 0,04 0,01 263 2,9 215-375-604 25

400 0,03 0,01 280 3,1 215-400-604 25

450 0,03 0,01 360 3,6 215-450-604 25

500 0,02 0,01 400 4,1 215-500-604 20

550 0,02 0,01 440 4,6 215-550-604 20

600 0,02 0,01 480 5,1 215-600-604 20

700 0,01 0,01 560 6 215-700-604 20

800 0,01 0,01 640 6,9 215-800-604 20

900 0,01 0,01 720 7,8 215-900-604 20
All data refers to a medium and ambient temperature of +20 °C
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Hose Reducer, sym-
metrical

Clip-Grip quick action 
clamp

Clip-Grip Hose clamp, 
screwable

Hose Connector
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Air-Conditioning, Ventilation & Welding Fumes Hoses

Master-Clip SPARK XL

Special hose for welding fume extraction with increased risk of flying sparks

Material
➊ clip profile spiral: hot-dip galvanised

steel band

➋ wall: special-coated textile high-tem-

perature fabric

Applications

•for greater safety requirements

•grinding dust extraction with high

degree of flying sparks

•welding fume extraction with greater

degree of flying sparks

•suction of hot and abrasive sanding

dust

Available on request

•available on request in other lengths,

sizes, colours, spiral intervals, with

stainless steel spirals.

Properties

•hardly inflammable

•outer chafing protection spiral

•primarily resistant to increased risk of flying sparks

•good mechanical resistance

•high tension-proof connection of wall-lining and

spiral via special clamp mechanism

•highly flexible

•extremely compressable to approx. 1:6

•smallest bending radii

•abrasion-resistant

•extremely lightweight

Temperature Range

•-40°C to +200°C

•peaks to +280°C

1

2

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/productos/?cod_fam=21&cod_prod=381
https://rodavigo.net/productos/?cod_fam=21&cod_prod=381


Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

159

16

15

14

13

12

11

10

9

8

7

6

5

4

3

2

1
DN op. pressure

bar
vacuum

bar
bend radius

mm
weight/m

kg
article no. max. production length 

m

50 0,9 0,31 30 0,97 232-050-107 15

55 0,85 0,26 33 1,04 232-055-107 15

60 0,78 0,22 36 1,1 232-060-107 15

65 0,68 0,19 39 1,17 232-065-107 15

70 0,67 0,16 42 1,25 232-070-107 15

75 0,62 0,14 45 1,3 232-075-107 15

80 0,61 0,12 48 1,36 232-080-107 15

90 0,56 0,1 54 1,55 232-090-107 15

100 0,51 0,08 60 1,74 232-100-107 15

110 0,48 0,07 66 1,97 232-110-107 15

120 0,36 0,06 72 2,16 232-120-107 15

125 0,33 0,05 75 2,29 232-125-107 15

130 0,28 0,05 78 2,35 232-130-107 15

140 0,25 0,04 84 2,43 232-140-107 15

150 0,22 0,04 90 2,56 232-150-107 15

160 0,21 0,03 96 1,98 232-160-107 15

170 0,19 0,03 107 2,1 232-170-107 15

175 0,19 0,03 105 2,25 232-175-107 15

180 0,17 0,02 108 2,35 232-180-107 15

200 0,15 0,02 120 2,56 232-200-107 15

215 0,13 0,02 151 2,69 232-215-107 15

225 0,12 0,02 158 2,8 232-225-107 15

250 0,1 0,01 175 3,1 232-250-107 15

275 0,08 0,01 193 3,34 232-275-107 15

300 0,07 0,01 232 3,6 232-300-107 15

315 0,06 0,01 221 3,82 232-315-107 15

325 0,06 0,01 228 3,92 232-325-107 15

350 0,06 0,01 245 4,15 232-350-107 15

375 0,05 0,01 263 4,45 232-375-107 15

400 0,05 0,01 280 4,64 232-400-107 15

450 0,05 0,01 360 5,11 232-450-107 15

500 0,04 0,01 400 5,59 232-500-107 15

550 0,04 0,01 440 6,16 232-550-107 10

600 0,04 0,01 480 6,63 232-600-107 10

700 0,03 0,01 560 7,68 232-700-107 10

800 0,02 0,01 640 8,72 232-800-107 10

900 0,02 0,01 720 9,67 232-900-107 10
All data refers to a medium and ambient temperature of +20 °C
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Hose Reducer, sym-
metrical

Clip-Grip quick action 
clamp

Clip-Grip Hose clamp, 
screwable

Hose Connector

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

https://rodavigo.net/productos/?cod_fam=21&cod_prod=381
https://rodavigo.net/productos/?cod_fam=21&cod_prod=381


Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118

Air-Conditioning, Ventilation & Welding Fumes Hoses

Master-VENT 2

Suction & Blower hose made from co-polymer coated Polyester fabric

Material
➊ spiral: spring steel wire

➋ hose wall: two layer construcion

inner layer: aluminium lamination

outer layer: co-polymer coated po-

lyester fabric

Applications

•steam extraction

•air-conditioning and ventilation

systems

•extractor units, which require normal

inflammable hoses

•extractors

Available on request

•available on request in other lengths,

sizes and colours, with print.

Properties

•flammability rating acc. to DIN 4102 B2

•acc.to DIN EN 13180

•extremely compressible to approx. 1:5

•extremely flexible

•reinforced with a semi-concealed spring steel spiral

•smallest bending radii

•extremely lightweight

Temperature Range

•-30°C to +140°C
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DN op. pressure

bar
vacuum

bar
bend radius

mm
weight/m

kg
article no. max. production length 

m

51 0,36 0,4 51 0,13 664-051-104 10

63 0,29 0,29 63 0,14 664-063-104 10

76 0,24 0,22 76 0,16 664-076-104 10

82 0,23 0,2 82 0,17 664-082-104 10

89 0,21 0,17 89 0,18 664-089-104 10

102 0,18 0,14 102 0,21 664-102-104 10

127 0,14 0,1 127 0,25 664-127-104 10

152 0,12 0,08 152 0,3 664-152-104 10

160 0,12 0,07 160 0,37 664-160-104 10

178 0,11 0,06 178 0,39 664-178-104 10

203 0,09 0,05 203 0,4 664-203-104 10

254 0,07 0,04 254 0,58 664-254-104 10

304 0,06 0,03 304 0,74 664-304-104 10

356 0,05 0,02 356 0,9 664-356-104 10

406 0,05 0,02 406 1,05 664-406-104 10

457 0,04 0,02 457 1,2 664-457-104 10

508 0,04 0,01 508 1,35 664-508-104 10

560 0,04 0,01 560 1,5 664-560-104 10

610 0,03 0,01 610 1,6 664-610-104 10
All data refers to a medium and ambient temperature of +20 °C
* Refers to the inner hose lining
Subject to technical changes and colour deviations.

Hose Reducer, sym-
metrical

Master-Grip Hose 
Clamp, screwable

Master-Grip Quick-Fix 
Clamp

Hose Connector Hose Clamp with Bolts
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