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2.31Fastening elements

Assembly
Insert from end

Threaded plates Application
Fastening element for screw-type connections

Fixed into position with leaf spring

Technical data
material: steel
surface: galvanised
max. moment of torque: MA, max

Description G MA, max Weight Product No.
Threaded plate F 8-32 2.213 lbs.×ft. .0082 lbs. 2.31.F4.08-32
Threaded plate F 10-32 3.688 lbs.×ft. .0079 lbs.  2.31.F5.10-32
Threaded plate F 1/4-20 5.163 lbs.×ft. .0073 lbs.  2.31.F6.1/4-20

Description G MA, max Weight Product No.
Threaded plate E 8-32 2.213 lbs.×ft. .0260 lbs. 2.31.E4.08-32
Threaded plate E 10-32 3.688 lbs.×ft. .0256 lbs. 2.31.E5.10-32
Threaded plate E 1/4-20 7.376 lbs.×ft. .0249 lbs. 2.31.E6.1/4-20
Threaded plate E 5/16-18 11.063 lbs.×ft. .0243 lbs. 2.31.E8.5/16-18
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2.31Fastening elements

T-Nuts Application
Fastening element for screw-type connections

Assembly
Insert from end

Fixing with compressing spring

Insert from end

Technical data
material: steel
surface: galvanised
max. moment of torque: MA, max

Description G MA, max Weight Product No.
T-Nut F 1/4-20 7.376 lbs.×ft. .0154 lbs. 2.32.F6.1/4-20
T-Nut F 5/16-18 19.177 lbs.×ft. .0146 lbs.  2.32.F8.5/16-18

Description G MA, max Weight Product No.
T-Nut E 1/4-20 7.376 lbs.×ft. .0331 lbs. 2.32.E6.1/4-20
T-Nut E 5/16-18 19.177 lbs.×ft. .0309 lbs. 2.32.E8.5/16-18
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2.32Fastening elements

T-Nuts
for subsequent insertion

Application
Fastening element for screw-type connections

Fixing with leaf spring

Insert front-sided and rotate

Technical data
material: steel
surface: galvanised
max. moment of torque: MA, max

Description G MA, max Weight Product No.
T-Nut for subs. insertion F 8-32 2.213 lbs.×ft. .0108 lbs. 2.32.4F4.08-32
T-Nut for subs. insertion F 10-32 3.688 lbs.×ft. .0101 lbs. 2.32.4F5.10-32
T-Nut for subs. insertion F 1/4-20 7.376 lbs.×ft. .0095 lbs. 2.32.4F6.1/4-20
T-Nut for subs. insertion F 5/16-18 7.376 lbs.×ft. .0082 lbs. 2.32.4F8.5/16-18

Description G MA, max Weight Product No.
T-Nut for subs. insertion E 8-32 2.213 lbs.×ft. .0220 lbs. 2.32.4E4.08-32
T-Nut for subs. insertion E 10-32 3.688 lbs.×ft. .0220 lbs. 2.32.4E5.10-32
T-Nut for subs. insertion E 1/4-20 7.376 lbs.×ft. .0220 lbs. 2.32.4E6.1/4-20
T-Nut for subs. insertion E 5/16-18 19.177 lbs.×ft. .0198 lbs. 2.32.4E8.5/16-18
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2.35Fastening elements

Threaded inserts Application 
For mounting on front end and fastening of 
any profi le with core hole Ø.394 in.

Technical data
material: steel
surface: galvanised

Description D/G L Weight Product No.
Threaded insert 1/2"-13 / 1/4"-20 .591 .0161 lbs. 2.35.11214
Threaded insert 1/2"-13 / 5/16"-18 .591 .0121 lbs. 2.35.112516
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