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Castors

Fixed castors

Description D a Weight Product No.
Fixed castor with bolt hole Ø100 133 500 g 1.45.11100
Fixed castor with bolt hole, ESD Ø100 133 500 g 1.45.11100E
Fixed castor with bolt hole Ø125 158 900 g 1.45.11125

Fixed castor with fi tting plate Ø100  136 610 g 1.45.12100
Fixed castor with fi tting plate, ESD Ø100  136 610 g 1.45.12100E
Fixed castor with fi tting plate Ø125 161 1,010 g 1.45.12125
Dimensions see table on the right

Technical data 
material: 
• capsule: sheet steel, galvanised
• wheels: solid rubber tyres, grey

Ø100/125 incl. thread protection
max. static load: Fmax 

 Variations

 Castor-Ø 100 mm / 125 mm

Bolt hole type

Fitting plate type

Fixed castor Swivel castor Swivel castor lockable

Castors

https://rodavigo.net/es/c/f/maytec
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Swivel castors Technical data 
material: 
• capsule: sheet steel, galvanised
• wheels: solid rubber tyres, grey

Ø100/125 incl. thread protection
max. static load: Fmax

Technical data 
material: 
• capsule: sheet steel, galvanised
• wheels: solid rubber tyres, grey

stop fi x: - wheel break
  - swivel break
Ø100/125 incl. thread protection
max. static load: Fmax

Swivel castors lockable

Description D  a Weight Product No.
Swivel castor with bolt hole Ø100 133 680 g 1.45.21100
Swivel castor with bolt hole, ESD Ø100 133 680 g 1.45.21100E
Swivel castor with bolt hole Ø125 158 890 g 1.45.21125

Swivel castor with fi tting plate Ø100 136 780 g 1.45.22100
Swivel castor with fi tting plate, ESD Ø100 136 780 g 1.45.22100E
Swivel castor with fi tting plate Ø125 161 990 g 1.45.22125
Dimensions see table on bottom of page

Description D a Weight Product No.
Swivel castor, lockable with bolt hole Ø100 133 840 g 1.45.31100
Swivel castor, lockable with bolt hole, ESD Ø100 133 840 g 1.45.31100E
Swivel castor, lockable with bolt hole Ø125 158 990 g 1.45.31125

Swivel castor, lockable with fi tting plate Ø100 136 940 g 1.45.32100
Swivel castor, lockable with fi tting plate, ESD Ø100 136 940 g 1.45.32100E
Swivel castor, lockable with fi tting plate Ø125 161 1,090 g 1.45.32125

 Ø100 57 43 2.5 43 Ø57 10.5  Ø12.5 32 800 N

 Ø125 57 43 2.5 43 Ø57 10.5  Ø12.5 32 1,000 N

Castors: Design bolt hole

 Fixed castor Swivel castor
 D b c s b c s d e Fmax

Castors
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Fixed castor Swivel castor Swivel castor lockable

Fixed castor

Swivel castor

Heavy duty castors

Castors

Description D a b c Weight Product No.
Fixed castor with fi tting plate Ø160 195 138 116 1,900 g 30.15.10.160

Description D a b c Weight Product No.
Swivel castor with fi tting plate Ø160 195 140 110 2,600 g 30.15.11.160

Technical data  
material: 
• capsule: sheet steel, galvanised
• wheels: solid rubber tyres, in smooth   
  rolling quality black

max. static load: Fmax = 4.000 N 

Technical data  
material: 
• capsule: sheet steel, galvanised
• wheels: solid rubber tyres, in smooth   
  rolling quality black

max. static load: Fmax = 4.000 N 

 Variations

 Castor Fixed castor Swivel castor

Fitting plate type
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Swivel castor lockable

Castors

Description D a b c Weight Product No.
Swivel castor, lockable w. fi tting plate Ø160 195 140 110 3,100 g 30.15.12.160

Technical data  
material: 
• capsule: sheet steel, galvanised
• wheels: solid rubber tyres, in smooth   
  rolling quality black

stop fi x: - wheel break
  - swivel break

max. static load: Fmax = 4.000 N 
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