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4.119Shaft guidance profi les

for shaft-Ø12

Description A a B b G Article-No.
Shaft guidance profi le 12A 37 - 37 - 1.30 4.119.0A.12.37003700.60
Shaft guidance profi le 12A 27 15.0 27 15.0 1.03 4.119.0A.12.27152715.60
Shaft guidance profi le 12A 27 15.0 37 15.0 1.17 4.119.0A.12.27153715.60
Shaft guidance profi le 12A 27 15.0 37 25.0 1.17 4.119.0A.12.27153725.60
Shaft guidance profi le 12A 37 20.0 37 20.0 1.30 4.119.0A.12.37203720.60
Shaft guidance profi le 12A 37 22.5 37 22.5 1.30 4.119.0A.12.37223722.60
Shaft guidance profi le 12A 37 25.0 27 15.0 1.17 4.119.0A.12.37252715.60
Shaft guidance profi le 12A 37 25.0 37 25.0 1.30 4.119.0A.12.37253725.60

Technical data 
material: Al Mg Si 0,5 F 25
surface: neutral anodised
length: 6 m

height and side tolerance: 
• to specifi ed length: ± 0.2 mm
• within one bar: 0.1 mm

Calculation of C1:
C1 = 1/2·(L-n·120)

n = maximum number of divisions

Type A Moment of inertia cm4

Moment of resistance cm3

Weight (G) kg/m

Ix    = 8.5 Iy = 6.6
Wx   = 2.6 Wy   =   2.2

Cut to length: 4.119.0ä.12.ääääääää-02/... ( /... = length in mm)

countersink
DIN 74 - M5

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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4.119Shaft guidance profi les

for shaft-Ø16

Description A a B b G Article-No.
Shaft guidance profi le 16A 37 - 37 - 1.30 4.119.0A.16.37003700.60
Shaft guidance profi le 16A 27 15.0 27 15.0 1.03 4.119.0A.16.27152715.60
Shaft guidance profi le 16A 27 15.0 37 15.0 1.17 4.119.0A.16.27153715.60
Shaft guidance profi le 16A 27 15.0 37 25.0 1.17 4.119.0A.16.27153725.60
Shaft guidance profi le 16A 37 15.0 27 15.0 1.17 4.119.0A.16.37152715.60
Shaft guidance profi le 16A 37 20.0 37 20.0 1.30 4.119.0A.16.37203720.60
Shaft guidance profi le 16A 37 22.5 37 22.5 1.30 4.119.0A.16.37223722.60
Shaft guidance profi le 16A 37 25.0 27 15.0 1.17 4.119.0A.16.37252715.60
Shaft guidance profi le 16A 37 25.0 37 25.0 1.30 4.119.0A.16.37253725.60

Calculation of C1:
C1 = 1/2·(L-n·150)

n = maximum number of divisions

Type A Moment of inertia cm4

Moment of resistance cm3

Weight (G) kg/m

Ix   = 10.1 Iy = 6.6
Wx   = 3.0 Wy   =   2.2

countersink
DIN 74 - M5

Technical data 
material: Al Mg Si 0,5 F 25
surface: neutral anodised
length: 6 m

height and side tolerance: 
• to specifi ed length: ± 0.2 mm
• within one bar: 0.1 mm

Cut to length: 4.119.0ä.16.ääääääää-02/... ( /... = length in mm)

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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4.119Shaft guidance profi les

for shaft-Ø20

Description A a B b G Article-No.
Shaft guidance profi le 20A 37 - 37 - 1.7 4.119.0A.20.37003700.60
Shaft guidance profi le 20A 37 20.0 37 20.0 1.7 4.119.0A.20.37203720.60
Shaft guidance profi le 20A 37 22.5 37 22.5 1.7 4.119.0A.20.37223722.60
Shaft guidance profi le 20A 37 25.0 37 25.0 1.7 4.119.0A.20.37253725.60

Calculation of C1:
C1 = 1/2·(L-n·150)

n = maximum number of divisions

Type A Moment of inertia cm4

Moment of resistance cm3

Weight (G) kg/m

Ix    = 14.6 Iy = 8.4
Wx   = 4.0 Wy   =   2.8

countersink
DIN 74 - M6

Technical data 
material: Al Mg Si 0,5 F 25
surface: neutral anodised
length: 6 m

height and side tolerance: 
• to specifi ed length: ± 0.2 mm
• within one bar: 0.1 mm

Cut to length: 4.119.0ä.20.ääääääää-02/... ( /... = length in mm)

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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4.119Shaft guidance profi les

for shaft-Ø25

Description A a B b G Article-No.
Shaft guidance profi le 25A 37 - 37 - 1.9 4.119.0A.25.37003700.60
Shaft guidance profi le 25A 37 20.0 37 20.0 1.9 4.119.0A.25.37203720.60
Shaft guidance profi le 25A 37 22.5 37 22.5 1.9 4.119.0A.25.37223722.60
Shaft guidance profi le 25A 37 25.0 37 25.0 1.9 4.119.0A.25.37253725.60

Calculation of C1:
C1 = 1/2·(L-n·150)

n = maximum number of divisions

Type A Moment of inertia cm4

Moment of resistance cm3

Weight (G) kg/m

Ix    = 16.6 Iy = 8.7
Wx   = 4.4 Wy   =   2.9

countersink
DIN 74 - M6

Technical data 
material: Al Mg Si 0,5 F 25
surface: neutral anodised
length: 6 m

height and side tolerance: 
• to specifi ed length: ± 0.2 mm
• within one bar: 0.1 mm

Cut to length: 4.119.0ä.25.ääääääää-02/... ( /... = length in mm)

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118




