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Metal link chain belt Type Allert 1" 5.92
Allert 1" G Application
For conveyors with a height of 100 and
150 mm
Technical data
material: steel, stainless steel
pitch: 25.4 mm
hinge thickness: 1.5 mm
belt width: 100 to 1,200 mm
Belt surface: closed temperature range: -10 to +300°C
Comments
Selection of belt width according to the standard
chain links widths
Belt direction
25.4
<
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7 N Description Surface Material Product No.
2 Allert 1" G closed steel 5.923.1001.080254.1x"
Allert 1" G closed stainless steel 5.923.1001.080254.2x"
Standard widths s= 83 X" = OO0O0OxO0OO0O0 widthxlength in mm
Allert 1" 21% Technical data
like Allert 1" G
Belt direction
Belt surface: 21% open
25.4
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5 NE Description Surface Material Product No.
2 Allert 1" 21% 21% open steel 5.923.2211.080254.1x"
Allert 1" 21% 21% open stainless steel 5.923.2211.080254.2x"
Standard widths »= 83 X" = 0000xO0000 widthxlength in mm
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Metal link chain belt Type Allert 1.5"

5.92

Allert 1.5" G

Belt direction

Standard widths s 83

Allert 1.5" 14%

Belt direction

Standard widths s= 83
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Application
For conveyors with

Technical data
material:

pitch:

hinge thickness:
belt width:
temperature range:

Belt surface: closed

Comments

Selection of belt width according to the standard
chain links widths

Description Surface Material
Allert 1.5" G closed steel
Allert 1.5" G closed stainless steel

a height of 150 mm

steel, stainless steel
38.1 mm

1.5mm

100 to 1,200 mm
-10t0 +300°C

Product No.
5.923.1001.080381.1x"
5.923.1001.080381.2x"

X" = OO0OxOOO00 widthxlength in mm

Technical data

like Allert 1.5" G
Belt surface: 14% open
Description Surface Material
Allert 1.5" 14% 14% open steel
Allert 1.5" 14% 14% open stainless steel

Product No.
5.923.2211.080381.1x"
5.923.2211.080381.2x"

X" = OO0O0OxOOO0O widthxlength in mm
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Technical data: Metal link chain belts 5.92
Type Allert 1" Type Allert 1.5"
( Belt weight (kg/m) Belt weight (kg/m)
Standard Standard
width (mm) closed 21% open width (mm) closed 14% open
100 2.70 2.45 100 2.60 2.43
150 3.90 3.53 150 3.60 3.35
200 5.10 4.60 200 4.60 4.27
250 6.30 5.68 250 5.60 519
300 7.50 6.75 300 6.60 6.10
350 8.70 7.83 350 7.60 7.02
400 9.90 8.90 400 8.60 7.94
450 11.10 9.98 450 9.60 8.85
500 12.30 11.05 500 10.60 9.77
550 13.60 12.23 550 11.60 10.69
600 14.80 13.30 600 12.60 11.60
650 16.00 14.38 650 13.60 12.52
700 17.20 15.45 700 14.80 13.64
750 18.40 16.53 750 15.80 14.56
800 19.60 17.60 800 16.80 15.47
850 20.80 18.68 850 17.80 16.39
900 22.50 20.25 900 18.80 17.31
950 23.20 20.83 950 19.80 18.22
1,000 24.40 21.90 1,000 20.90 19.24
1,050 25.60 22.98 1,050 21.90 20.16
1,100 25.80 23.05 1,100 22.90 21.07
1,150 28.00 2513 1,150 23.90 21.99
1,200 29.20 26.20 1,200 24.90 22.91
Chain wheels Chain wheels
Allert 1" Allert 1.5"
Conveyor Conveyor
height number reference height number reference
(mm) of teeth circle (mm) of teeth circle
100 12 98.1 100 8 99.6
150 18 146.0 150 12 147.0






