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Plastic link chain belt Type UNI Light 3/4"

Servicio de

5.92

UNI Light C Application
For conveyors with a height of 60 and
100 mm
Technical data
material: PP, POM, PE, PAG
colour: black, white, grey, brown
pitch: 19.1 mm
belt thickness: 8.5 mm
. belt width: 7610 1,376 mm
Belt surface: closed temperature range: -10 to +100°C
Comments
Selection of belt width according to the standard
chain links widths
Belt direction Description Surface Material ~ Colour Product No.
UNI Light C, 3/4" closed PP black 5.922.1001.085191.11x"
2 [_M_‘ UNI Light C, 3/4" closed PP white 5.922.1001.085191.12x"
| UNI Light C, 3/4" closed PP grey 5.922.1001.085191.13x"
@/;[ Cj), UNI Light C, 3/4" closed POM brown 5.922.1001.085191.25x"
b UNI Light C, 3/4" closed PE white 5.922.1001.085191.32x"
UNI Light C, 3/4" closed PAG black 5.922.1001.085191.61x"
Standard widths s 87 X" = OO00OxOOOO0 widthxlength in mm
UNI Light 22% Technical data
like UNI Light C, but:
material: PP, POM
colour: white, grey, brown
Belt direction
0| 19.1 Belt surface: 22% open
NN
Jl__@i;[ i Description Surface Material  Colour Product No.
‘ ?’ UNI Light 22% 22% open PP white 5.922.2221.085191.12x"
- UNI Light 22% 22% open PP grey 5.922.2221.085191.13x"
UNI Light 22% 22% open POM brown 5.922.2221.085191.25x"
Standard widths = 87 X" = O000OxO0O0OO0 widthxlength in mm

Technical data

UNI Light Flat Rubber
like UNI Light C, but:
material: PP
colour: grey
Belt direction
Belt surface: closed, rubber coated
gg : 19.1 o
L@_—r?’
5
- Description Surface Material ~ Colour Product No.
UNI Light Flat Rubber  closed PP grey 5.922.3001.085191.13x"
Standard widths »= 87 X" = OO00OOxOOOOO widthxlength in mm
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Servicio

Plastic link chain belt Type UNI QNB 1" 5.92
UNI QNB C Application
For conveyors with a height of 100 and
150 mm
Technical data
material: PP, POM
colour: grey, black
pitch: 25.4 mm
belt thickness: 8.8 mm
; belt width: 7610 1,366 mm
Belt surface: closed temperature range: -10 to +100°C
Comments
Selection of belt width according to the standard
chain links widths
Belt direction
ol 25.4
ﬁj
J'—(@—[ﬁz Description Surface Material  Colour Product No.
2.2 ] UNIQNB, 1" closed PP grey 5.922.1001.088254.13x"
UNIQNB , 1" closed POM black 5.922.1001.088254.21x"
Standard widths &= 87 X" = OO0O0OxO0OO0O0 widthxlength in mm

UNI QNB Flat Rubber

Belt direction
© 25.4 i’
oo| <
=
1 (@ _ ,[
52
Standard widths s 87

Technical data
like UNI QNB C, but:
material: PP
colour: grey

Belt surface: closed, rubber coated

Description Surface
UNI QNB Flat Rubber closed

Material Colour Product No.

PP grey 5.922.3001.088254.13x"
X! = OO00OOxOOOOO widthxlength in mm
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Plastic link chain belt Type UNI Light EP 1.5"

Servicio de

5.92

UNI Light EP C

Belt direction

8.5
[N
Co

j

Standard widths s 82

UNI Light EP 18%

Belt direction

8.5
[N
oo

j

Standard widths s= 82

UNI Light EP RIP C

Belt direction
38.1

7.3

8.5

4.3
L

Standard widths s= 82

78

Belt surface: closed

Comments

Selection of belt width according to the standard
chain links widths

Application
For conveyors with a height of 150 mm

Technical data

material: PP, POM, PE
colour: white, grey, brown
pitch: 38.1 mm

belt thickness: 8.5 mm

belt width: 102 to 1,322 mm

temperature range: -10 to +100°C

Description Surface Material ~ Colour Product No.
UNI Light EP C, 1,5" closed PP white 5.922.1001.085381.12x"
UNI Light EP C, 1,5" closed PP grey 5.922.1001.085381.13x"
UNI Light EP C, 1,5" closed PP white 5.922.1001.085381.22x"
UNI Light EP C, 1,5" closed POM brown 5.922.1001.085381.25x"
UNI Light EP C, 1,5" closed PE white 5.922.1001.085381.32x"
X" = OO0OOxOO0O0O0 widthxlength in mm

Technical data

like UMI Light EP C, but:

material: PE

colour: white
Belt surface: 18% open
Description Surface Material ~ Colour Product No.
UNI Light EP 18% 18% open PE white 5.922.2181.085381.32x"

X" = OO00OOxOOOOO widthxlength in mm

Technical data

like UNI Light C, but:

material: PP

colour: grey
Belt surface: closed, rubber coated
Description Surface Material ~ Colour Product No.
UNI Light EP RIP C closed PP grey 5.922.4001.085381.13x"

X" = OO00OOxOOOOO widthxlength in mm
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Technical data: Plastic link chain belts 5.92
Type UNI Light 3/4"
( Belt weight (kg/m) Tension load (kN)
POM PP PE POM PP PE
closed
Standard closed 22% open
width (mm) closed 22% open closed 22% open Rubber closed 22% open Rubber closed
76 0.52 0.45 0.39 0.33 0.40 0.39 0.78 0.39 0.23
153 1.06 0.90 0.78 0.67 0.81 0.78 1.57 0.78 0.47
229 1.58 1.35 1.17 1.01 1.21 117 2.35 1.17 0.70
306 2.11 1.81 1.56 1.35 1.62 1.56 3.14 1.57 0.94
382 2.64 2.25 1.95 1.68 2.02 1.95 3.92 1.96 1.17
458 3.16 2.70 2.34 2.02 2.43 2.34 4.69 2.35 1.4
535 3.69 3.16 2.73 2.35 2.84 2.73 5.48 2.74 1.65
611 4.22 3.60 3.12 2.69 3.24 3.12 6.26 3.13 1.88
687 4.74 4.05 3.50 3.02 3.64 3.50 7.04 3.52 2.11
764 5.27 4.51 3.90 3.36 4.05 3.90 7.83 3.92 2.35
840 5.80 4.96 4.28 3.70 4.45 4.28 8.61 4.31 2.58
917 6.33 5.41 4.68 4.03 4.86 4.68 9.40 4.70 2.82
993 6.85 5.86 5.06 437 5.26 5.06 10.18 5.09 3.05
1,070 7.38 6.31 5.46 4.71 5.67 5.46 10.97 5.48 3.29
1,146 7.91 6.76 5.84 5.04 6.07 5.84 11.75 5.87 3.52
1,223 8.44 7.22 6.24 5.38 6.48 6.24 12.54 6.27 3.76
1,299 8.96 7.66 6.62 572 6.88 6.62 13.31 6.66 3.99
1,375 9.49 8.1 7.01 6.05 7.29 7.01 14.09 7.05 4.23
Type UNIQNB 1"
( Belt weight (kg/m) Tension load (kN) |
POM PP POM PP
Standard closed
width (mm) closed closed Rubber closed Rubber
76 0.63 0.40 0.52 2.66 1.52
152 1.26 0.81 1.05 5.32 3.04
228 1.89 1.21 1.57 7.98 4.56
304 2.52 1.61 2.10 10.64 6.08
379 3.15 2.01 2.62 13.27 7.58
455 3.78 2.41 3.14 15.93 9.10
531 4.41 2.81 3.66 18.59 10.62
607 5.04 3.22 419 21.25 12.14
683 5.67 3.62 4.71 23.91 13.66
759 6.30 4.02 5.24 26.57 15.18
835 6.93 4.43 5.76 29.23 16.70
911 7.56 4.83 6.29 31.89 18.22
987 8.19 523 6.81 34.55 19.74
1,063 8.82 5.63 7.33 37.21 21.26
1,139 9.45 6.04 7.86 39.87 22.78
1,214 10.08 6.43 8.38 42.49 24.28
1,290 10.71 6.84 8.90 4515 25.80
1,366 11.34 7.24 9.43 47.81 27.32
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Technical data: Plastic link chain belts 5.92
Type UNI Light EP 1.5"
( Belt weight (kg/m) Tension load (kN)
POM PP PE POM PP PE
Standard closed closed
width (mm) closed closed RIP C closed 18% open closed RIP C 18% open
102 0.58 0.38 0.47 0.41 0.37 1.05 0.52 0.31
152 0.87 0.56 0.70 0.61 0.55 1.56 0.78 0.47
254 1.45 0.94 1.17 1.02 0.91 2.60 1.30 0.78
305 1.74 1.13 1.40 1.22 1.10 3.13 1.56 0.94
355 2.02 1.31 1.63 1.42 1.28 3.64 1.82 1.09
406 2.31 1.50 1.87 1.62 1.46 4.16 2.08 1.25
458 2.61 1.69 2.11 1.83 1.65 4.69 2.35 1.4
509 2.90 1.88 2.34 2.04 1.83 5.22 2.61 1.57
559 3.19 2.07 2.57 2.24 2.01 573 2.86 1.72
610 3.48 2.26 2.81 2.44 2.20 6.25 3.13 1.88
661 3.77 2.45 3.04 2.64 2.38 6.78 3.39 2.03
712 4.06 2.63 3.28 2.85 2.56 7.30 3.65 2.19
763 4.35 2.82 3.51 3.05 2.75 7.82 3.91 2.35
814 4.64 3.01 3.74 3.26 2.93 8.34 417 2.50
865 493 3.20 3.98 3.46 3.11 8.87 4.43 2.66
916 5.22 3.39 4.21 3.66 3.30 9.39 4.69 2.82
966 5.51 3.57 4.44 3.86 3.48 9.90 4.95 2.97
1,017 5.80 3.76 4.68 4.07 3.66 10.42 5.21 3.13
1,068 6.09 3.95 4.91 4.27 3.84 10.95 5.47 3.28
1,119 6.38 414 515 4.48 4.03 11.47 5.73 3.44
1,170 6.67 4.33 5.38 4.68 4.21 11.99 6.00 3.60
1,220 6.95 4.51 5.61 4.88 4.39 12.51 6.25 3.75
1,271 7.24 4.70 5.85 5.08 4.58 13.03 6.51 3.91
1,322 7.54 4.89 6.08 5.29 4.76 13.55 6.78 4.07
Chain wheels
( UNI Light 3/4" UBIQNB 1" UNI Light EP 1.5"
Conveyor
height number reference number reference number reference
(mm) of teeth circle of teeth circle of teeth circle
60 10 61.7 - - - -
100 17 103.7 12 98.1 - -
150 - - 18 146.3 12 1472
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