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5.111M-SK1 Belt Conveyors

Description Product No.
M-SK1 Belt conveyor, 5.111.1120.03030
Type: 111-1120-30 .43SP.ääää×äääää

- running outside (width×length in mm)

- direct drive
- height: 30 mm

Delivery unit without motor 

Technical data  

Max. weight of conveyed material: 15 kg/m 
Belt width: 100 - 300 mm 
Axle distance: 300 - 3,000 mm 

Base frame: Profi le 30×30, 4F, SP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 32 mm 
Max. bearing load per shaft: Ø 12 mm, dyn. 10.2 kN, stat. 4.5 kN 
Belt speed: 3 - 25 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.111.1120.03030
.43SP.0300×03000

M-SK1 Belt conveyor,
Type: 111-1120-30
- running outside
- direct drive
- height: 30 mm

- material to be conveyed: carton
- max. conveyed weight: 15 kg/m
- belt width: 300 mm
- total width: 306 mm
- axle distance: 3,000 mm
- total length: 3,037 mm
- base frame: profi le 30×30, 4F, SP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.5 m/min (± 5%)
- motor: geared motor ATM 5625,
 0.13 kW, 100 rpm
- motor position: running direction pulling,
 motor left

M-SK1 Belt conveyor
Type: 111-1120-30
• running outside
• direct drive
• height 30 mm

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-1120-60
• running outside
• direct drive
• height 60 mm

Description Product No.
M-SK1 Belt conveyor, 5.111.1120.06030
Type: 111-1120-60 .64LP.ääää×äääää

- running outside (width×length in mm)

- direct drive
- height: 60 mm

Delivery unit without motor 

Technical data  

Max. weight of conveyed material: 30 kg/m 
Belt width: 100 - 600 mm 
Axle distance: 300 - 6,000 mm 

Base frame: Profi le 30×60, 6F, LP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 61 mm 
Max. bearing load per shaft: Ø 20 mm, dyn. 26.0 kN, stat. 12.6 kN
Belt speed: 2.5 - 65 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.111.1120.06030
.64LP.0300×03000

M-SK1 Belt conveyor,
Type: 111-1120-60
- running outside
- direct drive
- height: 60 mm

- material to be conveyed: carton
- max. conveyed weight: 30 kg/m
- belt width: 300 mm
- total width: 310 mm
- axle distance: 3,000 mm
- total length: 3,066 mm
- base frame: profi le 30×60, 6F, LP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.6 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-1120-100
• running outside
• direct drive
• height 100 mm

Description Product No.
M-SK1 Belt conveyor, 5.111.1120.10030
Type: 111-1120-100 .84SP.ääää×äääää

- running outside (width×length in mm)

- direct drive
- height: 100 mm

Delivery unit without motor 

Technical data  

Max. weight of conveyed material: 70 kg/m 
Belt width: 200 - 1.000 mm 
Axle distance: 500 - 12,000 mm 

Base frame: Profi le 30×100, 8F, SP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 101 mm 
Max. bearing load per shaft for to GB 600 mm, Ø 20 mm, dyn. 27.0 kN, stat. 12.6 kN
belt width: from GB 600 mm, Ø 25 mm, dyn. 28.0 kN, stat. 15.6 kN
Belt speed: 4 - 80 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.111.1120.10030
.84SP.0300×03000

M-SK1 Belt conveyor,
Type: 111-1120-100
- running outside
- direct drive
- height: 100 mm

- material to be conveyed: carton
- max. conveyed weight: 70 kg/m
- belt width: 300 mm
- total width: 310 mm
- axle distance: 3,000 mm
- total length: 3,106 mm
- base frame: profi le 30×100, 8F, SP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.9 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-1220-30
• running outside
• drive under belt
• height 30 mm

Description Product No.
M-SK1 Belt conveyor, 5.111.1220.03030
Type: 111-1220-30 .43SP.ääää×äääää

- running outside (width×length in mm)

- drive under belt
- height: 30 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 15 kg/m 
Belt width: 100 - 300 mm 
Axle distance: 300 - 3,000 mm 

Base frame: Profi le 30×30, 4F, SP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 32 mm 
Max. bearing load per shaft: Ø 25 mm, dyn. 28.0 kN, stat. 15.6 kN
Belt speed: 3 - 25 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.111.1220.03030
.43SP.0300×03000

M-SK1 Belt conveyor,
Type: 111-1220-30
- running outside
- drive under belt
- height: 30 mm

- material to be conveyed: carton
- max. conveyed weight: 15 kg/m
- belt width: 300 mm
- total width: 306 mm
- axle distance: 3,000 mm
- total length: 3,037 mm
- base frame: profi le 30×30, 4F, SP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 9.6 m/min (± 5%)
- motor: geared motor SEW WA 10,
 0.12 kW, 91 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-1220-60
• running outside
• drive under belt
• height 60 mm

Description Product No.
M-SK1 Belt conveyor, 5.111.1220.06030
Type: 111-1220-60 .64LP.ääää×äääää

- running outside (width×length in mm)

- drive under belt
- height: 60 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 30 kg/m 
Belt width: 100 - 600 mm 
Axle distance: 300 - 6,000 mm 

Base frame: Profi le 30×60, 6F, LP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 61 mm 
Max. bearing load per shaft: Ø 20 mm, dyn. 26.0 kN, stat. 12.6 kN
Belt speed: 2.5 - 65 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.111.1220.06030
.64LP.0300×03000

M-SK1 Belt conveyor,
Type: 111-1220-60
- running outside
- drive under belt
- height: 60 mm

- material to be conveyed: carton
- max. conveyed weight: 30 kg/m
- belt width: 300 mm
- total width: 310 mm
- axle distance: 3,000 mm
- total length: 3,066 mm
- base frame: profi le 30×60, 6F, LP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.6 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-1220-100
• running outside
• drive under belt
• height 100 mm

Description Product No.
M-SK1 Belt conveyor, 5.111.1220.10030
Type: 111-1220-100 .84SP.ääää×äääää

- running outside (width×length in mm)

- drive under belt
- height: 100 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 70 kg/m 
Belt width: 200 - 1,000 mm 
Axle distance: 500 - 12,000 mm 

Base frame: Profi le 30×100, 8F, SP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 101 mm 
Max. bearing load per shaft for to GB 600 mm, Ø 20 mm, dyn. 27.0 kN, stat. 12.6 kN
belt width: from GB 600 mm, Ø 25 mm, dyn. 28.0 kN, stat. 15.6 kN
Belt speed: 4 - 80 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.111.1220.10030
.84SP.0300×03000

M-SK1 Belt conveyor,
Type: 111-1220-100
- running outside
- drive under belt
- height: 100 mm

- material to be conveyed: carton
- max. conveyed weight: 70 kg/m
- belt width: 300 mm
- total width: 310 mm
- axle distance: 3,000 mm
- total length: 3,106 mm
- base frame: profi le 30×100, 8F, SP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.9 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 34 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-1320-30
• running outside
• center drive
• height 30 mm

Description Product No.
M-SK1 Belt conveyor, 5.111.1320.03030
Type: 111-1320-30 .43SP.ääää×äääää

- running outside (width×length in mm)

- center drive
- height: 30 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 15 kg/m 
Belt width: 100 - 300 mm 
Axle distance: 500 - 3,000 mm 

Base frame: Profi le 30×30, 4F, SP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 58 / 32 mm 
Max. bearing load per shaft: Ø 12 mm, dyn. 10.2 kN, stat. 4.5 kN
Belt speed: 2.5 - 60 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.111.1320.03030
.43SP.0300×03000

M-SK1 Belt conveyor,
Type: 111-1320-30
- running outside
- center drive
- height: 30 mm

- material to be conveyed: carton
- max. conveyed weight: 15 kg/m
- belt width: 300 mm
- total width: 356 mm
- axle distance: 3,000 mm
- total length: 3,037 mm
- base frame: profi le 30×30, 4F, SP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.1 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-1320-60
• running outside
• center drive
• height 60 mm

Description Product No.
M-SK1 Belt conveyor, 5.111.1320.06030
Type: 111-1320-60 .64LP.ääää×äääää

- running outside (width×length in mm)

- center drive
- height: 60 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 30 kg/m 
Belt width: 100 - 600 mm 
Axle distance: 500 - 6,000 mm 

Base frame: Profi le 30×60, 6F, LP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 58 / 61 mm 
Max. bearing load per shaft: Ø 20 mm, dyn. 26.0 kN, stat. 12.6 kN
Belt speed: 2.5 - 65 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.111.1320.60030
.64LP.0300×03000

M-SK1 Belt conveyor,
Type: 111-1320-60
- running outside
- center drive
- height: 60 mm

- material to be conveyed: carton
- max. conveyed weight: 30 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,066 mm
- base frame: profi le 30×60, 6F, LP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.1 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-1320-100
• running outside
• center drive
• height 100 mm

Description Product No.
M-SK1 Belt conveyor, 5.111.1320.10030
Type: 111-1320-100 .84SP.ääää×äääää

- running outside (width×length in mm)

- center drive
- height: 100 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 70 kg/m 
Belt width: 200 - 1,000 mm 
Axle distance: 500 - 12,000 mm 

Base frame: Profi le 30×100, 8F, SP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 98 / 101 mm 
Max. bearing load per shaft for to GB 600 mm, Ø 20 mm, dyn. 27.0 kN, stat. 12.6 kN
belt width: from GB 600 mm, Ø 25 mm, dyn. 28.0 kN, stat. 15.6 kN
Belt speed: 4 - 80 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.111.1320.10030
.84SP.0300×03000

M-SK1 Belt conveyor,
Type: 111-1320-100
- running outside
- center drive
- height: 100 mm

- material to be conveyed: carton
- max. conveyed weight: 70 kg/m
- belt width: 300 mm
- total width: 360 mm
- axle distance: 3,000 mm
- total length: 3,108 mm
- base frame: profi le 30×100, 8F, SP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.6 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 34 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-2120-30
• running inside
• direct drive
• height 30 mm

Description Product No.
M-SK1 Belt conveyor, 5.111.2120.03030
Type: 111-2120-30 .43SP.ääää×äääää

- running inside  (width×length in mm)

- direct drive
- height: 30 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 15 kg/m 
Belt width: 100 - 300 mm 
Axle distance: 300 - 3,000 mm 

Base frame: Profi le 30×30, 4F, SP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 28 mm 
Max. bearing load per shaft: Ø 12 mm, dyn. 10.2 kN, stat. 4.5 kN
Belt speed: 2.5 - 22 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.111.2120.03030
.43SP.0300×03000

M-SK1 Belt conveyor,
Type: 111-2120-30
- running inside
- direct drive
- height: 30 mm

- material to be conveyed: carton
- max. conveyed weight: 15 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,033 mm
- base frame: profi le 30×30, 4F, SP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 9.2 m/min (± 5%)
- motor: geared motor ATM 5625,
 0.13 kW, 100 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-2120-60
• running inside
• direct drive
• height 60 mm

Description Product No.
M-SK1 Belt conveyor, 5.111.2120.06030
Type: 111-2120-60 .64LP.ääää×äääää

- running inside  (width×length in mm)

- direct drive
- height: 60 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 30 kg/m 
Belt width: 100 - 600 mm 
Axle distance: 300 - 6,000 mm 

Base frame: Profi le 30×60, 6F, LP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 58 mm 
Max. bearing load per shaft: Ø 20 mm, dyn. 26.0 kN, stat. 12.6 kN
Belt speed: 2.5 - 60 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.111.2120.60030
.64LP.0300×03000

M-SK1 Belt conveyor,
Type: 111-2120-60
- running inside
- direct drive
- height: 60 mm

- material to be conveyed: carton
- max. conveyed weight: 30 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,063 mm
- base frame: profi le 30×60, 6F, LP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.1 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-2120-100
• running inside
• direct drive
• height 100 mm

Description Product No.
M-SK1 Belt conveyor, 5.111.2120.10030
Type: 111-2120-100 .84SP.ääää×äääää

- running inside  (width×length in mm)

- direct drive
- height: 100 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 70 kg/m 
Belt width: 200 - 1,000 mm 
Axle distance: 500 - 12,000 mm 

Base frame: Profi le 30×100, 8F, SP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 98 mm 
Max. bearing load per shaft for to GB 600 mm, Ø 20 mm, dyn. 27.0 kN, stat. 12.6 kN
belt width: from GB 600 mm, Ø 25 mm, dyn. 28.0 kN, stat. 15.6 kN
Belt speed: 3.7 - 80 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.111.2120.10030
.84SP.0300×03000

M-SK1 Belt conveyor,
Type: 111-2120-100
- running inside
- direct drive
- height: 100 mm

- material to be conveyed: carton
- max. conveyed weight: 70 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,103 mm
- base frame: profi le 30×100, 8F, SP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.6 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 34 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-2120-150
• running inside
• direct drive
• height 150 mm

Description Product No.
M-SK1 Belt conveyor, 5.111.2120.15030
Type: 111-2120-150 .85SP.ääää×äääää

- running inside  (width×length in mm)

- direct drive
- height: 150 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 500 kg 
Belt width: 300 - 1,300 mm 
Axle distance: 500 - 12,000 mm 

Base frame: Profi le 30×150, 8F, SP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 148 mm 
Max. bearing load per shaft: Ø 25 mm, dyn. 28.0 kN, stat. 15.6 kN
Belt speed: 5.6 - 80 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.111.2120.15030
.85SP.0300×03000

M-SK1 Belt conveyor,
Type: 111-2120-150
- running inside
- direct drive
- height: 150 mm

- material to be conveyed: carton
- max. conveyed weight: 500 kg
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,153 mm
- base frame: profi le 30×150, 8F, SP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.3 m/min (± 5%)
- motor: geared motor SEW WA 30,
 0.25 kW, 22 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-2220-30
• running inside
• drive under belt
• height 30 mm

Description Product No.
M-SK1 Belt conveyor, 5.111.2220.03030
Type: 111-2220-30 .43SP.ääää×äääää

- running inside  (width×length in mm)

- drive under belt
- height: 30 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 15 kg/m 
Belt width: 100 - 300 mm 
Axle distance: 300 - 3,000 mm 

Base frame: Profi le 30×30, 4F, SP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 28 mm 
Max. bearing load per shaft: Ø 12 mm, dyn. 10.2 kN, stat. 4.5 kN
Belt speed: 2.5 - 22 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.111.2220.03030
.43SP.0300×03000

M-SK1 Belt conveyor,
Type: 111-2220-30
- running inside
- drive under belt
- height: 30 mm

- material to be conveyed: carton
- max. conveyed weight: 15 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,033 mm
- base frame: profi le 30×30, 4F, SP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 11.7 m/min (± 5%)
- motor: geared motor SEW WA 10,
 0.12 kW, 127 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-2220-60
• running inside
• drive under belt
• height 60 mm

Description Product No.
M-SK1 Belt conveyor, 5.111.2220.06030
Type: 111-2220-60 .64LP.ääää×äääää

- running inside  (width×length in mm)

- drive under belt
- height: 60 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 30 kg/m 
Belt width: 100 - 600 mm 
Axle distance: 300 - 6,000 mm 

Base frame: Profi le 30×60, 6F, LP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 58 mm 
Max. bearing load per shaft: Ø 20 mm, dyn. 26.0 kN, stat. 12.6 kN
Belt speed: 2.5 - 60 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.111.2220.06030
.64LP.0300×03000

M-SK1 Belt conveyor,
Type: 111-2220-60
- running inside
- drive under belt
- height: 60 mm

- material to be conveyed: carton
- max. conveyed weight: 30 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,063 mm
- base frame: profi le 30×60, 6F, LP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.1 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-2220-100
• running inside
• drive under belt
• height 100 mm

Description Product No.
M-SK1 Belt conveyor, 5.111.2220.10030
Type: 111-2220-100 .84SP.ääää×äääää

- running inside  (width×length in mm)

- drive under belt
- height: 100 mm

Delivery unit without motor 

Technical data  

Max. weight of conveyed material: 70 kg/m 
Belt width: 200 - 1.000 mm 
Axle distance: 500 - 12,000 mm 

Base frame: Profi le 30×100, 8F, SP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 98 mm 
Max. bearing load per shaft for to GB 600 mm, Ø 20 mm, dyn. 27.0 kN, stat. 12.6 kN
belt width: from GB 600 mm, Ø 25 mm, dyn. 28.0 kN, stat. 15.6 kN
Belt speed: 4 - 80 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.111.2220.10030
.84SP.0300×03000

M-SK1 Belt conveyor,
Type: 111-2220-100
- running inside
- drive under belt
- height: 100 mm

- material to be conveyed: carton
- max. conveyed weight: 70 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,103 mm
- base frame: profi le 30×100, 8F, SP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.6 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 34 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-2220-150
• running inside
• drive under belt
• height 150 mm

Description Product No.
M-SK1 Belt conveyor, 5.111.2220.15030
Type: 111-2220-150 .85SP.ääää×äääää

- running inside  (width×length in mm)

- drive under belt
- height: 150 mm

Delivery unit without motor 

Technical data  

Max. weight of conveyed material: 500 kg 
Belt width: 300 - 1,300 mm 
Axle distance: 500 - 12,000 mm 

Base frame: Profi le 30×150, 8F, SP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 148 mm 
Max. bearing load per shaft: Ø 25 mm, dyn. 28.0 kN, stat. 15.6 kN
Belt speed: 5.6 - 80 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.111.2220.15030
.85SP.0300×03000

M-SK1 Belt conveyor,
Type: 111-2220-150
- running inside
- drive under belt
- height: 150 mm

- material to be conveyed: carton
- max. conveyed weight: 500 kg
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,153 mm
- base frame: profi le 30×150, 8F, SP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.1 m/min (± 5%)
- motor: geared motor SEW WA 30,
 0.25 kW, 22 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-2320-30
• running inside
• center drive
• height 30 mm

Order example

Product No.
5.111.2320.03030
.43SP.0300×03000

M-SK1 Belt conveyor,
Type: 111-2320-30
- running inside
- center drive
- height: 30 mm

- material to be conveyed: carton
- max. conveyed weight: 15 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,033 mm
- base frame: profi le 30×30, 4F, SP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.1 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

Description Product No.
M-SK1 Belt conveyor, 5.111.2320.03030
Type: 111-2320-30 .43SP.ääää×äääää

- running inside  (width×length in mm)

- center drive
- height: 30 mm

Delivery unit without motor 

Technical data  

Max. weight of conveyed material: 15 kg/m 
Belt width: 100 - 300 mm 
Axle distance: 500 - 3,000 mm 

Base frame: Profi le 30×30, 4F, SP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 58 / 28 mm 
Max. bearing load per shaft: Ø 12 mm, dyn. 10.2 kN, stat. 4.5 kN
Belt speed: 2.5 - 60 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

M-SK1 Belt conveyor
Type: 111-2320-60
• running inside
• center drive
• height 60 mm

Order example

Product No.
5.111.2320.06030
.64LP.0300×03000

M-SK1 Belt conveyor,
Type: 111-2320-60
- running inside
- center drive
- height: 60 mm

- material to be conveyed: carton
- max. conveyed weight: 30 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,063 mm
- base frame: profi le 30×60, 6F, LP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.1 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left

Description Product No.
M-SK1 Belt conveyor, 5.111.2320.06030
Type: 111-2320-60 .64LP.ääää×äääää

- running inside  (width×length in mm)

- center drive
- height: 60 mm

Delivery unit without motor 

Technical data  

Max. weight of conveyed material: 30 kg/m 
Belt width: 100 - 600 mm 
Axle distance: 500 - 6,000 mm 

Base frame: Profi le 30×60, 6F, LP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 58 mm 
Max. bearing load per shaft: Ø 20 mm, dyn. 26.0 kN, stat. 12.6 kN
Belt speed: 2.5 - 60 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

M-SK1 Belt conveyor
Type: 111-2320-100
• running inside
• center drive
• height 100 mm

Order example

Product No.
5.111.2320.10030
.84SP.0300×03000

M-SK1 Belt conveyor,
Type: 111-2320-100
- running inside
- center drive
- height: 100 mm

- material to be conveyed: carton
- max. conveyed weight: 70 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,103 mm
- base frame: profi le 30×100, 8F, SP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.9 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left

Description Product No.
M-SK1 Belt conveyor, 5.111.2320.10030
Type: 111-2320-100 .84SP.ääää×äääää

- running inside  (width×length in mm)

- center drive
- height: 100 mm

Delivery unit without motor 

Technical data  

Max. weight of conveyed material: 70 kg/m 
Belt width: 200 - 1,000 mm 
Axle distance: 500 - 12,000 mm 

Base frame: Profi le 30×100, 8F, SP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 98 mm 
Max. bearing load per shaft for to GB 600 mm, Ø 20 mm, dyn. 27.0 kN, stat. 12.6 kN
belt width: from GB 600 mm, Ø 25 mm, dyn. 28.0 kN, stat. 15.6 kN
Belt speed: 3.7 - 80 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

M-SK1 Belt conveyor
Type: 111-2320-150
• running inside
• center drive
• height 150 mm

Order example

Product No.
5.111.2320.15030
.85SP.0300×03000

M-SK1 Belt conveyor,
Type: 111-2320-150
- running inside
- center drive
- height: 150 mm

- material to be conveyed: carton
- max. conveyed weight: 500 kg
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,153 mm
- base frame: profi le 30×150, 8F, SP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.3 m/min (± 5%)
- motor: geared motor SEW WA 30,
 0.25 kW, 22 rpm
- motor position: running direction pulling,
 motor left

Description Product No.
M-SK1 Belt conveyor, 5.111.2320.15030
Type: 111-2320-150 .85SP.ääää×äääää

- running inside  (width×length in mm)

- center drive
- height: 150 mm

Delivery unit without motor 

Technical data  

Max. weight of conveyed material: 500 kg 
Belt width: 300 - 1,300 mm 
Axle distance: 500 - 12,000 mm 

Base frame: Profi le 30×150, 8F, SP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 148 mm 
Max. bearing load per shaft: Ø 25 mm, dyn. 28.0 kN, stat. 15.6 kN
Belt speed: 5.6 - 80 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

M-SK1 Belt conveyor
Type: 111-2420-60
• running inside
• axial cylinder motor
• height 60 mm

Order example

Product No.
5.111.2420.06030
.64LP.0300×03000

M-SK1 Belt conveyor,
Type: 111-2420-60
- running inside
- axial cylinder motor
- height: 60 mm

- material to be conveyed: carton
- max. conveyed weight: 15 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,075 mm
- base frame: profi le 30×60, 6F, LP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 10.8 m/min (± 5%)
- motor: axial cylinder motor Interroll 80S,
 0.085 kW
- motor position: running direction pulling,
 cable outlet left

Description Product No.
M-SK1 Belt conveyor, 5.111.2420.06030
Type: 111-2420-60 .64LP.ääää×äääää

- running inside  (width×length in mm)

- axial cylinder motor
- height: 60 mm

Delivery unit without motor 

Technical data  

Max. weight of conveyed material: 15 kg/m 
Belt width: 300 - 600 mm 
Axle distance: 500 - 6,000 mm 

Base frame: Profi le 30×60, 6F, LP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 81 / 58 mm 
Max. bearing load per shaft: Ø 20 mm, dyn. 26.0 kN, stat. 12.6 kN
Belt speed: 6 - 53 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.111M-SK1 Belt Conveyors

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

M-SK1 Belt conveyor
Type: 111-2420-100
• running inside
• axial cylinder motor
• height 100 mm

Order example

Product No.
5.111.2420.10030
.84SP.0300×03000

M-SK1 Belt conveyor,
Type: 111-2420-100
- running inside
- axial cylinder motor
- height: 100 mm

- material to be conveyed: carton
- max. conveyed weight: 40 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,110.5 mm
- base frame: profi le 30×100, 8F, SP
- belt type: MG 10/2 0+05 PVC black,
 double ply
- belt speed: 11.4 m/min (± 5%)
- motor: axial cylinder motor Interroll 113S,
 0.16 kW
- motor position: running direction pulling,
 cable outlet left

Description Product No.
M-SK1 Belt conveyor, 5.111.2420.10030
Type: 111-2420-100 .84SP.ääää×äääää

- running inside  (width×length in mm)

- axial cylinder motor
- height: 100 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 40 kg/m 
Belt width: 300 - 1,000 mm 
Axle distance: 500 - 12,000 mm 

Base frame: Profi le 30×100, 8F, SP 
Belt type: MG 10/2 0+05 PVC black, double ply 
Diameter of power / defl ection roller: 112 / 98 mm 
Max. bearing load per shaft for to GB 600 mm, Ø 20 mm, dyn. 27.0 kN, stat. 12.6 kN
belt width: from GB 600 mm, Ø 25 mm, dyn. 28.0 kN, stat. 15.6 kN
Belt speed: 4.2 - 63 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.211 / 5.311M-SK2 + M-SK3 Belt Conveyors

Description Product No.
M-SK2 Belt conveyor, 5.211.1120.03030
Type: 211-1120-30 .04SP.ääää×äääää

M-SK3 Belt conveyor, 5.311.1120.03030
Type: 311-1120-30 .04SP.ääää×äääää

- running outside (width×length in mm)

- direct drive
- height: 30 mm

Delivery unit without motor 

Technical data  

Max. weight of conveyed material: 15 kg/m 
Belt width: 100 - 300 mm 
Axle distance: 300 - 3,000 mm 

Base frame: Profi le 30×30, 0F, SP 
Belt type: M-SK2: MG 10/2 0+05 PVC white, double ply  
 M-SK3: MG 10/2 0+03 PU white, double ply, FDA 
Diameter of power / defl ection roller: 32 mm 
Max. bearing load per shaft: Ø 12 mm, dyn. 10.2 kN, stat. 4.5 kN 
Belt speed: 3 - 25 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.211.1120.03030
.04SP.0300×03000

M-SK2 Belt conveyor,
Type: 211-1120-30
- running outside
- direct drive
- height: 30 mm

- material to be conveyed: carton
- max. conveyed weight: 15 kg/m
- belt width: 300 mm
- total width: 306 mm
- axle distance: 3,000 mm
- total length: 3,037 mm
- base frame: profi le 30×30, 0F, SP
- belt type: MG 10/2 0+05 PVC white,
 double ply
- belt speed: 10.5 m/min (± 5%)
- motor: geared motor ATM 5625,
 0.13 kW, 100 rpm
- motor position: running direction pulling,
 motor left

M-SK2 Belt conveyor
Type: 211-1120-30

M-SK3 Belt conveyor
Type: 311-1120-30

• running outside
• direct drive
• height 30 mm

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.211 / 5.311M-SK2 + M-SK3 Belt Conveyors

M-SK2 Belt conveyor
Type: 211-1120-60

M-SK3 Belt conveyor
Type: 311-1120-60

• running outside
• direct drive
• height 60 mm

Description Product No.
M-SK2 Belt conveyor, 5.211.1120.06030
Type: 211-1120-60 .04SP.ääää×äääää

M-SK3 Belt conveyor, 5.311.1120.06030
Type: 311-1120-60 .04SP.ääää×äääää

- running outside (width×length in mm)

- direct drive
- height: 60 mm

Delivery unit without motor 

Technical data  

Max. weight of conveyed material: 30 kg/m 
Belt width: 100 - 600 mm 
Axle distance: 300 - 6,000 mm 

Base frame: Profi le 30×60, 0F, SP 
Belt type: M-SK2: MG 10/2 0+05 PVC white, double ply  
 M-SK3: MG 10/2 0+03 PU white, double ply, FDA 
Diameter of power / defl ection roller: 61 mm 
Max. bearing load per shaft: Ø 20 mm, dyn. 26.0 kN, stat. 12.6 kN
Belt speed: 2.5 - 65 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.211.1120.06030
.04SP.0300×03000

M-SK2 Belt conveyor,
Type: 211-1120-60
- running outside
- direct drive
- height: 60 mm

- material to be conveyed: carton
- max. conveyed weight: 30 kg/m
- belt width: 300 mm
- total width: 310 mm
- axle distance: 3,000 mm
- total length: 3,066 mm
- base frame: profi le 30×60, 0F, SP
- belt type: MG 10/2 0+05 PVC white,
 double ply
- belt speed: 10.6 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



58

5.211 / 5.311M-SK2 + M-SK3 Belt Conveyors

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

M-SK2 Belt conveyor
Type: 211-1220-30

M-SK3 Belt conveyor
Type: 311-1220-30

• running outside
• drive under belt
• height 30 mm

Description Product No.
M-SK2 Belt conveyor, 5.211.1220.03030
Type: 211-1220-30 .04SP.ääää×äääää

M-SK3 Belt conveyor, 5.311.1220.03030
Type: 311-1220-30 .04SP.ääää×äääää

- running outside (width×length in mm)

- drive under belt
- height: 30 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 15 kg/m 
Belt width: 100 - 300 mm 
Axle distance: 300 - 3,000 mm 

Base frame: Profi le 30×30, 0F, SP 
Belt type: M-SK2: MG 10/2 0+05 PVC white, double ply  
 M-SK3: MG 10/2 0+03 PU white, double ply, FDA 
Diameter of power / defl ection roller: 32 mm 
Max. bearing load per shaft: Ø 25 mm, dyn. 28.0 kN, stat. 15.6 kN
Belt speed: 3 - 25 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.211.1220.03030
.04SP.0300×03000

M-SK2 Belt conveyor,
Type: 211-1220-30
- running outside
- drive under belt
- height: 30 mm

- material to be conveyed: carton
- max. conveyed weight: 15 kg/m
- belt width: 300 mm
- total width: 306 mm
- axle distance: 3,000 mm
- total length: 3,037 mm
- base frame: profi le 30×30, 0F, SP
- belt type: MG 10/2 0+05 PVC white,
 double ply
- belt speed: 9.6 m/min (± 5%)
- motor: geared motor SEW WA 10,
 0.12 kW, 91 rpm
- motor position: running direction pulling,
 motor left

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.211 / 5.311M-SK2 + M-SK3 Belt Conveyors

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

M-SK2 Belt conveyor
Type: 211-1220-60

M-SK3 Belt conveyor
Type: 311-1220-60

• running outside
• drive under belt
• height 60 mm

Description Product No.
M-SK2 Belt conveyor, 5.211.1220.06030
Type: 211-1220-60 .04SP.ääää×äääää

M-SK3 Belt conveyor, 5.311.1220.06030
Type: 311-1220-60 .04SP.ääää×äääää

- running outside (width×length in mm)

- drive under belt
- height: 60 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 30 kg/m 
Belt width: 100 - 600 mm 
Axle distance: 300 - 6,000 mm 

Base frame: Profi le 30×60, 0F, SP 
Belt type: M-SK2: MG 10/2 0+05 PVC white, double ply  
 M-SK3: MG 10/2 0+03 PU white, double ply, FDA 
Diameter of power / defl ection roller: 61 mm 
Max. bearing load per shaft: Ø 20 mm, dyn. 26.0 kN, stat. 12.6 kN
Belt speed: 2.5 - 65 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.211.1220.06030
.04SP.0300×03000

M-SK2 Belt conveyor,
Type: 211-1220-60
- running outside
- drive under belt
- height: 60 mm

- material to be conveyed: carton
- max. conveyed weight: 30 kg/m
- belt width: 300 mm
- total width: 310 mm
- axle distance: 3,000 mm
- total length: 3,066 mm
- base frame: profi le 30×60, 0F, SP
- belt type: MG 10/2 0+05 PVC white,
 double ply
- belt speed: 10.6 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left

https://rodavigo.net/es/c/f/maytec

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118
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5.211 / 5.311M-SK2 + M-SK3 Belt Conveyors

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

M-SK2 Belt conveyor
Type: 211-1320-30

M-SK3 Belt conveyor
Type: 311-1320-30

• running outside
• center drive
• height 30 mm

Description Product No.
M-SK2 Belt conveyor, 5.211.1320.03030
Type: 211-1320-30 .04SP.ääää×äääää

M-SK3 Belt conveyor, 5.311.1320.03030
Type: 311-1320-30 .04SP.ääää×äääää

- running outside (width×length in mm)

- center drive
- height: 30 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 15 kg/m 
Belt width: 100 - 600 mm 
Axle distance: 300 - 6,000 mm 

Base frame: Profi le 30×30, 0F, SP 
Belt type: M-SK2: MG 10/2 0+05 PVC white, double ply  
 M-SK3: MG 10/2 0+03 PU white, double ply, FDA
Diameter of power / defl ection roller: 58 / 32 mm 
Max. bearing load per shaft: Ø 12 mm, dyn. 10.2 kN, stat. 4.5 kN
Belt speed: 2.5 - 60 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.211.1320.03030
.04SP.0300×03000

M-SK2 Belt conveyor,
Type: 211-1320-30
- running outside
- center drive
- height: 30 mm

- material to be conveyed: carton
- max. conveyed weight: 15 kg/m
- belt width: 300 mm
- total width: 356 mm
- axle distance: 3,000 mm
- total length: 3,037 mm
- base frame: profi le 30×30, 0F, SP
- belt type: MG 10/2 0+05 PVC white,
 double ply
- belt speed: 10.1 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left
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5.211 / 5.311M-SK2 + M-SK3 Belt Conveyors

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

M-SK2 Belt conveyor
Type: 211-1320-60

M-SK3 Belt conveyor
Type: 311-1320-60

• running outside
• center drive
• height 60 mm

Description Product No.
M-SK2 Belt conveyor, 5.211.1320.06030
Type: 211-1320-60 .04SP.ääää×äääää

M-SK3 Belt conveyor, 5.311.1320.06030
Type: 311-1320-60 .04SP.ääää×äääää

- running outside (width×length in mm)

- center drive
- height: 60 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 30 kg/m 
Belt width: 100 - 600 mm 
Axle distance: 300 - 6,000 mm 

Base frame: Profi le 30×60, 0F, SP 
Belt type: M-SK2: MG 10/2 0+05 PVC white, double ply  
 M-SK3: MG 10/2 0+03 PU white, double ply, FDA
Diameter of power / defl ection roller: 58 / 61 mm 
Max. bearing load per shaft: Ø 20 mm, dyn. 26.0 kN, stat. 12.6 kN
Belt speed: 2.5 - 60 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.211.1320.60030
.04SP.0300×03000

M-SK2 Belt conveyor,
Type: 211-1320-60
- running outside
- center drive
- height: 60 mm

- material to be conveyed: carton
- max. conveyed weight: 30 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,066 mm
- base frame: profi le 30×60, 0F, SP
- belt type: MG 10/2 0+05 PVC white,
 double ply
- belt speed: 10.1 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left
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5.211 / 5.311M-SK2 + M-SK3 Belt Conveyors

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

M-SK2 Belt conveyor
Type: 211-2120-30

M-SK3 Belt conveyor
Type: 311-2120-30

• running inside
• direct drive
• height 30 mm

Description Product No.
M-SK2 Belt conveyor, 5.211.2120.03030
Type: 211-2120-30 .04SP.ääää×äääää

M-SK3 Belt conveyor, 5.311.2120.03030
Type: 311-2120-30 .04SP.ääää×äääää

- running inside  (width×length in mm)

- direct drive
- height: 30 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 15 kg/m 
Belt width: 100 - 600 mm 
Axle distance: 300 - 3,000 mm 

Base frame: Profi le 30×30, 0F, SP 
Belt type: M-SK2: MG 10/2 0+05 PVC white, double ply  
 M-SK3: MG 10/2 0+03 PU white, double ply, FDA 
Diameter of power / defl ection roller: 28 mm 
Max. bearing load per shaft: Ø 12 mm, dyn. 10.2 kN, stat. 4.5 kN
Belt speed: 2.5 - 22 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.211.2120.03030
.04SP.0300×03000

M-SK2 Belt conveyor,
Type: 211-2120-30
- running inside
- direct drive
- height: 30 mm

- material to be conveyed: carton
- max. conveyed weight: 15 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,033 mm
- base frame: profi le 30×30, 0F, SP
- belt type: MG 10/2 0+05 PVC white,
 double ply
- belt speed: 9.2 m/min (± 5%)
- motor: geared motor ATM 5625,
 0.13 kW, 100 rpm
- motor position: running direction pulling,
 motor left
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5.211 / 5.311M-SK2 + M-SK3 Belt Conveyors

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

M-SK2 Belt conveyor
Type: 211-2120-60

M-SK3 Belt conveyor
Type: 311-2120-60

• running inside
• direct drive
• height 60 mm

Description Product No.
M-SK2 Belt conveyor, 5.211.2120.06030
Type: 211-2120-60 .04SP.ääää×äääää

M-SK3 Belt conveyor, 5.311.2120.06030
Type: 311-2120-60 .04SP.ääää×äääää

- running inside  (width×length in mm)

- direct drive
- height: 60 mm

Delivery unit without motor

Technical data  

Max. weight of conveyed material: 30 kg/m 
Belt width: 100 - 600 mm 
Axle distance: 300 - 6,000 mm 

Base frame: Profi le 30×60, 0F, SP 
Belt type: M-SK2: MG 10/2 0+05 PVC white, double ply  
 M-SK3: MG 10/2 0+03 PU white, double ply, FDA 
Diameter of power / defl ection roller: 58 mm 
Max. bearing load per shaft: Ø 20 mm, dyn. 26.0 kN, stat. 12.6 kN
Belt speed: 2.5 - 60 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.211.2120.60030
.04SP.0300×03000

M-SK2 Belt conveyor,
Type: 211-2120-60
- running inside
- direct drive
- height: 60 mm

- material to be conveyed: carton
- max. conveyed weight: 30 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,063 mm
- base frame: profi le 30×60, 0F, SP
- belt type: MG 10/2 0+05 PVC white,
 double ply
- belt speed: 10.1 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left
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5.211 / 5.311M-SK2 + M-SK3 Belt Conveyors

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

M-SK2 Belt conveyor
Type: 211-2220-30

M-SK3 Belt conveyor
Type: 311-2220-30

• running inside
• drive under belt
• height 30 mm

Description Product No.
M-SK2 Belt conveyor, 5.211.2220.03030
Type: 211-2220-30 .04SP.ääää×äääää

M-SK3 Belt conveyor, 5.311.2220.03030
Type: 311-2220-30 .04SP.ääää×äääää

- running inside  (width×length in mm)

- drive under belt
- height: 30 mm

Delivery unit without motor 

Technical data  

Max. weight of conveyed material: 15 kg/m 
Belt width: 100 - 600 mm 
Axle distance: 300 - 3,000 mm 

Base frame: Profi le 30×30, 4F, SP 
Belt type: M-SK2: MG 10/2 0+05 PVC white, double ply  
 M-SK3: MG 10/2 0+03 PU white, double ply, FDA 
Diameter of power / defl ection roller: 28 mm 
Max. bearing load per shaft: Ø 12 mm, dyn. 10.2 kN, stat. 4.5 kN
Belt speed: 2.5 - 22 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.211.2220.03030
.04SP.0300×03000

M-SK2 Belt conveyor,
Type: 211-2220-30
- running inside
- drive under belt
- height: 30 mm

- material to be conveyed: carton
- max. conveyed weight: 15 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,033 mm
- base frame: profi le 30×30, 0F, SP
- belt type: MG 10/2 0+05 PVC white,
 double ply
- belt speed: 11.7 m/min (± 5%)
- motor: geared motor SEW WA 10,
 0.12 kW, 127 rpm
- motor position: running direction pulling,
 motor left
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5.211 / 5.311M-SK2 + M-SK3 Belt Conveyors

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

M-SK2 Belt conveyor
Type: 211-2220-60

M-SK3 Belt conveyor
Type: 311-2220-60

• running inside
• drive under belt
• height 60 mm

Description Product No.
M-SK2 Belt conveyor, 5.211.2220.06030
Type: 211-2220-60 .04SP.ääää×äääää

M-SK3 Belt conveyor, 5.311.2220.06030
Type: 311-2220-60 .04SP.ääää×äääää

- running inside  (width×length in mm)

- drive under belt
- height: 60 mm

Delivery unit without motor 

Technical data  

Max. weight of conveyed material: 30 kg/m 
Belt width: 100 - 600 mm 
Axle distance: 300 - 6,000 mm 

Base frame: Profi le 30×60, 0F, SP 
Belt type: M-SK2: MG 10/2 0+05 PVC white, double ply  
 M-SK3: MG 10/2 0+03 PU white, double ply, FDA 
Diameter of power / defl ection roller: 58 mm 
Max. bearing load per shaft: Ø 20 mm, dyn. 26.0 kN, stat. 12.6 kN
Belt speed: 2.5 - 60 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84

Order example

Product No.
5.211.2220.06030
.04SP.0300×03000

M-SK2 Belt conveyor,
Type: 211-2220-60
- running inside
- drive under belt
- height: 60 mm

- material to be conveyed: carton
- max. conveyed weight: 30 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,063 mm
- base frame: profi le 30×60, 0F, SP
- belt type: MG 10/2 0+05 PVC white,
 double ply
- belt speed: 10.1 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left
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5.211 / 5.311M-SK2 + M-SK3 Belt Conveyors

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

M-SK2 Belt conveyor
Type: 211-2320-30

M-SK3 Belt conveyor
Type: 311-2320-30

• running inside
• center drive
• height 30 mm

Order example

Product No.
5.211.2320.03030
.04SP.0300×03000

M-SK2 Belt conveyor,
Type: 211-2320-30
- running inside
- center drive
- height: 30 mm

- material to be conveyed: carton
- max. conveyed weight: 15 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,033 mm
- base frame: profi le 30×30, 0F, SP
- belt type: MG 10/2 0+05 PVC white,
 double ply
- belt speed: 10.1 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left

Description Product No.
M-SK2 Belt conveyor, 5.211.2320.03030
Type: 211-2320-30 .04SP.ääää×äääää

M-SK3 Belt conveyor, 5.311.2320.03030
Type: 311-2320-30 .04SP.ääää×äääää

- running inside  (width×length in mm)

- center drive
- height: 30 mm

Delivery unit without motor 

Technical data  

Max. weight of conveyed material: 15 kg/m 
Belt width: 100 - 300 mm 
Axle distance: 300 - 6,000 mm 

Base frame: Profi le 30×30, 0F, SP 
Belt type: M-SK2: MG 10/2 0+05 PVC white, double ply  
 M-SK3: MG 10/2 0+03 PU white, double ply, FDA 
Diameter of power / defl ection roller: 58 / 28 mm 
Max. bearing load per shaft: Ø 12 mm, dyn. 10.2 kN, stat. 4.5 kN
Belt speed: 2.5 - 60 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84
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5.211 / 5.311M-SK2 + M-SK3 Belt Conveyors

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

M-SK2 Belt conveyor
Type: 211-2320-60

M-SK3 Belt conveyor
Type: 311-2320-60

• running inside
• center drive
• height 60 mm

Order example

Product No.
5.211.2320.06030
.04SP.0300×03000

M-SK2 Belt conveyor,
Type: 211-2320-60
- running inside
- center drive
- height: 60 mm

- material to be conveyed: carton
- max. conveyed weight: 30 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,063 mm
- base frame: profi le 30×60, 0F, SP
- belt type: MG 10/2 0+05 PVC white,
 double ply
- belt speed: 10.1 m/min (± 5%)
- motor: geared motor SEW WA 20,
 0.18 kW, 54 rpm
- motor position: running direction pulling,
 motor left

Description Product No.
M-SK2 Belt conveyor, 5.211.2320.06030
Type: 211-2320-60 .04SP.ääää×äääää

M-SK3 Belt conveyor, 5.311.2320.06030
Type: 311-2320-60 .04SP.ääää×äääää

- running inside  (width×length in mm)

- center drive
- height: 60 mm

Delivery unit without motor 

Technical data  

Max. weight of conveyed material: 30 kg/m 
Belt width: 100 - 600 mm 
Axle distance: 300 - 6,000 mm 

Base frame: Profi le 30×60, 0F, SP 
Belt type: M-SK2: MG 10/2 0+05 PVC white, double ply  
 M-SK3: MG 10/2 0+03 PU white, double ply, FDA 
Diameter of power / defl ection roller: 58 mm 
Max. bearing load per shaft: Ø 20 mm, dyn. 26.0 kN, stat. 12.6 kN
Belt speed: 2.5 - 60 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84
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5.211M-SK2 Belt Conveyors

AA = Axle distance (functional length)
LG = Total length

GB = Belt width
BG = Total width

M-SK2 Belt conveyor
Type: 211-2420-60
• running inside
• axial cylinder motor
• height 60 mm

Order example

Product No.
5.211.2420.06030
.04SP.0300×03000

M-SK2 Belt conveyor,
Type: 211-2420-60
- running inside
- axial cylinder motor
- height: 60 mm

- material to be conveyed: carton
- max. conveyed weight: 15 kg/m
- belt width: 300 mm
- total width: 370 mm
- axle distance: 3,000 mm
- total length: 3,075 mm
- base frame: profi le 30×60, 0F, SP
- belt type: MG 10/2 0+05 PVC white,
 double ply
- belt speed: 10.8 m/min (± 5%)
- motor: axial cylinder motor Interroll 80S,
 0.085 kW
- motor position: running direction pulling,
 cable outlet left

Description Product No.
M-SK2 Belt conveyor, 5.211.2420.06030
Type: 211-2420-60 .04SP.ääää×äääää

- running inside  (width×length in mm)

- axial cylinder motor
- height: 60 mm

Delivery unit without motor 

Technical data  

Max. weight of conveyed material: 15 kg/m 
Belt width: 300 - 600 mm 
Axle distance: 300 - 6,000 mm 

Base frame: Profi le 30×60, 0F, SP 
Belt type: MG 10/2 0+05 PVC white, double ply 
Diameter of power / defl ection roller: 81 / 58 mm 
Max. bearing load per shaft: Ø 20 mm, dyn. 26.0 kN, stat. 12.6 kN
Belt speed: 6 - 53 m/min (± 5%) ï 85
Motor: as required ï 85
Motor position: as required ï 84
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