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5.BApplication samples

M-SK1 Belt conveyor
Type: 111-2120-60
• running inside
• direct drive
• height 60 mm

M-SK1 Belt conveyor
Type: 111-2121-60
• running inside
• direct drive
• height 60 mm

M-SK1 Belt conveyor
Type: 111-2120-60
• running inside
• direct drive
• height 60 mm

M-SK1 Belt conveyor
Type: 111-2121-60
• running inside
• direct drive
• height 60 mm

Max. load: 15 kg/m
Width of belt: 100 mm
Axle distance: 2,500 mm
Base frame: Profi le 30×60, 6F, LP
Belt type: MG 10/2 0+05 PVC black, double-ply
Diameter of rollers: 58 mm
Motor: Geared motor SEW WA 20,   
 0.18 kW, 32 U/min

Product No.: 5.111.2120.06030
 .64LP.0100×02500

Accessories: Guide rails: Profi le 16×40, with cover profi le

Max. load: 30 kg/m
Width of belt: 300 mm
Axle distance: 3,000 mm
Base frame: Profi le 30×60, 6F, LP
Belt type: MG 10/2 0+05 PVC black, double-ply
Diameter of rollers: 58 mm
Speed of belt: 10.1 m/min (± 5%)
Motor: Geared motor SEW WA 20,   
 0.18 kW, 54 U/min

Product No.: 5.111.2121.06030
 .64LP.0300×03000

Accessories: Chassis: Profi le 40×40, 30×60 with levelling 
 feet, conveyed height 950 mm

Max. load: 15 kg/m
Width of belt: 400 mm
Axle distance: 3,000 mm
Base frame: Profi le 30×60, 6F, LP
Belt type: MG 10/2 0+05 PVC black, double-ply
Diameter of rollers: 58 mm
Motor: Geared motor Bauer BS 03,   
 0.18kW, 27 U/min

Product No.: 5.111.2120.06030
 .64LP.0400×03000

Max. load: 30 kg/m
Width of belt: 220 mm
Axle distance: 2,800 mm
Base frame: Profi le 30×60, 6F, L
Belt type: MG 10/2 0+05 PU blue, double-ply
 with grousers 
Diameter of rollers: 58 mm
Speed of belt: 10.1 m/min (± 5%)
Motor: Geared motor SEW WA 20,   
 0.18 kW, 54 U/min

Product No.: 5.111.2121.06030
 .64L.0220×02800
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5.BApplication Samples

M-SK1 Belt conveyor
Type: 111-2121-100
• running inside
• direct drive
• height 100 mm

M-SK1 Belt conveyor
Type: 111-2121-100
• running inside
• direct drive
• height 100 mm

M-SK1 Belt conveyor
Type: 111-2220-100
• running inside
• drive under belt
• height 100 mm

M-SK1 Ascending belt conveyor
Type: 112-2122-60
• running inside
• direct drive
• height 60 mm

Max. load: 70 kg/m
Width of belt: 350 mm
Axle distance: 1,260 mm
Base frame: Profi le 30×100, 8F, SP
Belt type: MG 10/2 0+05 PVC black, double-ply
Diameter of rollers: 98 mm
Motor: Geared motor SEW WA 20,   
 0.18 kW, 32 U/min

Product No.: 5.111.2220.10030
 .84SP.0350×01260

Max. load: 80 kg/m
Width of belt: 700 mm
Axle distance: 6,800 mm
Base frame: Profi le 30×100, 8F, SP
Belt type: MG 10/2 0+05 PVC black, double-ply
Diameter of rollers: 98 mm
Motor: Geared motor SEW WA 20,   
 0.55 kW, 110 U/min

Product No.: 5.111.2121.10030
 .84SP.0700×06800

Accessories: Chassis: Profi le 40×40, 30×60 with levelling feet

Max. load: 15 kg/m
Width of belt: 500 mm
Axle distance: 1,300 mm
Base frame: Profi le 30×60, 6F, LP
Belt type: MG 10/2 0+05 PVC green, double-ply  
 with grousers   
Diameter of rollers: 58 mm
Motor: Geared motor SEW WA 20, 0.18kW, 32 U/min

Product No.: 5.112.2122.06030
 .64LP.0500×01300

Max. load: 70 kg/m
Width of belt: 400 mm
Axle distance: 2,000 mm
Base frame: Profi le 30×100, 8F, SP
Belt type: MG 10/2 0+05 PVC black, double-ply
Diameter of rollers: 98 mm
Motor: Geared motor SEW WA 20,   
 0.55 kW, 110 U/min

Product No.: 5.111.2121.10030
 .84SP.0400×02000

Accessories: Guide rails: Profi le 16×40, with cover profi le
 Chassis: Profi le 40×40, 30×60 with levelling feet
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5.BApplication Samples

M-SK1 Belt conveyor
Type: 111-2321-30
• running inside
• center drive
• height 30 mm

M-SK1 Belt conveyor
Type: 111-2421-60
• running inside
• axial cylinder motor
• height 60 mm

M-SK1 Belt conveyor
Type: 111-2321-60
• running inside
• center drive
• height 60 mm

M-SK1 Plastic link chain conveyor
Type: 121-2125-100
• running inside
• direct drive
• height 100 mm

Max. load: 15 kg/m
Width of belt: 200 mm
Axle distance: 1,100 mm
Base frame: Profi le 30×30, 4F, SP
Belt type: MG 10/2 0+05 PU green, double-ply
Diameter of rollers: 28 mm
Speed of belt: 10.1 m/min (± 5%)
Motor: Geared motor SEW WA 20,   
 0.18 kW, 22 U/min

Product No.: 5.111.2321.03030
 .43SP.0200×01100

Max. load: 15 kg/m
Width of belt: 300 mm
Axle distance: 3,500 mm
Base frame: Profi le 30×60, 6F, L
Belt type: MG 10/2 0+05 PVC black, double-ply
Diameter of rollers: 58 mm
Speed of belt: 36 m/min (± 5%)
Motor: Axial cylinder motor Interroll,   
 80S, Ø81 mm, 0.085 kW

Product No.: 5.111.2421.06030
 .64L.0300×03500

Max. load: 30 kg/m
Width of belt: 400 mm
Axle distance: 1,000 mm
Base frame: Profi le 30×60, 6F, L
Belt type: MG 10/2 0+05 PU green, double-ply
Diameter of rollers: 58 mm
Speed of belt: 10.1 m/min (± 5%)
Motor: Geared motor SEW WA 20,   
 0.18 kW, 54 U/min

Product No.: 5.111.2321.06030
 .64L.0400×01000

Max. load: 80 kg/m
Width of belt: 450 mm
Axle distance: 3,500 mm
Base frame: Profi le 30×100, 8F, SP
Belt type: Plastic link chain belt 1", PP blue
Toothed wheels: ZZ 12
Motor: Geared motor Bauer BS 03,   
 0.18 kW, 40 U/min

Product No.: 5.121.2125.10030
 .84SP.0450×03500
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5.BApplication Samples

M-SK1 Plastic link chain conveyor
Type: 121-2125-100
• running inside
• direct drive
• height 100 mm

M-SK1 Plastic link chain conveyor, curved
Type: 123-2124-100
• 90°
• running inside
• direct drive
• height 100 mm

M-SK1 Plastic link chain conveyor
Type: 121-2125-100
• running inside
• direct drive
• height 100 mm

M-SK1 Plastic link chain conveyor, curved
Type: 123-2124-100
• 90°, 180°
• running inside
• direct drive
• height 100 mm

Max. load: 80 kg/m
Width of belt: 300 mm
Axle distance: 4,000 mm
Base frame: Profi le 30×100, 8F, SP
Belt type: Plastic link chain belt 1", PP blue
Toothed wheels: ZZ 12
Motor: Geared motor Bauer BS 03,   
 0.18 kW, 40 U/min

Product No.: 5.121.2125.10030
 .84SP.0300×04000

Max. load: 20 kg/m
Width of belt: 180 mm
Length: 4,000×2,800×2,700 mm
Base frame: Profi le 30×100, 5E, 2F, SP
Belt type: Plastic link chain belt 1", PP white  
Toothed wheels: ZZ 12
Speed of belt: 13 m/min (± 5%)
Motor: Geared motor SEW WA 20,   
 0.25 kW, 40 U/min

Product No.: 5.123.2124.10030
 .74SP.0180×09500

Accessories: Guide rails: Profi le 16×40, with cover profi le

Max. load: 80 kg/m
Width of belt: 300 mm
Axle distance: 4,000 mm
Base frame: Profi le 30×100, 8F, SP
Belt type: Plastic link chain belt 1", PP grey
Toothed wheels: ZZ 12
Motor: Geared motor Bauer BS 03,   
 0.18kW, 40 U/min

Product No.: 5.121.2125.10030
 .84SP.0300×04000

Accessories: Guide rails: Profi le 16×40, with cover profi le

Max. load: 15 kg/m
Width of belt: 235 mm
Length: 90°: 500×1,125×700 mm   
 180°: 500×2,250×800×1,125×700 mm
Base frame: Profi le 30×100, 8F, SP
Belt type: Plastic link chain belt 1", AC blue  
Toothed wheels: ZZ 12
Speed of belt: 13 m/min (± 5%)
Motor: Geared motor SEW WA 20,    
 0.25 kW, 40 U/min

Product No.: 5.123.2124.10030
 .84SP.0235×02350, 05375
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5.CRequest / Order

Description:

Product No.:

Measures:

Operating conditions:

Material to be conveyed:  _________________________________________________ 

Kind of material: wet, dry, oily, dusty, hot, ... or:  _________________________ 

Weight of material:  _________________kg/m    

Handling speed:  _________________m/min (tolerance: ± 5%)

Dimensioning of conveyor:

Base frame: height _________________mm width _________________mm

Axle distance: min. _________________mm max. _________________mm

Total length: min. _________________mm max. _________________mm

Belt width:  _________________mm net width _________________mm

Type of belt: type _________________ 

Drive unit:

Motor (ï 85): type _________________ rot. speed (n1) _________________ 

Position of motor (ï 84): type _________________ 

Orientation of motor (ï 86):  _________________deg. (standard: 0 deg.)

Position of conduit box (ï 86): _________________ deg. (standard: 90 deg.)

Frequency converter: type _________________ power capacity _________________KW 

Motor protection: type _________________ 

Accessories:

Chassis (ï 70): type _________________ incline _________________mm 

Guide rails: type _________________ height  ________________mm 

Knife edge: type _________________ diameter _________________mm 

5.äää.ääää.äääää

.ääää.ääää.äääää
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