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Diferencial en Pascales
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D200060PA H-H1/8 NPT  101/120 0/60 Pa 1 1
D2000500PA H-H1/8 NPT ~ 101/120 0/500 Pa 1 1
D20001000PA H-H1/8 NPT ~ 101/120 0/1000 Pa 1 1

Diferencial en mm.c.a.
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D20006MM H-H1/8 NPT~ 101/120 0/6 mm.ca. 1
D200010MM H-H1/8 NPT~ 101/120 0/10 mm.ca. 1
D200025MM H-H1/8 NPT  101/120 0/25 mm.ca. 1
D200050MM H-H1/8 NPT~ 101/120 0/50 mm.ca. 1
D200080MM H-H1/8 NPT ~ 101/120 0/80 mm.ca. 1
D2000250MM H-H1/8 NPT ~ 101/120 0/250 mm.c.a. 1
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Diferencial en cm.c.a.
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D200015CM H-H 1/8 NPT~ 101/120 0/10 cm.ca. 1 1
D200020CM H-H1/8 NPT ~ 101/120 0/20 cm.ca. 1 1
D200025CM H-H1/8 NPT ~ 101/120 0/25 cm.ca. 1 1
D200050CM H-H1/8 NPT~ 101/120 0/50 cm.ca. 1 1
D200080CM H-H1/8 NPT 101/120 0/80 cm.c.a. 1 1
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D2000200CM H-H1/8 NPT 101/120 0/200 cm.c.a.

Diferencial Manovacudémetros en mm.c.a.
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D230010MM H-H 1/8 NPT 101/120 -5/0/+5mm.ca. 1 1
D230020MM H-H 1/8 NPT 101/120  -10/0/+10 mm.ca. 1 1

Construccion:
- Caja y aro de aluminio con recubrimiento acrilico, solo utilizable con aire y gases no combustibles.
- Precision 2 % o 3 % dependiendo de los rangos.
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