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Valvula Solar H-H con palanca

Cédigo = DN PN

7842000200 H3/8x3/8H 10 30 -400...180° 2 48
7842000300 H1/2x1/2H 15 30 -400...180° 2 48
7842000400 H3/4x3/4H 20 30 -400...180° 2 48
7842000500 H1x1H 25 30 -400...180° 2 36
7842000600 H1.1/4x11/4H 32 25 -400...180° 2 20
7842000700 H1.1/2x11/2H 40 25 -400...180° 2 12
7842000800 H2x2H 50 25 -400.180° 2 6
Valvula Solar M-H con palanca

Cédigo = DN PN | -
7842002200 M3/8x3/8H 10 30 -400...180° 2 48
7842002300 M1/2x1/2H 15 30 -400...180° 2 48
7842002400 M3/4x3/4H 20 30 -400...180° 2 48
7842002500 M1x1H 25 30 -400...180° 2 36
Valvula bola en Inoxidable AISI 316

Cédigo = DN PN | -

7650001400 1/4 8 63  -20°...+120° 2 72
7650003800 3/8 10 63  -20°...+120° 2 72 —
7650001200 1/2 15 63  -20°...+120° 2 48 (o]
7650003400 3/4 20 63  -20°...+120° 2 48 '_O'
7650010000 1 25 63  -20°...+120° 2 36 0
7650011400 1.1/4 32 63  -20°...+120° 2 8
7650011200 1.1/2 40 63  -20°...+120° 2 8 Ld
7650020000 2 50 63  -20°...+120° 2 8 ﬂ
7650021200 2.1/2 65 63  -20°...+120° 1 2 >
7650030000 & 80 63  -20°...+120° 1 2 :?'d
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