
Rubber hose with crush-resistant in spiral PA 6 

and textile support in polyester, for suction of car 

exhaust fumes both on the floor and on overhead 

reels.

PA6 Spiral

✸ ✸ ✸

✸ ✸ ✸

✸ ✸

✸ ✸ ✸ ✸ ✸

-40° C + 150°C

briefly up to +170° C

The coil is not to be coilded when it is still warm.CAUTION

N
O

M
IN

A
L 

Ø

Ø
 O

.D
.

Ø
 I
.D

.

W
A

LL
 T

H
IC

K
N

ES
S

W
EI

G
H

T

B
EN

D
IN

G
 R

A
D

IU
S

W
O

R
K

IN
G

 P
R

ES
S.

V
A

C
U

U
M

 

CO
IL

 L
EN

G
TH

68

80

93

120

145

172

224

52

64

77

103

128

153

205

50

60

75

100

125

150

200

0,8

0,8

0,8

0,8

0,8

0,8

0,8

520

630

750

1000

1250

1500

1950

120

150

180

230

280

330

440

-

-

-

-

-

-

-

5

3,5

1,5

1

0,8

0,6

0,5

30

30

30

30

30

30

20

TPV

SMOOTH SURFACE

FLEXIBILITY

ABRASION RESISTANCE

TEMPERATURE RANGE

CHEMICAL RESISTANCE

CRUSHING RESISTANCE

911042

Manguera de caucho termoplástico con espiral de PA6 

resistente al aplastamiento y  soporte textil en poliéster, 

para aspiración de gases de escape de vehículos, tanto 

para el suelo como para enrolladores suspendidos.

ATENCIÓN

SUPERFÍCIES LISAS

FLEXIBILIDAD

RESISTENCIA A LA ABRASIÓN

TEMPERATURA DE USO

RESISTENCIA QUÍMICA

RESISTENCIA AL APLASTAMIENTO

con puntas a + 170° C

tabla TPV

El rollo no debe ser enrollado cuando todavía está caliente después del uso.
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Espiral de PA6

TPV

DETROIT

Todos los datos técnicos están referidos a una temperatura de 23° C ± 2° C (ISO 291)
Tolerancia de todas las especificaciones ±5% (El porcentje de tolerancia es aplicable a TODOS LOS DATOS de nuestra gama) 
Para comprobar si el producto de su interés está en stock o es bajo demanda, consulte nuestra web.

69All technical specifications apply to a temperature of 23° C ± 2° C (ISO 291) •
The tolerance on all specifications ±5% (Tolerance Percentage is applicable on ALL DATA across our range) •

To verify if the item of your interest is “on stock” or “on demand” pls refer to our web site • 

https://rodavigo.net/es/c/f/merlett

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118




