
Polyurethane hose with copper-plated steel 

spiral, for suction and transport of dusts, chips and 

abrasive material.

PU Copper-plated steel spiral

✸ ✸ ✸

✸ ✸ ✸ ✸

✸ ✸ ✸ ✸ ✸

✸ ✸ ✸

-40° C + 90°C

SELF-EXTINGUISHING
Code 913006 self-extinguishing 

according to DIN 4102-B1 

OZONE RESISTANCE ✸ ✸ ✸ ✸ ✸

✸ ✸ ✸ ✸ ✸

SMOOTH SURFACE

FLEXIBILITY

ABRASION RESISTANCE

TEMPERATURE RANGE

CHEMICAL RESISTANCE

CRUSHING RESISTANCE
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38 39 0,5 166 38 1,5 10 1,00 4,80 30

40 41 0,5 180 40 1,4 10 1,00 4,50 30

45 46 0,5 200 45 1,3 10 1,00 4,00 30

50 51 0,55 260 50 1,2 12 1,20 3,50 30

60 61 0,55 300 60 1,0 12 1,20 3,00 30

63 64 0,55 320 63 0,9 12 1,20 2,50 30

70 71 0,6 420 70 0,8 14 1,20 2,50 30

75 76 0,6 440 75 0,8 14 1,40 2,00 30

80 81 0,6 480 80 0,7 14 1,40 2,00 30

90 91 0,6 520 90 0,7 14 1,40 2,00 30

100 101 0,65 660 100 0,6 16 1,60 1,50 30

110 111 0,65 720 110 0,6 16 1,60 1,50 30

120 121 0,65 780 120 0,5 16 1,60 1,50 30

125 126 0,65 800 125 0,5 16 1,60 1,50 30

130 131 0,65 840 130 0,5 16 1,60 1,50 30

140 141 0,65 900 140 0,5 16 1,60 1,50 30

150 151 0,7 1100 150 0,4 18 1,80 1,00 30

160 161 0,7 1160 160 0,4 18 1,80 1,00 30

170 171 0,7 1240 170 0,4 18 1,80 1,00 30

180 181 0,7 1300 180 0,4 18 1,80 1,00 30

200 201 0,7 1440 200 0,3 18 1,80 1,00 30

220 221 0,7 1580 220 0,3 18 1,80 0,50 15

250 252 0,8 1880 250 0,2 22 2,00 0,50 15

300 302 0,8 2250 300 0,2 22 2,00 0,40 15

350 352 0,8 2600 350 0,1 22 2,00 0,40 10

400 402 0,8 3000 400 0,1 22 2,00 0,40 10

EASY PACK

USE

Manguera de poliuretano (PU) con espiral de acero 

cobreado, para aspiración y transporte de polvo, 

virutas y material abrasivo.

tabla PU

Código 913006 versión autoextinguible
SEGÚN DIN 4102- 1 

AUTOEXTINGUIBLE

RESISTENCIA AL OZONO

SUPERFÍCIES LISAS

FLEXIBILIDAD

RESISTENCIA A LA ABRASIÓN

TEMPERATURA DE USO

RESISTENCIA QUÍMICA

RESISTENCIA AL APLASTAMIENTO

PU Espiral de acero cobreado

SUPERFLEX PU R
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UTILIZAR

Todos los datos técnicos están referidos a una temperatura de 23° C ± 2° C (ISO 291)
Tolerancia de todas las especificaciones ±5% (El porcentje de tolerancia es aplicable a TODOS LOS DATOS de nuestra gama) 
Para comprobar si el producto de su interés está en stock o es bajo demanda, consulte nuestra web.

82 All technical specifications apply to a temperature of 23° C ± 2° C (ISO 291) •
The tolerance on all specifications ±5% (Tolerance Percentage is applicable on ALL DATA across our range) •

To verify if the item of your interest is “on stock” or “on demand” pls refer to our web site • 

https://rodavigo.net/es/c/f/merlett

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118



Polyurethane hose with copper-plated steel 

spiral, for suction and transport of dusts, chips and 

abrasive material.

PU Copper-plated steel spiral

✸ ✸ ✸

✸ ✸ ✸ ✸

✸ ✸ ✸ ✸ ✸

✸ ✸ ✸

-40° C + 90°C

OZONE RESISTANCE ✸ ✸ ✸ ✸ ✸

✸ ✸ ✸ ✸ ✸

SMOOTH SURFACE

FLEXIBILITY

ABRASION RESISTANCE

TEMPERATURE RANGE

CHEMICAL RESISTANCE

CRUSHING RESISTANCE
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38 39 0,55 230 45 1,5 12 1,2x1,6 4,8 30

45 46 0,55 250 55 1,3 12 1,2x1,6 4,0 30

51 52 0,55 290 60 1,2 12 1,2x1,6 3,5 30

63 64 0,55 340 70 0,9 12 1,2x1,6 2,5 30

76 77 0,65 470 85 0,8 16 1,4x1,8 2,0 30

82 83 0,65 510 90 0,7 16 1,4x1,8 2,0 30

90 91 0,65 530 100 0,7 16 1,4x1,8 2,0 30

102 103 0,65 620 110 0,6 16 1,4x1,8 1,5 30

110 111 0,65 650 120 0,6 16 1,4x1,8 1,5 30

115 116 0,70 850 125 0,6 18 1,8x2,2 1,5 30

120 121 0,70 900 130 0,6 18 1,8x2,2 1,5 30

127 128 0,70 950 135 0,5 18 1,8x2,2 1,5 30

140 141 0,70 1050 150 0,5 18 1,8x2,2 1,5 30

152 153 0,70 1150 160 0,4 18 1,8x2,2 1,0 30

160 161 0,70 1200 170 0,4 18 1,8x2,2 1,0 30

180 181 0,70 1350 190 0,4 18 1,8x2,2 1,0 30

203 204 0,80 1600 220 0,3 22 2,0x2,5 1,0 30

229 230 0,80 1800 240 0,3 22 2,0x2,5 0,5 15

254 255 0,80 2000 270 0,2 22 2,0x2,5 0,5 15

305 306 0,80 2400 320 0,2 22 2,0x2,5 0,4 15

315 316 0,80 2480 330 0,2 22 2,0x2,5 0,4 15

EASY PACK

USE

Manguera de poliuretano con espiral de acero 

cobreado recubierta de PU, para aspiración y 

transporte de polvo, virutas y material abrasivo.

tabla PU

RESISTENCIA AL OZONO

SUPERFÍCIES LISAS

FLEXIBILIDAD

RESISTENCIA A LA ABRASIÓN

TEMPERATURA DE USO

RESISTENCIA QUÍMICA

RESISTENCIA AL APLASTAMIENTO

PU Espiral de acero cobreado

SUPERFLEX PU R
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UTILIZAR

Todos los datos técnicos están referidos a una temperatura de 23° C ± 2° C (ISO 291)
Tolerancia de todas las especificaciones ±5% (El porcentje de tolerancia es aplicable a TODOS LOS DATOS de nuestra gama) 
Para comprobar si el producto de su interés está en stock o es bajo demanda, consulte nuestra web.

84 All technical specifications apply to a temperature of 23° C ± 2° C (ISO 291) •
The tolerance on all specifications ±5% (Tolerance Percentage is applicable on ALL DATA across our range) •

To verify if the item of your interest is “on stock” or “on demand” pls refer to our web site • 

https://rodavigo.net/es/c/f/merlett

Polígono Industrial O Rebullón s/n. 36416 - Mos - España - rodavigo@rodavigo.com

Servicio de Att. al Cliente
+34 986 288118




