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EN-1092-1 TYPE:05A EN-1092-1 TYPE:05A
PN-10 PN-10
EN 1.4307/A-304L EN 1.4404/A-316L

BRIDA CIEGA A-304L BRIDA CIEGA A-316L
BLIND FLANGE A-304L BLIND FLANGE A-316L

cODIGO CcODIGO
CODE CODE

05A61044015 05A61046015
05A61044020 20 40 05A61046020 20 40
05A61044025 25 40 05A61046025 25 40
05A61044032 32 40 05A61046032 32 40
05A61044040 40 40 05A61046040 40 40
05A61044050 50 16 05A61046050 50 16
05A61044065 65 16 05A61046065 65 16
05A61044080 80 16 05A61046080 80 16
05A61044100 100 16 05A61046100 100 16
05A61044125 125 16 05A61046125 125 16
05A61044150 150 16 05A61046150 150 16
05A10044200 200 10 05A10046200 200 10
05A10044250 250 10 05A10046250 250 10
05A10044300 300 10 05A10046300 300 10
05A10044350 350 10 05A10046350 350 10
05A10044400 400 10 05A10046400 400 10
05A10044450 450 10 05A10046450 450 10
05A10044500 500 10 05A10046500 500 10
05A10044600 600 10 05A10046600 600 10
EN-1092-1 TYPE:O5A PN-16 EN 1.4404/A-316L
BRIDA CIEGA A-316L

BLIND FLANGE A-316L

CODIGO

CODE

05A16046200 200 16
05A16046250 250 16
05A16046300 300 16
05A16046350 350 16
05A16046400 400 16

05A16046500 500 16
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FICHA TECNICA PARA EN-1092-1 TYPE 05A
TECHNICAL DATA SHEET FOR EN-1092-1 TYPE 05A

PN-10
B\ PN D b k ' ROSCA d2 (7,85kg/m3)
15 40 95 16 65 4 M12 14 0,72
20 40 105 18 75 4 M12 14 1,01
25 40 115 18 85 4 M12 14 1,23
32 40 140 18 100 4 M16 18 1,80
40 40 150 18 110 4 M16 18 2,09
50 16 165 18 125 4 M16 18 2,88
65 16 185 18 145 8 M16 18 3,66
80 16 200 20 160 8 M16 18 4,77
100 16 220 20 180 8 M16 18 5,65
125 16 250 22 210 8 M16 18 8,42
150 16 285 22 240 8 M20 22 10,40
200 10 340 24 295 8 M20 22 16,50
250 10 395 26 350 12 M20 22 24,00
300 10 445 26 400 12 M20 22 30,90
350 10 505 26 460 16 M20 22 40,60
400 10 565 26 515 16 M24 26 49,40
450 10 615 28 565 20 M24 26 63,00
500 10 670 28 620 20 M24 26 75,00
600 10 780 34 725 20 M27 30 110,35

PN-16
B\ PN D B K N R{ONWAY D2 (7,85kg/m3)
200 16 340 24 295 12 M20 22 16,10
250 16 405 26 355 12 M24 26 24,90
300 16 460 28 410 12 M24 26 35,10
350 16 520 30 470 16 M24 26 47,80
400 16 580 32 525 16 M27 30 63,50
500 16 715 44(36) 650 20 M30 33 102,00

La brida ciega se usa para cerrar finales de tuberia, extremos de The blind flange is used to close the end of pipe, valve ends,

vélvulas, cierres de acumuladores. tank closures.

En cierres con altas temperaturas y presiones se aconseja que la A counterflange neck is recommended in closing high tempera-

contrabrida sea de cuello. tures and pressures.
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