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CÓDIGO DN PN
CODE DN PN
11B161024015 15 40
11B161024020 20 40
11B161024025 25 40
11B161024032 32 40
11B161024040 40 40
11B161024050 50 16
11B161024065 65 16
11B161024080 80 16
11B161024100 100 16
11B161024125 125 16
11B161024150 150 16
11B116024200 200 16
11B116024250 250 16
11B116024300 300 16
11B116024350 350 16
11B116024400 400 16
11B116024500 500 16

 ∙ Para tubo ISO
ISO pipes

EN-1092-1 TYPE:11B
PN-16
EN 1.4307/A-304L
BRIDAS CON CUELLO A-304L
WELDING NECK FLANGE A-304L

EN-1092-1 TYPE:11B
PN-16
EN 1.4404/A-316L
BRIDAS CON CUELLO A-316L
WELDING NECK FLANGE A-316L

CÓDIGO DN PN
CODE DN PN
11B161026015 15 40
11B161026020 20 40
11B161026025 25 40
11B161026032 32 40
11B161026040 40 40
11B161026050 50 16
11B161026065 65 16
11B161026080 80 16
11B161026100 100 16
11B161026125 125 16
11B161026150 150 16
11B116026200 200 16
11B116026250 250 16
11B116026300 300 16
11B116026350 350 16
11B116026400 400 16
11B116026500 500 16

 ∙ Para tubo ISO
ISO pipes
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FICHA TÉCNICA PARA EN-1092 TYPE 11B
TECHNICAL DATA SHEET FOR EN-1092 TYPE 11B

DN PN D1 D3 D B K H S h2 D5 F n ROSCA D2 (7,85kg/m3)
15 40 21,3 32 95 16 65 38 2 6 45 2 4 M12 14 0,65
20 40 26,9 40 105 18 75 40 2,3 6 58 2 4 M12 14 0,95
25 40 33,7 50 115 18 85 40 2,6 6 68 2 4 M12 14 1,14
32 40 42,4 60 140 18 100 42 2,6 6 78 2 4 M16 18 1,69
40 40 48,3 70 150 18 110 45 2,6 7 88 3 4 M16 18 1,86
50 16 60,3 84 165 18 125 45 2,9 8 102 3 4 M16 18 2,53
65 16 76,1 104 185 18 145 45 2,9 10 122 3 8 M16 18 3,06
80 16 88,9 120 200 20 160 50 3,2 10 138 3 8 M16 18 3,70

100 16 114,3 140 220 20 180 52 3,6 12 158 3 8 M16 18 4,62
125 16 139,7 170 250 22 210 55 4 12 188 3 8 M16 18 6,30
150 16 168,3 190 285 22 240 55 4,5 12 212 3 8 M20 22 7,75
200 16 219,1 246 340 24 295 62 6,3 16 268 3 12 M20 22 11,00
250 16 273 296 405 26 355 70 6,3 16 320 3 12 M24 26 15,60
300 16 323,9 350 460 28 410 78 7,1 16 378 4 12 M24 26 22,00
350 16 355,6 410 520 30 470 82 8 16 438 4 16 M24 26 31,20
400 16 406,4 458 580 32 525 85 8 16 490 4 16 M27 30 39,30
500 16 508 519 715 36 650 84 8 16 610 4 20 M30 33 61,00

BRIDA FORJADA CON CUELLO DIN EN-1092-1 TYPE 11B PN-16
FORGED NECK FLANGE DIN EN 1092-1 TYPE 11B PN-16

EN 1092-1:2007
TIPO 11 BRIDA CON CUELLO
TIPO B CARA ELEVADA  
TYPE 11 WELD-NECK FLANGE
TYPE B RAISED FACE

La brida con cuello se utiliza para condiciones con flexiones. Su 
forma de cuello consigue una sección interior sin variaciones con 
la de la tubería, evitando posibles turbulencias.
El tubo (ISO) se presenta a la boca del cuello y se realiza una 
soldadura por el exterior. 
Atención: el material de aportación de la soldadura tiene que ser 
compatible con el de la brida.

The neck flange is used for bending conditions. Its neck-shaped 
achieves the section constant with the pipe, preventing possible 
turbulence.
The tube (ISO) is presented to the mouth of the neck and welding is 
performed from outside.
Note: the material of the welding filler must be compatible with 
the flange.
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