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CÁNCAMOS DE ELEVACIÓN
EYE BOLTS & EYE NUTS  • ANNEAUX DE LEVAGE • OLHAIS DE SUSPENSÃO

Grillete lira alta resistencia con pasador 
HR screw pin anchor shackle
Manille lyre à vis HR 
Manilha de cavilha de alta resistência

Acero galvanizado de alta resistencia
High strength galvanised steel
Acier allié haute résistance galvanisé 8
Aço galvanizado de alta resistência

Coeficiente de seguridad = 6
Safety factor = 6
Coefficient de sécurité = 6 
Coeficiente de segurança = 6

CMU  Carga máxima de utilización 
Working load limit

	 Charge maximale d’utilisation
Carga máxima de trabalho

Marcaje y trazabilidad.
Marking and tracability.
Marquage et traçabilité.
Marcação e rastreabilidade.

Suministrado con certificado CE.
Delivery with EC declaration.
Livraison avec déclaration CE.
Fourni avec certification CE.

CGLP-1-4 1/4” (6,4mm) 29,0 (± 1,5) 12,0 (± 1,5) 8,0 15,5 19,8 500 0,1

CGLP-5-16 5/16” (8,0mm) 31,0 (± 3,3) 13,5 (± 1,5) 10,0 19,1 21,4 750 0,1

CGLP-3-8 3/8” (9,7mm) 37,5 (± 3,3) 16,8 (± 1,5) 11,0 23,1 26,2 1.000 0,1

CGLP-7-16* 7/16” (11,2mm) 42,9 (± 3,3) 19,1 (± 1,5) 12,7 26,9 29,5 1.500 0,2

CGLP-1-2 1/2” (13,5mm) 47,2 (± 3,3) 20,6 (± 1,5) 16,0 30,2 32,0 2.000 0,3

CGLP-5-8* 5/8” (15,9mm) 60,5 (± 6,4) 26,9 (± 1,5) 19,1 38,1 42,9 3.250 0,6

CGLP-3-4 3/4” (19,0mm) 73,0 (± 6,4) 32,0 (± 1,5) 22,0 46,0 51,0 4.750 1,1

CGLP-7-8* 7/8” (22,2mm) 84,0 (± 6,4) 36,6 (± 1,5) 25,4 53,0 58,0 6.500 1,6

CGLP-1 1” (25,4mm) 95,0 (± 6,4) 43,0 (± 1,5) 29,0 60,5 68,4 8.500 2,3

CGLP-11-8* 1 1/8” (28,5mm) 108,0 (± 6,4) 46,0 (± 1,5) 31,8 68,5 74,0 9.500 3,4

CGLP-11-4 1 1/4” (32,7mm) 119,6 (± 6,4) 51,6 (± 1,5) 36,0 76,0 82,6 12.000 4,3

CGLP-13-8* 1 3/8” (34,9mm) 133,0 (± 6,4) 57,0 (± 3,3) 38,1 84,0 92,0 13.500 6,1

CGLP-11-2 1 1/2” (39,0mm) 145,7 (± 6,4) 60,5 (± 3,3) 42,0 92,0 98,6 17.000 7,8

CGLP-13-4 1 3/4” (46,7mm) 177,7 (± 6,4) 73,2 (± 3,3) 51,0 106,0 127,0 25.000 12,6

CGLP-2* 2” (61,0mm) 197,0 (± 61,0) 82,5 (± 3,3) 57,0 122,0 146,0 35.000 20,4

CGLP-21-2* 2 1/2” (79,5mm) 267,0 (± 6,4) 105,0 (± 6,4) 70,0 145,0 184,0 55.000 38,9

CGLP-3* 3” (76,2mm) 330,0 (± 6,4) 127,0 (± 6,4) 82,5 165,0 200,0 85.000 70,0

Ref. A “ (mm) B (mm) C (mm) D (mm) E (mm) G (mm)
CMU
(Kg)

0º

* Medidas bajo consulta.
* Dimensions by request.
* Dimensions sur demande.
* Medidas sob consulta.

Consultar el manual de instrucciones NI11001 antes de utilizar el cáncamo (suministrado con el producto).
Please check our use recommendations NI11001 before using the anchorage point. (furnished wuth the product).
Consulter les notices d’instruction NI11001 avant toute utilisation (fourni avec l’anneau).
Consultar o manual de instruções NI11001 antes de utilizar o olhal (fornecido com o produto).

https://rodavigo.net/es/c/almacenaje-y-movimiento/maquinaria-utiles-de-manutencion/elementos-de-amarre/cancamos
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