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Bajo pedido podemos suministrar versiones especiales. 
Special versions on request.
Sur demande nous pouvons vous fournir des modèles spéciaux. 
Sob pedido, podemos fornecer versões especiais.

320 

Ref. d l d
2

SW

W320-4-8 M4 8,0 2,5 2,0

W320-4-10 M4 10,0 2,5 2,0

W320-4-12 M4 12,0 2,5 2,0

W320-4-16 M4 16,0 2,5 2,0

W320-5-8 M5 8,0 3,0 2,5

W320-5-10 M5 10,0 3,0 2,5

W320-5-12 M5 12,0 3,0 2,5

W320-5-16 M5 16,0 3,0 2,5

W320-5-20 M5 20,0 3,0 2,5

W320-6-10 M6 10,8 4,0 3,0

W320-6-12 M6 12,8 4,0 3,0

W320-6-16 M6 16,8 4,0 3,0

W320-6-20 M6 20,8 4,0 3,0

W320-6-25 M6 25,8 4,0 3,0

W320-8-10 M8 11,2 5,5 4,0

W320-8-12 M8 13,2 5,5 4,0

W320-8-16 M8 17,2 5,5 4,0

W320-8-20 M8 21,2 5,5 4,0

W320-8-25 M8 26,2 5,5 4,0

W320-8-30 M8 31,2 5,5 4,0

W320-10-12 M10 13,7 7,0 5,0

W320-10-16 M10 17,7 7,0 5,0

W320-10-20 M10 21,7 7,0 5,0

W320-10-25 M10 26,7 7,0 5,0

W320-12-16 M12 18,0 8,5 6,0

W320-12-20 M12 22,0 8,5 6,0

W320-12-25 M12 27,0 8,5 6,0

W320-12-30 M12 32,0 8,5 6,0

W320-12-40 M12 42,0 8,5 6,0

W320-16-20 M16 23,3 12,0 8,0

W320-16-25 M16 28,3 12,0 8,0

W320-16-35 M16 38,3 12,0 8,0

W320-16-50 M16 53,3 12,0 8,0

W320-20-30 M20 34,2 15,0 10,0

W320-20-40 M20 44,2 15,0 10,0

W320-20-50 M20 54,2 15,0 10,0

W320-20-60 M20 64,2 15,0 10,0

l

d d
2

SW

Espárrago de bola con hexágono interior
Ball-ended thrust screw with hexagon socket 
Vis à bille et six pans creux
Pino de ponta de esfera com hexágono interior

Cuerpo: Acero templado, pavonado
Body: Hardened steel, black-oxided 
Corps: Acier trempé bruni
Corpo: Aço temperado, oxidação negra 

Bola: Acero templado
Ball: Hardened steel 
Bille: Acier trempé
Esfera: Aço temperado

https://rodavigo.net/es/c/matriceria-y-afines/sujecion/esparragos
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Espárrago inoxidable de bola con hexágono interior
Stainless steel ball-ended thrust screw with hexagon socket 
Vis en acier inox à bille et six pans creux
Pino inoxidável de esfera com hexágono interior

Cuerpo: Acero inoxidable 1.4305 
Body: Stainless steel  1.4305
Corps: Acier inoxydable 1.4305
Corpo: Aço inoxidável 1.4305 

Bola: Acero Inoxidable templado 1.4034
Ball: Hardened stainless steel 1.4034
Bille: Acier inoxydable trempé 1.4034
Esfera: Aço Inoxidável temperado 1.4034

Bajo pedido podemos suministrar versiones especiales. 
Special versions on request.
Sur demande nous pouvons vous fournir des modèles spéciaux. 
Sob pedido, podemos fornecer versões especiais.
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Ref. d l d
2

SW

W320S-4-8 M4 8,0 2,5 2,0

W320S-4-10 M4 10,0 2,5 2,0

W320S-4-12 M4 12,0 2,5 2,0

W320S-4-16 M4 16,0 2,5 2,0

W320S-5-8 M5 8,0 3,0 2,5

W320S-5-10 M5 10,0 3,0 2,5

W320S-5-12 M5 12,0 3,0 2,5

W320S-5-16 M5 16,0 3,0 2,5

W320S-5-20 M5 20,0 3,0 2,5

W320S-6-10 M6 10,8 4,0 3,0

W320S-6-12 M6 12,8 4,0 3,0

W320S-6-16 M6 16,8 4,0 3,0

W320S-6-20 M6 20,8 4,0 3,0

W320S-6-25 M6 25,8 4,0 3,0

W320S-8-10 M8 11,2 5,5 4,0

W320S-8-12 M8 13,2 5,5 4,0

W320S-8-16 M8 17,2 5,5 4,0

W320S-8-20 M8 21,2 5,5 4,0

W320S-8-25 M8 26,2 5,5 4,0

W320S-8-30 M8 31,2 5,5 4,0

W320S-10-12 M10 13,7 7,0 5,0

W320S-10-16 M10 17,7 7,0 5,0

W320S-10-20 M10 21,7 7,0 5,0

W320S-10-25 M10 26,7 7,0 5,0

W320S-12-16 M12 18,0 8,5 6,0

W320S-12-20 M12 22,0 8,5 6,0

W320S-12-25 M12 27,0 8,5 6,0

W320S-12-30 M12 32,0 8,5 6,0

W320S-12-40 M12 42,0 8,5 6,0

W320S-16-20 M16 23,3 12,0 8,0

W320S-16-25 M16 28,3 12,0 8,0

W320S-16-35 M16 38,3 12,0 8,0

W320S-16-50 M16 53,3 12,0 8,0
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