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LOAD RUNNERS
Urethane Tread 
Concentric Stud Plain Style - Inch Sizes
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Proven in special 
applications calling for 
a wear-resistant, non-
metallic rolling surface.

• Impact resistant
• Reduced track wear
• Outdoor durability

Applications:

• Medical Equipment

• Construction Sites

• Postage Systems

CONCENTRIC

Part No. Item 
No.

A B K L M N R S Rec. 
Mtg. 
Hole 
Size

Mounting
Member

Thickness

Bearing 
Radial 

Capacity 
(lbs)

3000 hrs 
L10 life @ 
100 RPM

Tread
Capacity

Static 
Limit
(lbs)

Tread 
Speed 
Limit 

(RPM)

Approx
Weight
(lbs)Roller

Dia
Roller 
Width

Stud 
Dia

Stud 
Length

Thread 
Length

Thread Shldr 
Dia

Shldr 
Length

+0.000
-0.001

+0.001
-0.000

Max Min

PLRU-1 97744 1.000 0.781 0.437 1.000 0.500 7/16-20 0.500 0.031 0.438 0.625 0.500 230 80 300 0.20

PLRU-1-1/8 97824 1.125 0.781 0.437 1.000 0.500 7/16-20 0.500 0.031 0.438 0.625 0.500 230 80 260 0.20

PLRU-1-1/4 97745 1.250 0.843 0.500 1.250 0.625 1/2-20 0.625 0.031 0.501 0.750 0.625 240 110 320 0.30

PLRU-1-3/8 97825 1.375 0.843 0.500 1.250 0.625 1/2-20 0.625 0.031 0.501 0.750 0.625 240 140 310 0.30

PLRU-1-1/2 97746 1.500 1.187 0.625 1.500 0.750 5/8-18 0.750 0.062 0.626 1.000 0.750 520 170 310 0.35

PLRU-1-3/4 97826 1.750 1.187 0.750 1.750 0.875 3/4-16 0.875 0.062 0.751 1.125 0.875 520 250 360 0.70

PLRU-2 97747 2.000 1.687 0.875 2.000 1.125 7/8-14 1.000 0.062 0.876 1.250 0.875 1050 340 360 1.00

PLRU-2-1/4 97827 2.250 1.687 0.875 2.000 1.125 7/8-14 1.000 0.062 0.876 1.250 0.875 1050 430 370 1.50

PLRU-2-1/2 97748 2.500 1.687 1.000 2.250 1.500 1-14 1.250 0.062 1.001 1.250 0.750 1980 410 400 2.00

PLRU-2-3/4 97828 2.750 1.687 1.000 2.250 1.500 1-14 1.250 0.062 1.001 1.250 0.750 1980 420 850 3.00

Concentric Stud Style

Other sizes available upon request.
*Refer to stud hex socket size and INSTALLATION NOTES on pages 87-89.
Assemblies are provided with lock washer and jam nut. 
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LOAD RUNNERS
Urethane Tread 

Eccentric - Inch Sizes

ECCENTRIC

Part No. Item 
No.

A B K L M N R S W Rec. 
Mtg. 
Hole 
Size

Mounting
Member

Thickness

Bearing 
Radial 

Capacity 
(lbs)

3000 hrs 
L10 life @ 
100 RPM

Tread
Capacity

Static 
Limit
(lbs)

Tread 
Speed 
Limit 

(RPM)

Approx
Weight
(lbs)Roller

Dia
Roller 
Width

Stud 
Dia

Stud 
Length

Thread 
Length

Thread Shldr 
Dia

Shldr 
Length

Ec
ce

nt
ric

ity

+0.001
-0.000

Max Min

PLRUE-1 97881 1.000 0.781 0.437 1.000 0.500 7/16-20 0.500 0.031 0.030 0.439 0.625 0.500 230 80 300 0.30

PLRUE-1-1/8 97882 1.125 0.781 0.437 1.000 0.500 7/16-20 0.500 0.031 0.030 0.439 0.625 0.500 230 80 260 0.30

PLRUE-1-1/4 97883 1.250 0.843 0.500 1.250 0.625 1/2-20 0.625 0.031 0.030 0.502 0.750 0.625 240 110 320 0.30

PLRUE-1-3/8 97884 1.375 0.843 0.500 1.250 0.625 1/2-20 0.625 0.031 0.030 0.502 0.750 0.625 240 140 310 0.30

PLRUE-1-1/2 97885 1.500 1.187 0.625 1.500 0.750 5/8-18 0.750 0.062 0.030 0.627 1.000 0.750 520 170 310 0.50

PLRUE-1-3/4 97886 1.750 1.187 0.750 1.750 0.750 3/4-16 0.875 0.062 0.030 0.752 1.125 0.875 520 250 360 1.00

PLRUE-2 97887 2.000 1.687 0.875 2.000 1.125 7/8-14 1.000 0.062 0.030 0.877 1.250 0.875 1050 340 360 1.20

PLRUE-2-1/4 97888 2.250 1.687 0.875 2.000 1.125 7/8-14 1.000 0.062 0.030 0.877 1.250 0.875 1050 430 370 1.50

PLRUE-2-1/2 97889 2.500 1.687 1.000 2.250 1.500 1-14 1.250 0.062 0.030 1.002 1.250 0.750 1980 410 400 2.00

PLRUE-2-3/4 97890 2.750 1.687 1.000 2.250 1.500 1-14 1.250 0.062 0.030 1.002 1.250 0.750 1980 420 850 2.10

Eccentric Stud Style

Urethane rollers include jam nut and lock washer. 
LOAD CAPACITIES ARE BASED ON UNIFORM AND STEADY LOADING.
1 kg = 9,81 N = 2,21 lbs
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