RODAMIENTOS VIGO, S.A.

Ladder St_yle Tractor Chains - For Mud and Field Traction.’

Pewag “A%i_ Square” Tractor Glacier Twist Link Tractor

ains

£
O «Qur tractor chains are available in 2 and 4 link spacing as well as various other millimeter sizes (not listed) by request.
| Pewag Glacier Pewag Glacier
0 Tire Square Link Twist Link Tire Square Link Twist Link
Py} Tractor Tractor Tractor Tractor
Size Stock No. Cross 8.2] 10| 12 |Stock No| Cross Size Stock No. Cross 8.2] 10| 12 |Stock NoJ] Cross
0 Chain No. Immimmimm Chain No Chain No. [mmlmmjmm IChain No
(] 18.3-16 E0822 E6266 = ¢ it 14.9-38 E0871 E7420 o | - H0871 H7420 |
“ 9.5-16 E0829 E6434 . - - - - - 15-22.5 E0852 E6445 . . H0§52 H6445
= 8.2-24 E0822 E6266 . H0822 H6434 15.5-38 E0879 E7426 = | - | Hos79 H7426
8.3-16 E0822 E6266 . H0822 H6434 16.9-24 E0874 E7426 =l - H0874 H7426
9.5-16 E0829 E6434 . HO829 H6434 16.9-28 E0876 E7426 o | - HO876 H7426 |
9.5-24 E0832 E6434 . H0832 H6434 16.9-30 E0877 E7426 . . H0877 H7426
9.5-28 E0836 E6445 . H0836 H6445 16.9-34 E0879 E7426 = | - | Hos79 H7426
9.5-32 E0838 E6445 . H0838 H6445 17.5-24 E0874 E7426 8 8 HO874 H7426
10.5/80-18| E0822 E6256 . H0822 H6434 [18.4-16.1 E0881 E9562 =] - Ho881 H9562
11.2-24 E0836 E6445 - H0836 H6445 18.4-24 E0883 E9562 = | = H0883 H9562
11.2-28 E0838 E6445 5 H0838 | H6445 18.4-26 E0883 E9562 + | - | Hosss | H9562
11.2-34 E0846 E6445 . H0846 H6445 18.4-28 E0884 E9562 . . H0884 H9562
11.2-36 E0846 E6445 . H0846 H6445 18.4-30 E0885 E9562 L HO0885 H9562
11.2-38 E0862 E6445 . . H0862 H6445 18.4-34 E0887 E9562 . . H0887 H9562
[12.4-16 E0831 E6445 . Ho0831 H6435 18.4-38 E0889 E9562 = | - | HO889 H9562
12.4-24 E0852 E6445 . . H0852 H6445 18.4-42 E0894 E9562 . . H0894 H9562
12.4-28 E0856 E6445 o] - H0856 H6445 19.5-24 E0883 E9562 = | -] HO883 H9562
12.4-36 E0862 E6445 . . H0862 H6445 20.8-34 E0890 E6650 . . H0890 H6650
12.4-38 E0862 E6445 L H0862 H0862 20.8-38 E0892 E6550 = | - | HO892 H6550
12.5/80-18 E0834 E6445 . H0834 H6445 2124 E0885 E9562 . . H0885 H9562
13.5-16 E0820 E6266 . H0820 H6266 21.5-16 E0882 E9562 = | -] HO882 H9562
13.6-16 E0850 E7420 o H0850 H7420 23.1-26 E0891 E9567 =] - H0891 H9567
13.6-24 E0856 E6445 D ) H0856 H6445 23.1-34 E0895 E9567 = | - | HO895 H9567
13.6-24 E0858 E7420 . . H0858 H7420
13.6-26 E0858 E7420 =l - H0858 H7420
13.6-28 E0859 E7420 =] - H0859 H7420
13.6-36 E0866 E7420 = 1- H0866 H7420
13.6-38 E0866 E7420 . . H0866 H7420
13.9-36 E0866 E7420 = | - | HO866 H7420
14.9-24 E0859 E7420 . . H0859 H7420
14.9-26 E0869 E7420 o] - HO869 H7420
14.9-28 E0869 E7420 . . H0869 H7420

For more information, cail i Tire Chain Division 800-445-2895 « TPC / lnaustriat Chain Division 800-526-3924



mailto:rodavigo@rodavigo.com

RODAMIENTOS VIGO, S.A.

*Alloy steel construction for superior wear.
*Designed for use on farm and agricultural elements.
*"H” pattern design keeps the chain on

top of the tread.
*New 8mm, Square Link construction, designed

for better traction.
*Use for field and mud traction.

2
; ’ Stock Lbs. per | Cross Chain
TirsiSize Number Paipr Number 2
H214sL | 97 H292SL 8 9,
H218SL 120 H292SL 10
H224SL | 131 H292SL 1 O
Discontinued: Use H229SL H226SL Discontinued: Use H229SL 3-
2-1¢ H225SL 74 H292SL 6
9.5-44 H227SL 154 H292SL 13 ]
Discontinued: Use H232SL H228SL Discontinued: Use H232SL =
H228SL 110 H292SL 9 3
H232SL | 150 H2925L 12 o
H236SL 143 H292SL 14
H242SL 140 H294SL 1"
H246SL 154 H294SL 12
H247SL 167 H294SL 13
H240SL 122 H295SL 9
14.9-26; H250SL 135 H295SL 10
H252SL 148 H295SL 11
Discontinued: Use H262SL H260SL Discontinued: Use H262SL
Discontinued: Use H270SL H254SL Discontinued: Use H270SL
H263SL 118 H296SL 8
H262SL 146 H296SL 10
H266SL 158 H296SL 11
H270SL 169 H296SL 12
H255SL 185 H296SL 13
H256SL 199 H296SL 14
12.4-48 H259SL 213 H296SL 15
H264SL 113 H298SL 7
H268SL 144 H298SL 9
H271SL 165 H298SL 10
H273SL 175 H298SL 11
H272SL 190 H298SL 12
; ¢ ( 460/ H277SL 221 H298SL 14
21L-24; H275SL 162 H299SL 8
p 38 : H276SL 22_5 H299SL 1_5

Traction Chain 'Tire Protection Chain L Repair Parts L] Transport Chain L Load Binders @
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